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MOISTURE RESISTANCE COMPARISON CHART 
FOR TUBULAR CAPACITORS 
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They said 
“PROVE ІТ». 
AND 


The moisture-resistance curves 
show how Type 160P Difilm? Black 
Beauty? Capacitors outperform all 
other commercial tubulars 


RELATIVE INSULATION RESISTANCE 
(MEGOHMS AT 180 VOLTS 0-С) 


1000 1500 2000 2$00 3000 3500 4000 


HOURS ON TEST (95 TO 100% R.H. AT 40C) 
RELATIVE HUMIDITY RESISTANCE 


To test tubular capacitors, we figuratively 
brought jungle conditions into the laboratory. 
The curves tell what happened. 


Difilm Black Beauty Molded Capacitors with- 
stood almost 4000 hours (95 to 100% R. H. 
at 40 C) with no change in humidity resistance! 


DIFILM® DUAL DIELECTRIC (PAPER and POLY- 
ESTER FILM), solid impregnant, molded case 


B. PAPER DIELECTRIC, solid impregnant, molded case 
C. DIFILM DUAL DIELECTRIC (PAPER and POLYESTER FILM), solid 
impregnant, dipped coating 

POLYESTER FILM DIELECTRIC, molded case 

PAPER DIELECTRIC, wax or oil impregnant, molded case 

PAPER DIELECTRIC, solid impregnant, waxed cardboard jacket 
PAPER DIELECTRIC, wax or oil impregnant, waxed cardboard jacket 


No other tubulars came close to this perform- 
ance. Difilm Capacitors proved themselves 
the true answer to moisture problems in enter- 
tainment and commercial electronics. 


omms 


For complete technical dota on 
Difilm Black Beauty Capacitors, 
write for Engineering Bulletin 
2025 to Technical Literature Sec- 


You can get off-the-shelf delivery at factory 
prices of Replacement Type TM Capacitors (same 


tion, Sprague Electric Company, construction as O. E. M. Type 160P) in pilot 
235 Marshall Street, North Adams, quantities up to 249 pieces from your local 
Massachusetts. Sprague Industrial Distributor. 
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Charles Steinberg and others in our Department of Medical and 
Biological Physics have been engaged in developing a computer 
system to aid in the diagnosis of heart disease, 


Computers Will Aid in the Diagnosis of Heart Disease 


The diagnosis of heart disease can 
be greatly facilitated by making use of 
the high operational speed and vast 
memory of a digital computer. A com- 
puter system can be programmed to 
accept the analog electrocardiogram 
signal from the patient, convert the 
data to digital form, recognize the im- 
portant patterns, measure the signifi- 
cant characteristics of these patterns, 
and indicate the likelihood of a particu- 
lar cardiac pathology. 

It is envisioned that one computer 
installation will serve many physicians. 
While a physician is recording a pa- 
tient’s electrocardiogram in the con- 
ventional way in his office, he will be 
able to simultaneously send the signals 
via telephone circuits—to the com- 
puter center and receive a report within 
minutes to corroborate his diagnosis. 

As a step toward the realization of 
diagnostic computer centers, an experi- 
mental system is being developed at 
AIL*. One of the most important parts 
of the system is the computer program 
that. determines the likelihood of car- 
diac disease. To develop the program, 
data was collected on 45 subjects, of 
whom 15 had aortic valvulitis, 15 had 
hypertension, and 15 were normal. 
Four kinds of signals were recorded for 
each subject (see illustration): an elec- 
trocardiogram (ECG), a balistocardio- 
gram (BCG), a phonocardiogram 
(PCG), and an arterial-pulse ( AP) re- 
cording. 
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TYPES OF CARDIOGRAMS AND CORRESPONDING WAVEFORMS 


* Sponsored by the Heart Disease Control Program, 
Bureau of State Services Division of Chronic Dis- 
eases, U.S. Public Health Service, Washington, D.C. 
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Discrete portions of each of the four 
kinds of cardiogram waveforms from 
each subject were selected for the basic 
input data. A total of 45 parameters 
were measured for each of the 45 sub- 
jects and consisted mainly of peak am- 
plitudes, durations and intervals. 

The means, variances and correla- 
tion coefficients were calculated for 
each of the three groups of subjects. 
All parameters that were not significant 
in distinguishing one group from 
another were eliminated by standard 
statistical techniques. The remaining 
parameters were combined in a multi- 
dimensional probability-density func- 
tion. 

Three probability-density functions 
were computed—one for each of the 
three groups of subjects. For each sub- 
ject, the ratio of the hypertensive-group 
probability-density function to the 
normal-group probability-density func- 
tion—the hypertensive-likelihood ratio 
—was calculated. Similarly, the aortic- 
valvulitis-likelihood ratio—was calcu- 
lated. The likelihood ratios were then 
used to determine to which one of the 
three groups a tested subject belonged. 
The likelihood ratios enabled the com- 
puter system to identify 26 out of 30 
subjects who had either hypertension 
or aortic valvulitis. 

The programming of the computer to 
recognize pathological data was based 
on manually derived measurements of 
significant parameters of the waveform 
data. To automate the technique. a 
pattern-recognition program for elec- 
trocardiograms was developed. One 
objective was to develop a computer 
program that would recognize and 
measure parameters from any electro- 
cardiogram taken with any lead system 
and from any subject. 

The electrocardiogram parameters 
selected. for measurement were the 
wave onset, wave peak, wave termina- 


tion, and time intervals in the P, Q, R, 
S, T and U waves. The program is also 
designed to recognize whether the P 
wave is diphasic. bifid or trifid. 

The point of greatest negative rate 
of change—after the R wave and be- 
fore the S wave—was selected as a ref- 
erence point that is repetitive in any 
ECG. Starting at this point, the wave- 
form for one complete heartbeat can 
be isolated and the starts, peaks and 
terminations of the P, Q, R, S, and T 
waves can be recognized, and their am- 
plitudes. durations and intervals can be 
measured. With this program of pattern 
recognition, the computer correctly 
measured 767 out of 770 ECG parame- 
ters. 

In future phases of this investigation 
of the use of computers as diagnostic 
aids, the number of test-subjects will 
be increased, the likelihood ratio will 
be computed for other cardiac condi- 
tions, and pattern-recognition pro- 
grams will be developed for other types 
of cardiac signals. 
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A complete bound set of our fifth series 
of articles is available on request, Write 
to Harold Hechtman at AIL for your set. 
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METAL FILM RESISTORS OFFER 5 
DISTINCT TEMPERATURE COEFFICIENTS 
TO MEET ALL CIRCUIT REQUIREMENTS 


Providing close accuracy, reliability and 

RUGGED END-CAP stability with low controlled temperature 

coellicients, these molded case metal-filin 

resistors out perform precision wirewound | 

CONSTRUCTION and carbon film resistors. Prime charac- | 
teristics include minimum inherent noise 


level, negligible voltage coeflictent of re- 
FOR LONG TERM glig g 


sistance and excellent long-time stability 


STABILITY under rated load as well as under severe 
conditions of humidity. 

Close tracking of resistance values of 2 
or more resistors over a wide temperature 
range is another key performance charac- 
teristic of moldled-case Filmistor Metal 
Film Resistors. This is especially impor- 
tant where they are used to make highly 

EXCEPTIONAL accurate ratio dividers. 

? Filnistor Metal Film Resistors are au- 
RESISTANCE TO tomatically spiralled 10 desired resistance 

values by exclusive Sprague equipment. 

The metallic resistive film, deposited by 

* MOISTU RE AND high vacuum evaporation, oui firmly 
special ceramic cores. Noble metal termi 

MECHANICAL DAMAGE nals insure low contact resistance. 
'The resistance elements, complete with 
end caps and leads attached are molded in 
dense, high temperature thermosetting 
eee material to form a tough molded shell for 

maximum protection against mechanical 
damage, moisture penetration and re- 

yeated temperature cycling. 

SURPASS MIL-R-10509 | Filmistor ee n yl A. V5 and 1 
watt ratings, surpass stringent perlor- 
PERFORMANCE mance requirements of MIL-R-10509D, 
Characteristics C and E. Write for Engi- 

REQUIREMENTS neering Bulletin No. 7025 to: Technical 
Literature Section, Sprague Electric Co., 
235 Marshall Street, North Adams, Mass. 

For application engineering assistance write: 

Resistor Division, Sprague Electric Co. 


Nashua, New Hampshire 
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A basic formula from Information Theory . . provides a measure of the amount of information in a particular type of message, such as TV... helps determine the frequency 
bandwidth, for example, required to transmit the messages. Information Theory, pioneered at Bell Laboratories, guides the search for better communications systems. 


DISCOVERY 


AT BELL TELEPHONE LABORATORIES 


New knowledge comes in many furms. Sometimes it comes in 
a mathematical formula. Usually it comes after much thought 
and experiment and the fruitful interaction of different minds 
and abilities. Most often. too. a particular discovery is small. 
But many small discoveries have a way of leading to big ad- 
vances at Bell Laboratories advances like the transistor . . . 
or. more recently. the gaseous optical maser. forerunner of 
communications at optical frequencies. Opportunities for dis- 
covery are enhanced by the abilities of the scientists 

and engineers and the range of the facilities at Bell 
Laboratories. world center of communications re- 

search and development. 


MICROWAVE ASSOCIATES 
PROGRESS REPORT 
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Microwave Power 
from 
Varactor Diodes 


E., conversion of microwave power has been 
accomplished with a variety of new varactor fre- 
quency multipliers developed at the Waveguide 
Systems Division of Microwave Associates, Inc. 

We have produced microwave power of several 
watts at UHF frequencies, several hundred milliwatts 
at X-band frequencies, and tens of milliwatts at Ka- 
band frequencies. The curve above indicates more 
accurately the power levels achieved by these Micro- 
wave Associates units. They employed doublers and 
triplers. 

Efficiencies of these units range from 80 — 90% in 
the UHF region and from 20 — 30% at X-band. At 
present, the highest efficiencies are achieved at rela- 
tively narrow bandwidths (195-295). However, our 
capabilities are rapidly improving efficiencies for 
broader band operation. An example of a fixed-tuned 
broadband unit is a tripler“ which provides an out- 
put of 10 milliwatts over a 14% range at X-band. 


Because of their efficiency and simplicity, these fre- 
quency multipliers are of considerable interest to sys- 
tems engineers designing radar exciter circuits, low- 
power transmitters, stable local oscillator and paramp 
pump sources, and other circuits which require high 
frequency stability and exceptionally long life. These 
varactor multiplier circuits are generally passive, re- 
quiring neither tuning nor external bias voltage. 


Our progress in producing efficient microwave 
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POWER OUTPUT — WATTS 


ALL SOLID-STATE 
FREQUENCY MULTIPLIERS 
Power Output (vs) Frequency 
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power with all-solid-state techniques is related to per- 
formance of the most advanced high-power epitaxial 
varactors with significantly lower losses. The capa- 
bilities of Microwave Associates’ Semiconductor 
Division in producing such varactors is a most posi- 
tive asset. As this article is being printed, the multi- 
plier performances shown here have already been 
exceeded. 


We are also developing chains of these frequency 
multipliers to provide moderate amounts of power 
when driven by transistor oscillators. Efficiencies of 
these multiplier chains (RF output/DC input) are 
as good or better than equivalent klystron sources. 
Compactness and all-solid-state reliability are equally 
important benefits. 


If you have an application for efficient varactor 
frequency multiplication or would like to discuss the 
very latest capabilities of these units, please write to 
Mr. Herbert Cox, Waveguide Systems Division. 
We'll be pleased to send you a new article on Varactor 
Frequency Multiplication by Mr. M. E. Hines. 


MICROWAVE ASSOCIATES, INC. 


WAVEGUIDE SYSTEMS DIVISION 


Burlington, Massachusetts • BRowning 2-3000 
Western Union Fax • TWX: Burlington, Mass. 942 
Export Sales: MICROWAVE INTERNATIONAL CORP. 
36 W. 44th Street, N.Y.C., №.Ү., U.S.A., Cable MICROKEN 
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SHOWN ACTUAL SIZE 


SIZE 9 COMPONENTS 


FOR SERVO SYSTEM MINIATURIZATION 


A complete family of Size 5 components for every servo system 
function is now available from Kearfott. Stainless stee! housings, 
shafts and bearings protect the units against environmental 
extremes and contribute to stability under shock, vibration, and 
temperature fluctuations. Standard 26-v, 400-cps excitation. 
* Operating temperature range —55° to +125°C. 


CHARACTERISTICS 
SYNCHROS 


VOLTAGE NULL ERROR 
(400 cps) T.R. (mv) (тіп) 
Transmitter 
CJO 0565 100 26 454 34 10 
Control Transformer 
Low 2-СЈ0 0555 100 11.8 1,765 34 10 
High Z-CJO 0552 900 11.8 1.765 34 10 
Differential 
CJO 0595 100 11.8 1.154 34 10 
Resolver 
Low Z-CJO 0585 100 26 1.0 34 10 
High Z-CJO 0589 100 1.0 34 


SERVO MOTORS SYNCHRONOUS MOTOR 
1126-06 1126-02 CJO 0172 200 

No-Load Speed 9800 rpm 9800 rpm Pull-In Torque — 0.06 in. o2 

Stall Torque 0.10 in. oz 0.10 in. oz Pull-Out Torque 0.10 in. oz 


Rotor Moment of Inertia 0.175 gm cm? 0.175 gm cm? | Pull-Out Power 4w 
Voltage 1 / (400 cps) 26 /36-CT 26 /26 


Power Input /Phase I JW 17w 


MOTOR GENERATORS 


MOTOR. С)40812001 0000812650 000 0813 200 
Voltage 91/92 (400 cps) — 26/36-CT 26 /36-CT 26 /26 
Power /ф 15w 15w 15w 
No-Load Speed 8000 rpm 8000 rpm 8000 rpm 
Stall Torque 0.10 in. oz 0.10 in. oz 0.10 in. oz 
GENERATOR 

Voltage (400 cps) 26v 26v 25v 

Volts /1000 RPM 0.1% 0.1 05v 

Null 1.3 ту 10 ту 6.7 mv 


Size 5 gearheads range in reduction ratios from 20:1 to 1019:1 for servomotors 
and motor tachometers above. In addition to Size 5 clutches, brakes, and brake- 
clutches, Size 6 are available. 


Write for complete data 


KEARFOTT DIVISION 
GENERAL PRECISION. INC. 


D 


Little Falls, New Jersey 
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Meetings 


with Exhibits 


Q As a service both to Members and the 
industry, we will endeavor to record in this 
column each month those meetings of IRE, 
its sections and professional groups, which 
include exhibits. 


A 


December 12-14, 1961 
Eastern Joint Computer Conference. 
Sheraton-Park Hotel, Washington, D.C. 
Exhibits: Mr. Charles Phillips. 5603 
Jordan Road. Washington 16, D.C. 


February 7-9, 1962 
3rd Winter Convention on Military 


Electronics, Ambassador Hotel. Los 
Angeles. Calif. 


Exhibits: Mr. Walter E. Peterson. с 0 
IRE Los Angeles Office, 1435 South 
La Cienega Blvd.. Los Angeles. Calif. 


March 1-3, 1962 


Eighth Scintillation and Semiconduc- 
tor Counter Symposium, Shoreham 
Hotel, Washington, D.C. 


Exhibits: Dr. George A. Morton. RCA 
Labs, Princeton. N.J. 


March 26-29, 1962 

International Radio & Electronics 
Show and ERE International Con- 
vention, Waldorf-Astoria Hotel and 
New York Coliseum, New Vork. N.Y. 

Exhibits: Mr. William С, Copp, IRE 
Advertising Dept., 72 West 45th St.. 
New York 36. N.Y. 


April 11-13, 1962 
SWIRECO (South West IRE Con- 
ference & Electronics Show), Rice 
Hotel. Houston. Texas 
Exhibits: Mr. J. C. Robinson, P.O. Box 


1505. Houston, Texas 


Mey 1-3, 1962 
Spring Joint Computer Conference, 
Fairmont Hotel, San Francisco, Calif. 
Exhibits: Mr. John M. hall. Pacific 
Telephone Co.. 3210 Arden Way. Sac- 
rumento. Calif. 


May 14.16, 1962 
NAECON (National Aerospace Elec- 
tronics Conference), Biltmore Hotel. 
Dayton. Ohio 
Exhibits: IRE Dayton Office. 33 N. Tor- 
rence St., Dayton. Ohio 


Vay 23-25, 1962 
National Telemetering Conference. 


Sheraton Park Hotel. Washington. 
D.C. 


Exhibits: Mr. H. W. Royce, Martin Com- 
pany. Baltimore, Md. 


June 12-14. 1962 
Armed Forces Communications & 
Electronies Show, Sheraton Park 
and Shoreham Hotels. Washington. 
D.C. 
Exhibits: Mr. William C. Copp. 72 W. 
J5th St., New York 36. N. V. 


(Continued on page 104) 
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Complete Sweeping Oscillator 
frequency Marker Systems 


клу Vari-Sweeps" 


e Fundamental Frequency — No Spurious Beats 
e Built-in Attenuators e Direct Reading Frequency Dials 
e Stable Wide Sweeps • Stable Narrow Sweeps 
e 1.0 V into 70 ohms, AGC'd 


MODEL IF and MODEL RADAR 


4-120 MC VARI-SWEEP MODEL IF 


Frequency Range: 4 to 120 mc in six overlapping bands. 


Sweep Width: Continuously variable to maximum of at least 30 mc (above 
50 mc) or 6096 of center frequency below 50 mc. 


Sweep Rate: Variable around 60 cps. Locks to line frequency. 


RF Output: 1.0 V rms into nominal 70 ohms (50 ohms upon request). 
AGC'd to +0.5 db over widest sweep and over tuning range. 


Zero Reference: True zero line during retrace. 
Attenuators: Switched 20, 10 and 3 db: variable 6 db. 


Fixed Markers: Up to eleven, pulse-type, crystal-controlled markers at 
customer specified frequencies. Accurate to +0.05%. 

Variable Marker: "Birdie pip" marker continuously variable from 2 to 135 
mc in 6 overlapping bands. Direct-reading frequency dial accurate 
to within -- 1.096. 


Marker Output: Approx. 5 V peak. Sweep Output: Approx. 7 V peak. 


10-145 MC VARI-SWEEP MODEL RADAR 


Same as Model IF in a different frequency range. 


Price: $950.00 f.o.b. factory, including cabinet. $1045.00 f.a.s. New York. 
Crystal markers $20.00 ea. 


WRITE FOR CATALOG INFORMATION. 


TWO UNIT SYSTEM 2-220 mc 


клу Vari-Sweep 


Frequency Range (CW or Sweeping Operation): 
2-220 mc, 10 bands. Direct-reading dial. 


Sweep Width: Continuously variable to maximum 
of at least 30 mc (above 50 mc) or 6096 of 
center frequency (below 50 mc). 

Sweep Rate: Variable, 10 to 40 cps; line lock. 

RF Output: 1.0 V rms (metered) into nom. 70 
ohms (50 ohms upon request). AGC'd to +0.5 db 
over widest sweep and tuning range. 


Attenuators: Switched 20, 20, 10, 6 and 3 db, 
plus continuously variable 6 db. 


Price: $795.00 f. o. b. factory. $875.00 f.a.s. N. V. 


KAY Vari- Marker MOOEL H 


VARIABLE MARKER: (CW or "Birdie pip"). 
Frequency Range: 1.7 to 230 mc in ten over- 
lapping bands. 

RF Level: 1.0 V rms into 70 or 50 ohms, metered. 
Flatness: +0.5 db, AGC'd. 


Attenuators; Switched 20, 10, 6, 3 db, contin- 
uous 6 db. 


Frequency Dial: Direct reading, accurate to+1%. 
Marker Amplitude: Variable to 5.0. volts peak. 
HARMONIC MARKER: (Picket-fence pip or CW). 


Intervals: Switched 250 kc, 500 kc, 2.5 mc, 5.0 
mc, other frequencies can be specified. 


Accuracy: +0.01%. 
Price: $845.00 f.o.b. factory. $930.00 f.a.s. N.Y. 


Other Vari-Marker Models — Fixed and Vari- 
able Markers. 


KAY ELECTRIC COMPANY 


Dept. 1-12, Maple Avenue, Pine Brook, N. J., CApital 6-4000 
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MINIATURE 
TRANSFORMERS 


delivered in 
24 hours 


FROM STOCK 


TOROIDS 


Custom-engineered to 
Exacting Specifications. 


* Frequency range: 20 cycles—100 ke 

* Power level: Up to 150 watts 

* Operating temp. range: -65 to 130°C 

* Size range: Approximately % to 4” О.р. 

* DC current range: Depends on the size, 
frequency and power level 


MICROTRAN Quality and 
Reliability Guaranteed! 


MICRO MINIATURE 
TRANSISTOR 


TRANSFORMER 
>» Molded (M) %” x 5 x 47 
* Hermetic (-H) 1%,” x , wt. 34 oz. 
Open Frame (f) A. x 19," x 34”, wt. 4 oz. 


— T 
Primary | Secondary 

Numher | Application | Impedance | Impedance 
MMTI* Line to Base 600 
ММТ4° Р.Р, Coll. to P.P. Base 50,000 C T. 
MMT7* Coll. to P.P, Base 25,000 
MMTS" Р.Р Coll. to P.P. Base 50,000 C T. 
MMT9* Line to Р.Р. Base 600 CJ. 
MMTI1I* Р.Р. Coll. to Р.Р. Base or Line 4.000 СТ. 
MMT17* Р.Р, Coll. to Р.Р. Base 10,000 CT 
MMT18* P.P. Coll. to P.P. Base 25,000 CT. 
MMTIS* Coll. to Р.Р. Base 2,500 
MMT25* Line to Base 600 C.T. 

“Add either -H, M, or -FB to Part No. to designate construction. 

See catalog for detailed information, 


ime їп optimizing circuitry 
Set of 9 ігапѕ%гтег Covers impedance range of 150 through 
200,000 OHMS” Matches most new transistor impedance 
ratings. 
FULL DESIGN DATA ENCLOSED 
* Nomographs and circuitry for determining correct imped- 


ances • Power versus DBM chart • Guide to MIL-T-27A 
* Cross Reference index • Outline drawings. 


Write TODAY for cotalog and price list of the complete MICROTRAN line 

company, inc. 

145 E. MINEOLA AVE., VALLEY STREAM, N. Y. 
ать 


FRANCHISED STOCKING DISTRIBUTORS 


CALIFORNIA, INGLEWOOD 

Newark Electronics Co., lnc 
CALIFORNIA, LOS ANGELES 

Graybar Electric Company 

Universal Radio Supply Co. 
CALIFORNIA, SAN DIEGO 

Telrad Electronic Supply 
CALIFORNIA, SAN JOSE 

Weatherbie tndustrial Electric 
COLO., oENVHE R- Ward Terry 
CONN., NEW HAVEN —Radio Shack 
CONN., WATERBURY — Bond Radio 
DIST. OF COL., WASHINGTON 

Electronic Wholesalers, Inc. 
FLORIDA, ORLANDO 

East Coast Radio of Orlando Inc. 
ILL., CHICAGO— Newark Elect. 
INDIANA, SOUTH BEND— Radio Dist. 
IOWA, CEDAR RAPIDS—Deeco. lac. 
KANSAS, WICHITA—Radio Supply 
MARYLAND, BALTIMORE 

Electronic Wholesalers, Inc. 

D & H Dist. Co.. Inc. Indus. Sales Div 
MASSACHUSETTS, BOSTON 

Radio Shack Corp, 

Sager Electrical Supply Co 
MINN., ST. PAUL—Gopher Electronics 
MISSOURI, KANSAS CITY 

Jones Electronic Sales 
MISSOURI, ST. Louis 

Interstate Suppty Co 
NEW JERSEY Federated Purchaser. Inc 
NEW YORK, LYNBROOK 

Peerless Radio Distributors 
NEW YORK, MINEOLA 

Arrow Electronics, inc. 

NEW YORK, NEW YORK CITY 

Harrison Radio 
NEW YORK, BUFFALO 

Summit Dist. Inc 
NEW YORK, SCHENECTADY 

Schenectady Electronics 
NEW YORK, UTICA 

Valley Electronic Labs, lac. 
OHIO, CLEVELAND 

Main Line Cleveland, Inc. 
PENNSYLVANIA, ALLENTOWN & EASTON 

Federated Purchaser, Inc. 
PENNSYLVANIA, McKEESPORT 

Barno Radio Co 
PENNSYLVANIA, NORRISTOWN & PHILA. 

Philadelphia Electronics, lac. 
TEXAS, DALLASCAII-State Elect. 
UTAH, SALT LAKE CITY—S R Ross 
WASHINGTON, SEATTLE-—F. B. Conneltey 
CANADA, MONTREAL 

Atlas Wholesale Radio tac 


ULTRA MINIATURE 
TRANSISTOR 
TRANSFORMER 


| Open-frame (-F)* Wt. .08 oz. size 36 x36" x V. 
\ \ Molded (M“ Wt. .14 oz. size Y?" х ½ dia. 
Nylon Bobbin, Nickel-Alloy Core. Levels to .5w. 


Pat | | Primary Secondary 

— Number | Application | Impedance (0.C.)| Impedance _ 
UM284*) Choke 10 hy (0 dc) 
UM29("}  Interstage 600 CT. 
UM30.(*) Choke 1.5 hy (0 dc) 
UM31-*)  Interstage 10,000 C.T. 1.200 C. J. 
UM324*) Output 1,500 СТ. 600 
UM334*) Output 1,000 C.T. 600 
UM34.*) Driver 10,000 СТ. 600 СТТ. 
Add either -F or -M to part number to designate construction 
See catalog for detailed information 


600 C. I. 


VERI-MINIATURE 
TRANSISTOR 


TRANSFORMER 
Open Frame (.FB)* Wt. 2 2% М,” x v" 
Molded (M)* Wt. A oz" 14” high 


Part 


VMI* Input 
VM2* 1: 


2* in 


1,200 (.72 ma.) 
600 (1.0 ma.) 
1,200 C. I. (72 ma.) 
1.250 (2.0 ma.) 3.4 
VM10* Interstage 2,500 (1.5 та) 2.500 C.T. 
VM11* Choke 20 hy. (0 ma.) 12 hy. (5 ma.) 
VM13* Interstage 20,000 1,000 C.T. (.75 ma.) 
“Ааа either .M, or -FPB to part number to designate construction. 
See catalog. 4 color coded leads, resin impregnated, 


Meetings 


with Exhibits 


ШШШ ll 


(Continued from page 8A) 


June 25-27, 1962 


Sixth National Convention on Mili- 
tary Electronics, Shoreham lotel. 
Washington, D.C. 


Exhibits: Mr. Ralph I. Cole, Melpar, Ine.. 
3000 Arlington Blvd., Falls Church. 
Va. 


August 21-24, 1062 


Western Electronics Show and Con- 
ference (WESCON), Ambassador 
Hote! & Memorlal Sports Arena, Los 
Angeles, Calif. 


Exhibits: Mr. Don. Larson, WESCON. 
1135 La Cienega Blvd. Los Angeles. 


Calif. 


August 29-September 1, 1962 


Second International Conference on 
Information Processing, | Munich, 
Germany 


Exhibits: Dr. Heinz Billing, Max Planck 
Institute, Munich, Germany 


October 1-3, 1962 


Eighth National Communications 
Symposium, Hotel Utica & Utica 
Municipal Auditorium. Utiea, N.Y. 


Exhibits: Mr. R. E. Gaffney, General 
Electric Co, Light Military Elec 
tronics Dept., Utica, N.Y. 


October 8-10, 1962 


National Electronics Conference, Ex. 
position Hall, Chicago, MI. 


Exhibits: Mr. Rudy Napolitan, National 
Electronies Conferenee, 228 N. LaSalle 
St., Chicago, Ill. 


October 29-31, 1962 


sth Annual Conference on Elec- 
tronic Techniques in Medicine & 
Biology, Edgewater Beach Hotel, Chi. 
cago. Ш. 


Exhibits: Dr. J. E. Jacobs, 624 Lincoln 
Ave., Evanston, III. 


November 13-15, 1962 


Northeast. Research & Eungincering 
Meeting (NEREM), Somerset Hotel 
& Commonwealth Armory. Boston, 
Mass. 


Exhibits: Mr. Stewart K. Gibson, c/o 
IRE Boston Office, 313 Washington 
St., Newton. Mass. 


А 


Note on Professional Group Meetings: 
Some of the Professional Groups con- 
duet meetings at which there are ex- 
hibits. Working committeemen on these 
groups are asked fo send advance data 
to this column for publicity information. 
You may address these notices to the 
Advertising Department and af course 
listings are free to IRE Professional 
Groups. 
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M 
BIPCO Modules — Built-In-Place Components In Modular Form. 


The Burroughs Corporation announces the commercial 
availability of tomorrow's techniques . . . today. BIPCO 
modules combine the reality of performance, low cost 
and immediate availability, to signal a major transition 
in the state of the art. 

Thin Film Memory Planes and Solid State Multi-element 
Modules are the first of the BIPCO module family. The 
Thin Film Memory is capable of storing 20 words of 8 
bits each for a total of 160 bits of information, and has 
a cycle time of 0.2 microsecond. The Solid State Module 
is a binary coded decimal to decimal diode converter which 
utilizes 40 diodes in matrix logic. 


Write for BIPCO Module Technical Brochure. 


ANOTHER 
Burroughs Corporation 


ELECTRONIC 


Burroughs Corporation's breakthrough in Built-in-Place 
Components is made possible by the unique combination 
of two major new techniques. First, multi-element com- 
ponents are simultaneously fabricated within a single de- 
vice. Second, these elements are placed in a predeter- 
mined pattern in such a manner as to facilitate complex 
internal connections. 


This combination of techniques has resulted in BIPCO 
Modular Devices with simple inputs and outputs which 
perform functions normally requiring myriads of elements 
and connectors. 


ELECTRONIC CONTRIBUTION BY 


COMPONENTS DIVISION 
PLAINFIELD, NEW JERSEY 


Formerly Electronic Tube Division 


CONSUMER 

PRODUCTS 

Cordless Appliances 

Dictating, Recording 
Equipment 

Shavers 

Radios 

Hearing Aids 

Electronic Medical Aids 


NICKEL CADMIUM RECHARGEABLE BATTERIES 


FOR AIRCRAFT @ MISSILES H CONSUMER PRODUCTS fl ELECTRONICS Ш COMMUNICATIONS 


3 TYPES 
HERMETICALLY SEALED CELLS 


& ees 


BUTTON 20-500 mAh 


2 TYPES 
VENTED CELLS 


POCKET PLATE 
10 Ah-2048 Ah 


CYLINDRICAL 
100 mAh-4.0 Ah 


SINTERED PLATE 

500 mAh-240 Ah 

(Miniaturized e 
Е and Large к 

Industrial Types) 1 


RECTANGULAR 1.5-2.3 Ah 


NICAD Batteries, in miniaturized Sealed and Vented Cells, are constantly 
in demand where there is a vital need for highly reliable and durable 
power sources. Suitable for the most stringent military requirements, 
these versatile cells are also adaptable to a wide variety of critical com- 
mercial, consumer and industrial applications. 


Rechargeable, miniaturized, lightweight, NICAD Sealed Cells require no 
maintenance and operate in any position. High current discharge capa- 
bilities and extended shelf life make these cells ideal for battery-powered 
equipment that must operate instantly and efficiently. 


NICAD sintered plate Vented Cells are designed to give exceptionally 
long life under cycle and float service. They can be stored in any state 
of charge for long periods without attention or fear of deterioration. They 
will operate in any position on discharge. 


Pocket plate types are ideally suited for standby power and control, 
signal and alarm systems, emergency lighting, stationary engine cranking, 
cycling service, switchgear tripping and closing, locomotive starting. They 
seldom require maintenance, have an exceptionally long life and will 
maintain sustained voltage at heavy discharge rates. There's no sulphation, 
no corrosive fumes. 

For further information on both Vented and Hermetically Sealed Cells, 
additional usage and application, write... 


NICAD BATTERY DIVISION 


GOULD-NATIONAL 


BATTERIES, INC. 


E-1405 ist National Bank Bldg. 


St. Paul 1, Minnesota 
NICAD] is a trademark of Gould- National Batteries, Inc. 


GOULO-NATIONAL 


BATTERIES, INC. 
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ELECTRONICS 

Instruments 

Receivers / Transmitters 

Computers 

Telemetering 

Portable Communicctions 
Equipment 


MISSILES AND 
ROCKETS 
Control 

Guidance 
Telemetering 


AIRCRAFT 

Engine Starting 
Emergency Lighting 
Controls and Alarms 
Rescue Gear 


COMMUNICATIONS 
Telephone 
Telemetering 
Microwave 


TYPICAL USES 


| 


[p 


E Lid 
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POWER PLANTS 

Switchgear Operation 

Supervisory Control 

Emergency Lighting and 
Power 

Microwave 


RAILROADS 
Switchgear Operation 
Microwave 

Engine Starting 
Lanterns 


INDUSTRIAL 
Switchgear Operation 
Emergency Lighting 
Engine Starting 
Flashlights and Lanterns 
Cordless Power Tools 


MARINE 

Engine Starting 
Radio and Alarms 
Life Boats 
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PROCEEDINGS OF THE IRE 


EXAMPLE OF LOW-NOISE AMPLIFIER DESIGN 


SIMULATED 
IK SOURCE 


SIGNAL 
GEN. 


Send for APP 11/2 and APP 36 


MINIMUM BETA OF 75 

Guaranteed noise figure below all other 
devices, germanium or silicon, results 
from: high gain (reduces middle frequency 
Shot noise), passivated surface (cuts low- 
frequency flicker), and alpha cutoff of 
0.8mc @ 104A (shifts high-frequency 
noise above the audio range) Extremely 
low leakage (typically C. Ama) makes pos- 
sible low current operation. 
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NEW 
SILICON 
PLANAR 


db MAX. v 


e NOISE FIGURE 


2N2049 
ELECTRICAL CHARACTERISTICS (25°C) JEDEC 10-5 
25 OUTPUT MIN. MAX. 
Іво at Veg = 60 V, IE = 0 10 muA 
ade hfe at 1 kc, Іс = 1.0mA 75 
hib at 1 kc, 10 = 1.0mA 24 34 ohms 
hob at 1 kc, Ic == 1.0 mA 0.1 0.5 umhos 
NF at Ic = 100 дА, VCB = 10 V, 
f==1 kc, Rg==2K, BW—1 cps. 3.0 db 
hFE, d.c.pulse, IC — 100 4A, 
УСЕ == 10V 


PLANAR RELIABILITY, STABILITY 
Performance characteristics of the 2N2049 
are largely attributed to high degree of 
uniformity inherent in the Fairchild Planar 
Process. Parameter stability is assured as 
all junctions are protected against contam- 
ination or environmental change from the 
start of manufacture by an integral oxide 
layer. 


RIGH YIELO, LOW PRICE 

Low price, resulting from high Planar 
yields, makes it practical and economical 
to specify the 2N2049 for a wide variety of 
audio applications, and for differential 
amplifiers and d-c amplifiers where stabil- 
ity, low leakage, and low noise are prime 
considerations. Get complete data and 
pricing information from your Fairchild 
distributor or sales office. Or write direct. 


PE ee INSCHET 
FAIRCHILD 


SEMICONDUCTOR 


545 WHISMAN ROAD, MOUNTAIN VIEW, CALIF. - YORKSHIRE 8-8161 - TWX: MN VW CAL 853 
A DIVISION OF FAIRCHILD CAMERA AND INSTRUMENT CORPORATION 
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IRE News and Radio Notes 


Current IRE Statistics 
(As of October 31, 1961) 


Membership—92,914 
Sections—111 

Subsections—31 

Professional Groups—28 
Professional Group Chapters—288 
Student Branchest-—213 


T See lune, 1961, issue for a list. 


Calendar of Coming Events 
and Author’s Deadlines* 
1961 


Dec. 12-14: Eastern Joint Computer 
Conf., Sheraton-Park Hotel, Wash- 
ington D. C. 


1962 


Jan. 9-11: 8th Natl. Symp. on Reli- 
ability and Quality Control, Statler 
Hilton Hotel, Washington, D. C. 

Jan. 28-Feb. 2: AIEE 1962 Winter Gen- 
eral Mtg., New York, N. Y. 

Feb. 7-9: 3rd Winter Conv. on Military 
Electronics, Ambassador Hotel, Los 
Angeles, Calif. 

Feb. 14-16: Internat'l. Solid State Cir- 
cuits Conf., Philadelphia, Pa. 


deb. 14-16: Annual Meeting of Bio- 
physical Society, Sheraton Park 
Hotel, Washington, D. C. 

Feb. 19-24: Winter Inst. on Optimum 
and Adaptive Control Systems 
Theory. Univ. of Florida, Gaines- 
ville. 

Mar. 1-3: 8th Scintillation and Semi- 
conductor Counter Symp., Shoreham 
Hotel, Washington, D. C. 

Mar. 26-29: IRE Internat'l. Conv., Coli- 
seum and Waldorf Astoria Hotel, 
New York, N. Y. 


Mar. 28-29: 3rd Symp. on Engrg. As- 
pects of Magnetohydrodynamics, 
Univ. of Rochester, Rochester, N. Y. 

Apr. 10-12: 2nd Symp. on the Plasma 
Sheath, New England Mutnal Hall, 
Boston, Mass. 

Apr. 11-13: SWIRECO (S. W. IRE Conf. 
and Electronics Show), Rice Hotel, 
Houston, Tex. 


Apr. 24-26: Symp. on the Mathematical 
Theory of Automata, United Engrg. 
Ctr., New York, N. Y. (DL*: Jan. 5, 
1962, Symp. Committee, Polytech. 
Inst. Brooklyn, 55 Johnson St., 
Brooklyn 1, N. Y.) 

May 1-3; Spring Joint Computer Con- 
ference, Fairmont Hotel, San Fran- 
cisco, Calif. (DL*: Nov. 10, 1961, 
R. I. Tanaka, Lockheed Missiles and 
Space Co., Palo Alto, Calif.) 


May 3-4: 1st International Congress on 
Human Factors in Electronics, La- 
fayette Hotel, Long Beach, Calif. 


* DL = Deadline for submitting ab- 
stracts. 


(Continued on page 15A) 
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МАКЕ BANQUET 
RESERVATIONS NOW 


Because of the influx of advance reser- 
vations for the Golden Anniversary Banquet 
on March 28, to be held during the IRE 
International Convention, IRE members are 
urged to make their reservations at once by 
sending a check for $15.00 per ticket to the 
institute of Radio Engineers, 1 E. 79 St., 
New York 21, N. Y. 


GOLDSMITH RECEIVES 
Honor FROM SMPTE 


Dr. Alfred N. Goldsmith (MP12-F'15) 
Co-Founder of the IRE and Editor Emeritus 
of the ProckEDINGs has been awarded hon- 
orary membership in 
the Society of Mo- 
tion Picture and Tel- 
evision Engineers. 
The SMPTE grants 
this honor to those 
who have “performed 
eminent service in 
the advancement. of 
engineering in mo- 
tion pietures, tele- 
vision, or allied arts.” 
A. N. Go.psmrra Dr. Goldsmith is a 

Past President of the 
Society, and has been a member for 33 years. 

Me is a graduate of the College of the 
City of New York and of Columbia Univer- 
sity. He taught electrical engineering at 


C.C.N.Y. from 1918 to 1923 and was Vice 
President and general engineer of Radio 
Corporation of America from 1923 to 1931, 
Since 1933, he has served as a consulting 
engineer for RCA, the National Broadcast- 
ing Company and Eastman Kodak Com- 
pany. 

Presentation of the honorary member- 
ship was made during the 90th convention 
of the SMPTE. Among the many honors he 
has received are the IRE Medal of Honor 
and the Founders Award. 


MicROWAVE PUBE CONGRESS 
CALL FOR PAPERS 


The Fourth International Congress on 
Microwave Tubes will be held September 
3-7, 1962 at the Kurhaus Hotel, Scheven- 
ingen, Netherlands. Papers are solicited on 
the following subjects: diodes and grid- 
controlled tubes; velocity-modulation tubes; 
traveling-wave tubes; backward-wave tubes; 
magnetrons and M-type amplifier tubes; 
parametric devices; gas discharge devices, 
masers, irasers and lasers; tubes of special 
design (undulators, Cerenkov Effect, har- 
monic generators, etc.); noise; electron me- 
chanics; cavities and slow wave structures; 
space-charge waves; measuring techniques, 
and technology. 

Summaries should be received before 
March 15, 1962 at the Congress Office typed 
on a special form obtainable from the Con- 
gress Office, Postbox 62, Eindhoven, Nether- 
lands. 


| AAMERICAN 


INSTITUTE 


OF 


EEECTRICAJ 
ENGINEE 


IRE President-Elect Patrick E. Haggerty and AIEE President Warren H. Chase exchange greetings at the 
AIEE Fall General Meeting iu. Detroit after the Board of Directors of AIEE passed a resolution, approved also 
by the IRE Board, calling for the formation of a joint committee to explore a consolidation of the two societies, 
Further details regarding the resolution are given in IRE President Berkner's letter on page 1743 of this issue. 
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Call for Papers 


14711 NATIONAL AEROSPACE ELECTRONIC CONFERENCE 
(NAECON 1962) 


May 14-16, 1962 
Biltmore Hotel, Dayton, Ohio 


IRE and the PG on Aerospace and Navigational Electronics, Prospective authors 
are requested to submit the following by December 15, 1961: 


1) 100-word abstracts in triplicate, title of paper, name and address | 

2) 500-word summary in triplicate, title of paper, name and address 

3) Biographical sketch of the author(s) in triplicate including education, experi- 
ence, professional society membership, publications, honors. 


Papers presenting original work are suggested in (but not necessarily limited to) 


these topic areas: 
Coherent Optical Radiation Theory and 
| Techniques 
Application of Coherent Optical Radia- 
tion Devices 
Cyrogenies and New Electronic Tech- 


niques 

Living Systems Ideas for Weapon Sys- 
tems 

Progress Report on Molecular Electron- 
ics 


Radio Astronomy Techniques 

Radio Astronomy, Present and Future 

Communication Satellites, System De- 
sign and Potential Use 

Inertial Techniques for Aerospace Sys- 
tem Navigation and Guidance 

A Survey of Earth .\erospace Radio 
Propagation Phenomena 


‘The NAECON Conference is sponsored jointly by the Dayton Section of the 


Instrumentation for Astronauts 
Aerospace Medical Electronics 


Aerospace Communication and Telemetry 


Reconnaissance, Photographic and Elec- 
tronic 

Millimeter Wave ‘Technology 

30 300 КМС, Status and Potential Use 

New Dimensions in FM 

Advances in Computor Technology 

Computers as Tools in Modern Engincer- 
ing Design | 

Biological Electronics 

Systems Management 

Adaptive Control Systems 

Information Storage und Retrieval 

Radiation Weapons 

Nuclear Instrumentation for Civil De- 

fence 


Note: Only original papers which have not been presented or published prior 
to the 1962 National Aerospace Electronic Conference will be considered; any 
necessary military or company clearance must be obtained prior to submittal. | 
Address all material to G. A. Langston, Chairman, Papers Committee, 4725 | 


Rean Meadow Dr., Dayton, Ohio. 


PROFESSIONAL GROUP NEWS 


At its meeting on Septeniber 12, 1961, 
the IRE Executive Committee approved 
the following new Chapters: PG on Anten- 
nas and Propagation—Central Pennsyl- 
vania Chapter; PG on Antennas and 
Propagation and Microwave Theory and 
Techniques to be combined to form one 
Joint Chapter—Baltimore Chapter; Joint 
PG on Antennas and Propagation and 
Microwave Theory and Techniques—Or- 
ange County Chapter (Los Angeles Section): 
PG on Antennas and Propagation and. 
Microwave Theory and Techniques to be 
combined to form one Joint Chapter- 
Syracuse Chapter; PG on Communications 
Systems—Monmouth Chapter (New York 
Section); PG on Information Theory— 
Baltimore Chapter; PG on Microwave 
Theory and Techniques—Florida West 
Coast Chapter; PG on Radio Frequency 
Interference—Joint New York, Northern 
New Jersey and Long Island Chapter. 

On October 17, 1961, the IRE Executive 
Committee also approved the following new 
Chapters: РС on Communication Systems 
Boston Chapter; PG on Radio Frequency 
Interference—Los Angeles Chapter. 
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BIOPHYSICAL SOCIETY TO MEET 
In WasHINGTON, D. C. 


The annual meeting of the Biophysical 
Society will take place February 14-16, 
1962, at the Sheraton-Park Hotel, Wash- 
ington, D. C. 

The program will include symposia and 
invited speakers in the following areas: 

The Excited State and Photobiology— 
Chairman, Dr. А. Hollaender, Oakridge Na- 
tional Lab.; Dr. M. Kasha, Florida State: 
Dr. R. Hubbard, Harvard University; Dr, 
R. Clayton, Oak Ridge; Dr. M. Delbrück, 
California Inst, Tech. 

Biological Replication—Chairman, Dr. 
F. Crick, Cambridge University; Dr. H. 
Aposhian, Stanford University; Dr. N. Zin- 
der, Rockefeller 1nst.; Dr. H. Taylor, Co- 
lumbia University; and Dr. D. Mazia, Uni- 
versity of California. 

Statistics and Dynamics in Biological 
Systems—speakers to be announced. 

There will be no pre-registration fee. For 
further information write Dr. Dean Cowie, 
Meeting Chairman, Department of Terres- 
trial Magnetism, Carnegie Institute of 
Washington, 5241 Broad Branch Rd. N.W., 
Washington 15, D. C. 
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Calendar of Coming Events 
and Author's Deadlines* 


Cnntinued from page HA) 


May 4-5 : Bay Area Symp. on Reliability 
and Quality Control, U. S. Naval 
Postgraduate School, Monterey, 
Calif. (DL*: Dec. 15, 1961, F. B. 

| Durand, 553 Connemara Way, 

Sunnyvale, Calif.) 

May 8-10: Electronic Components Conf. 
Marriott Twin Bridges Hotel, Wash- 
ington, D. C. 

May 14-16: NAECON, Dayton, Ohio. 

May 22-24: Nat'l. Microwave Theory 
and Techniques Symp., Boulder, 
Colo. (DL*: Dec. 18, 1961, R. W. 

| Beatty, Nat'l. Bur. Standards, Boul- 

der, Colo.) 

| May 23-25: Nat, Telemetering Conf., 
Sheraton Park Hotel, Washington, 
р. C. 

June 18-19: Chicago Spring Conf. on 
Broadcast and Television Receivers, 
O'Hare Inn, Chicago, Ill. (DL*: 
Feb. 15, 1961, A. Cotsworth, Zenith 
Radio Corp., 6001 W. Dickens Ave., 

| Chicago 39, Ill.) 

June 25-27: 6th Nat'l. Convention on 
Military Electronics, Shoreham Ho- 
tel, Washington, D. C. (DL*: Feb. 1, 
1961, J. J. Slattery, The Martin Co., 
Baltimore 3, Md.) 

June 25-30: Symp. on Electromagnetic 
Theory and Antennas, Tech. Univ. 
of Denmark, Copenhagen. (DL*: 
Dec. 1, 1961, Н. L. Knudson, Øster 

| Volgade 10 G, Copenhagen К, Den- 

mark) 

june 27-29: Joint Automatic Control 
Conf., New York Univ., New York, 
N. Y. (DL*: Oct. 15, 1961 (ab- 

stracts), Nov. 15, 1961 (papers), 

H. J. Hornfeck, Bailey Meter Co., 

1050 Ivanhoe Rd., Cleveland 10, 

| Ohio) 

| Aug. 14-16: Internat'l. Conf. on Pre- 
cision Electromagnetic Measure- 
ments (former title: Conf. on Stand- 
ards and Electronic Measurements), 
Nat'l. Bur. Standards, Boulder, Colo. 
(DL*: Mar. 15, 1962, Dr. G. Birn- 
baum, Hughes Res. Lab., Malibu, 

| Calif.) 

| Aug. 21-24: WESCON (Western Elec- 

tronics Show and Conf.), Los Ange- 
les, Calif. 

Aug. 27-Sept. 1 : 2nd Internat'l. Federa- 
tion of Information Processing So- 
cieties Congress, Munich, Germany. 

Sept. 3-7: Internat'l. Symp. on Informa- 
tion Theory, Brussels, Belgium 
(DL*: Jan. 15, 1962, Dr. F. L. 
Stumpers, Philips Research Labs., 
Eindhoven, Netherlands) 

Sept. 3-7: 4th International Congress on 
Microwave Tubes, Scheveningen, 
Netherlands (DL*: Mar. 15, 1962, 
Congress Office, Postbox 62, Eind- 
hoven, Netherlands) 

Sept.: 10th Annual Engineering Man- 

| agement Conf., New Orleans, La. 

Sept. 19-20: lith Annual Industrial 
Electronics Symp., Chicago, Ill. 

Oct. 1-3: 8th National Communications 
Symp., Utica, N. Y. 

Oct. 8-10: National Electronics Conf., 
Exposition Hall, Chicago, Ill. 


* DL = Deadline for submitting ab- 
stracta. 
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IRE APPOINTS SECRETARY 
FoR STUDENT AFFAIRS 


The Institute of Radio Engineers has ap- 
pointed Mr. W. Reed Crone to the newly- 
created post of Student Affairs Secretary of 
the FRE. Не will 
serve as a member of 
the IRE Headquar- 
ters staff in New York 
to coordinate and 
guide the IRE pro- 
gram of activities 
and services for its 
rapidly growing stu- 
dent membership. 

IRE student 
membership, which 
has more than 
doubled in the last 
decade, now comprises 17,000 students in 
500 schools all over the world. The total 
membership of the IRE, including students, 
is 91,000. 

Mr. Crone will be concerned with the 
publication of the [RE STUDENT QUARTERLY 
as well as the activities of the 212 IRE 
Student Branches. 

Mr. Crone was born in Albert City, 
lowa, on January 25, 1931. Пе received the 

F. E. E. degree from the University of 
Wisconsin in 1955. Following three years ac- 
tive duty in the Navy he entered Ohio State 
University where he received the M.S. de- 
gree in 1960. Prior to joining the IRE Head- 
quarters staff he was associated with the 
Denver Research Institute, University of 
Denver. Не is a member of Tau Beta Pi, 
Eta Kappa Nu, and the IRE. 


W. R. Crone 


SYMPOSIUM ON 
INFORMATION THEORY 
To BE HELD IN BRUSSELS 


The IRE Professional Group on In- 
formation Theory will sponsor an Interna- 
tional Symposium on Information Theory 
in Brussels, Belgium, September 3-7, 1962. 
The Symposium will be organized jointly by 
the Benelux Section of the IRE and the 
Belgian Society of ‘Telecommunication and 
Electronics Engineers, with the cooperation 
of the Université Libre de Bruxelles, 

А tentative list of subjects includes: cod- 
ing and decoding of digital and analog com- 
munication, studies of random interference 
and of information-bearing signals, com- 
pression, analyses and design of communi- 
cation and detection systems, pattern recog- 
nition, learning, adaptive filters, automata 
and other forms of information processing 
systems, processing of nervous information, 
human operators, nervous systems, linguis- 
tics, and the scientific method. It is hoped 
than all papers van be printed before the 
Symposium. 

The following deadline schedule has been 
set: 500-1000 word abstracts should be re- 
ceived by January 15, 1962; full length 
papers are due April 15, 1962. Authors will 
be notified of acceptance by February 1, 
1962. ,Nbstracts and papers should be sub- 
mitted to the Chairman of the Organizing 
Committee, Dr. Е. L. Stumpers, Philips Re- 
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Call for Papers 


6TH NATIONAL CONVENTION ON MILITARY ELECTRONICS 
(MIL-E-CON 1962) 


June 25-27, 1961 
Shoreham Hotel, Washington, D. C. 


The MIL-E-CON 1962 Convention is sponsored by the IRE Professional Group 


Ralph 1. Cole, Director, 
Falls Church, Va., 


on Military Electronics. 
Westinghouse Air Brake Co., 
MIL-E-CON 1962. 


is Convention President 


Government Project Service, 
J 


for 


Papers presenting original work in military electronics are invited for this meeting. 


Suggested topics include, but are not limited to, the following: 


Current Problems of Space Technology Guidance and Control 
Space Electronics Inertial Systems 
Ranging and Tracking Reconnaissance Systems 
Electronic Propulsion Communication Systems 
Data Handling Systems Operational Analysis 
Molecular Electronics and Systems Reliability 


The technical program will include both classified (confidential) and unclassified 


sessions, with the Air Force Systems Command sponsoring the classified sessions. 


An 


unclassified and bound Proceedings of the Convention will be available at the meeting. 

Prospective authors are requested to furnish the following information not later 
than February 1, 1962; three copies of a 750-word, unclassified abstract of the pro- 
posed paper plus the name and address of the author(s) and name and address of 


his company or affiliation; 


three copies of a biographical sketch of the author(s), 


including education, experience, memberships in professional societies, honors, pub- 
lications. Each author must obtain the appropriate military and company clearances 


for his abstract. 


Send abstracts to J. J. Slattery, F316, The Martin Co., Baltimore, Md. 


CURRENT IRE STANDARDS 
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Standard 
IRE 2., 11., 15.51 Standards on Antennas, Modulation Systems, and Transmitters: 
Definitions ofulerms 1948 ce у л ear ere ee ee ae 
IRE 2.S1 Standards on Antennas and Waveguides: Definitions of Terms, 1953, 


Adopted by ASA. (ASA C16.21-1954.) 
Reprinted from the December, 1953, PROCEEDINGS. ....... 
IRE 2.81 Standards on Antennas and Waveguides: Definitions for Waveguide Com- 

ponents, 1955. 

Reprinted from the September, 1955, PROCEEDN cos. 
IRE 2.51 Standards on Antennas and Waveguides: 

Measurements, 1959. 

Reprinted from the April, 1959, РЕосЕЕШХС8........................ 
IRE 2.52 Standards on Antennas: Methods of Testing, 1948. Adopted by ASA. (ASA 
Юба ОДО 8 

IRE 3.51 Standards оп Audio Techniques: Definitions of ‘Terms, 1954. 

Reprinted from the July, 1954, PROCEEDINGS. ....................... 

IRE 3.S1 Standards on Audio Systems and Components: Methods of Measurement of 
Gain, Amplification, Loss, Attenuation, and Amplitude-Frequency-Response, 1956 
Adopted by ASA. (ASA C16.29-1957.) 

Reprinted from the May, 1956, PROCEEDINGS...................... Я 

IRE 3.51 Standards оп Audio Techniques: Definitions of Terms, 1958 

Reprinted from the December, 1958, PROCEEDINGS. ........ 

IRE 3.52 Standards on American Recommended Practice for Volume Measurements 
of Electrical Speech and Program Waves, 1053. Adopted by ASA. (ASA C16.5- 

1954.) 

Reprinted from the May, 1954, PROCEEDINGS......................... = 
IRE 4.51 Standards on Circuits: Definitions of Terms i in ‘Network Topology, 1950 
Reprinted from the January, 1951, PROCEEDINGS.................... 

IRE 4.81 Standards on Circuits: Definitions of Terms in the Field of Linear Varying 

Parameter and Nonlinear Circuits, 1953. 

Reprinted from tlie March, 1954, PROCEEDINGS. 77 RR RU UE I ES QT UO 
IRE 4.81 Standards on Circuits: Definitions of Terms for Linear Signal Flow Graphs, 

1960. 

Reprinted from tlie September, 1960, PROCKEDINGS................ 

IRE 4.82 Standards on Circuits: Definitions of Terms for Linear Passive Reciprocal 
Time Invariant Networks, 1960. 

Reprinted from the September, 1960, PROCEEDINGS. 

IRE 6.51 Standards on Electroacoustics : Definitions of Terms, 1951. 

Reprinted from the May, 1951, PROCEEDINGS. ... 


Waveguide and Component 
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$0.80 


$0.60 


when airborne radar requires the very best: 


Designers of radar equipment 
will find Bomac Laboratories' 
new BLM-071 Ky-band pulse 
magnetron meets exacting 
requirements for airborne 
systems: lightweight, rugged, 
powerful. This newest 
contribution from Bomac is 

a fixed-frequency tube 
(15.9-16.1 kMc) rated at 100 kW 
peak, at 0.001 duty cycle. 


Cathode structure is greatly 
improved over similar 
magnetrons. Operable at high 
ambient temperatures, with 
input, output terminals 
permitting pressurization to 
30 psia. Special construction 

ON FEATURES: Frequency 15.9-16.1 kMc. 
minimizes leakage current. Peak Power 100 kW. 
High power output and low Normal etficiency 30. 

| Duty cycle 0.001 Max. 

operating voltage are Pulse width 0.06 to 1.2 usec. 
combined in a compact, 
ruggedized unit. Long life. 


Weight: less than 81^ Ibs. 


The many advantages 
to Вотас'ѕ BLM-077 
magnetron make it readily А) А laboratories, inc. 


| 
adaptable to navigation. WY BEVERLY 2, MASSACHUSETTS 


E М A Varian Subsidiary 
high-altitude mapping. 

М 4 Other Subsidiaries of Varian Associates: 
airport surveillance, and S-F-D LABORATORIES, INC. 

Е / : А VARIAN ASSOCIATES OF CANADA, LTD. 
similar applications. Write SEMICON ASSOCIATES, INC. 

: Е SEMICON OF CALIFORNIA. INC. 

for full technical details. VARIAN A.G. (SWITZERLAND) 
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P.I. B. SYMPOSIUM 
CALL FOR PAPERS 


The Twelfth Annual International Poly- 
technic Symposium will be held in the new 
United Engineering Center, facing the 
United Nations Plaza, New York City, on 
April 24-26, 1962. It will be devoted to *The 
Mathematical ‘Theory of Automata” and 
will emphasize the application of mathe- 
matical techniques to information-handling 
systems. Proposed topics to be included are 
as follows: 

1) Computability, classes of Turing ma- 
chines and automata, unsolvable problems, 
problem coniplexity. 

2) Symbolic logic, methods of program- 
ming logical problems, theorem proving, al- 
gorithms for quantification theory. 

3) Procedures for search and learning. 
search in discontinuous and discrete sys- 
tems, random vs systematic methods, con- 
vergence and random walk, Pandemonium 
and Perceptrons. 

4) Abstract algebra and linear graphs; 
applications of lattice theory, semigroups, 
rings, etc., to coding languages, and se- 
quential transducers; application of linear 
graphs to route problems, state diagrams, 
etc. 

5) Synthesis procedures, design with 
“neurons” or other specific types of element, 
reliability. 

The Symposium's objectives are 1) to en- 
courage the development and exposition of 
basic theories and mathematical tools which 
will be of help to the engineer in analyzing, 
designing, and using information-handling 
systems, and 2) to provide a forum for the 
exchange of ideas among applied mathema- 
ticians, computer engineers and those inter- 
ested in information theory in the hope of 
stimulating further development of those 
branches of mathematics which might be 
used in a theory of digital devices. The pro- 
gram will contain both invited and contrib- 
uted papers as well as a round-table dis- 
cussion of future trends. The Proceedings 
will be published as Volume XII of the Poly- 
technic Symposia Series. 

This year, the Symposium is organized 
by the Departments of Electrical Engineer- 
ing and Electrophysics in cooperation with 
the IRE Professional Groups on Electronic 
Computers and Information Theory and the 
Science and Electronics Division of the 
AIEE. It is co-sponsored by the .\ir Force 
Office of Scientific Research, the Office of 
Naval Research, and the U. S. Army Signal 
Corps. 

The closing date for submission of con- 
tributed papers or 200-word abstracts is 
January 5, 1962. Further information may 
be obtained from Professors A. E. Laemmel 
and E. J. Smith, Co-Chairmen of the Sym- 
posium Committee, Polytechnic Institute of 
Brooklyn, 55 Johnson St., Brooklyn 1, N. Y 


IRE ESTABLISHES 
NEW SECTION 

At its meeting on October 17, 1961, the 
IRE Executive Committee approved estab- 
lishment of a new IRE Section, to be known 


as the France Section and to encompass the 
entire country of France in Europe. 
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discount will be allowed on order for 100 or more copies mailed to one address. 


Standard 


IRE 7.51 Standards on Electron Devices: Definitions of Terms Related to Phototubes, 
1954. 

Reprinted from the August, 1954, PROCEEDINGS. . 

IRE 7.51 Standards on Electron Devices: Definitions of Terms, Related to Micro- 
wave Tubes (Klystrons, Magnetrons, and Traveling Wave Tubes), 1956. 

Reprinted from the March, 1956, PxockEDIN ca?“ hk... 

IRE 7.S1 Standards on Electron Tubes: Physical Electronics Definitions, 1957. 

Reprinted from the January, 1957, PROCEEDINGS................ 

IRE 7.S2 Standards on Electron Tubes: Methods of Testing, 1950. 

Part 1 Reprinted from August, 1950, PROCEEDINGS: 

Part П Reprinted from September, 1950, PROCEEDINGS. . 

IRE 7.S2 Standards on Gas-Filled Radiation Counter Tubes: Methods of Testing, 
1952. Adopted by ASA. (ASA C60.11-1954.) 

Reprinted from the August, 1952, PROCEEDINGS. 

IRE 7.52 Standards on Electron Devices: Definitions. of Terms Related ‘to Storage 
Tubes, 1956. 

Reprinted from the April, 1956, PROCEEDINGS. . 

IRE 7.S2 Standards on Electron Tubes: Definitions of Terms, 1957. 

Reprinted from the July, 1957, PROCEEDINGS. 

IRE 7.53 Standards on Gas-Filled Radiation Counter Tubes: Definitions of Terms, 
1952. 

Reprinted from the August, 1952, PROCEEDINGS. 

IRE 7.53 Standards on Electron Tubes: TR and ATR Tube Definitions, 1956. 

Reprinted from the August, 1956, PROCEEDINGS. . .. 

IRE 8.51 Standards on Electronic Computers: Definitions of Terms, 1956. 

Reprinted from the September, 1956, PROCEEDINGS... ... 

IRE 8.S1 Standards on Static Magnetic Storage: Definition of Terms, 1959. 

Reprinted from the March, 1959, PROCEEDINGS. к А 

IRE 9.51 Standards оп Facsimile: Temporary Test Standards, 1943. A qe 

IRE 9.S1 Standards on Facsimile: Definitions of Terms, 1956. Adopted by ASA. (ASA 
C16.30-1957.) 

Reprinted from the June, 1956, PROCEEDINGS. . 

IRE 10.S1 Standards on Industrial Electronics: Definitions of Industrial Electronics 
Terms, 1955. 

Reprinted from the September, 1955, PROCEEDINGS... . . 

IRE 11.51 Standards on Modulation Systems: Definitions of Terms, 1953. 

Reprinted from the May, 1953, PROCEEDINGS. ... . 

IRE 11.S1 Standards on Intormation Theory: Definitions of Terms, 1958. 

Reprinted from the September, 1958, PROCEEDINGS. 

IRE 12.S1 Standards on Radio Aids to Navigation : 
Adopted by ASA. (ASA C16.26-1955) 

Reprinted froin the Feburary, 1955, PROCEEDINGS. .... 

IRE 12.51 Standards on Navigation Aids: Direction Finder Measurement, 1959. 

Reprinted from the August, 1959, PROCEEDINGS. 

IRE 13.51 Standards on Nuclear Techniques: Definitions for the Scintillation Counter 
Field, 1960. 

Reprinted from the August, 1960, PROCEEDINGS. i 

IRE 14.51 Standards on Piezoelectric Crystals, 1949, Adopted by 'ASA. (ASA C83. 3- 
1951, R 1954.) 

Reprinted from the December, 1949, PROCEEDINGS. . .... 

IRE 14.S1 Standards on Piezoelectric Crystals—The Piezoelectric Vibrator: 
tions and Methods of Measurement, 1957. 

Reprinted from the March, 1957, PROCEEDINGS. 

IRE 14.S1 Standards on Piezoelectric Crystals : Determination of the Elastic, Piezo- 
electric and Dielectric Constants—The Electromechanical Coupling Factor, 1948. 
Reprinted from the April, 1958, РкОСЕЕрЇМС5................................... 
IRE 14.51 Standards on Piezoelectric Crystals: Measurements of Piezoelectric 

Ceramics, 1961. 
Reprinted from the July, 1961, PROCEEDINGS. s. 
IRE 15.S1 Standards on Pulses: Methods of Measurements of Pulse Quantities, 
1955. Adopted by ASA. (ASA C16.28-1956.) 
Reprinted from the November, 1955, PROCEEDINGS a 
IRE 15.S1 Standards on Radio Transmitters: Definitions of Terms, 1961. 
Reprinted from the February, 1961, РкосЕЕрїМС®............................... 
IRE 15. TRI IRE Technical Committee Report: Methods for Testing Radiotelegraph 
Transmitters (Below 50 MC), 
Reprinted from the January, 1959, РкоскЕрїМС8................................ 
IRE 16.51 Standards on Railroad and Vehicular Communications: Methods of Test- 
ing, 1949. 
Reprinted from the December, 1949, PROCEEDINGS. ........ s s os ee is liess. 
IRE 17.51 Standards on Radio Receivers: Methods of Testing Frequency-Modula- 
tion Broadcast Receivers, 1947. Adopted by ASA. (ASA C16.12-1949.)............ 
IRE 17.81 Standards on Radio Receivers: Methods of Testing Amplitude-Modula- 
tion Broadcast Receivers, 1948 ws 
IRE 17.81 Tests for Effects of Mistuning and for Downward Modulation. 
1949 Supplement to 47 IRE 17.51. Reprinted from the December, 1949, PROCEEDINGS $0.25 
IRE 17.S1 Standards on Radio Receivers: Open Field Method of Measurement of 
Spurious Radiation from Frequency Modulation and Television Broadcast Receiv- 
ers, 1951. 


Cost 


$1.25 


$0.75 


$0.25 


$1.00 


$0.50 
ee $0.50 
$0.60 
$0.50 
$0.20 
$0.60 


$0.50 


$0.50 


$0.50 


Definitions of Terms, 1954. 


$1.00 


$1.00 


$0.60 


$0.80 


Defini- 


$0.60 


$0.75 


$1.00 


Reprinted from the July, 1951, PROCEEDINGS. $0.50 
IRE 17.81 Standards on Receivers: Definitions of Terms, 1952. 
Reprinted from the December, 1952, PROCEEDINGS... ..... . $0.60 
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COMPUTERS AND OTHER ELECTRONIC 
INSTRUMENTS demand resistors which give predictable performance 


in a small space and high ambient temperatures. This is a good description of Corn- 
ing tin oxide film resistors, which are now competitive in price with other makes. 


Tin oxide and glass are among the most stable tions required for computers and similar devices. 


materials. They are also low in cost. You have resistors with excellent reactive 
Couple these materials with exacting methods properties. With a shelf life of 0.1 to 0.2% per 

of manufacture, as we have done, and you have year. With noise levels lower than 0.1 microvolt 

low-cost resistors mecting the pinching specifica- per volt. And with typical values like these: 


CORNING WATTAGE RESISTANCE LOAD OVERLOAD MOISTURE 


DESCRIPTION Monee (олт) LIFE RESISTANCE 


Glass ЕМСАР- 


SULATED 100 100K 150ppm['C. е 0.2% 
MIL-R-10509C, 100 348K 55 4-150°С. 93% 0.03% (Char. B) 
Char. B 


MIL-R-10509C, 150ррт/°С. К А 


MIL-R-105098, 150ppm/ C. " E 0.1596 
Char. X сз к ш, 


Lowest cost 51 150K 


film resistor; 150ррт/°С. 

Я : 470K 
silicone insulation 15 ane AE 1.5% 0.2% 
MIL-R-11C TNEB 


For quantities of less than 1000, contact the nearest 
Corning distributor. For data sheets on Corning 
Type NF, N, N-EPOXY or С. resistors, write 
CORNING GLASS WORKS, 542 High St., Brad- 
ford, Pa. 


PERCENT RATED LOAD 


CORNING GLASS WORKS, BRADFORD, PA. 


И CORNING ELECTRONIC COMPONENTS 


60 80 100 
AMBIENT TEMPERATURE (°С) 


PROCEEDINGS OF THE IRE December, 1961 19A 


CALL FOR PAPERS 
For SYMPOSIUM ON 
MAGNETOHYDRODYNAMICS 


The Third Symposium on Engineering 
Aspects of Magnetohydrodynamics is to be 
held at the University of Rochester, Roches- 
ter, N. Y. on March 28 and 29, 1962. This 
meeting is being sponsored by AIEE, IAS, 
IRE and the University of Rochester. It is 
planned that the program shall be concerned 
with plasmas in the presence of a magnetic 
field and, in particular, with their engineer- 
ing aspects. 

The primary purpose of the meeting is to 
exchange information among related disci- 
plines on the assumption that the partici- 
pants will have some degree of competence 
in one or more broad areas. It is hoped that 
the meeting will be small enough that exten- 
sive discussion may be permitted. Each ses- 
sion will have both invited and contributed 
papers. Authors of papers will assume audi- 
ence familiarity with the field and concen- 
trate on what is original and novel in their 
particular contribution. 

Four non-concurrent sessions are planned 
covering 1) Communications and Diagnos- 
tics, 2) Flight Applications, 3) Fusion and 
4) Power Conversion. It is intended that the 
Communications and Diagnostics Session 
deal with the transmission and receiving of 
information or energy from plasmas under 
various conditions; that the Flight Applica- 
tions Session deal with the propulsion or con- 
trol of aerodynamic or space vehicles by 
MHD interaction between the vehicle and 
its environment; that the Fusion Session 
deal with the extraction of energy through 
controlled thermonuclear fusion of light nu- 
clei; that the Power Conversion Session deal 
with the direct extraction of electrical en- 
ergy from hot flowing plasmas or conducting 
liquids. Papers are desired for each of these 
sessions. Abstracts should be submitted to 
the appropriate session chairman, as listed 
below. 

The committee strongly recommends 
that authors submit reproducible copies of 
their papers by February 1, 1962. These will 
be reproduced for distribution at the meet- 
ing. Abstracts are due December 1, 1961. 

In addition, the committee is making ar- 
rangements to publish the proceedings either 
as a separate volume or as part of a technical 
journal. This will provide a permanent rec- 
ord of the symposium. The committee urges 
all authors to submit their papers for the 
proceedings. 

The sessions, as planned, are tentative 
and may, if it later seems desirable, be 
changed to better describe the subject- 
matter of the sessions. The members of the 
Program Committee, who are in charge of 
the programs in the various sessions, and 
who will be chairmen of the various sessions, 
are given below. Abstracts and papers 
should be submitted directly to them. 

Communications and Diagnostics: Prof. 
S. C. Brown, Physics Dept., Massachusetts 
Institute of Technology, Cambridge 39. 

Flight Applications: Dr. Harry Harrison, 
Space Propulsion, NASA, 1520 “H” Street 
N. W., Washington 25, D.C. 

Fusion: Dr. К. F. Post, Lawrence Radia- 
tion Lab., Livermore, Calif. 

Power Conversion: Dr. Stewart Way, 
Westinghouse Research Lab., East Pitts- 
burgh, Pa. 
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Sta nda me Cost 


54 IRE 17.S1 Standards on Receivers: Methods of Measurement of Interference Output 
of Television Receivers in the Range of 300 to 10,000 KC, 1954. Adopted by ASA. 
(ASA C16.25-1955.) 
Reprinted from the September, 1954, PROCEEDINGS. $0.60 
55 IRE 17.S1 Standards on Radio Receivers : Method of Testing Receivers ‘Employing 
Ferrite Core Loop Antennas, 1955. 
Reprinted from the September, 1955, РкосЕЕрїМСб5.......................--..... $0.50 
60 IRE 17.S1 Standards on Television: Methods of Testing Monochrome Television 
Broadcast Receivers, 1960. 
Reprinted from the June, 1960, PROCEEDINGS. ... $1.00 
53 IRE 19.S1 Standards on Sound Recording and Reproducing: Methods of Measure- 
ment of Noise, 1953. 
Reprinted from the April, 1953, PROCEEDINGS. $0.50 
58 IRE 19.S1 Standards on Recording and Reproducing: Methods of Calibration of Me- 
chanically-Recorded Lateral Frequency Records, 1958. Adopted by ASA. (ASA 
S4.1-1960.) 
Reprinted from the December, 1958, PROCREDIN Gos $0.60 
53 IRE 19.52 Standards on Sound Recording and Reproducing: Methods for Determining 
Flutter Content, 1953. Adopted by ASA. (ASA Z57.1-1954.) 


Reprinted from the March, 1954, PROCEEDINGS. ...... —— . . $0.75 
51 IRE 20.51 Standards on Pulses: Definitions of Terms Part I. 1951. 

Reprinted from the June, 1951, PROCERRDIN ooo d. $0.50 
52 IRE 20.S1 Standards on Pulses: Definitions of Terms—Part II, 1952. 

Reprinted from the May, 1952, PROCREDIN Ss $0.50 
58 IRE 20.S1 Index to IRE Standards on Definitions of Terms, 1942-1957. 

Reprinted from the February, 1958, PROCREKDINͤ aas. $1.00 
59 IRE 20.S1 Standards on Methods of Measuring Noise in Linear V 1959. 

Reprinted from the January, 1960, PROckEDIN ooVUVi i $0.75 
51 IRE 20.S2 Standards on Transducers : Definitions of Terms, 1951. 

Reprinted from the August, 1951, PROCEEDIt¶̃ o.. $0.50 
51 IRE 21.S1 Standards on Abbreviations of Radio-Electronic Terms, 1951. 

Reprinted from the April, 1951, РкосЕЕр1МС8................................... $0.50 
54 IRE 21.51 Standards on Graphical Symbols for Electrical Diagrams, 1954. 

Reprinted from the June, 1954, PRxocEEDIN os $1.25 


54 IRE 21.51 Supplement to IRE Standards on Graphical Symbols for Electrical Dia- 
grams, 1954. 


Reprinted from the February, 1961, PROCEEDINGS.................. $0.25 
57 IRE 21.S1 Standards on Letter Symbols and Mathemstical Signs, 1948. (Reprinted 
1957.) 
Reprinted from the August, 1957, PROCEEDINGS. % усы Rae eae $0.60 
57 IRE 21.S2 Standards on Reference Designations for Electrical and Electronic Equip- 
ment, 1957. 
Reprinted from the November, 1957, PROCKEDIN Gs. .... $0.70 
57 IRE 21.53 Standards on Graphical Symbols for Semiconductor Devices, 1957 
Reprinted from the December, 1957, PROCEEDINGS. $0.60 
48 IRE 22.S1 Standards on Television: Methods of Testing Television Receivers, 1948. 
Adopted by ASA. (ASA С16.13-1949.)................ MCCC $1.00 
55 IRE 22.S1 Standards on Television: Definitions of Color Terms, 1955. 
Reprinted from the June, 1955, PROCEEDN oss $0.60 


50 IRE 23.S1 Standards on Television: Methods of Measurement of Television Signal 
Levels, Resolution, and Timing of Video Switching Systems, 1950. 
Reprinted from the May, 1950, PROCREDIN) es. $0.70 
54 IRE 23.S1 Standards on Television: Methods of Measurement of Aspect Ratio and 
Geometric Distortion, 1954. Adopted by ASA. (ASA C16.23-1954.) 


Reprinted from the July, 1954, РкОоСЕЕрЧС8.......................... $0.60 
55 IRE 23.51 Standards on Television: Definitions of Television Signal Measurement 
Terms, 1955. 
Reprinted from the May, 1955, PRxockE DIN o Sss . $1.00 


58 IRE 23.S1 Standards on Television: Measurement of Luminance Signal Levels, 1958. 
Adopted by ASA. (ASA C16.31-1959.) 
Reprinted from the February, 1958, PRocEE DIN ess. $0.60 
60 IRE 23.S1 Standards on Television: Measurement of Differential Gain and Differ- 
ential Phase, 1960. 
Reprinted from the February, 1960, PROCEEDINGS. J) ² NE RUDI E ЧН $0.60 
61 IRE 23.S1 Standards on Video Techniques: Definitions of Terms Relating to Tele- 
vision, 1961. 
Reprinted from the July, 1961, PROCREDIN oo... $0.50 
50 IRE 23.S2 Standards on Television: Methods of Measurement of Time of Rise, Pulse 
Width, and Pulse Timing of Video Pulses in Television, 1950. 
Reprinted from the November, 1950, PROCEEDIN ·MWWWWWWs . $0.75 
60 IRE 23.S2 Standards on Video Techniques: Measurement of Resolution of Camera 
Systems, 1961. 
Reprinted from the March, 1961, PROCEEDINGS. ....... isses .. $0.50 
50 IRE 23.53 Stardards on Television: Methods of Measurement of Electronically Regu- 
lated Power Supplies, 1950. 
Reprinted from the January, 1951, РкЕОСЕЕЮЇМС8............................. $0.75 
45 IRE 24.S1 Standards on Radio Wave Propagation: Definitions of Terms Баана to 
Guided Waves o . 8 MN Pr $0.20 
50 IRE 24.S1 Standards on Wave Propagation: Definitions of Terms, 1950. 
Reprinted from the November, 1950, PROCEEDINGS. s.. $0.60 
55 IRE 26.51 Standards on Graphical and Letter Symbols for Feedback Control Sys- 
tems, 1055. 
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High-energy density electron-beam welding techniques, 
recently developed by the Zeiss Foundation of West 
Germany and the Hamilton-Standard Division of United 
Aircraft, markedly improved packaging density and pro- 
duction methods in the field of microelectronics. 

In microcircuitry, for example, packaged circuits no 
bigger than a thumbnail can now be reliably produced. 
Electron-beam equipment now welds microelectronic 
components into circuits with pinpoint precision, mak- 
ing intra- and inter-circuit connection, and hermetically 
encapsulating the completed micromodule. 

Only electron-beam welding, performed in a high vac- 
uum, can offer these significant advantages for the 
field of microelectronics: virtual elimination of con- 
tamination; a close control of penetration; low thermal 
distortion; and close dimensional control. The upper 
illustration shows weldments of 0.002" thick copper 


leads to 0.002" thick nickel-plated ceramic substrate. 


In the field of thin films difficult welds are possible 
with this revolutionary new equipment such as 0.002" 
gold tabs to chromium-gold films 3000-A° thick. 

Another important use of electron-beam equipment is 
the welding of ceramics used in vacuum tubes which 


require extremely high temperature performance. For 
these procedures, tight ceramic«to-ceramic bonds are 
necessary — bonds available only through high-energy 
density electron-beam welding. The lower illustration is 
a 2 X magnification of two aluminum oxide ceramic 
wafers V2" x 34" x .010" thick edge-welded by deflect- 
ing the high energy density beam of a Hamilton-Zeiss 
electron beam welder across the edge surface. 

ата Hamilton-Standard, with over twenty years of metal- 
lurgical experience and meeting rigid government spec- 
ifications, has exhaustively tested the welds produced 
with Hamilton-Zeiss equipment. The data, which are 
available for your inspection, demonstrate conclusively 


Electronic 
Giants 
no bigger 
than your 
thumbnail 
now 
through 


electron = beam that the Hamilton-Zeiss method produces welds in mini- 
welding 


ature workpieces that are as strong as the original 
materials themselves. Such results are possible only 
by the use of high energy density and precision focus- 
ing by the Zeiss magnetic lens system which are ex- 
clusive features of the Hamilton-Zeiss equipment. Find 
out what this revolutionary equipment can mean in your 
business. For full information call Hamilton-Electrona, 
Inc., exclusive marketing agent for Hamilton-Zeiss 
equipment in the United States and Canada. 


HAMILTON-ELECTRONA, INC. 


TIME-LIFE BUILDING, ROCKEFELLER CENTER, NEW YORK 20, N. Y. 


GRADUATE INSTITUTE ON 
OPTIMUM AND ADAPTIVE 
CONTROL SYSTEM THEORY 


A Graduate Institute on Optimum and 
Adaptive Control System Theory will be 
held at the University of Florida, Gaines- 
ville, on February 19-24, 1962. It is spon- 
sored by the lEEnginecring and Industrial Ex- 
periment Station of the College of Engineer- 
ing, University of Florida. 

In realization of the fact that new con- 
cepts of adaptive and optimum control have 
profoundly changed the field of automatic 
control and that the majority of professional 
personnel in the control field have never 
taken any formal courses in this area, the 
University of Florida has considered it a 
worthwhile contribution to offer this Insti- 
tute, the main purpose of which is tutorial. 
The invited lecturers for the Institute are as 
follows: Prof. J. E. Gibson, Purdue Univer- 
sity; Prof. M. D. Mesarovié, Case Institute 
of Technology; Prof. Н. P. Whitaker, Mas- 
sachusetts Institute of Technology; Dr. 
T. J. Williams, Monsanto Chemical Com- 
pany; Prof. J. Zaborszky, Washington Uni- 
versity, and Prof. O. I. Elgerd, University 
of Florida. 

The schedule of meetings is as follows: 


Monday, February 19 


Registration, Welcome, Introduction by 
Dr. Elgerd. 

"Mathematics of Optimum and Adap- 
tive Control," Dr. Elgerd. 

"Performance Criteria," Dr. Zaborssky. 


Tuesday, February 20 


Demonstration of Optimum Search by 
Means of Computer, Joint effort by Univ. of 
Florida Simulation Laboratory and Computer 
System Inc., using a dynamic storage analog 
computer, DYSTAC. 

“Mathematics of Optimum and Adap- 
tive Control (continued),” Dr. Algerd. 

“Fundamental Aspects of Multivariable 
Systems, and Their Optimum Control," Dr. 
Mesarovic. 


Wednesday, February 21 


“Multivariable Systems | (continued), " 
Dr. Mesarovic. 

“Mathematics of Optimum and Adap- 
tive Control (continued)," Dr. Elgerd. 

^Philosophy and Theory of Adaptive 
Control," Dr. Gibson. 


Thursday, February 22 


“Adaptive Control Theory (continued)," 
Dr. Gibson. 

“Mathematics of Optimum and Adaptive 
Control (continued)," Dr. Elgerd. 

"Model Reference Adaptive 
Systems," Dr. Whitaker. 


Control 


Friday, February 23 


"Model Reference Adaptive Systems 
(continued)," Dr. Whitaker. 

"Mathematics of Optimum and Adaptive 
Control (continued)," Dr. Elgerd. 

"Adaptive and Optimum Principles Ap- 
plied to Process Control," Dr. Williams. 


Saturday, February 24 


“Process Control 
tinued)," Dr. Williams, 

"Mathematics of Optimum and Adaptive 
Control (continued)," Dr. Elgerd. 


Applications (con- 
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CURRENT IRE STANDARDS 


Please order by number from IRE Headquarters, 1 E. 79 St., N. Y. 21, N. Y. A 20 per cent 
discount will be allowed on order for 100 or more copies mailed to one address. 


Standard 


55 IRE 26.S2 Standards on Terminology for Feedback Control Systems, 1955. 


56 IRE 27.51 Standards on Methods of Measurement of the Conducted Interference 


58 IRE 27.81 Supplement to ^IRE Standards on Receivers: Methods of Measurement 


$0.50 


61 IRE 27.S1 Standards on Radio Interference: Methods of Measurement of Conducted 


F d . $0.60 


reU e tes $0.50 


58 IRE 28.51 Standards on Solid-State Devices: Methods of Testing Point-Contact 


FFF 80.70 


Reprinted from the October, 1960, PROCEEDINGS. s. $0.50 


See $0.25 


ee $0.80 


60 IRE 28.S2 Standards on Electrostatographic Devices, 1961. 


NURSE NON: $0.50 


61 IRE 28.82 Standards on Solid-State Devices: Measurement of Minority-Carrier 


6 


Reprinted from the October, 1961, PROCEEDINGS.......... 


REGISTRATION FOR 
COPENIIAGEN SYMPOSIUM 


Registration procedure for the Sympos- 
ium on Electromagnetic Theory and An- 
tennas to be held at the Technical University 
of Denmark, Copenhagen, June 25-30, 1962 
has been announced. The Symposium is 
sponsored by the International Scientific 
Radio Union (URSI), the Technical Uni- 
versity of Denmark, the Danish Academy of 
Technical Sciences, and the Danish Ха- 
tional Committee of URSI. The Symposium 
is open to any interested person from any 
country. 

Registrations will be accepted until the 
last day of the Symposium; however, due to 
the limitations of hotel space, the Commit- 
tee can undertake to make reservations only 
for those who have registered and paid the 
fee before March 1, 1962. Reservations will 
be made as close as possible to indicated 
wishes. Delegates who have registered before 
this date will also receive, by mail, summar- 
ies of the accepted papers. The registration 
fee is 100 D. cr. A check for this amount 
should be enclosed with the completed regis- 
tration form and made payable to “Sympos- 
ium on Electromagnetic Theory and An- 
tennas," The Technical University of Den- 
mark, Oster Voldgade 10 G, Copenhagen K, 
Denmark. Registration and hotel reserva- 
tion forms may be obtained from the Secre- 
tary of the Symposium, Prof. Н. L. Knudsen 
at the above address. Registrants will re- 
ceive the Symposium proceedings free of 
charge. 
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Social events and a ladies' program have 
also been planned including a tour of North 
Zealand (price: 50 D. er.), a banquet at the 
Restaurant Nimb in Tivoli (price: 60 D. cr.) 
and other activities. 


AIR Force MARS 
ANNOUNCES SCHEDULE 


The schedule of broadcasts of the Air 
Force MARS Eastern Technical Net, oper- 
ating Sundays from 2 to 4 p.m. EST at 
3295, 7540 and 15,715 kc, has been an- 
nounced as follows: 

December 3—To be announced. Dr. A. 
Rubinoff, Professor of Electrical Engineer- 
ing, Moore School, University of Pennsyl- 
vania. 

December 10—*^Low Level Illumina- 
tion, Dr. M. Chwalow, Scientist, Frankford 
Arsenal, U. S. Army. 

December 17—“ The Voltage-Tunable 
Magnetron for Microwave Applications," 
К. I. Reed and С. A. Krug, Power Tube 
Dept., General Electric Co. 

December 24—No broadcast. 

December 31—No broadcast, 

January 7—^"New Electron Tubes for 
the Modern Era,” Dr. J. E. Beggs, Research 
Associate, General Electric Research Lab. 

January 14—“Thermionic Integrated 
Micro-Module Circuits for High Tempera- 
ture Environments," A. P. Haase, Manager, 
Advanced Development Engineering, Gen- 
eral Electric Co. 
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Looking for a compact 1 to 10 watt Germanium Power 
Transistor with this kind of top level performance? 


PROCEEDINGS OF THE IRE 


Top reliability is built into each Honey- 
well transistor. Vacuum baked, given 
rigorous life and dynamic tests, each is 
enclosed in a new cold-welded minia- 
ture case with threaded mounting stud. 
‘sie Designed for general use, the Honey- 
well 2N1658 and 2N1659 are ideal for servo 
amplifiers, relay drivers, high power unit driver 
stages, and as medium power switches. Measur- 
ing only 0.35 inches in diameter, they handle 
one to ten watts! 

You'll want data sheets, including character- 
istic curves and servo amplifier circuit diagram, 
for your files. Fill out and mail the coupon 
today! 


Honeywell 
Comicondustorr Product 
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e Leakage—Icro less than 0.5 ma at 80v, 
2N1658 —60v, 2N1659 
e Saturation voltage — Vc (SAT) less than 0.25v 
e Floating potential — V grr less than 0.25v 
e Thermal resistance—OJj.wp 5? C /watt max. 
(Ty max., 100? C) 
e Gain—hrg 30 min @ 0.2 amp; hfe 20 min 
@ 1.0 amp 


e Frequency response —500 kc minimum gain 
bandwidth product 


e Power dissipation —15 watts at 25? C, 6 watts 


at 70° С 
гара — aT LE. DA ЛҮ ДШ 
і MINNEAPOLIS-HONEYWELL REGULATOR CO. I 
I SEMICONDUCTOR DIV. è MINNEAPOLIS 8, MINN. | 
| Yes, send me bulletins оп the new Honeywell 2141658 | 
| and 2N1659. | 
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| ADDRESS — — 3 — | 
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The IRE was notified on September 27, 
1961 of the death of Robert R. Gamzon 
(M'61), Chairman of the Israel Section. He 
was born in France on June 30, 1905 and 
was educated there, studying at the Sor- 
bonne in Paris from which he received the 
Certificate in general mathematics in 1924 
and at the Ecole Superieure d'Electricité, 
Paris, in 1924-1925. He worked for several 
French firms including the Ste. SECIM of 
Paris from 1930 to 1933; the Ets. Bernard 
Roux, Paris, from 1933 to 1938 where he did 
research on the recording and printing of 
records; and from 1938 to 1941, the Ste. 
Thomson-Houston, Paris, working in the 
Laboratory of Audio-Research and Trans- 
mitters. From 1940 until 1953 he worked 
with Jewish youth in France during the 
Nazi persecution and after the war. He 
joined Amron-Herzlia in Israel in 1953 as 
Chief Engineer where he stayed until 1957. 
Since 1958 he had been associated with the 
Weizmann Institute of Science, Rehovoth, 
Israel, where he was Senior Research Engi- 
neer. 

He contributed widely to the establish- 
ment of the young radio industry of Israel, 
particularly in setting up standards and pro- 
duction techniques for radio components, 
thus helping to make the industry self re- 
liant to a considerable degree. 

Mr. Gamzon was a member of the 
Acoustical Society of America and the 
Groupement des Acousticiens de la Langue 
Française. He had been awarded several 
patents in the field of electroacoustics. 
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Presentation ot the Scott Helt Award of PGB by Raymond Guy, Chairman, to James Н. Greenwood at 
the PGB Annual Fall Meeting, October 6-7. 1961 in Washington, D. C.; Mrs. Greenwood is at lower right. 


Eighth National Symposium on Reliability and 


Quality Control 


STATLER HILTON HoTEL, WASHINGTON, D. C., JANUARY 9-11, 1962 


Tuesday, January 9 
Session 1—Keynote Address 


“A Management Appraisal of the Relia- 
bility Challenge," C. F. Horne, President, 
General Dynamics. 


Session 2A—Statistical Techniques 


Moderator: Dr. M. Sobel, University of 
Minnesota. 

“Statistical Independence in Reliability 
Equations," A. M. Breipohl, Sandia Corp. 

“Truncation of Sequential Life Tests,” 
T. L. Burnett, IBM Corp. 

“Confidence Limits for System Reliabil- 
ity from Component Tests,” Dr. W. S. Con- 
nor, Research Triangle Inst. 


Session 2B—Program Management 


Moderator: R. H. DeWitt, Office of Elec- 
tronics, ODDRGE. 
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“Reliability Program Requirements for 
Aerospace Systems and Subsystems,” Maj. 
V. J. Bracha, U.S.A.F. 

“PERT-Pep Controls for Reliability and 
Costs,” Dr. H. A. Romig, Operations Re- 
search, Inc. 

“Management of Equipment Reliability 
Activities and USASRDL," T. J. Edwards, 
U. S. Army Signal Research and Develop- 
ment Lab. 


Session 3A— Statistical Techniques 


Moderator: W. R. Allen, Consultant 

“Life and Reliability Testing Based on 
the Weibull Distribution," Prof. H. P. 
Goode, Cornell University. 

“Screening for Critical Variables Affect- 
ing Reliability," Dr. C. H. Li, General Instru- 
ment Corp. 

“Factorial Experiments in Reliability 
Analysis," C. L. Barron, Honeywell. 


Statistical Methods as Design Tools,” 
E. F. Grey, U.S.A.F. 


Session 3B—Quality Control Techniques 


Moderator: L. J. Jacobson, International 
Resistance Co. 

“Process Acceptance vs Lot Acceptance,” 
C. R. Clark, Sandia Corp. 

*Martin-Denver Auto QC," №. Л. Вен- 
nett, The Martin Co. 

“Precision through Variations Flow An- 
alysis,” N. L. Enrick, University of Virginia. 

“QC Management for Time-Compressed 
R&D Programs," F. A. Barta, Hughes Air- 
craft Co. 


Session 4—Panel Discussion 


Moderator: Dr. R. C. Seamans, Jr., Asso- 
ciale Administrator, NASA. 

“Reliability—The Key to Space Opera- 
tions," A panel of four leaders from govern- 


December, 1961 


PROCEEDINGS OF THE IRE 


Kocak reports on: 


pourable polypropylene... interference filters from another viewpoint... 


the relativity of rapidity 


Chemical tuning 


Chemical laboratories without infrared 
spectrophotometers properly consider 
themselves underprivileged. 

This cute remark could well launch 
a commercial for spectrophotometers, 
except that we sell none. We sell optical 
interference filters, and we are going 
about it in an unusual and peculiarly 
constructive fashion: we are trying to 
bridge the conceptual gap for chem- 
ists from spectrophotometers to multi- 
layer filters. 

From a chemist's viewpoint, a color 
filter is just a little thing he slips into a 
colorimeter for certain analytical de- 
terminations. If he happens to be an 
enthusiastic amateur photographer on 
the side, he may know of the great 
variety of dyed-gelatin Kodak Wratten 
Light Filters. 

In an ad in the December 4, 1961, 
issue of Chemical & Engineering News 
that looks something like the ad you 
are now reading, we tell the chemists 
that interference filters offer means 
to exploit in a chemical plant the physi- 
cal phenomena that spectrophotome- 
ters exploit in the laboratory. 

"Suppose, for fantasy's sake, that 
you wanted to flood a reaction prefer- 
entially with energy of exactly that 
frequency to which a certain carbon- 
nitrogen bond responds. An inter- 
ference filter system could probably be 
made for the job. 

“Ап interference filter is tunable in 
manufacture for wavelengths from 
0.44 to 12%. Unlike gelatin or glass 
filters, its curve doesn't depend on 
what colorants happen to be available. 


Possible purpose: potting 


for amorphous polypropylene. 


It can provide a single spectral spike 
of transmittance but is not limited to 
that. It can also be designed to cut out 
energy below a stated frequency or 
above a stated frequency. It can cut 
very sharp. It is thermally, chemically, 
and mechanically rugged. It costs a 
great deal less than a laser (which, 
while it can emit Niagaras of mono- 
chromatic energy, must work with the 
quantum states that Nature has in 
stock). It can be large. It can be de- 
signed to monitor a process stream 
continuously for the presence or ab- 
sence of any substance possessing a 
suitable energy-absorbance curve.” 
If the impression has been given that only 
chemists can buy the new Kodak inter- 
ference Filters, we have outsmarted our- 
selves. Anybody with a curve in hand is cor- 
dially invited to get in touch with Eastman 


Kodak Company, Special Products Di- 
vision, Rochester 4, N. Y. 


Latest advice on instrumentation film 


Background: A photographic material is said to be 
“fast” if it requires little energy to deliver an image. 
The term comes from an olden time when portrait- 
ists were reducing the duration that the subject had 
to "hold it" from 5 minutes to 1 minute to a few 
seconds and on down. Only professors and their 
brighter students had clear notions of what energy 
meant. When the photographers did acquire an 
intuitive grasp of the concept, the physicists kept a 
step ahead of them by pointing out that the time 
rate of energy delivery to the emulsion was also im- 
portant. At this, they were probably accused of 
pedantry, but unjustly. 

The common man came to equate speed with 
merit in photography. The wise men were sad. 
“No,” they countered patiently, "the faster the 
emulsion the larger the grains must always be. 
There is no escape." But there was. 


Kodak Royal-X Pan Recording Film, 
given the proper low-contrast develop- 
ment, such as 8 minutes in Kodak De- 
veloper DK-50, is the fastest material 
we have. This holds true both for hand- 
camera exposure times and for the very 


If for electrical reasons you need a hydrocarbon 
potting compound, we shall be glad to send you a 
free seven-pound sample of this new low-molecular- 
weight polypropylene. It is a possible alternative to 
polyisobutylene. It is sticky, stretchy, easily melted, 
compatible with several other resins and most waxes, 
and soluble in most aromatic and aliphatic solvents. 


Write Eastman Chemical Products, Inc., Kingsport, 
Tenn. (Subsidiary of Eastman Kodak Company) and ask 


short cxposure times of high-speed 
instrumentation. It holds true even 
when only green light is used, as in re- 
cording from certain c-r tubes. Royal-X 
Pan is very good to have when you 
need every bit of sensitivity you can 
get, but it is grainier than other Kodak 
films. Furthermore, in a high-contrast 
developer such as D-19 its speed ad- 
vantage over other good Kodak re- 
cording films shrinks and disappears 
altogether for high contrast and very 
short exposure times. 

Very recent advances in emulsion 
technology have produced the new 
Kodak Double-X Panchromatic Nega- 
tive Film. For very short exposure 
times and 8 minutes in Kodak Devel- 
oper D-19, it is about as fast as Royal-X 
Pan Recording Film, but its graininess 
is much less—on a par with the fine- 
grain and sharpness formerly attain- 
able only in comparatively slow films. 

Another film worth considering for 
instrumentation work is Kodak Lina- 
graph Ortho Film. Its speed has recently 
been nearly doubled. Special attention 
has been given to constancy of proper- 
ties during storage before use. It is a 
high-contrast film, designed for de- 
velopment to a gamma as high as 1.9. 
If you want high contrast for very 
short exposure to green light, Kodak 
Linagraph Ortho Film is your ticket. 


All of which tells you nothing of the 
physical forms of these and other Kodak 
films for instrumentation, including color 
film. If you are aware of the omission, you 
are a person who should send for the cap- 
sule-summary sheet *Е3-297° from East- 
man Kodak Company, | Photorecordiug 
Methods Division, Rochester 4, N. Y. 


This is another advertisement where Eastman Kodak Company probes at random for mutual 
interests and occasionally a little revenue from those whose work has something to do with science 


December, 1961 


25A 


ment and industry will discuss the challenge 
the United States faces in space exploration 
and the key role reliability plays in this ac- 
tivity. 
Wednesday, January 10 
Session 5A—Reliability Testing 


Moderator: F. E. Wenger, U.S.A.F.— 
AFSC. 

“Analysis Testing for Improved Circuit 
Reliability,” B. J. Grinnell, IBM Corp. 

“Optimum Reliability Testing for Space 
Systems," Mrs. C. D. Hock, NASA. 

“Failure Analysis," E. W. Kimball, The 
Martin Co. 

“Estimating Guided Missile System Re- 
liability from R&D Systems Firing Tests,” 
A. Steinberg, U. S. Army Ordnance Missile 
Command. 


Session 5B—Mathematics and 
Reliability Models 


Moderator: Dr. B. Epstein, Consultunt. 
“Methodology for System Reliability 
Analysis," B. T'iger, Radio Corp. of America. 
“Equipment Self-Repair Techniques,” 
J. Klion, Rome Air Development Center. 
“Mathematical Analysis of Redundant 
Matrices,” G. D. Weinstock, ITT Labs. 
“Inertial Guidance System Component 
Reliability,” L. A. Weaver, Honeywell. 


Session 5C—Training Session 


Moderator: L. J. Paddison, Sandia Corp. 

“Reliability Management by Objectives 
and Results,” Dr. L. W. Bail, Boeing Air- 
plane Co. 

"Practical Statistical Tools for Reliabil- 
ity Measurement and Acceptance," C. M. 
Ryerson, EI-TEK Corp. 

*Full Design Definition is Essential to 
Reliability," W. L. Hurd, Jr., Lockheed Mis- 
sile and Space Co. 

“Contractual Reliability—An Education 
Program,” R. H. Johnson, The Martin Co. 


Session 6A—Reliability Testing 


Moderator: P. D. Darnell, Bell Tele- 
phone Lab. 

“CAMESA Reliability Test Program," 
A. P. Harris, Canadian Agency. 

"Practical Aspects of a High Reliability 
Specification," T. W. Gross, Lockheed Mis- 
sile and Space Co. 
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“Reliability Evaluation by Application 
Derating," K. W. Davidson, Texas Instru- 
ments, Inc. 

"Acceleration Factor Determination on 
Glass Capacitors," L. D. Hines, Corning 
Glass Works. 


Session 6B— Reliability and Quality 
Control Education 


Moderator: H. C. Jones, University of 
Maryland. 

"Effective Reliability—Through Educa- 
tion," Dr. P. H. Zorger, The Martin Co. 

“AGREE in Action," G. W. Lindsay, 
U.S.A.F. 

“A Reliability Slide Rule," B. Ellison, 
International Electric Corp. 

“A Comprehensive Education and Train- 
ing Program for Design Reliability,” F. E. 
Marsh, Boeing Co. 


Session 6C—Training Session 


Moderator: Dr. L. W. Ball, Boeing Co. 

"The Problem of Human initiated Fail- 
ures," D. Meister, General Dynamics—A stro- 
naulics. 

"Reliability Through Process Capability 
Studies," G. O. Hawley, Sandia Corp. 

*A "Theory of Component Part Life Ex- 
pectancies," D. R. Earles, A VCO Corp. 

"A Missile Reliability Reporting Sys- 
tem," I. А. Whiteman, C. E. I. R. Inc. 


Banquet 


Senator Looks at the Problem of Re- 
liability in National Survival," H. M. Jack- 
son, U. S. Senator, State of Washington. 
sented by M. P. Smith, General Chairman. 

1961 National Reliability Award, pre- 
sented by M. P. Smith, General Chairman. 

1961 IRE Professional Group on Relia- 
bility and Quality Control Award, presented 
by L. J. Paddison, Chairman. 

1961-1962 ASQC Electronics Division 
Award, presented by H. D. Voegtlen, Division 
Chairman. 


Thursday, January 11 


Session 8A—Reliability and Quality 
Control Programs 


Moderator: D. A. Hill, Hughes Aircraft. 
"Reliability Program Based on Bomb 


Nav. System Experience," F. W. Blackburn, 
Sperry Rand Corp. 

"Reliability Research on Components 
for Space," E. E. Brueschke, Hughes Aircraft 
Co. 

"Quality Assurance in the Field of Nu- 
clear Ordnance,” C. E. Smith, Jr., Sandia 
Corp. 

"Reliability Emphasis on Production 
Contracts," J. A. Marshik, Honeywell. 


Session 8B—Maintainability 


Moderator: E. Harwood, Office of Elec- 
tronics, ODDRGE. 

Simulation of Aircraft — Electronics 
Maintenance," D. S. Ellis, Hughes Aircraft 
Co. 

"The Human Element in the Mainte- 
nance Package," Dr. H. W. Page, IBM Corp. 

“Maintainability Prediction and Meas- 
urement,” B. L. Retterer, RCA Service Co. 

“Some Considerations of Scheduled 
Maintenance," R. Meyers. International 
Electric Corp. 


Session 9A—Reliability Prediction 
and Measurement 


Moderator: Dr. N. E. Golevin, National 
Aeronautics and Space Administration. 

“Operational Reliability of the Athena 
Computer," G. P. Anderson, Sperry Rand 
Corp. 

“Reliability Predictions for Multi-Mode 
Electronic Systems," J. A. Connor, Astro 
Reliability Corp. 

*Correlation of AGREE Testing with 
Operational Reliability," С. W. Lindsay, 
U.S.A.F. 

“Development of New Prediction Tech- 
niques,” T. Bosinoff, Sylvania Electric Sys- 
tenis. 


Session 9B—Reliability Design Techniques 


Moderator: A. W. Rogers, U.S.A.S.C.- 
R&D. 

“General Usage .Assemblies for Navy 
Electronic Equipment," T. E. McDuffe, 
New York Naval Shipyard. 

“Increasing Reliability through the 
QUAD Technique," R. M. Fasano, Sylvania 
Electric Products, Inc. 

“Reliability and Forced Air Cooling,” 
J. L. Keller, Sperry Rand Corp. 

* Determination and Use of Failure Pat- 
terns," R. L. Horn, Boeing Co. 
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MODEL 6db BANDWIDTH 
Semas TL-2D5A 2 kc 
— — — —BEG m TL-4D9A 4 kc 


. — q⁵§ 


— — ANNI TL-6D12A 6 kc 
| 363 — TL-8D16A 8 kc 
—I — TL-10D18A 10 kc 
— — — BUS add TL-16D25A 18 ke 
——— — 112003 2A 20 K 
— aas TL-30D45A 30 k 
TL-40D55A 40 ke 

TL-45D60A 435 ke 

TL-32E48C — 32 кс 

TL-50D85C 50 ke 


(suffix "A" denotes 455 kc center frequency; 
suffix "C" denotes 500 kc center frequency) 


Now in stock in 12 bandwidths... 
80 db rejection in 0.1 cu. in. 


Clevite ceramic ladder filters provide more selectivity for their size than any conventional i-f filter. They 
are fixed tuned and need no alignment—are non-magnetic and non-microphonic. Leading manufac- 
turers now have Clevite ladder filters in their communications equipment. Improve your newest design 
with these unique filters. Write now for complete specifications— Bulletin 94012, or for selectivity curves 
available on each stock model. B Dimensions: Ув" diameter x 144" long. E Selectivity: 60 db/6db 
shape factor from 1.3:1 to 2.6:1. B Center Frequency Stability: within 0.2% for 5 years, and within 
0.2% from —40° to +85° C. Ш Impedance: 1200-1500 ohms. M Designed for military environment. 


CLEVITE ELECTRONIC COMPONENTS pieis sates ottices: 


DIVISION OF 232 FORBES ROAD, BEDFORD, OHIO Maplewood, №. J. / Chicago, III. / Denver, Colo. / Inglewood, Calif. 


accurate 
amplification 
of low-level 
signals from 


DC to 
beyond 200 kc? 


Just use a KIN TEL 
121A/A solid-state 
DC Amplifier 


The KIN TEL 121A/A is a non-inverting amplifier 
with response from DC to beyond 200 kc. It 
has fixed gains of 0, +1, +10, +20, 4-30, 
+50, +100, +200, +300, +500, and +1000, 
and a contro! that adjusts any fixed gain from 
Xl to X2.2. Amplification is stable within 
0.01%, accurate within 0.1% for all gains 
other than +1 (0.2% accuracy at +1), linear 
within 0.005% for outputs up to +15 volts 
DC with loads of 200 ohms or more. Input 
impedance is greater than 10 megohms (less 
than 500 pf to 50 kc); output impedance is 
less than 0.3 ohm and 50 uh. Frequency re- 
sponse is flat within 0.2596 to 2 kc, within 
496 to 10 kc, within 3 db to 200 kc. Drift is 
less than +2.0 uv equivalent input for over 
40 hours at +1000 gain. Equivalent input 
noise at +1000 gain is 3 uv peak-to-peak in a 
20-cps band, 3 ду RMS in a 50-kc band. Output 
capability is +15 volts into 200 ohms, +100 
ma into 10 to 100 ohms. Amplifier fits standard 
KIN TEL cabinets and modules. Price $1000. 


Representatives in all major cities 


ELECTRONICS, INC 
KIN TEL DIVISION 


5725 Kearny Villa Road, San Diego 12, California 
Phone: BRowning 7.6700 
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GOVERNMENTAL AND LEGISLATIVE 


One-tenth of Federally-supported elec- 
tronic research and development may con- 
sist of ‘‘unwitting, needless duplication of 
effort," a report by the Subcommittee on 
Reorganization of the Senate Government 
Operations Committee charged last week. 
The waste may add up to $200 million out 
of $2 billion currently expended for this 
type of work, Sen. Hubert Humphrey (D, 
Minn), subcommittee chairman, declared. 
Reason for the waste, he said, is poor Fed- 
eral management of information on “teus 
of thousands" of current projects. Elec- 
tronic research and development, as sup- 
ported by the Department of Defense and 
the National Aeronautics and Space Ad- 
ministration, Sen. Humphrey said, is so 
vast and complex "that no oue really 
knows who is now doing what, where, and 
how in experiments." The subcommittee 
singled out information management іп 
electronics in view of “the crucial impor- 
tance” of this “dynamic” field of research 
and development to national security and 
to rising standards of living. Principal fo- 
cus of the report is on shortcomings in the 
Department of Defense’s system of stor- 
ing, indexing, retrieving and disseminat- 
ing pre-publication scientific information. 
The report also criticizes information 
handling by the National Aeronautics and 
Space Administration. *Space science," it 
says, "has been slowed by absence to date 
of a reliable comprehensive NASA sys- 
tem for centrally indexed, broadly and 
promptly «disseminated data on current 
and completed research and development 
contracts aud subcontracts.” As a remedy, 
llumphrey urged “a national network of 
electronic information centers, coordinated 
with a larger network covering all scien- 
tific and technical information." He called, 
too, for a “top policy mandate" in the 
Executive Office of the President and 
within Federal agencies for “effective and 
efficient information management.” Hum- 
phrey also recommended fullest Federal 
encouragement to professional scientific 
organizations and to private companies to 
help deal with the information challenge 
... The Federal Communications Commis- 
sion has denied requests to establish AM 
stereophonic broadcasting. In an order re- 
leased October 2, the Commission turned 
down petitions by Philco Corp., Radio 
Corporation of America, and Kahn Re- 
search Laboratories, Inc., stating there is 
“little evidence of public need or industry 
desire" for stereo transmission by stand- 
ard broadcasting stations. In addition, 
FCC said, “the pattern of operation of the 
nearly 4,000 stations now licensed, the 


* The data on which these No1Es are based were 
selected by permission from Weekly. Reports, issues 
of October 2, 9, 16, aud 23, 1961, published by the 
Electronic Industries Association, whose helpful- 
ness is gratefully acknowledged. 
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needs and purposes served, and the very 
nature of the service itself are such that 
the beneticial effects of innovations of this 
nature are clearly ‘de minimus.’ " The 
order said a technical study of the feasi- 
bility of AM stereo, similar to the study 
carried out by ElA's National Stereo- 
phonic Radio Committee prior to adoption 
of rules establishing ЕМ stereo, would be 
needed before standard stereo broadcast- 
ing could come into being. *Preliminary 
consideration, however, indicates that 
providing a dual channel transmission sys- 
tem with the requisite separation and 
without deleterious side effects in an AM 
system such as standard broadcasting pre- 
sents an appreciably greater problem than 
in the case of FM,” the order concluded 
Àn ad hoc committee of international com- 
munications common carriers has recom- 
mended formation of a United States 
Satellite Corporation to build and operate 
a communications satellite system. In 
summary, these were its recommendations: 

1. Research, development and experi- 
mental trials should be expedited by gov- 
ernment and industry and all resources 
drawn upon to establish the best com- 
munications satellite system at the earliest 
practicable time. 

2. А non-profit. satellite corporation 
should be created to develop, construct, 
operate, manage, and promote the use of 
communications satellites, in the interests 
of the United States, in accordance with 
the public interest objectives specified in 
the President's Statement on Communica- 
tion Satellite Policy and tlie Federal Com- 
munications Commission's Supplemental 
Notice. The satellite corporation would 
have three directors appointed by the 
President or his designate to make the ap- 
pointments, two directors designated by 
each authorized participant in ownership 
of the satellites, aud a director designated 
by the carriers which do not own but 
which may lease satellite facilities. 

3. The U. S. carriers authorized by the 
Commission to provide communications 
services via satellites should be allowed to 
participate in joint ownership of the satel- 
lites and to include their investments in 
their rate bases for rate-making purposes, 
so that rates would continue to be estab- 
lished as at present under regulation by the 
Commission. 

4. Each U. S. carrier should be per- 
mitted to establish and operate its own 
ground stations, participate in joint owner- 
ship of ground stations with other carriers 
or rent capacity in other carriers' ground 
stations, and to obtain equitable access to 
and use of the ground stations and satel- 
lites, in accordance with public interest ob- 
jectives set forth in the Supplemental 
Notice and as authorized by the Commis- 
sion. 


(Continued on page 304) 
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In less time than it takes light to cross this room, 

a new product, DELCOS N EW high speed MC 
silicon modules, could: (1) correct the course of a missile in flight; 

(2) make it possible for sonar pickups to track and compute the 
position of targets with microsecond accuracy; and (3) handle any 
number of other airborne guidance and control functions that previous 
modules—due to low speed or environmental or performance limitations 
— could not handle. Delco Radio's 10mc modules, with a maximum 
gate-switch speed of 40 nanoseconds, convert data 100 times faster 
— even under the most extreme environmental conditions. 

These 81 LICON modules come epoxy encapsulated, and 
operate over a temperature range of —55°C to +100°C. And these 
same reliable DIGITAL circuits are available packaged on 

plug-in circuit cards. These Delco MO DU LES are environmen- 


tally proved to: SHOCK, 1,000G's in all planes. VIBRATION, 15G's at 10 to 
2,000 cps. HUMIDITY, 95% at max. temp. STORAGE AND STERILIZATION TEMP. 
— 65°С to +125°C. ACCELERATION, 20G's. Designed for systems 

using from one module to 100,000, and the module's rated 
performance considers the problems of interconnection. Data sheets 


are available. Just write or call our Military Sales Department. 


Physicists and electronics engineers: Join Delco Radio's search for new and better products through Solid State Physics. 


PIONEERING ELECTRONIC PRODUCTS THROUGH SOLID STATE PHYSICS [DELCO 
Division of General Matars « Kakoma, Indians EPENDAHULIY 
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CONTACT 
MODULATOR 


MICRO-MIDGET 
CHOPPERS 


FROM STOCK! 


RATINGS 


Drive: 6.3 volts at 60 CPS or 400 CPS 


Signal Level: 10 VDC at 2 MA max. 


Size: World's Smallest 


Contact Action: SPDT BBM 


Temperature Range: — 65°C to + 100°C 


Life: 2,000 hours minimum 


Shock: 100 G 


‚ғ г plus a 
noíse level down fo 
0.6 microvolts! 


* 


ELECTRONICS 


OR pon” 


CAMBRIDGE DIVISION . CAMBRIDGE, MARYLAND 
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(Continued from page 284) 


5. The Commission should, expedi- 
tiously, take such further administrative 
action as may be necessary and proper in 
furtherance of the proposed plan. 

The report stipulates that the corpora- 
tion be set up so as to prevent control by a 
single carrier. Each firm participating in 
ownership of the satellites would have 
equal representation on the board of direc- 
tors, provided its contribution is $500,000 
or more. RCA Communications, Inc., in a 
separate statement included in the report 
said it: 

a. believes that the most important ac- 
tivity for satellite communications in the 
near future is to speed research and de- 
velopment of techniques, systems, and ap- 
paratus and proposes to emphasize its ef- 
forts in this area with its own funds and 
facilities and with contract support; 

b. desires the freedom to construct and 
operate its own ground stations for use in 
satellite communications and is prepared 
to make the necessary investment; 

€. does not have sufficient facts at this 
time to make a commitment as to invest- 
ment in the space satellites pending fur- 
ther research and development and a reso- 
lution of the parameters of the space satel- 
lite system eventually to be used for com- 
mercial purposes; 

d. pledges its continued best efforts 
and full cooperation with government and 
industry in this matter. 

Meanwhile, Sen. Russell B. Long (I)., 
La.) has scheduled hearings on the ad hoc 
committee's report before his Senate Small 
Business Subcommittee November 8 and 
9. Appearing at the hearings will be the en- 
tire seven-member FCC. Other witnesses 
will include Attorney General Robert Ken- 
nedy or Assistant Attorney General Lee 
Loevinger; Edward C. Welsh, Director of 
the President's Space Council; and Omar 
Crook, Attorney for the llawaiian Tele- 
phone Co. and chairman of the ad hoc 
committee. Members of the ad hoc com- 
mittee are the American Cable & Radio 
Corp.; Xmerican Telephone & Telegraph 
Co.; Hawaiian Telephone Co.; Press Wire- 
less, Inc.; Radio Corporation of Puerto 
Rico; RCA Communications, Inc.; South 
Puerto Rico Sugar Corp.; Tropical Radio 
Telegraph Co.; The Western Union Tele- 
graph Co.. .. An intensive program aimed 
at strengthening the Defense Depart- 
ment’s in-house research laboratories and 
up-grading their technical standards is 
underway, it was disclosed last week. The 
program was established by Defense Secre- 
tary McNamara, who said he had “pro- 
found concern for the maintenance of a 
vigorous program and the highest morale 
within the laboratories throughout the 
Department of Defense.” In a memoran- 
dum, Mr. McNamara directed Harold 
Brown, Director of Defense Research and 
Engineering, to work with the military de- 
partments and officials of the Office of the 
Secretary of Defense in formulating and 
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THESE MOTOROLA EPITAXIAL MESA SWITCHES 
REPLACE MICRO-ALLOY, DRIFT and OTHER MESA TYPES 


-. Hb И oH du d 


REPLACEMENT 
CHART“ 


Process Group 


LJ 2N1499A 2N779 - 
2N768 


2N393 
2N1427 
2N1411 


Micro-alloy Diffused 


This new Motorola germanium epitaxial switching series — 


the 2N960-62, 2N964-66 — will supplant nearly all other ger- — - 

[ 2N960 | 2N961 | 2N962 [2N964 | 2N965 | [2м66 | UNITS | 
manium micro-alloy, drift, mesa, and other transistor types for hacia = mis = nt 
high-speed 9 8 applications . . . in many cases at consider- 10, 50, 100 mA 20 Д 40 ЕТ 

i ү AT] МАХ 


@ 10 т i 
In comparison with the older devices, these six new universal @ 50 mA [ 40| .40| s| .35]| .35| .35 | Volts | 
switching transistors offer major design advantages that con- @ 100 mA г 60 | .60 | 60 | Volts | 
w signs. [MIN] 
tribute to improved performance of both old and new desig ir M adc 300 Sa tess 
faster switching time (Jun = 0.6 nsec) Vcs—1.0 Vdc 
guaranteed minimum Beta over wide current range RI MA Ade 
specified at 10,50 and 100 тА 1—1 mAdc 
low saturation voltage even at 100 mA 1с=100 mAdc 
E 1s—5 mAdc 
rugged Mesa construction 
the most comprehensive published specifications 0.6 nsec typical all types 
of any similar switching transistors 
proven reliability from the world’s largest manufacturer " 0.5 nsec typical all types 


of germanium epitaxial transistors 
For applications where the advantages offered by this new 
epitaxial series are not essential, Motorola also offers eight new 
non-epitaxial germanium mesa transistors — the 2N968-75 series 
— at even lower prices. 


All types have 150 mW dissipation in free air 
300 mW at 25*C case temperature 


FOR MORE INFORMATION on either of these 
important new mesa series, contact your 


Motorola District Office, or call or write: 
Motorola Semiconductor Products Inc., Tech- MO 7 OROL A 
nical Information Department, 5005 East 


McDowell Road, Phoenix 8, Arizona. 


Semiconductor Products Inc. 


MOTOROLA DISTRICT OFFICES: 


Belmont, Mass. / Burlingame, Calif. / Chicago / Cleveland / Clifton, N. J. / Dallas A SUBSIDIARY OF MOTOROLA, INC 
Dayton 7 Detroit / Garden City, L. I. / Glenside, Pa. / Hollywood / Minneapolis 
Orlando, Fla, / Phoeniv Silver Spring, Md. / Sytacuse / Toronto, Canada. 5005 EAST McDOWELL ROAD * PHOENIX 8, ARIZONA 
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TOWER FOOTING 
INSULATORS FOR 
SELF-SUPPORTING 


LAPP 


INSULATORS 


E. 


MAST BASE 
INSULATORS RAOIO GUY 
INSULATOR 


We at Lapp are mighty 
proud of our record in the 
field of tower insulators. 
Over 30 years ago, the first 
insulated broadcasting tower 
was erected—on Lapp insu- 
lators. Since then, most of the 
large radio towers in the 
world have been insulated 
and supported by Lapp insulators. Single base 
insulator units for structures of this type have 
been design-tested to over 3,500,000 pounds. 

A thorough knowledge of the properties of por- 
celain, of insulator mechanics and electrical qual- 
ities has been responsible for Lapp's success in 
becoming such an important source of radio in- 
sulators. Write for description and specification 
data on units for any antenna structure insulating 
requirement. Lapp Insulator Co., Inc., Radio Spe- 
cialties Division, 233 Sumner Street, LeRoy, N. Y. 


ANTENNA TOWER 


— 


All. | Industrial 
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(Continued from page 30A) 


carrying out a program of strengthening 
in-house laboratories. He set forth the fol- 
lowing policies: In-house laboratories are 
to be used as a “primary means” of carry- 
ing out DOD programs. They are to pro- 
vide scientific and technical advice on the 
government’s responsibility for develop- 
ment and acquisition of new weapons. 
“Clear lines” of technical management and 
responsibility are to be set up for each in- 
house laboratory. To accomplish this, pro- 
visions will be made for extended tours of 
duty for “officer-scientists” in positions for 
which they have demonstrated technical 
proficiency. In addition, procedures will 
be established by which the principal labo- 
ratories of each military service will be 
brought under “the more effective control” 
of Assistant Secretaries for R&D of the 
military departments. Depending on the 
mission and nature of the work of a par- 
ticular laboratory, a fraction of the annual 
laboratory budget will be set aside for 
work judged by the lab director to be 
promising or important. Prior approval or 
review at higher levels will not be needed. 
Salaries of senior technical personnel will 
be raised in accordance with existing regu- 
lations. In addition, DOD will attempt to 
secure for its senior personnel “rates of 
compensation . . . consistent with levels 
set outside as well as inside the govern- 
ment service." It was understood that 
a DOD study group is examining prob- 
lems of organization of in-house labo- 
ratories, personnel, and salary; fiscal and 
budget problems; construction to support 
RDT&E; morale; and research missions. 
A report is expected by January 1... 
The Federal Communications Commis- 
sion last week invited comments on its 
proposal in Docket 13928 to amend Part 2 
of its rules in the matter of doppler navi- 
gational aids. While continuing to advo- 
cate the development of such civil aids in 
the exclusive band 13250-13400 mc, the 
proposal would amend footnote [553 in 
the frequency allocations table to permit 
government and non-government airborne 
doppler radars in the aeronautical radio- 
navigation service to operate in the band 
8750-8850 mc only on condition that they 
accept any interference which may be ex- 
perienced from radio location stations in 
the band 8500-10,000 mc. 


MILITARY AND SPACE 


The Defense Department last week 
pledged its full support to industry's efforts 
to develop an operational communications 
satellite system and set forth technical 
characteristics which would suit defense 
needs. In a statement detailing its policies 
for cooperation with industry, DOD urged 
establishment of a commercial system “as 
rapidly as economically and technically 
feasible." According to the statement, the 
Department will assist principally by sup- 
plying scientific information gained from 
military developments. In addition, it will 


(Continued on page 34A) 


WHEN WRITING TO ADVERTISERS PLEASE MENTION—PROCEEDINGS OF THE IRE December, 1961 


UHF to 90 Gc! 


oan supply you with more than 600 — 
PRECISION microwave instruments, б” 


components and hardware! 1 Y 


eklystron mounts: 


Write for 
your free 
catalog! 


etuneable shorts · 


· waveguide adapters & accessories stands : horns . 


A 4 
4 ä F 


: hybrid junctions · 


SEND FOR FREE CATALOG TODAY! 


Address: Department PIRE-1-13 


T „. narda шош 


PLAINVIEW, L. I., NEW YORK + AREA CODE 516 GE 3-9000 
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Its the Combination that Counts al. maustriarsA 


Quality 


and 
— Reliability 


— 


Bliley- 
4 packaged 
crystal 
oscillator 


Bliley 
EI sealed-in-glass 
crystal 


Packaged oscillator stability can only 
be as reliable as the crystal source! 

Component qualifications for a 

Bliley crystal oscillator package 


begin with high precision glass- 
mounted crystals that will deliver 


long-term performance with 
ages are described in Bulletins 


. if you buy quality 
520A, 522 and 526. 
BLILEY ELECTRIC COMPANY * Union Station Building * Erie, Pennsylvania 


minimum aging. In combination 
with custom built circuitry and 
temperature control, each unit is 
individually tested to meet rigid 
quality standards. This is the 
essence of product reliability. 
Typical Bliley oscillator pack- 


T-2 BULB 
with telephone 
slide base; 
6-60 volts 


TELE-STRIPS 


(MULTIPLE LAMP INDICATORS) 


For switchboards and other applications 
requiring multiple indication with T-2 lamps. 


DIALCO Tele-Strip No. TS 4220. 
Accommodates 20 DIALCO Lens 
Cap Assemblies (Series 402—). 

Convex or dome lens; 6 colors. 


DIALCO Tele-Strips are available in several styles, and in 
sizes to accommodate from 2 to 20 Lampholders per 
strip. Choice of Lens Caps and Colors, or less lens caps 
for use with designation cards. Also: Tele-Strips mado to 
specifications, Submit problem for recommendations, 


INDICATOR LIGHTS 
FOR WARNING, SIGNAL AND READOUT APPLICATIONS 


Two complete Series: For mounting in 9/16" and 11/16" 
clearance holes. Wide choice of lens styles and colors. 
All assemblies are available complete with lamp. 


Samples on Request at Once — No Charge 


No. 70428-XP10-1131 


= — all 


(Back mounting, in 
9/16" clearance hole) 


mm ams 


Wi нини! 
(Front mounting, in 


| | 
\\ 
UN 
11/16" clearance hole) | 


PILOT LIGHTS 
"The Eyes of 
Your Equipment" 


No. 135-428-1431 


Foremost Manufacturer of Pilot Lights 


For complete data, request 8-page Catalogue L-164. 
. DIALIGHT 
CORPORATION 


60 STEWART AVENUE, BROOKLYN 37, N.Y. e  HYacinth 7-7600 
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Engineering Notes 
(Continued trom page 32,4) 


furnish private industry technical specifi- 
cations and circuit requirements To meel 
long-line military needs, and aid in the 
selection of locations for ground facilities. 
In addition, DOD will provide assist- 
ance, when requested, to the federal Com- 
munications Commission, the National 
Aeronautics and Space Administration, 
and other agencies in evaluating industry 
proposals for commercial satellite-based 
telecommunication systems, |t will also 
make available, when possible, govern- 
ment boosters and launching facilities. 
The present DOD policy on long-line com- 
munications will apply to satellite com- 
munications, Military services will use 
U. S. commercial facilities and provide ex- 
clusive military facilities only when com- 
mercial facilities to meet military needs do 
not exist... D. Brainerd Holmes, Gen- 
eral Manager of the Major Systems Divi- 
sion of the Radio Corporation of America, 
has been named Director of Manned 
Space Flight Programs for the National 
Aeronautics and Space Administration. Ile 
will take office November 1, Mr. Holmes, 
40, will be responsible for direct program 
supervision of NASA's manned space 
flight activities at NASA centers and in 
industry. The activities will include the 
projected manned lunar landings under 
Project Apollo. In his position with the 
Major Defense Systems Division, a unit of 
RCA Defense Electronics Products at 
Moorestown, X. J., Mr. Moore has been 
project manager for the Ballistic Missile 
Early Warning System. NASA Director 
James E. Webb also disclosed personnel 
shifts which will place new emphasis on 
manned space flight, space sciences, and 
practical applications of space technology. 
'The personnel changes, effective Novem- 
ber 1, include appointment of: Ira II. 
Abbott, Director of the Office of Advanced 
Research Programs, as Director of the 
Office of Advanced Research and ‘Tech- 
nology; Dr. Homer E. Newell, Deputy 
Director, Office of Space Flight Programs, 
as Director of the Office of Space Sciences; 
Dr. Abe Silverstein, Director of the Office 
of Space Flight Programs, as Director of 
the Lewis Research Center, Cleveland, 
Ohio, a position now vacant; and Robert 
R. Gilruth, Director of Space Task Group, 
Langley Field, Virginia, as Director. of 
NASA's new Manned Spacecraft Center, 
Houston, Texas. Program office directors 
will report directly to Associate Adminis- 
trator Robert C. Seamans, Jr. . .. Re- 
search in communications and command 
control as a function of electronics systems 
rates higher priority than research leading 
to reliability of electronic components, ac- 
cording to 49 industrial, academic, and 
government electronics authorities polled 
recently by the Defense Department. In 
the survey, DOD asked for ideas on the 
electronic or related research areas of most 
significance to military and economic or 
social progress. The responses are con- 
tained in a report made public last week, 
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PROTECTED AGAINST SHOCK, 
VIBRATION, MOISTURE, HEAT... 


The hermetically-sealed aluminum 
casing method developed exclu- 
sively for Arnold GT tape cores is 
packed full of advantages for you 
. - . Performance- improving and cost- 
Saving advantages. 

It is compact: you can design 
for minimum space/weight re- 
quirements. It’s extra-rigid to pro- 
tect against strains. And it gives 
you maximum protection against 
environmental hazards. Arnold 6T 
tape cores are guaranteed against 
1000-volt breakdown . . . guaran- 
teed to meet military test specs for 


Compact and 


resistance to shock and vibration 
. . . guaranteed also to meet mili- 
tary specs for operating tempera- 
tures. They require no additional 
insulation before winding, and can 
be vacuum-impregnated afterward. 

And now a NEW Arnold service: 
immediate delivery on your proto- 
type or production requirements 
for Deltamax 1, 2 and 4-mil Type 
6T cores in the proposed EIA 
standard sizes (see AIEE Publica- 
tion 430). A revolving stock of 
approximately 20,000 Deltamax 
cores in these sizes is ready for you 


hermetically sealed 
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on warehouse shelves. Subject to 
prior sale, of course, they’re avail- 
able for shipment the same day your 
order is received. 

Use Arnold 6T cores in your de- 
signs. Technical data is available; 
ask for Bulletin TC-101A and Sup- 


plement 2A (dated june 60). ®Write 

The Arnold Engineering Company, 

Main Office and Plant, Marengo, Ill. 
ADDRESS DEPT. P-12 


BRANCH OFFICES and REPRESENTATIVES in PRINCIPAL 
CITIES © Find them FAST In the YELLOW PAGES 


1538 


THE 494 TOUCH | 


IN 


AND 
CONTROL 
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Clairex Photoconductive Cells, like the human 
eye, аге "windows to the world” of control 
system design. Our continuolly expanding 
line now includes the 5- series of hermeti- 
cally sealed Cadmium Sulphide cells, employ- 
ing a sensitive material formulation that 
matches the spectral sensitivity of the human 
eye! These are the first real "electronic eyes“ 
and thus are particularly useful in applica- 
tions involving human vision such as 
Daylight Switches, Photography, and Auto- 
matic Brightness Control in Television 
Receivers. 


LAIREX 


ORPORATION 


ad New Fach to meet Growing Needs 


EST 20 STREET, NEW YORK 1. м Y © MU 4.0940 


Pe: AR S 
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Emergence of emphasis on communica- 
tions, according to conclisions gained 
from the poll, could in one sense be con- 
sidered secondary to a broader trend 
elicited by the poll questionnaire. Results 
show a rather sharp subdivision of current 
electronics research into two major and 
several minor areas, The major areas 
listed are (1) science and technology ге- 
lated to components, and (2) electronic sys- 
tems research. The components area in- 
cludes materials research, solid state, 
microminiaturization and reliability re- 
search, and apparently does uot take in 
such components as superpower tubes and 
antennas. It centers, instead, on solid state 
research, according to the DOD pollsters. 
Another important components area in- 
cludes lasers and components to fill the 
frequency gap in the millimeter wave 
region. Systems research, on the other 
hand, encomp: s and 
command control, computers апа data 
processing, bioelectronies, adaptive sys- 
tems, pattern recognition, artificial in- 
telligence, and similar fields, the report of 
the survey points out. The full report, 
Important Areas af Electronic Research, 
is available from the Office of Technical 
Services, U. S. Department of Commerce, 
Washington 25, D. C. Order PB 171 881. 
Price $2.25. . . . The nation's first synchro- 
nous satellite for international relay of 
telephone and telegraph signals will be 
launched in late 1962, the National Aero- 
nautics and Space Administration an- 
nounced last week. Design work on the 
satellite, called the Syncom, is nearly 
complete, NASA said. Hughes Aircraft Co. 
was contracted in August to build three of 
the experimental high-altitude satellites. 
Details of the Syncom, released siinül- 
taneously by Hughes and NASA, describe 
it as a 28-inch-diameter, 55-pound cylinder 
which will be placed in а 22,300-mile 
orbit. It will be the first satellite to go into 
synchronous orbit, or one in which the 
satellite's orbital velocity is matched to 
the earth's rotation. Syncom will relay 
telephone and telegraph communications 
over "near-hemispheric" distances, NASA 
said. The Hughes announcement said it 
will be capable of relaying telephone con- 
versations to Europe. Syncom's electronics 
unit consists of two communications trans- 
ponders, two command receivers, two 
telemetering transmitters, and associated 
power converters and command processing 
equipment, according to Hughes. It will 
carry a slotted array antenna for signal 
transmitting and receiving and four whip 
antennas in a turnstile arrangement for 
telemetering and command. Frequencies 
to be used will be 7500 mc from ground to 
satellite and 1850 mc from satellite to 
ground. The first Syncom is expected to 
have a one-year lifetime. 


conimunicatic 


INDUSTRY MARKETING DATA 


Factory sales of transistors in August 
increased to 17,193,860 units, about 6 
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keep your signals clean with 


engineered magnetic shielding 


Keep stray magnetic fields out of your high gain 
input transformers and cathode ray tubes. Keep 
your signals free of noise, hum, cross-talk and 
distortion. You сап do it only with engineered 
magnetic shielding. 


These high-permeability shields are made from ex- 
isting tools in a broad variety of single and multiple 
structures— cylinders, spheres, truncated cones- 

for applications ranging from de into the audio 
range and higher. They can be used with almost 
all conventional transformer core and coil assem- 
blies to provide any degree of magnetic, electro- 
static or RF shielding against undesired signals of 


М ETIC 


all classes. Reduction of field strengths to 100 db 
and beyond is common. 


With Magnetic Metals shielding. both the electrical 
and mechanical engineering is already done for you. 
Simply let us know your requirements... We'll 
engineer the exact type of shielding you need. In 
selection of raw material, design, fabrication, an- 
nealing, testing and gaging, Magnetie Metals has 
amassed a great backlog of shielding experience. 
For a better understanding of shielding and help in 
specifying it, write for our informative booklet, 
“Magnetic Shielding of Transformers and Tubes.” 


MAGNETIC METALS COMPANY 
Hayes Avenue at 21st Street, Camden 1, N.J. 
853 Production Place, Newport Beach. California 


transformer laminations • motor laminations · tape-wound cores 
powdered molybdenum per malloy cores • electromagnetic shields 


ETALS 
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HIGH-SPEED SWITCHING 


Check these 


CLARE 
Mercury-Wetted 
Relays 
against your 
design needs 


SPEED TO 200 CPS LOADS TO 250 VA 


This CLARE TYPE HGS is the fastest This CLARE HG capsule will handle 


operating, most sensitive mercury- 
wetted contact relay obtainable. It 
will operate at speeds to 200 cps 
with sensitivity as low as 2.5 milli- 
watts with a contact rating of 2 
amperes, 500 volts (100va max.). 
Two permanent magnets provide 
single-side stable and bi-stable ad- 
justments. Available with Form D 
(bridging) contacts. 


contact loads as high as 5 amperes, 
500 volts (250va max.). Operating 
time may be as low as 3 milliseconds. 
Itis also available equipped with two 
permanent magnets (HGP TYPE) for 
single-side stable, bi-stable or chop- 
per operation, 


The remarkably long life of CLARE mercury-wetted relays is 
the result of a deslgn principle whereby a film of mercury 
on the contacts is constantly renewed, by capillary action, 
from a mercury pool. Both’CLARE HGS and HG switch capsules 
employ this principle. Both switches are sealed in high-pres- 
sure hydrogen atmosphere. Certain construction differences, 
however, give greater speed and sensitivity to the HGS switch. 


FOR BILLIONS OF OPERATIONS 


ENCL.OSED MODULES ОРИ о 


Both CLARE HGS and HG switch capsules are 
available in steel-enclosed modules for con. 
venlent mounting on printed circuit boards 
in the same manner as resistors, capacitors 
and similar components. The enclosure is 
ruggedly designed and provides both excel. 
lent mechanical protection and magnetic 
shielding. These modules are ideal for de- 
sign and prototype work. 


CLARE HGS switch capsules are available in 
single switch units, surrounded by a coil, 
mounted in high-metting point wax and en- 
cased in cylindrical steel containers pro- 
vided with plug-in base. A smaller type 
(HGSS) is designed for use where space is 
limited. HG relays are available with one, 
two, three, or four capsules, surrounded by 
a single coil. Also with permanent magnets 
(HGP) for single-side stable, bi-stable or 
chopper operation. 


Printed circuit board assemblies are 
available with either HGS or HG switch 
capsules to meet design specifica- 
tions. These may be designed to cus- 
tomer specifications by CLARE or 
mounted on boards supplied by the 
customer. Number of relays is lim- 
ited only by the dimensions of the 
printed circuit board. 


NEW! Design Manual 201A 


Complete data on characteristics, 
PEK circuitry, mountings, coil tables 
T and information for ordering 
CLARE mercury-wetted contact 

4 relays. 


See your nearest CLARE representative or 
address: C. P. Clare & Co., 3101 Pratt Blvd., 
Chicago 45, Illinois. in Canada: C. P. Clare 
Canada Ltd., 840 Caledonia Road, Toronto 19, 
Ontario. Cable Address: CLARELAY. 


C. P. CLARE «Co. 


Relays and related control components 


high voltage 
connector 
problems ? 


solves them by return mail 


Alden makes high voltage connectors that are 
more reliable . . . simpler... and less expensive. 
Connectors you can trust absolutely to tame arc- 
over and corona problems at voltages as high as 
30 KDVC. 


M 


A few of the many Alden IM} High Voltage Connectors and 
tube caps available for solving your problems. 


It's done through Alden's exclusive IMI (Integral 
Molded Insulation) technique. With this unique 
method, we can mold Kel-F, Polyethylene, or 
Nylon insulation in a singie hot shot directly 
around leads, contacts, and any special circuit 
components like chokes, resistors, or corona 
shells. 


Alden Integr ү; Integral insulation requires 


SSS 


el highly 
h Press Contacts. 


This one shot technique saves production costs. 
These savings are passed on to you. And it actu- 
ally adds reliability. 

Let us prove it. Let us send you complete in- 
formation by return mail. Better still, send us a 
Sketch. Tell us what you want to connect. Lay 
out lead lengths, give voltage and current, en- 
vironmental conditions. We'll send you a sample 
connector assembly or a proposal specifically 
tailored to your needs. Just write: 


ALDEN 


PRODUCTS COMPANY! 
117 М. Main Street, Brockton, Mass. 
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Dr. Yardley Beers (A' l') has 
been appointed Chief of the Millimeter- 
Wave Research Section, Radio Standards 
Laboratory, Boulder Laboratories of the 
National Bureau of Standards, U. 5. De- 
partment of Commerce. Since July, 1961, 
Dr. Beers has been acting chief of his 
present section. He joined the stall of 
NBS in June, 1960, as а consultant in 
atomic frequency and time interval stand- 
ards, Since that time, he has completed a 
final year in the Physics Department at 
New York University, 

Dr. Beers was a member of the stall of 
the Radiation Laboratory at NI. I. F. from 
1942 45; a consultant to the Brookhaven 
National Laboratories with the Atomic 
Energy Commission, 1947-59; and а 
teacher of physics at New York Universiiy 
for 15 years--leaving with the rank of full 
professor. In 1956, Dr. Beers worked as a 
Fulbright) scholar with the Common- 
wealth Scientific and Industrial Research 
Organization in Sydney, Australia, During 
his stay, he was also visiting professor at 
the University of Syduey. 

Boru in Philadelphia, Pa., in 1913, Dr. 
Beers took his B.S. from Yale University 
in 1934. After a year of graduate study 
there, he transferred to Princeton, where 
he received his М.А. and РЬ. Р. in Physics 
in 1937 and in 1941. 

(lis special fields. of research interest 
are: nuclear physics, microwave spectros- 
copy, aud the electronics connected with 
these fields. He is the author of numerous 
papers in his fields, a book. "Introduction 
to the Theory of Error,” and chapters in 
the NI. I. T. Radiation Laboratory Series. A 
Fellow of the Physical Society, Dr. Beers 
is also a member of the .Xssociation. of 
Physics Teachers. 


e 


ee 


The appointment of Paul B. Black 
(АР46-5М '51) as manager of headquarters 


All industria C 
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million more than the year’s low of 
11,227,388 units sold in July, when most 
plants shut down for vacation. Total 
revenue accrued in August was $25,155,627. 
Transistors sold at the factory the month 
before were valued at $17,506,011. Cumu- 
lative totals for this year continued to stay 
well ahead of those for the same period of 
1960. Through August, 117,104,130 
transistors were sold with a value of 
$199,781,787. Last усаг 77,289,560 units 
worth $193,756,732 were sold. 
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marketing for Sylvania Electronic. Sys- 
tems, a division of 
Sylvania [Electric 
Products. Inc., was 
recently announced. 
In his new capacity, 
he will be responsi- 
ble for coordinating 
the entire market- 
ing information 
elfort of the division 
and monitoring the 
day-to-day market- 
ing activities ol the 
various Operations 
within the division. 

Mr. Black previously served as market- 
ing manager of the Systems Engineering 
and Management Operation (SEMO) of 
Sylvania Electronic Systems, and prior to 
that, he was manager of the B-58 *Hiustler" 
program at the Buffalo, N. V. Operations, 
also of Sylvania Electronic Systems. ‘The 
company is responsible for development 
and production of the defensive electronic 
countermeasures system for the supersonic 
B-58 bomber. 

Mr. Black joined Sylvania's Lighting 
Products Division, Salem, Mass., in 1940 
as a lighting engincer. Following World 
War II military service with the U, S. 
Aimy Signal Corps, he rejoined the com- 
pany at Kew Gardens, N. V., and was 
named head of the microwave circuits 
group in the Physics Laboratory there in 
1948, Пе served successively as engincer- 
ing manager of the Boston Engineering 
Laboratory and manager of the Avionics 
Laboratory, a unit of the Waltham Labora- 
tories of Sylvania Electronic Systems, 
before appointment as manager of the 
B-58 program in February, 1956. 

Mr. Black is a member of the American 
Management Association and the Armed 
Forces Communications and Electronics 
Association. 


P. B. BLACK 


W. Roderic Bliss (M'50) has been 
named Assistant Director of Research, 
Selas Corporation of America, Dresher, 
Pa., according to a recent announcement. 
Mr. Bliss comes to Selas from the Martin 
Company, Baltimore, Md. where he held 
the position of Manager, Industrial De- 
velopment, on the Corporate Planning 
Staff. Previously, he was Manager of the 
firm's Electronics Technical Staff in 
Denver, Colorado. Prior to that, he was 
Assistant Technical Director of the Cen- 
tral Engineering Laboratories, American 
Machine and Foundry, Greenwich, Conn. 
He was also Senior Project Engineer of the 
Denver Research Institute, Denver, Colo- 
rado, In 1950, while President of Decime- 
ter, Inc., Denver, Colo, he was active in 
the development of an ultrasonic diagnos- 
пе instrument for the early detection. of 
cancer. 
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New from Sprague! 


2N2169 


2N2168 2N2170 


ALL-NEW MADT 
TRANSISTORS 


Wide Range of Parameters Plus Choice of Package 
Tailored to Meet Your Actual Circuit Requirements 


Sprague now offers a complete new line of ultra-high- THIS NEW FAMILY OF SWITCHES OFFERS: 
speed switching transistors. For greater design flexibility, High BVceo Ratings Excellent Frequency 


these Micro-Alloy Diffused-Base Transistors provide eLow Saturation Voltage Response 
interchangeability of packages (identical specifications eLow Storage Time @Close Parameter Control 
are available in either the TO-9 or TO-18 case). Low Output Capacitance in Your Choice of Package 


HERE ARE SOME KEY PARAMETERS: 


Typ. f 
(mc) 


Product Marketing Section, Transistor Division, 
3m Sprague Electric Co., Concord, N.H. 


For complete engineering dota, write Tech- 


For application engineering assistance, write 


nical Literature Section, Sprague Electric Com- 
pany, 235 Marshall Street, North Adams, 


"SE Massachusetts, 


SPRAGUE COMPONENTS E SPRA 3 
TRANSISTORS INTERFERENCE FILTERS HIGH TEMPERATURE MAGNET WIRE 
CAPACITORS FULSE TRANSFORMERS CERAMIC-BASE PRINTED NETWORKS | 
MAGNETIC COMPONENTS PIEZOELECTRIC CERAMICS PACKAGED COMPONENT ASSEMBLIES THE MARK OF RELIABILITY 


RESISTORS PULSE-FORMING NFTWORKS FUNCTIONAL DIGITAL CIRCUITS 
Sprague’ and ‘@ are registered trademarks of the Sprague Electric Co. 
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CALIBRATED 


Thermistor 
Mounts 


For Greater Accuracy 


Model 675-A 


Coaxial Thermistor Mount 

The Model 675-A is a 200 ohm therm- 
istor mount for use in the 100 to 
4000 mc range. Its extremely long 
thermal time constant virtually elim- 
inates effects of ambient tempera- 
ture changes. Calibration factor is 
supplied to an accuracy of 2% at 
400, 1000 and 1500 mc. 


Models 811, 
813 and 815 


é i 
X-Band Power Standard 


This 200 ohm thermistor mount- 
€oupler-temperature chamber com- 
bination operates over any specified 
200 mc band between 8.2 and 11.2 
kmc. The thermostatically controlled 
constant temperature chamber elim- 
inates effects of ambient tempera- 
ture changes. An NBS test report is 
supplied giving the calibration fac- 
tor to an accuracy of 1%. 


Precision Power Bridges 
Weinschel Engineering also manu- 
factures precision power bridges for 
use with these thermistor mounts. 
These bridges give accuracies to 
0.1% of substituted power. 


For complete specifications: 


Write for Weinschel Bulletin #386 


WEINSCHEL 


ENGINEERING 
KENSINGTON, MARYLAND 
949-0141 (Code 201) 
TWX: KENS 446 
Ф 


Santa Monica, 
631 Wilshire Boutevard, 
TWX: SMON 7185 
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He attended Wesleyan University, 
then transferred to the University of 
Massachusetts, where he earned his 
Bachelor of Science Degree in Physics. He 
is a graduate, also, of American Manage- 
ment Association courses in General Man- 
agement and Business Finance. He is a 
’ast Chairman of the Denver Chapter of 
the IRE. 

^ 


D 


Robert L. Borchardt (S'49 -A'50-M'56) 
has been appointed National Service Man- 
ager for Motorola Communications and 
Electronics, Inc. In 
this capacity, he co- 
ordinates the firm's 
nation-wide com- 
munications service 
activities, which in- 


clude over 800 in- y 


dependent service > 
» um 


stations which pro- 
vide contract main- 
К. L. BORCHARDT 


tenance to two-way 
radio systems and 
other communica- 
tions products used 
by publie safety, industrial, transporta- 
tion, and business organizations. He also 
directs Motorola's national conmunica- 
tions service training program and the 
Motorola ‘Training Institute, which pro- 
vides home study on two-way radio 
servicing techniques. 

Borchardt, with Motorola since 1950, 
had been Sales Service Manager. He holds 
a degree in Electrical Engineering from the 
University of Minnesota, and served as 
an electronics technician in the United 
States Navy. 

5 


> 


Arthur E. Cooper (S'47-A'50-M'55 
УМ '59) was recently promoted to manager 
of research and engineering for 1BM’s 
Federal — Systems 
Division. 

Mr. Cooper will 
direct. the scientific 
ind engineering ac- 
tivities of the Di- 
vision in the devel- 
opment of  ad- 
vanced information 
handling, command 
and control and 
space systems for 
the Federal. Gov- 
ernment. Engineer- 
ing laboratories at the ІВМ Space Guid- 
ance Center, Owego, Х. Y., and the ІВМ 
Command Control Center, Kingston, 
N. V., will report to him. 

Mr. Cooper has held engineering, 
laboratory and management positions 
since he joined ІВМ in 1950. In 1958 he 
was promoted to manager of advanced 
systems research at the Space Guidance 
Center and in 1959 became manager of the 


А. E. COOPER 


Center's engineering laboratory. He holds 
Bachelor and Master of Science degrees 
from Purdue University. 


е, 
БЯ 


Martin Cooper (M'56) has been pro- 
moted to Assistant Chief Engineer by 
Motorola's Communications Division. In 
this capacity, he 
supervises research 
and development of 
mobile two-way ra- 
dio and other com- 
munications prod- 
ucts. 

Mr. Cooper 
holds both Bachelor 
and Master's de- 
grees in electrical 
engineering from 
the Illinois lustitute 
of Technology. He 
joined Motorola in 1954 and was a member 
of the digital electronics research staff for 
four years before moving into developmen- 
tal engineering. 

He has five patents pending on his work 
at Motorola. He is a member of the Elec- 
tronies Industries Association Committee 
on Selective Signaling. 


EI 


M. Cooper 


^ 
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Pioneer Electronic Supply Co. an- 
nounced recently that John R. DiJulius, Jr. 
(A'58) was appointed Industrial Sales 
Manager, effective 
Oct. 1, 1961. 
Formerly a field 
sales representative 
for Pioneer in the 
Cleveland area, Мг. 
DiJulius, as Indus- 
trial Sales Manager, 
assumes responsi- 
bility for the mar- 
keting in a three 
state area of all in- 
dustrial items to 
original equipment 
manufacturers, research facilities, public 
utilities and city and state governments. 

Mr. Dijulius joined Pioneer in 1955 
after extensive experience in radio. After 
serving in World War 11 as a radio and 
electronics iustructor, he held a Broadcast 
Engineer's License and was active in the 
service industry. 


J. R. Di uus, Jr. 


O 


D. L. Deal (5'48-4'50-M'55) has been 
recently appointed Manager of the newly 
established Product Planning organization 
of the Air Force Programs Section of the 
General Electric Company's Heavy Mili- 
tary Electronics Department. 

The Product Planning function, headed 
by Mr. Deal, will analyze and evaluate the 


(Continued on paye 404) 


December, 1961 


ANOTHER ADVANCED MICROWAVE TUBE DEVELOPMENT 
FROM RAYTHEON'S SPENCER LABORATORY 


K-BAND BWO, QKB 891, 
of a completely new de- 
sign is extremely rugged 


3 and compact. 


* COM 
ХУ? оё 4 pe^ 


ee ae get деко M 
New K-band O-type BWO's extend 
Raytheon compatible line to 26.5 KMC 


Advanced design provides 40 mW minimum power 
output in extremely rugged and compact package. 


TYPICAL OPERATING CHARACTERISTICS 


Size and weight of these two new Raytheon backward wave 
oscillators are barely half that of units now in use. 


The QKB 890 and QKB 891 are designed for such applica- 


QKB 890 QKB 891 
Frequency Range 12.4-18 КМс 18-26.5 kMc 


tions as swept local oscillators іп ЕСМ receivers and test Power Output 40-180 mW 40-180 mw 
equipment, driver tubes in frequency diversity radars, and А 3 
pump tubes for broadband parametric amplifiers. Both tubes Delay Line (tuning) 400-1270У — 600-2100V 
utilize PM focusing and have grids for low-voltage pulsed Anode Voltage (fixed) 125V 150V 
operation. For equipment designs requiring close mounting, Cathode Current 17-21 mA 21-32 mA 
only two-inch spacing between tubes is necessary. К ШЕ 

Filament Voltage .. 6.3 Volts 6.3 Volts 


Write today for detailed technical data or application service 
to Microwave and Power Tube Division. Raytheon Company, 
Waltham 54. Massachusetts. In Canada; Waterloo, Ontario. 


RAYTHEON COMPANY 


Waveguide Coupling RG91/U RG53/U 


MICROWAVE AND POWER TUBE DIVISION 


HIGH SPEED WITH LOWEST V. (sat) RATINGS 


PULSE GENERATOR 


Pulse Characteristics: 


The new G-E 2N2193-2195 and "A" series combines three of the most 
advanced processes in semiconductor technology to bring you new 
standards of silicon transistor performance, reliability and stability. This 
series of PEP transistors features greatly improved Vo: (sat.) ratings, 
and can replace standard units without basic circuit changes. 


Planar Passivated 2N696-2N699, 2N1613, 2N1711, and 2N1893 silicon 
transistors are also available. They feature superior hr: holdup at low 
currents, lower Ieno and І, and remarkable reliability of performance 
and stability of parameters due to planar passivation. 


TYPICAL PULSE GENERATOR CIRCUIT WITH PEP TRANSISTORS 
SWITCHES % AMP IN 25 NANOSECONDS 


Amplitude 25 volts 

Width 200 nanoseconds 

Rise Time 25 nanoseconds 

Fall Time 30 nanoseconds 

Impedance 50 ohms 

Repetition 

rate 100 kilocycles 
Unprecedented versatility is still another unique advantage of General Electric 
PEP transistors in new and/or existing applications. The pulse generator circuit 
shown illustrates the versatility of 2N2193 in an existing circuit, without the need 
for redesigning. Also, by combining low saturation resistance, high voltage, dissipa- 
tion and frequency response, controlled gain over four decades of current, and low 
leakage, with the stability of passivation, the 2N2193 approaches ideal“ transistor 
characteristics. These characteristics make the 2N2193 equally effective in linear 
or switching applications. Examples: direct conversions of germanium transistor 
circuits, low level linear amplifiers, power stages, and computer type switching 
applications. 
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SILICON TRANSISTORS 


2N2193 


2N2193A 


2N2194 


2N2194A 


2N2195 


2N2195A 


2N696 
2N697 
2N698 
2N699 
2N1613 
231711 
2N 1893 


r 


PEP ETT СҮТТҮҮ PASSIV ATED) TRANSISTORS 


Descriptian 


Similor to 2N1613 
[see chart below) 


Similar to 2N1613 
[see chart below] 
Similar to 2N696 
[see chart below) 
Similar to 2N696 
[see chart below] 
Generat Purpose 


Industrial Type 


General Purpose 
Industrial Type 


Ver (sat) (max.) 
O ler 150 ma 


Notable Advantage 


Vcr (sat) = 0.35 V max. 
(© 1с= 150 ma, I 15 та) 
Veto = 50 У min. 


Усе (sat) = 0.16 V Typ.; 0.25 V тах. 


(© 1с= 150 mo, 5215 та) 
Vero =50 V min. 


Vct (sat) 0.35 V max. 
(© 1c = 150 ma, 13 —15 та) 
Veco = 40 V min. 


Vee (sat) 2 0.16 V Typ.; 0.25 V max. 


(© 1с = 150 та, l= 15 та) 
Vcto = 40 V min. 


Vct (sat) = O. 35 V тах. 
(© 1e = 150 ma, lp — 15 та) 
Veto = 25 V тіп. 


Vct (sat) = 0.16 V Typ.; 0.25 V max. 


(© 1c 150 mo, l= 15 ma] 
Усю = 25 V min. 


Ver (min.) 
O 1с:=100 ma 
Rac = 10 


сво (max.) 


1 Цо @ 30V 
1 ро @ 30V 
5 mua @ 75V 
2 po @ 60 V 
10 mua @ 60 V 
10 mua @ 60 V 
10 тра @ 90 V 


* plus guaranteed minimum hre's at several other currents 


For complete technical data on the new РЕР and Planar Passivated silicon transistors, call your 
G-E Semiconductor Products District Sales Manager. Or Write Semiconductor Products Department, 
Section 231113, General Electric Company, Electronics Park, Syracuse, New York. In Canada: 
Canadian General Electric, 189 Dufferin St., Toronto, Ont. Export: International General Electric, 
159 Madison Avenue, New York 16, New York. 


The silicon oxide is thermally grown during 
the planar diffusion process. It forms a 
passivated surface over the junction that 
provides maximum protection against con- 
tamination and degradation of characteristics 
during the entire life of the transistor. The 
thin epitaxial layer on low resistivity sub- 
strate gives negligible body drop resulting in 
extremely low saturation resistance and in- 
creased uniformity from unit to unit. 


STOCKED BY YOUR G-E SEMICONDUCTOR DISTRIBUTOR 


GENERAL @@ ELECTRIC 
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i | Е M zb 
Engineers and scientists join the ae IRE People 2) 


team that is making 


THERMIONIC POE 


future operational requirements and to 


ча E * — u 
2 í( i Jorecast anticipated. technological trends. 
t à Such long-range planning efforts will direct 


the Department in the development ol 
new products, as well as in the modilica- 
tion of existing equipments, to assure that 
changing defense needs are met with a 
continuing program of product improve- 
ment. 


Fhe appointment of Peter №. Dudeney 
MSD to the post of Director, Researeh 
and Engineering for Itek Electro-Product« 
Company was an- 
nounced — recently. 
Mr. Düdeney's new 
position consoli- 
dates under one 
director. two. engi- 
neering depart 
ments from re— 
cently merged 
Hermes Electronics 
ando extsting Hek 
engineering depart: 
ments, Tle is re- 
sponsible for super- 
Vision of the Crystal Filter, Digital Equip- 
ment, Communications Equipment, Elec- 
tronic Systems, and Product Development 
Departments. 

Mr, Dudeney joins Век Irom a position 

Director of Engineering at Vitro Elev- 
tronies, Silver Spring, Mars land. There he 
supervised the engineering of sophisticated 
telenietry— and surveillance receiving 
equipment, Presiensly he had been Vitro's 
Chief Engineer, a Project Manager for 
Fries Division of Bendix Aviation, and a 
consultant on transistor. power supplies. 
His experience in conununication engi- 
neering covers military and commercial 
equipment across the frequeney spectrum, 
Mong his personal designs are Doppler 
and four-octave surveillance receivers, and 
two closed-circuit: PV systems, 

Mr.. Dudeney attended Wandsworth 
College. London, England, where he was 
awarded a Higher National Certitieate їп 
Electrical Engineering with endorsements 
in Mechanics and Physics. He isa member 
of the Institute of Electrical Engineers, 
and is a Registered Professional Engineer, 


PON, DuopkNEY 


Since 1956 THERMO ELECTRON has pioneered in the development 
of thermionic energy converters. Today as thermionics becomes of 
age, THERMO ELECTRON is a leader in the development of thermionic 
power systems. Typical of the programs being carried out for military 
and peactime applications are: 


A 250-watt solar thermionic generator for Aeronautical Systems 
Command for space applications. ASC chose the team of Thermo 
Electron and Thompson Ramo Wooldridge inc. TRW provides the 
System's management and Thermo Electron is developing the 
thermionic generator. 


Isotopic-fueled thermionic generator — The Martin Company 
selected Thermo Electron to develop this generator which holds 
promise for applications іп Space, navigational aids, and 
remote sites. 


Harold L. Flowers (VAS SMSO), 
formerly director of weapon systems for the 
Goodyear Mireralt: Corporation in Akron, 
Ohio, wis recently 
named general man- 
ager of engineering 
for the Electronics 
Operation of Ay co's 
Electronics and 
Ordnance Division, 
Cincinnati, Ohio. 

Mr. Flowers: is 


A 200-watt gas-heated thermionic generator — the American Gas 
Association selected Thermo Electron to develop a gas-fired 
thermionic generator for use in commercial appliances and 
military and industrial field applications. 


These exciting and advanced Programs offer challenging opportunities to qualified 
Scientific and engineering personnel. We have immediate openings for scientists 
and engineers with experience in high temperature material research, vacuum 
technology and plasma physics. For further information regarding your interest 
in thermionies, contact Mr. Lawrence Т. Sullivan, TWinbrook 4.8 700. 


All qualified oppliconts will receive considerotion for employment without 
regard to roce, creed, color or notional origin, 


a native of Hickors, 
THERMO ELECTRON не А 
X. C. where. he 
ENGINEERING CORPORATION attended Lenoir H. L.F 
- » 2 „ ten FLOWERS 
95 FIRST AVENUE è WALTHAM $4 @ MASS. Rhyne College and 
then went on to 
LEADERS IN THERMIONIC ENERGY CONVERSION (Contmucd n page 304) 
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Yours 


in this NEW 0р 


STANDING WAVE 


INDICATO 


Pinpoint resolution for precise 
attenuation measurements 


Scale expansion with no "blind spots," 
no resetting 


Built-in bolometer protection 
AC or battery operation 


All-solid-state design 


Model 415C Standing Wave Indicator is a new high- 
gain, low-noise solid state amplifier and voltmeter 
calibrated for square-law detectors to read directly 
in SWR or db. The amplifier is tunable, 980 to 1,020 
cps, for matching source modulator or for optimiz- 
ing several instruments in one system. Variable 
bandwidth (15 to 100 cps) permits both high sensi- 
tivity testing and swept-frequency work. 


For highest resolution on precise attenuation meas- 
urements, you can expand to full scale each 2.5 db 
portion of any 10 db range with no “blind spots,” 
and the reference is maintained automatically! This 
expansion gives you 24 calibrated ranges, 0-60 db, 
in 2.5 db steps. The 415C also reads directly in 
SWR; it is ideal for measuring reflection coefficient 
and extremely useful as a null indicator for audio- 
frequency bridges. 


Two peak-limited bias currents, readable on the 
front-panel meter and adjustable + 10%, prevent 
accidental bolometer burnout. Other inputs permit 
operation with crystals and as a null detector. 


The 415C has both an ac output for use as a high- 
gain tuned amplifier and a dc recorder output. High 
stability with line changes makes the instrument 
ideal for long-term monitoring. An internal battery 
pack (optional) makes the 415C completely port- 
able. It is housed in the new @ modular cabinet, 
which can mount in half of a rack 7" high, combin- 
ing conveniently in a single rack width with such 
companion instruments as ® 431 Power Meter. 
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@ 415C Standing Wave Indicator 


SPECIFICATIONS 


1,000 cps +2% by front-panel 
control. Special-order frequen- 
cies available between 400 and 
1,500 cps. 

0.1 av rms at 200 ohms and 30 
cps bandwidth. 

5 db below full scale at 0.1 4v 
rms sensitivity, minimum band- 
width. 

Variable, front-panel control, 15 
to 100 cps. 

Range: 70 db. Input attenuator for 60 db 
in 2.5 db steps, accuracy +0.1 
db/10 db step. Maximum cumu- 
lative error, +0.2 db. 

+0.05 db from normal to 0.1 db 
expand; +0.1 db from normal to 
other expand ranges 

SWR 1-4; SWR 3-10; expanded 
SWR 1½ db 0-10; expanded db 
0-2.5. Bolo current. 

Input: “Bolo"—200 ohms, bias 8.7 or 
4.3 ma; "Crystal"—200 ohms for 
crystal rectifier; “200 Kilohm"— 
for crystal rectifier as null de- 
tector. 


Frequency: 


Sensitivity: 


Noise Level: 


Bandwidth: 


Expand Accuracy: 


Meter Scales: 


Outputs: DC (1 ma full scale) for record- 
ing. AC (0.25 v rms for full scale 
deflection) for swept-frequency 
scope presentation. 

Size: 7½ high, 6% wide, 12/2" deep. 
Weight, 5 165. 

Accessories Available: Battery pack. 

Price: $325.00. 


Data subject to change without notice. Prices f.o.b. factory 


HEWLETT-PACKARD COMPANY 


1085D Page Mill Road Palo Alto, Calif., U.S.A. 
Cable “HEWPACK” DAvenport 6-7000 
Field representatives in all principal areas 
HEWLETT-PACKARD S.A. 


Rue du Vieux Billard No. 1 Geneva, Switzerland 
Cable "HEWPACKSA" Tel. No. (022) 26. 43. 36 
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FOR YOUR MAGNETIC SHIELDING PROBLEMS... 


MUIVIETAL 


IS THE ANSWER!!! 


Instant relief to interference caused by ex- 
traneous magnetic fields is the net result 
of shields made of Allegheny Ludlum's 
Mumetal. These shields protect components 
against stray external fields or prevent 
neighboring parts from being affected by a 
field-generating component inside the shield. 
In electronics, Mumetal and shielding are 
practically synonymous terms. 

To develop its optimum shielding proper- 
ties, Mumetal must be properly annealed in 
a pure, dry, high temperature hydrogen at- 
mosphere after fabrication. When properly 
annealed, Mumetal has extremely high per- 
meability and is capable of attenuating stray 
fields to negligible proportions. 

In general, high permeability, shielding 
excellence and strain sensitivity go hand in 
hand. In the optimum condition, Mumetal 
is relatively soft. Shields in this condition 


ALLEGHENY LUDLUM 


should be handled with care in order to pre- 
serve high permeability and optimum shield- 
ing efficiency. 

In many applications, fabricating or field 
conditions are encountered which make it im- 
possible to avoid straining the material after 
the high temperature hydrogen anneal. Even 
when strained, Mumetal shields remain effec- 
tive, with just a small loss of permeability. 

The inherent ductility of Mumetal offers 
fabricating advantages in forming, drawing, 
and spinning operations. 

For all your shielding requirements, insist 
on Allegheny Ludlum Mumetal. And for 
more information, ask for a copy of EM12, 
a 20 page technical Blue Sheet describing 
Mumetal, its properties, annealing details, 
etc. Write Allegheny Ludlum Steel Corpo- 
ration, Oliver Bldg., Pittsburgh 22, Pa., 
Address Dept. IRE-12. 


PIONEERING ON THE HORIZONS OF STEEL 
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COAXIAL $WITCHES = WAVEGUIDE SWITCHES + ANTENNAS + MICROWAVE COMPONENTS + VALVES + ACTUATORS 
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LOOKING 
FOR BUBBLES 


ANTENNA SEALTEST 


In the seal test to qualify for the supersonic 
B-58, Transco L-band antennas are placed in a 
chamber evacuated to 28.88 inches of mercury 
(75,000 ft.). Ice cubes keep the water between 
33° and 40° so that it will not boil while the 


test engineer checks for air bub- 
bles. Transco engineers developed 
^ "TN m 


special epoxy sealing techniques 
to pass this severe test. If you have a design or 
development requirement for antennas or 
antenna sub-systems, call a Transco application 
engineer or representative ,. located through- 
out the United States and Canada...or write 
Transco Products Inc., 12210 Nebraska Ave., 
Los Angeles 25, California. 


RANSCO 


E IRE People 


(Continued from page 46А) 


Duke University at Durham, N. C., where 
he received the Bachelor of Science degreé 
in Electrical Engineering, graduating 
Magna Cum Laude. 

In 1939 he came to Cincinnati where he 
earned a cooperative fellowship at the 
University of Cincinnati that led to a 
Master of Sciences degrec in Engineering 
in 1941. He was elected to the honorary 
protessional societies, Phi Beta Kappa, 
Sigma Xi and Tau Beta Pi. 

During World War II, he was associ- 
ated first with the U. S. Army Signal 
Corps as a radio engineer and research 
scientist, and then with the Naval Ke- 
search Laboratory in Washington, D. C., 
whore he worked on research and develop- 
ment of gun laying radars, missile guid- 
ance, telemetry and missile-borne radar 
beacons. In 1950, he joined the Goody var 
Aircraft Corporation in Akron where his 
most recent position was director of 
weapon systems. 

Mr. Flowers is a member of the Ameri- 
can Institute of Electrical Engineers and 
an Associate Fellow of the Institute of 
Aeronautical Sciences. For his work on fire 
control radar research at the Naval Re- 
search Laboratory, he received the Navy’s 
Meritorious Civil Science Award in 1946. 


XJ 


Jack Germain (S'49-A'51-SM'56) has 
been promoted by Motorola's Communi- 
cations Division to Assistant Chief Engi- 
neer. In his new 
post, he supervises 
engineering devel- 
opment of mobile 
two-way radios. 

He has been 
with Motorola since 
1950, and has four 
patents pending. 
He holds an electri- 
cal engineering de- 
gree from the Uni- 
versity of Con- J. GERMAIN 
necticut and served 
as an electronics technician in the U. S, 
Navy. He has served as Chairman of the 
IRE Chicago Chapter of the Professional 
Group on Vehicular Communication. 


* 


The appointment of Robert Shaw 
Green ($'58-M'59) to the Technical Staff 
of Auerbach Corporation, Philadelphia, 
Pa., was recently announced. Mr. Green, 
who is a member of the Systems Engineer- 
ing Group, is involved in studies of the 
control, communication and switching re- 
quirements of very large-scale multi- 
computer systems, and in the evaluation 
of and recommendations fur a communi- 
cation and control system for the Navy. 

Previously, Mr. Green had been em- 
ployed by the Astro Electronics Division 
of Radio Corporation of America. While 
with RCA, he developed a disc file control 
unit which allows maximum efficiency of 
information transfer between a computer 


(Continued on page 324) 
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FOR RELIABL 


MOTOR RATE 
TACHOMETER — 


«АР: 


MOTOR RATT _ 
TACHOMETER 


» E "nq 


SIZE 
11 


CLIFTON PRECISION 
MOTOR RATE TACHOMETERS 


Clifton Precision QUALITY is built into this versatile line of 
full drag cup type Tachometers. They feature high linearity, 
high output to null ratios, and low inertia. 


Other attractive performance characteristics are a 20:1 signal 
to noise ratio in standard units with ratios up to 100:1 avail- 
able on special order. Power consumption is also lower than 
average, being 1.2 watts in typical units. 


Current leakage as a variation with temperature has been sig- 
nificantly reduced in these units by use of a new magnet wire. 
See performance curves below. 


Write or call for further 
information on these 
quality units to: area 
215 MA 2.1000. TWX 


LEAKAGE CURRENT 

а 
z 
3 
» 

he 

\ 

~. 
Sate) 
38z* 


son pa. n2w 1 
Lo > 4 м, or our Representatives. TEMPERATURE e 
f CLIFTON 
PRECISION 
у A. PRODUCTS 
x CO., INC. 
ы, ы” 
af OS E Clifton Heights, Pa. 
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EMERGENCY 


- LIGHTING 


EMERGENCY 
LIGHTING & 
POWER UNIT 


UO 


» Illustrates ATR Emer- 
gency Lighting and Power Unit, 
Model ETS complete with lamps. 


Completely Automatic 
Standby-Power Units 
Specially Designed to Per- 
mit the Instantaneous 
Continued Operation of 
Critical Lighting Equip- 
ment, PA Systems, Am- 
plifiers, Intercom Systems, 
Burglar Alarms, Fire 
Alarms, Synchronous 
Electric Clocks, Electric 
Time and Recording 
Clocks, Incubators, Gas 
Valves, Telephone and 


ES 1 


tee ФА SYSTEMS, INTERCOMS, and 
SWITCHBOARDS 


E | 
| 


we IRE People 


(Continued from page 504) 


and a disc storage system. He had prime 
responsibility for the system and logic de- 
sign of a prototype analyst console to be 
used by Army Intelligence analysts. He 
formulated the requirements for an RCA 
multi-console system using the MOBIDIC 
computer and consoles. 1n addition, he had 
acted as RCA intra-company consultant 
for determining the machine factors affect- 
ing information retrieval with reference to 
MOBIDIC instruction and systems op- 
tions. Earlier in his career, he had been 
engineering consultant for the Mettler 
Instrument Corporation, designing switch- 
ing and logie circuits for the control of 
materials handling machines. 

Mr. Green received his Bachelor's de- 
gree in Economics, Politics, and Engineer- 
ing at the Massachusetts Institute of 
Technology, and his Master's degree in 
Electrical Engineering at the Columbia 
University School of Engineering, He also 
did post-graduate work in computer design 
theory, advanced engineering, aud law. 


The appointment of Kenneth D. Green- 
halgh (M'56) as Manager of the newly es- 
tablished Undersea Acoustics Systems 
Engineering Sub- 
section of the Gen- 
eral Electric Com- 
pany's Heavy Mili- 
tary Electronics 
Department has 
been recently an- 
nounced. The new 
Subsection will be 
responsible for 
studying and eval- 
uating all undersea 
warfare techniques 
and equipments for 
combating enemy submarines as well as all 
types of underwater acoustic devices and 
underwater mine detection and location 
methods. 

Mr. Greenhalgh has played a major 
role in establishing General Electric's 
leadership in the sonar field. Graduated 
from Purdue University in 1942 with a 


К. D. GREENHALGH 


Bachelor of Engineering degree in Me- 
chanical Engineering, he joined General 
Electric in 1916. Following two years on 
the Creative Engineering Program, Green- 
halgh worked in the Company's General 
Engineering Laboratory on remote han- 
dling equipment, automatic machinery, 
and acoustic transducers for use in Navy 
homing torpedoes, and as project engineer 
for the AN/UQS-1 Mine Detecting Set 
and the AN/SQG-5 Attack Sonar. In 
1952 he transferred to the Heavy Military 
Electronics Department and was named 
manager of Sonar Development Engineer- 
ing in October 1953. 

lle is a member of the American So- 
ciety of Mechanical Engineers. 


4 

T. A. О. Gross (M’45) was recently 
elected President of the newly formed 
Spectran Electronics Corp. which will 
manufacture mag- 
netostrictive com- 
ponents and multi- 
ple ilter spectrum 
analyzers. Prior to 
joining — Spectran, 
Mr. Gross was with 
Raytheon Com- 
pany as manager of 
electromechanical 
components opera- 
tions, and as man- 
ager of advanced 
development in the 
Missiles Systems Division. He has also 
served as a consultant to the Department 
of Defense on magnetics and electronics. 

Mr. Gross received the B.S. degree 
from Bowdoin College, Brunswick, Me., in 
1940. He holds 25 U. S. and foreign patents 
in the fields of magnetics and electronics. 

The Spectran Vice President and 
Treasurer is Frank R. Stevens (M'56), 
who has been manager of sales devclop- 
ment and manager of the new products 
department of Raytheon electromechani- 
cal components operations. He has also 
been with the Raytheon Missile Systems 
Division and with the Dewey and Almy 
Chemical Company. 

James C. Davis, Jr. (A'45-M'S55) is 
Chief Engineer of Spectran and will con- 
tinue his creative work in the development 
of new magnetostrictive components. He 
has a number of inventions to his credit 


Т.А. О, Gross 


(Continued on page 54A) 


Prepare for new responsibilities by 
supplementing or up-dating your edu- 
cation with CREI advanced, special- 
ized courses. Flexible Home Study 
Programs will fit your busy schedule. 
ELECTRONIC ENGINEERING TECHNOLOGY 
including: 
NUCLEAR ENGINEERING TECHNOLOGY 
AERONAUTICAL AND NAVIGATIONAL 
SERVOMECHANISMS AND COMPUTER 
ENGINEERING MATHEMATICS 
AUTOMATION AND INDUSTRIAL 
ELECTRONICS 
COMMUNICATIONS ө TELEVISION 
HOME STUDY PROGRAMS • RESIDENCE SCHOOL 
For full particulars write to: 
THE CAPITOL RAOIO ENGINEERING INSTITUTE 


ECPD Accredited Technical Institute Curricula « Founded 1927 
3224 Sixteenth St., N.W., Dept. 2612H 
Washington 10, D.C. 


Test Equipment, and 
Similar Critical Devices in 
the Event of 115 Volt AC 
Commercial Power Line 
failure. For Use: In Hos- 
- awl pitals, Banks, Hotels, 
| [ле е Theatres, Factories, Office 
LAE bi Buildings, Schools, Homes, 

5 . and Many Other Areas of 
Operation. 


SEE YOUR JOBBER OR WRITE FACTORY 


e "A" Battery Eliminators . DC-AC Inverters « Auto Radio Vibrators 


broaden the scope 
of your technical 
Knowledge through 


Convenient, Accredited 
CRE! Extension Programs 


А 


ө" 
рее 


be HOSPITAL OPLRATING ROOMS 


REX 
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HAVE NARROW-BAND 


FILTER PROBLEMS: 


A Midland “off the shelf" miniature 
crystal filler may be your answer to 
conserving space and reducing material 
and manufacturing costs 


The Type FB Series is a group of hermetically 
sealed, eight-crystal, narrow-band filters that pro- 
vide bandwidths in the range of 2 KC to 30 KC @ 
6db, with a center frequency of 10.7 MC. Miniature 
in size, they are designed to operate in the environ- 
mental temperature range of —55°C to +90°C, 
with an insertion loss of 4db max. and an inband 
ripple of .8db max. Their specified ultimate rejec- 
tion is 105db min. The type FB narrow-band 
crystal filter is ideally suited for design in two-way 
communication systems, telemetry systems, elec- 
tronic instrumentation equipment and other appli- 
cations where small fractional bandwidth filtering 
plus a high degree of selectivity and temperature 
stability is required. For further application infor- 
mation, write for ENGINEERING BULLETIN 
NO. NBS-102. 
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FREQUENCY 


Specifications 


Center Freq.* 


BW @ 6 db Min. 

BW @ 60 db Max. 

60 db/6 db BWR Max. 

BW @ 80 db Max. 

Ultimate Rejection Min. 

Req. Source / Load 
Resistance (No) 

^ Inband Ripple Max. 

Insertion Loss Max. 

BW ( 1 db Min. 
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FB-2 FB-3 FB-S FB-6 


10.7 * 200 10.72-225 10.74375 10.74425 


FB-$ FB-10 


10.74-750 10.71 KC 


CPS CPS CPS CPS CPS 
2 KC 5 KC 13 KC 15 KC 20 KC 30 KC 
3.6 KC 9 KC 23 KC 27 KC 36 KC 53 KC 
1.8 1.8 1.8 1.8 18 1.8 
4.5 KC 11.3 Kc 26 KC 31 KC 41 KC 60 KC 


105 db 105 db 105 db 105 db 


130 ohms 330 ohms 1 K ohms 1 K ohms 
8 db 8 db 8 db 8 db 

4 db 4 db 4 db 4 db 

1.5 KC 3.8 KC 10 KC 11.5 KC 


Operating Temp. Range: —55?C to +90°C 
Shock: 200 g 

Vibration: 15 g to 2 KC 

Max. Input Level: --10 dbm 


105 db 105 db 


1.3 K ohms 2 К ohms 
„ dd . b 
4 db 4 db 

15 KC 21 KC 


* Center freq. is the arithmetic mean of the frequencies at 6 db. 
** 1.5 db max. ripple at the operating temperature extremes. 
*** 1.8 db max. ripple at the operating temperature extremes. 


MANUFACTURING COMPANY, 3155 Fiberglas Rd., Konsos City 15, Konsas 
WORLD'S LARGEST PRODUCERS OF QUARTZ CRYSTALS 
DIVISION, PACIFIC INDUSTRIES, INCORPORATED 
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ANTENNA 


Catalog 591 Catalog 598 


Immediate Delivery - 
From Coast to Coast 


The most versatile line of standard, service- 
proved antennas and transmission lines, com: 
plete with system components and mounting 
hardware, is now stocked coast to coast to as- 
sure prompt delivery ...... backed up by 
full time technical service personnel located 
nearby, ready to assist you in your program. 


Write Dept. F for fully illustroted catalogs 


SYSTEMS 
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Catalog 603 


Catalog 595 
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Main Office: 307 Bergen Ave., Kearny, N. J. • WY 1-8600 . California Engineering Offices & Warehouse 
Stock: 427 W. 5th St., Los Angeles 13 • MA 8-3451 • 870 Tennessee St., San Francisco 7 • АТ 2-8472 
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and has specialized in transistor circuit 
development at the Missile Systems Di- 
vision of Raytheon Company. 


5, 
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The appointment of James M. Harley 
(SM'56) as manager of the systems engi- 
neering department at the Reconnaissance 
Systems Labora- 
tory of Sylvania 
Electric Products 
Inc. was recently 
announced. Іп his 
new capacity, he is 
responsible for the 
Systems synthesis 
aud analysis and 
the systems engi- 
neering of the labo- 
ratory's reconnais- 
sance and intelli- 
gence programs. 

'The Reconnaissance Systems Labora- 
tory is part of the Mountain View Opera- 
tions of Sylvania Electronic Systems, a 
major division of the company, which has 
over-all responsibility for systems manage- 
ment of GT&E's major government 
projects. 

Prior to his present appointment, Mr. 
Harley managed the missile and space 
department of the advanced systems 
laboratory at the Electronic Defense 
Laboratories of the Mountain View Opera- 
tions. Prior to joining Sylvania, he was 
affiliated with the U. S. Navy Electronic 
Laboratories in San Diego, Calif., Special- 
ized Instruments Corp. in Belmont, Calif., 
and Filtron Co., Inc., in Flushing, N. Y. 
He has served as a consultant to various 
government agencies on problems of fre- 
quency assignment and mutual interfer- 
ence. 

He holds a master's degree in electrical 
engineering from Stanford University and 
is a member of Phi Beta Kappa and ‘Tau 
Beta Pi. 


J. M. HARLEY 
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E-H Research Laboratories, Inc., re- 
cently announced the appointment of 
Stuart R. Hennies (S'44—A'49-M'52) as 
Chief Engineer. Mr. 
Hennies came to 
E-H from Granger 
Associates where 
he had also served 
as Chief Engineer. 
In his capacity as 
Chief Engineer with 
E-H, he will be re- 
sponsible for со- 
ordinating all proj- 
ects, supervising 
project managers 
and acting as design 
consultant to the project managers in all 
areas of the Company’s technical ac- 
tivities, 

As Chief Engineer with Granger As- 
sociates, he was responsible for ECM sys- 
tems, radio propagation research and high 
frequency communication systems. Prior 


S. R. HENNIEs 
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WHEN THE HEAT'S ON DEPEND ON THESE CTS CERMET RESISTORS 


with Space Age 500* C High Stability Metal- Ceramic Element 


CTS cermet resistors have exceptionally high stability and reliability... tested extensively and proven under extreme environmental 
conditions . . . achieved by a unique, rugged, hard-surfaced metal-ceramic element processed at over 600°C. Specially adaptable to 
miniaturization because of high load and heat capabilities in small areas. Wide resistance range. 


ff 


CERADOT 


Solid Cermet Fixed Resistors 
* 50 ohms thru 100K ohms. 
e .050" dia. x .030" L. Other sizes 
available with or without leads. 
e Power rating: 1/10 watt at 125°C. 
Kit of 8 different resistance values 
available at nominal cost. 


Request Data Sheet 185 for technical 
Specs. 


CeralrolS 
Series 400 


З Watt 1%” dia. Semi-Precision 
Military Variable Resistor 

Interchangeable with Style RV4 

MIL-R-94 but far exceeds tempera- 

ture and stability requirements. 

Available with 1%, 2% or 3% lin- 

earity. 

* Power ratings: 3 watts at 85°C, 2 
watts at 125°C, derated linearly to 
zero load at 175°C. 

Request Data Sheet 179 for technical 

specs, 
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CERAFER 


Modular Fixed Resistors 


* 5 to 300,000 ohms resistance per 
square, Resistance of 10 ohms to 1 
megohm available in short straight 
paths without resorting to lattice or 
grid patterns. 

Unaffected by solvents, potting 
compounds or corrosive atmosphere. 


e Resistant to nuclear radiation and 
high vacuum conditions. 


Kit of 10 different resistance values— 
10 wafers with 2 identical resistors per 
wafer—available at nominal cost. 


Request Data Sheet 181 for technical 


specs. 
=з 


CeralrolS 
Series 500 
1% Watt %” dia. Semi-Precision 
Military Variable Resistor 
Interchangeable with Style RV5 
MIL-R-94 but far exceeds tempera- 
ture and stability requirements. 
Available with 196, 295 or 396 lin- 
earity. 
Power ratings: 1% watts at 85°C, 1 
watt at 125°C, derated linearly to 
zero load at 175°C. 


Request Dala Sheet 180 [or technical 
Specs. 


CERATRIM 
Series 170 


42-Turn 150°C Square 
Trimmer Resistor 
* Available with wire leads of p.c. 
pins out bottom or side. 
* Power Rating: 1 watt at 50°C derated 
linearly to zero load at 150°C. 
Request Data Sheet 178 for technical 
specs. 


CeralrolS 


Series 600 


34 Watt 17" dia. Military Variable 
Resistor 

* Interchangeable with Style RV6 
MIL-R-94B but far exceeds temper- 
ature and stability requirements. 

e Power ratings: % watt at 85°C, 
¥ watt at 125°C, derated linearly to 
zero load at 175°C. 

Request Data Sheet 175 for technical 

specs. 
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CERAT RIM 
Series 180 


25-Turn 200 Rectangular Trimmer 
Resistor 

* Available with p.c. pins or wire leads. 

e Power Rating: 1 watt at 125°C de- 

rated linearly to zero load at 200°C. 


Request Data Sheet 177 for technical 
specs, 
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CTS Ge poration 


Elkhart, Indiana 


Factories in Elkhart & Berne, Indiana; 
South Pasadena, California; Asheville, 
North Carolina and Streetsville, On- 
tario, Canada. 


Sales Offices and Representatives 
conveniently located throughout the 
world. CTS specialists are willing to 
help solve your cermet resistor 
problems. 


FXR's FIHED 
PRECISION 
ATTENUATORS 


Series 175 


OPERATION: Full waveguide bend d 


wavecuioe RANGE: 2.6 KM« %% T 
90.00 KMc 


Values factory set between 0.3 and 
30.00 db 


Absolute 3 lincloding fre- 
ncy sensitivity | 
303 S'db for valoes te 20 db i 
0.5 db for values 20 fo 30 db ~ | 
| 


VSWR: 1.15 max м 


X M 
No. 6 of a series of FXR's new pre- 
eles microwave components 


aeri ned to meet the ever-growing 
s of the microwave industry. 


FXR's Fixed Precision Attenuators 
find use in standardizing the testing 
Of attenuators, directional couplers 
and similar instruments in the labo- 
ratory or on the production line, 
Attenuation values are almost com- 
pletely determined by the angular 
position of an attenuation film in a 
cylindrical waveguide and are insensi- 
tive to frequency or the characteris- 
tics of this absorbing film. 


bet rr 
Ret} 


2.60-3.95 жааат 
3.05- 5.85 240.00 
5.85-8.20- 
[ 70100 | 5i | 115,00] 
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Write for Catalog Shees No. 175 


THE RF PRODUCTS AND MICROWAVE DIVISION 


AMPHENOL-BORG ELECTRONICS CORPORATION 
— Jo — e 
25-26 50th Street, Woodside 77, N. V. 


RAvenswood 1-9000 e TWX: NY 43745 
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to his appointment as Granger's Chief 
Engineer, he developed systems using high 
power negative grid and traveling wave 
tubes and for a period of time acted as 
Manager of Application Engineering. 

He was associated with Varian Associ- 
ates from 1951 through 1956, first as a 
Microwave Tube Design Engineer special- 
izing in reflex klystrons and later as an 
Applications Engineer concerned with the 
utilization of klystrons in radar and micro- 
wave relay systems. Prior to 1951, he was 
with Northrop Aircraft Company where 
he first served as Radio Control System 
Project Engineer and later as Assistant 
Leader of the ‘Telecommunications Group. 
During World War II, he served with the 
U. S. Navy as a Radar Maintenance 
Officer. 

A graduate of the University of Cali- 
fornia with an M. S. Degree in Electrical 
Engineering, Mr. Hennies is an Associate 
Member of Sigma Xi. 
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Philip S. Hessinger (SM’59) has been 
named a Vice President of National 
Beryllia Corporation, Haskell, N. J. 
National Beryllia 
manufactures be- 
ryllium oxide and 
other high-purity 
oxide ceramics and 
ceramic - to - metal 
assemblies for elec- 
tronics, nuclear, 
chemical and metal- 
lurgical laboratory, 
and pyrometry ap- 
plications. 

Mr. Hessinger, 
Vice President and 
Manager, Research and Development Di- 
vision, joined National Beryllia in 1960 
following ceramic and allied research work 
and research management at the Ohio 
State University Research Foundation, 
Wright Air Development Center, and 
Mycalex Corporation of America. A grad- 
uate of Alfred and Ohio State Universities, 
he is a member of the American Ceramic 
Society, the National Institute of Ceramic 
Engineers and the American Society for 
Testing Materials. 


P. S. HESSINGER 
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Captain W. C. Hilgedick, U. S. N. (A'29- 
SM’47) returned on July 1, 1961 to 
Lincoln Laboratory, MIT, as Navy Repre- 
sentative. lle had been a member of that 
office from 1952 to 1956. 

A graduate of the University of Minne- 
sota with a B.E. degree, Captain Hilgedick 
did a year of postgraduate work in physics 
at Tulane. He was a practicing radio engi- 
neer at the time he was called to active 
duty in 1941. The Captain says that his 
first active naval experience was getting 
sunk at l'earl Harbor on December 7, 1941. 

In 1942, he was ordered into the 
Bureau of Aeronautics and assigned to the 
Airborne Radar Program. Subsequently, 


he headed the Airborne Radar Engineer- 
ing Branch and then the Electronics De- 
velopment Laboratory at the Naval Air 
Development Center, Johnsville, Pa. For 
two years, before coming to Lincoln, he 
was attached to the American Embassy, 
London, in the office of the Naval Attaché, 
covering electronics research and develop- 
ment in the European theater. 

From Lincoln Laboratory, he returned 
to the Bureau of Aeronautics as head of the 
Ground Electronics Division. 1n 1958, he 
was assigned to the Office of the Secretary 
of Defense Research and Engineering 
under Dr. York, in the Office of Foreign 
Programs. 1n this capacity, he supervised 
the Navy's part in the Mutual Weapons 
Development Program for bilateral par- 
ticipation in technical and financial sup- 
port of research and development programs 
which were being conducted in continental 
NATO countries. 

In 1961, Captain Ililgedick was ordered 
to the Office of Naval Research, Boston 
Branch, to relieve retiring Captain С. К. 
Williams, the Commanding Officer. On 
July 1, 1961, he assumed command of that 
activity and also the collateral duty as 
Navy Representative at Lincoln Labora- 
tory. 


[XJ 


George H. Houseworth (1'48-M'55— 
SM'57) has recently received a Navy 
Sustained Superior Performance Award 
which was presented at the U. S. Naval 
Training Device Center, Port Washington, 
N. Y. Theaward was based on his work as 
a member of the Special Projects Office of 
the Center. He has recently been promoted 
to the position of Head, Land Warfare and 
Missile Systems Trainers Division. 

Mr. Houseworth received the B.S. and 
M.S. degrees from the Polytechnic Insti- 
tute of Brooklyn. 
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James L. Kimball (S'48-A'50-M'58) 
project engineer for Cohu Electronics, 
Inc., Kin Tel Division, has been promoted 
to assistant chief engineer, it was recently 
announced. In his new position, he will be 
responsible for coordinating all engineering 
activities for Kin Tel. 

Kimball has been a design specialist 
and project engineer for the past six years 
at Kin Tel, except for a short period when 
he was supervisor of supporting systems at 
United Aircraft Corporation's Missiles and 
Space Division, East Hartford, Conn. 

Previously, he was engineer with Gen- 
eral Dynamics in San Diego and Pomona 
on missile test equipment and radar sys- 
tems, and a field engineer with Northern 
Natural Gas Company, Omaha, Neb. He 
earned a B. 5. degree in electrical engineer- 
ing in 1949 from the University of Ne- 
braska and served three years in the U, S. 
Air Force during World War 11. 

Kimball is a member of the American 
Rocket Society. 


DO 


David С. Koch (543-1 45-M'55) has 
recently been named director of marketing 
for the Litton Industries Electron Tube 
Division. He will direct the marketing of 
klystrons, magnetrons, traveling wave 


(Continued on page 594) 


December, 1961 


Since 1954 alone. more than 
15,000 miles of submarine 
cable have been delivered from 
Simplex Wire & Cable 
Company's Submarine Cable 
Division at Portsmouth, N. H.. 
the only modern U. S. plant 
specifically designed for 
submarine cable production. 
SCD offers complete capabilities 
tor both commercial and 
military underwater cable 
technology...cable and fitting 
design and manufacture 
...laying techniques and 
supervision for laying... 
splicing instruction and equip- 
ment...planning, manufacture, 
and emplacement of complete 
submarine cable systems. 

SCD has wharfside facilities 
for loading two ocean cable 
ships simultaneously from 
tanks capable of storing more 
than 3000 miles of finished cable. 


A V 


—  §triplex 


WIRE & CABLE CO. 
SUBMARINE CABLE DIVISION 


y Portsmouth, New Hampshire 
2 EXECUTIVE OFFICES: CAMBRIDGE, MASS. 


Write today for your free copy of 
the new SCD Brochure, detailing 
facilities and capabilities. 
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In the past 414 years, Hughes has put 
more than 7,000 cost improvements into 
practice— saving $103 million in defense 
and space dollars. Prudent management 
avoided these expenditures. 

Savings like these in money, materials, 
time and human energy don’t just happen. 
At Hughes, cost improvement is a corpo- 
rate way of life. From top to bottom, in all 
plants and departments, employees sub- 
1nit ideas and suggestions without thought 
to personal gain. A comprehensive, fully 


organized program encourages these ideas, 
evaluates them and makes tliem work. 


Typical ways in which cost improvements 
were applied: Machining time on a wave 
guide was cut from 314 hours to 32 minutes 
each saving $41,201. Application of a Pre- 
ferred Parts Program simplified. specifica- 
tions and rationalized tolerances and per- 
formance standards—result, $40,000 saved 
the first two months. One radar reflector 
dish was redesigned to fit two different units 
—saving $117,000. 


Q4. 


Each improvement resultsin lower contract 
costs. Some of the major defense programs 
that benefit include the Polaris, Titan, 
Falcon and Mauler missiles, new 3-D radar- 
coinputer systems now in service on Navy 
ships and automatic armament controls 
for Air Force interceptors. 

And new Hughes space projects—the Sur- 
veyor moon landing vehicle, the Syncoin 
communications satellite, the ion engine 
for long space journeys—all will deliver full 
value for every dollar. 


Creating a new world with electronics 
г 8 


HUGHES 


HUGHES AIRCRAFT COMPANY 
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Hughes is hiring, but for those who do not 
wish to make application at the present 
time and who would like to be notified of 
future openings in their areas of interest. 
we maintain an Engineering and Scientific 
Register. To obtain information regarding 
current openings or the Register, write to 
S. L. Gillespie, Dept. N, Hughes Aircraft 
Company, Culver City, California. 
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tubes and other microwave and display 
devices, which are key components in ra- 
dar, communications, navigation and other 
vital defense systems. 

Мг. Koch comes to Litton Industries 
from the Electron Tube Division of Radio 
Corporation of America, Lancaster, Pa. 
Пе was associated with RCA for more 
than 18 years in engineering, sales and 
marketing positions, most recently as 
manager of market planning for microwave 
tubes. 

An electrical engineering graduate of 
ersity of Wisconsin, he received 
his master’s degree in Industrial Manage- 
ment at Stevens Institute of Technology, 
Hoboken, X. J. He also completed a 
graduate course in sales and marketing 
management at the University of Syra- 
сизе, 
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Norman B. Krim (5'33.V 38 -M'55) 
vice president of Raytheon Company, has 
recently become president and chief esecu- 
tive officer of Radio 
Shack Corporation, 
Milton Deutsch- 
mann, who founded 
the electronic dis- 
tribution lirm more 
than 25 years ago, 
will retain his posi- 
tion of chairinan of 
the board. 

Mr. Krim, whe 
joined Raytheon in 
1935, has been a 
vice president of 
that company since 1950. From 1948 
through 1958 he was responsible for Ray- 
theon's. sales, manufacturing. and engi- 
neering of distributor products, receiving 
tubes, semi-conductors, industrial tubes, 
and cathode гау tubes. He founded Ray- 
theon’s industrial tube and semi-conductor 
divisions. lle holds tive United States 
patents on subminiature tubes. Since 1958, 
he has played an important part in the 
Machlett Laboratories acquisition, formed 
Raytheon's joint venture in addition to 
corporate studies in Argentina, Brazil. 
India, and Italy. 

Mr. Krim graduated in the Honors 
Group in 1934 from the Massachusetts 
Institute of Technology with an S.B. in 
Electrical Engineering. He has also at- 
tended the XVI. I. T. Graduate School, spe- 
cializing in electronics and is an alummis 
of the Harvard Business School's. .\d- 
vanced Management Program. 

Mr. Krim is a member of Pau Beta Pi 
and Sigma Ni. 

Mr. Krim was awarded the Certificate 
for Exceptional Service to the Naval 
Ordnance Development in 1945 for his 
work on the proximity fuse tube. 


N. В. KRM 
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Dr. Ear! R. Lind (5'54-M'50) has 
joined Electro-Mechanical Research, Inc., 
as systems analyst on the staff of Dr. 


Glenn E. Tisdale, §& 
manager of the 
Engineering De- 
partment of the 
Systems Division, 

Dr. Lind holds 
BS and MS degrees 
from the Michigan 
College of Min- 
ingand Technology 
anda Ph.D. degree 
from the Univer- 
sity of Wisconsin. 

Prior to accepting his present position 
he was a lead engineer at the Advanced 
Electronics Center of the General Electric 
Co., Ithaca, New York. Ulis duties there 
were in the areas of systems analysis aud 
synthesis of missile guidance systems and 
of radar data processors and correlators 
for synthetic antenna. high-resolution sys- 
tems and advanced antijamming radar 
techniques. 

In his initial assignment at EMR, Dr. 
Lind will be engaged in systems analysis of 
the test-instrumentation subsystem being 
designed and produced for The Boeing 
Company's Dyna-Soar space glider. 

Dr. Lind is a member of the American 
Institute of Electrical Engineers and the 
Research Society of America. 


E. R. Linn 


The appointment of L. H. Lynn 
(SM’47) as Manager of the newly estab- 
lished Ordnance Radar Systems Engi- 
neering Subsection 
of the General 
Electric Company's 
Неауу Military 
Electronics Depart- 
ment has been re- 
cently announced. 
The new Subsec- 
tion will be respon- 
sible for designing 
and developing ra- 
dars to be used in 
firing апу ground- 
based ordnance such 
as field artillery, mortars, air defense mis- 
siles, short range tactical missiles, and 
anti-missile missiles. 

Mr. Lynn has contributed to many of 
General. Electric's advances in military 
communications and electronic systems en- 
gineering during his 35 years with the 
Company. Since 1947 he has super- 
vised the design. and development of 
large ground-based radars such as the 
AN/FPS-6 Height Finding Radar, the 1- 
megawatt AN/FPS-8 Search Radar, the 
AN/FPS-24 Frequency Diversity Radar, 
and the advanced Nike-Hereules acquisi- 
tion radar. 

Mr. Lynn’s long experience in military 
electronics also has included test, develop- 
ment and design of a variety of equipments 
such as the BC-191 and BC-375 aircraft 
transmitters, the Navy SC radar, the Sig- 
nal Corps armored vehicle radio SCR-506, 
shipboard transmitters, receivers, radar 
navigational aids and depth sounders. 

He was graduated from Washington 
University in 1926 with a Bachelor of Sci- 
ence degree in Electrical Engineering. 


L. H. LYNN 
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PACE 
PANEL METERS 


FOR INDUSTRY - LABORATORY - COMMUNICATION 


PACE Meters are available in both standard 
Hi-Torque, external magnet, D'Arsonval type 
movement or in PACE Magne-Core®, selt- 
shielding, internal magnet design. 


An experienced applications-engineering staff 
is ready to assist in selection of the PACE panel 
meters best suited to your specific needs— 
whether they be custom meters produced to 
your specifications or stock meters available at 
many industrial electronic ports distributors. 


Prompt attention and quotation service is given 
to all inquiries. 


Write for new complete catalog P-61. 


PACE 


METERS BY 


PACOTRONICS 


PACE ELECTRICAL INSTRUMENTS CO., INC. 
A subsidiary of Pacotronics, Inc. 
70-31 84th St., Glendale 27, М.У, 


PRECISION 


TEST EQUIPMENT 


The finest in performance, quality and 
value. Precision makes all the instru- 
ments you need: 
ө for Industrial Electronics 
e for Communications 
for F M Radio 
ө for A M Radio 
e for Monochrome T.V. 
for Color T.V. 


Acailable and on display at leading 
electronic parts distributors through- 
out the world. 


PRECISION 


TEST INSTRUMENTS BY 


PACOTRONICS 


PRECISION APPARATUS COMPANY, INC. 
A DIVISION OF PACOTRONICS, INC. 
70-31 84th Street, Glendale 27, l. I., N.Y. 
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Dr. Jack Munushian ($'52-A'54-M'60) 
has been named head of the Solid State 
Electronics Department at Aerospace Cor- 
poration, El Se- 
gundo, Calif., it 
was recently an- 
nounced. "The de- 
partment is respon- 
sible for advanced 
research in areas of 
thin films, super- 
conductivity, semi- 


conductor devices 
and infra-red com- 
ponents. 


J. MUNUSHIAN 


For the past 
seven years, Munu- 
shian headed the Applied Physics Depart- 
ment at lughes Aircraft Company. His 
fields of work have included low tempera- 
ture physics, traveling wave tubes, micro- 
wave circuits and electronic antenna scan- 
ning systems. 

Munushian earned his Ph.D. degree in 
electrical engineering at the University of 
California at Berkeley and his B. S. degree 
in physics at the University of Rochester, 
New York. He belongs to the American 
Physical Society. 
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William A. Ogletree ('49-M'55) has 
been appointed General Manager of the 
Sarasota Products Division of Elec- 
tro-Mechanical Re- 
search, [nc., it was 
announced recently. 

Before joining 
EMR, he was Vice- 
President and Gen- 
eral Manager of 
Computer Systems, 
Ine., Monmouth 
Junction, N. J. 
Computer Systenis 
develops and mar- 
kets a line of ana- 
log computers and 
associated equipment. Prior to this, he was 
associated with the Burroughs Corporation 
for seven years. With Burroughs, Mr. 
Ogletree held positions of increasing re- 
sponsibility in the engineering, supervi- 
sion, and management of digital computer 
projects, and was Manager of Engineering 
for the Military Electronice Computer Di- 
vision at the time he left. He has also been 
associated with the Philco Corp. Research 
Division where his work was largely in the 
area of airborne digital data processing de- 
velopment. lle has done private consulting 
work in medical electronics. 

Mr. Ogletree holds a BS degree in phys- 
ics from William and Mary and is a mem- 
ber of Phi Beta Kappa. He is the author of 
several technical articles and holds a num- 
ber of patents in digital computer cir- 
cuitry, and television. 


W. . OGLETREE 
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Dr. Satio Okada (M'57) has been 
named a Research Fellow in the General 


Dynamics/Electronics Research Division 
by Dr. Nisson A. Finkelstein, vice presi- 
dent for research and engineering. 

This honor has been awarded to Dr. 
Okada in recognition of his accomplish- 
ments in the field of network topology. He 
is the first recipient of this honor which 
has been newly established within the Re- 
search Division of General Dynamics/ 
Electronics. It is to be awarded to mem- 
bers of the Research Division staff who 
have made significant technical contribu- 
tions in a research field over an extended 
period, and who have received national 
and international professioual recognition. 

Dr. Okada was born in Japan and re- 
ceived B.S. and Ph.D. degrees from 
Tohoku University, Sendai, Japan, in 1932 
and 1956 respectively. He has been associ- 
ated with the Japanese Bureau of Elec- 
tronic Communications, with Tohoku 
University as a professor, and Yamagata 
University as head of the Electrical Engi- 
neering Department. In 1954 he joined 
the staff of the Brooklyn Polytechnic Insti- 
tute and also served as a visiting lecturer 
at Columbia University. Dr. Okada be- 
came a member of the Research Division 
of General Dynamics/Electronics in 1960. 

During the 29 years in which Dr. 
Okada has been engaged in his field he has 
published approximately 85 papers, many 
of which have made outstandiug contribu- 
tions to the understanding of electrical 
networks and to the development of a uni- 
fying theory of electrical engineering in 
terms of topological structures and rela- 
tionships, 
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Richard W. Peterson (M'58) has been 
advanced to Assistant Chief Engineer by 
Motorola's Communications Division. 1n 
his new capacity, 
Peterson supervises 
development engi- 
neering of mili- 
tary and commer- 
cial portable two- 
way radio prod- 
ucts. He has been — 


with Motorola since f a 


1954. Peterson is an 
R. W. PETERSON 


electrical engineer- 
ing graduate of the 
Illinois Institute of 
Technology. 


Robert Peth (4'53-M'58) has been pro- 
moted to Manager of Engineering, Mobile 
aud Portable Communications Products 
by Motorola’s Com- 
munications Divi- 
sion. In this posi- 
tion, Peth is re- 
sponsible for two- 
way radio product 
development and 
systems engineer- 
ing. Prior to this 
appointment, Peth 
had been Chief En- 
gineer. 

Peth has been 
with Motorola in 
various engineering capacities since 1949, 
He originated and developed Motorola's 

(Continued on page 62A) 
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To Contractors and Subcontractors on U.S. Government Projects 


NEW TRANSISTOR | 2N1645 | 


B HIGH RELIABILITY lI ONE WATT POWER OUTPUT АТ 100 MC/S 
M EFFICIENCY APPROXIMATELY 50% 
The 2N1645 is a diffused base germanium mesa transistor for UHF power amplifiers, frequency 
multipliers, and very high speed, high current switching applications. Typical turn-on and 


turn-off times under constant voltage drive conditions are less than 5 and 15 nanoseconds 
respectively. Power output of one-half watt as a doubler may be achieved up to 250 megacycles. 


MAXIMUM RATINGS AT 25°C 


Collector Gurten 300 mAdc TYPICAL CURRENT GAIN VS FREQUENCY 
Collector Voltage caco 8 35 Volts 
Emitter Voltagge 1 Volt 


Junction Temperature 100°C 
Power (TA ~ 25°C) / 8 1 Watt 
Power (Тс =25°С).................-- 6 Watts 


TYPICAL ELECTRICAL CHARACTERISTICS 


lll 886 600 me 5 10 so 100 50 1000 
ЕЕ! үе (ZSO me“) a E 23 ohms 

Se 88 10 pf FREQUENCY IN MEGACYCLES 

hte (1000 // 88 50 

EE (Ic—100 m a ee eee 35 


680 р! 


I———QO ourpuT 1.5 м 


INPUT 0.375 W 


POWER GAIN 6 db 
TYPICAL CIRCUIT— 2200 pf — EFFICIENCY (COL) 50% 


= С) = 
160 MC AMPLIFIER m Mp | L1 turns 2218 wire, 1/4 inch i.d. 1/16 inch between turns C.T. to base 


12-2 turns #18 wire, 1/4 inch i.d. 1/16 inch between turns 


The 2N1645 transistor may be purchased in quantity from Western Electric's Laureldale Plant. 
For technical information, price, and delivery, please address your request to Sales Depart- 
ment, Room 106, Western Electric Company, Incorporated, Laureldale Plant, Laureldale, Pa. 


Telephone—Area Code 215—WaAlker 9-9411. 
Electric 


MANUFACTURING AND SUPPLY Æ UNIT OF THE BELL SYSTEM 


LAURELDALE PLANT 
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BALLANTINE True RMS VTVM | 
model 350 


waveform 


14% ACCURACY 


nith FEE 


For highly accurate voltage measurements, the uncertainty introduced by waveform 
distortion limits the use of average and peak-responding instruments. The Model 350 
is a 0.25% accurate, true rms-responding instrument designed to overcome this limi- 
tation. It provides the engineer with a rugged, reliable and easy-to-use laboratory or 
production line instrument. It will measure a periodic waveform in which the ratio 
of peak voltage to rms is not over 2, 

The method of measurement with the Model 350 is similar to balancing a bridge: tour 
knobs are set for minimum indication and the unknown voltage is read directly from 
a 4 to 5 digit NIXIE® in-line readout. The precision exceeds the stated accuracy by 
5 to 10 times. Price; $720. 


SPECIFICATIONS 
Voltage Range...... 0.1 V to 1199.9 ү Frequency Range. . 50 cps to 20 kc 
Accuracy. 1425, 100 cps to 10 kc, 01 V Max Crest Factor f 2 


to 300 V; 42% outside these limits 
19 pF to 45 pF 


Write for brochure giving many more details 


= Since 1932 


[BD BALLANTINE LABORATORIES d. 


Boonton, New Jersey 


2580 IRE People /^. 
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“Private-Line” system, which minimizes 
interference for a two-way radio system 
from other users on the same frequency, 
and the “Selcal” selective signaling system 
used by a number of major airlines. He is 
a graduate of Northwestern University. 
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Jerome Rothstein (A’46-SM'54) has 
been named Vice President and Chief Sci- 
entist for Maser Optics, Inc., Cambridge, 
Mass. The position is a new one in the re- 
cently formed company, which performs 
research and development in the field of 
lasers and coherent optics, 

Mr. Rothstein was formerly Senior Sci- 
entific Executive for Edgerton, Germes- 
hausen and Grier, Inc. of Boston, Mass. 
where he conducted studies on the com- 
mercial and military applications of 
masers and lasers, radiation in outer space 
and ionic propulsion, Prior to that, he was 
а research physicist with the U. S. Army 
Signal Research and Development Labo- 
ratories, Fort Monmouth, New Jersey. 

In his new position, Mr, Rothstein will 
be responsible for directing research in 
laser materials and experimental studies 
in novel laser sources, modulation meth- 
ods, and pumping techniques. 

Mr. Rothstein holds a B.S. in physics, 
cum laude, from City College of New 
York, 1938, and an A.M. in l'hysics from 
Columbia University, 1940. He is the an- 
thor of over 100 technical papers and 
holder of numerous patents on electronic 
devices and instruments. He is a member 
of the American Physical Society and the 
Society of Photographic Scientists and En- 
gineers, a Life Member of the AAAS and 
a Founding Member of the Biophysical 
Society. 
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E. H. Schulz (A'38-SN'46-F'58) 
has been elected to the Board of Direc- 
tors of Littelfuse, Inc., Des Plaines, HI, 
fuse manufacturer. 
As a member of 
the board, Dr, 
Schulz will contri- 
bute greatly to the 
technical advance- 
ment of Littelfuse, 
one of the nation's 
largest producers of 
electronic circuit 
protection. devices, 
Dr. Schulz is the 
vice president for 
research. operations 
of Armour Research. Foundation of Chi- 
vago. 

He received his Bachelor of Science and 
his Master of Science degrees, both in elec- 
trical engineering, from the University of 
Texas; he was granted his doctorate in the 
хате field from the Illinois Institute of 


E. Н, ScuuLz 


CHECK WITH BALLANTINE FIRST FOR LABORATORY AC VACUUM TUBE VOLTMETERS, REGARDLESS OF YOUR REQUIREMENTS FOR 

AMPLITUDE, FREQUENCY, OR WAVEFORM. WE HAVE A LARGE LINE, WITH ADDITIONS EACH YEAR. ALSO AC DC AND OC AC 

INVERTERS, CALIBRATORS, CALIBRATED WIDE BAND AF AMPLIFIER, DIRECT-READING CAPACITANCE METER, OTHER ACCESSORIES 
ASK ABDUT DUR LABORATORY VOLTAGE STANDARDS TO 1,000 MC 


"Technology in 1947 
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AN ACHIEVEMENT IN DEFENSE ELECTRONICS 


New Transportable Radar Directs 
Precision Air Support 


Front-line ground forces can now obtain all-weather, close air support, 
— when and where needed—with the new lightweight AN/TPQ-10. This 
is the first helicopter-transportable, high-accuracy control radar for pre- 
cision air support. Developed for the U. S. Marine Corps by General 
Electrie’s Heavy Military Electronics Department, the versatile new sys- 
tem can also provide aircraft control for emergency supply airdrops, 
paratroop placements and aerial mapping. 176-07 


` / Progress [s Our Most Important Product 


HEAVY MILITARY ELECTRONICS DEPARTMENT 
GENERAL @@ ELECTRIC 


DEFENSE ELECTRONICS DIVISION • SYRACUSE, NEW YORK 
— Ег Ш = * 3t Г 


LA. AL a ` 
World Radio History ВЕ e = 


| di IRE People у, 
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Dr. Schulz has served as chairman of 
the Electrical Engineering Department at 
ARF (1947-1951), responsible for such 
fields as electronics, servomechanism com- 
puters, electrical materials, electro-me- 
chanical devices and industrial control. In 
1951, he was asked to take over the posi- 
tion of acting chairman of the Physics De- 
partment, which consisted of some 65 per- 
sons engaged in research in the fields of 
theoretical physics, physics of solids, mag- 
netism, light and optics, nucleonics and 
acoustics and vibration, He continued in 
that position until June, 1951, when he 
was named manager of a newly created 
Division of Physics and Electrical Engi- 
neering Research, a post he held until 
March, 1953, when he was placed in charge 
of all research activities of the foundation. 

In his present position, Dr. Schulz is re- 
sponsible for the research staff of 850 sci- 
entists and engineers of nine research di- 
visions of various scientific disciplines. 

He is a Fellow, American Institute of 
Electrical Engineers; a past member, IRE 
board of directors; former president and 
vice president, Chicago Radio Engineers 
Club; past president, National Electronic 
Conference; Fellow, American Association 
for the Advancement of Science; Member, 
American Ordnance Association; Associ- 
ate, Air Force Association and a Member, 


Zueneaaed. Taautattan 


BETTER CONNECTIONS 


JONES BARRIER 
TERMINAL STRIPS 


Leakage path is increased — direct shorts from frayed 
terminal wires prevented by bakelite barriers placed 


Western Society of Engineers. He is also a 
member of the Tau Beta Pi, Sigma Xi, 
Eta Kappa Nu and Rho Epsilon honor 
societies. 

International Business Machines Cor- 
poration announced the appointment of 
Lester H. Warren (SM'59) as director of 
engineering stand- 
ards. He will be re- 
sponsible for the 
corporation's rela- 
tions with industry 
associations соп- 
cerned with engi- 
neering standards. 

Mr. Warren 
joined IBM in 1951 
as an engineer in 
the Vestal, N.Y., 
laboratory. In 1954, 
he was assigned to 
the company's product engineering labo- 
ratory in Poughkeepsie where he served in 
associate and staff engineering posts. Sub- 
sequently, he was promoted to project 
manager for standards engineering in 
Kingston, N. Y. In 1958, he was named 
manager of standards engineering for 
IBM's Federal Systems Division. 

Mr. Warren is an electrical engineering 
alumnus of Pratt Institute and Cooper 
Union. He also attended New York Uni- 
versity's School of Engineering. He is a 
member of the Standards Engineering So- 
ciety. 


L. H. WARREN 


Мо. 2.143 


No. 2.142.344 W 


between terminals. Binder screws and terminals brass, 
nickel-plated. Insulation, black molded bakelite. Finest 


construction. Add much to equipment's effect. 


Jones Means Proven Quality 


No. 2-142-¥ 


illustrated: Screw Terminals—Screw and Solder Terminals—Screw Terminal above Panel 


with Solder Terminal below. Every type of connection. 


Six series meet every requirement: No. 140, 5-40 screws; No. 141, 6-32 screws; No. 
142, 8-32 screws; No. 150, 20-32 screws; No. 151, 12.32 screws; No. 152, 4-28 screws. 


Catalog No. 22 lists complete line of Barrier Strips, and other Jones Electrical Con- 


necting Devices, Send for your copy. 


HOWARD B. JONES DIVISION 


CINCH MANUFACTURING COMPANY 


CHICAGO 24, ILLINOIS 
DIVISION OF UNITED-CARR FASTENER CORP. 
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Dr. Guy Suits (5М'55-1'56), General 
Electric vice president and director of re- 
search, has been chosen to receive the 1962 
Industrial Research 
Institute Medal. 
The award was an- 
nounced October 
17, at the fall meet- 
ing of the Institute 
by Dr. Howard S. 
Turner, Institute 
president, who is 
vice president for 
research and devel- 
opment of the 
Jones and Laughlin 
Steel Corporation. 

The Industrial Research Institute cites 
Dr. Suits' "skill and leadership in promot- 
ing the growth of an industrial research 
laboratory enjoying world-wide recogni- 
tion; one which has provide its scientists 
with the freedom, opportunity and facili- 
ties to pursue fundamental studies in many 
areas of science and yet is finely integrated 
with the company’s technological require- 
ments for growth and prosperity." In the 
citation of the Institute Dr. Suits is also 
honored "for successfully interpreting re- 
search results to company management 
and the general public and for varied tech- 
nological advisory services to the govern- 
ment of his country.” 

As director of the General Electric Re- 
search Laboratory in Schenectady, N. Y., 
Dr. Suits heads a total staff of 1200, in- 
cluding a scientific staff of 350. In addition 
to his achievements in the management of 
scientific research, Dr. Suits is widely 
known for his own scientific record. As a 
physicist, he specialized in gas dynamics 
and made notable contributions both to 
the basic science of the electric arc and to 
the technology based on that science. He 
now has 76 patents in his name and has 
published many scientific articles. 

During World War 11, Dr. Suits served 
with the Office of Scientific Kesearch and 
Develupineut, for which he received both 
the (U. S.) Presidential Medal for Merit, 
and His Majesty's Medal for Service in 
the Cause of Freedom (G.B.). In 1946 Dr. 
Buits organized, stalled, and operated the 
Knolls Atomie Power Laboratory at 
Schenectady, which has since grown to a 
separate operating Component of the Gen- 
eral Electric Company. 

He was boru in Oshkosh, Wisconsin, 
and in 1927 he was graduated from the 
University of Wisconsin, where he majored 
in physics and mathematics, and was 
elected to Phi Beta Kappa, Sigma Ni, Phi 
Sigma Phi, and Phi Mu Alpha honor so- 
cieties. 

Awarded an exchange fellowship at the 
Swiss Federal Institute of Technology, 
Zurich, Switzerland, Dr. Suits was granted 
the degree of Doctor of Science in 1929, 
The following year he joined the General 
Electric Research Laboratory staff as an 
assistant to Dr. Albert W. IIull. In 1940 
he was appointed assistant to the director 
of the Laboratory, Dr. W. D. Coolidge, 
and upon the retirement of Dr. Coolidge in 
1945 he became director. 

In 1937 he was chosen by Eta Kappa 
Nu, honorary engineering fraternity, to re- 
ceive its award as the outstanding young 
electrical engineer of that year. He re- 

(Continued on page 664) 
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Plasma. On those occasions 
when a Special Issue of the 
PROCEEDINGS is assembled, 
the Editor uses this page to say 
a word about the issue. On this occasion, as usual, the Editor 
was preparing his “gaseous discharge” when he received a 
copy of the excellent introduction to this Special Issue. 
Messrs. Herold and Dow had produced such an all inclusive 
introduction that the Editor’s “discharge” was thoroughly 
quenched. Your attention, therefore, is directed to the “Intro- 
duction to the Plasma Physics Issue,” page 1747. 

One cannot, however, fail to emphasize and acknowledge 
the outstanding effort of Guest Editor E. W. Herold and his 
Co-Guest Editor D. G. Dow. Their work, with the coopera- 
tion of the contributing authors, has produced this unusually 
well balanced treatment of an increasingly important subject. 
Not only did these editors solicit, review, and accept the 
eighteen papers that comprise the issue but also they sug- 
gested the cover design. As an addenda to this issue, for 
those with a special interest in the propagation aspects of the 
subject, watch for the January, 1962, issue of the TRANSAC- 
TIONS of the Professional Group on Antennas and Propagation. 


Tutorial. The Board of Editors is aware of its primary 
responsibility to bring to IRE members the most up-to-date 
material of broad general interest and the most recent ad- 
vances in all phases of the art. It discharges this responsibility 
through the pages of the PROCEEDINGS. The Board is equally 
aware of its obligation to provide IRE members with the op- 
portunity to inform themselves of the essence of areas cognate 
to their own specialty. To satisfy this latter need and to meet 
its clear responsibility the Board of Editors has evolved an 
extensive plan for a series of review and tutorial papers. 

To initiate this plan, suggestions were solicited from the 
Editors of the Professional Group Transactions. This solici- 
tation, supplemented by ideas from the members of the Board, 
resulted in an initial list of over thirty topics and suggestions 
for authors for each. The Managing Editor then began the 
task of inviting selected authors to prepare contributions for 
publication in the PRocEEDINGS for this series of review and 
tutorial papers. Through the splendid cooperation of L. А. 
Zadeh, the series started in the October, 1961, issue. Professor 
Zadeh, a leading authority on the subject. presented Part I 
of a survey of time-varying network theory. 

It is the hope of the Board of Editors that this new series 
of papers will enhance the value of the PROCEEDINGS to IRE 
members. It may not, however, meet the needs and desires of 
all members. To assure that all subjects of interest are ulti- 
mately covered, you areinvited tosend in your suggestions for 
topics and authors to the Managing Editor. 
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Dreams May Come True. For many years there has been 
an increasing tendency to ask why the profession of radio and 
electrical engineering should be represented by two profes- 
sional technical societies. At the grass roots there has been an 
effort to compensate for this situation by a growing number 
of cooperative ventures, and this same tendency has been 
spreading to regional activities as well. Nevertheless, there 
has been a continuing trend toward the proliferation of meet- 
ings. redundancy of subject matter, and conflict of interest 
where there should be solidarity and a single minded ap- 
proach to the same area of interest. 

October, 1961, may well be a date never to be forgotten in 
the electrical and radio engineering profession. During that 
month, through arduous work on the part of members of 
both IRE and AIEE, through fortuitous circumstances, and 
through a sincere desire to move in a direction dictated by the 
clear necessity of the profession as a whole, the Boards of 
Directors of IRE and АТЕЕ passed resolutions looking toward 
the possible amalgamation of the two organizations and the 
formation of a single organization for the entire profession. 
President Berkner's letter to Section Chairmen giving the 
background of this entire proposal will be found on page 1743. 
It deserves your thoughtful consideration. 


Student Affairs. Student membership in IRE continues to 
grow. In recognition thereof and with full realization of the 
significance of its program for students in the further growth 
and development of IRE, a new and important post has been 
added to the headquarters staff. The Executive Committee 
authorized the organization of student affairs into a separate 
division of the IRE administration, and the appointment of 
an appropriate person to be designated as Student Affairs 
Secretary. It is a pleasure to announce the appointment of 
W. Reed Crone to this newly created position. The “TRE 
Xews and Notes" section of this issue of the PROCEEDINGS 
provides additional detail. We welcome Mr. Crone and wish 
him success in this new venture. 


Section News. At its meeting in October, the Executive 
Committee approved the petition for the formation of an IRE 
Section in France. The section, to be known as the French 
Section, is Number 111; may it grow and prosper. 

Texas claims another big first! The El Paso Section held 
a regular section meeting at Radio Station XELO in Juarez, 
Chihuahua, Mexico. They believe this to be the first regular 
meeting of a United States Section to be held in another 
country. [RE goes international again!—F. H., Jr. 


B. R. Tupper 


Director, 1901—1962 


Bertram R. Tupper (A'36-8M'46-F'54) was born in Vancouver, British Columbia, on 
April 15, 1906. He received his B.Sc. degree from the University of British Columbia, Van- 
couver, in 1928. 

After graduation he was employed by the British Columbia Telephone Company in the 
Transmission Engineering Department. The company was interested in the possibility of 
serving the Northern British Columbia coast by Radiotelephone, and the North-west Tele- 
phone Company, an associate company, was formed for this purpose. As Radio Engineer for 
the North-west Telephone Company, he took a leading part in building up a large medium 
frequency point-to-point and ship-to-shore network on the B.C. Coast. 

In 1942 he was appointed Radio Consultant to the joint military services in the Pacific 
Coast area. The Telephone Company acted as prime contractors in providing defense com- 
munication in British Columbia and as a result of these defense requirements to the off-shore 
islands, FM VHF radio systems were built up which provided voice and teletype circuits 
between the radar sites and operational bases. Since 1958, he has been Chief Engineer of the 
British Columbia Telephone Company, which is an affiliate of General Telephone and 
Electronics Corporation, and which recently absorbed the North-west Telephone Company. 

Mr. Tupper has served as a member of Sir Robert Watson Watts’ Canadian Air Defence 
Communications Evaluation Committee in 1953-1954. For two years, he has been Chairman 
of the Electrical Board of Examiners for the Association of Professional Engineers of British 
Columbia and is a past Chairman of the Vancouver Section of the IRE. 

He received the IRE Fellow Award in 1954 in recognition of his application of radio tech- 
niques to the extension of toll telephone services in Canada. 
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Open Letter from the President 


The following letter from Lloyd V. Berkner, President of the IRE, is self-explanatory with reference to the 
actions of the two Boards concerning the possible consolidation of the IRE and AIEE. This letter is pub- 
lished to provide full information to the IRE members.—The Editor 


October 20, 1961 


Dear Mr. Section Chairman: 


At its meeting on October 18, 1961, the IRE Board 
of Directors took action which makes possible future 
joint measures by IRE and AIEE aimed towards con- 
solidation of their resources, membership and activities 
into a single new professional society dealing with the 
whole range of radio and electrical engineering and re- 
lated professional interests. At its meeting on October 
20, 1961, the Board of Directors of the AI EE took simi- 
lar action. The action taken by the two Boards at this 
time is no more than a preliminary step toward the 
formulation of specific proposals on which each Board 
and the membership of each society must act subse- 
quently in accordance with their statutes. Nevertheless, 
the proposal is now at a stage that the IRE Board 
desires the broadest possible discussion on the part of 
IRE membership. The Board has therefore instructed 
me to communicate with the Sections asking for their 
views after their careful consideration of the substantive 
effects of the proposal. The resolution of the Board is 
appended hereto. 

l'ormation of a single prolessional radio and electrical 
engineering society through combination of IRE and 
AIEE is a matter of major international professional 
importance. I shall endeavor to outline the reasons that 
have led the IRE and ALEE Boards to join in discus- 
sions that open the potentiality of merger of the two 
societies into a single professional society in our field of 
technology. All related factors deserve the most mature 
consideration, But above all, the decision should be 
reached primarily on the judgment of that course of 
action that would lead the radio, electrical and elec- 
tronic profession to develop in the most healthy and 
fruitful fashion, 

The ALEE was founded as a New York corporation 


in 1884 to meet the professional needs represented in a 
growing power, telephone and telegraph industry. 
AIEE now has about 65,000 members, headquarters in 
the new Engineering Building in New York, and re- 
sources of about $1.5 million. 

As you well know, the IRE was founded as a New 
York corporation in 1912 to meet the professional needs 
represented in radio communications. IRE now has 
about 92,000 members, its own headquarters in New 
York and resources of about $4.5 million. 

Because of the basic evolution of each Institute to- 
ward the broad methods of electronics, on which both 
societies are founded, there has been an increasing over- 
lap of interest in the two societies. This overlap has been 
in evidence in a number of ways. 


1) Between 5000 and 6000 engineers are members of 
both AIEE and IRE. 

2) Some technical standards committees of the two 
societies deal with similar standards problems that 
have produced conflicts. This has led to establish- 
ment of joint AIEE-IRE standards committees. 
Both societies deal with overlapping standards in 
the international field through ASA апа IEC. 

3) Standards for admission in the two societies are 
generally equivalent and by agreement meinbers 
in a given grade of one society are admitted, upon 
application, to the corresponding grade in the 
other without further examination. 

4) ATEEand IRE have formed joint student branches 

at many universities and technical institutes to 

avoid the obvious conflicts of common interest 
that arise from similar student interests in the 
same university departments. 

Both IRE and AIEE are members of the Engi— 

neers’ Council for Professional Development 

(ECPD), where their interests are very similar. 


CA 
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Moreover, the rapid evolution of training in radio, 
electrical and electronic engineering and in ap- 
plied physics, in the universities and in industry is 
toward an identical curriculum for members of the 
two societies. 

6) There is a broad overlap of much of the material 
published by the two societies. 

7) A large number of local and U. S. national meet- 
ings are jointly sponsored by IRE and AIEE. The 
two societies have a major problem in avoiding the 
duplication and unnecessary proliferation of meet- 
ings on similar subjects. 

8) AIEE is evolving toward formation of technical 
groups, verv similar in purpose to the Professional 
Groups of IRE. This evolution promises a great 
increase in the area of conflict and duplication be- 
tween the two societies. 


The administration of these joint activities is com- 
plex and necessarily incomplete and consuming of major 
time and effort of the profession. Equivalent time on 
positive professional programs would greatly strengthen 
the profession. 

Moreover, the areas of conflict are steadily enlarging 
as the advance of electronics brings both societies ever 
more into the same areas of interest. Typical examples 
of the problems that could be avoided by synthesis of 
the two societies are mentioned below: 


1) Under one society and one Editorial Board, the 
publications of the two societies could be tailored 
for much better coverage of our professional field. 
Members would have a wider choice of the type 
of publications individually desired. 


2) Meetings in the whole field could be simplified and 
duplication automatically avoided. Attendance 
would be improved. 

3) The danger of increasing overlap and conflict of 
the IRE's professional groups and AIEE's tech- 
nical groups could be avoided. The whole field of 
professional specialized technical societies could be 
more rationally covered by 35 to 40 professional 
groups of the new society. 

4) The administration of student sections would be 
simplified, and one publication, such as the IRE 
STUDENT QUARTERLY, would serve the combined 
student needs. 

5) Sectional activities would be simplified, the 
strengths of small sections enhanced, and activi- 
ties in professional group chapters would become 
more rational. 

6) Standards activities woukl be simplified, and dan- 
gers of conflict entirely removed, especially in view 
of IRE's vigorous participation in international 
standardization. 

7) The new society would enjoy the international 
character of IRE with its attendant advantages. 
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Likewise, it woukl carry the mantle of a *founder" 
society brought to it by AILEE. 


8) The combined headquarters staffs could provide 
a much broadened service to our membership, our 
section organization, our professional group struc- 
ture, our regional, national and international 
meetings, our technical committees, and our pub- 
lication structure through reduction in duplica- 
tion. 


The synthesis of the new society would create an in- 
ternational professional institute with a membership of 
more than 150,000, an annual budget of about $6,000,- 
000, and publications of great breadth and depth with 
wider opportunity for choice. The opportunities of its 
membership would be substantially increased within the 
new framework that is promised. The present office 
space controlled by IRE and АТЕЕ appears sufficient 
to service the new institute, but with the elimination of 
obvious elements of duplication the service to the mem- 
bership by the combined headquarters staffs would be 
substantially broadened. 

Over the years there have been a number of joint 
committees charged with exploring possible areas of 
mutual interest, beginning with the attempt (1922) to 
merge the two societies in which Dr. Alfred N. Gold- 
smith (Founder IRE) and Professor A. E. Kennelly 
(then Past President of the IRE and President of the 
AI EE) were active. In spite of their efforts, the attempt 
failed because of the then preoccupation of AIEE in 
nonradio activities. The most recent committee was 
established in 1960, with Donald G. Fink as Chairman 
for the IRE, which seriously discussed the possibility 
of merger. 

The emergence of electronics in the broad sense has, 
since that time, brought the two societies into more in- 
timate juxtaposition. Typical is the growing preoccupa- 
tion of both societies in the fields of surface and satellite 
communications, automatic control, computer tech- 
niques, magnetohvdrodynamics and plasma physics 
(with its promise of nonrotating and more efficient 
power generation), solid-state physics, information the- 
ory, instrumentation, and a host of other new technical 
developments which are of common concern to both. 
Only merger of the two societies can avoid an ever 
larger scale duplication, overlap, and conflict since the 
membership of the two societies draw their strength in 
ever greater measure from the same basic scientific ele- 
ments and the same educational backgrounds. 

Therefore, the future of the radio, electrical and elec- 
tronic professions would appear to be greatly benefited by 
synthesis of the two societies into a single institute. 

lor these reasons, the two Boards have felt that 
thorough exploration of a possible merger would be in 
the best interests of our members and of the profession. 

The steps in this exploration have been as follows: 

1) In January, 1961, Junior Past President Ronald L. 
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McFarlan, acting on my behalf, was invited to meet 
with the Board of AIEE in New York for discussion of 
mutual IRE-ALEE problems. 

2) On March 20, 1961, the Board of IRE invited 
President Clarence Linder, AI EE, to join it at a lunch- 
eon where the mutual problems of IRE and AIEE and 
past history of attempts toward merger were discussed 
fully and frankly. At that meeting it became evident 
that while many mechanical problems of merger stood 
in the way, the professional interests of our membership 
should be the primary objective of closer cooperation. 

3) At the Executive Committee meeting of April 27, 
1961, I reported ona conversation which I had had with 
President-elect of ALEE Warren Chase, to explore IRE- 
ALEE cooperation. It was the consensus of the Execu- 
tive Committee that | be authorized to appoint a suit- 
able member of [RE toa committee, without limitations 
of scope, to discuss IRE-AIEE relations in conjunction 
with a suitably appointed delegate selected by AIEE. 
‘The Board of Directors of IRE, at their meeting the 
next day, April 28, concurred with the recommendation 
of the Executive Committee, whereupon, | appointed 
Dr. Patrick E. Haggerty as the IRE representative to 
that committee the AIEE appointed Fellow 
Richard Teare. 

4) Haggerty and Teare met in Pittsburgh, Pa., on 
May 21, 1961. During their discussion it became appar- 
ent that continued cooperation was becoming so com- 
plex to administer, and the danger of serious conflict was 
so rapidly increasing, that the possibilities of merger 
should be considered without delay. In the view of 
Haggerty and Teare the profession would be greatly 
strengthened by synthesis of AIEE and IRE into a 
single radio, electronic, and electrical engineering insti- 
tute. They specifically recommended that Warren Chase 
and I appoint an ad hoc committee to explore this possi- 
bility more critically. 
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5) Upon this recommendation | acted to appoint P. E. 
Haggerty (now President-elect IRE) and Ron MeFar- 
lan (Junior Past President IRE) and Haraden Pratt 
(Secretary and Past President IRE), while President 
Warren Chase of AIEE appointed Clarence Linder 
(Junior Past President AIEE) and Richard Teare 
(Chairman AIEE Committee on Coordination). Chase 
and I served as ex-officio members. 

6) This quasi-official Committee met in New York 
on September 13, 1961, to explore the problems of merg- 
er. The general recommendations were: 


a) That in spite of mechanical problems, the pro- 
fessional advantages outweighed these problems, 
and that the two Institutes should move actively 
toward merger into a new professional society. 

b) That the Committee should be voted authority 
by both Boards to draft statutes for a single soci- 
ety into which IRE and AIEE could be merged. 
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These statutes could then be considered by the two 
Boards and, if satisfactory, referred to the mem- 
bership of the two societies for adoption. 


7) On October 18, 1961, and October 20, 1961, re- 
spectively, the IRE and AIEE Boards accepted the 
report. The Committee on formulation of plans for 
merger of AIEE and IRE into a single society has been 
activated with the membership shown in the resolution 
attached. Statutes and bylaws for eventual considera- 
tion by the Boards, publication aud final action of the 
membership, will be drawn in the coming weeks. 

As these plans have developed, I have consulted per- 
sonally with many leaders and Section Chairmen of 
IRE. In the balance I have encountered a most favor- 
able and enthusiastic response to the preliminary pro- 
posals. The feeling seems general that so much pro- 
fessional strength could be acquired by suitable action, 
that the mechanical problems should be appropriately 
solved in the interest of professional advantage. 

| came away from the discussions of September 13, 
with the feeling that amalgamation could be accom- 
plished without losing the vital aspects of IRE organiza- 
tion that have made it great. Both Al EE and I RE negoti- 
ators have approached the problem with a sense of 
statesmanship that would look to creation of a new 
institute having the best characteristics of both the IRE 
and the AIEE, at the same time dropping outmoded 
procedures. Both sides recognized that evolution of the 
profession requires changes from time to time that must 
be clearly foreseen, and undertaken promptly ifthe 
profession is to prosper. 

| therefore ask you to discuss this whole matter in 
your next Section meeting, and advise me of your 
views before December 1, 1961, so that the drafting 
committee may have the benefit of your thinking. 

Sincerely yours, 


L. V. BERKNER 
President 


RESOLUTION 


WHEREAS, the Board of Directors of The Institute 
of Radio Engineers and the Board of Directors of the 
American Institute of Electrical Engineers have con- 
cluded that the advancement of the theory and practice 
of electrical and radio engineering, and the educational 
and scientific objectives of both Institutes, may be bet- 
ter served by a merger or consolidation of the two Insti- 
tutes into one organization in which all present mem- 
bers would be included, and in which they would enjoy 
the same rights and privileges now conferred upon them 
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by their separate organizations, and it appearing that 
such consolidations would not affect the Institutes or 
their members, now therefore, be it 

RESOLVED, that the Board of Directors of IRE 
deems it advisable, in accordance with the stated objec- 
tives of IRE, to move actively toward the consolidation 
of the activities and organization of IRIE with those of 
the American Institute of Electrical Engineers (AIEE), 
by consolidation or otherwise, provided that the legal 
and operational problems incident to such consolidation 
can be satisfactorily resolved, and 

FURTHER RESOLVED, that Lloyd V. Berkner, 
Patrick E. Haggerty, Ronald L. McFarlan, and Hara- 
den Pratt, be and they hereby are appointed to join 
with Warren H. Chase, Clarence H. Linder, B. Richard 
Teare, Jr., and Elgin Robertson, when appointed by the 
Board of Directors of AIEE, as members of a commit— 
tee, which shall be authorized and directed to undertake 
such studies as they shall deem necessary and appropri- 
ate to determine the feasibility, practicability and form 
of such consolidation, and to make a report thereon to 
the Boards of the two Institutes not later than Febru- 
ary 15, 1962, with a view to submission to a vote of the 
memberships of the two Institutes, and consummation, 
if so approved, by January 1, 1963, and 

FURTHER RESOLVED, that such committee shall 
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be authorized to meet with the officers, directors and 
representatives of the two Institutes to consider the 
proposed amalgamation of the two groups and to make 
available to such persons such documents and informa- 
tion relating to IRE as such committee deems advisable 
under the circumstances, and 

FURTHER RESOLVED, that this committee be 
directed to prepare, in consultation with representa- 
tives of IRE and AIEE, a proposed constitution and 
bylaws and such other documents as counsel may rec- 
ommend, with a view to submission thereof to the 
Boards of Directors of the two Institutes on or before 
February 15, 1962, and 

FURTHER RESOLVED, that the proper officers 
and directors of the Institute of Radio Engineers be and 
they hereby are authorized and directed to cause a copy 
of these resolutions to be delivered to the Board of Di- 
rectors of the American Institute of Electrical Engi- 
neers, and 

FURTHER RESOLVED, that these resolutions shall 
become effective as soon as the President of the Institute 
of Radio Engineers has been notified in form satisfactory 
to him and to counsel for the Institute of Radio Engi- 
neers that the Board of Directors of the American 
Institute of Electrical Engineers has adopted resolutions 
substantially to the effect of these presents. 
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Introduction to the Plasma Issue“ 


р. G. DOW}, MEMBER, IRE AND E. W. HEROL Df, FELLOW, IRE 


Guest Editors 


along and complicated history. The word “ plasma? 

was first coined by Langmuir and Tonks in 1929 
to denote a gas in which an important fraction of the 
molecules are dissociated into ions and electrons, the 
gas as a whole remaining electrically neutral. The lab- 
oratory study of plasmas, of course, had been pursued 
long before that, many important discoveries in the 


4 | 3 HE study of the physics of ionized gases has had 


realm of gas discharge phenomena having been made in 
the 1800". These studies, continuing into the Twentieth 
Century as exemplified by the work of Langm uir, served 
as the foundation for many practical electronic devices 
used for the generation, rectification, and control of 
electrical energy, The plasmas used in these devices 
usually have a low-charge density, and the fractional 
ionization is ordinarily less than one per cent. This small 
percentage of ionization is sufficient to provide good 
electrical conductivity which can be controlled ex- 
ternally, but it is difficult to study theoretically because 
of the numerous competing processes involving neutral 
atoms, metastable atoms, ions, electrons, and collective 
oscillations of ions and electrons. 

With the progress made in astronomy and theoretical 
physics in the early part of the Twentieth Century, it 
was realized that most of the matter in the Universe, 
that in the stars, exists in the fully ionized state. Thus, 
a new form of plasma physics evolved in which the study 
was largely theoretical, and was concerned with matter 
at immensely high temperatures and pressures, the lat- 
ter being balanced by the gravitational forces of the 
stars. Much of the work currently of interest and many 
of the men of greatest stature in the field of plasma 
physics started in the field of astrophysics. 

Recently the astrophysicists have tackled problems 
which are more earthbound, although hardly any less 
exotic. The advent of an understanding of thermo- 
nuclear fusion, and its possibilities for the generation of 
power, have created a great deal of activity concerned 
with high density, high temperature plasmas of terres- 
trial design. Since these cannot be confined by gravita- 
tional forces as they are in the stars, magnetic methods 
of confinement must be used, and a large amount of 
theoretical and experimental work has been conducted 
with an eye toward the generation and containment of 
hot dense plasmas by magnetic fields. In the USA, 
this area of study began under the AEC-sponsored 
Sherwood project, which was originally highly classified, 
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and thus developed a language and fraternity of its own 
before most of it was declassified in 1958. 

A third group of investigators in the realm of plasma 
physics consists of those who were originally aero- 
dynamicists. As airborne vehicles move faster and faster, 
their effect on the environment increases. One of the 
principle manifestations of this is the increasing temper- 
ature, eventually reaching a range in which appreciable 
ionization takes place, making the air conductive. The 
equations of gas dynamics are modified by this conduc- 
tivity, and thus plasma physics is an important area of 
study for those in the missile and aircraft fields. In addi- 
tion, the high temperatures which exist in rocket flames 
lead to appreciable ionization, and the conductivity of 
this material may be an important consideration. Re- 
cently, the desirability of extremely high velocity rocket 
exhaust has led to attempts to use electrically-acceler- 
ated particles for rocket propulsion. 

Finally, we should discuss the field of radio propaga- 
tion which has made important contributions to the 
understanding of plasmas and their interaction with 
electromagnetic radiation. It has long been recognized 
that portions of the earth's upper atmosphere are ionized 
enough to cause refraction and reflection of radio waves. 
The basis for much of the world's long range communi- 
cation is the fact that the ionospheric layers will reflect 
radio signals with greater or lesser amounts of attenua- 
tion depending on the frequency, ion (and thus electron) 
density, and altitude (and thus the neutral density). In 
order to understand and make use of this phenomenon, 
many contributions had to be made to the understand- 
ing of the behavior of the ionosphere and the influence 
of a plasma on radio signals. Closely related to this has 
been a study of more recent origin which arises because 
of the high-speed aircraft and missile phenomena which 
concern the aerodynamicists. In spite of the plasma 
sheath surrounding these vehicles, we must communi- 
cate with them, and some interesting problems have 
been attacked, and system proposals have been evolved. 
The properties of this plasma sheath also result in some 
interesting radar return properties, with obvious mili- 
tary interest. (It should be noted that the word "sheath : 
in this context means the laver of plasma surrounding a 
a vehicle; much earlier, the word was used by Langmuir, 
and still is used by gas discharge physicists and engineers 
to denote the non-neutral laver which surrounds the 
plasma in a discharge. The reader should beware of this 
ambiguity.) 

Plasma physics, then, might be divided up into four 
major disciplines, separated not so much by the concepts 
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used as by their historical aims and the interests of those 
involved. These might be denoted by the following 
names: gas discharges, fusion plasma physics (including 
astrophysical applications), verodynamical applications, 
and radio propagation plasma studies. As might be ex- 
pected, this special issue of the PROCEEDINGS is aimed 
predominantly at the electronics engineer and empha- 
sizes the fields most concerned with the communication 
and electronics arts, namely gas discharges and radio 
propagation. It has been our intention in laving out this 
issue to make it largely one in which the basic principles 
and known fundamentals of plasma physics are ex- 
pounded as they applv to problems in these areas, with- 
out concentrating on specific devices and techniques. 
Wherever possible, the fundamentals are emphasized 
and detailed engineering concepts omitted. It is our hope 
that in this way an issue of reasonable size will com- 
municate many of the basic ideas, and stimulate the 
reader's interest in some of the areas of plasma physics 
and its engineering applications. 

With this background, let us scan this special issue on 
plasma physics. 

Plasma Physics -An Elementary Review, (Bachynski, 

p. 1751). This paper summarizes most of the areas of 
current interest in plasma physics, and serves as a back- 
ground article for almost all of the rest of the issue. The 
thermonuclear problem, astrophysics, propagation, 
noise, propulsion, and electronic devices are all treated 
in a form which allows the reader to grasp the basic con- 
cepts preparatory to reading the specialized articles. 

Oscillations and Noise in Low-Pressure DC Discharges, 
(Crawford and Kino, p. 1767). All laboratory discharges 
seem to be plagued with an excess amount of low fre- 
quency noise. and in special cases, oscillation. 1n this 
paper the authors review the history of scientific investi- 
gation into this phenomenon, and present in a coherent 
package the bulk of present day knowledge about this 
noise as well as some tantalizing suggestions for con- 
trolling it. These phenomena take place in two different 
frequency ranges, the first generally below one mega- 
cycle and dominated in some manner by the ionic prop- 
erties, and the second in the microwave range typically 
governed by the electron plasma frequency. The com- 
plete explanation of the source of either of these forms of 
noise is still lacking. However, much experimental data 
exists, and a qualitative picture has been presented 
which is consistent with the observations. 

lonic and Plasma Propulsion for Space Vehicles, 
(Brewer, Currie, and Knechtli, p. 1789). In their search 
for higher specific impulse (thrust per unit mass of 
propellant), rocket experts have turned to electrical ac- 
celeration of ions or plasmas as a potentially practical 
method for obtaining this objective. The engineering 
techniques required are an interesting mixture of elec- 
tronics, power conversion, and astronautics. The authors 
ol this paper present an outline of the basic principles 
underlying this line of approach, and follow with the 
basic system concepts appropriate to two somewhat dif- 
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lerent techniques, the ion engine in which ions are ac- 
celerated and then mixed with electrons to form a 
plasma, and the plasma rocket in which the neutral com- 
bination of ions and electrons is accelerated. A number 
of specific techniques are illustrated and the basic tech- 
nological problems are presented. In this area, as with 
many space instrumentation problems, high efficiency, 
high-power electrical sources will be necessary for prac- 
tical ntilization of these techniques. 

Transmission of Electromagnetic Waves Through an 
lonized Layer in the Presence of a Strong Magnetic Field, 
(Шатеу and Tyras, р. 1822). This paper attacks the 
same problem, that is, the enhancement of propagation 
through a plasma by the use of a magnetic field. The 
plasma is approximated here bv a succession of slabs so 
that the variations in density may be reasonably repre- 
sented. À numerical calculation is given showing the 
transmission as a function of magnetic field for a specific 
model of densitv variation. 

The Use of Magnetic Fields in the Elimination of the 
Re-Entry Radio Blackout, (Пойаға, p. 1825), The effect 
of a plasma sheath on a re-entering space vehicle is to 
greatly reduce the high frequency propagation through 
this sheath. This paper discusses the technique of im- 
proving the conimunication with a space vehicle by 
imposing a magnetic field near the antenna which 
reduces the attenuation through the sheath. 

RF Reflectance of Plasma Sheaths, (Taylor, p. 1831). As 
noted earlier, the plasma sheath about a re-entering 
space vehicle not only degrades the communication with 
it, but also changes markedly the radar return. This 
paper exhibits a calculation of the reflectance of a plane 
sheath which can be used as an approximation of the 
true sheath problem. The result is obtained in analytic 
form, in general as the ratio of two complex infinite 
series. 

Mutual Coupling of Two Thin Infinitely-Long Slots 
Located on a Perfectly Conducting Plane in the Presence of 
a Uniform Plasma Layer, (Yee, p. 1837). The plasma 
sheath about a re-entering body is again considered, this 
time from a near-field point of view, in which the author 
considers the mutual coupling between two antennas lo- 
cated on the surface of the body. The result is expressed 
as a coupling coefficient between the two antennas. It is 
shown that the coupling is generally less than that which 
would exist in the absence of the plasma, provided the 
operating frequency is above the plasma frequency. 

-[ntenna Noise Temperature in Plasma Environment, 
(Bachynski, French, and Cloutier, p. 1846). Again the re- 
entry sheath is considered. In this paper, the authors are 
concerned with the degree to which the plasma itself 
contributes noise energy to the antenna. Since the sheath 
is at an extremely high temperature, even a small degree 
of coupling to the plasma may result in badly degraded 
noise performance. The analysis shows a peak in noise 
temperature in the vicinity of the plasma frequency, 
above which the noise is principally external, and below 
which it arises mostly in the vehicle. Because auxiliary 
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magnetic fields may also be used in these vehicles, the 
calculations have been extended to include the appropri- 
ate anisotropy. The noise then exhibits peaks at both 
plasma and cyclotron frequencies, but the structure is 
much more complicated, and general conclusions are 
harder to draw. 

Generalized  ppleton-Hartree Equation for any Degree 
of Ionization and Application to the Ionosphere, (Shkarof- 
sky, p. 1857). This paper is motivated by the problems of 
ionospheric propagation, but may have much broader 
application. The author formulates the generalized 
equations for propagation of electromagnetic waves 
through a plasma, when the collisions result from both 
electron-neutral and electron-ion collisions in arbitrary 
mixtures. The analysis is compared with experimental 
results, and a proposal is made that ionospheric electron 
temperatures may be measured by correlating sufficient 
propagation data. 

The Electrical Conductivity of a Partially Ionized Gas, 
(Sengupta, p. 1872). The problem of conductivity of a 
plasma is considered theoretically over the range where 
both electron-neutral, and electron ion collisions are im- 
portant. Explicit expressions for both the real and 
imaginary parts of the conductivity are given in integral 
form. While these general forms are applicable to any 
degree of ionization, theauthor also presents expressions 
for the same quantities for the case that the plasma is 
fully ionized, in which case the conductivity may be ex- 
pressed in terms of known transcendental functions. 

Interaction of Microwaves in Gaseous Plasmas Im- 
mersed in Magnetic Fields, (Rao, Verdeyen and Goldstein, 
р. 1887). The 1930's saw the discovery of the Luxem- 
bourg effect, in which a strong radio transmitter passed 
its own modulating intelligence onto other signals whose 
propagation path passed over the region of the trans- 
mitter. Correctly explained as a nonlinear plasma effect 
(cross-modulation) in the ionosphere, the phenomenon 
has its modern counterpart and extension scaled down 
to laboratory size by use of microwaves. This paper 
covers basic studies of plasma characteristics in a strong 
5 Gc /sec microwave field, using a weak sensing signal at 
6 Gc/sec for the measurements. À magnetic field swept 
through cyclotron resonance is also used. The data are 
all taken in the inherently equilibrium state of the after- 
glow, using pulse techniques; thus, the rise in electron 
temperature due to absorption of power, and the changes 
in collision frequency, can be used for analytic compari— 
son of the data with theory. Good qualitative agreement 
is found. 

Frequency Conversion in a Microwave Plasma, (Baird 
and Coleman, p. 1890). Closely related to the above paper, 
is the present one in which plasma nonlinearity is used 
in a practical way to get microwave frequency multi- 
plication and frequency mixing. The work indicates that 
the principal source of nonlinearity is modulation of the 
electron density at twice the drive frequency. Little or 
no magnetic field was used. In the experiments, a 9 
Gc /sec high-level signal and 11 Gc/sec low-level signal 
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produced a 20 Gc/sec output, about 25 to 30 db down; 
the same large conversion loss occurred for second har- 
monic generation. The values agree with those expected 
from this theory. Thus, the results are still rather far 
from useful, but it is expected that much higher power 
densities might improve matters. 

A Plasma Microwave Detector, (Taylor and Herskoviz, 
p. 1901). In this paper, the authors describe a novel use 
of an activated plasma as a microwave detector. This is 
done in a most unusual way, by detecting the change in 
recombination radiation, as observed by a photomulti- 
plier. It appears that the presence of microwaves changes 
the electron temperature slightly so as to reduce the re- 
combination and to quench the light. Greatest sensitiv- 
ity requires the low electron temperature of the after- 
glow equilibrium state. As little as a microwatt of input 
could be detected, which is rather remarkable even 
though it is considerably poorer than a video crystal. 
The authors point out that such a plasma detector is 
burn-out proof and has an extremely wide bandwidth. 
Several suggestions are proposed which might increase 
the sensitivity (with a reduction in bandwidth) but they 
have not yet been tried. 

Interaction of a Modulated Electron Beam with a 
Plasma, (Boyd, Gould, and Field, p. 1906). There has been 
great interest in recent years in the use of electron- 
beams interacting with a gaseous plasma to produce 
microwave amplification. This paper describes the first 
successful experiments of a few years ago, in which the 
microwave modulation of an electron beam was in- 
creased by interaction with a “resonant” plasma. Later, 
traveling-wave amplification was achieved, by inter- 
action with a slow propagating wave on the plasma 
column. These two different modes are compared and 
both theory and experiment are described. In the experi- 
ments, both helix coupling at 3 Gc/sec, and cavity 
coupling at 0.5 Gc/sec are employed. 'The observed 
gains of 7 db/cm in the plasma resonance case, though 
only half of the theoretical, are nevertheless significantly 
high. In the slow-wave case, about 0.8 db /cm is observed 
again well below theory. The discrepancies with theory 
are not unexpected because the theory assumes a uni- 
form, loss-free plasma. Unfortunately, the present inter- 
actions are very noisy compared with conventional 
traveling-wave high-vacuum tubes. 

A Method of Measurement of Flame Attenuation at 200 
Mc, (Biggs, p. 1917). The first plasma ever produced by 
man on earth was the Пате, i. e., a gas ionized by its 
high temperature. Many years ago, the electrical con- 
ductivity of flame was studied, today it is once again of 
major importance in magnetohydrodynamic power gen- 
eration or propulsion, and in missile trails. In the paper 
by Biggs, 200 Mc/sec measurements are described 
which can be used to obtain conductivity and dielectric 
constant of flames passing between a two-bar measuring 
line. Distilled water is used to calibrate, and theoretical 
curves are shown for electron densities ranging to 10? 
per cm}. 
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Electrical Characteristics of a Penning Discharge, 
(JIelmer and Jepsen, p. 1920). The Helmer and Jepsen 
paper concerns a most interesting type of magnetically- 
confined plasma known as the Penning discharge. Orig- 
inally proposed as an ionization gauge, this discharge 
can take place at gas pressures as low as 10-7? mm of 
mercury, ordinarily considered an ultra-high vacuum. 
'This type of discharge is the basis of the getter-ion 
vacuum pump. 1n this paper, it is shown that the 
trapping of electrons along the axis of symmetry is so 
effective that the axial potential is severely depressed. 
By a split anode structure, oscillations were obtained 
from the magnetron-like structure whose cathode is the 
space-charge cloud. With the normal anode, star-shaped 
sputtering patterns indicate that complex instabilities 
are present. Probably the most important result is the 
discovery that intense, nearly monochromatic, ion beams 
can be produced by such discharges. 

Generation and Application of Ilighly Ionized Qui- 
escent Cesium Plasma in Steady State, (Wada and 
Knechtli, p. 1926). This next paper covers work on the 
method of generating plasma which requires no electrical 
discharge. It has been known that highly ionized plasma 
can be generated by use of cesium vapor in the vicinity 
of a hot electron-emitting tantalum cathode. With two 
such plasma sources facing each other, and only a mod- 
est confining magnetic field, the authors show that 
plasma densities of 10' рег стг, and 90 per cent ioniza- 
tion, are obtained. This work is of importance in that 
such plasmas are basically quiescent, and need no ap- 
plied electric field to maintain them. In practice, such 
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plasmas are useful for physical measurements, in 
thermionic energy converters and in plasma sources for 
rocket propulsion. 

А New Approach to Thermionic Energy Conversion, 
(Bernstein and Knechth, p. 1932). The original work 
on high-efficiency thermionic energy converters used 
a self-generated cesium plasma resembling that de- 
scribed in the preceding paper. llowever, a low tem- 
perature electron emitter does not ordinarily release 
enough ionized cesium to make an efficient. device. 
For a long time, workers have been trying to obtain an 
auxiliary source of ions which would not require too 
much energy to produce. In the Bernstein and Knechtli 
paper, such a source is described; while this work was 
going on, a similar concept was also explored inde- 
pendently in England. The structures devised appear to 
work well and to make a very important contribution 
to the low-temperature thermionic energy converter. 
In this paper, data on an argon plasma source are given; 
it is calculated that a 1500? K. cathode should be suffi- 
cient to provide an over-al! efficiency of conversion of 
25 per cent, if a sufficiently low work-function anode 
сап be devised (Editor's note: a good low work-function 
anode is still a long way from realization). By modu- 
lating the plasma source, it should be possible to gen- 
erate ac directly. 

in concluding this Introduction, the Editors wish to 
thank the special group of reviewers who, although they 
must remain unnamed, are responsible for the selection 
of the papers, and much of the detailed editing of the 
papers. 
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Plasma Physics—An Elementary Review" 


M. P. BACHYNSKIT, SENIOR MEMBER, IRE 


Summary--Although plasma phenomena have been observed in 
nature since the beginning of time, it is only in recent years that man 
has recognized the vast potential that plasmas hold for his future 
activities. One needs only to consider the scale of present day plasma 
physics experiments in order to realize the emphasis now being 
placed on the subject. At one extreme, there is the formation of arti- 
ficial plasmas in nature such as in the Argus experiment and at the 
other is the study of microplasmas in tiny crystals of semiconducting 
material. 

This paper summarizes the role plasma physics is playing in 
present day scientific activities. A brief description is given of plasmas 
in nature, of the role of plasma physics in attempts at the ignition, 
control and diagnosis of thermonuclear fusion reactions, of the 
effect of plasmas on communication and telemetry from space and 
re-entry vehicles, of propulsion techniques (ionic, magneto-hydro- 
dynamic, plasma) which utilize plasmas, and of the possibilities of 
incorporating plasmas in practical devices. In conclusion, the future 
prospects of plasma physics are outlined. 


INTRODUCTION 


ITTLE did prehistoric man realize, as he watched the 
Ip sun, lightning discharges, the Aurora Borealis, or 
even his open fire, that he was observing plasma 
phenomena. Only in recent time has it become evident 
that the principal state of matter of the Universe is 
neither solid nor liquid nor gaseous, but plasma—a 
system including many free electrons and ionized atoms 
whose mutual interactions markedly affect its proper- 
ties. This fourth state of matter probably comprises 
more than 99.9 per cent of the matter in our Universe. 
Although an ideal plasma could readily be created in 
the laboratory many years ago in the form of a par- 
tially ionized gas, such investigations were not pursued 
very actively since the techniques for controlling a 
plasma were in a primitive state, and it appeared that 
they bore little relation to phenomena occurring on the 
earth. Consequently, the astrophysicists who realized 
the role played by ionized matter in Galactic processes 
were left unmolested in their ivory towers to make some 
of the earliest and most significant contributions to 
plasma physics. It remained for two very recent de- 
velopments to give the necessary impetus to make 
plasma physics *fashionable." These were the successful 
creation of an uncontrolled thermonuclear fusion reac- 
tion in the form of the hydrogen bomb and the realiza- 
tion of large rocket thrusts which enabled vehicles to be 
propelled at hypersonic velocities and hence to open the 
door to the space age. The hydrogen bomb opened the 
search for techniques of controlling the thermonuclear 
fusion reaction for generation of electrical power on 
earth, while attempts to thrust further and further into 
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space were confronted by communications and guid- 
ance problems involving plasma physics phenomena. 
Even the problem of propulsion in space itself has be- 
come a branch of the subject. Asa result, plasma physics 
has become one of the most intensely investigated fields 
of science (see Fig. 1) with controlled experiments rang- 
ing in size from many earth diameters, such as the arti- 
ficially formed plasmas in high-altitude nuclear explo- 
sions of the Argus experiment, to the minute micro- 
plasma of importance in tiny crystals of semiconduct- 
ing material. 


PLASMA PHYSICS RESEARCH, 19650 AD 


Fig. 1—(a) Plasma physics rescarch, 1960 B.C. 
(b) Plasma physics research, 1960 A.D. 


This paper is intended as a short exposition of the role 
plasma physics is playing in present day scientific ac- 
tivities; of a number of the ideas presently being investi- 
gated and of some hopes for the future. A brief descrip- 
tion is given of plasmas in nature, of plasma physics 
activities in attempts at control, ignition, and diag- 
nosis of thermonuclear fusion reactions, of the interac- 
tion of electromagnetic waves with plasma and their ef- 
fect on communications and on telemetry from space 
and re-entry vehicles, of plasma propulsion techniques, 
of the possible practical devices incorporating plasma 
properties, and of prospects for the future. 
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ture (about 1 part in 6000 of the most abundant element 
in our universe—hydrogen) and can be readily and inex- 
pensively separated from hydrogen, it presents an al- 
most inexhaustible supply of basic fuel for fusion. 

The fundamental goal of thermonuclear research is 
the production of economic power from the controlled 
release of fusion energy. ii In addition to the low cost 
and abundance of the fuel required, the fusion reac- 
tion holds the promise of being inherently safe in that 
there would be no possibility of “runaway” reactions. 
The fusion products are nonradioactive and hence pre- 
sent no disposal problems, and furthermore a controlled 
fusion device offers the possibility of direct generation 
of electric power by the elimination of the inefficient 
heat cycle. 

For fusion to occur, the particles must approach suffi- 
ciently close to each other for long enough time that the 
short-range nuclear forces interact causing the nuclei to 
fuse. This is the so-called Thermonuclear reaction. Due 
to the positive charge on the nuclei, the particles tend 
to repel each other strongly. 1n order to overcome these 
Coulomb forces, the particles must be made to collide 
at high velocities corresponding to temperatures of the 
order of 108°IX (for a Maxwellian distribution of particle 
energies). At such temperatures, attainable only in 
gases, the gas is fully ionized consisting of ions and free 
electrons, t.e., a plasma. Thermonuclear research is thus 
concerned with the confinement, heating, and diagnosis 
ol very-high-temperature plasmas. 


Confinement 


One of the major requirements for thermonuclear fu- 
sion is a means to contain the hot plasma'~'8 in a given 
volume for a sufficient length of time such that an appre- 
ciable portion of the nuclei will fuse together. Solid ma- 
terial containers are of no value for this purpose due to 
the cooling effect on the plasma when it comes into con- 
tact with the walls and the consequent quenching of the 
reaction. It is thus necessary to use a force which acts at 
a distance, such as gravitational or electric or magnetic 
fields. For masses of the size encountered in laboratory 
experiments, gravitational forces are much too weak to 
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be of practical use (although these are precisely the 
forces which are effective in confining the plasma parti- 
cles in the sun and other large stellar masses). Static 
electric fields act in opposite directions on positive ions 
and electrons causing charge separation which creates 
opposing fiekls, making this method ineffective. The 
onlv plausible schemes are those involving magnetic 
fields (either static or slowly varying in time) and pos- 
sibly combinations of RF electric fields and magnetic 
fields. Some of the suggested schemes of plasma confine- 
ment will now be discussed: 

1) Pinch: This is one of the earliest schemes suggested 
for plasma confinement, 12:12.19.20 |t is based on the prin- 
ciple that a current flowing in a conductor produces its 
own magnetic field which encircles the current [see Fig. 
4(a)]. This magnetic field exerts an inwardly directed 
force which tends to constrict or “pinch” the conductor. 
A high-temperature plasma is a very good conductor 
(its resistance can be many times lower than that of 
copper), so that in the pinch confinement the current is 
made to flow in the plasma itself. As the current builds 
up, its associated magnetic field increases in strength 
and in turn pinches the plasma into a dense, hot region 
in the center of the container. 

The pinch devices need not be linear in configuration. 
In fact, in order to eliminate end losses, one of the favo- 
rite configurations is the torus. ZETA, the British ma- 
chine at Harwell, is an example of a toroidal pinch de- 
vice. 

Unfortunately, highly constricted columns of plasma 
are unstable against forces which distort its shape, and 
any initial disturbances tend to grow in amplitude so 
that the column rapidly disintegrates. It has been dem- 
onstrated that the presence of a longitudinal magnetic 
field within the plasma-current discharge has a stabiliz- 
ing influence which inhibits the formation of small 
“kinks.” In addition, theory predicts that external con- 
ducting shells may also assist in controlling the insta- 
bilities. A great deal of investigation still remains to be 
done on schemes of this type. 

2) Magnetic Mirror: 'The use of a straight section of 
tube to contain a thermonuclear plasma requires some 
suitable technique for *stoppering" the ends of the con- 
tainer. One approach is to wind magnetic field coils 
about a straight section of tube so as to produce an 
axial magnetic field which is weak in the central region, 
but strong at the two ends [see Fig. 4(b)]. The strong 
fields at the ends tend to repel the charged particles of 
the plasma and hence tend to move them back towards 
the central region. These strong fields at the ends, which 
trap the particles!7'? thus constitute the “magnetic 
mirrors." 

The requirement for containment of plasma particles 
by a magnetic mirror is that the particle energy in the 
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Fig. 4—(a) Pinch. A current in a column of plasma creates an en- 
circling magnetic feld which exerts an inward force on the 
charged plasma particles and hence “pinches” them to the center 
of the tube. The pinch effect unfortunately tends to be unstable. 
(b) Magnetic mirror. Current carrying coils are wound on a 
cylinder so as to produce strong magnetic fields at each end. The 
plasma can then be trapped between the two end “mirrors.” 
(c) Cusp geometry. By suitable arrangement of magnetic field 
coils “cusp” configuration of confining magnetic fields is possible. 


axial direction be small compared with its energy in the 
perpendicular direction. If the axial velocity of the par- 
ticle is too great, the mirror fields will not turn the 
particle back, and hence it will escape. This creates the 
problem of how the particles should be injected so that 
trapping by the mirrors will occur. Suggested schemes 
include the injection of beams of low-energy ions which 
are given large perpendicular accelerations by RF elec- 
tric fields as they pass slowly through the central mir- 
ror region, thus giving them sufficient transverse energy 
to be trapped. A second scheme is to inject a beam of 
high-energy neutral atoms as molecules and break these 
up as they pass through the confinement volume, thus 
providing a means for continuous re-injection of ener- 
getic particles. 

A second problem is that the above-mentioned aniso- 
tropies in the velocity-space required for containment of 
the plasma in a mirror machine can give rise to instabil- 
ities. These instabilities are of two tvpes; one is due to 
unstable electrostatic plasma oscillations which grow at 
the expeuse of the electron energy and the second to 
unstable hydromagnetic disturbances which cause the 
confining field to become “rippled” and to fluctuate 
rapidly, which in turn gives rise to enhanced diffusion of 
particles across the field. 
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The use of mirror machines is thus not without its 
problems, and considerable investigations are yet to be 
made. 

3) Other Schemes: Other schemes for the containment 
of thermonuclear plasmas include the Stellarator, 2 
which uses a magnetic field parallel to the axis of a to- 
roidal tube and is produced by external currents flow- 
ing in solenoidal windings encircling the plasma. The 
confining fields are such that the magnetic lines of force 
generate not a single circle but an entire complex heli- 
cal or toroidal surface suitable for the trapping of plasma 
particles. Some of the stability problems of the Stel- 
larator are similar to those of the toroidal pinch, al- 
though the much smaller currents in the plasma inter- 
act less violently with the confining fields. 

Another approach is based on the idea that, as a re- 
sult of the gyroscopic action, a rotating plasma may be 
stable. In this “homopolar” device, “ the application of 
radial electric and transverse magnetic fields causes the 
plasma particles to precess about a central axis, creat- 
ing a centrifugal force which tends to keep the particles 
away from the axis and trap them in regions of magnetic 
field which have been caused to “bulge” by the rotating 
plasma. 

Studies of magnetic confinement indicate that mag- 
netic configurations with lines of force curving away 
from the plasma should be stable while those curving 
towards the plasma tend to be unstable. This suggests 
that configurations in which the magnetic lines of force 
curve everywhere away from the plasma might be 
stable. Such a scheme is the picket fence or cusp geome- 
try shown in Fig. 4(c). There exists, of course, the prob- 
lem of *stoppering" the regions of weak confinement. 
One idea is to use RF electric fields which are nonlinear 
in space and thus create a net force on the particles 
which inhibits their escape.?-?* (Some consideration has 
been given to complete systems using RF gradient fields, 
however, tne required power appears excessive com- 
pared to other techniques.) 

A further idea has been to start from the high-energy 
side, that is, with a beam of particles having energies 
greater than those needed for thermonuclear reactions 
and by injecting and trapping them in a confined region 
to build up to densities which would sustain the thermo- 
nuclear reactions. To achieve this it is necessary to in- 
ject a high-energy beam of particles into a strong mag- 
netic field and to dissociate the particles before they 
come out. 

Many other schemes have been proposed and are 
under investigation. 


а J.. Spitzer, Jr., “The Stellarator Concept," Phys. of Fluids, vol. 
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Heating 


A crucial requirement for any thermonuclear machine 
is the means to heat the plasma to the required high 
temperatures!!7!* of one hundred million degrees or 
more. Of the several methods for heating the plasma, 
the simplest is the ohmic or Joule heating by the cur- 
rents in the plasma which produce the confining fields. 
At high temperatures, the power input per unit volume 
becomes small due to the high conductivity of the 
plasma, so that interparticle collisions must occur to 
provide any Joule heating. The collisions, however, tend 
to diffuse the azimuthal confining fields and the axial 
stabilizing field into each other. Thus, the Joule heating 
requirements and those for stability are contradictory. 

Another method of heating the plasma (used in mir- 
ror machines) is that of “adiabatic compression.” In this 
technique the magnetic field strength of the entire mir- 
ror configuration is made to increase with time. Thus, 
particles (ions and electrons) injected into the machine 
at times of low field strength will increase their trans- 
verse energy as the magnetic fiekl is increased, while 
their axial energy will remain the same. In fact, it turns 
out that the increase in transverse energy of the particles 
is directly proportional to the increase in magnetic field 
strength. 

A plasma can also be heated by pulsing the axial con- 
fining field so as to produce an oscillating electric field 
which encircles the axis of the tube. This induced elec- 
trie field cau increase the energy of the gyrating charged 
particles. Such a method is aptly called “magnetic 
pumping." The magnetic pumping technique is particu- 
larly effective if the confining field is pulsed at the cy- 
clotron frequency of the positive ions. This is due to the 
interaction between the oscillating electric field and the 
gyrating positive particles which move in the same 
direction and with the same velocity as the electric field 
so that resonance coupling is possible. 

Of importance in the thermonuclear reaction is any 
process which might cause more energy to leave the 
reaction than is created and hence cool the plasma. 
Under the assumption of perfect containment, the basic 
energy loss is due to bremsstrahtung—radiation from 
the plasma itself due to deflection (through collision) of 
the rapidly moving charged particles. If the system is to 
be self-sustaining, the generated power within the 
plasma must exceed the radiated power. This occurs 
above a certain critical temperature, the so-called *igni- 
tion temperature." For the D-D reaction, this critical 
temperature is of the order of 4X 105?K. A second form 
of radiation loss from the plasma which may be im- 
portant is synchrotron radiation due to the radial accel- 
eration of particles in a magnetic field. 

In addition to the radiation losses from the plasma, 
particle losses will occur. There will always be a number 
of particles, particularly electrons, in the high-energy 
tail of the velocity distribution of particles in the 
plasma. These electrons are too energetic to be con- 
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tained by the normal confining field strength and con- 
stitute “runaways.” 


Diagnostics 


Since thermonuclear plasma research is in а highly ex- 
ploratory state, a great number of techniques are neces- 
sary to diagnose"? what is actually happening. These 
constitute such a variety of methods that most experi- 
mentalists in physics would be able to recognize at least 
some techniques with which they are familiar. No at- 
tempt will be made to give an exhaustive account of the 
possible approaches, but the number of different disci- 
plines which can contribute to furthering the knowledge 
of thermonuclear plasmas will be indicated. 

Visual diagnostics such as fluorescent screens and 
photographic methods are of value in obtaining qualita- 
tive information. Fluorescent screens have been used to 
determine the location of the plasma, ion orbit size and 
approximate density measurements. The same informa- 
tion can be obtained with fast-shutter photography, 
while streak photography enables a display of the time 
history of the position and light intensity of the plasma. 

Spectrographic techniques have yielded much quan- 
titative data, such as determination of the ion velocity 
distribution from Doppler and Stark broadening of the 
spectral lines, spectral line identification of the plasma 
species and impurities and determination of electron 
temperatures by measurement of the intensity ratio of 
the spectral lines of ionized and neutral species of the 
plasma. In addition, X-ray energy analysis has been 
applied to measurement of the radiation emitted from 
the hot plasma. 

Direct current probe techniques have been used with 
moderate success (the major difficulty being that probes 
severely perturb the plasma) to obtain indications of 
electron temperature, ion and electron densities and dis- 
tribution profiles. Current loops and probes are of value 
for plotting contours of magnetic field and current dis- 
tributions. Considerable interest has been shown in 
solid-state probes based on the Hall effect for similar 
purposes. 

RF techniques have proven extremely useful, since 
transmission of microwaves through the plasma yields 
information on the plasma electron density, while a 
measure of the intensity of RF energy emitted from a 
plasma yields the kinetic electron temperature. Further- 
more, resonance absorption at certain RF frequencies 
can be used for ion identification since the gyrofrequency 
of a specific ion depends on its charge to mass ratio. The 
use of HF radio techniques in plasma diagnostics has in 
turn stimulated research on the generation of higher 
and higher frequency coherent EM energy. 

Infrared measurements as thermonuclear diagnostics 
have been limited, due to the slow time response of 
most long-wavelength I-R detectors. As the time con- 
stant of these detectors continues to be improved with 
the advent of new semiconductor materials апа tech- 
niques, their utility in such studies will gain prominence. 
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Many techniques first introduced in nuclear particle 
physics are of great value. Among these are the deter- 
mination of temperature and velocity of runaway elec- 
trons by use of graded absorbers in front of scintilla- 
tion counters and similar studies employing nuclear 
emulsion plates and the use of neutron counters for de- 
tecting neutrons, which should arise out of the thermo- 
nuclear process, but more usually are formed far too 
prematurely as a result of acceleration. mechanisms, 
such as instabilities. 

Of course, the true criterion of a thermonuclear reac- 
tion is to measure more energy being created by the 
plasma than is being put into the plasma. 1n the course 
of achieving this no doubt many byproducts will come 
to pass which may be of nearly as great importance as 
the final goal. 

Of the numerous experimental approaches under in- 
vestigation, none is in a position to achieve the “igni- 
tion" temperatures where the input energy begins to 
equal the energy generated, Before this is possible, a 
tremendous amount of basic knowledge of plasma prop- 
erties is still required. These investigations point only 
to further clarification of the severe stability require- 
ments, of the important energy loss mechanisms, of the 
necessary containment times, the techniques of heating 
and diagnosing plasma and many other problems. All 
the different approaches are studies of plasma physics 
necessary to build up the fundamental behavior of 
plasmas over the widest possible range of conditions. 
This is being achieved by the use of many relatively 
small-scale experiments devised to test crucial limita- 
tions and novel ideas in addition to the large machines, 
which create conditions approaching those in a genuine 
thermonuclear reaction. 


COMMUNICATIONS AND PLASMA PHYSICS 
Electromagnetic Wave Interaction with Plasmas 


The interest in electromagnetic wave interaction with 
plasmas is many fold. First, there is the direct applica- 
tion to communication techniques. Secondly, there is 
the information which can be derived from a knowledge 
of such interaction. This is the basis for numerous funda- 
mental studies in physics, diagnostic techniques, and in 
this same category can be included the effects on radar 
return. In addition, the effect of the plasma environ- 
ment on the performance of a given system must be 
considered. 

The interaction of an electromagnetic wave with a 
plasma can be described in terms of a number of “bulk” 
parameters of the plasma. These parameters in turn de- 
pend upon the basic particle interactions. The degree 
of ionization of the gas or mixture of gases comprising 
the plasma determines the “electron density” or number 
of electrons (the most important constituent) con- 
tained within the plasma, The interaction of these elec- 
trons with neutral atoms, ions, and with each other de- 
termines the “collision frequency" of the plasma con- 
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stituents, . e., a measure of the average number ol colli- 
sions an electron undergoes per unit time. Complicating 
factors are that the collisions can be elastic or inelastic, 
the electron can be interacting with several particles 
simultaneously and the nature of the interacting forces is 
different for electron-neutral particle interaction than 
for electron-ion or electron-electron collisions. The elec- 
tron density, collision frequency and external forces de- 
termine the “conductivity” (and in turn the current 
density) of a plasma. For slightly ionized plasmas, the 
conductivity is almost exclusively due to the more mo- 
bile electrons. However, at high degrees of ionization, 
the ion conductivity becomes of importance. From a 
knowledge of the time and spatial variation of these 
quantities (electron density, collision frequency, con- 
ductivity), electromagnetic wave interaction with a 
plasma can, at least in principle, be deduced. 

A fundamental quantity which enters into a discus- 
sion of the properties of a plasma, particularly when 
electromagnetic wave interaction is concerned, is the 
plasma frequency. The plasma frequency (wp) for elec- 
trons in a plasma, regarding the ions as stationary mo- 
tionless points is defined as 


wp = (ne?/egm)! ^, 
where 


n=the electron number density per unit volume 
е= the charge on the electron 

m —the mass of the electron 

eo = the permittivity of free space. 


Although the plasma frequency enters into most consid- 
erations as a convenient “lumped parameter" having the 
dimensions of frequency, it also is an inherent property 
of a plasma. If, in an infinite plasma, a small number of 
electrons are displaced from their equilibrium position, 
a restoring space charge field is created which, if the 
displacing force is suddenly removed, causes the elec- 
trons to oscillate about their equilibrium at a frequency 
proportional to the plasma frequency. 

The electromagnetic properties of a plasma 
change markedly depending upon whether the angular 
frequency of the electromagnetic wave is greater or less 
than the plasma frequency. For RF frequencies above 
the plasma frequency, a plasma behaves more or less 
like a dielectric, the lossiness of which is determined by 
the collision frequency. At frequencies well below the 
plasma frequency, the plasma acts like a very good 
conductor, while at frequencies around the plasma fre- 
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depend upon the environment in which the body is mov- 
ing and hence upon upper atmospheric physics as well 
as depending on the atomic processes of particle interac- 
tion in the plasma, dissociation, ionization rates and 
products, etc. This is, indeed, a formidable problem. 

Plasma sheath phenomena have been reported asso- 
ciated with orbiting satellites.5?759 [t is speculated, with 
some experimental evidence, that due to space charge 
which may build up on the satellite, a cloud of ions 
could be projected in front of the satellite. This plasma 
cloud is thought to be sufficiently dense to reflect HF 
(megacycle) radio waves at times of intense solar ac- 
tivity. More quantitative measurements are neces ary 
before the existence of this effect can be proven. 


Atmospheric Breakdown 


Gas "breakdown" or gas "discharge" in a given region 
occurs when the number of electrons being created by 
ionization is equal to or exceeds the number of electrons 
which are lost through diffusion, recombination and at- 
tachment. [n the breakdown process,?-*? the residual 
electrons in the gas gain sufficient energy from the RI 
electric fields to cause primary ionization by collision 
with the neutral constituents. Initially, since there are 
few electrons, the ionizing collisions are infrequent, but 
as the number of electrons created increases, an ava- 
lanche process is initiated until breakdown occurs. At 
high pressures, the mean free time between collisions of 
the electrons is small compared to the RF period so that 
the electron does not have time to gain much energy be- 
fore collision. At low pressures, the time between colli- 
sions is long so that in the interval the electron gains 
sufficient energy from the RF fields to cause an ionizing 
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collision. At extremely low pressures, there are few 
particles for the electrons to collide with, so an optimum 
pressure exists at which a minimum voltage is required 
for breakdown. 

Thus the electric field strength required to break 
down a gas at low pressure is, in general, less than that 
required at atmospheric pressure. As a consequence, 
even low-power antennas on a high-altitude vehicle may 
be susceptible to voltage breakdown.5*? The effect on 
the antenna performance when voltage breakdown oc- 
curs is to alter the radiation pattern of the antenna, 
lower the total power radiated, change the pulse shape 
of the radiated power and modify the input impedance 
of the device. When the number density of electrons in 
the discharge is such that the plasma frequency exceeds 
the RF frequency, little transmission and considerable 
mismatch will occur. 

Direct application of breakdown theories to antenna- 
voltage breakdown characteristics are difficult due to 
the complex fields which exist near the antenna and 
which vary with the antenna configuration. The effect 
of pulse shape, pulse repetition rate (since electrons may 
be left in the gas in front of an antenna due to the previ- 
ous pulse), and peak powers under varying conditions 
before breakdown occurs are yet not fully understood. 
The environmental conditions of a space vehicle com- 
plicate the problem due to the questionable validity of 
concepts such as diffusion length at high altitudes, the 
unknown effects on breakdown of air turbulence, plasma 
sheaths, etc., around the vehicle and the effects of pre- 
ionized regions such as the ionosphere in which large 
initial electron densities exist through which the vehicle 
must pass. 


Plasma Noise 


As a result of the interaction between electrons, ions 
and neutral molecules in a plasma, electromagnetic en- 
ergy is generated and emitted by the plasma. This 
emission of “passive” radiation from the plasma can be 
due to a variety of physical processes such as: brems- 
strahlung—the deceleration of particles due to an 
atomic encounter; the release of energy during recom- 
bination of an electron-ion pair; or Cerenkov radiation 
from the “bow wave" formed when particle velocities 
exceed the velocity of light in the medium or unstable 
plasma oscillations arising from gradients of electron 
density which exist in nonuniform plasmas. The radi- 
ated energy is in general noncoherent, varying over a 
wide continuous spectrum of frequencies and thus ap- 
pears principally as a noise signal. 

This noise can impose limitations on the sensitivity of 
an antenna receiving system by raising the noise level of 
the environment in which the transmitting and receiving 
system operates and hence defeating the advantages 
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gained in using masers, parametric amplifiers and other 
low noise receiving devices. The “noise” radiated from 
a plasma is not, in all cases, necessarily a detrimental 
effect such as it is in communications. Thus if the spec- 
tral distribution of the emitted energy is characteristic 
of the plasma properties, a measurement of the micro- 
wave radiation provides specific information on the 
plasma. As an example, knowledge of the radiated power 
gives a measure of the electron. temperature іп the 
plasma, and this has been used as a powerful diagnostic 
technique. Further investigations have been focused on 
the microwave radiation from plasmas produced by 
hypervelocity bodies in the hope of providing a means 
for detection and discrimination of such vehicles as they 
enter the atmosphere. 

A major difficulty in the above-mentioned applica- 
tions is an understanding of the fundamental processes. 
For a plasma in a steady state, macroscopic radiative 
transfer concepts without detailed knowledge of the 
atomic processes can be applied and the emission spec- 
trum determined from the electromagnetic wave ab- 
sorption, transmission and reflection properties of the 
plasma. These determinations are complicated by the 
nonuniformity and geometrical configuration of the 
emitting plasma. However, most practical plasmas of 
interest are not in equilibrium, and as vet a considerable 
amount of theoretical work remains to be done on non- 
equilibrium radiation. Furthermore, few reliable quan- 
titative measurements are available to guide the the- 
oretical work. 


PLASMA PROPULSION 
General Rocket Considerations 


After a vehicle has been placed out of the reach of 
strong gravitational forces into a low satellite orbit by 
conventional means (e.g., a chemical rocket), there no 
longer exists a need for a high-thrust device. One then 
an look towards more novel methods for reducing the 
cost of propelling large payloads in space. The use of 
electrical propulsion techniques for this purpose greatly 
increases the size of the payload that can be projected 
into larger orbits. 

To show that this is the case, consider some funda- 
mental system parameters of a rocket." The 
parameters are the specific impulse (defined as thrust 
in weight units/propellant mass flow rate) whose units 
are seconds and the thrust (in weight units) per unit 
weight which is a dimensionless parameter. For a rocket 
to take off from a planet, the thrust per unit weight of 
the rocket must be greater than one. However, in re- 
gions where the forces of gravity are small, even small 
values of thrust/weight may be useful. In a chemical 
rocket, the thrust power is limited to the specific energy 
content within the chemical propellant so that the high- 
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est specific impulse possible is desired. In electrical 
propulsion however, the source of the power and the 
working fluid are completely separate, hence the opti- 
mum specific impulse is not necessarily the greatest one. 
'Thus the source of power increases with increasing spe- 
cific impulse, and the propellant or working fluid de- 
creases with increasing specific impulse with an opti- 
mum specific impulse when the sum weight of the pro- 
pellant and power plant (i. e., vehicle) is minimized. lor 
operations within the influence of the earth's gravita- 
tional field, such as a complete round trip of a lunar 
mission or the establishment of a communications satel- 
lite in a “stationary” 24-hour orbit at a height of 22,500 
miles, the optimum specific impulse required ranges 
from 1500 to 5000 seconds. For interplanetary flights, a 
specific impulse of 7500 to 20,000 seconds is desirable. 

These values of specific impulse are beyond the limit 
of the energy of conventional rocket propellents so that 
new methods are required. In Fig. 7 are illustrated the 
limit of thrust per unit weight and specific impulse of 
chemical rockets and the regions of operation of some of 
the devices to be discussed in the sequel. 
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Fig. 7—General rocket characteristics of some 
plasma propulsion devices. 


Electrostatic or Гоп Propulsion 


One technique for attaining a large specific impulse is 
to electrostatically accelerate a beam of charged parti- 
cles and expel them at very high velocities.“ ““ In this 
manner, it may be possible to design a low-thrust svs- 
tem suitable for space flight. In its simplest form, an 
ionic rocket would consist of an ion source to supply the 
"fuel" and an electrostatic accelerator or gun to accel- 
erate the ions, the ejection of the ions from the device 
corresponding to the mass flow from an ordinary rocket. 
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Considerable thought has gone into a choice of fuel 
for an ionic rocket. The basic requirements are that the 
ion source yield an ion of sufficient mass (to give an 
appreciable thrust) and at the expense of a minimum 
amount of power. Most present experimentation has 
been with the contact-ionization type of ion source using 
vapors of alkali metals as the *fuel." In this technique, 
cesium or rubidium, which have very low ionization po- 
tentials, are passed through regions of incandescent 
tungsten (which has a higher work function than either 
cesium or rubidium). The alkali atoms readily lose their 
valence electrons to the tungsten and nearly 100 per 
cent ionization can be achieved. 

A more serious problem in the development of ion 
rockets is the space charge limitation upon the maxi- 
mum current densities which can be obtained for a 
particular accelerating voltage, electrode configuration 
and propellant. Practical current densities which have 
been achieved at accelerating voltages below 10 kv are 
of the order of 12 ma/cm! for cesium. 

Since ion bombardment can cause serious electrode 
erosion, secondary-electron emission and impact heat- 
ing, it is necessary to focus the ion beam to overcome the 
beam spread resulting from the space charge repulsion 
of the charged ions. To obtain collimated beams, cylind- 
rical-beam and converging-beam Pierce Gun accelerat- 
ing systems have been studied. 

In order to preserve the electrical neutrality of the 
ion rocket and to prevent space charge from building 
up behind the ship and hence inhibiting the ejection of 
ions, it is necessarv to neutralize the *exhaust" of the 
ion rocket. To achieve space charge neutrality, particles 
of the opposite charge must be introduced into the ex- 
haust. The entire ensemble, consisting of negative and 
positive particles and hopefully neutrals due to recom- 
bination, is electrically neutral, so in effect, it is a 
plasma. One technique of neutralizing is to inject elec- 
trons into the positive-ion beam from electron emitters 
located around the perimeter of the beam. The elec- 
trons are attracted into the ion beam by the space 
charge fields in the unneutralized portion of the beam 
and oscillate through the beam, thus giving some de- 
grec of neutralization to the ion beam. Since the mass of 
the electron is a small fraction of the ion mass, an ejec- 
tion of electrons would make a negligible contribution 
to the net thrust and is therefore useful solely in an at- 
tempt to attain charge neutrality. A further suggestion 
for an ion rocket which may overcome the charge neu- 
tralization problem is to have the rocket composed of 
ion diodes, each alternately accelerating positive and 
negative ions. The exhaust of such a system would be 
electrically neutral, and furthermore, if a suitable nega- 
tive ion of comparable mass to the positive ion were 
known, then the over-all thrust of the system could be 
doubled. The difficulty is, of course, in obtaining a suit- 
able negative ion source. Such a dual ion device is il- 
lustrated in l'ig. 8. 

Other charged masses such as colloidal suspensions, 
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Fig. 8— Positive and negative ion accelerators to achieve space 
charge neutrality in exhaust of an ion rocket system. 


dust particles and heavy molecules have been suggested 
as possible fuel for an ionic propulsion system and are 
currently being investigated. 


Neutral Plasma or Magnetohydrodynamic Propulsion 


High specific impulse devices are possible using a 
partially or fully ionized gas (i. e., a plasma) as the pro- 
pellant?7?! in which the ion and electron densities are 
essentially neutral. Such a device is not affected by the 
space charge limitations of the ion rocket. Since the 
plasma is an electrically conducting fluid, electromag- 
netic fields can be used to interact with it in order to 
heat the plasma to higher temperatures or to accelerate 
it to high velocities. Electromagnetic fields can transfer 
energy to a plasma by two basic methods, namely, Joule 
heating which increases the thermal energy of the 
plasma and by the interaction of the plasma current 
with the magnetic field which creates a force accelerat- 
ing the plasma and hence increases the energy of motion 
of the plasma. 'The manner in which this force interacts 
with the plasma is strongly dependent on the geometry 
of the apparatus and on the plasma properties, and is 
the basis for a number of schemes for plasma propulsion 
devices. 

The plasma arc jet is an example of a device in which 
a plasma is used to Joule heat a gas. In the plasma jet, 
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Fig. 9—(a) Plasma jet. А plasma are is used to heat a gas to high 
temperatures. The gas is then passed through an expansion nozzle 
and forms a high velocity exhaust. (b) MHD accelerator. In the 
magnetohydrodynamic accelerator an ionized gas is passed 
through crossed electric and magnetic fields which accelerate this 
plasma. (e) T tube accelerator. In the T tube, the energy stored in 
a capacitor bank is discharged into a gas creating a plasma which 
is accelerated up the stem of the T using magnetic fields. 


a dc voltage is applied between the operating electrodes 
[see Fig. 9(a)] causing a breakdown of the gas in the 
chamber. The propelled gas is then forced through this 
electric arc and is heated upon passing through the arc. 
After heating, the hot gas is expanded in a conventional 
nozzle. The limitation of specific impulse in the plasma 
jet is caused by the inability to recover the energy ex- 
pended on dissociation and ionization of the gas as it 
passes through the arc. Unless recombination occurs be- 
fore the gas is expelled from the nozzle, this energy will 
not appear as kinetic energy of the gas flow and hence is 
lost. 

A device which minimizes the above losses can be 
made by accelerating a. preheated gas using magnetic 
fields. In this scheme [Fig. 9(b)], a hot gas (~3000°K) 
is passed into the acceleration chamber where electric 
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currents are caused to flow through the plasma in a 
given direction. A magnetic field permeates the plasma 
in a direction normal to the electric current. The action 
of the current and the magnetic field creates a JXB 
(where J is the current density, B the magnetic field) 
force which accelerates the plasma in a direction per- 
pendicular to both the magnetic field and the electric 
current. 

Considerable experimentation has been performed 
with the T tube [Fig. 9(c)] in which the gas is highly 
ionized by passing a large current through the head of 
the 7 and then accelerating the plasma up the stem of 
the tube using magnetic fields. Further sophistication 
of this device is to use additional magnetic fields orien- 
tated along the stem of the 7 which act as magnetic 
nozzles increasiny the velocity of the plasma and fur- 
thermore keeping it away from the walls of the tube to 
prevent cooling and erosion. In this manner, specific 
impulses up to 5000 seconds are possible. 

‘Techniques have been developed on a laboratory 
scale whereby donut-shaped “blobs” of plasma or 
plasmoids?*7? can be projected by magnetic forces at 
speeds exceeding 107 cm/sec. Such a plasma gun con- 
stitutes another possible means of propulsion. 

As the interaction between magnetic fields and plas- 
mas becomes better understood, a greater and greater 
number of novel propulsion techniques??? will be sug- 
gested, and some of these will inevitably prove to be 
practical. 


Р1,А5МА DEVICES 
Pre-Plasma-Era Devices 


Many years before the full importance of plasmas in 
the field of science was realized, devices employing 
plasma were in operation. These devices, of course, did 
not require a detailed understanding of plasma proper- 
ties and included the fluorescent lamp, noise sources for 
the calibration of radio receiving devices and as labo- 
ratory standards and transmit-receive tubes for radar 
applications. The fluorescent lamp, for example, is just 
a gaseous discharge plasma whose light emission is used 
to activate the fluorescent material coating of the light 
tube. Most noise sources for laboratory calibrations are 
also gaseous discharges operating well below the plasma 
frequency in the *opaque region." In radar systems, on 
the other hand, it is necessary to have a switch to dis- 
connect the receiver from the transmission line during 
the transmitted pulse and to disconnect the transmitter 
the rest of the time. Such a switch can be obtained 
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using appropriately connected spark gaps which *break 
down? during transmission and act as a low-impedance 
device, while normally they are high-impedance open 
circuits. The T-R tube is merely a sophisticated spark 
gap which operates at lower voltages (since the gas in 
the tube is at low pressure) and whose properties are 
not affected by external environment conditions such 
as humidity and temperature. 

In addition, many important vacuum tube devices of 
long standing used for rectification and regulation pur- 
poses have utilized plasma in their operation. Among 
these can be listed the ignition, the mercury vapor rec- 
tier and even the common voltage regular tube. 


Microwave Devices 


Promising applications of the properties of plasmas 
appear in the field of guidance and generation of high 
RF energy. Since a column of plasma will support the 
propagation of various field configurations of electro- 
magnetic waves, s a considerable effort is presently 
being devoted to an understanding of “plasma wave- 
guides." The waveguide is the basic component of the 
microwave system, and its characteristics will deter- 
mine and limit the other microwave devices which are 
possible. Since a plasma waveguide exhibits specific 
mode and band-pass characteristics (which can be con- 
trolled by external magnetic fields), waveguide filters 
are obvious applications. An electromagnetic wave 
traveling down a plasma column will have its phase and 
amplitude altered, depending on the plasma properties 
and configuration and prototype attenuators,’ and 
phase shifters have been built in several laboratories. 
Plasma properties can also be used for waveguide 
switching. 8 [n addition, since plasmas exhibit inter- 
esting properties such as the Faraday effect, polariza- 
tion characteristics, double refraction and nonlinearity, 
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they present a host of phenomena that can be utilized 
for circuit and microwave applications. 

It has been demonstrated that slow electromagnetic 
waves can propagate in a plasma cylinder in the pres- 
ence of a dc magnetic field. As a consequence, intense 
investigations are being made in attempts to utilize a 
plasmass es as the slow-wave structure of traveling- 
wave tubes. In this manner, the characteristics of the 
slow-wave structure can be altered externally by chang- 
ing the plasma properties. By using modulated electron 
beams?*9! passing through a plasma, a growth of the 
modulation has been observed. This has stimulated in- 
terest in the possibility of obtaining microwave ampli- 
fication by such techniques. A diagram of such an elec- 
tron beam-plasma interaction amplifier is shown in Fig. 
10. Suggestions have been put forth in which the non- 
linear effects of a plasma at high power levels is utilized 
as the nonlinear propagating medium of a parametric 
amplifier. The generation of millimeter waves by plasma 
techniques, such as high-intensity arcs and harmonic 
generation where the plasma provides the nonlinearity, 
excitation of coherent plasma oscillations and their con- 
versions to short wavelength radio waves, etc., is another 
field of great interest?-!9? and current importance. 

In a gaseous discharge (plasma) system, it is possible 
for metastable states of a given atom to be used as car- 
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riers of energy to excite specific quantum energy levels 
of another atom.'® If the excitation cross section for 
this process is large, then a “population inversion” or 
excess of atoms in this excited state will occur. This is 
precisely the condition required for maser action, and 
the successful operation of such a quantum plasma de- 
vice producing maser oscillations at optical frequencies 
has been achieved recently. ““? 

Further schemes have been put forth whereby the ion 
sheaths surrounding hypersonic re-entry vehicles would 
be utilized as coherent radiative elements and hence as 
a plasma antenna, However, considerably more work 
is still required in this direction. Other novel applica- 
tions of plasma are also in progress. 19—197 


Electric Power Generation 


И a dc magnetic field is applied in a direction per- 
pendicular to a moving conducting fluid, an electric 
field is generated in a direction normal to both the mag- 
netic field and the fluid flow. If now electrodes con- 
nected to an external load are appropriately placed, the 
electric field will cause a current to flow in the external 
circuit (as well as in the plasma). Energy is transferred 
to the load at the expense of the kinetic energy of di- 
rected motion of the conducting fluid. This is the basis 
of the de magnetohydrodynamic generator. 19-199 The 
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advantages of such magnetohydrodynamic (MHD) de- 
vices are that no moving parts, only a moving fluid, is 
required. The difficulties include characteristics of the 
working fluid (ionization and dissociation potentials, 
heat transfer properties), the methods of achieving ade- 
quate flow velocities, geometry, contamination and cor- 
rosion problems. МИО generators have been proposed 
for ac power generation!" as well. These devices can be 
either pulsed or steady-state. 

A plasma device for the conversion of heat into elec- 
tricity is the thermionic diode!!7'? in which some of 
the electrons liberated from the cathode have sufficient 
energy to overcome the internal work function of the 
cathode and proceed to the anode where they lose their 
kinetic and potential energy. If the resulting energy 
level of the electrons in the anode is more negative than 
the original energy level at the cathode, then the device 
is capable of driving a current through a load and hence 
do useful work by this conversion of heat into electric- 
ity. The most serious limitation of such a scheme is 
the space charge of electrons which builds up near the 
anode and which inhibits electrons emitted from the 
cathode from reaching the anode. One technique ol 
overcoming the space charge problem is to introduce 
cesium vapor into the device, which, upon contact with 
the hot anode, becomes a positive cesium ion and hence 
tends to neutralize the negative electron space charge. 
Other suggested schemes for controlling the charge ef- 
fects include the use of a grid as a third control element 
and the use of crossed electromagnetic fields. Consid- 
erably more study is required on anode work functions 
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under operating conditions and materials to withstand 
the high temperatures required at the cathodes as well 
as on the space charge problem. 


Semiconductor Microplasmas 


A good analogy exists between the process of electri- 
cal breakdown in a low-density gas and the *avalanche 
effect" which occurs in some reverse-biased semicon- 
ducting «ойе. 128—130 In these devices, a slight increase 
in the reverse voltage above some critical value causes a 
very rapid increase in current and the junction is said to 
“break down." The breakdown occurs due to the multi- 
plication and resulting avalanche of the charge carriers 
both positive (holes) and negative (electrons) in the de- 
pletion layer of the device in a manner analogous to the 
creation of ionization by electrons in a gaseous dis- 
charge. Observations indicate that the breakdown oc- 
curs in very minute highly ionized regions or micro- 
plasmas of about 500 A in diameter. Such devices are of 
great practical potential for applications which require 
switching times of milli-microseconds. In addition, a 
number of other effects ies found in gaseous plasmas 
may also be observed in semiconductors. 

The above are only a few of the devices and applica- 
tions for which plasmas are suitable. The current in- 
tense investigations on the properties of plasmas will 
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undoubtedly result in an *avalanche" of further practi- 
cal uses. 


THE FUTURE 


Today plasma physics is a challenging field of re- 
search in which exist many problems and few satisfac- 
tory solutions. It encompasses many disciplines includ- 
ing particle physics, physical electronics, aerodynamics, 
radiation physics, electromagnetic wave theory, mag- 
netohydrodynamics, thermodynamics, spectroscopy, 
physical chemistry, quantum mechanics and тапу 
others. The interplay between these various fields of 
study cannot help but further the frontiers of science. 

As slowly and surely solutions are found to the many 
pressing problems of plasma physics, what can we hope 
to achieve? The promise of the future includes a better 
understanding of the creation of the Universe and the 
forces at work in it, an almost inexhaustible supply of 
electrical power using thermonuclear fusion reactions, 
reliable communications with space and re-entry 
vehicles, propulsion devices appropriate for interplane- 
tary travel, devices for producing and amplifying HF 
radio energy, electrical generators with no mechanical 
parts, and numerous new semiconductor devices. These 
are the goals of plasma physics research. 

The immediate future must be devoted to a better 
understanding of the behavior of plasmas and related 
phenomena under various conditions. The most sig- 
nificant progress is thus most likely to be made in funda- 
mental studies under controlled conditions. Application 
of the basic knowledge gleaned in this manner will fol- 
low immediately. 

It is dificult to predict what the long-term future will 
hold. Will the present hopes and dreams be realized, or 
will some now incidental and little understood by- 
product of the present effort prove to be an even greater 
achievement than our present goals? Only the future 
will tell. One can, however, safely predict that plasma 
physics will grow both in importance and in scope. The 
present problems are indeed formidable, but the rich- 
ness of the rewards for their solution warrant the in- 
terest and effort which is and will be devoted to plasma 
physics. 
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Oscillations and Noise in Low-Pressure 


DC Dis 


F. M. CRAWFORD] AND С. S. 


Summary This is a review paper concerned mainly with oscilla- 
tions and fluctuations which have been observed to occur either 
spontaneously or as a result of deliberate excitation in low-pressure, 
hot-cathode plasmas. Experimental observations on high- and low- 
frequency effects occurring spontaneously are discussed, and specu- 
lations are made about the possible generation mechanisms. In 
many cases, theories of these mechanisms have been treated in ex- 
periments involving deliberate excitation of oscillations, and com- 
parisons are made where relevant. 

For device applications, and to relieve the difficulties which occur 
in quantitative experiments in plasma physics, it is important that the 
sources of spontaneous oscillations be understood and suppressed, 
if possible. The paper includes a discussion of work which has been 
carried out to reduce these effects, and concludes with some sug- 
gestions for further lines of attack on the problems, 


І. INTRODUCTION 


HE production of a plasma by means of a dis- 

charge in a gas at low pressure is of considerable 

interest today not only from the point of view of 
fundamental physics, but also for the possible device 
applications in fields as widely varied as nuclear fusion, 
generation of electromagnetic waves, and microwave 
amplification. The plasma medium is, however, com- 
plex. Its motion involves the many degrees of freedom 
associated not only with its internal space-charge prop- 
erties and its several ionization processes, but also with 
the additional hydrodynamic properties analogous to 
those of a neutral conducting fluid, and the surface 
motion of a finite medium. It is not surprising then that 
an unfortunate feature of the plasma is its inclination 
towards instability, and most properties of a “steady- 
state” plasma, e.g., number density, current, and main- 
laining voltage, are found on close examination to be 
fluctuating with amplitudes far above reasonable es- 
timates for such phenomena as thermal noise. lor 
example, voltage fluctuations at the anode of a dis- 
charge tube are typically in the range of hundreds of 
millivolts to volts. The presence of strong collective 
processes is indicated, and analysis of the frequency 
spectrum of the disturbances usually indicates strong 
components in two distinct ranges: zero to a few Mc, 
and the microwave band. In this paper we shall call 
these unwanted fluctuations “noise,” regardless of 
whether they are coherent or incoherent. 
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For microwave applications such as amplification and 
frequency generation, it is clearly desirable to minimize 
the level of the high-frequency fluctuations, but it is 
also necessary to reduce the low-frequency components 
since they can cause substantial modulation of propa- 
gated or generated signals. Kino and Allen [1] have 
shown theoretically and experimentally that there is 
strong phase modulation of propagated signals, and 
that phase information is lost rapidly near cutoff, 
while the results of Boyd, Field, and Gould [2]-[5] on 
microwave amplification іп plasmas have indicated 
amplitude modulation of the output in the tens of 
kilocycles range to a depth of as much as 30 per cent 
[3]. 

Before approaching the problem of suppressing the 
fluctuations, it is necessary to determine their genera- 
tion mechanisms and to establish which of them, if any, 
are present as essential processes in the maintenance of 
the plasma. This last point is extremely important be- 
cause it has been recognized for many years that some 
features of the dc discharge cannot be explained by a 
steady-state theory. The most notable is the phenom- 
enon known as “Langmuir’s paradox." This is the ex- 
perimental observation that a Maxwellian distribution 
is maintained in circumstances where the effects of 
collisions could not offset the depletion of the high- 
energy tail by wall losses [6], [7]. Refined theoretical 
calculations showed that strong microscopic interaction 
processes would be required [8]- [10], but experiment 
showed that they were not present [11]. There is the 
possibility of macroscopic effects, and collective oscilla- 
tions have been postulated as the means for making up 
the deficiency. [12], though the site of origin and nature 
of their generation is still controversial [13], [14]. 

The purpose of this paper is to review the experi- 
mental and theoretical work which has been carried 
out on oscillations and noise in de discharges at pres- 
sures where the mean free path [or electron-neutral 
collisions is comparable to the dimensions of the dis- 
charge tube. We shall exclude much of the work carried 
out at higher pressures, the work on oscillations and 
noise occurring in magnetic fields, and the great volume 
of work on instabilities peculiar to fusion devices 
(mainly in the presence of a magnetic field), except 
where they serve to throw light on an effect of interest. 
References to noise and oscillation problems at higher 
pressures are to be found summarized in the work of 
Cobine and Gallagher [15], Fite [16], Sears [17], 
and Van der Ziel [18]. An excellent summary of the 
American work on the problem of instabilities and 
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oscillations in fusion devices niay be found in the book 
by Glasstone and Lovberg [19]. 

Our range of interest includes one of the most com- 
mon experimental discharges, mercurv vapor at room 
temperature, which has a pressure of the order of 1 u; 
unless stated, it may be assumed that the experimental 
data described were taken in this gas. In general, the gas 
used has little effect on the nature of the phenomena, 
though there may be variations in degree. Similarly, 
many mechanisms to be discussed are independent of 
the type of cathode used. The majority of the work 
has been carried out with hot cathodes, and except 
where stated, their use also may be assumed. 

After sketching briefly the characteristics of a low- 
pressure discharge, we shall survey low-frequency and 
high-frequency phenomena separately, and conclude 
with some reference to relations between these two 
ranges and possible techniques for reducing the ampli- 
tude of plasma noise. 


П. CHARACTERISTICS OF A TYPICAL 
Low-PREssURE PLASMA 


To give some idea of the ranges of values encountered 
experimentally, typical figures are quoted in Table I 
for a mercury-vapor discharge at a pressure of 1.1 ш 
(~20°C). 

Further information on the experimental determina- 
tion of electron temperatures and general properties of 
plasmas is to be found in the papers of Killian [20], 
Klarfeld [21], and Boyd [22], and in the pioneer work 
of Langmuir and Mott-Smith on the use of probes 
[23]-[27 ]. 


4. Regions of the Discharge 


Probe measurements and visual observations of dis- 
charges have some measure of correlation, and Fig. 1 
shows the appearance of a typical discharge. 
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Fig. 1—Characteristic regions of a typical low-pressure discharge. 
I. Cathode sheath. II. Unscattered primaries and ultimates. III. 
Meniscus. IV. Slowed primaries, secondaries, and ultimates. V. 
Ultimates. VI. Anode fall. VII. Wall sheath. 


Region I: The properties of this region, which are 
analogous to those of a simple diode in which electrons 
are emitted at the cathode and ions at the anode, have 
been treated analytically by Langmuir [28]. In this 
low potential region, which has a thickness of a milli— 
meter or less [29], electrons are emitted at the cathode, 
yielding an excess of electron space charge, i.e., ап 
electron sheath, near the cathode. [ons stream toward 
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the cathode from the main plasma region, forming an 
ion sheath at the surface of the plasma facing the 
cathode. The potential drop across region I is of the 
oi der of the ionization potential of the gas; consequently 
very few electrons and ions are produced by collisional 
ionization in this region. As the number of elastic colli- 
sions of electrons with neutrals is also small in this 
region, the majority of the electrons emerge from 
region I with energy appropriate to the voltage drop 
across the sheath, and the electron stream has only a 
very small velocity spread. 

Region II: It had been shown in the early experi- 
ments of Langmuir [6] and Dittmer [12], using flat 
probes to intercept the primary beam from a tungsten 
filament cathode, that at low anode currents two 
classes of electrons could be observed: the electrons 
emerging from region I (“primary” electrons) and a 
group of electrons with an isotropic Maxwellian velocity 
distribution (“ultimate” electrons). The ultimate elec- 
trons were approximately 1000 times more numerous 
than the primary ones. However, as current was ИТЕ 
creased a scattering phenomenon occurred introducing 
a small additional electron velocity group (“secondary” 
electrons) with an isotropic Maxwellian velocity dis- 
tribution, and energies intermediate between the pri- 
mary and the ultimate groups. Concurrent with this 
effect was a slowing down of the mean velocity of the 
primary electrons and a superimposition of an approxi- 
mately Maxwellian distribution upon it. As a typical 
result, it was observed that a 50-v beam was slowed to a 
mean velocity corresponding to 36 v, but some elec- 
trons from it could reach potentials as high as 90 v. The 
anisotropy of the primary beam and the isotropy of the 
secondary and ultimate groups were established by 
turning the probe parallel to the primary stream [6]. 
The results for secondary and ultimate electrons were 
identical, but no primary electrons were observed. 

Druyvesteyn and Warmoltz [30]-[32] were able to 
show that changes in velocity distribution, space po- 
tential, and electron concentration occurred in distinct 
narrow regions a few tenths of a millimeter thick. These 
were studied in greater detail by Merrill and Webb [33] 
using a probe movable with considerable precision. 
Further work by Emeleus and his co-workers [34]- [42] 
has shown that the first of these scattering regions lies 
to the cathode side of, or in, region III. 

Region III: This is a bright meniscus-shaped region 
of the same diameter as the primary beam and with its 
convex side towards the cathode. It may be bounded 
on its anode side by a dark laver. Increasing pressure 
or current moves the meniscus toward the cathode. 
Continued increase into current saturation may produce 
a second meniscus near the anode [42]. 

Region IV: 'This is a region in which there is con- 
siderable “turbulence” [43], [44]. The primary elec- 
trons are deviated laterally into approximately conical 
converging and diverging beams. The converging beams 
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do not appear to cross over, but there may be a bright 
spot at the focus. The diverging “wings” may have 
semi-vertical angles up to 30° or more. No definite 
explanation has yet been given for them. Sturrock [45 ]- 
[48] has suggested that they are the result of a wave- 
damping mechanism, while Emeleus has proposed a 
wave-diffraction explanation [37]. 

If anode-cathode spacing is reduced [36], [37], the 
wings bow in and attach themselves to the anode. 
Further decrease in spacing causes the wings to dis- 
appear and the meniscus to lose definition. Photo- 
graphs showing these phenomena clearly are given in 
[35] and [41]. 

Region V: Further out in the discharge, only ultimate 
electrons can be detected. Their temperature depends 
on the factors indicated in Table I and also on the 
operating point on the current/voltage characteristic: 
for example, there is a sharp drop in temperature at the 
point of cathode current saturation [49]. 

In this region, known as the positive column of the 
discharge, the theoretical treatment of Tonks and 
Langmuir [50] assumes that the electrons have a 
Maxwellian distribution of velocities and that there are 
radial variations of electron charge density and po- 
tential over the cross section of the discharge column. 
The ions are assumed to move radially outward from 
their point of generation towards the wall, with a veloc- 
ity corresponding to free motion over the potential drop 
through which they fall. The theoretical treatment, 
which has been confirmed by probe measurements [21], 
[50], [51], predicts that the density near the wall may 
be as much as 50 per cent below its value at the center 
of the column. 

Region VI: At the anode of the discharge there is a 
sheath, the polarity of which is dependent on anode 
size and current [50]. Most commonly, the anode will 
be negative with respect to the potential of the positive 
column (the space potential) by a few volts. 

Region VII: At the nonconducting walls of the tube, 
a thin dark sheath forms. Both the thickness of this 
sheath and the potential drop across it are dependent 
on the electron temperature in the positive column. 
Criteria for the formation of this sheath have been 
given by Bohm [52] and by Tonks and Langmuir [28], 
[50]. 


B. Scattering Effects 


It is interesting to observe the effect of crossing two 
beams of primary electrons. This was explored by 
Langmuir. [6] using identical probe-cathode assemblies 
mounted at right angles, and by Garscadden and 
Emeleus [41 | using a movable low-voltage electron gun 
emitting a beam which passed across the main dis- 
charge column. Both sets of experiments indicated that 
the second beam became scattered only if it passed 
through a volume of plasma in which the primary beam 
was being, or had been, scattered. In the moving-gun ex- 
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periment the degree of energy spread of the secondary 
beam was found to be quite substantial: A 40-v sec- 
ondary beam traversing a region containing a 22-v pri- 
mary beam from the cathode obtained an energy 
spread along its direction of motion corresponding to an 
excess energy of approximately 8 v, while the cathode 
beam incurred a spread of 14 v. This implies that there 
are strong transverse fields, an observation supported by 
some experiments of Allen, Bailey, and Emeleus [35] 
in which the cathode beam was split into a number of 
flat strips by a grid close to the cathode. At the usual 
position of a meniscus, parallel flow was observed to 
break down. The beams spread and merged into each 
other. 

The early experiments on scattering failed to explain 
several features, e.g., the variation of distance to the 
scattering region with beam voltage and current, and 
the problem of why only the primary electrons were 
scattered in a region containing many times more 
ultimate electrons. The ultimate and secondary elec- 
trons could be explained as resulting from elastic and 
inelastic collisions with neutrals, but the mechanism of 
the scattering process proved elusive. Both Langmuir 
and Dittmer realized that high-frequency oscillations 
in the plasma could produce the effect, but neither suc- 
ceeded immediately in observing their presence. The 
issue, was, however, reopened by Penning [53], [54], 
whose experiments verified that such oscillations did 
exist. The nature of these oscillations, and the experi- 
mental data on them, will be taken up again in Sec- 
tion III. 


III. HIGH-FREQUENCY OSCILLATIONS 
.l. Waves in a Uniform Plasma 
1) Zero Temperature Theory 


In order to understand what types of oscillations 
may occur in a plasma, it is necessary to consider the 
waves which can propagate through such a medium. 
When only the high-frequency oscillations are con- 
sidered, it is usual to adopt a model in which the plasma 
is regarded as a neutral medium in which the relatively 
heavy positive ions do not move in response to the RF 
fields. The first derivation of this type was published as 
long ago as 1906 by Lord Rayleigh, who found an ex- 
pression for the natural oscillation frequency of elec- 
trons embedded in positive charge [55]. Similar results 
were obtained by Mott-Smith and by Tonks, their 
work being quoted by Langmuir [8] in 1928 in a paper 
which apparently introduced the term “plasma” for the 
first time. Further extensions of the same principles 
were given by Thompson [56] and discussed fully in the 
classic paper by Tonks and Langmuir in 1929 [57] , [58]. 

It is instructive to present here some of these early 
results, using the Eulerian derivation which is now 
common, and to consider some of the later implications 
of this work. We consider a zero-temperature plasma in 
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which the ions are regarded as stationary. All ac quan- 
tities will be denoted by the subscript 1. The motion of 
the electrons within the plasma is given by the Eulerian 
equation of motion, 


€ 
— Er, (1) 


me 


Ovi 
— (vei 
д! 


where —e is the electron charge, m, is the electron mass, 
vi is the velocity, and E; is the electric field strength. 
For small perturbations we may neglect the second term 
in this equation and assume that all quantities vary as 
exp (jwt). Eq. (1) then takes the form 


е 
— — E. (2) 
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For small perturbations, the current density Ji is 
Л = — en, (3) 


it follows that the current density is related to the field 
by 


en, 
A T E;. (4) 
jome 
We may now find the ac charge density p(= —ena) by 
using the equation of continuity: 
V. JI + јор = 0. (5) 


The divergence equation for the electric field is 
V. Е, ка =ч (6) 


where є is the permittivity of free space. In order to 
satisfy (4)-(6) simultaneously, we find that 


pe " 
1— У.Е, = 0, (7) 
w? 
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wpe = (8) 
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fre( =Wpe/2m) is usually called the electron plasma fre- 
quency. It follows from (7) that either V. E, —0, and 
there is no ac space charge within the volume of the 
plasma, or w=w,,. Let us consider the first alternative: 
it will be seen from (4) that Maxwell's equations imply 
that 


VX Hi = jowE, + Ji = Je a ре / ш?) Ej, (9) 


where Hi; is the magnetic field intensity. We can regard 
the plasma as behaving like a medium with dielectric 
constant є=є0(1— 0.2/0), This dielectric constant is 
negative below the plasma frequency, but positive and 
smaller in magnitude than the dielectric constant of 
free space at frequencies above the plasma frequency. 
When оғо, there is no space charge within the volume 
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of the plasma. Consequently, in an infinite plasma, 
plane electromagnetic waves can propagate at fre- 
quencies above the cutoff at the plasma frequency. In a 
plasnia bounded by metal conductors, waves somewhat 
similar to the usual waveguide modes can propagate 
above the plasma frequency. With insulating bound- 
aries, it has been shown by Gould and Trivelpiece 
[59], [60], Smullin and Chorney [61], Fainberg and 
Gorbatenko [62], and Schumann [63], [64] that waves 
with a phase velocity slower than the velocity of light 
in free space can propagate along the plasma column 
at frequencies below the plasma frequency. These 
waves have fields which have a maximum amplitude at 
the plasma surface. The addition of magnetic fields 
changes this picture radically, as it causes the plasma 
to behave like a medium with a tensor dielectric con- 
stant. Of particular importance is the possibility of a 
slow backward wave propagating at frequencies above 
the plasma frequency. This behavior has been demon- 
strated theoretically and experimentally by Gould and 
Trivelpiece [59], [60], and discussed theoretically by 
the authors already mentioned [61], [62], [64]. 

The alternative solution of (7), о -—«,, implies that 
there is a possibility of natural oscillations at the plasma 
frequency. These oscillations, by virtue of (9), have no 
ac magnetic fields associated with them, and hence are 
usually referred to as electrostatic oscillations. Because 
their frequency does not depend on the spatial varia- 
tion of the fields, they have zero group velocity and are 
entirely local in character. The behavior is such that 
the electrons, when disturbed, oscillate about their 
equilibrium position at the plasma frequency. 


2) Finite Temperature Theory 


In practice, the nonpropagating disturbance at the 
plasma frequency is not localized because the electrons 
are not at zero temperature. The Thomsons [65 ]- [67 ] 
took account of the electron temperature and derived a 
dispersion relation for one-dimensional waves of the 
form 


T. 


w? = be + 5 8, 
Me 


(10) 


where E is Boltzmann's constant and 8 is the propaga- 
tion constant of the wave. This dispersion relation was 
based incorrectly on isothermal expansion of the plasma 
medium, with the result that the constant y was found 
to be unity. Subsequent treatments of the type given 
by Spitzer [68] indicated different values of y lying be- 
tween 1 and 3. 

Thermal velocities of the electrons in a plasma may 
also be taken into account by making the alternative 
assumption of no collisions and working directly with 
Boltzmann's equation, or by regarding the plasma as a 
number of electron streams of number density u, with 
individual dc velocity v,» as was done by Pierce and 
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Morrison [69] and Walker [70]. Then for a one-dimen- 
sional system, assuming a wave with field components 
that vary as exp [j(wt - 82) ], it follows from (1) that 
the ac velocity of the rth electron stream is 
ely 


т, = — — =i (11) 
Јт о — Во,) 
By using the familiar relations between current and 

charge, and the equation of continuity, it is found that 


the ac charge density associated with this stream is 
jen E, 


mw дЫ Br)? : 


pir = (12) 
Finally by using the divergence equation for the field, 
(6) and summing up the total contribution to the 
charge of all the individual electron streams, we find 
that 
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'This is the dispersion relation for a system of s streams 
of electrons. 

If we now regard a plasma as consisting of an infinity 
of electron streams, so that the number density of elec- 
trons contained within the velocity range v—(v+dv) is 
n.f(v)dv, where 


ге 
ncm 
=i 


and f(z) is the velocity distribution, we have in the 
limit 


ty 
(char, (15) 
ne 
and (14) takes the form 
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An often-quoted form of (16) may 
partial. integration: 
| wr (8f /àv)dv 
8 -© ( xx 8v) 


be deduced by 


(17) 


The integral relation of (17) was first deduced by 
Vlasov [71], [72] by using Boltzmann's equation. 
Vlasov integrated this expression by expressing the 
denominator in terms of an expansion in powers of 
Bv/w and retaining only terms up to second order in 
Bv/w. He obtained the dispersion relation of (10) with 
y —3. It was pointed out by Landau [73] that such a 
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procedure is not valid because there is a pole in the 
integrand at v=w/8, and Vlasov had only considered 
the principal integral. Using a Laplace transform 
method, Landau integrated (17), his integral being 
taken to the right-hand side of the pole at v=w/8. The 
contribution of the pole in the integrand then yielded 
the modified dispersion relation 


о) c- s 


For a Maxwellian distribution of electron velocities, 


m, NU? 
Jo) = (Ar. exp (-m R T.), (10) 
we have 
Оу 
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Ж : 
. y E exp (стават). (20) 


The additional term in this dispersion relation implied 
that any wave set up in the plasma would be damped, 
the damping being most severe for a wave with a phase 
velocity comparable to the mean velocitv of the elec- 
trons, a phenomenon now known as Landau damping. 

Van Kampen [74], [75], Bohm and Gross [76]- [78 ], 
and Berz [79] derived (17) directly from Boltzmann’s 
equation, carefully considering the region near v =0/8. 
Berz showed that Landau damping becomes appreci- 
able for wavelengths shorter than 20 Debye lengths. 
Van Kampen, and Bohm and Gross found the follow- 
ing form for the ac perturbation in charge density, 


I): 
2 of 


Wpe 


дт 
+ gi(z)d(w — Br), (21) 


Blw — 8") 
where gi(v) is an arbitrary function of v, and (о — v) is 
Dirac's delta function. This result gives rise to an extra 
term, 21(0/8), on the right-hand side of (17) which rep- 
resents a periodic motion transported by all electrons 
at their own velocity. There is, therefore, no unique 
dispersion relation between w and f. This feature was 
considered in great detail in a series of papers by Bohm 
and Gross [76]-[78], who gave a physical meaning to 
the damping in terms of trapped clectrons. They dem- 
onstrated theoretically that a wave of finite amplitude 
propagating in a plasma medium would interact 
strongly with electrons traveling at a velocity near to 
its phase velocity. Electrons moving slightly slower 
than the phase velocity of the wave would tend to be 
accelerated and thus absorb energy from the wave; the 
converse would be true for electrons traveling slightly 
faster than the wave. For a velocity distribution func- 
tion which decreases monotonically with velocity, there 
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are more slow electrons than fast ones, so that there is а 
damping of the wave. 

It has been remarked by Allis [80] that in a steady 
state, (97/00), „в 0, so that there is then no Landau 
damping and Vlasov's dispersion equation is correct. A 
class of solutions can be obtained for which (0f /дъ) s 
= 0, representing undamped disturbances. These can 
be of large amplitude. They have been examined in de- 
tail by Bernstein, Greene, and Kruskal [81], but it is 
difficult to see under what physical conditions they 
could be set up. In practice, all waves are damped by 
collisions which tend to re-Maxwellianize the trapped 
electrons taking part in such a steady-state wave mo- 
tion. 

Further discussions of plasma wave solutions have 
been given by Allis [80], Gross and his co-workers 
[82]-[84], Berz [79], Bohm and Pines [85 ]- [87 ], 
Twiss [88]-[90], Bailey [91], and Piddington [92], 
[93]. Clear summaries of the issues are given by Van 
Kampen [74], [75] and Ecker [94 ]- [96]. The work has 
been extended to take account of the effect of magnetic 
field on the propagation of waves in a hot plasma by, 
among others, Drummond [97], [98], Mower [99], 
Gordeyev [100], and Bernstein [101]. An alternative 
physical picture of Landau damping in terms of *phase 
mixing" has been given by Case [102] and Van Kampen 
[74], [75]. 

Recent reviews of the theory of plasma oscillations 
have been made by Oster [103], Jackson [104], Bern- 
stein and Trehan [105], and Drummond [106]. The 
last two contain very comprehensive bibliographies. 

Another type of damping due to nonlinear effects in 
a plasma has been discussed by Dawson [107] and 
Sturrock [45]-[48], who show that a single electro- 
static wave may remain undamped. Sturrock shows 
also that two electrostatic waves of frequencies ол and 
we, propagating at an angle to each other, can interact 
to transfer energy into a plane electromagnetic wave 
ol frequency (ол +w). This model also yields a possible 
mechanism to explain the strong radiation at 20, ob- 
served from the sun. 


3) Experimental Observations 


From the foregoing discussion we might expect to 
find that there would be oscillations occurring naturally 
in the discharge near the plasma frequency. Such oscilla- 
tions would have low group and phase velocities, and 
would be difficult to detect from outside the chamber. 
This last point follows from (7), where it may be seen 
that for a zero temperature plasma the total current is 
zero at the plasma frequency. When the temperature is 
finite, the total current is extremely small as compared 
with either the displacement or conduction current 
within the plasma, so that the fields outside the plasma 
due to this type of oscillation should be small. 

The first observation of high-frequency oscillations 
appears to have been made by Penning [53], [54] in 
1926. Using a Lecher wire system connected to the elec- 
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trodes, he observed oscillations around 500 Mc in both 
argon and mercury under conditions when the scatter- 
ing phenomenon described in Section I! was taking 
place. Langmuir [8] and Tonks confirmed these obser- 
vations measuring frequencies up to 1200 Mc in regions 
of the plasma not traversed by the primary beam, and 
an additional component of about 100 Mc in the beam 
region, which appears to have been due to oscillations 
of the beam alone. Later measurements [57] by these 
workers showed the relation for the oscillation fre- 
quency f nee to be true within the limits of experi- 
mental error. Some additional frequencies observed 
appear to be related to the effects of heater current and 
its direction of flow. This effect has been examined in 
more detail by Armstrong and Emeleus [108] using a 
tungsten filament at the axis of a cylindrical anode in 
mercury vapor, argon, and other gases. They discovered 
that the oscillation intensity diminished considerably 
during the off-periods when the filament current was 
interrupted at 2 kc, and that such factors as length and 
inclination of the filament were important. Further in- 
fluences on the amplitude and frequency of oscillations 
were exerted by the choice of operating point on the 
V/I characteristics (filament current and pressure) of 
the discharge. Increases in filament current and pres- 
sure both caused increases in frequency. Oscillations 
could be observed even in the Townsend discharge 
region before a plasma was formed. No essential changes 
in these results could be observed when the anode volt- 
age was swept at 50 cps. The highest frequency ob- 
served was 6 k Mc, and up to 1 per cent conversion effi- 
ciency could occasionally be obtained. Later experi- 
ments by Emeleus and Bailey [109] were directed 
towards increasing the plasma frequency by increasing 
the pressure, and 10 K Me was achieved at 70 и, though 
the power withdrawable was only 1 uw. 

So far we have considered only experiments involv- 
ing observation of oscillations near the plasma fre- 
quency. Early experiments involving simultaneous 
measurements of electron density and plasma frequency 
indicated agreement with the theoretical value to 
within 10 per cent [110]: that there were specific re- 
gions of generation, and that there were relations be- 
tween frequency and tube geometry. These results are 
discussed in the following Subsections. 


B. Beam-Plasma Interactions without Sheaths 
1) Basic Mechanisms 

The theories that we have discussed described propa- 
gation through a plasma which was either at zero tem- 
perature or in which the velocity distribution of the 
electrons was a monotonically decreasing function of 
velocity. In the latter case, the waves were in some the- 
ories undamped and in others damped. Bohm and Gross 
[76]-[78] discussed the interpretation of the wave 
solutions when the velocity distribution was not a 
monotonic function of velocity and showed that under 
certain conditions growing waves could exist. Physi- 
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cally, the phenomenon is best understood by consider- 
ing the interaction between two interpenetrating 
charged beanis of different velocity. This was first done 
almost simultaneously by Haeff [111], [112], Nergaard 
[113], Pierce [114], [115], and Hebenstreit [116]. 
They showed that when two beams of velocities v, and 
m and plasma frequencies / 2 and wy/27 interact, 
the following dispersion equation, which may be de- 
rived directly from (14), is valid: 
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This dispersion equation predicts that when the two 
beams travel in the same direction with approximately, 
but not exactly, the same velocities, growing waves can 
propagate along the system in the direction of motion 
of the beams. These authors also demonstrated the 
phenomenon experimentally, using two electron beams. 

The same theory describes the interaction of an 
electron beam with a stationary plasma through 
which it passes, and was also used by Pierce [117] to 
explain the ion oscillations which occur when an elec- 
tron beam in a gassy system passes through the ion 
cloud generated by its collisions with gas molecules. 


The dispersion equation becomes 
Wp? W pb” 


= 1 
w? (w — Br»)? 


(23) 


where w, is the electron plasma frequency of the plasma 
through which the beam passes, or the ion plasma fre- 
quency of the stationary ion cloud, and wp is the plasma: 
frequency of the electron beam. This equation may be 
written in the form 


о) wpb 

в = Iul (3) 
тъ 001 — e172 

It will be seen that the propagation constant for waves 
traveling along the beam becomes complex for fre- 
quencies below wy. There will be the possibility of 
strong amplification effects at frequencies in the 
neighborhood of the plasma frequency, the gain becom- 
ing infinite when w= ,. Physically, this effect takes 
place because, below wp the plasma behaves like a 
medium of negative dielectric constant in which the 
space-charge forces due to bunching of the electron 
beam are reversed in sign from their values in free space. 

These results and their interpretations have been dis- 
cussed at length by Piddington [93], Twiss [1 18], Stur- 
rock [119], [120], Buneman [121], and Drummond 
[106]. These authors pointed out that knowing the dis- 
persion relation of a system is not sufficient. For in- 
stance, (23) yields complex 8, i. e., a growing wave with 
real ш. But it also implies that with real 8, w can be 
complex, i.e, the waves will grow in time. However, 
because this latter instability is “convective,” as Stur- 
rock describes it, such a result can only be obtained in 
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an infinite system, or in one where there is feedback. 

Physically, this is because the waves that are present 
propagate and grow in the direction of motion of the 
electron beam. The solution with w complex, ie., oscilla- 
tions, cannot apply unless energy can be returned from 
the output end of the system to the input. This will 
only occur if there is some additional feedback mech- 
anism not included in the theory. 

The results have been generalized by Budker [122], 
Sturrock [123], Tchernov and his co-workers [124], 
[125], Trivelpiece [126], Boyd, Field and Gould [2]- 
[5], and Allen and Kino [127], [128], to take into ac- 
count the effects of finite diameter of the beam, finite 
diameter of the plasma, and the presence of a magnetic 
field in the direction of motion of the beam. Fig. 2 indi- 
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Fig. 2—Gain/frequency characteristics for beam-plasma 
interactions in an infinite plasma. 


cates the basic conclusions reached by these authors, 
i. e., that the gain does not become infinite, and that 
there can be gain above the plasma frequency. In a 
finite magnetic fiekl, the gain reaches its maximum 
above the plasma frequency and can remain finite up 
to a frequency given by 


w = (wp? + Wee?) M2, 


where w..=(eB/m,) is the cyclotron frequency of an 
electron in the magnetic field B. 

The original Bohm and Gross |76]-[78] treatment 
took account of the thermal velocity distribution of the 
plasma electrons by a simple extension of (23), and re- 
sulted in the dispersion relation 


(25) 
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The regions of amplification given by this formula 
have been studied by Akhiezer and Fainberg [129], 
Feinstein and Sen [130], Twiss [118], [131], Lampert 
[132], Sumi [133], [134], Boyd, Field and Gould 
[3]-[5], Sturrock [119], Filiminov [135], Buneman 
[136], and Tchernov and Bernashevski [125], who 
considered the effects of thermal motions in both the 
beam and the plasma, collisions of electrons with 
neutrals and ions, and in the case of Sumi, the effect of 
an electron beam density comparable to that of the 
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plasma. As might be expected, both collisions and finite 
temperature reduce the gain to a finite value. However, 
these effects on the gain are not likely to be as great as 
that of finite beam diameter. In addition, the gain is 
found to reach its maximum above the plasma fre- 
quency, when the electron temperature of the plasma 
is finite, although it decreases to zero rapidly with 
further increase in frequency. 


2) Experimental Verifications 

Before considering whether beam-plasma interac- 
tions might occur naturally in plasmas, we shall dis- 
cuss the experimental verification of the contentions 
made above concerning amplification. The first pub- 
lished confirmation of the effect was presented by 
Boyd, Field, and Gould [2]-|5] in 1958, and extended 
subsequently by Tehernov and his co-workers [124], 
[125], Demirkhanov, Gevorkov and Popov [137], and 
by Allen and Kino [127], [128]. 

The type of experimental tube used by Boyd, Field, 
and Gould [2]-[5] is shown schematically in Fig. 3. 
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Fig. 3—Typical apparatus for beam-plasma interaction experiments 
of the type performed by Boyd, Field, and Gould. 


Using helices coupled to external waveguides to modu- 
late and demodulate the electron beam, gain was ob- 
served over the frequency range 500-4000 Mc. Gain 
of a few db/cm was observed reaching a maximum 
at the plasma frequency, as calculated from additional 
measurements. Allen and Kino [127], [128], using 
helix coupling to a beam traversing a magnetically-con- 
fined synthetic cesium plasma, obtained good agree- 
ment with their theoretical analysis of the gain param- 
eter, taking magnetic field and the finite dimensions of 
the plasma and the beam into account. Typical gain 
figures were approximately 5-10 db/cm at 1 kMc and 
approximately 10-15 db/cm at 3 kMe. Tchernov, et al. 
[124], [125], used an experimental arrangement sim- 
Паг to that of Boyd, but with the plasma density in- 
creased by immersing the tube in an axial magnetic 
held. They were able to obtain amplification between 
20 and 40 db over the range of plasma frequencies 110 
kMc. It also appeared that the gain parameter reached 
a saturation value with increasing current. A possible 
explanation for this phenomenon, due to the finite di- 
ameter ol the beam, has been given by Sturrock [123]. 
The influence of increasing the mercury vapor pressure 
was studied and it was shown that a smaller discharge 
current is required to obtain maximum gain with in- 
creasing pressure. It is worth noting that, with a Philips- 
type (PIG) discharge, sufficiently high plasma densities 
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were obtained for amplification of 8-mm waves with a 
gain of 10 db/cm [125]. 

Some attempts were made by Tehernov and Ber- 
naskevski [125] to determine the noise levels in opera- 
tion. It was found that noise figures as low as 40 db 
were obtained at pressures of a few microns. However, 
it appears that in the noise measurements no account 
was taken of any narrow-band low-frequency modula- 
tion present on the output signal, such as might be 
caused by low-frequency plasma oscillations. They also 
tested between 2 and 28 kMc a similarity law showing 
that the gain was fixed, at 10 db/cm in their case, if the 
beam diameter, measured in wavelengths of the slow 
wave propagating along it, was kept constant. 

Although these experiments showed gain on a modu- 
lated beam, we would expect that noise modulation on 
an otherwise unmodulated beam could also grow, per- 
haps even to the extent of ultimately breaking up the 
beam itself. An explanation along these lines was pro- 
posed by Haeff [138] for the generation mechanism of 
solar radio noise, and showed good agreement with ob- 
served noise spectra. After unsuccessful attempts by 
Looney and Brown [139], Kojima, ef al. [140], and 
Gordon [141], the first successful laboratory experi- 
ments of this nature were performed by Demirkhanov, 
Gevorkov, and Popov [137], and Kharchenko, ef al. 
[142]. Demirkhanov, et al., used an unmodulated beam 
passing along the axis of a discharge tube. With one 
tube, oscillations were picked up on a probe within the 
discharge; with another, on a probe outside. The ampli- 
tude of the oscillations was always strongest in the 
beam region. A cavity perturbation technique was 
used to measure the electron density in the discharge, 
and the comparison of the frequency of the highest out- 
put amplitude and calculated plasma frequency was 
always very close. Moving the probe along the direction 
of motion of the beam electrons showed increasing sig- 
nal amplitude at first, then a slow decrease. This was 
probably a result of slowing and scattering of the beam 
by collisions or by the RF signal itself. Similar results 
were obtained over a pressure range 1-10 и in argon, 
nitrogen, and hydrogen. 

Kharchenko and his co-workers [142] investigated 
this phenomenon at higher pressures (30-100 ш) with an 
80-kv electron beam. They observed strong high- 
frequency signals with a maximum amplitude at the 
plasina frequency, provided a long enough interaction 
distance was allowed (10-20 cm). 


3) Natural Oscillations 


We may now speculate as to whether interaction of 
the type established above can occur naturally in a dis- 
charge. The necessary ingredients are there since we 
have a homogeneous stream of primaries leaving the 
cathode sheath and entering the plasma. It is, there- 
fore, worth examining some of the experiments in 
which high-frequency oscillations were investigated 
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spatially in the plasma. ‘The first of these was the scat- 
tering experiment of Merrill and Webb [33] mentioned 
in Section П. They found a remarkable correlation be- 
tween the scattering regions and the points of maximum 
oscillation amplitude. There was in each case an equal 
number of these (usually 2 or 3) with the high-fre- 
quency amplitude reaching its maximum approxi- 
mately midway between the scattering regions (see 
Fig. 4). The oscillation frequency was close to the 
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Fig. 4—Typical results of scattering experiments of the type per- 
formed by Merrill and Webb. (a) Regions of scattering and posi- 
tions of RF maxima. (b) Velocity distributions at points 1-5 
in (a). (c) The frequency-pulling effect of a probe. 


plasma frequency as calculated from probe measure- 
ments. Increases in pressure or current moved the 
scattering regions towards the cathode. The authors 
explained their results in terms of the phenomenon of 
velocity modulation, a process novel then, but familiar 
today in tubes such as the klystron. Assuming that 
plasma oscillations occurred strongly in the scatteriug 
regions, bunching of the primary beam would occur 
somewhat further towards the anode, impressing an 
RE current on the probe. Very little variation in maxi- 
mum RE amplitude could be observed as the probe po- 
tential was varied. Twiss [131] analyzed this experi- 
ment in terms of growth of noise from the cathode 
caused by the interaction of primary electrons with 
the plasma ultimate electrous. He showed that gains as 
high as 170 db/cm could be expected at the plasma fre- 
quency. This gain would vield perturbations in elec- 
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tron velocity of sufficient amplitude to explain the re- 
sults observed. 

Neill and Emeleus [143], using a filamentary cathode, 
observed a variation in oscillation amplitude increasing 
slowly with distance from the cathode to a maximum, 
then falling away, both increase and fall being compli- 
cated by a number of minor peaks. This experiment 
and that of Merrill and Webb were repeated and ex- 
tended by Bailey and lzmeleus [42], [144]. By ascer- 
taining that similar results were obtained with a back- 
bombarded flat tantalum cathode, they showed that the 
more sudden build-up of oscillation amplitude in the 
case of flat cathodes was associated with geometry 
rather than cathode material. They also noted the pow- 
erful disturbing influence of a probe, which could pro- 
duce frequency pulling. This, they attributed to reflec- 
tion of primaries providing a feedback action analogous 
to that in a reflex klystron. Evidence for this was sup- 
plied by the fact that the minor peaks corresponded to 
the center frequencies of the modes (see Fig. 4). The el- 
fect was similar if the wire probe was replaced by a 
quartz fiber of the same size and was most pronounced 
when a small flat probe at right angles to the cathode 
was used. 

It is clear that the results obtained for scattering and 
oscillation amplitude profiles must be considered with 
caution, particularly in view of the pronounced insta- 
bility of the meniscus as it is approached by a probe. 
Bailey and Emeleus [42] found that a magnetic field of 
the order of 100 gauss exerted a stabilizing influence on 
the discharge; it yielded purer RF oscillations, and 
tended to eliminate the pulling effect of the probe. At 
the same time the magnetic field tended to eliminate the 
low-frequency oscillations present, a phenomenon dis- 
cussed in Section V1 below. We might associate this re- 
sult with the elimination of the modulation of the HF 
signals by LF oscillations. Mahaffey [37 | continued the 
work, using plane oxide-coated cathodes, and made 
simultaneous measurements of charge densitv, electron 
temperature, oscillation intensity, and frequency. A 
strong tendency was found for oscillations to grow in 
intensity in the direction of decreasing charge density, 
and to die out when the beam moved up a density 
gradient. This result is in agreement with the sugges- 
tions of Allis [145], who pointed out that as the primary 
beam became lost by scattering, an oscillation at the 
plasma frequency would be cut off as it traveled into a 
region of higher plasma density, but would be enhanced 
as it traveled into a region of lower plasma density. In 
Mahaffey's work, close correlation between the [re- 
quency of oscillation and the measured plasma fre— 
quency was always observed. 

As would be expected from the theoretical work of 
Sturrock [119]-[120], and Bunemann [121] discussed 
earlier, there is no clear experimental evidence that 
natural oscillations can occur without some feedback 
mechanism present. Either there seems to be growth 
from noise, or in the experiments in which standing 
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wives along a beam passing through a plasma have 
been observed, feedback mechanisms have been present 
which could cause the standing waves. For example, an 
experiment by Kofoid [146], carried out in argon at 
11-4 pressure, involved identical oppositely-directed 
beams entering through parallel plane electrodes held 
at space potential. Strong standing waves near the 
plasma frequency were indicated only when both beams 
were present. lf, however, the electrode potentials 
were changed to provide sheaths, thereby introducing a 
feedback mechanism, standing waves were observed 
with a single beam. This type of oscillation is discussed 
more fully below. 


C. Beam-Plasma Interactions Dependent on Sheaths 


'The deliberately excited oscillations discussed so far 
could occur independently of the presence of sheaths. 
In the case of spontaneous oscillations, the cathode 
sheath is necessary to form the beam of primaries, but 
the growth mechanism is, of course, independent of the 
origin of the beam. In a bounded plasma of dimensions 
sufficiently small for a primary beam not to break up 
completely in transit, it is possible that sheaths can pro- 
vide a feedback mechanism analogous to that in a retlex 
klystron, the plasma representing a drift space between 
the sheaths. Standing waves can be set up with wave- 
lengths dependent on factors such as beam velocity and 
tube geometry. 

Ап observation of standing waves was made by 
Looney and Brown [139] in an unsuccessful experiment 
to observe spatially-growing waves on a high-density 
beam. The reason for their lack of success has been 
dealt with by Sturrock [123], who develops the appro- 
priate dispersion relation for a thin beam and shows 
that the interaction distance was too small for a noise 
signal to grow to a measurable amplitude, the maximum 
gain being only about 20 db. A schematic of their ex- 
periment is shown in Fig. 5. By varying the potentials 
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Fig. 5—Experimemal arrangement used by Looney and Brown. 


of the gun and its anode relative to the plasma, ion 
sheaths could be produced on these electrodes. À mov- 
able probe coupled to a receiver could be moved axially 
along the beam to measure oscillation intensity and fre- 
quency. It was found by varying gun current and sheath 
thickness that standing wave patterns were set up with 
nodes at the two sheath edges. The number of loops ad- 
justed itself to keep the frequency as close as possible to 
the beam plasma frequency. 

Although Looney and Brown showed that a transit 
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time mechanism fitted their experimental results, a 
clearer picture of the mechanism was offered by 
Demirkhanov, Gevorkov, and Popov [137], who re- 
peated the experiment and showed that the feedback 
mechanism required to maintain the oscillations is pro- 
vided by secondary electrons ejected from the anode 
by the impinging beam. These are trapped in the inter- 
electrode space, where they oscillate. Several frequen- 
cies are possible, but we might expect the maximum 
oscillation amplitude near the plasma frequency. 

A similar explanation of these experiments has been 
given in the unpublished work of Gordon [141]. Using 
an improved version of the Looney-Brown experimental 
tube, he was able to show that oscillations only occurred 
when there was a returning beam of secondary elec- 
tron. Gordon suggested a theory for the oscillation 
modes based on a klystron-type mechanism in which 
the primary beam took no part. It assumed that second- 
aries were emitted from the reflector, traveled to the 
gun end of the tube, and were reflected at the sheath 
there. In his experiment, the oscillation frequency f 
and transit time 7 of the secondaries were related to 
within a few per cent by the usual expression for reflex 
klystrons /r =. Gordon also obtained oscillations 
in another tube when the primary beam was itself re- 
flected by the sheath at the reflector. However, these 
oscillations were weak. Gordon added further evidence 
of the disturbing influence of probes in experiments of 
this nature. He found that the oscillations, and the 
standing wave pattern associated with them, became 
erratic when the probe was in the beam. They could be 
detected from outside, though the field strength de- 
creased rapidly with distance of the probe from the 
beam edge. Detection became difficult more than a 
centimeter from the beam. 

An even clearer illustration. of the klystron-type 
mechanism had been given earlier by Wehner [147], 
[148], using a discharge tube of the type shown in Fig. 
6 and described by Fetz [149], [150], Schumann [151], 
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Fig. 6— The Wehner oscillator. 


and Wehner [152]. This inaterial is reviewed by Gabor 
[153]. The Wehner oscillator is worthy of interest as 
one of the few practical devices to emerge as a result of 
plasma research. It is capable of producing several watts 
of microwave power up toa few kMc. The primary elec- 
tron beam emerges from the low-temperature, non- 
luminous plasma in the gridded cathode container and 
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is retlected by the repeller electrode. Sheaths with po- 
tentials up to 1 kv across them can easily be formed on 
the grid and the repeller. Wehner detected oscillations 
using a Lecher wire system connected between the re- 
peller and the anode of the device. He was able to ob- 
serve meniscus-shaped oscillation layers close to the 
sheaths, and the existence of 5 separate modes over a 
range of beam voltage and frequency. Good agreement 
was obtained between these experimental results and a 
theoretical analvsis based on a klystron-type transit- 
time mechanism. 

Although we have shown that this type of oscillation 
can be induced deliberately, there seem to be no defini- 
tive experiments in which such oscillations have been 
observed to occur naturally. 


D. Beam-Surface Wave Interactions 


The observation that propagation with phase veloc- 
ity very much less than that of light occurs below the 
plasma frequency in finite plasmas has been put on a 
firm theoretical basis and checked experimentally by 
Gould and Trivelpiece [59], [60], [126]. As already dis- 
cussed, they have shown that two basic modes of prop- 
agation can occur: surface waves involving only a per- 
turbation of charge at the surface of the plasma, and 
body waves involving charge density variation within 
the plasma, which occur only in the presence of a mag- 
netic field. The former effect is unrelated to sheaths 
since it can occur in a zero temperature plasma which 
has no sheath. In his experiments, Boyd [2] was able 
to observe interaction of an electron beam with the sur- 
face wave at frequencies below the plasma frequency, 
producing growth rates of about 1 db/cm. It is possible 
that such an interaction may be observed with the 
beam emerging from the cathode region of a discharge, 
but so far there has been no definite experimental evi- 
dence of this effect occurring. 


E. Sheath Oscillations 


From vacuum tube theory, we are familiar with the 
concept of negative beam-loading due to the transit 
time of electrons passing through a gap. It was pointed 
out by Emeleus [109], [143] that there is the possibility 
that, if the sheath is regarded as a gap, nonreturning 
beams traversing sheaths in plasma may maintain 
oscillations in these regions through such a mechanism. 

It may be shown theoretically [141] that the char- 
acteristics of such oscillations are 


МГИ? = a constant (27) 


and 


ЛИ! = a constant (28) 


for temperature-limited and space-charge-limited emis- 
sion conditions, respectively, where А is the free-space 
wavelength, V is the cathode sheath voltage, and / is 
the saturated emission current. Gordon [141] suggests 
that (27) is a direct result of the assumption that the 
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width of the oscillating region is very small compared 
with the mean free path for collisions. The presence of 
such oscillations in cylindrical plasma diodes has been 
observed by Armstrong and Emeleus [108], and Sluz- 
kin and Maydanov in the USSR, who are quoted by 
Gordon as having obtained results in good agreement 
with the theoretical relations given above. 

Allis [145] has shown that, through the mechanism of 
oscillations, a beam of electrons entering a plasma can 
deliver energy to a region about ten times the cathode 
sheath thickness, a result corroborated by the experi- 
mental observations of Emeleus [154] and Merrill and 
Webb [33]. It is possible that the oscillations observed 
in the cathode sheath do not grow from noise alone, but 
that nonuniformity, or transit time effects in the sheath, 
may provide a direct feedback mechanism to produce 
them. 

It was pointed out by Langmuir that there is an ap- 
parent contradiction associated with the Maxwellian 
distribution of electron velocities normally observed in 
low-pressure discharges at points far from the cathode. 
High-velocity electrons should escape through the 
sheath to recombine with ions at the wall of the dis- 
charge. As the electron mean free paths for collisions 
are very large, there is no obvious dc mechanism for 
Maxwellianization, and there should be a lack of high- 
velocity electrons near the sheath. Gabor [10] called 
this phenomenon *Langmuir's paradox.” It was sug- 
gested by both Langmuir [8] and Gabor [10] that 
strong collective oscillations must be taking place. 
Gabor, Ash, and Dracott [13] pointed out in a later 
paper that this tvpe of collective interaction could occur 
in the sheath, and proposed a mechanism analogous to 
that of the reflex klystron in which electrons entered 
the sheath and returned to the plasma, the sheath be- 
having as a klystron gap. In an elegant set of experi- 
ments using a finely collimated high-energy low-current 
electron beam traveling parallel to а plane plasma- 
sheath interface, they determined not onlv the dc field 
strength in the sheath, but also that of the superposed 
ac field which was found to be present. Both fields were 
found to have an approximately linear increase with 
distance from the plasma. The frequency of the oscilla- 
tions was about $ of the plasma frequency. 

It is interesting to note that a linear field distribution 
is isochronous for incoming electrons, f. e., that the 
transit time is independent of velocity, and that the 
reciprocal of the transit time for the field distribution, 
determined experimentally, corresponded to about half 
the frequency of the sheath oscillations. Physically this 
means that, depending on its time of arrival, a slow 
electron may be able to reach the wall, while a fast one 
arriving a half-cyele later will not. The authors put 
this forward as а Maxwellianizing mechanism which 
would offset the loss of high-velocity electrons to the 
wall that would have to be assumed on a steady-state 
theory. 

Gordon [141] has shown, using an approximate the- 
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ory, that the wall sheath can absorb energy from an al- 
most Maxwellian distribution of electrons entering and 
being reflected from it. He has also obtained reasonable 
numerical agreement with the frequency of oscillations 
observed in the sheath by Gabor, Ash, and Dracott [13]. 

The problem of the Langmuir paradox and the oscilla- 
tion mechanisms that have been demonstrated experi- 
mentally lead to serious doubt as to whether a plasma 
could exist in a low-pressure gas without the presence 
of oscillations. Certainly it is difficult to understand 
how a plasma would maintain its essential nature near 
the wall of a discharge without oscillations, for these 
high-velocity electrons provide the necessary lonizing 
collisions. One alternative to the sheath oscillation 
hypothesis has been advanced by Martin and Emeleus 
[14], who suggested that high velocity electrons to 
maintain the tail of the velocity distribution are also 
generated in the scattering region near the cathode. It 
is not certain, however, that this mechanism could sup- 
ply sufficient high-velocity electrons in a long discharge 
tube. 


IV. Low-FREQUENCY OSCILLATIONS 
4. Ion Waves 


Studies of low-pressure discharges in the late 1920's 
revealed not only the high-frequency oscillations dis- 
cussed already, but also low-frequency fluctuations in a 
frequency band from zero to a few megacycles per sec- 
ond. Among the earliest papers dealing with this topic 
were two contributions by Pardue and Webb published 
in 1928 [155], [156]. Using a straight uniform tube 
with an oxide-coated filament at one end and an anode 
at the other, they explored a pressure range of 15-90 и 
in air. They found that the most prominent frequency 
peaked at about 20 и, and that several frequencies re- 
lated to this component were usually present. By anal- 
ogy to the electron plasma oscillations, they suggested 
that these might be ion plasma oscillations. The prop- 
erties of such oscillations were quoted by Langmuir in 
1928 [8], and the derivations were published by Tonks 
and Langmuir in 1929 [57], [58]. 


1) Theoretical Approaches 


Following Tonks and Langmuir, we assume that the 
unperturbed ions are at rest, so that we can use (2) to 
represent the ion motion and write for the one-dimen- 
sional case 

eB 


jovi = J 9 
n; 


(29) 


where the subscript ¢ denotes ion parameters. All quan- 
tities are taken to vary as exp j(wf — 82), and the electric 
field has been derived from a potential @ by writing 


E = — Vo = je. (30) 


By using the relation between current density and 
velocity, (3), and the equation of continuity, (5), it is 
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found that the ac charge density of the ions, рд( —en4), 
is 


(31) 


Tonks and Langmuir assumed that the ion oscilla- 
tions are so slow that the electrons remain in a Maxwell- 
Boltzmann distribution. With this assumption, we can 


write 
еф 
Pel = — ре | exp { — zi (32) 
| | 625 
If we assume that KTA, it follows that 
ep. 
Pa = — . (33) 
i RT, 
Finally, the application of Poisson's equation yields the 
relation 
Per + pa ере B epi 
pe = tmu S(- t | (34) 
€u kT „єп qm en 


Assuming pe=p; the phase velocity v,(—w/8) of the 
wave is given by 
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where the ion plasma frequency fp;(=@p),/27) is defined 
by 


(35) 


р n;e? 
Opi = e (36) 
EON, 


It follows from the dispersion relation of (33) that an 
electrostatic wave can exist between zero frequency and 
the ion plasma frequency. For «ор, v, (E T./m;)'". 
The wave then has the characteristics of a sound wave 
in which the atoms of the gas have the mass of the ions, 
but the temperature of the electrons and the velocity is 
independent of the density. Consequently, this type of 
wave is called an “electrostatic sound wave” [57]. 

The Tonks and Langmuir theory assumes, essen- 
tially, an isothermal expansion of the plasma. A better 
description has been used by Spitzer [68], introducing a 
pressure term into the equation of motion of the average 
electron, or ion. He assumed that the pressure p is a 
scalar, defined in terms of the mean square velocity 
fluctuation p=m(v—0)}. If the plasma expands adia- 
batically, it may be assumed that px27 By using 
these assumptions, the following dispersion equation 
may be derived [157], [158]: 


2 
Whe” Cp» 


1 = (37) 


o? — Pwe o? — Bw? 


where ш, = (EI ,/ m.) is the electron acoustic velocity 
and w; is defined similarly for the ions. When 7;=0, 
the expression reduces to that of (35), if it is assumed 
that mm., and if T, in (35) is replaced by YeTe 
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This theory may be easily generalized to take account 
of the finite dimensions of a plasma and of collisions be- 
tween electrons and neutrals, ions and neutrals, and 
electrons and ions [157]-[160]. As for ordinary sound 
waves, a low-frequency cutoff for the propagation is pre- 
dicted, dependent on the dimensions of the plasma col- 
umn. If it is assumed that the potential is zero at the 
edge of a uniform cylindrical column of radius a, the 
low-frequency cutoff ш, of a wave with components 
that vary as exp j(@f — 82) cos 26 will be determined by 
the relation J,(w,a/w,) =, where J, is the zth-order 
Bessel function of the first kind, 7;=0, and о, «ор 
The collision frequency » between electrons and ions or 
neutrals is taken into account by replacing the w? in the 
denominator of the first term of (37) by о(о = ји). In 
practice, such collisions exert a negligible effect. For 
instance, when 7,50 the damping term in the propaga- 
tion constant is of the order — C/ A (m./m )8. 

We might expect, then, to observe ion oscillations in 
a plasma in the two frequency ranges corresponding to 
cutoff ol the ion modes: (1) at the ion plasma frequency, 
the high-frequency cutoff, and (2) at the low-frequency 
resonances of a finite plasma. 

The type of theory described so far postulates a high 
electron-electron collision frequency and zero tempera- 
ture for the ions. The properties of ion waves have been 
attacked using the collision-free Boltzmann equation 
by Newcomb [161], Fried and Gould [157], [158], and 
Bernstein, ef al. [162], [163]. They showed that if the 
ions were at zero temperature, waves very similar to 
those obtained in the early theories were derived. How- 
ever, if the ions have a finite temperature, there is 
strong Landau damping, the damping being strongest 
in the region T. 17. This effect is explained physically 
by Fried and Gould as being due to the majority of the 
ions traveling at about the same phase velocity as the 
wave. On the other hand, if there is a relative drift 
velocity between the ions and electrons, the authors 
cited above and Bunemann [136], [164], [165] all 
show that a two-stream instability develops and the ion 
waves become unstable: for 7, 0, only negligible 
drift velocity is needed for instability. For J. = T; the 
minimum drift velocity for very long wavelength insta- 


bilities is 
mA UT] (2RT\ 1? 
tp = 0.925 L + (5 ( ) я 
"m; m. 


Fried and Gould [157 ] suggested that this type of insta- 
bility should take place in a mercury vapor discharge, 
due to the relative longitudinal drift motion of ions and 
electrons along the positive column. However, as the 
radial motion of the ions and electrons, the ionizing 
collisions, and the rate of collisions of ions with the wall 
in such a discharge were not taken into account in their 
theory, it is not clear whether the effects predicted 
should occur in practice. 

Bunemann [165], who had previously obtained some 
of the saine results as Fried and Gould, also carried out 
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computations of the large amplitude oscillations. On the 
basis of this work, he suggested that such collective in- 
teractions could provide a rapid mechanism for restoring 
grossly non-Maxwellian distributions to near Maxwel- 
lian, and thus give rise to an extremely high effective 
collision frequency between electrons and ions, 


2) Oscillations in Beams 


The problem of ion oscillations was approached from 
a different point of view by Pierce [166], who gave a 
theoretical treatment of the oscillations which occur 
when an electron beam passes through the ion cloud 
formed by its collisions with gas molecules. This theory 
predicted that wave amplification should occur at fre- 
quencies below the ion plasma frequency, with maxi- 
mum gain at the ion plasma frequency. It has been 
proposed that the feedback mechanism necessary to 
cause oscillations is supplied by slow secondaries mov- 
ing in the backward direction. In this case the oscilla- 
tions would be expected to occur near the ion plasma 
frequency. Such oscillations were observed unequivo- 
cally by Hernqvist [167], [168]. 

Low-frequency oscillations of other kinds are also 
observed in electron beams. Some of these oscillations 
are due to low-velocity secondaries alone, but most are 
due to ions. Hernqvist [167], [168], Cutler [169], 
Moreno [170], and Ettenberg and Targ [171] have 
described these effects. Relaxation oscillations often 
occur, usually of a modified sawtooth shape, and are 
probably connected with the ionization and deionization 
processes occurring in the beam. There is also a class 
of oscillations connected with interaction of the elec- 
tron beam with a backward wave propagating along the 
ion cloud in the presence of a magnetic field. The theory 
of this effect has been dealt with by Pierce [166] and by 
Smullin and Chorney [61], [172]. Another class seems 
to occur in short beams where, as has been pointed out 
by Jepsen [173], it is extremely unlikely that the beam 
length is long enough to allow sufficient phase delay 
around the oscillation loop to yield the two-stream 
oscillations described by Pierce [166]. A theory of ion 
oscillations in a gridded drift tube in which the electric 
fiekl in the drift tube is postulated to undergo one or 
more space reversals has been given by Jepsen [173], 
and Smullin and Chorney [61], [172]. They show that 
when a beam of fast electrons traverses such a region, 
the beam loading can be negative, and oscillations can 
occur. 


J) Experimental Observations of Ion Oscillations 


Tonks and Langmuir [57] searched for evidence of 
ionic oscillations in a gas discharge plasma with little 
success, except for an isolated observation of a natu- 
rally-occurring frequency component near to the pre- 
dicted value of plasma frequency. Later, Revans [174], 
Druyvesteyn and Warmoltz [30], Funk and Seeliger 
[175], and others have reported naturally-occurring 
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low-frequency oscillations without establishing their 
exact origin. Direct attempts to set them up and study 
their characteristics failed for reasons described by 
Armstrong, Emeleus, and Neill [159], whose experi- 
ments involved pulsing between the anode and an elec- 
trode immersed in a plasma, and observing the tran- 
sient at other points along the tube. In view of the low 
velocity of propagation of ion waves (10 cm), 
phase shift should have been easily measured. Instead, 
an apparently instantaneous response was observed at 
all observation points. This result has been confirmed 
by Kino and Woods [176] using a wide variety of tech- 
niques to attempt ion wave excitation. 

The presence of a high level of low-frequency noise 
would mask low-level ion wave amplitudes, and it 
should be remembered that the dispersion relation was 
derived using a small-signal approximation. It is possi- 
ble, of course, that the noise itself propagates as an 
ion wave, and experiments have been carried out by 
Thong Saw Pak [177], and Crawford and Lawson [178] 
to measure propagation velocities of noise in tubes. The 
lormer concluded that propagation velocities must ex- 
ceed 10? cm and that the entire positive column was 
fluctuating coherently. The latter used hot-cathode dis- 
charge tubes of the type illustrated in Fig. 7, having a 
positive column of smaller diameter than the cathode 
region. By observing potential and number density 
fluctuations along the tube, these workers were able to 
show that the noise was generated close to the cathode 
and that the propagation velocity was > 109 cm over 
most of the column. This high-velocity mode of propa- 
gation can be regarded as a low-frequency version of 
the surface wave propagation described by Gould and 
Trivelpiece [59], [60], [126] or, at even lower frequen- 
cies, as due to conduction along the column. 

Crawford and Lawson also noted that in the first 20 
cm or so of the column, after the constriction, there was 
a smearing of phase, and that the main component of 
the noise appeared to have a phase velocity of the order 
of 107 em. The frequency spectrum of the noise, 
which was typically as shown in Fig. 7, contained two or 
three low-frequency peaks which varied little in fre- 
queney or amplitude with current. This phenomenon 
was suggestive of sound wave modes, and the experi- 
ments were extended by Crawford [160], [179] using 
different discharge tubes, with a wide range of column 
diameters, to see whether the frequency peaks were re- 
lated to each other, and to the column diameter. It was 
found that the frequency peaks fo, fi, and f; in any given 
tube had approximately the same ratio to each other as 
the three lowest zeros of 7, (x), ie., the lowest two roots 
of Jo(x) 70 and the first root of Л, (х) =0. The measured 
frequency was also inversely proportional to the column 
diameter of the tube involved. In accordance with the 
theory for a finite column already described, there was 
a strong suggestion of the presence of radial sound wave 
modes, i. e., oscillations at the low-frequency cutoff for 
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Fig. 7— Discharge tube used in the experiments of Crawford 
and Lawson with typical low-frequency noise spectra. 


sound wave modes. By carrying out temperature meas- 
urements on two of the tubes, Crawford was able to 
arrive at a value of у, of the order of 2. Thus the meas- 
ured frequencies were also in the correct range for ion 
sound wave modes. However, an objection to this hy- 
pothesis is that one of the strongest modes observed 
corresponds to an azimuthal variation of field. This 
seems unlikely, since detection of such modes should be 
difficult on a symmetrically-placed anode, or pickup 
ring outside the tube. 

Some observations of low-frequency resonances re- 
ported by Gabovitch, ef al. [180], who applied a low- 
frequency signal to a probe whose dc potential was 
varied, may also have been associated with ion wave 
oscillations. 

Careful examination of noise frequency spectra under 
widely varying discharge conditions should give further 
clues as to whether ion waves constitute the basic com- 
ponents. The first comprehensive measurements of this 
kind were made by Cobine and Gallagher [15] using 
argon at pressures from 10 u to 2 mm Hg. Unfortunately, 
commercial tubes with relatively complicated noise 
spectra containing a number of peaks were employed. 
One feature which emerged was that above a certain 
critical frequency, varying inversely as the atomic 
weight of the gas, there was a falling-off in high- 
frequency noise. This effect does not seem to have been 
observed in work at lower pressures. Cobine and 
Gallagher also ascertained that fluctuations in light out- 
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put corresponded in waveform to the voltage fluctua- 
tions observed. 

Results obtained by Martin and Woods [181] using a 
tungsten filament and hemicylindrical anode showed 
spectra containing many peaks whose frequency in- 
creased with current, but which were difficult to analyze. 
However, using tubes with simpler geometries, Craw- 
ford [179], [182] has been able to show that frequency 
components at both extremes of the ion wave spectrum 
can exist. With uniform tubes having plane cathodes, a 
high-frequency oscillation near the ion plasma fre- 
quency, varying as the square root of the anode current, 
is observed. Occasionally, fixed peaks suggestive of the 
sound wave modes are also present in a broader spec- 
trum of oscillations. Complicating the tube or electrode 
geometry enhances the fixed-frequency effects, probably 
by introducing more turbulent conditions in the dis- 
charge. 

Impedance measurements made by Crawford and 
Lawson [178], [183] have been interpreted theoretically 
to derive equivalent circuits for a plasma, the parame- 
ters of which can be related to diffusion and collision 
processes occurring in the positive column [183]. The 
various tinie-constants and resonances seem to be as- 
sociated closely with the frequencies at which strong 
noise components were observed in their experiments. 


4) Oscillations at the Cathode Sheath 


It was pointed out by Cobine and Gallagher [15] that 
a small movement of the ion sheath at the column side 
of the double sheath in front of the cathode would be 
sufficient to give rise to the oscillation potentials ob- 
served. Such a movement could be excited by a two- 
stream instability due to the primary electrons passing 
through this sheath. Another possibility closely con- 
nected to this one is negative loading of the primary 
beam by the ion sheath, in the manner described for 
electron. beams by Jepsen [173] and Smullin and 
Chorney [61], [172]. Neither type of theory has, how- 
ever, been fully worked out for this case. We would ex- 
pect, though, that there would be oscillations near the 
ion plasma frequency of the plasma in front of the 
cathode. The current-dependent oscillations measured 
by Crawford, and described in the last paragraph, are 
probably evidence of the existence of this effect. As con- 
firmation, it is worth noting that the actual values of fre- 
quency obtained from several tubes of different di- 
ameters, containing various different cathodes, normal- 
ized closely with respect to cathode current density in 
the case of current-dependent frequency variation. This 
implies that these oscillations were generated close to 
the cathode. Using tubes with movable anodes, further 
support has been added to this view by the fact that the 
frequencies remain unchanged until the anode is brought 
to a few millimeters from the cathode and begins to dis- 
turb such fundamental features of the discharge as the 
meniscus. 
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B. Potential Minimum Oscillations 


Under space-charge-limited emission conditions, there 
will always be a retarding potential at the cathode in 
either a hard tube or a gas discharge tube. This results 
in the formation of a potential minimum close to the 
cathode. It was suggested as long ago as 1929 by 
Kingdon [184] that positive ions could get trapped in 
this minimum and oscillate there, and that this could 
occur even at discharge currents in the Townsend region 
preceding plasma formation. Such oscillations in the 
pre-plasma state have been reported by Ballantine [185] 
and others [15], [181], [186], [187]. 

À theory of potential minimum oscillations has been 
given recently by Waymouth [188], who has derived a 
modified form of the Tonks-Langmuir dispersion rela- 
tion quoted in (35). 

In the experiments of Crawford [179], [182] in which 
an ion plasma frequency proportional to J," was ob- 
served, there was in some tubes a second peak in the 
spectrum at a frequency approximately 1/10 of this, 
which moved with increasing anode current according 
to a power law between 3 and 4. This has not been ex- 
plained but may well bea potential minimum occillation. 
Experiments with several tubes indicated that the fre- 
quency depended on cathode current density rather 
than on column current density, and was unaffected by 
the movement of the anode, as in the case of the first 
type of current-varying oscillation. 

In experiments with fluorescent tubes van Boort and 
Klerk [189] and Waymouth [188] also observed oscil- 
lations, which they postulated were potential minimum 
oscillations. It may be seen from Waymouth's data that 
the frequency of these oscillations was proportional to 
118, These workers noted that the oscillations measured 
at the anode of the discharge or on a probe disappeared 
when the cathode was temperature-limited. Waymouth 
suggested that this result was evidence that the oscil- 
lations took place in the potential minimum and used 
the vanishing point as a measure of the saturation cur- 
rent of the cathode. However, Crawford and Lawson 
[178] showed that, as the impedance of the discharge 
becomes very large when it is temperature limited, any 
oscillations generated internally would not be observed 
easily outside the discharge. In one experiment, using a 
microwave resonant cavity perturbation tech nique, 
they were able to show that there were still substan- 
tially unchanged fluctuations of charge density in the 
plasma column, even when the cathode was temperature 
limited, and no oscillations could be measured on the 
anode of the discharge. 


C. Striations 

It has been mentioned earlier that the study of oscil- 
lations by use of probes within the discharge is com- 
plicated by the disturbing effects of the probe itself, 
particularly in the vicinity of sheaths. These matters and 
the feasibility of using external probes are discussed by 
Emeleus [190], [191 ], who points out that much valua- 
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ble information can be obtained by observing the light 
output from the discharge. The results of such studies 
by Cobine and Gallagher [15] and Landecker and Rob- 
inson [192] indicate close correlation between the fre- 
quency spectra of anode voltage and light output 
fluctuations. 

A familiar feature of discharges at pressures of the 
order of 1 mm is the presence of either fixed or moving 
striations. Their mechanisms and theory are still not 
fully understood, but it is indicated by Pupp [193] that 
they are associated with potential fluctuations of several 
volts and large changes in electron temperature and 
concentration. The early experiments of Appleton and 
West [194] suggest that the striations are accompanied 
by a high level of low-frequency noise. Druyvesteyn and 
Penning [29] summarized much of the early work, but 
did not indicate the existence of striations at pressures 
below 100 f. Loeb [195] suggests they may exist down 
to pressures of about 10 и, and that they are more likely 
to occur in impure gases or gas mixtures. Much of the 
more recent experimental work has been carried out by 
Dieke and his co-workers [196], [197], and Pekarek 
[198], [199], and a theoretical discussion has been given 
by Robertson [200]. 

There seem to have been no published observations 
of striations occurring in mercury vapor discharges at 
a few microns until a paper by Foulds [201 ] in 1956. In 
à cold cathode tube, using photocell techniques and 
a rotating mirror camera, Foulds was able to observe 
almost regular striations moving toward the cathode 
and some evidence for irregular striations moving to- 
ward the anode. Frequencies and velocities of the or- 
der of 10 kc and 2.105 cm were involved. This conflicts 
with some earlier results of McCurdy, et al. [202 204]. 
who found that pure mercury vapor gave no standinz 
striations. There could possibly have been unobserved 
moving striations in their experiments, however. The 
present state of the theory does not allow us to predict 
the occurrence and characteristics of striations, but the 
velocities involved agree reasonably well with the re- 
sults of an experiment of Armstrong, Emeleus, and 
Neill [159], in which a region of heavy ionization was 
forced to pulsate under the influence of abrupt changes 
in electrode potentials. 


D. . Inode Spots 


Armstrong, Emeleus, and Neill [159] have pointed 
out that instabilities can occur near to the anode of à 
low-pressure discharge in certain regions of the volt- 
age/current characteristic. Small spots may form, 
generating low-frequency oscillations which have con- 
siderable energy associated with them [205]. The au- 
thors describe experiments in which the tube became a 
source of audible noise. 

The exact mechanism of this anode glow instability 
is still obscure, but it seems to be more pronounced when 
the anode fall is positive than when it is negative. It is 
further intensified when there is large curvature of the 
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glow (for example, when the discharge anode is small or 
when impurities are present). Pupp's experiments sug- 
gest a connection with the existence of striations [206]. 

Armstrong, et al. [159], suggest that pressure insta- 
bilities may be responsible. Langmuir [207 ] showed as 
long ago as 1923 that steady currents produce differ- 
ences of gas pressure in a tube, but the subject of in- 
stability under these conditions does not seem to have 
received attention. [t may have relevance to the pro- 
duction mechanism of striations. 


E. Miscellaneous 


Several other mechanisms not included in the fore- 
going sections have been suggested as being important 
in noise generation [154]. 'The majority of these effects 
are associated with the cathode. It is felt that, although 
they might occur under special conditions, they are not 
the major sources of noise in most tubes; neither are 
they inherent in the maintaining mechanism of the dis- 
charge. When the gross components described above 
have been eliminated, these mechanisms may become 
important. 

Emeleus [154] has suggested that noise could be 
caused by irregular movements of the boundary be- 
tween parts of the cathode emitting space-charge- 
limited and temperature-limited current. Clarke [208] 
has advanced the hypothesis that a type of flicker effect 
may occur, enhanced by the presence of positive ions 
and possibly associated with mode-jumping of standing 
space-charge waves in the gas very close to the cathode. 

Many observations on noise frequency components 
have shown the presence of harmonics [155], [182]. 
These might be generated from sinusoidal oscillations 
by nonlinearities in the plasma or may be evidence of 
the existence of relaxation oscillations with more com- 
plicated waveforms. For example, the discharge might 
have two stable modes and jump from one to the other 
[57]. Few details of such mechanisms are available but 
a possible means by which they might be excited is dis- 
cussed in Section V. 

Two further mechanisms, the levels of which are ex- 
tremely low relative to the noise actually observed, are 
shot and thermal effects analogous to the phenomena 
observed in hard tubes. 


V. INTERDEPENDENCE OF Low- AND HIGH- 
FREQUENCY OSCILLATIONS 


Since low- and high-frequency fluctuations have often 
been observed in the same tubes, we may question 
whether there is a causal relation between oscillations in 
these two ranges. Mahaffey [37] has suggested, as a 
result of experiments in which anode-cathode spacing 
could be varied, that there may be an association be- 
tween the occurrence of strong positive ion oscillations 
and the appearance of a fully-formed meniscus. Allen, 
Bailey, and Emeleus [35] have also found close associa- 
tion of high- and low-frequency oscillations using a 
modified form of beam discharge similar to that of 
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Looney and Brown [139], but relying on the cathode 
for formation of the beam. A flat probe which was placed 
perpendicular to the beam caused a dilluse glow to ap- 
pear midway between probe and cathode. High- and 
low-frequency oscillations were observed to occur to- 
gether. The glow was unstable and disappeared to- 
gether with the oscillations, when a fine wire probe was 
used in an attempt to explore it. This last effect was 
observed by Bailey and Emeleus [42] who also noted 
that as current increased and the meniscus became 
blurred, there was an increase in amplitude of the low- 
frequency oscillations. 

A suggestion advanced by Allen, Bailey, and Emeleus 
[35] is that the high-frequency interaction between the 
beam and the plasma electrons builds up so rapidly near 
the meniscus that the resulting violent disturbance of 
the discharge might lead to low-frequency ionic or re- 
laxation oscillations. It is further suggested by Emeleus 
and Mahaffey [209] that transverse ion oscillations 
might be responsible for the transverse scattering of the 
cathodic beam described in Section 11. 


VI. REpucTION oF Norse iN DISCHARGES 


'l'he feasibility of reducing noise depends on whether 
or not the generation mechanism is an inherent process 
in maintenance of the plasma. Those fluctuations that 
are caused by the presence of the cathodic electron 
beam might well be eliminated if the beam could be 
spread or broken up without loss of energy, and it is 
possible that if the charge concentration could be made 
to increase from the cathode outwards, there would be 
no forward propagation of disturbances. The low- 
frequency noise involving cathode sheath oscillations 
might be reduced if the potential of the column edge 
were clamped firmly, while those disturbances which 
are of geometrical origin (for example, the eflects of a 
constriction in the discharge) might be reduced by some 
sort of focusing of the streams passing through. 

Some experiments along these lines have already been 
carried out. Cobine and his associates [15], [210], [211] 
investigated the effects of a magnetic field transverse 
to current flow on oscillations in discharges at pressures 
around 100 K, and established that the low-frequency 
effects observed at the anode were reduced when the 
primaries were deflected to miss the anode. They also 
discovered that as the magnetic field strength was in- 
creased, the over-all noise passed through a minimum 
and increased again. Similar effects to those in hot cath- 
ode tubes were also observed by Ruthberg [212], using 
cold cathodes. Cobine and Gallagher's results for a 
transverse field were confirmed by Armstrong, Emeleus, 
and Neill [159], while the case of an axial magnetic field 
was examined by Bailey and Emeleus [42]. They found 
that field strengths of the order of tens of gauss would 
reduce the low-frequency noise and stabilize the menis- 
cus. They made no comment about the effect of the 
high-frequency noise component on the aniplitude. 

These results have been extended by Crawford [179], 
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who has shown that axial magnetic fields less than 50 
gauss can reduce the level of the relatively fixed fre- 
quency noise components occurring in long discharge 
tubes by as much as 20-30 db. Beyond the minimum the 
noise increases again. This effect may be related to the 
well-known anomalous diffusion mechanism [52], [213]. 
The strongly current-dependent mechanisms located in 
or near the cathode sheath are not affected materially 
by an axial magnetic field. 

The use of an auxiliary electrode to reduce low- 
frequency fluctuations was investigated by Thong Saw 
Pak [214]. He describes a tube in which a wire filament 
was placed at the focus of a parabolic wire gauze elec- 
trode, the open side of which faced the anode. Noise 
figures of the order of 50 db lower than those usually ob- 
tained without such an electrode were observed for cur- 
rents up to about 80 ma, when noise again appeared. 
Even then, a positive bias on the auxiliary electrode 
could reduce the noise somewhat. 

Further experiments involving fine-mesh grids be- 
tween cathode and anode of a plasma have confirmed 
these results, and Johnson, Olmstead, and Webster 
[215] have coined the apt (but etymologically question- 
able!) term *Tacitron" for a low-noise device of this 
type operating in the anode glow mode, and have de- 
scribed its characteristics. 

Crawford [179] has carried out experiments with a 
gridded tube in which the grid-cathode spacing was of 
the order of a Debye length. The grid potential assumed 
a value approximately equal to the ionization potential 
of mercury (^10 volts) and variation of grid and anode 
current divided the noise characteristics into two regions: 
for 1,/I,>K there was a very low noise level, and for 
L/I,«K the noise increased sharply. lor the tube 
tested K was approximately constant, and was about 3. 


VIL 


Recent years have seen the growth of a complex struc- 
ture of plasma theory on the foundations laid by Lang- 
muir and his co-workers 30 years ago. The study of wave 
propagation at microwave frequencies has been carried 
to a highly sophisticated level, though the models with 
which this study have been conducted have not always 
represented accurately the behavior of actual experi- 
mental plasmas. Certain of the oscillations which occur 
naturally in most dc discharges may provide a check on 
the theories. If these oscillation mechanisms can be elu- 
cidated and effectively suppressed, it should be possible 
to carry out more detailed quantitative experiments to 
check the theoretical studies of propagation. Such work 
would be useful not only to the fusion field and to the 
general study of instabilities, but should also suggest 
new possibilities in the field of microwave generation 
[216] and amplification: already, Wehner [147], [148] 
has demonstrated that reflex klystron-type oscillations 
involving sheaths can be utilized in wide-band elec- 
tronically tunable oscillators of reasonable efficiency, 
while electron beam-plasma interactions offer the in- 
triguing prospect of high-gain microwave amplification. 
The permeable, structureless nature of this type of 
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amplifier is an attractive possibility for millimeter wave 
amplification. In addition, there may be entirely new 
methods for coupling in and out of the system, based on 
the unusual radial propagation effects in the presence 
of a magnetic field, on the high rate of amplification, as 
discussed by Feinstein [217], or on the nonlinear inter- 
action with an electromagnetic wave of the type de- 
scribed by Sturrock [45]- [48]. These coupling mecha- 
nisms, which are not necessarily subject to the usual 
limitations of slow-wave devices, have been discussed 
by Kino [218]. A major drawback to such devices at 
the present time is the presence of high- and low- 
frequency oscillations in the discharge. Broad-banding 
the device, for example, by using a nonuniform plasma 
may help to discriminate against low-frequency fluctua- 
tions in charge density, but effort is required to reduce 
spontaneous oscillations which may be generated in the 
working range. 

It is still not clear whether a plasma can exist without 
self-generated oscillations, but it seems reasonable to 
assume that all but those required for Maxwellianization 
of the electron velocity distribution might be eliminated 
if sufficient care were taken. The presence of the sheath 
oscillations detected by Gabor, Ash, and Dracott [13] 
woukl seem to be necessary lor this process. However, 
because they are at a relatively low frequency compared 
to the plasma frequency and because their fields are 
normal to the plasma edge, they may well have only 
weak fields within the plasma itself. By deliberately in- 
creasing the charge density in the direction of the 
cathodic electron beam, we might cause the effect of the 
RF oscillations generated in the vicinity of the meniscus 
to be very weak in the amplifying region also. 

Two alternatives would be: 1) to use other types of 
discharges such as the highly ionized, synthetic cesium 
plasmas based on the resonance ionization phenomenon 
first investigated by Langmuir and Kingdon [219] and 
studied in more detail recently by Allen and Kino [128], 
D’Angelo and Rynn [220], and Knetchtli and Wada 
[221], or 2) to use the negative-glow mode which occurs 
at rather higher pressures and has electron temperatures 
which can be only a few hundred degrees. These proper- 
ties and possible applications have been described by 
Anderson [222], [224] and Harris [223]. 

Although there is now fairly good qualitative under- 
standing of the mechanisms giving rise to spontaneous 
RF oscillations, considerably more work is required for 
a detailed understanding of scattering and Maxwelliani- 
zation through sheath oscillations. Although Landau 
damping is now well established theoretically, there does 
not appear to be any direct experimental confirmation 
of the phenomenon available. It is understood, however, 
that several projects are currently in progress to study 
this effect in electron beams. 

Although a wide variety of mechanisms has been sug- 
gested for the generation of low-frequency oscillations 
and noise, there are few convincing demonstrations of 
the existence of such fundamental phenomena as ion 
waves and potential minimum oscillations. On the other 
hand, theoretical explanations of many effects that have 
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been observed (for example, striations) still have no 
firm basis. Ion wave phenomena deserve attention be- 
cause of the part they may play in causing instability 
and enhanced diffusion across magnetic fields, an effect 
particularly important in work on thermonuclear fusion. 
Longitudinal ion waves in the presence of a magnetic 
field have been reported by Alexeff and Neidigh [225 ]. 
[226]. There are also possible applications of such 
longitudinal waves to generation and amplification in 
the millimeter range [227]. 

Work on the suppression of low-frequency fluctua- 
tions looks promising, and as there seems to be no 
reason why their existence should be essential to main- 
tenance of a steady-state discharge, it may well be pos- 
sible to eliminate them by careful design of the ap- 
paratus. 


List or SYMBOLS 


magnetic field strength 
electric field strength 
magnetizing intensity 
current density 
neutral density 
temperature 

positive column radius 
electronic charge 
plasma frequency 
Boltzmann's constant 
particle mass 

number density 
pressure 

time 

velocity 

acoustic velocity 
propagation constant 
permittivity 
azimuthal angle 
wavelength 

collision frequency 
charge density 

transit time 

potential 

radian frequency 
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Subscripts: 


e quantity associated with electrons 
quantity associated with ions 

N quantity associated with neutrals 

1 accomponent 
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Ionic and Plasma Propulsion for Space Vehicles“ 


G. R. BREWER}, M. R. CURRIET, SENIOR MEMBER, IRE, AND 
R. C. KNECHTLI f, MEMBER, IRE 


Summary—The propulsion of future space vehicles by means of 
electrical engines appears to be the most practical and effective 
method for long interplanetary missions. The basic principles of the 
major class of such electrical engines, viz., those utilizing ionic or 
plasma acceleration, involve technologies familiar to and largely 
stemming from the work of electronics engineers and plasma physi- 
cists. This paper describes the various methods under investigation 
today for the acceleration and neutralization of charged particles 
for use in propulsion. The several topics discussed include the prob- 
lem of beam neutralization, cesium ion engines, electron-bombard- 
ment engines, and magnetic plasma acceleration. 


INTRODUCTION 


IHE SUBJECT of electrical propulsion represents 
an exciting new area of applied science and tech- 
nology which is rapidly growing in interest and 

importance and which has, literally, an unlimited future. 
Electrically propelled spacecraft provide the only feasi- 
ble means for exploring the further reaches of our solar 
system, for economically transporting large manned ex- 
peditions and heavy payloads to our neighboring planets 
and for probing the solar system away from the ecliptic 
plane. 

lt is inevitable that such vast new concepts as this 
build on fundamental knowledge and experience in a 
variety of fields and, in turn, provide strong motivation 
for vigorous new work and progress in these areas. This 
is certainly the case here. From an over-all viewpoint a 
nuclear-electric propulsion system consists of three 
major components: a lightweight nuclear reactor, an 
efficient method for converting thermal energy to elec- 
trical energy, and the thrust unit itself. The first two of 
these are giving strong impetus to fundamental and 
applied work in the areas of new types of high-tempera- 
ture reactors and methods of direct energy conversion 
such as thermionic and MIID devices. 

The third major component, the electrical thrust unit, 
is the subject of this paper. As will be shown, it builds 
directly on the broad field of electronics concerned with 
plasma physics and devices, beam and particle dynam- 
ics, electron optics and electron tube technology. The 
purpose of this paper is to discuss electrical propulsion 
devices froin this point of view. Rather than present a 
detailed picture of the increasing number of specific en- 
gineering developments in this field, we intend that the 
discussion shall relate the general directions of current 
efforts to basic problems in plasma physics, ion beam 
generation and control, and particle dynamics. We take 
the point of view that the rapid development and future 
success of electrical propulsion will depend upon con- 
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tinued fundamental research in these areas and that, 
conversely, progress in electrical propulsion will have a 
significant impact on these basic areas in terms of new 
understandings and new tools for attacking problems of 
fundamental importance. 1n short, electrical propulsion 
is a field which is fertile for invention, research, innova- 
tion, and cross-fertilization with other major areas о! 
applied physics and electronics. 

‘The concept of the ion rocket engine has existed for 
many years. In 1906 R. Н. Goddard mentioned it in his 
notebook [1], and in 1929 H. Oberth devoted a chapter 
of his book, Шере zur Raumschiffahrt [2 ], to the concept. 
However. active research and development effort has 
only taken place during the last few years; some of the 
earliest articles on electrical propulsion in the U. S. liter- 
ature were written in 1954 by Dr. Ernst Stuhlinger, 
now of NASA, who has continued to provide much of 
the stimulus and leadership for this program. Although 
a large and growing body of literature on the subject 
exists, no attempt is made here to give a complete list 
of references. 

The importance of electrical propulsion can be seen 
from the following basic relations. Thrust is equal to the 
rate of change of momentum imparted by the exhaust 
of a rocket engine. For simplicity, let it be assumed that 
all particles in the exhaust have the same velocity ves. 
Then the thrust 7 is simply 


Т = ever, (1) 


where i, is Ше propellant mass flow rate. If this thrust 
lasts for a time т, the total impulse imparted to the 
vehicle is equal to Tr. 
The specific impulse, defined as the impulse per unit 
weight of propellant exhausted, is 
, Tr 7h 
p= am (2) 


Wp Wp 


where w,=m,g is the propellant weight exhausted in 
time r. This gives the specific impulse as thrust per unit 
of propellant weight flow rate. Combining (1) and (2), 
we obtain 


Vez 
І. = — seconds, (g = 9.8 m/second?) (3) 


8 


which identifies specific impulse as a measure of the ex- 
haust velocity. 

Consider, now, the equation of motion in free space 
for a vehicle whose mass M and velocity v are functions 
of time: 


Mdv = — ved M. (4) 
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For an initial mass M; starting from rest, (4) gives 


e Int 5 
vc Dag n(—). (5) 


Thus, the effectiveness of mass expenditure to gain 
velocity is a function of specific impulse, t.e., from a 
mass point of view, a given velocity increment is 
achieved more efficiently with a system having high 
specific impulse. 

With low specific impulse chemical rockets, the mass 
loss is very high. These systems, of course, have high 
thrust and are needed for overcoming gravitational 
forces and injecting payloads into orbit. However, for 
many projected space missions starting from an earth 
orbit, the tremendous mass of a chemical or even 
nuclear rocket, which is necessary to deliver a heavy 
pavload, is completely unfeasible. The specific impulse 
of a chemical rocket is limited to values below about 400 
seconds; the primary limitation is imposed by the maxi- 
mun reaction temperature and minimum molecular 
weight of the fuel. By choosing hydrogen for the propel- 
lant, the direct nuclear heat transfer rocket (e.g., 
Rover) is expected to increase the specific impulse to 
800 and perhaps even 1000 seconds; here the tempera- 
ture limitations of the material establish an upper limit. 
Because of their high thrust, chemical and nuclear 
rockets will be important for near-earth missions. How- 
ever, many interplanetary and deep-space scientific mis- 
sions requiring heavy payloads are impossible to accom- 
plish with foreseeable chemical or nuclear vehicles. Low 
thrust propulsion systems operating over long periods 
of time and having very high specific impulse values are 
mandatory in such cases. 

It is clear that the acceleration of ions to any desired 
velocity by electrostatic or electromagnetic fields is un- 
related to thermal heating; t.e., in the former process, 
the specific impulse can be adjusted to any desired 
value. The power required to accelerate the particles is 
proportional to the product of thrust and velocitv. The 
weight of the nuclear-electric power supply increases 
roughly in proportion to power. Therefore, depending 
upon the mission, there exists an optimum exhaust 
velocity or specific impulse which results in minimum 
over-all weight (i. e., compromise between power system 
weight and propellant weight), This optimum specific 
impulse is larger for longer missions and heavier pay- 
loads but is invariably above several thousand seconds, 
varying from roughly 5000 seconds for a 5000-pound 
payload in a Mars orbit using the Atlas-Centaur booster 
and a 60-kw power supply, to more than 10,000 seconds 
for a 15-ton terminal mass in a Jupiter orbit using 
Saturn and a 1-Mw power supply. Thus, nuclear- 
electric propulsion systems constitute an ideal solution 
for the types of missions discussed above. 

Many detailed calculations have shown that for a 
given over-all initial weight and, for example, for a 
round-trip mission to and from a Mars parking orbit, 
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payloads of up to four or more times those possible with 
direct nuclear rockets or, conversely, much shorter mis- 
sion durations with the same payload weight will result. 
For more ambitious space experiments (e.g., to Jupiter) 
the figures are even more impressive. Often a factor of 
ten increase in payload or a considerable reduction in 
initial vehicle weight can be attained. 1t should be noted 
that these calculations include the nuclear-electric 
power supply as part of the propulsion system. However 
the use of the power supply for wideband data trans- 
mission and for primary power for other purposes at the 
destination makes the effective payload weight ratios 
between electric and nuclear systems even higher. 

There are several varying approaches to the electrical 
generation of thrust. These are usually classified as elec- 
trothermal, electrostatic, and electromagnetic. All have 
in common the requirements for very long life, high 
power efficiency, and high propellant utilization ef- 
ficiency. 

Of the above types of electrical propulsion, this paper 
will be concerned only with the latter two approaches. 
The thermal arc jet is not a true electric thrust unit in 
the sense of overcoming material temperature limita- 
tions and thus permitting very high specific impulse. 
In it, a high-current arc is used to resistively heat a pro- 
pellant gas (e.g., hydrogen) to high temperatures. The 
gasis then expanded through a nozzle where the thermal 
energy is converted to directed kinetic energy. It is 
limited to specific impulses in the neighborhood of 1000 
seconds, the efficiency decreasing very rapidly beyond 
that point. 

The electrostatic engine appears to offer the possibil- 
itv of efficiently achieving higher specific impulses than 
the other types, i. e., in the range of several thousand 
seconds and higher. Ion propulsion is very simple in 
concept since it involves the imparting of energy to ions 
by electrostatic acceleration. To serve as a reference, 
Fig. 1 shows specific impulse as a function of net ac- 
celerating voltage for some of the common propellants. 
However, in transforming this essentially simple idea to 
practical fruition, there are a number of problems in- 
volving fundamental considerations in plasma physics 
and electronics. First, an efficient ion source is required. 
À number of such sources are possible: contact ioniza- 
tion, Penning discharges, magnetically stabilized arcs, 
and various combinations of these. All are the subject 
of intensive research efforts, the results of which will add 
significantly to the technology of this and related fields 
in physics and electronics. Second, sophisticated high- 
perveance ion-optical acceleration and focusing systems 
are mandatory with a perfection exceeding even that 
required by electron guns and beams for use in high- 
power microwave tubes. Third, space-charge-neutraliza- 
tion mechanisms are required which introduce intriguing 
new concepts such as synthetic nonthermal plasmas and 
the basic questions relating to them. 

The other major class of electrical propulsion engines 
involves the direct acceleration of plasmas by magnetic 
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Fig. 1—Curves showing specific impulse às а function of net accel- 


erating voltage for various propellant gases (singly ionized) in 


electrostatic rocket engine. 


fields. This class is usually limited to the range of specific 
impulses between roughly 2000 5000 seconds. Here the 
problem of achieving space-charge neutrality is not 
present. Again, a number of mechanisms for acceleration 
are possible, including the use of de crossed electric and 
magnetic fields (MHD types), traveling-wave systems, 
and quasi-stationary RF systems. ‘Theseinvolve problems 
which are fundamental to other fields (e.g., energy con- 
version and high-temperature plasma generation and 
containment) as well as to the attainment of high- 
efficiency thrust devices. 

In this review paper it is hoped that discussion of 
some of the basic problems in achieving practical e'ec- 
trie propulsion systems and of the broad. current ap- 
proaches to their solution will stimulate increased inter- 
est and imaginative effort in this field on the part of in- 
vestigators in applied physics and electronics, on whose 
technology this new art is directly based. 


J. Basic PROBLEMS 


In the process of developing electric propulsion sys- 
tems, there are several technical objectives and prob- 
lems which are common to the various types of systems 
outlined above. Obviously, the primary objective in- 
volves the devising of field configurations (electric 
and/or magnetic) capable of accelerating charged par- 
ticles in a controlled manner to the desired exhaust 
velocity. 

One of the primary considerations in the invention of 
propulsion systems is efficiency —efficiency both in use of 
the electrical power and of the propellant. In the ele- 
mentary equations presented above, it was shown that 
the performance of the space vehicle is critically de- 
pendent on the weight of both the electric power gener- 
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ating system and the propellant that must be carried. 
It is therefore essential to devise propulsion systems 
which will convert as much as possible of the electrical 
power available in the vehicle into useful thrust, and 
power efficiencies larger than about 80 or 90 per cent are 
desirable. Fortunately, work to date, which will be 
reported in more detail below, indicates that such ef- 
ficiency values are attainable. The propellant-utilization 
efficiency should be high (greater than 90 per cent) for 
the simple reason that we do not wish to carry excess 
propellant which would decrease the performance of the 
space craft. As we shall see later, in the electrostatic 
rocket even higher ionization or propellant-utilization 
efficiency is essential, in order to reduce the effects of 
charge-exchange reactions. 

The second serious consideration is neutralization of 
the charges associated with the particles of the exhaust 
beam. As mentioned earlier, the class of electric engines 
in which the acceleration of the charged particles results 
from magnetic fields will presumably exhaust a neutral 
beam, йе, the accelerated and exhausted medium will 
be very close to a true plasma. In the case of electro- 
static rockets, on the other hand, the acceleration of the 
charged. particles is accomplished by means of electric 
fields: therefore only one species can be accelerated in a 
given region. In this case, the charges must be separated. 
In order to prevent buildup of space-charge forces at the 
engine exhaust, the accelerated charges must be neu- 
tralized by the injection of particles of the opposite 
sign. (We do not mean that the positive and negative 
particles must recombine, but merely that in any given 
region of the exhaust beam, there must be an equal 
number of positive and negative charges.) 

Since the electrostatic rocket imparts acceleration to 
the positive and negative charges separately, some 
mechanism must be provided to ionize the neutral pro- 
pellant particles. As we shall see, the ionization mecha- 
nisms used in the engines to be considered are contact 
ionization of cesium on tungsten and ionization by elec- 
tron impact. This ionization must be accomplished with 
the minimum possible loss of energy, in order to main- 
tain high over-all efficiency. Not only must the ioniza- 
tion process be efficient in terms of the energy required 
to create the ions, but the mechanism must be capable 
of supplying a relatively high density of ion current to 
the accelerator system. Typical ion current densities of 
the two mechanisms mentioned above are 10 to 20 
ma eme. These values are sufficiently high to allow the 
development of electric engines suitable for space mis- 
sions; however, higher-density sources are definitely 
needed for future engines, and this consideration does 
form a fundamental limitation on the performance of 
electric propulsion engines. 

Another fundamental limitation is the erosion ol elec- 
trodes involved in the acceleration of the charged par- 
ticles due to impingement of the charged particles on 
these electrodes. The electric propulsion engines that we 
are describing here will be used for space vehicles in in- 
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terplanetary travel, and the mission times involved are 
measured in years. Therefore, a serious constraint on the 
design of the engines is that the total erosion of the elec- 
trodes must be small enough that it does not interfere 
with engine operation over lifetimes of tens of thousands 
of hours. This imposes, for example, the condition of 
very careful control over the ion optical characteristics 
of the accelerator structure so that the impingement of 
the accelerated ions on any of the surrounding electrodes 
may be avoided. In the electrostatic rocket, a maximum 
of about one ion can be allowed to strike the accelerating 
clectrode for each 100,000 ions emitted from the ionizer, 
Le., an interception ratio of about 105. 

In the rest of this paper, we shall discuss the several 
types of electric propulsion engines from the point of 
view of these basic objectives, and attempt to show how 
these fundamental problems are being approached. In 
other words, we shall try to understand the physics in- 
volved rather than the details of the engineering of these 
engines. The reader must bear in mind, however, that 
there are many engineering and technological problems 
which must be solved, and, in many cases, the develop- 
ment of electric engines will depend as much on a solu- 
tion of these engineering problems as on the invention 
of solutions to the more fundamental ones. 


П. ELECTROSTATIC ACCELERATION 


Electrostatic acceleration is characterized by the 
separate acceleration by electrostatic fields of the posi- 
tive and negative charges; i. e., ions are created by some 
ionization process prior to acceleration. In the cesium- 
type engine this ionization occurs at a hot tungsten sur- 
face; in the Penning or Kaufman engine the ionization 
mechanism is electron impact. This class of engines also 
has the common requirement for neutralization of the 
exhaust ion beam by the injection of charged particles 
of the opposite polarity. We shall describe first this com- 
mon problem of neutralization, followed by discussions 
of several of the electrostatic engines being investigated 
today. 


A. Neutralization 


As mentioned earlier, in the electrostatic rocket the 
ionized propellant particles are accelerated separately 
from the negative particles, after which electrons are in- 
jected to neutralize the positively charged beam. The 
successful neutralization of the space-charge fields of 
this ejected ion beam is one of the most difficult and con- 
troversial problems in the ion engine today. Progress in 
this technical area could spell the difference between suc- 
cess and failure of an ion engine in producing useful 
thrust in space (we can easily be misled by successful 
tests in a ground-based laboratory, where electrical con- 
ditions can be quite different from those in space}. The 
real test of the requirement for and the effectiveness of 
neutralization must await a space flight; in the mean- 
time, some demonstrations of neutralization in practical 
engines have been made in laboratory tests. We shall try 


PROCEEDINGS OF THE IRE 


December 


to present here a brief but fairly complete picture of the 
neutralization problem, indicating insofar as possible 
all sides of this controversial subject; it will be clear, 
however, that many important questions remain un- 
answered. In addition to its obvious application to elec- 
trical propulsion, a neutralized and directed beam of ions 
represents a new and novel form of plasma with many 
interesting properties and with potential uses so far al- 
most completely unexplored. 

There are two types of neutralization which must be 
clearly differentiated: 

1) Current Neutralization: A positive ion beam which 
is ejected from an electrically isolated space vehicle will 
produce on this vehicle a net negative charge. This 
charge will build up very quickly to such a magnitude 
that all of the ions will be pulled back. It is necessary, 
therefore, to eject an equal current of negative charges 
along with the positive ions. This step is essential in 
order to maintain the entire space vehicle electrically 
neutral. In principle, we could accomplish this current 
neutralization merely by ejecting negative particles 
(e.g., electrons) from any part of the vehicle [see Fig. 
2(а)], and they would ultimately be attracted toward 
the cloud of positive ions [see Fig. 2(b) ]. 


(a) 


tet 

++ /; 
* 

+ 1 

i + 
+t 


Vela gt WG f 


UNNEUTRALIZED EXHAUST J 


NEAR ENGINE 


(b) 


Fig. 2—(a) Illustration of current neutralization of a space vehicle by 
ejection of equal numbers of electrons and ions per second, but 
from opposite ends of the vehicle. The charge inside a surface 
surrounding the vehicle can be made equal to zero. (b) The fields 
of the charges ejected as shown in (a) will attract the more mo- 
bile electrons toward the ions, leaving an uncompensated region 
of positive charge near the vehicle. 


2) Charge Neutralization: The question of the need 
for detailed neutralization of the charge in the ejected 
ion beam is currently the controversial aspect of this 
problem. The following discussion will be limited to the 
need for charge neutralization, since this is the aspect of 
the neutralization problem requiring more discussion 
and study at present; it is tacitly assumed here that the 
requirement of current neutralization is met exactly. 
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Since this neutralized ion beam can be thought of as pos- 
sessing many of the properties of a very energetic non- 
thermalized synthetic plasma, with interesting possible 
applications other than propulsion, we shall treat this 
subject in a fair amount of detail, and include some of 
the experiments which have been performed. We can 
perhaps see this problem in broad perspective by exam- 
ining Table 1, which will be referred to during the sub- 
sequent discussion. 

In order to obtain charge neutrality of the ion beam, 
negative particles must be injected either into or close 
to the ion beam. A heavy particle such as a negative ion 
offers certain advantages as the neutralization particle; 
however, the far more copious supply of electrons avail- 
able makes the electron the more attractive negative 
particle to use for neutralization. Therefore, we shall 
confine our discussion to the use of electrons as the 
neutralizing particles. 

The fundamental purpose of neutralizing an ion beam, 
of course, is to eliminate, or to reduce to the point of in- 
effectiveness, any electric fields in the vicinity of this 
beam which can diminish the thrust obtainable from 
the ion engine. Since the thrust is proportional to the 
product of the beam current and the ejected velocity of 
the propellant, any fields which act to reduce either the 
beam current or the ejected velocity will adversely affect 
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the thrust; mere transverse expansion of the beam after 
leaving the engine will not produce such a counter 
thrust. 

At this point we can distinguish two broad classes of 
ion beams, giving rise to different neutralization prob- 
lems: 

1) The Broad Beam: This class of beam corresponds 
to an aspect ratio [3] considerably greater than unity; 
i.e., the area of the beam is considerably greater than the 
square of the spacing between the ionizer and the ac- 
cclerating electrode. This beam in idealized form can be 
thought of as originating in a large accelerator structure 
with a grid over the accelerator electrode aperture. Be- 
cause of the shape of this beam, the electric flux lines 
will be predominantly axial, i.e., from the positive 
charges in the beam to negative charges on the outer 
surface of the accelerator electrode [see Fig. 3(a) ]. These 
axial field lines will act to reduce the velocity of the 
ejected particles and therefore to diminish the thrust 
obtainable. In fact, F the proper boundary conditions 
are forced along the outer edge of the beam (to ensure 
that all of the flux lines will be truly axial in direction), 
the ions will be stopped and will form a *virtual cathode" 
at a distance from the accelerator electrode equal to the 
accelerator-ionizer spacing [4]. A close analogy can be 
drawn between this *one-dimensional" flow of ions and 
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Fig. 3— The effect of the shape factor of the ion beam on the axial 
electric field, which, if unneutralized, will accelerate the electrons 
axially. (a) Schematic configuration broad beam. (b) Shape of 
the flux lines in the case of a thin strip or pencil beam. 


the flow of charged particles between planar grid sur- 
faces, as treated bv Fay, Samuel, and Shockley [5]. 

This “broad” type of ion beam obviously exhibits at- 
tractive advantages, in that it provides relatively high 
values of thrust density (thrust per unit of ion source 
area); however, if unneutralized, the strong axial fields 
can reduce the exhaust velocity of the propellant and/or, 
in the extreme case, produce “turn around" [6] so that 
particles are returned to the accelerator, thus reducing 
the exhaust current. 

2) The “Thin” Beam: A “thin” beam is one for which 
the transverse dimension at a point near the engine is 
small compared with the acceleration distance (i.e., 
R«&1). The electric flux lines associated with the charges 
of this beam will be predominantly transverse to the 
beam boundary [see Fig. 3(b)] so that the space charge 
will result in a transverse beam spread rather than in a 
decrease in axial velocity of the particles, as in the 
"broad" beam. A thin beam can travel long distances 
from the engine unneutralized. This beam has the severe 
disadvantage, however, of very low thrust density and 
is therefore impractical for space propulsion. 

3) The “Intermediate” Beam: From the above argu- 
ments, it appears that practical ion engines will be de- 
signed in an "intermediate" range (which turns out to 
be an aspect ratio roughly equal to unity measured for 
each individual beam) but in some type of cluster so 
that the desired thrust density can be achieved. The 
problem, then, is to design the individual beams to be- 
have somewhat as a thin beam and arranged just close 
enough together to give an efficient engine design with- 
out danger of the system degenerating into a broad 
beam with subsequent problems of *turn around" and 
return current. 

The broad or intermediate (А = 1) types of beams, in 
which neutralization appears to be a definite require- 
ment, will be discussed below. But first let us try to pro- 
vide a more quantitative justification for the need for 
charge neutralization in an ejected ion beam by means 
of the following examples: 
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1) One serious consequence of the lack of neutrali- 
zation will be the transverse spreading of the beam 
due to space-charge forces. A typical cesium ion beam 
of current density 10 та/ст? at an exhaust potential 
of 10 kv and an initial diameter of 9 cm will double 
in diameter in a distance of less than 2 cm. This 
spreading is so rapid as to invalidate the simple 
beam-spread theory used, but the example does serve 
to illustrate the seriousness of the spreading problem. 
While such spreading may not reduce the engine 
thrust, it must be considered in the engine design in 
order to avoid any interception, etc. 

2) If the same beam is considered as in one- 
dimensional flow, with entirely axial electric fields, the 
velocity of the ions will be reduced to zero due to the 
space-charge fields, in a distance of only 0.7 cm! This 
^turn around" will return particles to the engine and 
will obviously reduce or even eliminate the thrust. 


We shall assume now that neutralizing electrons are 
injected either into or in close proximity to the ion beam. 
The next question is: How intimately should the elec- 
trons and ions be mixed? Since the currents in the elec- 
tron and ion beams must be equal and opposite, we can 
write 


"E = ш == Le S gebe, 


where g denotes the charge per unit length of electrons 
or ions and v the velocity (f represents the average 
velocity). If the electrons are mixed intimately so that 
the current density j in the ion and electron beams is 
equal, then 


J. = pti = J. = — рд, 


(р denotes the charge per unit volume). 

We really do not know as vet whether the neutraliza- 
tion must be effected on a microscopic scale, with equal 
values of ion and electron charge per unit volume, or 
merely equal charge per unit length, The choice will 
depend on the seriousness of possible instabilities which 
may be excited by less than perfect neutralization. 

In any event, these equalities require in turn that the 
ion velocity be equal to the electron velocity. The next 
question to be resolved, then, is whether equality of 
velocity must be true on an absolute basis, with essen- 
tially all of the electrons moving with the velocity of, 
and in the same direction as, the ions, or whether it is 
sufficient to require that the average velocity of the elec- 
trons be equal to, and in the direction of, the ion mo- 
tion. The latter possibility would allow the existence of 
double-streaming electrons, f. e., electrons moving both 
away from and toward the engine with a net average 
drift velocity away from the engine. One can understand 
how this situation might arise by thinking of the neu- 
tralized ion beam as a “plasma bottle” [7] (see Fig. 4) 
with the electrons moving around inside and being re- 
flected at the edges and at the end by an electron sheath, 
thus giving rise to both transverse and axial components 
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Fig. 4 Schematic representation of the “plasma bottle” concept 
of a neutralized ion beam. The plasma sheath at the end and 
edges and the potential “hill” at the engine end will confine the 
electrons to the interior of this “bottle.” These reflections can give 
rise to à counter-streaming effect as shown. The potential in the 
plasma column will be uniform at a value roughly KT. /e above 
the space potential. 


of electron velocity. If the electrons cannot be returned 
from the end of the plasma column, e., if they are for- 
ever lost from the system, then the neutralization re- 
quirement ineans that the electron and ion velocities 
must be equal on an instantaneous basis. For most rea- 
sonable values of specific impulse, the ejection velocity 
of the ions is considerably less than the mean thermal 
velocity of the electrons emitted from the thermionic 
emitter. Therefore, if the electron and ion velocities 
must be equal on an instantaneous basis, some kind of 
interaction. mechanism must be used to reduce the 
mean velocity of the electrons to that of the ions. The 
term *mean velocity" denotes here the average over the 
velocity distribution of the electrons, but the electrons 
all have the same direction: away from the engine. 

In the counter-streaming case, where the electrons 
are contained within a plasma bottle, we see that there 
are two possibilities. First, this mixture could result in a 
truly neutral plasma with the net volume charge density 
equal to zero throughout the volume of the bottle. This 
condition obviously satisfies all the requirements of 
neutralization and, if stable, forms the most ideal situa- 
tion. The second possibility is that the beam is neutral 
on the average only, i.e., there can be small volumes 
throughout the bottle in which the net charge is not 
zero, though by integrating over the entire bottle the 
total net charge will be equal to zero. The local fields 
resulting from the localized regions of nonzero charge 
density can give rise to instabilities and may cause the 
electrons either to return to the engine or to scatter 
transversely. In general, it is believed that this type of 
plasma will probably be satisfactory if the instabilities 
are of such a nature that they do not grow in amplitude 
with either time or distance. 

Let us discuss the plasma bottle concept in a little 
more detail, with the object of showing that in this 
model charge neutralization can occur in either a labora- 
tory or a space situation and under conditions where the 
injected axial electron velocity exceeds the ion velocity. 
Consider that the ejected “plasma” consists of three 
particle streams: 1) the outgoing ion stream of current 


density j; velocity v; and an electron gas with a velocity 
distribution which may be considered to be made up of 
two counter-streaming components; 2) the outgoing 
electron stream of current density j,' and average stream 
velocity v.“; and 3) a returning electron stream of cur- 
rent density j," and average stream velocity v”. The 
outgoing electrons are reflected by the sheath at the 
end of the plasma bottle (considered, for the moment, 
to be of finite extent) so that the reflected electron 
velocity is given (under the assumption of ion mass 
much larger than electron mass) by 


v, = — wl 42v (6) 


which can be seen easily by transforming to a coordinate 
system moving with the end of the plasma sheath, t.e., 
at velocity vi. 

We have assumed that the total electron and ion 
currents are equal. There is no loss of generality in as- 
suming that the current densities are also equal; which 
must certainly be true on the average over the beam 
cross section. Then 


j. = от = — (je — je) = = (pete рет). (0) 


We can define an average electron velocity 3, as 
эү ЖР С :ж ^ , "n 
J. = jd m jut OL + ре), (8) 
where ja is the total net electron current density, which 
has been assumed equal to the ion current density. By 
combining (7) and (8), we find that 
pii 
i. = — — — (9) 
Li H 
pe + pe 
The condition for the ion beam to be charge neutralized 
is that 


pi = pe + pe, (10) 


ie, that the net charge density be zero. Therefore, 
under the neutralized condition we see from (7) and (10) 
that 


a= Ti (11) 


and this condition applies independent of the velocity of 
the incident electrons, v. The importance of this conclu- 
sion lies in the fact that in general the ion velocity is less 
than the mean thermal velocity of emission of an elec- 
tron from a hot cathode. Therefore, if the above con- 
clusion were not valid. some mechanism for slowing 
down the injected electrons below their mean thermal 
velocity would be required in order to ensure that v, —v;. 

In the above analysis it was not necessary to use (6); 
therefore, the conclusion applies not only to the steady- 
state space situation, where the end of the ion beam is 
moving awav from the engine, and to the transient 
situation in a ground-based laboratory test during the 
time of transit of the ions from engine to the beam 
collector electrode, but also to the steady-state labora- 
tory test, where the collector electrode is electrically 
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"floating" in potential so that an electron reflecting 
sheath exists at the collector surface. From (7), (10), 
and (11), we can show by using (6) that 9. =p", i. e., 
that the densities of incident and reflected streams are 
equal in the space situation. In the laboratory float- 
ing collector case, (6) becomes 2. vj; and p 
—$p;(1--vi/v,), p," —1p,(1—v;/v.) [i. e., the densities 
of incident and reflected electron streams are not equal]; 
the reflected density is lower because electrons are col- 
lected by the collector electrode. 

As mentioned earlier, a second possible model of the 
neutralized ion beam (in addition to the plasma bottle 
with counter-streaming electrons discussed above) in- 
volves the neutralization by equality of the ion velocity 
and the average electron velocity with the electrons 
moving randomly away from the engine. This condition 
requires, however, that the electrons move very slowly. 
(In fact, if the ions and electrons have the same average 
directed velocity, this would correspond to the average 
directed velocity of electrons emitted from a cathode at 
a temperature of the order of 100? K, for a cesium ion 
beam at 2500 volts.) Even in this case, however, proc- 
esses like those described for the plasma bottle model 
appear inescapable at the beam front and edges. 

We shall now discuss briefly some of the experimental 
techniques which have been used to inject electrons into 
an ion beam and to measure the degree of neutrality of 
that beam. Perhaps the most sophisticated system 
which has been used involves the injection of electrons 
from both sides of an ion beam into a region constituting 
a potential trap for electrons [8]. This trap can be 
created by an arrangement of electrodes similar to that 
shown in Fig. 7, which creates a potential distribution as 
shown in Fig. 5. It is seen that this potential distribu- 
tion represents the accelerator-decelerator mode of 
operation, in which the neutralizing system is main- 
tained at a potential higher than that of the accelerator 
electrode to provide a potential “hill” that prevents 
electron flow into the accelerator region. In addition, 
the potentials on the several neutralizing electrodes are 
adjusted to provide a region free of axial fields, into 
which the electrons are injected, followed by a small 
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Fig. 5—Potential distribution along the axis of a cesium ion engine 
shown in Fig. 7; the neutralizing electrodes shown there produce 
the potential trap for electrons drawn here. 
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potential “hill” that the electrons must pass over in 
order to leave the trap. Electrons injected from each 
side of this trap region execute both transverse and 
longitudinal oscillatory motion and can interact with 
the ions. The average residence time of the electrons in 
the trap is quite long compared with any oscillation or 
collision period, and there are several mechanisms which 
could make the electrons random and mix them in- 
timately with the ion beam. It is, however, rather un- 
likely that this interaction could lead to a truncation 
of the electron velocity distribution (so that it is not 
Maxwellian), or to some other process which would al- 
low the electrons to emerge from the trap with an av- 
erage velocity equal to the ion velocity. At any rate, the 
intimate mixing in the trap region results in a more 
uniform distribution of electrons over the cross section 
of the ion beam upon emergence from the engine and, 
in particular, results in lower transverse oscillatory 
energy. If this process takes place, the electrons will 
not execute violent lateral excursions, but will pro- 
gress in an orderly one-dimensional pattern along the 
ion beam. 

The effectiveness of the system shown in Figs. 5 and 7 
in neutralizing both solid cylindrical beams and large, 
thin, hollow ion beams has been demonstrated by 
measuring the transverse spread of the beam due to 
space-charge forces [9]. When electrons are injected 
under the correct potential conditions, this transverse 
spread can be made zero indicating essentially no space- 
charge forces in the ion beam. Under these neutralized 
conditions, it has also been found possible to isolate the 
ion beam collector from the rest of the system elec- 
trically, and still to maintain the neutralized state of 
the beam (that is, to have the beam remain collapsed). 

Somewhat simpler means of injecting electrons into 
an ion beam have also been used; e.g., wrapping an 
electron-emitting filament around the outer edge of the 
beam, or arranging such a filament through the center 
of the beam. In these experiments the electron-emitting 
cathode was located outside the engine, i. e., downstream 
from the point of emergence of the beam froin the engine. 

In a very careful series of experiments, Sellen, ef al. 
[10], have applied pulse techniques to studies of the 
neutralization problem for beams of high aspect ratio 
(R=10 to 30). By means of the pulse method which 
they use they have been able to study the behavior of 
the ion beam in the transient state before and after 
injection of neutralizing electrons from symmetrically 
arranged impregnated cathodes close to the edge of the 
ion beam. They found, for example, that with careful 
adjustment of these neutralizing emitters, in both po- 
tential and position, it is possible to neutralize a broad 
beam in such a way as to eliminate the turn-around 
effect which occurs without the electron injection (i. e., 
without electron injection the space-charge forces cause 
this broad beam to turn around and return to the engine 
after moving only a short distance, while with neutral- 
izing electrons the beam will move all the way to the 


1961 


collector). It is possible that these experiments also 
involved the creation of a potential trap in the ion beam 
by the potential and placement of the electron emitters. 

In addition to the pulsed-beam neutralization ex- 
periments described above, Eilenberg, et al. [11] have 
measured the degree of neutralization of a hollow-ring 
cesium ion beam by pulsing the beam and measuring the 
current induced in a surrounding loop by the pulse of 
charge passing through it. The oscilloscope traces in 
Fig. 6 show these induced currents. This figure shows 
the collector, grid, and loop (top to bottom) currents 
for the unneutralized beam (i.e., without injection of 
neutralizing electrons in the engine); it is seen that cur- 
rent is induced in the loop as the pulse of charge ap- 
proaches and departs from the loop. The grid and collec- 
tor currents are very low in this unneutralized case be- 
cause the space-charge spread of the beam between the 
engine and collector is so large that only a small part of 
the beam actually strikes the collector. When the beam 
is neutralized by injection of electrons (in a trap system 
of the type shown in Fig. 7) the loop current vanishes, 
as shown in l'ig. 6 (no net charge in the beam), but the 
grid and collector exhibit displacement and conduction 
currents, respectively, as expected. Quantitative anal- 
ysis of these data reveal that the beam was at least 99 
per cent neutralized (i.e., the imbalance in charge per 
unit length was less than 1 per cent) in the neutralized 
state. The beam could be altered from the neutralized 
to the unneutralized state by slight adjustments of the 
potential in the electron trap region. 

These experiments certainly show that with proper 
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Fig. 6—Schematic diagram of the pulsed beam experiment. The cur- 
rents induced in the collector, grid, and ring electrode (top to 
bottom) are reproduced from oscilloscope traces in the insets. 
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injection of electrons in both a broad and an inter- 
mediate beam, charge neutralization is obtainable in a 
laboratory experiment. However, these experiments do 
not yet allow us to distinguish between the counter- 
stream and the single-stream models discussed above. 

It is evident from the foregoing discussion that the 
neutralized exhaust beam from an ion engine possesses 
some of the characteristics of the usual plasma. The 
greatest similarity results from the neutrality condition, 
i.e., equal electron and ion densities. Also, the formation 
ol sheaths reflecting the electrons at the edges of the 
plasma bottle has an analogy in the ambipolar diffusion 
of conventional plasmas. On the other hand, the ion 
beam possesses directed motion of high velocity (ion 
velocities typically 7X 109 em/second); the ions will 
have a longitudinal “temperature” corresponding to 
that of the emitter (typically 1400? K) and a transverse 
temperature several times this value (because of the 
beam compression in the accelerator), Measurement of 
the electron. velocity distribution (12 | has shown it to 
be approximately Maxwellian with a temperature in 
excess of 10,000°IK, and electrons have been detected 
moving in the “reverse” direction, . e., from collector to 
engine. Thus, the ion engine system has provided us 
with a rather novel form of plasma, a highly energetic or 
directed nonthermalized plasma, which should find ap- 
plication in other areas of electronics and physics. 


B. Cesium lon Engine 


A simplified schematic diagram of a typical cesium 
ion engine is shown in Fig. 7. At the left we see the pro- 
pellant heating and storage system, where cesium, the 
propellant, is converted into a vapor and caused to flow 
up to and through the ionizer. At the surface of the 
ionizer, the cesium atoms are converted into cesium 
ions. These positive ions are accelerated by means of an 
electric field in the accelerator region and then ejected 
through the neutralizer region as shown. The space- 
charge fields of the ejected ions must be neutralized; 
otherwise these fields give rise to image charges on the 
vehicle which retard the ions, thereby diminishing or 
possibly eliminating completely the thrust of the en- 
gine. In order to neutralize this ion beam space charge, 
we must inject negative particles, e.g., electrons, into 
the beam. A practical system for accomplishing this 
electron injection is also shown in Fig. 7. In this system, 
electrons are injected from a cathode surrounding the 
ion beam and are mixed with the ions in the electron 
trap created by the electrodes shown. 

The electrode system marked “neutralizer region" in 
Fig. 7 serves two functions: 1) The shapes and potential 
differences of the electrodes have been designed so as to 
achieve most efficiently the injection of electrons for 
neutralization. 2) The electrodes are held at an average 
potential well above the accelerator in order to decel- 
erate the ion beam. Essentially all modern cesium ion 
engines operate in this so-called accel-decel mode. 
In this mode, the final exhaust of the propellant takes 
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place at or near the potential V, corresponding to the 
final or decelerator electrode, but between this elec- 
trode and the ionizer the accelerator electrode is ar- 
ranged at potential Va. The fraction V/ V is called the 
accel-decel ratio; typical values are approximatelv 2 to 
10. This system will produce a potential distribution 
along the beam similar to that illustrated in Fig. 5. 
The principal reason for operation in this mode is that 
the potential hill between the decelerator and accelerator 
electrodes prevents electrons in the ion beam from 
being attracted into the accelerator region and thereby 
bombarding the ionizer, which would result in subse- 
quent power loss and possible overheating. 

Let us discuss now some of the considerations entering 
into the design of the accelerator system of such a cesium 
ion engine, starting from the basic requirement that the 
engine produce a certain value of thrust with a specified 
value of specific impulse. These two parameters, thrust 
and specific impulse, are usually chosen as criteria in 
specifying the performance of the rocket, for the reason 
that mission analyses show that the flight time for a 
given mission is dependent almost entirely on the 
thrust level, whereas the mass which can be carried, 
t.e., the payload, is dependent almost entirely on the 
specific 1mpulse. Let us accept thrust level and specific 
impulse as the fundamental parameters and work out 
the *paper" design of an accelerator svstem. The total 
ion current J; needed to produce the desired thrust can 
be expressed in terms of this thrust level and the specific 
impulse value from (1) and (3), as follows: 
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J. (sec) 


where 5, represents the number of ions of mass m, 
ejected per second. 
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Fig. 7—Schematic diagram showing the various components of an 
ion engine. The complex shape of the accelerator electrodes pro- 
vides close control of the ion trajectories to avoid electrode im- 
pingement and erosion. The electrode system in the neutralizer 
region provides the potential distribution necessary to allow the 
neutralizing electrons to enter the ion beam and to leave the en- 
gine along with the ions. 
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It is convenient to express the geometrical structure 
of the accelerator of the engine in terms of a parameter 
called the perveance, which is defined as the total ion 
beam current divided by the three-halves power of the 
accelerator voltage: 


Р; = 1,/V 3". 


The expressions for the perveance of structures possess- 
ing planar, cylindrical, or spherical symmetry can be 
easily derived from the corresponding Child-Langmuir 
equations [13] for space-charge-limited emission in 
these geometrical forms. From these equations, the 
emitter current density J; is given by 


А 4 Je es 
e LT tenes 
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(13) 


where mim represents the ratio of mass of the appro- 
priate ion to the electron; for example, for cesium 
тг/т. = 1837 X134 = 246,000. Thus, the current density 
of cesium ions is about 500 times less (for a given ac- 
celerator electrode potential V, and given geometrical 
structure) than that for the electrons. 6 is a geometrical 
factor and can be written. 


1 
ô = E for planar structures, (14a) 
‹ 
1 . . 
ô= = for concentric cylinders, (14b) 
rar 7 
1 + 
ô = — for concentric spheres, (14c) 
Чт? ?о? 


where d is the distance between emitter and accelerating 
electrode, r, and r, are the radii (cvlindrical) of the ac- 
celerator electrode and emitter, respectively, and 5. is 
the radius (measured from the center of curvature of 
the sphere) of the emitter. о and 8 are functions of the 
radius ratio tabulated by Langmuir [14]. 

It is sometimes convenient to refer the ion perveance 
P; to an equivalent electron perveance P., This latter 
value is obtained by multiplying the ion perveance by 
the square root of the ratio of ion mass to electron mass, 
as follows: 


+ 
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(15) 


The cesium-type electrostatic ion engine is very similar 
in concept and design to electron guns used in micro- 
wave tubes, and the considerable body of knowledge 
which has been accumulated in past years on this sub- 
ject can be applied directly to these engines. The perve- 
ance parameter P is useful because it is a function of 
only the geometrical configuration of the accelerator 
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structure, 4. c., it is related to the total area divided by 
some function of the distance from the accelerating 
electrode to the emitter. 

The total ionizer area needed to supply the beam 
current J, is then given [from (12)] by 


1; 
T. = 32.8 X 10! — cm? (for cesium), 


4 


A; (16) 


where J; represents the ionizer current density (in 
атр/ет? of ionizer) which is assumed in the design. The 
final or decelerator potential Vj, which will produce the 
propellant exhaust velocity corresponding to the speci- 
fied specific impulse, is 


= a, 5 2 — Ug) 


= 6.65 X 1075/,? volts. (17) 


Let us discuss for a moment a simple planar engine 
consisting of the accelerator region only (no decelera- 
tor). With the above equations we can show, perhaps a 
little more clearly, the source of the thrust obtainable 
from an electrostatic propulsion engine. The thrust 
obtainable from an ion engine per unit of ionizer area 
may be considered in terms of a unit called the specific 
thrust 17, From (1) and (12), for this simple engine, 


T ты; Mi £ 
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The current density J, can be obtained from (13) and 
(14а), from which (18) becomes 
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The electric field at the anode of a space-charge-limited 
Jlanar diode can be shown to be Е, = (4/3) (C. /). Thus, 
l 

we can write (19) as 


(18) 


(19) 


T, = e£. 


(20) 


The reader will recognize that this equation repre- 
sents the stress transmitted across a unit area of surface 
at which the electric field has the value Æ.. In this 
simple idealized example, we are cousidering a plane- 
parallel electrode system of unit area in which a space- 
charge-limited current flows. This current flows through 
the anode plane, which is permeable to the charged 
particles. The electric field at this anode plane produces 
a stress or force which accelerates the particles outward 
from the engine; this force (or thrust) may be thought 
of as "pushing" the engine in the opposite direction to 
the motion of the propellant particles. The purpose of 
the neutralization system is to prevent the existence of 
any longitudinal components of electric field outside the 
engine, since these would act in the opposite direction, 
pulling the ions back to the engine and so reducing the 
thrust. 
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In the design of an ion propulsion engine, we have 
seen that analysis of the intended mission provides in- 
formation on the desired values of specific impulse and 
thrust. We have seen also that these numbers are suf- 
ficient to determine the total current, the mass flow 
rate, and the potential difference between the emitter 
and the final or decelerator electrode, and therefore to 
determine also the total power which must be used to 
accelerate the ion beam. A knowledge of ionizer char- 
acteristics allows us to choose an acceptable value of 
emitter current density, from which the total emitter 
area can be determined. There are several geometrical 
forms in which the ionizer, and therefore the entire en- 
gine, can be arranged to produce this required area: 
1) a planar structure with grids across the accelerator 
aperture, 2) an array of small solid-beam accelerators 
with an open accelerator aperture (Fig. 8), 3) an ac- 
celerator to produce a long narrow strip beam, and 4) 
a structure producing a thin hollow-ring beam (Vig. 9). 
The gridded design, form 1), is very susceptible to elec- 
trode erosion, since in this design it is difficult to con- 
trol the optical characteristics in such a way as to pre- 
vent interception in the accelerating electrodes, which, 
in addition, are relatively weak structurally. The linear 
strip system, form 2), is difficult to maintain in accurate 
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Fig. 9—Artist’s cutaway sketch of а cylindrical hollow-ring ion 
engine with neutralizer system similar to that shown in Fig. 7 and 
with a laboratory-type axial feed system (Hughes Aircraft Com- 
pany). 
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alignment. Therefore, the hollow-ring system and the 
multiplicity of solid-beams system, each of which 
possess certain advantages and disadvantages, are the 
two in most common use today. The hollow-ring geome- 
try is simply the strip beam bent around into a circle, 
but this arrangement allows the electrode alignment to 
be maintained accurately, and the beam can be 
neutralized in detail by the electron injection. and 
trapping system shown in Fig. 9 (which is similar to that 
in Fig. 7). 

Let us now turn to two of the more detailed but im- 
portant problem areas in the cesium ion engine: the 
ionizer and the ion trajectory problem. 

The process of converting the cesium atoms to ions is 
one of the interesting physics problems associated with 
the ion engine. l'or purposes of this discussion we can 
show one practical way of accomplishing this ionization 
process (see Fig. 10). The cesium atoms are fed from 
behind a porous tungsten pellet; they migrate along the 
walls of the very thin capillary tubes between the grains 
of tungsten and emerge on the top surface, from which 
they are emitted predominantly as ions. This process of 
contact ionization of alkali metals on hot tungsten has 
been studied in great detail by Taylor and Langmuir 
[15]; the valence electrons of the low-ionization-po- 
tential alkali metals remain with the higher-work-func- 
tion tungsten surface as the particle is evaporated from 
this surface. Thus, the current-voltage characteristics 
appear as in Fig. 11 [16], where they are seen to be 
similar to the saturation characteristics of an electron 
emitter. Below the level of maximum space-charge- 
limited emission, the cesium supply is excessive and 
many particles evaporate as neutrals; above this level 
all of the ions which the surface is capable of supplying 
can be drawn off so that the neutral efflux is low. For 
proper control of the optical properties of the accelera- 
tor, the source should be operated space-charge lim- 
ited; thus the optimum point of operation is at the 
"knee" ol the curves in this figure. 

Although cesium has many undesirable properties, it 
is usually chosen as the propellant chiefly because it is 
the most easily and effectively ionized on those atoms 
with a mass that ensures an optimum specific impulse 
or propellant velocity at reasonable values of voltage, 
Other propellant materials are being investigated and 
may eventually replace cesium, but cesium will be used 
in almost all of the first-generation ion engines. 

Another very serious problem in ion engines is the 
erosion of the accelerating electrode that can result 
from bombardment by high-velocity cesium ions. 
Sputtering studies have shown that as many as ten 
atoms of the engine electrodes can be eroded away by 
the impact of one cesium ion. This electrode erosion may 
ruin the operation of the engine over the long periods 
(e.g., one year to Mars) for which an ion engine must be 
operated. For satisfactory long-time operation, there- 
fore, it appears that a maximum of about one ion can be 
allowed to strike the accelerating electrode for each 
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100,000 ions which leave the ionizer. The ions which 
do impinge on the electrodes can arise from any of sev- 
eral defects and phenomena in the ion engine; the prin- 
cipal cause is incorrect design of the ion-optical charac- 
teristics of the accelerator structure. It is therefore ex- 
tremely important to be able to control very accurately 
the trajectories of the accelerated ions so that they flow 
in а uniform and “laminar” manner through the ac- 
celerator and neutralizer regions of the “gun.” This 
process is somewhat analogous to the problem of de- 
signing optical lenses that will produce images free of 
aberrations. Such close control of the ion-optical design 
of the accelerator structure makes use of techniques 
which were found essential in the design of high-current- 
density electron guns for beam-type microwave tubes. 

Perhaps the most significant advance in the design of 
electron guns, including the effects of space charge, was 
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Fig. 10—A simplified diagram of a porous tungsten contact ionizer 
for cesium. The cesium atoms diffuse through the hot (1150°C) 
tungsten and migrate onto the surface. Under proper conditions, 
the evaporation from this surface consists predominantly of ions 
with a few neutral cesium atoms. 
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Fig. 11—Porous-tungsten cesium ion emitter characteristics as a 
function of accelerating voltage. The solid lines show the ion cur- 
rent for several values of cesium flow rates (or cesium vapor pres- 
sure), and the dashed lines show the evaporation rate of neutral 
cesium particles, (Data courtesy of Dr. Otto Husmann.) 
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made by Pierce [17]. Although the Pierce design tech- 
nique has proved extremely useful and has formed the 
basis for the design of many guns over the past ten 
years or so, it suffers from a fundamental limitation 
when applied to the design of those high-perveance guns 
which do not have a grid across the accelerator electrode 
aperture. That is, the ideal Pierce gun can be divided 
into two regions: 1) the region of rectilinear electron 
flow, in which the potential is given by the Langmuir 
relations for space-charge-limited flow for the geometry 
used, anda unipotentialelectrode is designed to effect the 
propet electrical boundary conditions at the beam edge, 
and 2) a thin electric aperture lens in the vicinity ol the 
anode. When this method of analysis and design is used, 
it is assumed that trajectories in the two regions can be 
joined smoothly and that no appreciable distortion of 
the ideally shaped electric fields exists away from the 
immediate vicinity of the anode aperture. Since higher 
perveance guns do exhibit a considerable distortion of 
electric field due to the aperture in the accelerating 
electrode, this simple design criterion must be modified 
somewhat. Modified techniques of design of high per- 
veance electron guns [18 |, including the use of an auto- 
matic ion trajectory tracer with space-charge simula- 
tion, have been found to be similarly successful in the 
design of ion accelerators. For example, by the use of 
these proven design techniques, ion guns have been 
built which exhibit laminar beam flow and electrode 
interception values of 1077-1075 or less of the emitted 
current, values which are lower by orders of magnitude 
than those observed in engines designed by less careful 
techniques, and which are good enough now for a long 
mission. These excellent optical characteristics must of 
course be obtained consistent with uniform emitter 
current density. 

A second cause of ion interception on the engine elec- 
trodes can arise from ions which deviate from their 
laminar or design trajectories as a result of emission 
from the ionizer with a transverse component of veloc- 
ity. This transverse thermal spreading is a rapidly de- 
creasing function of acclerator potential, and with cor- 
rect design of the accelerator electrode aperture, it can 
be made negligible at usual operating voltages. 

A third cause of ion interception results from ions 
created in the flow region of the accelerator and de- 
celerator by charge-exchange reaction between the 
cesium atoms in this region and the moving ions. Since 
the accelerator structure is usually designed so as to 
control the trajectories ol ions originating at the ionizer, 
those charge-exchange ions created elsewhere in the 
flow region can be accelerated so that they impinge on 
the engine structure, thus producing erosion. There are 
at least two ways of controlling this process: 1) re- 
ducing the atom density in the flow region by decreas- 
ing the neutral efflux. from the ionizer, and 2) per- 
forming additional design studies (e.g., on a trajectory 
tracer) on the engine so as to deflect the charge-exchange 
ions from the electrodes. 
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The process of cesium ionization by contact with 
hot tungsten provides one of the principal advantages 
of the cesium ion type of electrostatic propulsion en- 
gine, in that the ionization is elfected at a well-defined 
and carefully shaped equipotential surface. This emitter 
suríace can form the basis for accurate design of the 
ion-optical characteristics of the accelerator in niuch the 
same way as a space-charge-limited electron cathode 
forms the basis for design of Pierce-type electron guns. 

The cesium ion engine is seen to be amenable to ac- 
curate design, based on both analytical and carefully 
controlled experimental techniques, which yields very 
predicatable engine performance. These engines are 
capable of supplying ion beams of attractive densities 
(particle densities of the order of 10" ions/cm? and cur- 
rent densities of 20 to 80 ma/em? in the exhaust beam). 
These ion beams have been successfully neutralized 
(at least as far as laboratorv tests can determine). 

As shown in Fig. 12, the cesium ion engine can be 
made to be quite efficient. The principal energy loss is in 
the form of power required to heat the ionizer to the 
necessary emitting temperature. Some additional power 
is required to heat the neutralizer filament and the 
cesium boiler, but, for reasons mentioned before, no 
power dissipation due to current interception on the 
electrodes is tolerable. Fig. 12 shows the efficiency 
(power into the beam to produce thrust divided by the 
total input power) as a function of specific impulse of 
the exhaust beam. This curve is derived from calcula- 
tions based on experimental data on operating engines 
and other sources. It is seen that efficiency values in 
excess of 80 per cent are possible for specific impulses of 
interest for space missions. 

Cesium ion engines of the type shown in Figs. 8 and 9 
have been built and are undergoing extensive labora- 
tory development and evaluations [19], [20]. Progress 
in cesium ion engines has been very rapid in the past 
year: feasibility has been demonstrated, neutralization 
has been successfully accomplished in a laboratory en- 
vironment, erosion has been reduced to the point where 
lifetime appears long enough for space missions, etc. 
The cesium ion engine therefore appears to be an ef- 
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Fig. 12— Power efficiency of a cesium ion engine vs specific impulse 
for a value of ionizer current density equal to 20 ma/cm?, These 
data were caleulated from measured data of current density vs 
ionizer temperature and of ionizer heating power requirements. 
The power input includes that required to heat the neutralizer 
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ficient, practical, and effective device for the propulsion 
of space vehicles, an engine around which plans can now 
be made for future space exploration. These engines 
have been built so far to produce thrust levels of several 
millipounds, but larger thrust unit engines appear 
quite feasible, and such engines can be clustered for even 
higher thrust levels, e.g., 1.5-pound thrust for a 300-kw 
system or even 10-pound thrust for a 2-Mw system. 
These engines can also be built efficiently at the micro- 
pound thrust level for propulsion of lightweight scien- 
tific packages out of the plane of the ecliptic. Engines 
such as those shown in Figs. 9 and 14 arecurrently being 
developed [21] for use in the first space test of an elec- 
trical propulsion engine in late 1962. 


C. Penning Discharge lon Engines 


A second important class of ion engines employs a 
fundamentally different type of ion source in which the 
propellant gas is ionized bv electron bombardment. 
Since for any reasonable geometries and particle densi- 
ties the mean free path for ionization (of the order of 
meters) is much larger than the dimensions of the 
ionization chamber, it is evident that the efficiency of 
such a source depends upon increasing the mean life- 
time of the primary electrons. Such an increase can be 
accomplished by the use of Penning-type discharges in 
which magnetic and electric fields are arranged so as to 
trap the electrons and thus increase the ionization 
probability. Such sources have been found to have good 
power efficiency (in terms of energy expended per ion 
produced) and relatively high propellant utilization 
efficiency, together with the other obvious advantages of 
mechanical simplicity and ability to use a number of 
different types of propellant gases. The major problem 
concerns the design of high-quality ion optical systems 
for low electrode interception, and hence for long life. 

The most advanced engine of this type utilizes a con- 
figuration proposed by Kaufman [22]; it is shown 
schematically in Fig. 13. The ionization chamber is 
composed of a cylinder with the neutral propellant gas 
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Fig. 13—Schematic illustration of the type of Penning-discharge ion 
engine proposed by Kaufman [22]. 
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introduced at one end and the ions extracted at the 
other. The center portion of the cylinder (i. e., the anode 
for the discharge) is maintained at a positive potential 
with respect to the ends of the cylinder, thus providing 
electron trapping in the longitudinal direction. Electrons 
are emitted from a filament located on the axis. The 
longitudinal magnetic field prevents the electrons from 
reaching the anode directly; in the crossed electric and 
magnetic fields, they tend to spiral around the axis, thus 
increasing their mean lifetime and the probability of 
making an ionizing collision. A plasma is formed which 
fills the discharge chamber out to the screen; ions are ex- 
tracted from this plasma boundary by an array of ac- 
celerating electrodes. 

The energy range of interest for the primary electrons 
is dependent upon the ionization potentials of the pro- 
pellant gas. To date, only mercury vapor has been 
utilized. extensively in this tvpe of ion engine. The 
ionization cross sections for single and double ioniza- 
tion of mercury have broad maxima at roughly 50 and 
100 volts, respectively. Consequently, the energy range 
of interest for production of singly-charged ions is from 
about 30 to 70 ev. It should be noted, however, that 
the threshold potential for removal of a second electron 
from a singly-ionized mercury atom is 29.4 volts [23]. 
Although no data seem to be available on the cross sec- 
tion for this process, it might be expected that it would 
have a maximum somewhat below 100 ev; therefore, 
caution must, in general, be exercised in interpreting 
performance data and in adjusting conditions so that 
the ratio of doubly- to singly-charged ions is kept very 
small. 

The low-velocity electrons in the plasma have been 
estimated [22] to have a temperature corresponding to 
about 5 ev for the case of mercury with an axial plasma 
resistivity of less than 0.01 ohm-cm. 

Optimum magnetic field strength is dictated by a 
compromise between ionization efficiency and plasma 
resistivity in the radial direction. A strong magnetic 
field is evidently necessarv in order to obtain high ioni- 
zation efficiency. On the other hand, if the magnetic 
field is too high, the plasma resistivitv in the radial 
direction is increased, thus resulting in heating losses, 
increased diffusion losses of low-velocity electrons, and 
a radial inflow of ions. A radial inflow of ions leads to 
nonuniform ion current density through the accelerator 
system and results in deteriorated optics and increased 
electrode erosion. Optimum magnetic fields of the order 
of a few tens of gauss have been found in the experi- 
mental engine configurations studied thus far. 

When the electron mean free path 7 is much greater 
than the cyclotron radius r. the plasma resistivity in 
the radial direction is increased by a factor proportional 
to (//r.)*. From this, the functional dependence of the 
radial potential difference can be simply calculated [22] 
to be 

jv T. 
AV iaa ^v ——, 
ү ЖЫ, ЖЫ, ү 
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where L is the length of the ionization chamber, j is the 
discharge current, T, the effective electron temperature, 
„ the electron density and derr the total effective colli- 
sion cross section. This relationship has been used to 
guide scaling studies on this type of source. However, 
it is evident that much more work is required before 
an adequate theoretical understanding of this type of 
ion source is attained; this may constitute a fruitful field 
for further research. 

Fig. 14 pictures a typical engine configuration based 
on these concepts. Such units have been investigated 
and developed by the NASA Lewis Research Center. 
Typical performance of a 10-cm source operating at a 
specific impulse of 5500 seconds with mercury as the 
propellant has been given as follows [24]: An ion beam 
of 130 ma was obtained with a magnetic field of the 
order of 20 gauss; a discharge in the ionization chamber 
of 1.7 amperes at 50 volts, and a net acceleration volt- 
age of 3000 volts. This corresponds to an average 
beam current density over the beam cross section of 
about 1.6 ma / eme, or of the order of several ma/cm? in 
the screen apertures. Current densities in this range 
appear to be typical for this type of source. The over-all 
power efficiency under these conditions was about 70 
per cent, including filament power, magnet power, and 
power lost due to electrode interception. À measure of 
ionization efficiency is the cost in energy of producing 
one ion, which in this case was about 700 ev/ion. Pro- 
pellant-utilization efficiency was about 80 per cent. The 
thrust corresponding to these numbers would be of the 
order of 3 millipounds. 

Various studies of geometry and effects of magnetic 
field have been made. For example, ionization efficiency 
depends upon the manner in which the propellant gas 
is introduced; best results have been obtained when 
it is injected through the distributor on the axis where 
the density of high-velocity ionizing electrons is highest. 
It has been observed that grid erosion near the axis is 
greater than that near the periphery indicating a similar 
variation of ion beam current density due, at least in 
part, to the radial potential difference previously dis- 
cussed. 

A scaling study was carried out [25] with beam 
sources 5, 10, and 20 cm in diameter, designed for 
constant current densities in the extracted beams and 
otherwise identical in proportions. Some tvpical data 
are indicated in Fig. 15, where energy per ion is plotted 
as a function of magnetic field for the three sources. 
Here the ion-chamber potential difference was 50 volts, 
which was approximately optimum in the three cases; 
the specific impulse was held constant at 7000 seconds 
(4900 volts) as well as beam current density. It is seen 
that roughly the same performance is achieved for the 
larger sources. This similarity is more striking if plotted 
as a function of the product of magnetic field and di- 
ameter (e.g., curves reach a minimum at 16 and 32 
gauss for the 20- and 10-cm sources, respectively). The 
efficiency of the smaller source was, however, quite poor. 
Note from (21) that for a cyclotron radius proportional 
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to diameter D (in this case at 64 gauss), with L~D, T. 
and ger constant, and ~ 30°, where jo is the beam cur- 
rent density and x 7j, we find that 


AV a ~ (Djoy. (22) 
Thus, at small diameters, the radial potential difference 
increases, reaching a point where much of the power 
goes into heating of the plasma. It has also been verified 
that with increased current density jo the ionization 
efficiency goes up. 

Fig. 16 shows a curve ol expected power efficiency as 
a function of specific impulse for this type of engine. 
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Fig. 14—Artist's cutaway drawing of the electron-bombardment en- 
gine being investigated at the NASA Lewis Research Center. 
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Fig. 15— Results of scaling experiments |25| showing the ionization 
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for Penning-discharge engines ol three different diameters. 
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Fig. 16— Power efficiency as a function of specific impulsefor Penning- 
discharge engines of the type being studied at NASA Lewis Re- 
search Center. Performance close to that shown has been dem- 
onstrated in several laboratory tests. 
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Some of these relatively high efficiencies have already 
been obtained on experimental engines, indicating the 
promise of this approach. 

An area for intensive investigation in the develop- 
ment of the Penning-discharge source for long life is 
the ion optics system. In fact, it poses a challenging 
problem: the study of the boundary condition for in- 
jection of ion trajectories into the electrode system. It is 
evident that the shape of the plasma boundary or sheath 
can be varied over a wide range (indicated in Fig. 17) 
by the potential and shape of the extraction electrode. 
Thus, geometry and potential configuration must be ad- 
justed to achieve high-perveance laminar optics and, at 
the same time, to maintain optimum plasma boundary 
shape. Interception on the acceleration electrode of the 
engines discussed above has been of the order of 1 per 
cent, which can no doubt be improved considerably by 
systematic study of this interesting optics problem. 

No special neutralization mechanisms have been de- 
veloped for the Penning engine. This opens, therefore, 
an area for further study, as was carried out in the case 
of the cesium engine. Neutralization has been accom- 
plished in the laboratory testing of these engines simply 
by electrons from a hot filament stretched across the 
beam, as well as by trapping secondary electrons from 
the electrodes and beam collector over the length of the 
beam. Because of heavy sputtering, an array of fila- 
ments stretched across the ion beam is not attractive for 
practical space applications. 

As previously mentioned, all the results to date have 
been obtained with mercury as the propellant. The 
study of other types of gases seems to offer possible 
further gains in efficiency, current density, etc. We di- 
rect particular attention to the use of cesium. Although 
it is not generally true that higher ionization efficiencies 
can be obtained for lower ionization potentials, data 
[23] show that the ionization efficiency (in terms of ion 
pairs per cm mm Hg at 1 mm Hg) is the same, within 
a factor of two, as that for mercury, with the peak oc- 
curring at less than 20 ev for primary electrons as com- 
pared with about 50 to 70 ev for mercury. In addition, 
the ionization potential leading to doubly-ionized 
cesium is 36.9 volts with a first ionization potential of 
3.9 volts, compared with the respective figures of 29.4 
volts and 10.4 volts for mercury [23]. Thus, it would 
appear that there might be a much greater and more 
favorable range of discharge voltage over which condi- 
tions could be adjusted for higher efficiency without es- 
tablishing production of doubly-ionized cesium. Besides 
higher efficiency, we might hope that a denser, lower- 
temperature plasma would result, thus leading to higher 
ion current density and improved optics. Also, the 
lower discharge voltage with cesium could reduce or 
suppress the problem of sputtering of the hot electron- 
emitting filament. 

Another kind of ion source which utilizes a Penning- 
or PIG-type discharge is the so-called grid-type ion 
source used at the Oak Ridge National Laboratory in 
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separating stable isotopes and in controlled fusion re- 
search. This type of source is shown schematically in 
Fig. 18. Here the ion beam is extracted normal to the 
direction of the magnetic field which constricts the dis- 
charge. Although high (~100 ma /cm?) current densities 
are obtained at typical acceleration potentials of the 
order of 25 kv, this configuration has not been applied 
to the range of parameters of interest for propulsion 
purposes. Luce [26], however, has conducted some elec- 
trode erosion studies using this source and has discussed 
its application to ion engines. 


D. The Duoplasmatron-Type Ion Engine 


A third major class of sources which is being exten- 
sively investigated and developed for the electrostatic 
acceleration of dense ion beams is based on the so-called 
Duoplasmatron concept of Von Ardenne [27]. As in 
the Penning-type source, ionization is achieved by elec- 
tron bombardment and the ion bean is extracted from 
a plasma. Of all such bombardment sources, the Duo- 
plasmatron is capable of producing the highest ion cur- 
rent densities. Densities two or three orders of magni- 
tude greater than those attained by means of contact 
ionization 7.e., of the order of amperes or even tens of 
amperes per cm’, are possible (although they have not 
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Fig. 17— Шиѕ(га боп showing how the shape of the plasma boundary 
or sheath can vary as the field configuration in the accelerating 
region changes, The interesting problem is posed of suitably shap- 
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Fig. 18—Schematic drawing of the grid-type Penning-discharge 
source developed at the Oak Ridge National Laboratory [26]. 
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yet been achieved in well-focused beams). This charac- 
teristic, tozether with an inherently high ionization ef- 
ficiency and the prospects for eventually reaching high 
power efficiencies, makes this class of sources of con- 
siderable interest for development as part of an ion 
thrust system for propulsion. Although major problems 
exist in reducing electrode erosion, increasing emission 
area, and controlling and focusing the output beam, it 
is believed that these may not constitute fundamental 
limitations and that, with intensive and imaginative 
effort, the inherent promise of the Duoplasmatron-type 
ion engine may eventually be realized. It should be 
noted that such development may also have great im- 
portance to other areas of plasma research and applica- 
tion (e.g., injection sources for controlled fusion ex- 
periments, or linear accelerators). 

ig. 19 illustrates the basic Duoplasmatron con- 
figuration. À low-pressure arc is produced between a 
filament (or thermionic cathode) and the anode, which 
tvpically operates in a potential range from somewhat 
above the ionization potential of the working gas to 
about 100 volts. An “intermediate electrode," conical 
in shape and held either at an intermediate potential 
or sometimes floating, serves to constrict the discharge 
and increase the plasma density. This is the form orig- 
inally suggested by Von Ardenne in 1946 for use as an 
ion source for experiments in isotope separation. The 
addition of a high (essentially axial) magnetic field be- 
tween the tip of the baffle and the anode (Von Ardenne 
[27 ]) acts to constrain the discharge further. These dual 
constraints—mechanical and magnetic—produce a very 
dense plasma in the extraction orifice. Since neutral 
particles have to pass through this cloud of hot dense 
plasma to escape from the source, the propellant-utiliza- 
tion efficiency can be high. A very dense ion beam is ob- 
tained from the plasma by means of large negative po- 
tential (typically 10 to 60 kv) applied to the extractor 
electrode. 

The complex geometry of the Duoplasmatron makes 
exact analysis of its operation impossible. However, the 
basic mechanisms which determine its characteristics 
can be discussed qualitatively, and can serve as a guide 
in its development. The arc inside the source has the 
typical characteristics of a low-pressure discharge in 
which the electron mean free path is of the same order as 
the discharge length. A positive sheath close to the 
cathode supports a potential difference approximately 
equal to the ionization potential of the working gas. 
Following this cathode drop there exists a region of 
small potential gradient which contains an essentially 
neutral plasma; here, ionization as well as randomizing 
elastic collisions occur. The pressure in the arc region 15 
typically of the order of ten to several hundred microns. 

In such a discharge per se the plasma density would 
not normally be sufficiently great to permit extraction 
of large ion currents. As mentioned previously, this is 
accomplished through the use of magnetic and mechan- 
ical constraints. The magnetic field has two functions: 
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first, it gives rise to electron reflection (Penning-dis- 
charge effect), and second, it exerts a magnetic confining 
effect on the arc which serves to constrict it and to re- 
duce radial diffusion losses. Both effects increase the 
plasma density. 

Fig. 20 indicates schematically a typical magnetic 
field configuration in the neighborhood of the baffle 
canal and the anode [28]. The magnetic field, usually 
of the order of several kilogauss, is highly convergent 
in this region. In fact, it can be regarded as a magnetic 
mirror configuration. [29] in which electrons entering 
with an initial transverse velocity component can be re- 
flected. 1t should be noted that because of the geometry 
there must exist a region of crossed E and В fields which 
gives rise to transverse velocities and thus cycloidal 
motions which emphasize this effect. Total reflection can 
occur for a large part of the incident electron current. 

The electrons that are trapped by the magnetic field 
and reflected along their original path can be reflected 
again by the original electric field existing in the arc 
discharge, thus giving rise to electron trapping similar 
to that present in the Penning discharge. Such trapping 
may last until collisions or field inhomogenieties allow 


/— MAGNET 
А COIL 


—COOLING 
INLET 


—— FILAMENT 


— "ZWISCHEN- 
ELEKTRODE" 
OR SECOND 
CATHODE 


— ANODE 
INSERT 


EXTRACTOR 
ELECTRODE 


Fig. 19—Basic Duoplasmatron configuration. 
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Fig. 20—Magnetic field configuration in the neighborhood of the 
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the electrons to reach the anode. The probability of 
ionization by the primary electrons is increased by in- 
creasing their effective lifetime, which, combined with a 
decreased rate of radial electron diffusion, leads to 
higher ionization density and power efficiency. High- 
energy axial electrons which penetrate the mirror region 
can be reflected back into the plasma by the negative 
extractor potential. 

It is evident that the magnetic field can also exert a 
confining effect on the plasma which guides it through 
the baffle and extraction orifice and reduces the effective 
plasma boundary surface area and diffusion losses. The 
current density in the baffle canal is greater than that on 
either side of the baffle; most of the current passing 
through the baffle consists of electrons. The potential 
gradient which supports this current is sustained by a 
positive space charge in the anode side of the canal and a 
corresponding negative space charge on the cathode 
side [30]. As the canal length is increased, the tendency 
toward neutrality in this region becomes larger. Various 
estimates place the electron temperature in the baffle 
region of the order of 105? K, with somewhat lower tem- 
peratures (—10!?K) in the extraction region. The ion 
temperature was estimated by Von Ardenne [27] at 
several times 10??K, 

The discussion thus far has considered the Duoplas- 
matron only as a high-density ion source per se, with 
the potential of high propellant utilization and power 
efficiency. Its ultimate success as an ion engine con- 
figuration will depend in large measure on the develop- 
ment of high-quality ion optical systems which are com- 
patible with practical ranges of specific impulse (5000 to 
15,000 seconds) and with very low electrode erosion 
rates, which is also true of other types of sources. There 
are, in addition, a number of practical engineering prob- 
lems relating to cooling, efficient magnetic circuits, and 
weight reduction. Most of the research effort to date 
has been concerned with understanding the basic mech- 
anisms in order to improve the efficiency of the 
Duoplasmatron as an ion source. A great deal of addi- 
tional effort must be directed toward solving these other 
problems before its full potentiality as an ion engine 
can be realized. 

Although the ion-beam extraction process is space- 
charge limited, measurements often show significant 
deviations from a 3/2 power dependence of current on 
extraction voltage. In addition to the possibility of 
partial neutralization of the positive space charge by 
trapped electrons in the extraction region, it is evident 
that the shape of the plasma boundary from which posi- 
tive ions are extracted is a sensitive function of the po- 
tential distribution, geometry, and magnetic field 
configuration in the region of the extraction orifice. In- 
deed, the plasma meniscus can be given almost any de- 
sired shape by appropriate adjustment of these condi- 
tions [31]; it can be made either convex or concave, 
and can have widely differing surface areas. 

A very interesting problem in the Duoplasmatron, 
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as in the Penning-type engine, is that of suitably shap- 
ing the plasma meniscus so that the plasma system can 
be “matched” to an ion optical system. Not only does 
the meniscus shape constitute the initial boundary con- 
dition for the analytical design of optimum optics, but 
also it influences the over-all operation in a more subtle 
way. For example, the exact shape of the plasma bubble 
which is formed at the extraction orifice by the com- 
bination of electric and magnetic fields and geometry 
has a pronounced effect on propellant efficiency. High 
propellant efficiency is, of course, important in itself; 
but it is also critical in reducing erosion. Neutrals which 
leak out of the plasma complicate seriously the problem 
of beam formation and electrode erosion because of 
charge exchange with energetic ions. 

In the specific impulse range of interest, the cross 
section for charge exchange of the positive ion is at 
least two orders of magnitude larger than that for other 
reactions with neutrals present in the acceleration re- 
gion. In the high-density beams produced by this type 
of source, this constitutes a major prblem. Even with re- 
fined optics, ions generated by charge exchange with the 
neutral efflux will bombard the extractor electrodes and 
release new neutrals due to sputtering. The resulting 
erosion of material can be serious. More fundamental 
data on sputtering as a function of electrode material, 
ion energy, and atomic weight of the ions are required 
in reaching practical solutions to the problem of long 
engine life. 

Only the axially symmetric pinhole-type source has 
been considered here. It is evident that these ideas can 
be extended to rectangular and annular slit configura- 
tions so that total current can be increased, and several 
laboratories are pursuing these approaches. Also, some 
major modifications of Von Ardenne’s original work 
hold considerable promise; these involve extending the 
magnetic field into the cathode region itself and varying 
the cathode, anode, and extraction orifice locations and 
geometries. 

In short, the promise of this general kind of source 
for ion propulsion, as well as other applications, makes 
it a fruitful area for research, invention, and develop- 
ment. Energy expenditures as low as 450 ev/ion and 
propellant efficiencies of the order of 90 per cent have 
been demonstrated. Although the high-current-density 
capabilities have not been realized simultaneously with 
reasonably good optics, the practical current densities 
achieved to date are still higher than those obtained 
with other sources. It is expected that the space-charge- 
neutralization techniques developed in connection with 
the cesium ion engines may also be applied in this case. 


E. Oscillating Electron Engines 


1) Basic Principle: All the engines of the class which 
we shall call *oscillating electron engines" have in com- 
mon the presence of high-energy axially oscillating 
electrons. A number of them have in common other fea- 
tures which in many respects may be regarded as dual to 
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those of the ion engines described above. It seems ap- 
propriate to begin the discussion of this class of engine 
with an idealized model, in order to emphasize their 
common features. After analysis of this model, a de- 
tailed description of actual engines from a more unified 
view will be possible. 

The principle of the oscillating electron engine in its 
idealized form is shown in Fig. 21. Electrons emitted 
from a cathode are accelerated electrostatically and 
focused into a beam in region I. They are slightly de- 
celerated in region II, and are made to pass through 
region III in an axial stream. Ions which neutralize the 
electron space charge are then injected into region III. 
The potential maximum to the left of region ПІ pre- 
vents the flow of ions from region III to the cathode. In 
region IV a potential gradient is caused in the plasma; 
it reflects those electrons which do not have a sufficient 
energy to pass the potential barrier, and accelerates the 
ions. Most of the reflected electrons will then be re- 
flected again by the cathode and oscillate back and 
forth between the cathode and region IV until they are 
ultimately collected in region II or III by onc of the 
positive electrodes. The accelerated ions are ejected 
axially to the right of region IV with an energy approxi- 
mately corresponding to the potential difference be- 
tween the cathode and region III. Also, those electrons 
which are energetic enough to pass the potential AV 
will escape, together with the ions; in fact, the potential 
AV must be adjusted to just such a value that the num- 
ber of electrons escaping from region IV will be equal to 
the number required for neutralization of the ejected 
ion beam. From there on, the processes of neutraliza- 
tion of the energetic plasma beam ejected from region 
IV are the same as those described for the ion engine. 

The possible existence of a potential gradient of finite 
axial extent in a plasma beam was first pointed out by 
Rose [32] and Saltz, et al. [33]. Qualitatively, if an 
electron-velocity distribution of finite width exists, the 
existence of a potential gradient in a neutral or near- 
neutral plasma can be understood as follows: As the po- 
tential decreases in axial direction, part of the electrons 
are reflected ; this diminishes the electron density. This 
same potential decrease accelerates the ions, and hence 
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Fig. 21—t'rinciple of accelerated electron engine. 
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the ion density decreases. By maintaining the proper 
balance between the two mechanisms, it is possible to 
keep electron and ion density equal or nearly equal; the 
difference between both densities is then just sufficient 
to make up the space-charge contribution to the gradi- 
ent of electrostatic potential, when such a contribution 
is required for a self-consistent solution of the equations 
of motion of the particles and of Poisson's equation. 

It is important to observe that the potential gradient 
in a region such as IV can exist in a plasma as a conse- 
quence of two separate causes. In one case, the presence 
of an electrode close to cathode potential around the 
plasma beam in region IV and penetration of the vac- 
uum field into the plasma are essential. Electrostatic 
forces between this electrode and the ions cannot be 
ignored; they directly cause the acceleration. of the 
ions. Momentum is imparted to the vehicle via this elec- 
trode and via the electrostatic fields accelerating the 
ions. In the other case, penetration of external electro- 
static fields into the plasma is negligible: electrostatic 
forces between plasma and electrodes in region IV are 
insignificant, and most of the potential gradient in 
region IV results from space-charge fields. Momentum 
is then imparted to the ions in region IV through these 
space-charge fields. In other words, it is transferred in 
region IV from the energetic electrons entering region IV 
to the accelerated ions leaving region IV via the space- 
charge field existing in region IV. The momentum of the 
high-energy electrons entering region IV from region 
III has been imparted to them by electrostatic forces 
in region I. The momentum imparted to the vehicle 
therefore corresponds in this idealized case to the 
vehicle's reaction to these forces in region I. 

A quantitative analysis of the conditions for momen- 
tum transfer by space-charge forces in region IV (mo- 
mentum transfer from energetic electrons to the ions) 
is given in the Appendix. This analysis is based upon the 
observation that, in the absence of electrostatic forces 
between plasma and electrodes in region IV, all the 
momentum gained by the accelerated ions leaving re- 
gion IV comes from the energetic electrons entering re- 
gion IV from region III. This leads, as shown in the Ap- 
pendix, to the following interesting relation between 
the density of oscillating electron current es flowing 
toward region IV (from the left) and the ion current 
density j; accelerated through region IV: 


T. o 4a . 
nec M yw. 


n: ion mass, 


23) 


where 


m,=electron mass, 
% average energy of ions entering region IV from 
region III, 
W 4 average energy of ions ejected to the right after 
acceleration through region IV. 
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Eq. (23) shows that the electron current density Js“ 
most of which is reflected by the potential gradient in 
region IV, is much larger than the ion current density 
accelerated through this region. This is in agreement 
with what one intuitively expects when considering the 
transfer of momentum between light electrons and 
heavy ions as described above. The net electron current 
density emerging to the right of region III, together 
with the ion current density j,, is given by 
EA = [Йй = || =}. (24) 
This relation results from the condition that the total 
current density j;+j, emerging from the plasma acceler- 
ator be zero, a condition enforced by the processes out- 
lined in the earlier discussion of ion beam neutralization. 
It may be of some interest to observe that for desir- 
able ion current densities j; the electron current density 
jes’ becomes quite large; e.g., for j;=1 ampere/cm?, 
v/mi/ m, = 500, and IV ia 105, 1,222500 amperes/ 
em. This result, however, is of no particular concern, 
as jes’ consists of currents due to multiple reflections 
between the cathode and region IV. The net current 
density which must be emitted by the cathode in this 
example equals only FA = P — 1 | —Ji-1 ampere/ 
cm’, plus the contribution corresponding to the current 
ultimately collected on the positive electrode. 
Although some emphasis has been given above to the 
direct transfer of momentum from electrons to ions in 
region IV by space-charge forces, it is not yet clear 
which conditions prevail in actual oscillating electron 
engines. It may be plausible, in fact, that part of the 
momentunt transfer to the ions occurs directly through 
electrostatic forces between electrodes and ions, another 
part of the momentum being transferred froin the en- 
ergetic electrons through space-charge forces. In either 
case, however, oscillating electrons exist in region ПІ 
and are ultimately collected by a positive electrode. It 
is clear that this collected (or “intercepted”) electron 
current must, in any event, be kept as small as possible 
for reasons of efficiency; it represents a power loss 
which is basically unnecessary. For this reason, good 
focusing of the beam of oscillating electrons in regions 
H and IH is essential. In the engines considered so far, 
this is done by means of a dc magnetic field, as in a 
Penning discharge. If the cathode is itself immersed in 
the focusing dc magnetic field, it is of interest to ask 
how the plasma beam can escape from the diverging 
magnetic field at the end of the engine without being 
itself caused to diverge intolerably. Although a theoreti- 
cal answer to this question does not seem to exist yet, 
Meyerand's experiments [33], [34] (described below) 
on oscillating electron ion engines seem to indicate that, 
in fact, such a plasma beam divergence can be avoided. 
A further quantity to be evaluated is the plasma 
density n, =n, required in region III for a given ion cur- 
rent density j; in the plasma beam escaping to the right 
of region IV. If the rate of ion generation in region IV’ 
can be neglected as compared with the rate of ion injec- 


December 
tion or generation in region III, it is seen that 
ji 
Hic o (25) 
€Uja 


where bis is the average axial velocity of ions leaving 
region III toward region IV. For j;=1 ampere/cm? 
(which is a respectable ion current density) and vi; 
= 2-105 cm/second (which corresponds to argon ions at 
an energy of the order of 1 ev), 


Ne = n; = 3-10" particles/cm?, 


Although this plasma density is relatively high, it 
does not appear excessive for an intense hot-cathode 
Penning-type discharge; this shows, therefore, the po- 
tential capability of this type of engine for achieving 
quite high thrust densities at a high specific impulse. 

A few additional observations can be made about the 
rate of ion generation in region IV. In the above calcula- 
tions, this rate was assumed to be zero. In some engines 
(e.g., Meyerand's oscillating electron ion engine), how- 
ever, this rate is finite. The consequences of having a 
finite rather than vanishing rate of ion generation in 
region IV are: 


1) Requirement for a lower plasma density in region 
III than predicted by (25). This lowering of the 
plasma density, however, will not be larger, typi- 
cally, than one order of magnitude. 

2) Introduction of an undesirable velocity spread for 
the accelerated ions. 


It is now possible to see the following striking analo- 
gies between the oscillating electron engines and ac- 
celerated ion engines: 


1) Electrostatic acceleration of electrons, which is 
dual to electrostatic acceleration of ions. 

2) Minimization of electron collection by the accel- 
erating electrode through electron focusing (elec- 
trostatic and magnetic); is dual to suppression of 
ion interception by careful electrostatic ion focus- 
ing in the ion engine (even though electron inter- 
ception here is very much higher than ion inter- 
ception in ion engines). 

3) lon injection for space-charge neutralization, 
which is dual to electron injection. in the ion 
engine. 

4) Prevention of ion flow to the cathode by an ion 
deceleration potential maximum (region 1l), 
which is dual to the prevention of electron flow 
to the ion emitter bv a potential minimum in the 
ion engine. 


The major basic difference between the oscillating 
electron engine and the ion engine is possibly the process 
of momentum transfer from electrons to ions, which 
was discussed above. 

The actual oscillating electron engines to which the 
above considerations pertain differ from one another 
primarily in their methods of ion generation or ion 


1 


1961 


injection (in region III of Fig. 21). Three types of ion 
source have been considered so far: 


1) Ion generation through the oscillating electrons 
themselves (Penning discharge). 

2) Ion generation by an arc. 

3) Ion generation by contact ionization of cesium. 


Type 1) was investigated by Meyerand, et al. [33 |, 
[34] in the oscillating electron engine; type 2) was first 
proposed and investigated by J. S. Luce [35]; type 3) is 
being investigated by W. Eckhardt. This list, of course, 
does not exhaust the types of ion source which can be 
considered or which may be in a preliminary state of 
investigation. 

2) The Oscillating Electron lon Engine: The oscillat- 
ing electron ion engine as invented and investigated by 
Meyerand, et al., is sketched in principle in Fig. 22; a 
typical axial potential distribution is also shown qualita- 
tively in Fig. 22. It is seen that this potential distribu- 
tion is closely similar to that in Fig. 21, with the differ- 
ence that the well-defined potential maximum of region 
II in Fig. 21 does not exist; it is replaced by a moderate 
potential gradient in region III. The ions are generated 
by collisions between the fast electrons and neutral gas 
molecules or atoms admitted into region III. This device 
is therefore seen to be a modification of a hot-cathode 
Penning discharge. 
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Fig. 22—Oscillating electron ion engine (modified Penning discharge). 
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Typical performance obtained to date by an engine 
of this type is, according to Meyerand: 


Specific impulse—up to 3000 seconds with argon. 

Beam power efficiency —25 per cent. 

[on current density in escaping plasma beam-—-of the 
order of several amperes /cm?. 


“Sputtering of the cathode (lanthanum hexaboride) 
was visible after several hundred hours of operation, 
but did not interfere with normal operation of the de- 
vice. Appreciably less than 50 per cent of the total ion 
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current went to the cathode. No data on fuel-utiliza- 
tion efficiency seem available yet. 

The most important result from Meyerand's experi- 
ments appears to be attaining ion current densities 
above 1 ampere/cm? in the plasma beam, an achieve- 
ment which appears rather outstanding at the present 
state of the art. 

3) The Arc-Type Engine: In the arc-type engine, ions 
are generated in what corresponds to region ПІ of Fig. 
21 by means of a high-intensity vacuum arc. The type 
of arc developed by Luce [35] at Oak Ridge has been 
proposed for this purpose. Because of the high ion 
density (up to about 10" ions/cm?) and the high degree 
of ionization (resulting in good fuel utilization effi- 
ciency), this type of arc has definite merits as an ion 
source for an accelerated electron engine. The arc will be 
established between a hollow cathode and a cylindrical 
anode, the accelerated electron beam being injected 
through the cathode hole. Two possible disadvantages 
of this type of arc are the relatively fast rate of erosion 
(sputtering) of the cathode of the arc, and the require- 
ment for a relatively strong axial ас magnetic field in 
the arc region. The latter, of course, is also a require- 
ment for Meyerand's Penning-type oscillating-electron 
ion engine. 

4) Accelerated- Electron Cesium lon Engine: It is con- 
ceivable that the ions in region III of Fig. 21 could be 
provided by means of a cylindrical cesium ion emitter, 
producing ions by contact ionization. In principle, such 
an ion emitter could be made by a method similar to 
that described for the cesium ion engine. Possible ad- 
vantages of the accelerated-electron cesium ion engine 
then appear to be: 1) the ability to draw the maximum 
ion current density available from the ionizer, without 
limitations imposed by the perveance of the accelerat- 
ing ion gun electrodes, and 2) better thermal efficiency, 
because the thermally radiating area (approximately 
equal to the area of the plasma beam cross section) can 
be made much smaller than the ion emitting area. A re- 
duction of one order of magnitude in radiative heat loss 
does not seem impossible. 

Further apparent advantages of the accelerated-elec- 
tron cesium ion engine over other types of oscillating 
electron engines are: 1) better fuel utilization efficiency; 
and 2) better control of the potentials in regions 1 and 
H to minimize the back-flow of ions onto the cathode, 
minimize the power loss, and suppress the cathode 
sputtering associated with this ion back-flow. 

Questions still to be resolved about this type of en- 
gine are the details of potential distribution in the vi- 
cinity of the ion-injecting cylinder through which the 
electron beam passes in region III, the optimization of 
the electron beam focusing in region III (it is possible 
that an appreciable dc magnetic field may be required), 
and a detailed understanding of the plasma potential 
gradient needed in region IV. No experiments have been 
performed as yet on the accelerated-electron cesium ion 
engine. 
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III. MAGNETIC PLASMA ACCELERATION 


The dual to electrostatic acceleration. of charged 
particles is magnetic acceleration; Coulomb forces are 
used in the former, Lorentz forces in the latter. 

In magnetic plasma acceleration, the accelerating 
force is given by F=qv XB, where q is the charge of the 
accelerated particle, v its velocity, and B the magnetic 
induction. Because the average value of F can be finite 
even when both v and B are time varying and quasi- 
periodic, the possibility exists, in principle, of accelerat- 
ing a plasma with either dc or ac magnetic fields. Both 
methods are being investigated and will be «discussed 
below. 


A. DC Magnetic Plasma Acceleration 

1) Theory: À schematic of a dc magnetic plasma 
accelerator is shown in Fig. 23. An electron current 7 is 
emitted from a cathode, passed through the plasma 
which is to be accelerated, and collected by an anode; 
a dc magnetic field perpendicular to both the direction 
of plasma flow and of electron current flow is provided. 
As a result, a volume force 


f=jXB 


is exerted on the plasma by the flowing electron current 
and is available to accelerate the plasma. 
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Fig. 23— Principle of dc magnetic plasma acceleration. 


Both the current flow perpendicular to a dc magnetic 
field and the momentum transfer from the electron cur- 
rent I to the ions and neutrals of the gas imply collision 
processes. Because these collisions are necessary, it also 
follows that a finite ohmic plasma resistivity p is un- 
avoidable. Therefore, joule heating of the plasma must 
necessarilv accompany its acceleration by continuous 
Lorentz forces. It is therefore of interest: 1) to evaluate 
the importance of this joule heating, 2) to compare it 
with the transfer of ordered kinetic energy by Lorentz 
forces, and 3) to determine what basic limits are im- 
posed on this type of plasma accelerator as a conse- 
quence of joule heating [36]. 

The kinetic power н transferred to the plasma is 
given by 


и, = Thv — vi) = IhtB(vs — vi), (26) 


where 


T — total thrust, 
v» = exit gas velocity, 
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v input gas velocity, 

I «total current flowing across magnetic field H be- 
tween cathode and anode, 

В = uoti = magnetic induction, 

h=distance between cathode and anode. 


The power lost by joule heating of the plasma is 
given by 


и; = RD, (27) 


where R, is the total plasma resistance between the 
cathode and anode. 
From (26) and (27) the efficiency у of a de magnetic 
plasma accelerator is seen to be 
Uk 1 


2 —2 EE 28 
ик + ой; i R, (28) 


„ 
hB(v, — vi) 
From (26) J can be expressed as a function of the 
thrust 7: substituting 7 2T'/AB into (28) yields 


1 
(29) 


oe T 


IF R= — 
7 В?(шә — ту) 


These expressions are only rather crude approxima- 
tions. End effects, Hall currents, boundary layer effects, 
power to maintain the magnetic field are all neglected; а 
constant channel cross section (which may not be opti- 
mum) is assumed. Nevertheless, these expressions are 
helpful in gaining an insight into the nature and im- 
portance of the fundamental limitations of this accelera- 
tion mechanism. To this end, it is useful to express the 
total plasma resistance R, in terms of the plasma re- 
sistivity рь, which is a more fundamental and more 
readily evaluated quantity. Under the assumption of 
constant plasma resistivity pp throughout the region of 
current flow, this leads from (29) to 


; (30) 


where V is the volume of interaction space. Eq. (30), 
although approximate, is important because it shows 
which parameters should be optimized. For a given mis- 
sion, the total thrust 7 will be prescribed; the specific 
impulse, and therefore the exhaust velocity 92, will also 
be prescribed. For an effective plasma accelerator, 
vv; hence, d - bz. The parameters remaining 
available for optimization are, therefore: 


1) The plasma resistivity рь, 
2) The magnetic induction B, 
3) The volume of the interaction space V. 


According to (30), it is desirable: 1) to minimize p,, and 
2) to maximize BV. 
In order to evaluate the plasma resistivity pp and de- 
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termine how far it can be reduced, it is necessary to 
consider how the plasma can be injected into a Lorentz 
accelerator. In the devices considered and tested to 
date [37], the plasma is generated by a plasma jet [38]. 
This implies gas temperatures of the order of 1 ev. At 
such temperatures, a fractional ionization of the order 
of a few per cent can be achieved by seeding the gas 
with an alkali metal of low ionization potential (e.g., 
Cs, Na, or K). This degree of ionization is high enough 
to make electron-neutral collisions negligible as com- 
pared with Coulomb (electron-ion) collisions. The re- 
sistivity of such a plasma can therefore be made about 
as low as that of a fully ionized gas of corresponding 
temperature. The resistivity of a fully ionized plasma is 
given by [39] 


= Я log A 
рр = 6.53.10 Ton 


(31) 


ohm cm, 


where log A is a slowly varving function of density and 
temperature whose value is between 6 and 9 in the 
range of parameters of interest here and Т» (this should 
not be confused with those equations where T is used 
for thrust) is the electron temperature in ^K. For a 
temperature between 5000°K and 10,000°K, this 
leads to a plasma resistivity of the order of oo. 1 
ohm- em. To reduce p, below this value would require a 
higher electron temperature. With a plasma jet, this is 
not practical because of materials and life problems. 
An alternative process providing additional heat to the 
electrons is the joule heating itself, which results from 
the current flow through the interaction space of the 
plasma accelerator. An upper limit to the electron tem- 
perature, however, is probably set by the heat trans- 
fer from the plasma to the electrodes with which it is in 
contact,and by the subsequent electrode cooling and ero- 
sion problem. The existence of sheaths at the electrodes 
and of temperature gradients through the plasma cross 
section makes difficult a more accurate evaluation of 
the maximum tolerable electron temperature and of the 
minimum corresponding plasma resistivity in the pres- 
ent state of the art. 

The maximum tolerable value of B?V in (30) is de- 
termined by the following considerations: 

1) Since engine weight tends to increase with volume, 
it will usually be desirable to keep V reasonably small. 
Hence, to maximize B?V, it is more desirable to make B 
large than to make V large. (Note that B*V is propor- 
tional to the total stored magnetic energy Wm. Since the 
solenoid power or the weight of permanent magnet 
material needed for the required magnetic field is ap- 
proximately proportional to Wm, it does not matter, 
from the standpoint of cost of the field, whether B? or V 
is increased.) 

2) The upper limit to B is determined by the condi- 
tion that the required current flow in the direction of the 
applied electric field and perpendicular to the magnetic 
field can take place and that the momentum transfer 


Brewer, et al.: Ionic and Plasma Propulsion for Space Vehicles 


1811 


from the electrons to the ions and neutrals be effective. 
In order to determine this upper limit to B, it is neces- 
sary tò investigate in more detail the How of electron 
current perpendicular to a dc magnetic field in an ion- 
ized gas. To this end, it is convenient to proceed from 
the following equation, which relates electron current 
density j, electric field E, and magnetic field B in a 
partially ionized gas 140]: 


1 1 
ju [E+ oxa) -—jxB| 


Pp н.е 


2 Ree Rei 
E (32) 


—1 
B* Actis D | 


where 


Ne = cyclotron radius of particle considered, 
e charge of electron (absolute value), 
m = mass of particle considered. 
mean free path, 
e — electron, 
1 ion, 
index а = neutral, 
v = velocity of mass inotion of whole gas, 
1/0, = nere m, = plasma conductivity with 
1 /т.: = electron-ion collision frequency, 
п. = electron density. 


Eq. (32) was obtained using the following simplify- 
ing assumptions, which are valid in the plasmas under 
consideration: 


1) gravity forces on the plasma are negligible, 

2) N/A mif Me, 

3) Aa «^a, 

4) n,/n, «107, 

5) the gradient of electron pressure is small com- 
pared with other forces per unit volume. 


Eq. (32) is needed to find the components of the cur- 
rent density jand of the thrust density f—JX B. The y 
direction is chosen parallel to the applied dc electric 
field; the z direction is parallel to the applied dc mag- 
netic field. A further simplifying assumption is made 


as follows: 
Aia dei 
(0 H 
Rei Ree 


This inequality is satisfied for magnetic inductions 
B>0.1 weber/m? at plasma densities n;—n,«10!5 
cm-? and electron temperatures T,2 1 ev. Eq. (32) then 
yields 


(33) 


1 
Peu 34 
J aB” (34) 
1 E; 
bh — (35) 


1812 
where 
2 № 2e 
£u RP H 
Re, Via, 


у:а ion- neutral collision frequency, 
Z, =E,- tB, 


Mi 


pic = plasma resistivity to ion flow. 


2n,er in 


From (34) and (35), the components of the thrust 
density f£ —7/X B (thrust per unit volume) are found to 
be 


oh B 
5 (36) 
1 + a?B? 

2 1 J: (37) 
/„ S aB РЕ ` 
„% i m =, (38) 

F ee me ary 

where 
. iy 
Jo = — 
рі 


Because of the assumption of (33), the results of 
(34) to (38) do not hold for aB or BI, even 
though they are still approximately valid when «В is 
somewhat smaller than 1. They are, of course, quite 
good approximations for «B 1. Further, for reasons of 
efficiency [see (30)], very small values of aB аге of no 
interest for the purpose of propulsion. Therefore, (34) 
(38) are valid within the range of values of magnetic 
field of practical interest. 

Considering at the same time the efficiency given by 
(30) and the thrust density given by (38), it becomes 
apparent that an approximate optimum value for the 
magnetic field is given by the condition 


o? B? = 1, (39) 
which may be rewritten, by definition of a, as 
Re. & Dia. (40) 


This result [41] shows for the optimum magnetic field a 
value such that the ion cyclotron radius is about twice 
the ion-neutral mean free path. This follows from the 
predominant importance of the last term of (32), when 
Ree CNet. This result differs markedly from that which 
would be obtained in a fully ionized gas, where the last 
term of (32) would not exist; in that case the optimum 
magnetic field would correspond to the condition 
Re N, and would be much smaller. 
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2) Experiments: Experimental results in apparent 
agreement with the theory outlined above have been 
obtained in a dc magnetic plasma accelerator by 
Demetriades [42]. They are summarized below as an 
indication of the present state of the art. A schematic 
representation of the plasma accelerator is shown 
in Fig. 24; a diagram of the complete experimental 
apparatus is given in Fig. 25. Of most interest is a 
series of measurements of thrust as a function of dc 
magnetic field. These measurements, shown in Fig. 26, 
provide an experimental verification of (38) and condi- 
tion (40) for the optimum magnetic field. For the condi- 
tions of the experiment shown in Fig. 26, Boyt can be 
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Fig. 24—Schematic diagram of arc jet plasma source 
and de magnetic plasma accelerator. 
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Fig. 25—Schematic diagram of experimental apparatus showing dc 
magnetic plasma accelerator mounted on thrust stand within 
vacuum tank. Arc jet is mounted in vacuum tank door. 
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Fig. 26—Experimental data showing accelerator thrust as 
a function of applied magnetic induction. 
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evaluated from the following values of the parameters 
estimated by Demetriades for this experiment: 


lon-neutral mean free path—Aia= 1/740 ia, 
Neutral density— n, = 1015 atoms/cm, 
Gas- argon, 
Iou- neutral collision cross 
section [43 [- = 4 10 сп, 
Relative ion- neutral 
velocity = 2.3. 10? V. 
1.85. 10˙O m/ 
second, 
Electron density—*e = 104 сип, 
Electron temperature— T. S 10,000 N, 
Ion temperature Г; = 6400? N. 


The theoretical magnetic field for maximum thrust in 
the x direction, then, is given with Res = 2а by 


Vial, 


Boy = 


c 0.15 weber/m?. 

The experimental value, according to Fig. 26, is В2=0.3 
to 0.4 weber/m?. Considering the uncertainty in the 
evaluation of gj. and viu, agreement between theory and 
experiment appears reasonably good. It is clear, in 
particular, that the criterion RN,, which would pre- 
vail in a fully ionized plasma, does not apply to those 
experiments. Indeed, the condition RN, would lead 
to an optimum magnetic induction of about 2.5:107? 
weber / in, for the values of electron density (about 10" 


cm~?) and electron temperature (about 10,000 K) esti- 
mated for these experiments. 


Further results of interest from the Demetriades ex-. 


periments are: 


Maximum specific impulse achieved—2400 seconds, 
Maximum acceleration efficiency —44 per cent. 


While the above theoretical considerations and ex- 
perimental results show that Lorentz force plasma ac- 
celerators hold basically good promise for the achieve- 
ment of high specific impulse with good efficiency and 
high thrust density, a number of problems still remain 
to be investigated. The limitations imposed by over- 
heating of the electrodes by the hot plasma stream [45], 
boundary layer effects, and end effects still remain to be 
investigated in more detail, particularly at higher spe- 
cific impulse. While, from the results obtained to date, 
specific impulses up to about 5000 seconds with effi- 
ciencies above 60 per cent can probably be expected, it 
is not clear how much more will ultimately be achieved. 


B. AC Magnetic Plasma Acceleration 


In dc magnetic plasma acceleration, important limi- 
tations seem to be imposed by the presence of electrodes 
in direct contact with the hot plasma. À possibility of 
avoiding these difficulties while still applying the con- 
cept of magnetic plasma acceleration by /X B Lorentz 
forces is to produce induced currents in the plasma by 
time-varying (ac) fields, thus obviating in principle the 


need for physical contact between plasma and elec- 
trodes. A further advantage of currents induced by ac 
fields is the possibility of exerting accelerating forces on 
the plasma without the need for any particle collisions. 
For this reason, the use of plasmas with very low re- 
sistivity is, in principle, possible. This contrasts with dc 
magnetic plasma acceleration, where a finite plasma re- 
sistivity has been shown to be basically unavoidable. 
(Because, however, the effect of plasma resistivity in 
the dc case was found in itself to be tolerable, the latter 
advantage is probably of more academic than practical 
significance.) 

1) Traveling-Wave Magnetic Plasma | Acceleration: 
One class of ac magnetic fields available for plasma 
acceleration is traveling fields, or magnetic *traveling 
waves"; the other, ol course, is stationary fields. 

Traveling-wave devices may be subdivided [46] for 
convenience into the following categories: 1) magnetic 
piston plasma accelerators, 2) traveling-wave plasma 
bunch accelerators, and 3) traveling-wave plasma ring 
accelerators. 

a) Magnetic piston plasma accelerators: А schematic 
illustration of a magnetic piston device is shown in Fig. 
27. The pressure p exerted by the magnetic field on the 
plasma, if the penetration of the magnetic field into the 
plasma is limited to a surface region, is given by 


poll? 
2 


Р (41) 


A simple derivation of this relation will be given for 
a one-dimensional case because it provides some insight 
into the physical significance of (41). Consider a slab 
of plasma as illustrated in Fig. 28. Let a field H be 
established in the z direction at the left of the plane xi. 
As this field tends to penetrate into the plasma, it in- 
duces a current density jy. Then, from Maxwell's equa- 


PLASMA SURFACE PUSHED BY... 
TRAVELING MAGNETIC FIELO H 


H=MAGNETIC FIELD, 
EXTERNALLY APPLIED 
WITH FRONT TRAVELING 
IN NEAR SYNCHRONISM 
WITH PLASMA 


Fig. 27—Magnetic piston. 
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Fig. 28—Magnetic pressure on plasma slab. 
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tion VX H=, it follows that, for this one-dimensional 
case, 


9H, 
Ox 


(42) 


Jem 
The force per unit volume exerted on the plasma in 
the surface region is given by f=jXB: 
72 LE jyB. = uo] ,H z. (43) 
From (42) and (43), 


OH, Ho 
Ox 2 dx 


fz = po, 


Integrating f, between «=x, and х= х: to obtain the 
force per unit area yields the pressure f exerted by the 
magnetic field on the plasma: 


но( Hy? = 122) poll? 
2 Ja Өх 2 i 2 


if Hı=H and H.=0. 

This elementary derivation illustrates the fact that 
the pressure exerted by a traveling magnetic fiekl act- 
ing as a piston on a plasma does result from the Lorentz 
force /X В. A further consequence evident from this 
derivation is that the full magnetic pressure is exerted 
on the plasma only if the magnetic field is prevented 
from penetrating through it (otherwise, the above deri- 
vation leads to р = (4/2) (Hi — H?), with p=0 when 
Hz Hy). This means that the diffusion of the magnetic 
field into the plasma must be slow compared with the 
time available for plasma acceleration. In order to de- 
termine, in principle, the feasibility of magnetic piston 
acceleration of a plasma, it is necessary to consider the 
process of diffusion of a magnetic field into a plasma. 
This process is expressed by the following diffusion equa- 
tion [47]: 


aH 
— D. v, (44) 


where 


D =р/ро= diffusion coefficient of the magnetic (45) 
field in a plasma of resistivity p, 
Ho = permitivity of vacuum = 4r X 107? henry/m. 


Let 7 be the time available for acceleration of the 
plasma, / the depth to which the magnetic field is al- 
lowed to diffuse into the plasma during this time т, and 
vw the mean velocity of diffusion of the magnetic field 
during this time 7. The condition determining the maxi- 
mum tolerable rate of diffusion of the magnetic field into 
the plasma is then 


Vat < 1. 
Further, by definition of v; and D, 


D 


da = — · 


December 
Hence, 
P 
D«-—. (46) 
T 


The time r available for acceleration is related to the 
available acceleration length Z and to the final plasma 
velocity v, by 


т=——, (47) 


which is valid under the assumption that pu, if n 
is the initial plasma velocity (before acceleration) and 
if the accelerating force is constant during the time 
interval r. The following condition results from (45)- 
(47), for the plasma resistivity p: 

Poy, 

р < po · 

21, 

For а representative numerical application, let 


і =10 m, 
2L =0.5 meter, 
0р = 10° m/second, 
но = 47 ·10-? henry/m. 


p < 2.5-10-5 ohm-meter 
or 
p € 2.5-10-3 ohm-cm. 


Assuming the degree of ionization of the plasma to be 
high enough that Coulomb collisions will predominate 
over electron-neutral collisions leads, with (31), to the 
following limit for the electron temperature 7, of the 
plasma: 


Т, > б ev (about 70,000? К). 


This calculation is, of course, only approximate, and 
it aims only at determining orders of magnitude. As 
such, it shows that the requirement imposed on plasma 
resistivity and temperature, while not trivial, is not un- 
realistic. By proper preionization, or plasma injection, 
such plasma temperatures should, in principle, be at- 
tainable. For this reason also, plasma acceleration bva 
traveling magnetic piston as illustrated in Fig. 27 
appears, in principle, possible. 

Two modifications [48] of the device in Fig. 27 are 
shown in Figs. 29 and 30. In the device in Fig. 29 a 
"biasing" magnetic field is applied before the (traveling) 
field of the magnetic piston is applied. The purpose of 
this biasing field is to provide a magnetic insulation be- 
tween the plasma and the walls. Special care has to be 
taken to avoid excessive trapping of this fiekl in the ac- 
celerated plasma. In the device of Fig. 30 the traveling 
magnetic field is made sinusoidal; plasma bunches can 
be trapped every half wavelength in the vicinity of the 
axis, in the region where the magnetic field is minimum. 


E 
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Fig. 29—Magnetic piston with “biasing” magnetic field. 
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Fig. 30—Sinusoidal magnetic traveling-wave plasma accelerator. 


Plasma will tend to accumulate in the dotted regions, 
and to be carried with the magnetic field. For a high 
enough plasma conductivity (small rate of diffusion of 
magnetic field into plasma), conditions similar to those 
described above will prevail, with the advantage that 
the shape of the lines of force of the magnetic field will 
tend to reduce the plasma diffusion to the walls. In the 
plane AA one has, with a circular cylindrical sym- 
metry, a “cusped” field which, while it leads to a finite 
rate of plasma leakage, keeps this leakage below that 
which would exist in the absence of a magnetic field. 

b) Traveling-wave plasma bunch accelerator: An alter- 
native possibility exists for operating a device of the 
type shown in Fig. 30: if the plasma conductivity does 
not satisfy the condition of (33), the plasma will “leak” 
through the saddle points of the magnetic field, from 
one minimum to the preceding one, and so on. In this 
process, however, as a consequence of the relative mo- 
tion between plasma and magnetic field, transverse 
azimuthal currents perpendicular to the magnetic field 
are induced in the plasma, and the resulting / X B force 
vill still tend to accelerate the plasma, even though the 
force is more evenly distributed throughout the plasma 
volume than in the case of the magnetic piston. The 
advantage of this mode of operation is that it con- 
ceivably permits quasi-continuous operation, where the 
plasma is fed continuously into one end of the device, 
and is dragged and accelerated by the traveling mag- 
netic field to the other end of the accelerator. One 
penalty for this mode of operation, as compared with 
the magnetic piston, is the requirement for a higher 
ac magnetic field for a given average thrust density. 

c) Traveling-wave plasma ring accelerator: The prin- 
ciple of a traveling-wave plasma ring accelerator is il- 
lustrated in Fig. 31. It does not differ basically from 
that of a magnetic piston device of the type in Fig. 30. 
Although the concept of magnetic pressure Pm =}? 
could also be applied to the plasma ring device, it is 
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Fig. 31—Traveling-wave plasma ring accelerator. 


preferable to consider directly the interaction between 
the magnetic field and the azimuthal current induced in 
the plasma ring by the change of magnetic flux enclosed 
by the plasma ring as a consequence of slippage between 
traveling magnetic field and plasma ring. For this proc- 
ess of plasma acceleration to be effective, the total slip- 
page has to be kept smaller than one-fourth the wave- 
length of the traveling magnetic field. This condition is 
equivalent to the condition of (46) derived for the mag- 
netic piston devices and leads to similar requirements for 
the plasma conductivity. More detailed calculations [49] 
show that the /X B forces exerted on the plasma ring 
not only accelerate the plasma axially, but also tend to 
make the ring collapse radially inward. lt appears 
possible, however, to prevent the rate of inward radial 
acceleration from being excessive in relation to the rate 
of axial acceleration. 

d) Limitations and experimental results: One impor- 
tant feature of all traveling-wave devices is that the 
energy stored in the accelerating magnetic field is at 
least of the same order of magnitude as the kinetic 
energy of the plasma being accelerated. Hence if the 
traveling-wave circuit were simply terminated in a 
matched load, this flux of magnetic energy would be 
lost; because it is at least equal to the flux of kinetic 
energy of the plasma, quite poor efficiencies would re- 
sult. One way to avoid this waste is to recuperate the 
magnetic energy at the output of the accelerating cir- 
cuit by feeding it back through an appropriate feedback 
circuit to the input of the accelerating circuit; the ac- 
celerating circuit is then part of a race-track circuit. 

While loss of magnetic energy at the end of the 
traveling-wave circuit could, in principle, be avoided, 
ohmic losses in the conductors of the circuit causing the 
magnetic field cannot be suppressed. Because of the rela- 
tively low frequencies involved (typically of the order ot 
1 Mc or less), these losses can be kept relatively small, 
at least in those cases (magnetic piston, plasma rings) 
where the penetration of the magnetic field into the 
plasma or the slippage are kept small. Indeed, in those 
cases, the magnetic pressure on the plasma is of the 
same order of magnitude as the magnetic pressure on 
the conductor. lf the magnetic field at the conductor 
leads to a pressure p, it can be shown [50] that the 
power dissipated per unit area of conductor is, for 
copper at room temperature, 


Ру = 4.1507 fate X Por kw/em’, 
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where 


Јме = frequency of ac field in Mc/sec, 
Pat = Magnetic pressure in atmospheres. 


The pressures involved in plasma acceleration being 
substantially smaller than one atmosphere, one can ex- 
pect 


Pi & 1 kw/cm?. 


In comparison to this, the kinetic power transferred per 
unit area of accelerated plasma is 


Pri £ pev, = 107? p, v, kw/cm?, 


where 


Р = magnetic pressure in Newton/m?, 
Pat = magnetic pressure in atmospheres, 
7, = plasma velocity in m/second. 


It is interesting to evaluate Pi/ Pj from the above rela- 
tions, assuming p to be about the same on plasma and 
conductors 


415-V fue 
B Ры c Бец <A. 


Up 


With v, = 104 to 105 m/second, it is seen that the ohmic 
circuit losses can be kept relatively unimportant, even if 
the conductor surfaces would much exceed the surface 
over which the magnetic pressure is exerted upon the 
plasma. 

An additional feature common to these traveling- 
wave devices, where near synchronism is required be- 
tween traveling magnetic field and plasma, is the neces- 
sity of increasing progressively with distance the phase 
velocity of the accelerating magnetic field wave; i.c., a 
"tapered" traveling-wave circuit is required. This ap- 
plies to the magnetic piston devices; it also applies to 
the traveling-wave plasma ring accelerator described 
above. 

A further requirement common to all traveling-wave 
accelerators is low plasma resistivity. In all the above 
cases, plasma resistivity has been shown to lead to un- 
wanted effects (diffusion of the field into the plasma, 
slippage of plasma rings). In other words, electron 
collisions with ions or neutrals are to be minimized. It 
could be asked at this point how momentum is trans- 
ferred to the ions in the absence of electron-ion collisions. 
In all traveling-wave devices, the current flow is indeed 
carried by the electrons; the Lorentz force /X B acts, 
therefore, on the electrons, and the electrons alone will 
first be accelerated. However, as the electrons are ac- 
celerated and leave the ions behind, a charge separation 
occurs and leads to a space-charge field; this space- 
charge field then accelerates the ions and decelerates 
the electrons until thev all have the same average 
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velocity. This process is analogous to ambipolar diffu- 
sion and is effective as long as the Debye length is small 
compared with the dimensions of the plasma. One ex- 
ception occurs when the electron current flow is closed 
on itself, as in a plasma ring; in this case, an azimuthal 
electron current can flow without dragging ions with 
itself and without charge separation. This exception is 
important because it makes the flow of a net electric 
current transverse to the magnetic field possible. How- 
ever, the axial motion of electrons, under the accelerat- 
ing JX B force, does not lead to a closed path of electron 
current. For this reason, momentum is transferred by 
space-charge fields from electrons to ions in the axial 
direction without need for collisions. Returning to the 
requirement lor minimizing electron-ion and electron- 
neutral collisions leads to the need for highly ionized 
plasmas of relatively high temperature (typically above 
5X10°K, as shown above). For this reason. it does not 
seem practical to ionize the gas and accelerate it by 
means of the same electromagnetic field. Separate ioni- 
zation and injection seems necessary for traveling-wave 
devices. (It is indicated below that similar require- 
ments on low plasma resistivity and separate plasma 
generation are also apparent in stationary ac field 
plasma accelerators.) 

This list of requirements is rather severe; even so it is 
not exhaustive. In experiments performed by Penfold 
[51] the basic principle of this acceleration mechanism 
has been demonstrated. Plasma rings with velocities of 
about 1.2107 cm/second (I. 10 seconds) have been 
obtained; evidence has been found for plasma ring cur- 
rents of at least several hundred amperes. 

2) Stationary AC  Magnetic- Field. Plasma Accelera- 
tion: lt is also conceivable that currents can be induced 
into a plasma by means of a stationary ac magnetic 
field and that accelerating forces can be obtained by the 
interactions between these currents and the inducing 
magnetic field. One model of a device based upon this 
principle is shown in Fig. 32. The ac magnetic field is 
produced by a single-turn coil which is made part of a 
tank circuit by connection to an appropriate capacitor. 
A plasma ring is produced by preionization of the gas 
in the vicinity of the “exit” of the coil, as shown ideally 
in Fig. 32. The ac magnetic field induces an azimuthal 
current in the plasma ring: this results in a force B 
as shown in Fig. 32. For optimum conditions the cur- 
rent density should be in phase with the ac magnetic 
field H; hence, it should be in quadrature with the in- 
duced electric field, except for the phase shift of the 
electrons produced by the acceleration itself. This means 
that the plasma ring should have only negligible ohmic 
resistance; in this case, as well as in that of traveling- 
wave acceleration, electron-ion and electron-neutral 
collisions are, if anything, detrimental. In the extreme, if 
the plasma ring were purely resistive (instead of in- 
ductive) as a consequence of high ohmic resistivity, 7 
and B would be in quadrature and the average force 
would be zero. 
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Fig. 32—Stationary ac magnetic field plasma accelerator. 
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'The requirement for minimizing collisions and plasma 
resistivity appears to be in contradiction with the need 
of collisions for ionizing the gas. For this reason, pre- 
ionization of the gas or separate injection of the plasma 
seems necessary. This can be done on a pulse basis 
(where plasma rings are formed or injected periodically 
while the accelerating ac field is off). This procedure 
has been used by Miller [52] in the experiments in 
which he provided a preionizing coil in the vicinity of 
the region where the plasma ring was wanted. In 
Miller's experiment, the frequency. (55.5 Kc/sec) and 
strength (up to 1 weber/m?) of the ac magnetic field 
were chosen of such magnitude that the plasma ring was 
accelerated away from the coil within about 1 cycle. 
Acceleration efficiencies of the order of 5 per cent have 
been measured, with axial exit velocities up to 10° 
m/second; energies up to 25 joules per pulse were trans- 
ferred from the circuit to the axial motion of the gas. 

An alternative mode of operation, still pulsed, would 
consist in using higher ac frequencies and lower field 
strengths, with the result that the plasma ring would 
remain several ac periods in the ac field. Because little 
analytical work and no experimental work seem to be 
available on this mode of operation, a more extensive 
treatment does not seem indicated at this time. 

Finally, it is possible to consider cw operation. This 
implies continuous gas feeding and ionization in the 
accelerating region. Because of the apparent conflict 
between ionization and acceleration pointed out earlier, 
no satisfactory solution to the problem of CW station- 
ary ac magnetic plasma acceleration has yet been re- 
ported. 

In conclusion, although the idea of plasma accelera- 
tion by stationary ac magnetic fields seems interesting, 
both the problems of proper plasma or gas injection and 
the problem of optimization of the circuit geometry for 
optimum utilization of the ac magnetic field still remain 
to be solved. 


C. Pulsed Magnetic Plasma Acceleration 


An example of a pulsed magnetic field plasma accel- 
erator is shown in Fig. 33. This *hydromagnetic plasma 
gun," in the form invented by Marshall [53], consists 
of two coaxial conductors with provision for pulsed ad- 
mission of gas bursts through openings in the center 
conductor. Shortly after a burst of gas is admitted be- 
tween the two coaxial conductors, the power from a 
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Fig. 33—Hydromagnetic plasma gun. 


high-voltage capacitor bank is suddenly applied. The 
gas is ionized, a large radial current flows through it, 
and an azimuthal magnetic field is established by the 
flow of the current through the central conductor. This 
azimuthal magnetic field interacts with the radial 
plasma current to produce axial j X B forces which re- 
sult in a magnetic pressure of the order of u,/7?/2. In this 
respect, this device is analogous to the magnetic piston 
tvpe of accelerators described above. The essential dif- 
ferences are that, in the hydromagnetic plasma gun: 1) 
current flow through the plasma results from direct 
contact to the electrodes instead of being induced, and 
2) the magnetic field is not supported by a slow-wave 
circuit, but by a simple coaxial line. 

Basic limitations to this type of plasma accelerator 
may result from 


1) Difficulty of efficient energy transfer from the 
capacitor bank or pulsing circuit to the coaxial 
line, 

2) Loss of magnetic energy tending to escape or be 
reflected from the end of the plasma gun, 

3) Power loss due to physical contact between the 
plasma and electrodes, 

4) Disadvantage of requiring a pulsed power supply. 


Typical characteristics quoted for the performance of 
such a plasma accelerator are [53]: 


Output gas (H:) velocity—1.5 X 10° m/second. 

Total kinetic energy of gas, per pulse—1200 joules. 

Total efficiency of energy transfer from capacitor 
bank to directed kinetic energy —23.5 per cent. 

No evidence of electrode erosion was observed under 
proper timing of the electrical pulse with respect 
to the gas burst. 


These results so far appear encouraging. Because of 
the limitations suggested above, much still remains to 
be done before it will be possible to state how much 
performance can be improved. Further investigations of 
modifications of the Marshall gun [54] have led so far 
to results very similar to those quoted above, the major 
difference being that lower specific impulses (about 
6000 seconds) have been obtained with heavier gases, 
with about the same efficiency. 
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IV. ELECTROMAGNETIC PLASMA ACCELERATION 


In a nonuniform ac electromagnetic field, a charged 
particle of charge e experiences an average force given 
by [55] 

— е? 


Е = — — vi, (48) 
em w? 


Although it does not appear explicitly, the effect of 
the ac magnetic field is also included in (48). [The 
magnetic field has been eliminated by the use of Max- 
well's equation Y XE = —u«(0H/0t), to arrive at (48). | 

In a plasma, the force of (48) will be acting mainly on 
the electrons and will produce a force f per unit volume 


given by 
Wy\? eo? 
f - A= >) (49) 
w 


where w,=electron plasma frequency. (Momentum 
transfer from electrons to ions is caused by space- 
charge forces in the same process as described above.) 
In electromagnetic plasma acceleration, forces of the 
type given by (49) are produced by nonuniform RF fields 
and are being used to accelerate plasmas. It may be 
observed that when the RF field penetration inside the 
plasma is negligible (which it will tend to be at high 
plasma densities), (49) can be integrated to lead to a 
puressure p —€,E?/2 from the RF field on the plasma 
surface. A more rigorous derivation would lead to 


р = (1/2) (8° + 6/3), 


which may also be interpreted as radiation pressure. 

A general feature of (48) and (49) is that they in- 
dicate that the RF fields will tend to push the plasma 
toward regions of minimum RF electric field. When the 
RF electric field is parallel to the plasma surface, the 
plasma can actually be pushed toward these regions 
where the RF vacuum field would be minimum. When 
the RF electric field is parallel to the gradient of the 
plasma density, this conclusion is no longer always true; 
it applies only when the frequency of the RF fields is 
higher than the electron plasma frequency. If the RF 
frequency is lower, a “peeling” effect takes place at the 
plasma surface and tends to draw the plasmas toward 
the region of maximum RF electric fields [50 |. 

The only attempt at electromagnetic plasma accel- 
eration reported to date is that of Swartz, ef al. [56]. 
In these experiments, fields substantially parallel to 
the plasma density gradient were used, as shown in 
Fig. 34. For this reason, plasma acceleration could only 
be obtained for the relatively low plasma densities cor- 
responding to a plasma frequency below that (140 Mc) 
of the applied RF fields (n Z3 X 105electrons/cm?). Under 
these conditions, plasma acceleration up to velocities of 
the order of 2.5X10* m/second (specific impulse of 
2500 seconds) has been observed. Because of the low 
plasma density, however, resulting thrusts would be 
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Fig. 34— Electromagnetic plasma accelerator. 


too low to be of practical interest, even if higher micro- 
wave frequencies were used. 

In conclusion, the basic principle of electromagnetic 
plasma acceleration has been demonstrated. To make 
it useful for propulsion purposes, however, it will be 
necessary to devise means of applying the electro- 
magnetic RF fields perpendicular to the density gradient 
of the plasma, avoiding RF electric fields normal to the 
plasma surface and thus being able to operate with 
relatively high plasma densities where the plasma fre- 
quency exceeds the frequency of the accelerating RF 
fields. 


V. SPACE SIMULATION 


We shall discuss here fairly briefly some of the prob- 
lems associated with the testing and evaluation of per- 
formance of electrical propulsion engines. As we shall 
see, the simulation of space environment for an elec- 
trical propulsion engine is somewhat more complex than 
the usual space-simulation problem; however, ade- 
quate and detailed ground testing of these engines is an 
essential step in their development. There are a number 
of reasons for the importance of this ground testing, in- 
cluding the relatively high cost of conducting space 
tests, the much greater detail with which the physical 
phenomena can be studied on the ground, the ease oí 
making changes and adjustments in the experiment, 
etc. All point toward very comprehensive ground tests 
prior to the real test in space. 

Since electrical propulsion engines are to operate in 
the excellent vacuum of space, it is obvious that they 
must be tested under conditions where the background 
gas pressure will not influence the operation. The toler- 
able level of background pressure depends, of course, on 
the mean free path of the ions in this residual gas but 
will in general be of the order of 10-7 mm Hg. Addi- 
tional features of the physical environment simulation 
which may be desirable are: 1) cold surfaces to simulate 
the regions of infinite space as far as radiation from the 
engine is concerned, 2) artificial solar radiation to 
simulate the power received from the sun, and 3) 
possibly other types of radiation such as gamma rays, 
cosmic rays, etc. All these physical environment factors 
have been successfully simulated in various test cham- 
bers. The most difficult aspects of space simulation, as 
far as electrical engines are concerned, are the elec- 
trical conditions. It is apparent that the walls and col- 
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lector of the test chamber must not act as sources of 
electrons; i. e., suitable grids or other barriers must be 
arranged so that the bombardment by ions or other 
particles does not cause emission of electrons which can 
get into the beam and influence its behavior. A second 
and equally important aspect of the electrical simula- 
tion problem arises because in the space environment 
the ion beam is sent into essentially an infinite region 
with no boundary condition beyond the edges of the 
space vehicle. In the ground-based test chamber, walls 
must be imposed around the engine and beam in order 
to provide the vaccum and a collector must be provided 
to collect the ion beam; both of these arrangements im- 
pose artificial boundary conditions at the edges and the 
end of the ion beam. Programs are under way to develop 
improved techniques of simulating electrically the con- 
ditions of space in a finite-size ground-based chamber; 
we hope that by the time of the first electrical engine 
flight test we shall have improved facilities for more re- 
liable testing of these engines on the ground. 


CONCLUSIONS 


This paper has dealt with some of the fundamental 
concepts and problems which lie at the heart of a 
rapidly growing scientific and engineering effort in the 
field of electrical propulsion. No attempt has been made 
to include complete references to the many important 
contributions to this field, nor to some of the interesting 
approaches based on modification of the basic types of 
ion sources and acceleration mechanisms presented 
here. It is hoped, however, that the discussion has 
served to emphasize both the strong dependence of 
pragress in this field on broad areas of plasma physics 
and electronic technology, and the fact that it remains 
a fertile field for basic investigation and invention. 

Electrostatic engines have received more attention to 
date than those based on direct acceleration of plasmas 
and are consequently somewhat nearer the stage of 
practical usefulness. Of these, the cesium ion engine is 
the most refined in terms of progress toward meeting all 
of the difficult requirements of practical thrust units, 
i.e., high efficiency, excellent optics (low electrode ero- 
sion for long life), and techniques for controlled neu- 
tralization of the exhaust beam. This may be because 
the cesium ion engine is amenable to analytical treat- 
ment and is better understood than plasma devices. At 
any rate, this type of engine may well provide the ulti- 
mate optimum answer for systems requiring a specific 
impulse of 8000 seconds and higher. Although the 
thrust density is low, units of 20- to 30-millipound 
thrust can be clustered to provide total thrusts of the 
order of pounds for megawatt-level systems. However, 
each of the basic types of engines discussed here has its 
particular attractive features (e.g., high thrust density 
in the case of the Duoplasmatron and oscillating-elec- 
tron engines) and will, no doubt, find its own area of 
application. 

The fact that the electrical propulsion concept is fast 


becoming an engineering reality is borne out by the 
plans of NASA to begin the flight testing of small proto- 
type ion engines (at the several-millipound-thrust level) 
in late 1962. These tests will be carried out on ballistic 
trajectoriesusing the Scout launch vehicle as the booster. 
The principal purpose of these tests will be to demon- 
strate thrust, with the additional objectives of studying 
the neutralization problem in an actual space environ- 
ment and correlating the performance in detail with 
data obtained under laboratory conditions. Orbital 
testing of electrical propulsion system is projected at a 
future date. 

It is evident that progress in electrical propulsion will 
be very closely related to the development of lightweight 
nuclear-electric power systems, and an intensive effort 
is required in this direction. The performance of an 
electrically propelled vehicle depends strongly on 
achieving high power levels at low weight-to-power 
ratios (in most mission analyses a ratio of around 10 
pounds/kw is assumed). The SNAP-8 program, which 
is sponsored jointly by the NASA and AEC, is aimed at 
developing 30 kw at a weight-to-power ratio of around 
50 pounds/kw. This power system (or a 60-kw version) 
will probably be used in the first orbital testing of 
electrical thrust units. Detailed design studies (e. g., 
SPUR) indicate the feasibility of using high-tempera- 
ture operation to attain thrust levels from 300 kw to 
the megawatt level at thrust-to-weight ratios of 8 to 
10 pounds/kw. It is probable that, by using direct con- 
version concepts currently under study, ratios as low 
as 3 pounds/kw may be achieved early in the next dec- 
ade, i.e., by the time ionic and plasma propulsion comes 
into large-scale use for the exploration of the solar sys- 
tem. 


APPENDIX 


MOMENTUM TRANSFER BETWEEN ELECTRONS AND Ions 
IN ACCELERATED ELECTRON ENGINES 


This calculation is intended to determine the rate 
of momentum transfer from energetic electrons to ions 
in a region in which a plasma potential gradient exists 
in the absence of electrostatic forces between plasma 
and electrodes. Such a region would be the equivalent of 
region IV of Fig. 21 and will be referred to simply as 
region IV. It should, however, be observed that, in the 
absence of electrode fields, it does not appear possible 
in a one-dimensional situation to maintain such a re- 
gion at a fixed region in space; it appears that it should 
move in space (e.g., at the beam front) with the mean 
velocity of the accelerated ions [57]. Assuming now 
that the axial electrostatic forces between plasma and 
electrodes in region IV are negligible, the flux of 
momentum flowing into the plasma from the left of 
region IV must be equal to the flow of momentum 
carried by the plasma out to the right of region IV: 

din duout 


= 1 30 
dt dt 9 
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where 


diii, 
dt 


flux of momentum into region IV (from left), 


d» Пих of momentum out of region IV (with plasma 
di beam to right). 


Assuming most electrons to be reflected in region IV 
and assuming the ion energy in region III to be much 
smaller than the electron energy leads to the following 
expression, for the flow of momentum dij, / dt into re- 
gion IV: 


d Tb in 
dt 


= Hameva, (51) 


where 


nes = electron density in region IH, 
т, = mass of the electron, 
7,5 axial electron velocity in region III. 


2 


Ves? = mean square axial electron velocity in region III. 


(Note that because of the assumption of near total re- 
flection, (7.5/2) electrons/cm? will have a velocity di- 
rected toward region II} and experience a change of 
momentum equal to 2m,v.; upon reflection; also, the 
velocity distribution of electrons flowing in +x and 
— x direction will be nearly identical.) 

Assuming, at the exit of region IV, the electron energy 
to be much smaller than the energy of the accelerated 
ions leads, for the flux of momentum leav'ng region 
IV, to 


дио 


dt 


= Mis Mi bo, (52) 


where 


паз = ion density in region III, 

m. ion mass, 

v: = axial velocity of ions flowing toward region IV, 
v; = axial velocity of ions leaving region IV. 


Eqs. (51) and (52) express that the momentum flux 
into region IV is essentially carried by the electrons, 
while the momentum flux out of region IV is essen- 
tially carried by the accelerated ions [in effect, the 
latter assumption means that (Oni m)vacemiva]. 

Using (50)-(52), it is possible to relate the oscillating 
electron current density in region III to the ion current 
density emerging in the plasma beam to the right of 
region IV. To this effect, the following quantities are 
defined: 


jes’ = density ol electron current flowing in +x direc- 
tion (away from cathode) in region III. 
Jes" = density of electron current flowing in —x direc- 
tion in region III. 
Jes = jes dT ja" = J. 5 E . 
ji density of ion current flowing in +x direction 
(no ions reflected toward —x direction exist with 
the potential distribution shown in Fig. 21). 
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Using (50)-(52) the following relation is found be- 


tween jes’ and jy: 
jes’ 1 Т y= 
ji 2 т, 573 


with the simplifying assumptions, in (52) and (51), that 
ves eds 04, and 9,32 /b. d, . 
Under these conditions, 


Vu Dea Tz Vilas: iny 


where IVa is the average energy of ions leaving region 
IV (to the right) and Win is the average energy of ions 
in region II] (at the entrance to region IV). Hence, 


- [- y= 4 rer] 3 53 
Dro dos ju _ 


Q.E.D. 
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Transmission of Electromagnetic Waves Through an 
Ionized Layer in the Presence of a Strong 


Magnetic Field* 


T. P. HARLEY{, MEMBER, IRE, 


Summary—It is well known that the dielectric property of an 
ionized gas in the presence of a steady magnetic field is of tensorial 
character. Two of the three distinct components of this tensor are 
functions of the steady magnetic field. Generally, these two compo- 
nents decrease in magnitude with an increase of the steady magnetic 
field, thereby improving transmission of an RF wave. 

The effect of a strong steady magnetic field on the transmission 
of an RF wave through a homogeneous and a stratified layer of 
ionized gas is illustrated by means of graphs. The graphs are based on 
certain fixed values of electron densities and collision frequencies 
and on certain fixed values of a steady magnetic field oriented 
parallel or normal to the interface, while the normally incident plane 
wave is either linearly or circularly polarized. 

It was found that the best improvement in transmission is ob- 
tained when the steady magnetic field is normal to the interface and 
the oncoming plane wave is circularly polarized. 


INTRODUCTION 


N HYPERSONIC vehicle reentering the earth's 


atmosphere produces a strongly ionized, highly 

inhomogeneous plasma sheath about itself. This 
plasma sheath may degrade the transmission of RF 
energy for communication, guidance, and so forth, toa 
point below discernment. A steady magnetic field of 
sufficient strength produces the macroscopic effect of 
reducing the magnitudes of certain components of the 
permittivity tensor and thus tends to improve the trans- 
mission through the sheath. 

The phenomena associated with the propagation of 
electromagnetic waves through homogeneous aniso- 
tropic plasma are well understood at present mainly due 
to work done in connection with ionospheric propaga- 
tion.!? The effect of a strong magnetic field (stronger 
than the earth's magnetic field which is about 0.4 gauss) 
on propagation was also investigated by Poeverlein;? 
who analyzed the effect of a strong steady magnetic 
held on the components of the permittivity tensor and 
predicted improvement of transmission for sufficiently 
strong, steady magnetic fields. This paper utilizes the 
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results obtained by Tyras and Heldt for analysis of 
transmission through inhomogeneous anisotropic 
plasma. The formula for the power transmission coeffi- 
cient was programmed for the type 704 IBM digital 
computer to obtain the results in this paper. 


THE TRANSMISSION FORMULA 


The theory of propagation through anisotropic layers 
may be found elsewhere.“ Here we review only briefly 
the pertinent formulas leading to the results presented 
in this paper. 

Consider the geometry of a stratified plasma in Fig. 1. 
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Fig. 1—Stratified plasma model. 


The power transmission coefficient or the ratio of the 
transmitted power intensity to the incident power in- 
tensity for normal incidence of a plane wave linearly 
polarized along the x axis propagating in the positive 
в direction, is given by 

P' 


„ d anlteoste + | Arr sint, (1) 


where 6=7/2 (steady magnetic field in the plane of the 
interfaces) and 


Pt 
s m ME ne | a: 
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* С. Тугаѕ and С. Held, “On the propagation of electromagnetic 
waves through anisotropic layers," IRE TRANS. ON ANTENNAS AND 
PROPAGATION, vol. AP-7, Special Supplement, pp. 5206-5300; 1959. 
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when 0 —0 (steady magnetic field normal to the inter- 
faces). If the incident plane wave is circularly polarized, 
that is Eon = t jE,! and @=7/2, one gets 


Pt 
oM nee Leni. 9) 
When 0 =0 
р! Ae|? wi Тш = F Rosi 
Е j! l when : ы i (4) 
P: |] Ae|? when Eai = — Јо. 


The A's are given by 


4° = (1 + tanh ve exp (-i E we) 
k=l 


m 1 + tanh yit 


II — 


ка 1 + tanh усл" tanh 57%,“ 


› (5) 


where for both superscripts o and e 


| Hj — пал 
tanh y; = ———— 
ni F пал 
tanh 8; = tanh (y; + 843) exp( —2V)) 
27 
№; = — nil ;. (6) 
À 


Note that 4o—5,417]1 and 8,,,—0. The «'s are the 
indices of refraction given bv the Appleton-Hartree for- 
mula 


n’) == 
= Ve tm (7) 
ne 
when the steady magnetic field is in the z direction and 
ne = XE 
9; 2 
gw 
ne = V — (8) 
€ 


when the steady magnetic field is in the x-y plane. The 
parameters e, F, and у are complex if the plasma is lossy 
and are given by 


pot a) gp ete an 


e=1- 
A A 
5 
1+ 9° ly: 
eps? — 1 q _ 20g” 
a e А pri ко nm n 
A = [(e + 0? + ee — D? el. (9) 


where the p’s, q's, and o’s are the ratios of plasma, col- 
lision, and the cyclotron frequency, respectively, to 
the carrier frequency. 


ANALYSIS OF RESULTS 


The graphs of Fig. 2 show the power transmission co- 
efficient for a single homogeneous layer of plasma with 
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Fig. 2— Transmission through a one-layer plasma subjected to dif- 
ferent values of steady magnetic-field strengths. /=60 em; 
М = 100 electrons per cubic centimeter; and V —10? collisions per 
second. 


an electron density of 10? electrons per cubic centimeter, 
a collision frequency of 108 collisions per second, and a 
layer thickness of 0.6 m. Several values of the steady 
magnetic field strengths are considered when the latter 
is oriented either normal or parallel to the interface and 
when the normally incident plane wave is either linearly 
or circularly polarized. 

The graph of Fig. 3 depicts the situation of a stratified 
plasma under conditions similar to those above. The de- 
scription of the stratifications is listed in Table I, and the 
total layer thickness is approximately 0.6 m as before. 
The plasmas in Table | are approximations of repre- 
sentative models for what may be considered as reentry- 
type inhomogeneous plasma. 

It may be seen from the graphs of Figs. 2 and 3 that, 
in general, the magnitude of the transmitted power is a 
function of the wave polarization and the orientation 
and the magnitude of the steady magnetic field. The 
earth’s magnetic field, which for the purpose of this 
paper was assumed to be 0.4 gauss, has no apparent 
effect on these changes in transmission. 

It is interesting to examine the phenomena in trans- 
mission produced by a steady magnetic field stronger 
than that of the earth. Consider first the case of the 
steady magnetic field in the plane of interface (0 —7/2), 
which is represented by curves 1, 2, and 3 of Figs. 2 and 
3. We note that curve No. 1 is not affected by the steady 
magnetic field. This is not surprising, since in this case 
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Fig. 3—Transmission through an eight-layer plasma subjected to 
different values of steady magnetic-field strengths. 


TABLE i 
Stratifica- Thickness Electron Density Collision Frequency 
tion 10005 t ur (electrons per cubic (collisions per 
Number euch centimeter) second) 
1 0.05 2.1% 105 2.1108 
2 | 0.08 | 1.2х10* 3.4X10* 
3 0.08 1.1X10* 6.3X108 
4 0.08 1.0x10^ 1.2x10* 
5 0.07 9.0 10° 2.3X 108 
6 0.10 | 4.1108 3. 0X 105 
7 0.0% 1.8K 10:0 ЖЕРТ 
8 0.05 3.110 2.1108 


the alternating component of the electric field is along 
the steady magnetic field and thus there is no inter- 
action. When the alternating electric field is perpendicu- 
lar to the steady magnetic field, some interaction is ex- 
pected to occur, and this can be noted by examination 
of the graphs. 
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The most pronounced effects of the steady magnetic 
held on transmission should, of course, be expected in 
the case where the magnetic field is normal to the inter- 
face so that the alternating electric field is always nor- 
mal to it. Here we observe that the left-hand and right- 
hand circularly polarized waves are affected differently 
by the steady magnetic field. Moreover, the transmis- 
sion curve of the linearly polarized signal always lies 
between transmission curves for left-hand and right- 
hand circularly polarized waves. 

At lower frequencies, when the indices of refraction 
n and я" are much larger than unity, examination of 
the graphs of Figs. 2 and 3 will reveal that the trans- 
nussion of the signal is independent of frequency. This 
comes about from the asymptotic behavior of (5). In 
the case of a homogeneous layer when the steady mag- 
netic field is normal to the interface (@=0), it can be 
shown that 


16c*(o,? + r? 
| Ae «|: —> A (10) 


w—>0 Po, 


where о, —eB,/m, e, = N/me,, and v are the cyclo- 
tron, plasma, and collision frequency, respectively. A 
similar asymptotic limit can be derived for the case of 
the steady magnetic field in the plane of the interface. 


CONCLUSIONS 


It has been shown that a steady magnetic field of 
sufficient strength will enhance the transmission of 
radio waves through an ionized layer. The following 
further remarks are appropriate: 


1) Transmission is generally better when the steady 
magnetic field is normal to the interface than when 
it is in the plane of the interface. 

2) Improvement in the transmission due to a steady 
magnetic field is more pronounced at lower fre- 
quencies. 

3) At frequencies low enough, the transmission is 
frequency independent and is proportional to the 
square of the steady magnetic field. 
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The Use of Magnetic Fields in the Elimination 
of the Re-Entry Radio Blackout" 


Н. HODARAt 


Summary—This paper reviews first the most significant results 
concerning wave propagation through the plasma sheath surround- 
ing a re-entering missle; second, it presents a new evidence showing 
that the re-entry radio blackout can be eliminated when a static 
magnetic field of the order of 500 Gauss is applied through the 
sheath. The evidence is based on the results of an analysis of trans- 
mission and reflection losses taking place at a plasma-air interface. 
The analysis also shows that in the special case of the absence of 
collisions, (»=0) maximum transmission occurs when the signal 
frequency (w) is half the gyrofrequency (шь); the ratio of transmitted 
to incident power, in this case, equals approximately the ratio of 
gyro to plasma frequency. This result is also shown to hold when 
collisions are present, provided that ?<(w,—w)*. 


INTRODUCTION 


YPERSONIC space vehicles re-entering the at- 
mosphere are surrounded by a sheath of ions and 
free electrons known as a “plasma sheath.” The 

mechanism by which the sheath is formed is described 
elsewhere and need not be repeated here.' The presence 
of the sheath reflects and attenuates propagating elec- 
tromagnetic waves so severely that radio communica- 
tions with re-entering space vehicles are temporarily in- 
terrupted. This interruption or “radio blackout” is a 
problem of concern, in particular with future manned 
flights when continuous radio contact with the ground 
is necessary. 

Extensive work is being done on the radio-blackout 
problem. Several solutions have been proposed, such as 
recombination,? transpiration cooling, and shaping of 
the re-entering vehicle? all three methods attempt to 
reduce the electron concentration in the plasma sheath. 
Another method currently in use is to transmit above 
the plasma resonant frequency, as the attenuation is 
much less severe. Finally, a method advocated by the 
author*-* and others? consists of altering the electro- 
magnetic properties of the plasma by superposing a 
static magnetic field. Several comparative analyses of 
the above methods have been published: “ the present 
paper discusses only the magnetic-fiekl approach and 
presents new evidence showing that the re-entry radio 
blackout can be eliminated with relatively low magnetic 
fields of a few hundred Gauss. 


ELECTROMAGNETIC PROPERTIES OF PLASMA— 
PHYSICAL JUSTIFICATION OF THE STATIC 
MAGNETIC- FIELD APPROACH 


The electromagnetic properties of plasmas have been 
discussed extensively in the literature and more recently 


* Received by the IRE, August 28, 1961. Portions of this paper 
are abstracted from the author's Ph.D. dissertation at the Illinois 
Institute of Technology, Chicago, Ill. 

t The Hallicrafters Co., Chicago, Ш. 


in connection with microwave tubes” and the re-entry 
problem. * Electromagnetic plasma properties are best 
expressed in terms of three basic parameters: 1) elec- 
tron-plasma resonant frequency wp, 2) electron collision 
frequency v, and 3) electron gyrofrequency о. 

The plasma resonant frequency varies directly with 
the square root of the electron density N and plays a 
role which is analogous to that of the cutoff frequency 
of a waveguide; a lossless plasma cannot support wave 
propagation at frequencies below wp. The plasma reso- 
nant frequency is 


1? № 


M є. (1) 


Wp = 
(О, M, and є, are, respectively, charge and mass 
of the electron and dielectric constant of free space 
in mks units.) 


The collision frequency is a measure of the attenuation 
of electromagnetic waves in the plasma. When the col- 
lision frequency is zero, the attenuation 1s zero: as 
shown in another section of this paper, the attenuation 
is also zero when v= оо. 
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In the presence of a static magnetic field Bo, a free 
electron describes a circular motion in a plane normal 
to the field lines. It revolves at the gyrofrequency a. 
The gyrofrequency increases directly with the strength 
of the magnetic field; it is a vector quantity defined by 


Q 
оь = — M Bo. (2) 
(For an electron, Q«0 and œ has the same sense 


as Bo.) 


The presence of a static magnetic field alters the elec- 
trons’ motion in the plane transverse to Bo, thus intro- 
ducing new propagation modes. Consider, for instance, 
an electromagnetic wave at a frequency ш C in a col- 
lisionless plasma (v =0). When Bo 0, no propagation is 
possible. As Bo increases, the radius of the electron's 
orbit decreases. When В, is infinite, the orbit's radius is 
zero and the electrons' motion in the transverse plane 
is frozen; no interaction takes place between electrons 
and an electromagnetic plane wave whose wave front is 
normal to Bo. Under these conditions, the medium is 
no longer dispersive; a “spectral window" is opened 
through which a plane wave travels as if in vacuum. 

The preceding reasoning suggests the possibility that 
windows exist in the plasma over a finite frequency band 
for finite values of Bo. In particular, attention is di- 
rected to the existence of windows in the band of fre- 
quencies below plasma resonance. The spectral charac- 
teristics of a collisionless plasma in the presence of a 
static magnetic field are illustrated in Fig. 1; their deri- 
vation is given elsewhere.? The results are not new, as 
they stem from the classical Appleton-Hartree formula; 
they are presented graphically in terms of normalized 
frequencies 


n т » ^ p 
% fo 

= — = — c (3b 

А wp Je 


Similar spectral characteristics have been published 
previously in unnormalized form.” Fig. 1 reveals the 
existence of a window below the gyrofrequency when a 
right-handed (RH) circularly polarized wave propagates 
in the direction of Be (longitudinal field). This mode of 
propagation is of interest since the location of the win- 
dow is not dependent on the plasma resonant frequency. 
The window's location is determined solely by the 
strength of the static magnetic field independent of the 
electron density, provided that the plasma is collision- 
less. For instance, an unbounded collisionless plasma 
with 10” electrons/cm sustains wave propagation with 
no attenuation up to about 1 kMc when a static mag- 
netic field of 357 Gauss is applied. On the other hand, 
l'ig. 1 shows that, under the same conditions, a left- 
handed (LH) circularly polarized wave is transmitted 
free of attenuation down to about 1.2 kMc, provided 
the applied field is at least 2000 Gauss. It does pay to 
select the “RIGHT” mode in order to eliminate radio 
blackout during re-entry. 
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Fig. 1—Spectral characteristics of collisionless plasma with dc mag- 
netic field. Shaded areas are regions of no propagation. 


PLANE-WAVE ANALYSIS 


The re-entry radio blackout is caused by the plasma 
cutoff characteristics, the attenuation losses due to col- 
lisions, the reflections taking place at interfaces or in re- 
gions of rapidly varying electron density, and the 
changes in the antenna-radiation pattern. The results on 
which the elimination of radio blackout is predicated 
in this paper are based entirely on a plane-wave analy- 
sis. Associated with a plane-wave analysis are several 
sources of errors. To mention a few: first, the signal 
wavelength is often long with respect to the thickness 
of the sheath, and second, the near fields from the 
antenna cannot be neglected. Considerable work, both 
experimental“ and theoretical, 57? is being carried on 
in connection with the effects of the plasma sheath on 
the radiation pattern of antennas. Results from this 
work seem to confirm the validity of the plane-wave 
analysis. Measurements of signal-attenuation loss at 
about 200 Mc for a dipole transmitting antenna im- 
mersed in a plasma stream 3 inches in diameter shows 
favorable comparison between experimental results and 
the results of a plane-wave analysis.'® This last investi- 
gation supports the static magnetic-field approach 
based on such an analysis. 
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ErrEcT oF A STATIC MAGNETIC FIELD ON SIGNAL The curves in the figures display the well-known fact 
g play 

TRANSMISSION THROUGH PLASMA that collisions remove the discontinuities in the spec- 

Attenuation and Phase Shift trum and make propagation possible at all frequencies 


with varying degrees of attenuation. Furthermore, the 
range over which the phase function @ is linear increases 
with the collision frequency. The peaks and valleys of 
the B-curves (Figs. 5 and 6) are typical of the rapid 
phase variations exhibited by lossy media near reso- 
nance or cutoff. 

y v/2m Of major interest is the reduction in attenuation 
q= T We à (4) brought about when a static magnetic field is applied. 

р 


The plane-wave theory yields the value of attenua- 
tion а and phase shift 8 when collisions are present in 
the plasma.? The results are presented graphicallv in 
Figs. 2-6 for an RH wave; the collision-frequency pa- 
rameter v is normalized with respect to wp as follows: 


Fig. 2—Normalized attenuation vs normalized frequency, RH wave. Fig. 3— Normalized attenuation vs normalized frequency, RH wave. 
Variable static longitudinal magnetic field m; fixed collision fre- Variable static longitudinal magnetic field ; fixed collision fre- 
quency g=0.1. quency q= 1.0. 
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Fig. 4—(a) Normalized attenuation vs normalized frequency, RH wave. Variable static longitudinal magnetic field m; fixed collision 
frequency g=5.0. (b) Normalized loss reduction vs normalized frequency. 


Fig. 5—Normalized phase shitt vs normalized frequency, RH wave. Fig. 6—Normalized phase shift vs normalized frequency, RH wave. 
Variable static longitudinal magnetic field m; fixed collision fre- Variable static longitudinal magnetic field »; fixed collision fre- 
quency q —0.05. quency q=0.5. 
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The reduction caused by the magnetic field is more sig- 
nificant at low (¢<1) collision frequencies. From the 
data of Figs. 2-4, a loss reduction factor R in decibels is 
plotted vs Q. The factor R gives the loss reduction with 
several values of applied static magnetic field at various 
collision frequencies. R is given by: 


R(db) = 20 logis 75 = (20 logio e) (04. — фы). (5) 

79.0 
E, is the reduction in the electric- field amplitude over 
a distance of z-meters in the plasma for a given normal- 
ized collision frequency д and gyrofrequency m. Е, is 
the reduction under the same conditions when the static 
magnetic field is absent (n=). o4, and о, are the 
attenuation factors in nepers per meter at some collision 
frequency д for gvrofrequencies m and zero, respec- 
tively. The abscissa A in Fig. 4(b) is normalized with 
respect to z and wp (c, = 3 X10? m/sec, 8.68 = 20 login e); 
the relative decibel reduction in attenuation attained 
with a magnetic field increases directly with the operat- 
ing frequency, the plasma resonant frequency and the 
thickness of the sheath. 

On the other hand, there is little improvement in loss 
reduction at high collision frequencies (q— 5) when mod- 
erate magnetic fields are used (m —0.5). For instance, 
assume a plasma resonant frequency of 10 kMc, a col- 
lision frequency of 6 kMc (g—0.1), a sheath thickness 
of 4 cm, a magnetic field of 357 Gauss (m = 0.1), and an 
operating frequency of 500 Mc. Under these conditions, 
the loss reduction is 7 db; if the magnetic field is in- 
creased fivefold, the reduction in attenuation is 35 db. 
When collisions increase to 50 kMc (9 = 5), the abso- 
lute attenuation is considerably lessened while the rela- 
tive loss reduction caused by a static magnetic field is 
minor; thus, 2000 Gauss are required to further reduce 
the attenuation by 2 db. The benefits to be derived 
from the application of a static magnetic field are sig- 
nificant at collision frequencies below plasma reso- 
nance; for a given magnetic field, the loss reduction fac- 
tor R increases considerably as > decreases. When the 
re-entry blackout occurs, v is believed to be of the order 
of 0.1 fp; under such conditions, an extrapolation of 
the curves of lig. 4(b) shows a 70-db reduction in at- 
tenuation when the applied static magnetic field is 350 
Gauss, if f=500 Mc and f,=10 kMc. 


REFLECTION Losses 


The presence of a plasma-air interface creates addi- 
tional losses in the signal transmitted through the 
sheath. In the present paper, an expression is derived 
for the power transmitted into a semi-infinite plasma 
slab. The slab has constant electron density and con- 
stant collision frequency; it is threaded by a static mag- 
netic field normal to the interface and parallel to the 
direction of propagation. Work is in process to extend 
the analysis to a plasma sheath of finite thickness; how- 
ever, the results obtained from the present analysis are 
of considerable interest. When a linearly polarized 
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TEM wave impinges on the interface, both RH and LH 
waves are generated. Straightforward application of 
Maxwell's equations and boundary conditions yields the 
following expressions for the reflected fields in terms of 
the incident fields Et and H,,+: 


1 — 
i . Ent, (6) 
(1 + yr)(1 + yz) 
VR = YL 
fy o ку. 7) 
: (lt ую + у) ^ ( 
YR — Уг 
На ==] — Ha (8) 
| (i yd y) " 
1 = 
Н, = Ae З (9) 


S a + ук)(1 + у) 


The subscript 1 refers to free space, the superscripts + 
and — refer respectively to incident and reflected waves. 
The symbols А and L indicate RH and LH waves, and 
the subscript 2 in the expressions which follow refers to 
the plasma medium. 


EQ i T Eat (10) 
paea AE (11) 
1+ yr 
The other components are related by 
Eat S J Ep", (12) 
Ent = — jEpt, (13) 
Hať = jH pë, (14) 
Hat H. (15) 


yr and yz are the wave admittances of the plasma nor- 
malized with respect to the characteristic admittance of 
free space. ye and yz are identical to the complex index 
of refraction of the plasma for the RH and LH mode; 
they are given by the following: 


= 
)* 
a V $a mE] 


T 1 


у= y 1 


In the absence of collisions, (16) and (17) reduce to the 
familiar expressions for the index of refraction in terms 
of the denormalized parameters «y and wp: 


(16) 
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The power transmitted into the plasma is calculated as 
follows: 


P, = 4Q@(E X Н"). (20) 
R means “real part of,” and the asterisk indicates conju- 


gate values. Substitution of (6) to (15) into (20) gives 
the transmitted to incident power ratio р: 


ut a (21) 
p MH, 
280 200y,* 
p- mum i 
Ix» dr-exP 
The power ratio for the RH wave is 
2@ук* Yr + yn* 
Р se = Se (23) 
|1 + yel? jte»! 
Similarly for the LH wave, 
2807 ye + у^ 
pi : (21) 


р [бу [1+ yale 


and the total transmitted to incident power ratio p is 
given by 


p= prt PI. (25) 


The ratio is plotted in Fig. 7 for the collisionless case 
(4 = 0). It reaches a peak at о) = 09/2. When оь «0.10 wp, 
the maximum ratio is approximately m =%/wp For 
instance, let f, = 10 kMc; if a static magnetic field of 350 
Gauss corresponding to a gyrofrequency of 1 kMc is 
applied, the maximum amount of power transferred into 
the plasma is 10 per cent of the incident power at 0.5 
kMc. Increasing the static field fivefold only gives a 3-db 
improvement in power transfer. If the incident wave is 
right-handed polarized, no LH is generated in the 
medium and 3-db additional power penetrates the 
plasma, but no propagation takes place above gyrotre- 
quency. When collisions are present, several important 
results stem from Figs. 8-10. For a given collision fre- 
quency, reflection losses at the interface are reduced 
when a static magnetic field is applied. The reduction is 
more significant at lower collision frequencies. For in- 
stance, if v 2200 Ме, f,=2 kMc and B,—350 Gauss, 
reflection losses are reduced approximately by 5 db be- 
low 200 Mc, Under the same condition, except for » = 10 
k Mc, a static field of 3500 Gauss reduces reflection losses 
by only 1.8 db. Another important result is the fact 
that when large magnetic fields are applied (m —5), the 
collisions have little influence on reflection losses. In 
this case, reflection losses are determined mostly by the 
operating frequency. For low static fields the mismatch 
at the interface is lessened as the collision frequency in- 
creases. High collision frequencies not only decrease at- 
tenuation losses through the plasma but also decrease 
the reflection losses at the plasma-air interface. The 
reason for the reduction in reflection losses as collisions 


| aso weal 


Fig. 7—Transmitted to incident power ratio vs normalized frequency, 
RH wave. Variable static longitudinal magnetic field m; fixed 
collision frequency 9 = 0. 


Fig. 8—Transmitted to incident power ratio vs normalized frequency, 
RH wave. Variable static longitudinal magnetic feld n; fixed 
collision frequency q=0.1. 


Fig. 9— Transmitted to incident power ratio vs normalized frequency, 
RH wave. Variable static longitudinal magnetic field m; fixed 
collision frequency q = 1.0. 


Fig. 10— l'ransmitted to incident power ratio vs normalized fre- 
quency, RH wave. Variable static longitudinal magnetic feld s; 
fixed collision frequency q = 5.0. 
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where 6; is the angle of incidence and «(z) satisfies 


d*u(z) . 
— — + ky (n? — sin? 6% (2) = 0. 


ds (4) 


The form of (3) is an expression of the generalized 
Snell's Law, Ё sin 0 — constant. 

The dielectric constant which appears in (1) is, in 
general, complex. It is related to the complex conduc- 
tivity by the usual formula 


€ = є + 4то/іо, (5) 
where we take é= in the plasma and o = J/E; o may be 
derived’ by considering the motion of electrons in the 
plasma (neglecting the ion current) as the sum of the 
individual electron velocities. The individual electron 
velocities may be represented as a sum of the isotropic 
thermal velocity #(/) plus а field-induced drift velocity 
f (). The equation of motion of an individual electron 
(charge —e, mass m) can therefore be written as 


fo) = 70 + r'(0) 
= F(t)/m+ r'()-[grad -F(t)]/m 
+ r'- [grad +F(t)]/m — eDe'#'/m 
T dre Pe /m, 


(6) 


where Е(/) represents the stochastic force due to col- 
lisions between the electron and the other particles and 
D is produced by the sources of the external field, which 
may be regarded as the true charges on a parallel plate 
capacitor. Eq. (6) is derived by considering that the radi- 
ation-induced motion is a small perturbation of the 
thermal motion. The terms grad,F(/) and grad;F(/) 
represent the small change of the collisional forces due 
to the radiation-induced displacement and velocity. The 
terms in F(t) and F(f)/m refer to the thermal motion 
only and may be cancelled. Thus 


r()- r'(t) - [grade Е) Un + - [gradi F(r)]/m 


— e Dem + 8rePei*t/3m. (7) 


The average of the first term on the right of (7) iszero for 
collisions with neutral particles. For collisions with ions, 
this term has been shown by Darwins to cancel the 
polarization field created by the displacement of the 
other electrons in the plasma so we тау write 


М0) = rn. [grad +F()]/m — Een. (8) 


After averaging over the orbits of the individual elec- 
trons, (8) yields the celebrated Lorentz phenomenologi- 
cal equation, 


mi’ (I) = — mvt (t) — Ee, 


(9) 


7 O. Theimer and L. S. Taylor, “The dependence of the plasma 
conductivity on frequency and collision time," Ann. Phys., vol. 11, 
pp. 377-392; November, 1960. 

8 C. С. Darwin, “The refractive index of an ionized medium. TIS 
Proc. Roy. Soc. A, vol. 182, pp. 152-166; April, 1943. 


PROCEEDINGS OF THE IRE 


December 


for the motion of electrons in a plasma. The parameter 
v, 1$ best described as a coefficient of dynamical friction. 
In the case of a slightly ionized gas, with isotropic scat- 
tering of the electrons by heavy neutral particles, v, may 
indeed be shown to be the electron collision frequency.? 
In other cases, it is customary to refer to v, as the effec- 
tive collision frequency in the medium. Integrating (9) 
and comparing the current density so obtained with the 
driving field, yields the complex conductivity 
a(z) = — iN(z)e?/m(w — iv), 


(10) 


where W(z) is the electron number density. 
Combining (10) with (4) and (5), we find 


d?u(z Ame? N (z 
+ mef costo, - +” e) 
dz? 


| w(z = 0. (11) 


mo*(1 — ive) 


It shall be assumed that v, may be treated as a constant 
independent of z. This assumption requires justification 
in individual cases, but following an argument similar 
to one introduced previously,? the comparative sensi- 
tivity of the dielectric constant to variations оѓ», and N 
may be estimated from 


e ( de ) dN 
02/ ve 9.V/,. dz | alln A] 
= — = (1 — 1 ——— - 
dv. d[In v.] 


(2) ( дє ) 

022 x ду. Ху d 
Thus the effect of collision frequency variations is small 
when the variation in the electron concentration is large 
compared to the variation in the collision frequency 
(especially in the case , which is of particular inter- 


est). In Fig. 2, we display the results of aerodynamic 
calculations for a typical case of interest. b The magni- 
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Fig. 2—Aerodynamic electron densities and collision frequencies 
about a spherically blunted cone at Mach 21 and 160,000-foot 
altitude. 


I. S. Taylor, “The conductivity of slightly ionized gases," The 
Physics of Fluids (to be published). 

оН. С. Lew and V. A. Angelo, “Plasma Sheath Characteristics 
about Hypersonic Vehicles," GE Space Science Lab., Philadelphia, 
Pa., Tech. Information Ser. No. R60SD356; 1960. 
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tude of the quantity d [In М |/d |In ve] is of the order of 
10 in this case. Finally, we write (12) in the form 


4?и (в) 
+ [8° — yNG)]u(z) = 0 (13) 
dz? 
where 
в = ko cos 0; 
y = &re?/mc — ive/w) = yo/(1 - ie). (14) 


111. THe SERIES SOLUTION FOR THE REFLECTION 
COEFFICIENT 


Under the assumption 


M 
N(z) = kg qz” 


r=l) 


(15) 


(M finite), the coefficients of the wave equation are 
everywhere holomorphic, it is possible to solve the wave 
equation by the method of series, and the series con- 
verge for finite z.!! Thus, 


u(z) — S 6,2". 


a 


(16) 


This solution contains two arbitrary constants, co and 
ci. We rewrite the above in the form 


ulz) = Co ds а,2* ＋ сі D 0.2", 


(17) 
в==0 a=0 
where 
а; = bo = 0, ао, = 51 =] (18) 
Therefore 
diz) 
u(0) = сь, — = с (19) 
dz z=0 


In the Jeft-hand plane, the wave consists of an incident 
wave of unit amplitude plus a reflected wave. Remem- 
bering that we have taken the positive exponential for 
the time dependence 


ulz) = eti: + Re ige, (20) 


for 2 X0 where R is the (complex) voltage reflection co- 
efficient. The continuity of the field and its first deriva- 
tive at 2=0 now requires that 
Со = 1 + R 
су = 18(1 — R). (21) 
It is most convenient to work in terms of the normalized 
impedance 
14+ R 
1—R 


Z= = iBco/ ci. (22) 


u E. G. C. Poole, “Introduction to the Theory of Linear Differ- 
ential Equations," Dover Publications, Inc., New York, N. Y., pp. 
4-6; 1960. 
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Finally, we apply the boundary condition 210) = 0. Thus 


co L а" à 25 baz = 0 


a=) PSU 


(23) 


As a result, 


5 ip 27 5.215 Y a,21", 


em 8-0 


Z= (24) 
completing the formal solution. 

It is evident on physical grounds that at large zi, the 
impedance becomes independent of а. This occurs 
when, because of the processes of refraction and absorp- 
tion, the field does not penetrate effectively to the wall. 
We shall refer to this circumstance as the “infinite 
depth” case, and denote it by the subscript *. 


Example: N(z) = Constant 


As a first example, we consider the trivial case 


N(z) 2 N. Writing 


В -N = а?, (25) 
we have immediately 
oc (— 1)*"a*z* 
u(z) — co 2 —— 
axl, even у! 
бү ГА (— 1) ^79 Pasgs 
за MNT 
Q =, old s! 
Thus 
ig © — 1 (з—1)/2 % E] 
Л ЕЕ a G ) E 
Q =, odd s! 
E (— 1)*"a*z,* 
2 TA (27) 
a ==, even s! 
Of course, we recognize the series, with the result 
ig B cr, — 1 
Z= —— (апад = — — ——— (28) 
a а een +t 1 


Taking the principal value (arg a cr), we have in the 
case of infinite plasma depth 


Zo = b/a. (29) 
Thus 
„ (30) 
Bra 
(Recalling that 
о? = ko? | п? — sin? 6;], (31) 


where n, is the complex index of refraction of the plasma, 
we find 


cos 8; — s/n,” — sin? A; 
5 (32) 
cos 0; + Vn,” — sin? 6; 
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correctly.!?) It may be noted that no rearrangement of 
the series solution was necessary to separate (26) into 
terms proportional to co and ci. This will occur when- 
ever N(z) is expressed in even powers of z only. 


IV. THIN SHEATH CASE 


Considering only plasmas which zero electron density 
at z —0, (13) may be written as 


d*u(z) 
dz? 


+ [6 — y(qiz + qz? . ) J) = 0. (33) 


Thus the recursion relation for the coefficients of the 
series solution is 


(n + 2) (n + 1) C2 + Вс, — =! 


= "'Yd*€n—2 „ 0. (34) 
The first few coefficients are co, ci, 
Вв? 
E: = CO; 
2 
1 
єз = T (Ygco — Bc). (35) 


For sheaths that are thin compared to a wavelength, 
with a low electron density gradient, it is appropriate to 
retain only these first terms, with the result 


B? 1 B?z? 
u(z) = “|. — — 22 + — LJ] + of = =] . (36) 
2 6 6 


Bz, — 6531/6 


Z--—i = : (37) 
1 — 82;/2 + yq t/6 
'Thus 
7-1 
R = — 
Z+1 
НЕО 


1 — i(82) — (81)2/2 + (у41/8° + (88707 


(Thus, if the terms in (821)? may be ignored also, we find 
KI 51) 

In general, the series are poorly convergent and best 
suited to machine computation, even for sheaths only a 
few wavelengths thick. lf the variations in electron 
density are small over distances comparable to a wave- 
length, however, perturbation solutions of the wave 
equation may be employed.“ 


"ХМ. K. Н. Panofsky and M. Phillips, “Classical Electricity and 
Magnetism,” Addison-Wesley Publishing Co., Reading Mass., p. 
180; 1955. 

5 M. Klein, Н. D. Greyber, J. I. F. King, and K. A. Brueckner, 
“Interaction of a Non-Uniform Plasma with Microwave Radiation,” 
General Electric Co., Philadelphia, Pa., Tech. Information Ser. No. 
R59SD467; 1960. 
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V. PARABOLIC DENSITY PROFILE 
For many applications, a density variation 
N(z) = 912 + 92? 


adequately represents the profile. We first consider two 
special cases of this formula. 


(39) 


Case 1: q2=0 


In the case of a linear ramp in electron density 92 =, 
and the wave equation is 


4?и (в) 7 
— + [8° () = 0. (40) 
dz? 
It is indeed possible to carry out the series solution by 
the method discussed. The series thus obtained could 
then be identified with the Airy functions. In the present 
case, this is quite artificial and it is preferable to trans- 


form directly, writing 


C= = 6 = yo) rg). (41) 
We have Airy’s equation: 
du 
d = {и = 0. (42) 
Thus 
u = AQI) + Bai). (43) 


Extensive numerical results, based on calculations with 
somewhat different boundary conditions have been 
given previously.“ In the present case, writing 


fo = (a = 0) = = (уд) 


$1 = {@ = 2) = (—B + yqii)/(Qq)?? (44) 
and noting that 
Со = u(s = 0) =A Gi (co) + Ві (со) 
du 
с = (—) = (yg) LARIE) + R 
dz 2=0 
u(z) = 0 = Adi + BRIE) (45) 


where the prime indicates differentiation with respect to 
с, we find 


. 48 а)ба) - а)ба) 
en Bi’ (£0) — GC 


In the limiting case of infinite depth, 


(46) 


0 Sarg (1 = $arg y < Js, (47) 


and we may employ the asyniptotic forms! 
i( ) 1 —1/4 ( 2e 3/ ) 
ai ~ — ex — 2 
С es б р 381 


1 
ain) „ exp ( 7/7). (48) 


“A. Erdelyi, “Asymptotic Expansions,” Dover Publications, 
Inc., New York, N. Y., p. 95; 1956. 
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Whence ‘Thus 
18 Moe P. р(р — 2) 
JRA . ; FFF 
i i i Th л 
А В p(p — 2)(o — 4) 
As described previously, the wall has disappeared back = s ispum 
into the plasma. The condition ln »1 isa rough esti- 6! 
mate of the depth to which the field penetrates. _ р — 1 : (p — 1)(p — 3) : 
For steep density gradients, | ro Al, and the relation n 3! Rog m ae i 
between the Airy function and the modified Bessel func- 90 30 5) 
: p— (o — 3)(р — 5 
tions 2 = F 3 — ; . (88) 
Gi(r) = Mo? ialt) — (Ul) | 
— 378 P(/3) K m 3% (4/3) |" fo (50) From (24) the impedance is 
v2 ( dz 
yields ГЕ а ey (5) (59) 
vi(£i) Nd£ 
Zo = — ig[32r(4/3)/T(2/3)](qy)7"*. (51) | 
In general, it is at this point that numerical work is re- 
Case tigi d quired. In the present instance, however, these series 


In the event of a purely parabolic density variation! 
the wave equation 
d'u(z) 

dz? 


+ 182 — 2270) = 0 (52) 


may be transformed by the substitutions 
E = (472) *z 
р = l8? (yq) - — 1] (53) 


into the Weber equation 


— T lo- iu = 0. (54) 


In the present instance, it is useful to treat this equation 
in the following way: The usual transformation 
u = e (55) 


is even in £ (or z) and will not affect the identification of 
the appropriate coefficients. Upon substitution we find 


d?v t dv E 6 (56) 
—— — £— pv = 0. 5 
d£ di 
The series solution leads to the recursion relation 
r=p " 
47 = —— (57) 


ER n 
ir-E Di + 2) 


1$ Since the writing of this article, an extensive treatment of this 
problem apropos to the ionosphere has been given by K. G. Budden, 
“Radio Waves in the lonosphere," Cambridge University Press, 
England; 1961. (The íormula for the reflection coefficient in this 
case was first given by О. E. Н. Rydbeck, Chalmers tek. Hégskol. 
Handl., No. 34: 1944.) Many of the results obtained in this paper 
have also been independently obtained by D. J. BenDaniel and 
H. Hurwitz, Jr., “WKB Matching Conditions at Gradual Interfaces,” 
GE Res. Lab., Internal Rept., Schenectady, N. Y. (to be published). 


may be identified with the Kummer series, which is de- 
rived from the confluent hypergeometric function! 


СЕ РИ 2 (60) 
a, c; х) = — r ——— — 
с с(с+ 1) 2! 
Thus 
= = (7d, 37 Н) 
v: = £b(3 — 5р, 23 M). (61) 
Whence 
0 — do dde 
Z= — іван) — — 2 _ 662) 
$(— 20, LE i£) 
But for Re [x] x 
(a, c; х)  [T())/T (a) Jerr. (63) 
Whence, in the case of infinite depth, 
Za = — iBlygs)0(—40)/20G — dp. (69 


The gamma functions of complex argument have been 
tabulated." Using this table, we find for example at 
№=3 em, %% -. 1 and ф=10'°, Z,-0.29 —0.271, 
| R,| =0.58. 


The result obtained in the foregoing paragraph now 
reduces the solution. of the more general problem 
(1907) to a simple transformation. Writing the 
wave equation as 


tL pth == 
5 rE — 1Ё)и = 0, 


(65) 


є Bateman Manuscript Project, “Higher Transcendental Func- 
tions," McGraw-Hill Book Co., Inc., New York, N. $" vol. 1, ch. 6; 
vol. 2, ch. 8; 1955. 

п U. S. Natl. Bur. Standards, Washington, D. C., “Tables of 
the Gamma Function for Complex Arguments," Applied Mathe- 
matics Series 34; 1954. 
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where т = — y!g1(49:) „ and completing the square 
with the substitutions 


fe JJ 


reduces (65) to the Weber equation (54). Thus we recog- 
nize the series solution in the primed variables as 


u = ef [ABC 9) 

+ BE — 3%, 8; 4°). 
The coefficients со and ¢ апа the ratio А/В are ob- 
tained in (45). The relation!$ 


(66) 


pup erm 


(67) 


d a 

— Ф(а, c; x) = — la+ 1, с+ 1; x) (68) 
dx c 

which may be derived by term-by-term differentiation 
of (60) has been used to arrive at the following expres- 
sion for the impedance: 
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A 
Poar) 
B 
—1 
+ 20'Ф(1 — dp’, $; 2700 В (69) 
where &] = (2 = 31), 
А Li ГА 
— = — Ф (2 — 2, 8; 3170) /Ф(— 300, 3; 44). (70) 


В 
In the case of an infinite effective depth, (70) reduces to 


A ee NR 


= —— d 71 
В уг 1% VH 


VI. CONCLUSION 


The methods outlined in the present work may be 


extended to electron density distributions containing 
cubic and higher order terms, either as outlined in Sec- 
tion IV, or by development of the wave function in func- 
tional series. In the latter case, it is possible to employ 
limiting forms to determine the solution in the infinite 
depth case. The utility of such formulas is limited, 
however, by the difficulty in abstracting numerical re- 
sults from such formal solutions. 


Z = + iB(4yq2)-"4 


A 
x Е — фо’, d; 27°) 2 0,270 


x[a - 2098 Je. 4; 270 


T $a — % % — 3% $; 27°) 


CORRECTION 


W. W. Siekanowicz, author of “A Small-RF-Sig- 
nal Theory for an Electrostatically Focussed Travel- 
ing-Wave Tube," which appeared on pp. 1888-1901 of 
the November, 1960, issue of PROCEEDINGS, has called 
the following to the attention of the Editor. 

On page 1891, (17) and (18), the denominator of the 
third term within the parentheses should be 


2u instead of u. 


On page 1892 (36), the upper term in the parentheses 
to the left of the equal sign should be 


27104 


The right-hand side of (45) should read as follows: 
^ We : 8 
—2 Å|? { — (rg + d) + j2war e 1. — 1] sin Ө. 
Ua 


On page 1893 (55), the term to the left of the equal 
sign should be 


nO 
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Mutual Coupling of Two Thin Infinitely-Long Slots 
Located on a Perfectly Conducting Plane in the 
Presence of a Uniform Plasma Layer" 


JAMES S. YEET, MEMBER, IRE 


Summary—The investigation of antenna coupling was motivated 
by a study of communication with a hypersonic vehicle which upon 
re-entry, introduces a plasma sheath over the antennas. The model 
chosen for analysis consists of two infinitely-long thin slots on a 
ground plane covered by a uniform plasma layer which is assumed 
to be a lossless gaseous dielectric slab having a dielectric constant 
less than unity but greater than zero. The coupling effects are de- 
scribed in terms of a mutual admittance parameter in an equivalent 
т network from which other admittance parameters are derivable. 
The problem is formulated by spatial Fourier transforms which, 
upon inversion, would yield the desired results. The transform in- 
tegral for the case of a thick plasma layer is evaluated approximately 
by the method of steepest descent. The results are explained in 
terms of multiple reflections of rays by the sharply defined plasma- 
air interface. When the quantities are plotted as functions of slot 
separation, the perturbations show up in the form of ripples about 
the curve for the unbounded plasma. In a realistic situation, there is 
no well-defined boundary and the rippling may show up in a statistical 
manner. The coupling effect is found to be less serious in the presence 
of a plasma than in its absence. When the operating frequency is 
appreciably higher than the plasma frequency, the change in driving 
point admittance is small. Also, inside a thick plasma layer, no un- 
attenuating pole waves are excited. 


I. INTRODUCTION 


HEN two identical antennas are located near 
W one another, mutual coupling effects exist. 
Various authors have studied the mutual coupl- 
ing problem with regard to certain antenna geometry 
and antenna operating characteristics. For example. 
Lucke [1] studied the mutual admittance between slots 
located on the surface of a large-radius cylinder and 
compared the results with those in an infinite ground 
plane. Nishida [2], [3] investigated the effect of mutual 
coupling between two parallel slits located on a ground 
plane and on a cylinder on leaky-wave propagation. 
Edelberg and Oliner [4] considered mutual coupling ef- 
fects in large slot antenna arrays. 

The problem considered in this paper was motivated 
by a study of communication with a hypersonic re- 
entry vehicle such as the Dyna-Soar which introduces 
an additional interface into the antenna geometry. This 
interface is due to the plasma sheath that is created 
about the vehicle upon re-entry. When anteunas are 
located within this sheath, it is important to investigate 
the effects which the sheath may have on the antenna 
operating characteristics. When the sheath is treated in 
its most elementary form as a gaseous dielectric slab 


* Received by the IRE, September 27, 1961. 
+ Antennas and Radomes Unit, Boeing Co., Seattle, Wash. 


[5], [6], the sheath problem in many respects resembles 
the solid dielectric interface problem of surface waves 
which has been studied quite extensively [7 ]- [10]. The 
techniques of analysis employed by these people are 
quite applicable to the present problem. 

In this paper an attempt is made to study the effects 
of the plasma sheath on the antenna admittance pa- 
rameters. The sheath is assumed to have a real dielectric 
constant less than unity but greater thau zero. This as- 
sumption implies that the operating frequency is greater 
than the plasma frequency and that the electron-neutral 
particle collision frequency is negligible in comparison 
with the operating frequency. Because of the way the 
admittance parameters are defined, the problem is es- 
sentially one of finding the surface current due to the 
slot on the ground plane which is covered by a uniform 
plasma sheath. 


II. FIELD FORMULATION 


Consider a two-dimensional, double-layer problem as 
shown in Fig. 1. In this figure two parallel, infinitely- 
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Fig. 1—Uniform plasma layer оп two thin, infinitely-long slots 
ina perfectly conducting plane. 


long thin slots (S, and Sə) separated by a distance zo 
are located on the surface of a perfectly conducting 
plane. Above this ground plane is a uniform plasma 
layer (Region П). It has a thickness а and equivalent 
electromagnetic parameters Фә, H2, and ez, which are the 
conductivity, permeability, and permittivity of the re- 
gion. On top of the plasma layer is free space (Region I) 
with equivalent electromagnetic parameters 01, Mi, and 
ey. Let Si be the origin of a rectangular coordinate sys- 
tem. If e time dependence is assumed, w being the 
operating angular frequency, the fields are completely 
determined in each region by solving the differential 
equation for Hy! and Hy": 


1838 
ôH, 9°Н,! 
дх? F 4 S Seh (1) 
677 „1 ðH, - 
ee an FRH = 0 O<x<a (2) 
where 
M2€1 
k? = oye, and п? = ee O<un<l. 
H16 


Other field components can be derived in terms of Hy! 
and Ау! from Maxwell's equations: 


F (3) 
loea Os 
EJ = l LOB (4) 
19€,» Ox 
Ey” zn (3) 
„ (6) 


Let фу and ф» be the spatial Fourier transforms of Hyl 
and Hy" respectively; then the transform pair asso- 
ciated with the magnetic field in each region is: 


Region I 


П@ © eco 
p(x, А) = | HV (x, z) e "dg (7) 
1 2 А 
II (x, в) = =f pily, Aetitedh (8) 
275 
Region I] 
0 S a 
plx, h) = f H! (x, sewed (9) 
1 = А 
Hj) = 25 f plx, hjet*zdh. (10) 
1 o 


In terms of the Fourier transforms $, and @», the dif- 
ferential equations (1) and (2) reduce to one variable: 


d*$i 
— — Мф = 0 11 
dx? di п 
аф» 
—— — ифз = 0 (12) 
dx? 
where 
№ = i? E: (13) 
и? = IP — пір? (14) 
and the solutions of which can be written: 
фу = die (15) 
фә = da +A ze (16) 
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where the real part of А is positive when |a| >k and 
equal to V k? for outgoing waves when [А] <k. 

The appropriate boundary conditions are the usual 
continuity of tangential fields along the interface and 
the vanishing of Ez!! everywhere along the ground 
plane except the slots which are assumed to be delta 
sources with voltages V, and Vo, respectively. The 
transforms фу and ф» must necessarily satisfy similar 
conditions which are: 


$i = фә (17) 
1 d$ 1 іф» 
— еа EX (18) 
єз dx lia e2 dx 24 
d$; : 
E - zi | Кеч 
dx 1.0 87 


+ f Reeds], (19) 
Y Sa 


Since the electric fields across the slots are constant, 
they are given by: 
Ej! = Vié(z) 
pH = V 6(z = Zo) 


Slot 1 (z = 0) 
Slot 2 (s = £o) 


(20) 
(21) 


where à(z) and (2—20) are Dirac-Delta functions. 

Incorporating the boundary conditions in (17), (18), 
and (19) leads to a set of three simultaneous equations 
for the coefficients 4, 42, and Аз: 


e . 1 — ecu 4, — gua 4, = () (22) 
À и H 
= eet, — — emd: + — etra fa = O (23) 
є €2 €» 
4 12 = uds = = g(h) (24) 
where 
gt) = ioe(Vi + Voe), 
The solutions for the coefficients are: 
—2 р(й) е 
41 =- =e NE (25) 
ea(et#e + )( nei tanh ua + Ае») 
— g(h) (mer + Aes)ete 
FF a a — 20) 
(e + ен) (ре tanh ua + Aes) 
— (й) (пе Xez) e 
55 =. (27) 


alete + 7%) (ие, tanh wa + Хез) 


In terms of the transforms, the magnetic field in each 
region is: 


Region I 
а<х< © 
1 © 


"EU 2g(A) ee ^ 6m et id 
x,23) = —— — — — s 
3 21 J o (etta + ена) (ие tanh ga + dev) 


(28) 
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Region II 
О <т<0 


1 m g(h) (не + Nez) e 
Qed» u(1 + e7?)(uei tanh ua Nez) 


[= + нез Хе emen hu. 


(29) 
HE + es 


III. ADMITTANCE PARAMETERS 


In discussing the admittance characteristics of опе 
slot in the vicinity of another it is convenient to repre- 
sent the fields by а four-terminal т network as shown 
in Fig. 2. The circuit elements (Ул) and (F22) are self- 
admittances of the respective slots. The mutual admit 
tance (Ys) is a measure of the coupling of one slot into 
the other. The circuit equations are: 


I, = TFT FrV: (30) 
Г = Yaki + Yolo. (31) 
N 
— — — 
| 
| | 
" | LJ we v? Yogi 
Fig. 2—Equivalent circuit representation 
Define 

In 
6 (32) 

12 V, 


where Za is the short-circuited current (V; = 0) induced 
in slot S» due to the voltage excitation of V; in Si. Sim- 
ilarly, the driving point admittance (У, and У) for 
each slot in the presence of the other is: 


11 
ү =— when 122 0 
1 
Fi? 
zi Yu E (33) 
Y» 
Г, 
Ye =— when Г = 0 
2 
Кы? 
= Va — = (34) 
Үп 


The next step is to relate the circuit quantities to the 
appropriate fields. The surface current, [», per unit 
length in y is given by the magnetic field evaluated on 


the ground plane x —0. It is defined as 
dis =a, Call (0r). (33) 


The voltage excitations of slot Si and Sz are given by 
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the line integrals of the tangential electric fields over 
the apertures. These are 


p [ Eds = [ Vià(z)dz (36) 
81 81 

Va = [ EE = 28 (2 — godz. (37) 
82 Jo, 


The assumption of delta slot sources reduces the mathe- 
matical complexities of the problem by avoiding a com- 
plicated integration of the field distribution over the 
apertures as shown in (36) and (37). In view of (35), the 
mutual admittance У» per unit length in y as defined in 
(32) is simply: 

Hy 0 Zo) 


Ve = — 1 


7 (38) 


IV. EvALUATION oF Ну!!! 


To determine Vy, as shown in Section III, it is neces- 
sary to evaluate the integral for the magnetic field My" 
at S, due to Sı when V4 = 0. This integral can be shown 
to exist for all physical situations. Of special interest is 
the case for an electrically thick plasma layer which 
most likely resembles the situation during re-entry. 
Fortunately, the integral for this case can be evaluated 
approximately by the method of steepest descent. An- 
other case which is worth considering but is not dis- 
cussed in this paper is that of an electrically thin plasma 
layer. The expression for Hy!! in this case is left in the 
integral form. 


1. Inthe Presence of a Thick Plasma Layer 


From (29) and when x 20, 2 20, and 15 =0, Hya 
becomes: 


II (0, 20) 
їое} 
Е 27 
ME, — At» Д 
S (не + àe») (1 + IEEE: е =) et ihe 
a ee dh. (39) 
Jo w(t е?) (пе tanh ua + Хез) 
Let 
рє — Ае» 
ГА) = «с (40) 
ue + À €» 


As shown in Appendix 1, l'(4) can be interpreted as the 
reflection coefficient of the magnetic field due to the in- 
terface in the k domain. Hya!! can now be expressed as: 


H, (o, 20 = — dh. 


ioesVi æ 1 +b Ге—2ва gt ihn 
Í an 


2r =e lhe р 


In the complex k plane, because of the multiple-valued 
behavior of А and и the integrand of (41) possesses two 
branch point singularities when А=0 and џи = 0, and 
possible simple poles when 1 —De-?* —0. These poles, if 
they exist, give rise to characteristic propagating modes 
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that can be excited inside the plasma layer. However, 
because the index of refraction is greater than zero and 
less than unity, 02 €1 (medium II is less dense than 
medium 1), it is shown in Appendix III that there are no 
simple poles on the negative real axis in the л plane. 
Therefore, along the path of integration of the integral 
in (41), 1 — De 40. 

Because Г<1 and Rep is positive as shown in Ap- 
pendix II. it is clear that le?" is always less than unity. 
Hence, it is permissible to expand: 


H гезе] = Y (reto). (42) 


mat} 


From (42) the integral in (41) becomes a series of in- 
tegrals: 


egt i^zo 


ie“! © 
Hou) ы 1 f 
F 


%© Ге 3 æ 
+2 [р Xe]. (43) 


m=O 


dh 


Let 


* et i^n 
To = f 
"== и 


Ге -3u8 ptihzo 


һ=2 | dh 
-© и 


dh 


= Г?е—1нае+ irzo 
1» = 2 f = dh 
7 и 
© Ie тра o shen 
In = 2 [ = dh. (44) 
V —% и 


As shown in Appendix II, Re p is always positive along 
the integration contours. It is apparent that as аэ, a 
situation in which the slots are immersed in an un- 
bounded plasma medium, all the terms except Zo vanish. 
In terms of the reflection coefficient (T), Jo represents 
contribution when there are no reflections (Г = 0), and 
1, represents the contribution due to rays emanating 
from Si toward the interface, which partially reflects 
them toward Sz. These reflected rays may be inter- 
preted as coming from image sources located at X = + 2q. 
The strength of these rays is weighed by the appropriate 
reflection coefficient. Similarly, I: can be interpreted as 
a contribution from rays that have gone through two 
bounces of reflection by the interface. Alternately, 
these reflected rays come from image sources located 
at X= 4a, the strength of which is weighed by I°. 
Fig. 3 presents a physical picture of the reflection of rays 
that have gone through one bounce and two bounces to 
reach Slot Sz. It is clear that J; and J, through J, repre- 
sent contributions due to three, four, and m reflection 
bounces from the interface. The significance of these 
multiple reflection terms becomes less and less as the 
number of reflection bounces increases. For a relatively 
thick plasma, the first few terms should be sufficient. 
The integral J, is evaluated in the complex й plane. 
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À GROUND PLANE 
7 5 


ONE AND TWO BOUNCES OF REFLECTIONS 
BY THE PLASMA-AIR INTERFACE 


Fig. 3—Arrival of rays from slot Sı to slot S» 


The integrand has a branch point singularity when 
Au =. It has no poles; hence, it can be concluded that 
there are no waveguide-type modes excited in an un- 
bounded plasma. By Cauchy's theorem on contour in- 
tegration, the integral along the real axis is equivalent 
to the branch-cut integration as shown in Fig. 4. Hence: 


= gt i^o egt iio 
70 — f „ f dh. (5) 
o M Branch Cut и 
Let 
h= — uk sin? where 7 — E + ig. (46) 


The new contour in the complex 7 plane is shown in 
Fig. 5. To be consistent with the convergence require- 
ments along the contour, it is necessary that 


и = VIE — Wk? = — ink созт. (47) 
In terms of 7, the integral Jy becomes [11]: 
1 l А т 
10 = — f g nk sin rp = HO (nko). (48) 
i i 


The perturbation terms J; and Z through J, which 
involve the powers of Г are more difficult to evaluate. 
‘The integrand has two branch points which arise when 
х=0 and w=0. However, for a thick plasma when 
а>в and nka>>1, the contribution from the и branch 
may be approximated by the method of steepest descent 
and the contribution from the À branch will be negligible. 

Consider the general term /,, which is: 


ю pae msagt ihzo 
Tn = 2 [ j 
—% и 


It was stipulated that u hasa positive real part. Because 
а> 2e, the integral will converge along the contour of 
integration. 


dh. (49) 
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Fig. 6—Contour of the и branch-cut integration of /m in the т plane. 


Let 
Zo = Tm Sin Om (50) 
2ma = ri, cos Ên. (51) 
Hence: 
50 

0% = tan^! (- ) (52) 

2ma 
TS = (2ma)? + 205. (53) 


In terms of 7, (49) becomes: 


2 
[Pet ivkr» cos (Hm dr, (54) 


1 D 


The contour of integration is shown in Fig. 6. 
'The integrand is stationary when: 


9 
— соз (т + 6,) = sin (т + Om) = 0 
дт 


Tm = т — Om (55) 


where 8, is the angle of incidence of а ray from S; that 
has gone through m bounces of reflection to reach S2. 

By using the method of steepest descent and when 
nktm>>1, (54) becomes [12]: 


2 
[= — T (75) f einktm cos (r$) dr 
"D 


t 


27 
— Tr — On) Hour,) 
i 


2r 
= — D” (0m) Ho (пт). (56) 
1 


''he above development brings out the phenomenon 
of multiple reflections by the plasma-air interface. The 
N branch-cut integration contributes because of the re- 
fracted rays. However, inside the plasma region it is rea- 
sonable to expect such contributions to be negligible in 
the case of a thick plasma layer. 1n the neighborhood of 
the branch point when А =0; A= E: 


и? — RL — п?) 
1 1. (57) 


In view of the approximation in (57), the general term 
In becomes: 


g 2mak ant ot ihzo 
Im с 2 ä dh. (58) 
A branch kvi = п? 


The expression of (58) is analytic near the branch point 
h=—kin the k plane; hence, the net contribution along 
both sides of the А branch cut is zero. 

If the branch-cut integration is carried out asymptot- 
ically, each term is attenuated by an exponential factor 
of cane, where m=1, 22 

In summary of the preceding development, the mag- 
netic field Hya? (0, zo) in Region Il in the presence of a 


thick plasma is: 


weV i 


H,,U(0, 20) = — LE 


+ 2 5 r- | (59) 


mæl 


where 8, and 7m are defined by (52) and (53). 


B. In the Presence of a Thin Plasma Layer 


When Hy;!! is in the presence of a thin plasma layer, 
the image sources are located close together, and the 
incident angles for all rays from S; are almost at grazing 
with the interface (0,2290?). This gives a reflection co- 
efficient magnitude of almost unity. The series obtained 
in (59), when applied to the present case, converges too 
slowly to be of use. Therefore, the integral must be 
evaluated in another way. 
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It is convenient to write the Hy?! (0, zo) integral as: 


ime)’ ii 
Hs (0, Zo) S f 


т Jas д 


e 


Лез tanh 
[23 сп MZ (60) 


Хе» + uei tanh u 


When ka«&1 and tanh papa (60) becomes: 


iwe V en + eq) 
Ha O, o = = : f — dU 
27 os 


(Aes + иеа) 

The expression for Hy"! (0, zo) in (61) needs to be eval- 
ulated, either analytically or numerically. It is possible 
by employing Watson's lemma to arrive at an asymptot- 
ic series which is valid for large slot separation and 
finite plasma thickness. However, an expression which 
is valid for small gy has yet to be found. Because the 
plasma is physically thin, it is reasonable to look for 
major contributions to come from the situation when 
there is no laver and perturbations because of the laver. 

In terms of a typical operating frequency emploved in 
a hypersonic re-entry vehicle, a frequency in the X- 
band region (10 k Me), the thin plasma case is not too 
applicable. Under almost every flight environment, the 
plasma sheath created about the vehicle is many wave- 
lengths thick. 


(61) 


V. EXAMINATION OF THEORETICAL RESULTS 


In Section IV, the magnetic field or the surface cur- 
rent on the ground plane at z 2, the location of the 
second slot S has been evaluated for three different 
situations: 1) unbounded plasma medium, 2) thick 
plasma layer, and 3) no plasma (free space). 

When the surface current is known, it is possible to 
determine the various admittance parameters defined 
in Section III. 


4. Mutual Admittance 
The mutual admittance parameter Y, is related to 

the surface current by (32). The results for Vie under 

various situations can be readily tabulated as follows: 
1) unbounded plasma medium: 

r > wé: 4 

у 127 ELT Ha (nkzo); 


(62) 
2) thick plasma layer: 


WE: 
7127 = ESL 


+2> болш) |; (63) 


nml 


3) no plasma (free space): 
WE) 
үу = E Hy (ksu). (64) 


То illustrate the effect of the plasma layer on У}, the 


PROCEEDINGS OF TIIE IRE 


December 


ratio of the absolute value of FI“, and У, | Vie? / Уул 
is plotted as a function of the slot separation & for 
two different plasma-layer thicknesses: 1) Ва әс, and 
2) ka=10. Fig. 7 presents the results for 3 0.9 
(о/о —0.436), for n «0.7 (о/о = 0.714), and for 4 = 0).5 
(w/w = 0.865). 

In the thick plasma-layer case, the reflections from 
the plasma-air interface cause the curve to ripple about 
the dominant term. The perturbations become greater 
as the index of refraction departs further from unity, 
This is reasonable because as the two media become 
more different, the interface causes larger reflections. 
The effect is demonstrated for the cases of n — 0.9, 
n = 0.7, and 2 —0.5. Fig. 8 shows three reflection-coef- 
ficient Г curves as a function of the index of refraction u. 
Another point of interest is that mutual admittance in 
the presence of a plasma layer, whether it is thick or 
unbounded, is less than when there is no plasma. In the 
unbounded case, the ratio approaches the asymptotic 
ratio of * for fairly small £z, (e. g., Rou = 1). 


В. Self-Admittance 


The results in Section V-A for the mutual admittance 
can easily be extended to the present situation for self- 
admittance (Fin) by letting zo approach the half width 
of the slot, which is assumed to be thin. If IV is the slot 
width, then Fi; for the three different situations is as 
follows: 

1) unbounded plasma medium: 


WED W 
Yn” = HO (wi i) 
2 2 


2) thick plasma layer: 


Т 
yop “| С =) 
2 2 


＋2 Tr, — 0I Quin) |; (66) 


nl 


3) no plasma (free space): 


wei W 
Vir = —— П (^ i) 
2 2 


C. Driving Point Admittance 


(67) 


The driving point admittance (Y) for each slot in 
the presence of the other as defined in Section IIl in 
terms of the other admittance parameters, is given by 
either (33) or (34). Since slot S, and slot S; are identical, 
the self-admittance Vi, of slot one and Ys of slot two 
are equal. Values for Fis and Fim under various condi- 
tions may be obtained from expressions given in this 
section. With these known parameters, the driving point 
admittance (У) may be readily evaluated. In the ab- 
sence of mutual effects, Уу reduces to the self admit- 
tance Vy, of the slot. Fig. 9 is a plot of the ratio of the 
absolute values of Y," and Y," as a function of the slot 
separation ёзу. The quantity Fy” is the driving point 
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Fig. 9—Driving point admittance ratio vs slot Separation. 


admittance of slot S, in the presence of a plasma me- 
dium, and Fi“ is the same parameter in free space. Two 
cases are shown in Fig. 9, unbounded plasma and a 
thick plasma layer. For the particular parameters 
shown, the curves for both cases indicated that the 
perturbations introduced by the plasma medium were 
not too serious. Of course, these variations in Y af- 
fect the input VSWR of the antenna to a certain extent. 
Fortunately, the effect may not be too appreciable. 


Vl. CONCLUSIONS 


'The plasma model of an equivalent lossless, gaseous 
dielectric slab may have been too elementary to be 


realistic for re-entry conditions. ‘The least realistic is 
perhaps the sharply defined plasma-air interface. How- 
ever, such a model was employed to minimize the 
mathematical complexities of the problem. The situa- 
tion when the equivalent dielectric constant of the 
plasma layer is negative has not been considered in de- 
tail because the region of interest is the operating fre- 
quency above the plasma frequency. In view of the fore- 
going investigation, several interesting points concern- 
ing the effects of a plasma layer on the antenna ad- 
mittance characteristics have been uncovered. 


1) There are no unattenuating pole waves excited in- 
side the plasma layer whose equivalent dielectric 
constant is less than unity but greater than zero. 
However, the statement may not be true when the 
operating frequency is below the plasma fre- 
quency. Under this situation, the equivalent di- 
electric constant is negative. 

2) Mutual coupling is less serious in the presence of a 
thick or unbounded plasma laver than in free 
space. [n an unbounded plasma layer, the reduc- 
tion approaches the asymptotic value of 1°” for 
small slot separations. When the plasma is thick, 
because of reflections from the interface, the mu- 
tual admittance parameter ripples about the value 
for the unbounded case. However, in an actual 
re-entry situation, the plasma-air boundary will 
not be sharply defined and these variations will 
probably appear in a statistical manner centering 
on the value for the unbounded case.“ 

3) The driving point admittance is not seriously 
affected by the presence of a thick layer of weakly 
ionized plasma whose index of refraction for the 
operating frequency is close to unity. When the 
slot is matched initially to free space, it will re- 
main fairly well matched in the presence of the 
plasma layer. 


APPENDIX I 


It is possible to show that Г = (uei — Nez) / (er T Nez) is 
equivalent to the reflection coefficient of the magnetic 
field when a plane wave is incident on the plasma-air 
interface. When the magnetic-field vector is normal to 


! ‘The reason for the decrease in coupling as shown in Fig. 7 is that 
the slots in the presence of a plasma medium are less heavily excited. 
The equivalent voltage of excitation for slot Si is Veu= eVi. This 
means that an aperture antenna which is initially matched to free 
space will be a less efficient radiator in the presence of a thick or un- 
bounded plasma laver. À part of incident power at the aperture will 
be reflected and the amount is proportional to 


| 1 — e/a |? 
| $ 
1+ efe 


However, if some automatic tuning device is incorporated in the feed- 
ing network of the antenna such that a match to the intrinsic ad- 
mittance of the plasma medium is maintained, then the amount of 
power appearing at the aperture will be the same. Under this condi- 
tion, the mutual coupling for the two slots actually increases. The 
plasma medium in essence brings the two slots closer together. The 
ordinate for the curves shown in Figs. 7 and 9 should be multiplied 
by the factor 1/n?. 
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the plane ol incidence and parallel to the plasma-air 
interface, the ratio of the reflected magnetic field 
(H.,) and the incident magnetic field (H,,) is given by 
(19) in Stratton [13]. This equation is: 

uoki COS бо — uika cos 01 


Hj 
Г=—— = —— — (68) 
I uki cos 00 + mal cos 0 
where 6, is the angle of incidence and 6; is the angle of 
refraction. Since u = us (68) can be written: 


ek» cos bo == ei cos 0, 


= — (60) 
61 cos до + eki cos 01 


Let 
(70) 


й = — kə sin 8, = = ky sin 01. 


The relationship in (70) is merely a statement of 
Snell's Law of Refraction across the interface. In view of 
(70) and to be consistent with the convergence require- 
ments of the context of the paper, the parameters À and 
и must necessarily be: 

АХ = — iki cos 0, 

и = — ikscos bo. (72) 
In terms of А and и, the reflection coefficient from (69) 
becomes: 

Me, — ez 

ие + Хе 


r (73) 


APPENDIX II 


It is also possible to show that и always has a positive 
real part along the real axis in the й plane. For the time 
dependence of e,, assume: 


k= ky — ik: (74) 


where 
k Z ky. 


In the n plane, the integration along the real axis from 
— «€ to + © lies in the strip-ink, <B < J- inks, as shown in 
Fig. 10. Inside the strip, let œ, be the phase off ARE and 
фз be the phase of h — nk. 


в 
| h- PLANE 
DE MEN LIE АГИ a NES 
EM _ сок оет 1 — B-nk — ü 
3 NU M BON 
* nk 


Fig. 10— Phase of и in the h plane. 
Because 


и = (Л — nk)(h + nk) (75) 


the phase of и is one half the sum of $; and G2. 


—т<ф,<0 0 S ф < т. (76) 


апа 
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Hence: 


| phase , | = #|Ф + Ф| Ses (77) 


Eq. (77) proves that the real part of u is always positive. 
Because of this requirement, when transforming into the 
т plane, 4 must take on the negative sign. 


и = — ink созт. (78) 
The above proof is similar to problem 3 in Noble [12]. 
APPENDIX IT] 

EXISTENCE OF UNATTENUATING Pole Waves 


Starting with the integral for IH val! as in (41): 


iwek, (^? 14 Гена єкї Є 
Haa (0, 2) = — —— | Жоо cc D MC 
27 „ 1 — Te- ш 
It is necessary to examine the situation when 


1 Ter —0. Solutions to this characteristic equation 
give rise to pole singularities of the integrand. Their 
contributions can be evaluated by residue technique. 
Physically, these singularities represent characteristic 
wave modes which can be excited inside the plasma 
layer. These modes are similar to waveguide modes. 
Because of the multiple-valued behavior of the parame- 
ters X and yw, the solutions must be examined rather 
critically to make sure that they are consistent with the 
stipulations of the problem. Mathematically, the poles 
must be located on the proper Riemann sheet in which 
the integration is carried out. A more general and 
thorough investigation of the existence of pole waves 
has been conducted by Karbowiak [10]. The results 
shown here are consistent with Karbowiak's findings. 
Consider the characteristic equation: 


1 — le = 0 (80) 
where 
Mey — Ае» 
pa 
uei + Ае» 
Mlgo-p 


After some algebraic manipulation, this equation can be 
written: 


нє tanh ua + Ae = 0 


tanh pa = (81) 
Eq. (81) is exactly the same equation that Karbowiak 
[10] studied in his paper. 

To analyze the outgoing waves in the +z direction, it 
is necessary to concentrate on possible poles on the 
negative real axis іп the А plane. Medium Il is less 
dense than medium I. 

Hence: 


(82) 
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Eq. (82) implies operation above the plasma fre- 
quency. For discussion, divide the negative real axis into 
three ranges as shown in Fig. 11. 


h-PLANE 
| RANGE у | RANGE 2 | RANGE 3 
| 
M REAL | As IMAGINARY eisen 
ри REAL [= REAL iine | 
| 
| | | 
| | | 
o — 
| |-k |-nk 
| | 
| | 
і | | 
| i 
і i l 


Fig. 11—Range of values of à and д in the й plane. 


For k and л real, depending on the range of Л, the 
parameters À and и may be real or imaginary along the 
real axis. 


Range 1,—Ё<—Л<— œ 
A —real 
и real 

Range 2, пЁ < —h E —k 
\ = ппаріпагу 
p real 

Range 3, 0€ й X -nk 
\=imaginary 
p imaginary. 


An investigation of (81) reveals that if A is negative 
real, solutions are possible in Range 1. However, this 
stipulation of À negative real violates the radiation con- 
dition of the fields in Region I. Therefore, the solutions 
are not admissible. Similarly, there are no solutions in 
Ranges 2 and 3. Hence, it is concluded that there are no 
unattenuating pole waves when medium I] is less dense 
than medium I. 

'The above argument, however, does not rule out the 
possible existence of leaky waves. The poles that give 
rise to these waves are complex roots of the characteris- 
tic (81). They lie on the improper sheet of the Riemann 
surface on which the integration is carried out. In 
evaluating the transform integral by approximate 
techniques, it is customary to deform the contour into 
the one of steepest descent. A part of this deformed 
contour may lie in the improper sheet enclosing the 
leaky-wave poles which will contribute to the expansion 
of the integral. A leaky wave, unlike a surface wave, is 
characterized bv a complex propagation constant along 
the interface, both in the longitudinal and in the trans- 
verse directions. It attenuates or leaks longitudinally 
but grows transversely. This report has not investigated 
the leaky-wave question thoroughly enough to ascertain 
its existence. Hence, its contribution to coupling cannot 
be evaluated. Intuitively, its contribution to coupling 
will probably be negligible hecause of its existence along 
the plasma-air interface which is quite remote from the 
slots in the thick plasma case. 

The situation is different when medium 11 is more 
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dense than medium I. In this case the index of refrac- 
tion, n = 4/€/6, is greater than unity, and it can be dem- 
onstrated by similar argument that there are admissi- 
ble solutions to the characteristic equation when 
ESCH nk. Moreover, these poles waves can be 
shown to be slow waves (surface waves). It is possible to 
visualize three configurations that may give rise to pole 
waves: 


1) medium I—free space 
medium II solid dielectric 
2) medium I—uniform unbounded plasma 
medium II—free space 
3) medium I—free space 
medium II—plasma layer whose index of refrac- 
tion is negative. 


The first configuration corresponds to a dielectric slab 
on the ground plane and has been studied by Tai, 
Whitmer, Attwood [7], [8], [9], and others. The second 
situation may correspond to an elementary model of the 
ionosphere and conducting Earth. Also, it may repre- 
sent a simplified model of a hypersonic vehicle upon re- 
entry; Region 1 is then the plasma region and Region П 
is the region behind the shock and the surface of the 
vehicle. Finally, the third case corresponds to a situa- 
tion when the operating frequency is below the plasma 
frequency of the layer. 
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Antenna Noise Temperature in Plasma Environment 


M. P. ВАСНҮМЅКІ{, senior MEMBER, IRE, I. P. FRENCH}, Амр G. G. CLOUTIERT 


Summary The total noise power available at a receiving antenna 
on a hypervelocity space vehicle is determined by considering the 
engulfing plasma sheath as a uniform slab of plasma. The noise 
emission from the plasma is treated as a boundary-value problem 
which for this simple model can be completely solved. The effect of 
the hot vehicle surface and other external sources is included. 

The general conclusions are that for an isotropic plasma the main 
noise contributions result from the vehicle surface for N frequencies 
well below the plasma frequency, from external sources for NF fre- 
quencies well above the plasma frequency, and from direct emission 
by the plasma for RF frequencies about the plasma frequency. The 
noise power from the plasma is the most significant and exhibits a 
pronounced peak at an RF frequency just above the plasma fre- 
quency. 

The effect of an anisotropic plasma sheath (due to an auxiliary 
magnetic field carried by the vehicle) has been investigated for mag- 
netic field orientations normal to and parallel to the plasma. The 
anisotropy completely alters the spectral characteristics of the avail- 
able noise power resulting in several frequency regions of weak and 
intense noise emission. 


1. INTRODUCTION 


HE advent of space exploration and missile tech- 
| has posed many communication and diag- 
nostic problems. Among these is the behavior of 
antennas in an ionized environment such as the plasma 
sheath which forms about a hypersonic vehicle in a 
planetary atmosphere. Such information is essential in 
order to optimize systems parameters for communica- 
tions and telemetry and for possible investigations of 
the engulfing shock front and plasma environment. 
One topic of current interest is the noise power avail- 
able to a receiving antenna located on board a hyper- 
velocity vehicle. In this paper, the plasma sheath is ap- 
proximated by a uniform plasma slab and the noise emis- 
sion spectrum from the plasma determined from the ab- 
sorptivity using a generalized form of Kirchhoff's law. 
In addition, the effect of the hot vehicle surface and ex- 
ternal sources can be included by utilizing the reflec- 
tivity and transmissivity of the plasma. A numerical ex- 
ample illustrates the analytical considerations. Opti- 
mum frequencies for either maximum or minimum 
noise signals and for rapid transition regions can be as- 
certained from the analysis. Finally, the effect of aniso- 
tropy in the plasma (due to an auxiliary magnetic field 
on the space vehicle) is investigated and the spectral 
characteristics determined. 


* Received by the IRE, August 14, 1961. Some of the computa- 
tions of the electromagnetic parameters were performed under Con- 
tract No. AF19(604)-7334 with the AF Cambridge Res. Labs., and 
under Contract No. GX9-998054-0001-70-Q82 with RCA Moores- 
town, Missile and Surface Radar Div. 

t Res. Labs., RCA Victor Co. Ltd., Montreal, Canada. 


П. ANTENNA NOISE POWER 


A receiving system under normal operating conditions 
will be subjected to two sources of noise—the noise sig- 
nals originating from external sources which are re- 
ceived by the receiving antenna and the noise generated 
in the receiver components. In this treatise, the receiver 
noise will be omitted entirely, and only the effect of ex- 
ternal sources on the receiving antenna considered. 

The noise power P available to a receiving antenna 
(assumed to be matched to its surrounding environ- 
ment) in a frequency interval between f and /+Af is 
given by: 

Р = yAAs, 
where 
y = polarization coetficient (for instance, if the noise 
signal is randomly polarized, у = 2), 

A =elfective antenna area, 

Ф = епегру or power flux density at the receiving an- 

tenna, 


Af = frequency interval under consideration. 


Let a radiating body with emissive power P, (where 
P, is the radiated power in a direction normal to the sur- 
face of the radiating body per unit frequency interval, 
per unit solid angle and per unit surface area for a given 
polarization) subtend a solid angle Q, at the receiving 
antenna (Fig. 1). The solid angle Q,=ao/r?, where ao 


RADIATING 
BODY 


© RECEI VING 
"^ ANTENNA 


Fig. 1—Geometry for determining noise power 
available at receiving antenna. 


is the projected area normal to and a distance r from the 
receiving antenna. Let the beam of the receiving an- 
tenna power pattern subtend a solid angle Q, where in 
the plane of the emitting body, Q,=Ao/r?. The power 
emitted per unit area of the radiating body is 47 Pe, so 
that the power emitted by the area ао “seen” by the re- 
ceiving antenna is 47 Hence, the flux density of 
power at the receiving antenna is 


Ax B. 0/72. 
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Note that if the projected area of the emitting surface 
just fills the antenna beam or is larger than the pro- 
jected area intercepted by the antenna beam, then the 
receiving antenna sees an area ао= Ао. In this case 
40/2 A Qa, the solid angle of the power pattern 
beam of the receiving antenna. If the emitting area ао 1s 
less than the area -lẹ intercepted by the receiving an- 
tenna power pattern at the source, then the antenna 
“sees” only the area ao. In this case we can write 


ay OE 


d 


т? 0, 


Thus, in summary, the total power flux density at the 
receiving antenna is 


Ф = d Po O. о. е0, (2а) 
Q, 
Ф = 4тР„О„ =) QU ж). (2Ь) 
The effective area of an antenna is! 
A? 
A — Ginas (3a) 
T 


and the solid angle of the power pattern of a receiving 


antenna is 
о = 4т/ Сах, (3b) 


where the antenna power gain G(0, &) is defined in the 
usual manner, as: 


Р(@, ) / unit solid angle 4v P(0, $) 
d d i E 27s zs » 
[ [ Р(@, Md 
dr 


and Gma, is the maximum value of С(0, &); 6, & are the 
elevation and azimuth spherical coordinates. 
Utilizing (2) and (3) in (1), the total noise power is 


Р = YA (=), (4) 
Qe 
where we take Q,/Q,=1 when the solid angle of the 
source at the antenna exceeds the antenna beam angle, 
i.e., Q. La. 

The available noise power attains à particularly 
simple form when appropriate forms for the emissive 
power P, are chosen. Thus, for equilibrium radiation: 


1) Rayleigh-Jeans Approximation—in the Rayleigh- 
Jeans limit? (appropriate for long wavelengths 
such as those corresponding to microwave fre- 
quencies), 


1 J. C. Slater, "Microwave Transmission,” Dover Publications, 
Inc., New York, N. Y., ch. 6, p. 264; 1959. 

2 F. K. Richtmeyer and Е. Н. Kennard, “Introduction to Modern 
Physics,” McGraw-Hill Book Co., Inc., New York, N. Y., ch. 5; 1942. 
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KT 
2т\* 


w 


where к is Boltzmann's constant and Ter is the 
effective temperature of the emitting body. (For a 
black body, Tert is the actual body temperature). 
Consequently, the available noise power is 


Qa 

P= dyaT anf || (5) 

2) Kirchhoff's Law—a general formulation?:* of Kirch- 
hoff's law for the energy radiated by a body, which 
enables the effective temperature to be evaluated 
from the electromagnetic properties of the body, 
gives 


KT 


D 
27M? 


ш 


where A, is the power absorptivity of the body (an 
absorptivity of unity corresponds to a black body) 
and T is the temperature of the body. Thus the 
available noise power 1s 


P= eT AA). (6) 


а 


so that 
Та = lAr 


The noise power at the receiving antenna can thus be 
calculated provided the absorptivity A, of the emitting 
body is known. 

If more than one source of noise power lies in the 
beam of the receiving antenna, the contribution of each 
source must be evaluated as indicated above, and the 
sum of the individual contributions will give the total 
available noise power at the receiving antenna. 


III. Noise POWER EMISSION FROM AN ISOTROPIC 
PLASMA SLAB 


In order to calculate the noise emission from a body, 
it is sufficient to know the absorptivity of the body. The 
absorptivity 44, is defined as the fraction of energy ab- 
sorbed by a body when a plane-polarized electromag- 
netic wave is incident upon it. Thus,?“ 


1 
[ — Re (J- E*)dV 
v 2 
„„ (7) 
|| Re (E, X H,*9)dS 
2 


S. М. Rytov, “Theory of Electrical Fluctuations and Thermal 
Radiation,” Academy of Sciences Press, Moscow, USSR; 1953. 

4M. L. Levin, “The electrodynamic theory of thermal radia- 
tion," Dokl. Akad. Nauk, USSR, vol. 102, p. 53; 1955. Also see 
Soviet Phys. JETP, vol. 4, p. 225; 1957. 
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where J and E are the current density and the electric 
field in the body due to an incident electromagnetic 
field (Ej, Н.) on the body. The numerator represents the 
energy absorbed due to Joule losses by the body and can 
in principle be obtained from the electromagnetic prop- 
erties of the body. The denominator represents the en- 
ergy incident on the body. 

The evaluation of the absorptivity is a boundarv- 
value problem which has only been solved for very 
simple geometries. 

Consider a uniform, infinite plasma slab of thickness 
d. Ássume that the plasma is in thermal equilibrium, 
that the electron density is uniform and isotropic 
throughout the plasma and that the boundaries are in- 
finitely sharp. This simple model neglects diffraction 
effects (since the slab is infinite), but does include inter- 
ference phenomena (due to multiple internal reflections). 
These interference effects markedly affect the noise 
power emitted by the slab (as will be shown). An ap- 
proximation to a more realistic plasma model which has 
gradual boundaries and nonlinear electron distributions 
can be made by applying this approach to a laver of uni- 
lorm plasma slabs, each with different electrical proper- 
ties. 

Considering a plane electromagnetic wave to be nor- 
mally incident on the plasma slab, applying Maxwell's 
equations and matching wave solutions at the bound- 
aries, it iseasy to obtain the fraction of incident electro- 
magnetic energy which is transmitted through and 
reflected from the plasma slab. The power absorptivity 
can then be obtained from 

A, = 1 — K — Т, (8a) 
where Ra, To are the power reflectivity and power trans- 
missivity, respectively, of a plane wave incident nor- 
mally on the slab surface. The corresponding expressions 
for the transmissivity aud reflectivity in terms of the 
electromagnetic properties and thickness of the plasma 
slab are® 


To= |(P?2+02)(sinh? ad+sin? Bd)+2P cosh ad sinh ad 


+sinh? ad+ cos? Bd — 20 sin @d cos Bd] RE (8b) 
R. = (17+ M?) (sinh* ad-- sin? 8d) T... (8c) 
where 
PF = B (k? TA ЕД 8) Q = e (k? T ы B?) 
Жо. с}? „ 
А в (ee = о? — 8°) М = а ( + о? + 8 
2% a 24 4 + B 


5 [. P, French, G. G. Cloutier, and M. P. Bachynski, *Electro- 
magnetic Wave Propagation and Radiation Characteristics of Aniso- 
tropic Plasinas," RCA, Montreal, Canada, Res. Rept. 7-801, 8, No- 
vember, 1960. 
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k—2m/A— wave number, 

a/k = [3(| K] K.) |? = normalized. attenuation coefh- 
cient of the plasma, 

B/k= [3d] +K.) |? = normalized phase coefficient of 
the plasma, 

K=K,—jk,=dielectric coefficient of the 

plasma with real part K, and 
imaginary part K, and 

IK] - IK; Ka] 


The dielectric coefficient of a plasma depends on the 
electron density, collision frequency, ВЕ [requency, 
magnetic field strength and orientation should a Mag- 
netic field be present. 

For a uniform plasma in the absence of magnetic 
fields and neglecting ion effects, the dielectric coefficient 
of the plasma is® 


A= А = ЈК, 
i wp” 1 Aan v/w 
-( ü T 5 = 1 4-5 =) 
where 
wp = the plasma frequency = (пе? /men)!'/2, and the 


electron collision frequency considered to be inde- 
pendent of electron velocity. А discussion of the 
validity of this assumption and extensive numer- 
ical results have been presented by Shkarofsky, 
et al. 

n=the electron density 

e, т = the electronic charge and mass, respectively, and 
e= the permittivity of free space. 


Choosing a fixed slab thickness (d Ap p= 2.5, where 
Ap is the wavelength corresponding to the plasma fre- 
quency and hence is a measure of electron densitv), 
typical variations of the transmissivity, reflectivity and 
absorptivity for a plasma slab as a function of v/o, are 
shown in Fig. 2(a)-(c). These results will be utilized in 
Section IV. 

Note the sharp transitions which occur around the 
region where the plasma frequency equals the RF angu- 
lar frequency. At low collision frequencies, the reflec- 
tivity is very large for frequencies below the plasma fre- 
quency and small for RF frequencies above the plasma 
ſrequencies. The reverse is true for the transmissivity. 
The absorptivity, however, has a peak around the 
plasma frequency. This is due to the fact that for о «o, 
the reflections are so large that very little energy pene- 
trates into the plasma, while for w>w, the plasma is 


* M. P. Bachynski, |. P. Shkarofsky, and T. W. Johnston, 
“Plasmas and the Electromagnetic Field.“ MeGraw-Ilill Book Co.. 
Inc., New York, N. Y. (in press). 

? [, Р. Shkarofsky, M. P. Bachynski, and T, W. Johustou, *Col- 
lision frequency associated with high temperature air and scattering 
cross-sections of the constituents," in “Electromagnetic Effects of 


Re-Entry,” Pergamon Press, New York, N. V.; 1961. 
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[* Fig. 2—(a) Transmissivity (Je) of an isotropic plasma slab as a function of RF frequency for various electron collision frequencies for a 
thickness d/A, = 2.5. (b) Reflectivity (Ra) of an isotropic plasma slab as a function of RF frequency for various electron collision frequen- 
cies for a thickness d/A, = 2.5. (c) Absorptivity (Aq) of an isotropic plasma slab as a function of RF frequency for various electron collision 
frequencies for a thickness d/A, = 2.5. 
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very nearly transparent and hence very little energy is 
absorbed. The peak absorption thus occurs in the region 
€ , Where the attenuation coefficient is high and a 
considerable amount of the incident energy penetrates 
the first boundary. As the collision frequency is in- 
creased, the reflectivity decreases and the absorptivity 
increases. In addition, the characteristic variations are 
much less abrupt. Another feature characteristic is the 
presence of undulations in the spectrum of the reflec- 
tivity, transmissivity and absorptivity. These undula- 
tions are due to the interference effects resulting from 
internal reflections from the slab boundaries. The undu- 
lations can be quite marked for low collision frequencies 
and are smoothed out at high collision frequencies. This 
type of behavior is characteristic for a large range of slab 
thicknesses? (0.5 <d/),). 


IV. ANTENNA NOISE TEMPERATURE IN PLASMA 
ENVIRONMENT 


Of vital significance is the noise power received by an 
antenna located in a hypervelocity space vehicle. An 
understanding of the noise power spectrum is essential 
in order to determine the svstems performance of the 
communications equipment and possibly guidance ap- 
paratus of the vehicle. In addition, the noise power 
spectrum may be utilized as a diagnostic tool and yield 
information regarding the environment through which 
the vehicle traverses. 

À receiving antenna located in a space vehicle will be 
subjected to three main sources of external noise, namely 
RF emission from the engulfing plasma sheath, noise 
emission from the hot surface of the vehicle itself which 
finds its way into the receiving antenna, and noise 
sources external to both the vehicle and the plasma 
sheath. The latter sources mav, for instance, be due to 
noise emission from the earth or from the sun or as a 
result of atmospheric absorption, depending upon an- 
tenna orientation. 

As a model upon which to base an illustrative example, 
consider a hypersonic vehicle surrounded by a plasma 
sheath as shown in Fig. 3. The region of the plasma 

PLASMA 


cem SHEATH 


RECEIVING 
ANTENNA 


HYPERSONIC 
224 VEHICLE 


Fig. 3—Receiving antenna in hypersonic space vehicle. External 
sources of noise power are 1) the plasma sheath, 2) the hot vehicle 
itself, and 3) sources external to both the vehicle and the plasma 
such as the earth or the sun. 


sheath facing the antenna is assumed to be a plane, 
parallel slab with sharp boundaries and uniform, iso- 
tropic electrical properties. The portion of the plasma 
"seen" by the antenna will have a large radius of curva- 
ture so that, to a very good approximation, the plasma 
can be considered as a planar slab. Hence, the analysis 
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of the previous section applies. In addition to the noise 
power emitted by the plasma, noise emission from the 
hot surface of the vehicle which is reflected from the 
plasma sheath into the receiving antenna and noise radi- 
ation from other external sources which is transmitted 
through the plasma sheath must be considered in order 
to obtain the total noise power at the receiving antenna. 
The mismatch introduced by the plasma to the receiv- 
ing antenna is not considered in this analysis. (A similar 
model has been assumed by Di Felice and Ward’ who, 
in their analysis, neglect the important interference ef- 
fects due to internal multiple reflections within the 
plasma sheath.) 

For purposes of computation, assume that the solid 
angle of each of the radiating sources subtended at the 
antenna at least fills the receiving antenna beam so that 
it is permissible, to set ./. = 1. Further, consider the 
emitted noise power to be randomly. polarized so that 
the polarization coefficient y can be set equal to one- 
half. The total noise power received is then proportional 
to the sum of: 


1) The plasma temperature times the absorptivity of 
the plasma. 

2) The effective vehicle temperature times the reflec- 
tivity of the plasma (neglecting multiple retlec- 
tions which may occur in the region between the 
vehicle and the plasma sheath and considering the 
reflection coefficient to be the same as the normal 
incidence reflectivity. Both of these conditions are 
very nearly true. Multiple reflections between the 
surface of the vehicle and the inner surface of the 
plasma are effective only in the region 1 €o/o, 
S1.3. In this region, the contribution [rom the 
plasma is dominant since, in general, the tempera- 
ture of the plasma is much greater than the tem- 
perature of the vehicle). 

3) The effective temperature of outside external 
sources times the transmissivity of the plasma 
sheath. 


The total noise power at the receiving antenna is thus 


Р = als ROG (9) 


where 


T,= the temperature of the plasma 

T,— the temperature of the vehicle 

Т = the temperature of any source external to both 
the vehicle and the plasma.sheath 

T, = the total effective noise temperature. 


As an illustrative example, choose for the plasma 
parameters d/ 2.5, „%, = 102. This could, for ex- 
ample, correspond to a plasma of electron density 
n 4X 10" electrons/cc, collision frequency (v) 1.12109 
sec and of thickness (d) equal to 4.18 cm. All are tvpi- 


B. L. Di Felice and T. J. Ward, “An Experimental Method to 
Determine the Optimum Frequency for Hypersonic Vehicle Com- 
munications and Radar," RCA Airborne Systems Div. (DEP), 
Camden, N. J., TR60-597-15; 1960. 
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cal values for a hypersonic re-entry vehicle.? Let the 
temperature of the plasma be 5000°K, the temperature of 
the space vehicle 500°K and the temperature of an out- 
side source 300°K (the receiving antenna looking at the 
earth, for instance). The noise temperature contribu- 
tions from each of these sources and the total effective 
noise temperature as function of the normalized param- 
eter w/w, (effectively, frequency for a given plasma) are 
shown in Fig. 4. The main feature of the spectral be- 
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Fig. 4—Effective noise temperature for а hypersonic space vehicle 
(isotropic plasma with v/wp= 1072 and а/№ — 2.5). 


havior is the rapid increase in noise power as the RF fre- 
quency passes through the plasma frequency and the 
peak of noise emission at a RF frequency just higher 
than the plasma frequency. The general characteristic of 
the noise emission spectrum resembles the absorptivity 
spectrum with both the high and low frequency (rela- 
tive to plasma frequency) regions pushed up. A general 
conclusion is that for RF frequencies much lower than 
the plasma frequency, the main noise source is the hot 
surface of the vehicle itself; for RF frequencies much 
greater than the plasma frequency, the greatest noise 
contribution arises from sources outside both the vehicle 
and the plasma, while in the frequency region about the 
plasma frequency the noise signal originates principally 
in the plasma sheath. 


V. EFFECT OE MAGNETIC FIELDS ON ANTENNA 
NOISE TEMPERATURE 


Considerable speculation has been made on the possi- 
bilities of utilizing an auxiliary static magnetic field in- 
side a space vehicle in order to alter the characteristics 
of the surrounding plasma sheath and hence permit 
modes of transmission in which RF frequencies well be- 
low the plasma frequency will readily penetrate through 
the plasma and hence establish reliable communications 
between the vehicle and an outside station. It is the pur- 


е M. P. Bachynski, T. W. Johnston, and I. P. Shkarofsky, *Elec- 
tromagnetic properties of high temperature air,” Proc. IRE, vol. 48, 
pp. 347-356; March, 1960. 
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pose of this section to investigate the effect of an auxili- 
ary dc magnetic field on the available noise tempera- 
tures at a receiving antenna in a space vehicle. 

As is well known, in the presence of a static magnetic 
field, a plasma becomes anisotropic and can support two 
different waves for any direction of propagation (e., 
the plasma is doubly refracting). Considering a uniform, 
anisotropic slab of plasma with a plane electromagnetic 
wave incident normally on the plasma boundaries, the 
transmissivity, reflectivity and absorptivity of the slab 
can be obtained from (8) provided the appropriate value 
of the dielectric coefficient for the plasma is used. For a 
uniform anisotropic plasma, the dielectric coefficient 
(neglecting the effects of ions) is* 

B+ VB P= 4АС 


24 


— 


(10) 


where 


А = [en sin? ess cos? 6| 

B- [lent —€12”) sin? 0--eieg; (1 ＋ cos? 6) | 

C= |en(eu? ex”) | 

- the angle between the magnetic field direction 
field direction and the incident electromagnetic 


wave, 
and 
wp (1 — jrv/w) 
en 1 M (11a) 
[v + (e — о) + i o 
Wp? ww 
єз = — - = (11b) 
e? [b + jo wll + jw +) | 
ey? jo 
Eu = 1-— : aie (11c) 
wW? y+ jw 
2 ee = the electron gyrofrequency correspond- 
„ ing to a static magnetic field of strength Bo. 


The above expressions simplify considerably when 
the direction of propagation is either parallel to the 
magnetic field (H = O) or perpendicular to the magnetic 
field (0 = 90°). For these two cases, the dual valued di- 
electric coefficient 15 


1) Longitudinal propagation (@=0°) 


к= (: 3 — ow) ) 
о vet (ш — we)? 


(© 4 ) (12a) 
ENS (% — оь)? i 
Üp w F оъ 
K, = (: Te e =) 
w ve ＋ (о + ws)? 
2 
- РЕТ. —) (12b) 
w v? ＋ (o + os)? 
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where A_ corresponds to the circularly polarized 
wave rotating in the same sense as negative par- 
ticles (electrons) gvrate in the magnetic field (elec- 
tron cyclotron wave), and A, corresponds to the 
circularly polarized wave rotating in the same 
sense as positive particles gyrate in the magnetic 
field (ion cyclotron wave). 


2) Transverse propagation (0 = 90°) 


1 ) (® . — ) 
1+ v?/w? J ш? 1-4 
| (02—01) - wp") ru? =) 
ri [zt (2 — e? — o, [4-9 [29 —o,? ^w] 
кчы eie a) ay 


Va 
|v? — (w? — o — wp?) [2+ [29 — wp? в]? 


(13a) 


where A» corresponds to the ordinary wave (E vec- 
tor of EM wave parallel to By) and is the same as in 
the absence of a de magnetic field, and А, corre- 
sponds to the extraordinary wave (// vector of 
EM wave parallel to Bo). 


The absorptivity, reflectivity and transmissivity have 
been computed for a plasma slab corresponding to longi- 
tudinal propagation (electron and ion cyclotron waves) 
and transverse propagation (extraordinary and ordinary 
wave) and are shown in Figs. 5-7 (pp. 1853-1855). 
(The ordinary wave is not shown since it is the same 
as given in Section ПІ, Fig. 2, for an isotropic plasma.) 
The same parameters (d/A, = 2.5, v/w, =10°, 107, 10-2, 
107?) as in Section II] have been chosen for the plasma. 
The main features of these variations are the high reflec- 
tivity in the "stop-regions"?* of the magneto-ionic 
modes, the high transmissivity outside the stop- 
regions and the enhanced absorptivity in the trans- 
parent regions immediately adjacent to the stop-regions. 
Noteworthy are the several possible enhanced frequen- 
cies of absorption (and hence of noise emission) cor- 
responding to these different modes. The effect of in- 
creased collision frequency is to increase the absorpti- 
vity and to broaden the resonances. (Inhomogeneities of 
the plasma properties would be expected to have the 
same result.) Again, undulations due to internal reflec- 
tions within the plasma slab are apparent. 

Considering a randomly polarized noise signal, the 
total reflectivity, transmissivity or absorptivity of an 
anisotropic plasma slab in a direction normal to its 
boundaries is a combination of the reflectivities, trans- 
missivities or absorptivities of the two possible waves 
in that directiori. Thus, for longitudinal (relative to the 
dc magnetic field) propagation, 


6=0° FK. = 4(R_4+ Ку) 
DIO Ту) 


M $(4- T 44) (14) 
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where the —, + subscripts refer to the electron cyclo- 
tron and ion cyclotron waves, respectively. Similarly, for 
the magnetic field along the plasma slab, normal to the 
incident electromagnetic wave (transverse propagation), 


8 = 90° Rs = $(R, + R.) 
T, = MT, + T3), 


EP ET: 204. + Az), (15) 


where the o, x subscripts refer to the ordinary and extra- 
ordinary waves, respectively. 

The total noise power available at the receiving an- 
tenna for an anisotropic plasma sheath surrounding a 
hypervelocity space vehicle has been evaluated for the 
case of the magnetic field normal to the plasma slab and 
parallel to the emitted noise signal (longitudinal propa- 
gation) and for the case of the magnetic field parallel to 
the plasma slab and perpendicular to the normally inci- 
dent electromagnetic wave (transverse propagation). 
The same model and parameters have been assumed as 
in Section III;: z. e., the plasma sheath can be approxi- 
mated by a uniform but now anisotropic plasma slab 
with sharp boundaries, the plasma is assumed to be at a 
temperature of 5000?K, the space vehicle at 500° , and 
an external source at 300°K. The plasma parameters 
were taken to be /A5— 2.5 and v/w,p=10-*. In addition, an 
electron gyrofrequency to plasma frequency ratio of two 
was assumed (о/о = 2). For an electron density of 
4X10" electrons/cm?, this corresponds to a magnetic 
field of 10,000 gauss. This is an unrealistic value for 
practical space applications, although it could be realized 
in laboratory tests. It is used here to demonstrate how 
drastically the spectral characteristics can be altered by 
a magnetic field. The results [utilizing Figs. 2, 5, 6 and 7 
and (14) and (15) in (9) | are shown in Fig. 8(а) and 
(b), (p. 1856). 

The effect of the magnetic field has been to alter com- 
pletely the available noise power at the receiving anten- 
na relative to that for an isotropic plasma sheath. The 
noise emission for the auxiliary magnetic field along the 
direction of propagation is characterized by two maxima, 
both «due to the electron cvclotron wave (the main lobe 
occurring at a frequency just below the electron gyro- 
frequency), and is followed by a pronounced minima. The 
effect of lower magnetic fields would be to move this 
maxima to lower frequencies. The ion cyclotron wave 
lor these low collision frequencies does not make a very 
substantial contribution to the total noise power. There 
is no significance to the plasma frequency in this case. 
The available noise power for the auxiliary magnetic 
field transverse to the direction of propagation exhibits 
four pronounced maxima, including one at the plasma 
frequency (as in the isotropic case). In general, the peak 
emitted power is greatest for this case and occurs at a 
frequency just above the electron gyrofrequency. 
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(c) 
a function of RF frequency for the electron cyclotron wave (d/Ap=2.5, 
) of an anisotropic plasma slab as a function of RF frequency 
llision frequencies. (с) Absorptivity (Ae) of an anisotropic 
= 2) for various electron collision frequencies. 


Fig. 5—(a) Tlransmissivity (Je) of an anisotropic plasina slab as 
«w/w, 2) for various electron collision frequencies. (b) Reflectivity (Re 
for the electron cyclotron wave (d/Ap=2.5, w:/w,=2) for various electron co 
plasma slab as a function of RF frequency for the electron cyclotron wave (d /p = 2.5, wn/wp 
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Fig. 6—(a) Transmissivity (To) of an anisotropic plasma slab asa function of RF frequency for the ion cyclotron wave (4/Мь = 2.5, w/w, —2) 
for various electron collision frequencies. (b) Reflectivity (Ne) of an anisotropic plasma slab asa function of RF frequency for the ion 
cyclotron wave (d/Ap —2.5, w/wp=2) for various electron collision frequencies. (c) Absorptivity (4,) of an anisotropic plasma slab as a 
function of RF frequency for the ion cyclotron wave (/h, —2.5, w/wp = 2) for various electron collision frequencies. 
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Fig. 8—(a) Effective noise temperature for a hypersonic space vehicle ( 


anisotropic plasma—longitudinal propagation with % 1072, 
personic space vehicle (anisotropic plasma—transverse propagation with 
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VE CONCLUSIONS 


The total noise power available at a receiving antenna 
on a hypervelocity space vehicle has been determined by 
treating the engulfing plasma sheath as a uniform slab 
of plasma. The noise emission from the plasma can then 
be evaluated in terms of a boundary-value problem 
which for this simple model can be completely solved. 
The effect of high temperatures of the vehicle surface 
and of noise sources external to the vehicle and plasma 
sheath are included in the analysis. 

When the plasma sheath is isotropic, the main noise 
power is due to emission from the vehicle surface if the 
RE frequency is much lower than the plasma frequency ; 
it is due to sources outside both the vehicle and plasma 
for RF frequencies much greater than the plasma fre- 
quency and results from direct emission from the plasma 
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for RF frequencies in the neighborhood of the plasma 
frequency. The noise power from the plasma itself is the 
most significant and exhibits a sharp maximum at an R F 
frequency just above the plasma frequency. This en- 
hances the suggestion? of the value of noise emission 
measurements as a diagnostic tool for the exploration 
of the hypersonic environment of a space or re-entry 
vehicle. 

The effects of an anisotropie plasma sheath (due to 
an auxiliary magnetic field) have also been investigated 
for the two cases of the magnetic field normal to the 
sheath and parallel to the sheath. The effect of the 
anisotropy is to alter completely the spectral charac- 
teristics of the available noise power at the receiving an- 
tenna. Several regions of both weak and intense noise 
emission are now possible, depending upon magnetic 
field strength and orientation. 


Generalized Appleton-Hartree Equation for Any 


Degree of Ionization and Application 
to the Ionosphere” 


І. P. SHKAROFSKYf, MEMBER, IRE 


Summary—A generalized Appleton-Hartree equation is derived, 
applicable to any variation of electron collision frequency with elec- 
tron speed and any degree of ionization. Regions of the parameters 
where simplification occurs are given. Results are shown for the 
ionosphere (60 to 320 km) and compared with experimental data. 
Good agreement is obtained for the D layer. Experimental data for 
the E layer can also be explained by assuming an electron tempera- 
ture several times the gas temperature. This is consistent with 
rocket data and a measurement by Sputnik III. It is shown that 
the classic Appleton-Hartree equation should be applicable with 
no corrections necessary for ће Fe layer, provided the collision fre- 
quency is averaged appropriately. 


l. INTRODUCTION 


Most investigations on the propagation of an elec- 
tromagnetic wave in а magnetized plasma are based on 
the concept of a constant value for the electron colli- 
sion frequency, independent of electron speed. The clas- 
sic Appleton-Hartree equation, used for propagation in 


* Received by the IRE, April 6, 1961. The work reported in 
this paper was done under Contract GX9-998054-0001-70-Q82 to 
RCA, Missile and Surface Radar Div., Moorestown, N. J. 

+ RCA Victor Co., 1.64., Research l. abs., Montreal, Canada. 


the ionosphere, has this inherent assumption. Because 
the electron elastic collision frequency with the nitro- 
gen molecules in the atmosphere varies as the square of 
the electron speed, a large discrepancy between classic 
theory and ionospheric experiments can be expected. An 
accurate analysis must include these effects. Several 
corrections to include this speed variation have ap- 
peared in the literature. These references only ac- 
count for the neutral particle effects, under the assump- 


. . Phelps and J. L. Pack, “Electron collision frequencies in 
nitrogen and in the lower ionosphere,” Phys. Rev. Lett., vol. 3, pp. 
340-342, October, 1959; “Drift velocities of slow electrons in helium, 
neon argon, hydrogen, and nitrogen,” Phys. Rev., vol. 121, pp. 798 
806, February, 1961. 

? R, Jancel and T. Kahn, “Théorie du couplage des ondes clectro- 
magnetiques ordinaire et extraordinarie dans un plasma inhomogéne 
et anisotrope et conditions de reflexion. Applicàtions à l'iono- 
sphere," J. Phys. Radium, vol. 16, pp. 136-145, Februarv, 1955; 
“Théorie non Maxwellienne des plasmas homogènes et anisotropes, " 
Nuovo Cim., vol. 12, pp. 573-612; November, 1954. 

3H. K. Sen and A. A. Wyller, “On the generalization of the 
Appleton-Hartree magnetoionic formulas," J. Geophys. Res., vol. 
65, pp. 3931-3950; December, 1960. 

A. V. Phelps, “Propagation constants for electromagnetic waves 
in weakly ionized dry air," J. Appl. Phys., vol. 31, pp. 1723-1729; 
October, 1960. 
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tion that the gas is very slightly ionized. This may be a 
good approximation to conditions in the D laver, but 
not in the F layers of the ionosphere. In the following, a 
generalized Appleton-Hartree equation, valid for any 
variation of the collision frequency with electron speed 
and azy degree of ionization, is derived. The results are 
then applied to the ionosphere. Various domains of the 
parameters where simplification may result are investi- 
gated. 

A method for calculating the electronic conductivity 
for any degree of ionization has been developed.® In 
this method, the usual series expansion of Laguerre 
polynomials is substituted into the Fokker-Planck 
equation for Coulomb (electron-ion and electron-elec- 
tron) collisions,® and into the Boltzmann equation for 
electron collisions with neutral particles. A Maxwellian 
distribution in electron velocity is assumed. For Cou- 
lomb collisions, the expressions are the same as those 
derived by Landshoff.' Collisions of electrons with 
neutral particles and ions, ac electric fields, as well as 
static magnetic fields, are treated in this analysis. In 
the limit of a completely ionized gas, the results agree 
with those of Spitzer and Harm. For a slightly ionized 
gas, no expansion is necessary and the results are identi- 
cal with those of Allis.“ The conductivity can be calcu- 
lated by using the Dingle tabulations,’ if the electron 
collision frequency varies as an integral power (between 
—3 and 3) of velocity. This method, to be reviewed in 
Section 11, is utilized here to yield the proper averages 
(or multiplving factors) for the collision frequency and 
multiplying factors for the angular frequency. 


П. Basis OF ANALYSIS 


In this analysis, existing gradients and fluctuations in 
the dielectric coefficient, ion motion and thermal motion 
of the electrons which give rise to plasma waves, are all 
neglected. The limit for the convergence of the theory, 
if thermal motions are neglected, is that the ratio of the 
thermal velocity of the electrons Vk7'/m to the phase 
velocity of the wave c/n is small. That is, PkT/ mexi, 
where 7 is the refractive index and c is the velocity of 
light. 

The electronic conductivity matrix (8) for any de- 
gree of ionization and any variation of electron-neutral 
particle collision frequency v, with electron velocity v 


* T. P. Shkarofsky, “Values of the transport coefficients in a 
plasma for any degree of ionization based on a Maxwellian distribu- 
tion," Canad. J. Phys., vol. 39; November, 1961. 

* M. P. Bachynski, 1. P. Shkarofsky and T. W. Johnston, *Plas- 
mas and the Electromagnetic Field," McGraw-Hill Book Co., Inc., 
New York, N. Y.; in press. 

7R. Landshoff, “Transport phenomena in a completely ionized 
gas in presence of a magnetic field,” Phys. Rev., vol. 76, pp. 904-909; 
October 1, 1949. 

* L. Spitzer and R. Harm, “Transport phenomena in a completely 
ionized gas,” Phys. Rev., vol. 89, pp. 977-981; March 1, 1953. 

3 W. р, Allis, “Motions of ions and electrons," in “Handbuch der 
Physik,” S. Flügge, Ed., Springer-Verlag, Berlin, Ger., vol. 21; 1956. 

4% N. B. Dingle and D. Arndt, “The integrals Ap(r) and Bp(x) 
and their tabulation,” Appl. Sci. Res., vol. 6-B, no. 3, pp. 144-154, 
1957; "The integrals Gp(x) and Dp(x) and their tabulation,” pp. 
155-164; "The integrals р(х) and §p(x) and their tabulation,” 
n0. 4, pp. 245-252; 1957. 
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can be represented as? 
b+c jb = c 0 
(-2|[—b—o bcc 0), (1) 
0 0 d 
with 
7 Ne 1 (2 
т (vogo + jwho 
dem (3) 
т (vogs + j(w + wo) hy 
Ne? 1 
2) = — —___ (4) 
т (vg. + j(w — % J 
where 
N,e,m are respectively electron density, charge, and 
mass, 

w is the RF angular frequency, 

w is the cyclotron angular frequency, ољ = [еВ/т | 
where В is the magnitude of the dc magnetic 
field. The magnetic field is taken parallel to the 
z-axis of a Cartesian or cylindrical system of 
coordinates. 

Also 
(rj) is the averaged electron collision frequencv 


with neutrals plus ions and will be defined be- 
low. 

go. . and до, are correction factors to account for 
the variation with velocity of the electron- 
neutral particle collision frequency апа for 
electron-ion and electron-electron effects. 


The averaged collision frequency is defined so as to 
make g and / equal to 1 at high angular frequencies. 


This requires? that 
4r * gf," 
— || m met (8) 
3: 5 0 дт 


where 


oe is the distribution function of electron velocity, 
v is the electron velocity, 
v, is the unaveraged total electron collision fre- 
quency—a function of electron speed. 


Let the contributions to v, be vm from neutrals, whose 
variation. with velocity depends on the constituent 
gases, and re; from ions, known? to be of the form 


N4 Y 
Vei = 
v 
where 
Хе? N Sm ek T)? 
Ү = 4т (== ) In A, д = — >, (6) 
dm eon 2Ze*(m №) 
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where 


k is Boltzmann's constant, 
T is the electron temperature, 
N. is the ion density, 
Z is the ion charge number, and 
eo is the permittivity of free space. 


For the temperatures considered here, N,=NandZ=1. 


Thus 
(7) 


Suppose that one can express v, as a power index of 
velocity, not necessarily an integer, viz., 


Vm = Cv". (8) 


Vg = Valt) + veil). 


1n most cases, this can be done over the velocity range 
where the largest contribution to the integral in (5) oc- 
curs. Also, if the magnitude of the electric field is suffi- 
ciently small, one can let f" be a Maxwellian distribu- 
tion 


3/2 

= те тїт y 

fo i m € а (9) 
zm" 


With these assumptions, substitution of (7) into (5) 
yields 


% = Wm) + (vei), (10) 
with 

(ve) = ы AU (C Iina (11) 

3 drekT m 
and 
cr C + ) 
2 2RE NS 
fuc ( m ) 


where Г is a Gamma function. 

The (go, ho), (g+, h+) and (g_, й) factors are respec- 
tively functions of «/(v,), (w+) / and (о = ољ) / (v,). 
They are also functions of (v)/ (0), of Z, and depend on 
the variation of v» with velocity. These functions are 
tabulated in a recent article by the author? for Z — 1, 
power law variations of r=—3, —2...3, various 
ratios of (/, and continuous (шуо) / values. 
In a slightly ionized gas, when %% / V becomes quite 
large, the values of g and л can be obtained from simple 
analvsis, using the tabulations of the Dingle!? functions. 

The рапа д functions are monotonic; g increases from 
an asymptotic value less than unity at small values of 
(wa) / (у) to unity at large (w4ox)/(r,) values, and 
h decreases from a limiting value greater than unity to 
unity. If the power index r in (8) is less than or equal to 
zero, g and л also vary monotonically as (Un) / Wer) in- 
creases. When r is equal to 0, g and Ё are identically 
unity at large ratios of C/ that is for the slightly 
ionized gas. However, when r is greater than or equal to 
1, g and & vary from the values for the slightly ionized 
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gas to approximately unity, at / Ge between 1 and 
10, and then g and А deviate more from unity as 
(vn) / (ver) decreases, until they approach the limits for 
the completely ionized gas. The explanation for this 
variation is the fact that »,, equal to (иь Брег), is ap- 
proximately constant®® when (% / = (va) and when v, 
'aries as a positive power of speed. 1n other words, since 
vei decreases with electron speed as 1/93 and v, increases 
as d, there exists a ratio, (v4)/(v«), for which the sum 
of the decreasing and increasing velocity function re- 
sults in a more or less constant v, with respect to veloc- 
ity, and when this occurs, g and 4 are approximately 1. 
Consequently, g and А shift towards 1 and then deviate 
from 1 as the degree of ionization in the gas increases. 


111. GENERALIZED EQUATION FOR 


THE REFRACTIVE INDEX 


From Maxwell’s curl equation, we can write 
AxH = {в + jeu *Е = joek* E (13) 


where 


H is the magnetic field vector, and 
в and x are respectively the conductivity and dielec- 
tric coefficient matrices. 


If the elements of the dielectric tensor are denoted by 


er јез 0 


(к) =| jar e 0 (14) 
0 O — ess 
then one can write 
= See (15) 
єз = е = ty (16) 
єзз = 1 — y. (17) 


Note that the E, V, y coefficients are equal to G 
times the b, c and d coefficients represented in (2) to 
(4). For any degree of ionization and any variation of 
„„ with velocity, & V, y are related to the g and А func- 
tions by 


wp jw w2 
p ——— - — (18) 
29? (vg + j(w = wh h- — jgs— hy 
z [оз 1/2 
TTC 
20° (Gg. + jio + on) hy — jgz c hy 
ic j x 
us Wp Jo 5 (20) 
w? (% а + Дю» la — jg 
where 


оь = (Ver, mes)? is the plasma frequency, 
(%) is the average collision frequency of electrons 
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a 
п? = 1 — 


a— y+ 4 4 
1 — 
i 2a(y — 1) 


with neutrals plus ions and is defined in (5) and 
(10), апа" 


ж = о/а? у = c/o 2 = (v)/w. (21) 


The following equation results? for n, the mag- 
nitude of the refractive index, from Maxwell's equa- 
tions, assuming a plane-wave solution of the form 
exp( —j(o/c)n * г). 


jx GO, +703) 
«+ | ——————— |s 


DLE c E — 4 IRURE 2 EE ср 
— sin? 0 + UE I voe sin? J +( *) cos? o} 
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In terms of the &, V and у coefficients, this is 
4ty — 
x | sin? @ 
a(y — 
— Р (29) 


2a(y — 1) 


where o —£--y. This expansion follows after consider- 
able algebraic manipulation from (28) and after 
2(.1 BTO, (24 B) and (B* 44€)! have been di- 
vided by 2a(vy — 1). 

Let us further manipulate the equations with the 
values of &, V and y given in (18) to (20). Again, after 
considerable algebra, one finds"? 


in? 6 


Н Ito — x —jgoz 


20% x —jgoz) 


n'[e sin? 8 + ess cos? 6] — „(е2 — e122) sin? @ 


-+ €11€3a(1 + cos? 6) | + єзз(є112 = 6122) = 0 (22) 


where 
tan? 8 = (u + n,?) /n.?. (23) 


That is, 0 is the angle between the direction of propa- 
gation and the dc magnetic field, assumed along the z 
axis. Eq. (22) can be written as 


Ant — Ви + С = 0 (24) 
where, according to (22) and (15) to (17), the coefficients 
are given by 

A eln sin? 0 + es; cos? 0 
1 — (€+ y) sin? @ — y cos? 8 (25) 
= (en? — єз?) sin? 0 + eiiess(1 + cos? 6) (26) 
2 — #2 + sin? 0) — ¥(2 + sin? 0) 
— y(1 — £ — J)(2 — sin? 6) + 4éy sin? 6 
C = eei? — e?) 
1-2 t V) + 4 —vy[1-2( + y) + Ay]. (27) 


The solution of the quadratic equation for the Square 
of the refractive index, is usually, in ionospheric 
theory, written with the square root in the denomina- 
tor. That is, 


x 
| 


В + VB — ЗАС 
п" = 24 
2 вс 
=1 . SEN (28) 


2A — В+ VB? — 44C 


"In ionospheric theory, the usual notation is capital Y, Y, Z 
instead of the lower-case letters adopted here. 


j ( —м85-++Ө,-+Өв-Е}х(сӨ+/Ө)) ) m [ ( — y'ds - 20, € — }х(гӨ, 4-94) 


-— ———— — — (30) 


mM 1/2 
into Ja — 3269)? Д | 
DU EE UNS sin! (y$,— 320)? cos 


where 
X = wp /w? y = ob z = (v}/w 
201 = 280-6 +, 20 f. — р (31) (32) 
20, = 2ho ha — hy — 50. — №.) (33) 
204 = got. + А) + holg- + g4) — 2g ty ~ 2g, hi 
+ y(— goh- + gol. — 2g_hy + 2g, hi.) (34) 
20, = gog- + gog+ — 2g gy (35) 
291 = hy +h- + yy —h_) 28›= 2, +g- (36)(37) 
29753 = ho(h- + h4) — 28. + v — h) 
+ 2h hy? (38) 
2y$4 = hy — h- + у(Л + h-) (39) 


and where 


£o, ho are the values of g and л for argument / (. 
g+, h, for argument (о +ољ) /(,), and 
g-, h- for argument 0 w] I. 


In (31) to (39), two sets of functions, 50 and 43 func- 
tions, are defined. The O ones are identicallv zero, and 
the 3's are 1, when the g and й parameters are all equal 
to 1 (which occurs for constant collision frequency in a 
slightly ionized gas). 

The complicated equation can also be written as 


P= i=- (40) 


? Since the g and k parameters are defined to be corrections in 
the denominators of t. V and y, these correction factors combine read- 
ily in the following evaluation, and this fact justifies the original 
definition, 
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where 


| ут? (= + 705 
Ny — * — ЈЕВ у 


ут = y sin Ө 

V — jx$/2y, T |(#,— j202/y)2 + (V + jaS/2y,)* |? 
elga = (205 + j912)/y? 

ERO LG Ia Cat May) (41) 

2% %% — x — jgoz) 


„ = y cos 8 
R 


] — 72 


IV. PARTICULAR CASES 


Let us now consider particular cases, when simplifi- 
cation results. 

1) Propagation along the magnetic field, i. e., 0 —0: 

One obtains two transverse cyclotron waves, accord- 
ing to the + sign in the denominator. given by 


AY 
и = 1 —-—— =1-W=ea-e2 (42) 
hy J + hay 
and 
* 
п? = | —— — = | — 2 = en + еә. (43) 


h- — 9-2 — hy 


The wave with A. and g- corresponds to the electron 
cyclotron wave (sometimes called the extraordinary 
wave for 06-0), and displays a resonance at y=1 or 
w=w The wave with k, and g+ corresponds to the ion 
cyclotron wave (sometimes called the ordinary wave for 
6=0). The terminology of “ion cyclotron wave" is 
adopted, because this wave would also display a reso- 
nance at the ion cyclotron frequency. (at o —eB/ №.) 
if ion motions were included in the analysis.“ 

2) Propagation perpendicular to the magnetic field, 
i.e., 0 —90: 

One obtains the ordinary and extraordinary waves. 
‘The ordinary wave results from choosing the minus sign 
in the denominator, 

x 


w=1— = 1 — y= és, (44) 


hy = J go 


and the extraordinary wave results from the plus sign in 
the denominator, 


a x 20 1 — 22) e (e — «(en Ton | 
кеу = 611 


3) Constant collision frequency and a slightly ionized 


(45) 


п? = 


gas: 

The classic Appleton-Hartree equation, usually ap- 
plied to ionospheric work, results. Note the simplifica- 
tion for this case. namely that the angular term in the 
numerator is zero and so are several factors in the de- 
nominator. (Here, and in the following cases, the angle 
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@ is arbitrary). Obviously, in this case g == =I, 
ho=hy,=h_=1, and consequently 


ley = ylE + V) 
5=0 a= p/u 


y = yst/2y(1 —x j] R= NV. 


The equation for the square of the refractive index be- 
comes the Appleton-Hartree equation, namely: 


1/2 
+ | 


4) High collision frequencies, when ((%))>>w, and 
(0% Do: 

In a recent article by the author? it is shown that 
hy =hy = =h(0) and go9 = + =g(0), where А(0) and 
g(0) are the values of the functions for zero argument. 
Let us define an effective normalized collision frequency 
for this case as 


(46) 


x 
Р (47) 
ут 


2j 2 (0 %%%) = (v,)g(0)/wh(0) (48) 
and a reduced plasma frequency ху as 
ху = x/h(0) = w,?/w?h(0), (49) 


The simplification in the O and 4 functions is given in 
Table 1, Column 2. The refractive index satisfies the 
Appleton-Hartree equation (47), with x; and zi defined 
in (48) and (49), replacing x and z. The correction fac- 
tors, g(0) and h(0), depend on the degree of ionization 
and on the variation with electron speed of ym, the elec- 
tron collision frequency with neutrals. For example; in 
very slightly ionized nitrogen, g(0) =0.6 and h(0) =3.0, 
since in nitrogen, Vm & *. 
5) High RF angular frequencies, when 


a) o > ((%)) and b) w > ws 
5 

a) e» (() and b) о2о 
or 

a) (% 2= 0 and b) оз wp». 


As discussed in Section II, all the g and k functions 
approach 1, and hence, the usual Appleton-Hartree 
equation (47) results, with z— (v,)/w. Note, that the col- 
lision frequency to be applied is that defined in (5), and 
results quoted in the literature must be checked to de- 
termine whether thev refer to the same average. 

6) High magnetic fields, satisfying 


a) e» © ((%) b) w > c. 


In this case, h. =h_=g,=g-=1, but go and ho depend 
on w/(v,). H one also has ()), case 5) results. И on 
the other hand, & (%), then g — g(0) and Ло = А(0). 
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TABLE 1 
SIMPLIFICATION OF THE Ө Вя ЕК IN THE GENERALIZED ArrLETON-MHARTREE EQUATION FOR PARTICULAR CASES (Seg ТЕХТ) 
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Function ET pie 3 Function pus A Case 6 Case 7 
vm Constant and neutral ((%) Dap «ьо у= 1 
dominated and and and 
b) Case 5 d cy» ( %)) (w) Kw = оь 
G (() — — —— liz 
апа «оь £o 2(0) | go | 1 
c) Case 5 g- £(0) | 1 g(0) 
w (va)) ge | g(0) 1 | 1 
апа b — — = 
| d) Case 5 NE h(0) ho І 
0. 2x0 E h(0) 1 ко; 
| and cos hy h(0) 1 
| e) Case 8 !! | aa 
Va =Vm e | Ө, 0 90 —1 (du — (01/2 
constant = = | — —— —— тте 
= = — e. 0 0 | ШЕ? 
go, + 1 = n e = == =e = oe 
e | 0 а 0 
ho, + 1 —— — = == — 
= Ө, 0 WENT З 0091/2 
Өз зз.» | 0 === zs AE E: E = == == 
iis Е — e. | 0 CENT [1 200002 
91 2.2.4 1 = Б ncm ms -—! га * 
2a | == $ | h(0) | І ! 
$ 0 —— = - — —— — 
| 9. g(0) 1 114000172 
| ут? pe eg аен 2s m P NEN = — = 
r — | # [i cop 1 (I = 1)/у?2=1 1 
25% I —x a) since ү 1 
|| ЕИ h(0) 1 1 
| во — 1) 4 1) s|1 — g(0)] sin? Ө 
5 | 0 Ed ) sin? 6 | = = 
ho—x i | X1—x- 72) 
[е ке == == ЗЕ — — — ——— 
i TOME 1 —1 ЕТЕ 1 n 7 1—js)sim | | ( —jslt —(0)[(3 E 
| V | - —- | sin? 0 
| | цо) xo 2(ho —x = Јо) 2(1 —x ) 


The general equation for the refractive index re- 


duces to 


m-1— —— 


x—x [=Je(go~1) + 0 — DJs sin? 6% ü Abos 


1—5— (ышы үс ses ( 


20% — x go 


7) Cyclotron resonance (y —1) with w=a>((v,)): 

We now have g.=g(0), h-=h(0) and go=g,~1, 
o =. =I. y=1. The modified Appleton-Hartree equa- 
tion is (see Column 4 of Table I) 


T s+jxa(1—g(0)) sin? % [2(1—5— x)| 
— — m 


4(1—x—j2) 


. (1+8(0)) 201 — 80) G—js +x)—2 7601800) 2 -2 
CIN E i 9 sintas | (7 


Note that the results, exactly at resonance, are inde- 
pendent of 4(0). 

8) Constant total collision frequency: 

We consider the situation when over a reasonable 
velocity range, vy, given by (7), 


Fg == vs (v) + ЖО = v (v) + 


AN. ( Ze 


7? 


) in А, (52) 


Ire 


7 | — — (50) 
2 1j: = ПЧЕЛЕ ne 
2 ай Ed a) ite ane) ) N sin'8-p4? ese] | ` 
202. * Jene) 
ea А] 
june p 
= sin cos ы 
m! 2 { 

is constant with respect to velocity. If „„ varies as v, 


then », is nearly constant? when % / (t) is between 
2.25 and 3.7, since in this range 0.92 <g<1 and 
1<Л X1.038. If vm varies as v, then 0.96 <g <1 and 
1 <h €1.035, when h/, is between 3 and 15. As- 
suming that the error in taking g and , equal to 1 is 
small, the relationship for » reduces to the Appleton- 
Hartree equation (47), with z denoting 50% w. 


“ 
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V. Arbre ION TO THE LONOSPHERE 


In general, one can plot from the calculated g and Л 
curves, the € and 9 functions vs (%%% for various 
w/w and (и) Wer). The investigation that follows is for 
v, proportional to r. This applies up to about 120 km in 
the ionosphere, where electron collisions with the nitro- 
gen species are predominant over collisions with the 
oxygen atoms. The usual assumption that the atmos- 
phere is dry (contains no water vapor) is made through- 
out this discussion. ‘Typical graphs are shown in Figs. 
1-9 (pp. 1864 1868) for degrees of ionization correspond- 
ing to 1) a weakly ionized gas ((,)/(.;) =), 2) equal 
frequencies of electron collisions with neutrals and ions 
(O =), and 3) an ion-dominated plasma 
(vm) /Wer 0). Values of e/o equal to 10* or 10, 107, 10, 
1 or 0.999, 10^, 10^, 10^ are used. 

Note the following characteristics in the ligures: 

1) For large (% /, the Ө curves approach zero and 
the g curves approach the values given in Column 2 of 
‘Table 1. Also, the lower the value of w/w, the quicker 
the curve attains its limit. 

2) For negligible %% and w#o,, the © and 8 
curves are respectively equal to 0 and 1, which should 
be so according to Column 1 of Table 1. At cyclotron 
resonance, the curves assume the values tabulated in 
the last column of Table l. Note that if w/w = 0.999, 
deviations towards zero or 1 occur for extremely small 
(r,)/ o. 

3) In the limit of w>((v,)) Do, which, for example, 
occurs when о/о = 10 and 10«(64)/w) <10%, some 
curves flatten out and tend towards the values given in 
Column 3 of Table 1. 1f о/о is lower than 104, they 
never actually attain these limits. 

4) ‘The largest deviations are present in the curves 
for the slightly ionized gas, and the least in the partially 
ionized gas, (mn) = (wei). As the ionization increases, the 
g curves shift towards 1 and the Ө curves towards zero, 
and then they deviate more when (vn) (Wei) becomes 
less than 3. Finally, the limiting values for a comi- 
pletely ionized gas are attained. 

The graphs show that the approach to the limiting 
values is slow in most cases, and hence the use of equiva- 
lent collision frequencies in the Appleton-Hartree equa- 
tion must be justified by investigating curves such as 
illustrated here. 

The curves in Figs. 1—9 are not sufficiently accurate to 
calculate the refractive index. As an example of the dil- 
ficulty, consider the magnitude of the (— y4i4- 276.) 
combination in the generalized Appleton-Hartree equa- 
tion (30). In many cases, one cannot obtain reasonable 
values, simply because of the inaccuracy in the 9з and 
©; functions. One can conclude that the € and 4 func- 
tions are only useful for illustrating the physical fact 
that large deviations from zero and unity can occur, 
and for providing regions where their replacement by 
limiting coustants can be justified. 
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Values for the electron collision frequency with nitro- 
gen molecules will now be given, and applied to the D 
layer of the ionosphere, or in general to heights below 
85 km. Basically, the formula used for nitrogen is iden- 
tical to that given by Huxley.'* The cross section for 
nitrogen, Qx,, is 


On, = 3.29 X 107% cm? (v in em 'sec) (53) 
and 0.8 times this value for air. 
Qui; = 2.03 X 107v ст". (54) 


if Vy is the number density of air molecules, the colli- 
sion frequency is 


y, = V. = 2.63 X 10777 (p po) Lo (55) 


where 
p is the density, 
po is the density at standard temperature and pres- 
sure, and 
Ly is Losehmidth’s number 
Lox pa/kTa= 2.687 X10" molecules гас, em. 
Hence for air 
р = 7.073 X 10 (р po)t*(v in em sec) 
7.0730 po) ve in m/sec). (56) 
The high-frequency average is calculated from (12) to be 
equal to 
(Pn) = 5.339 Tp pu x 10* 
1.9944. y P X 1077 (Vy in 1/9). 


(57) 


'Three different average collision frequencies are cur- 
rently in use in the literature, namely , Vm and vp, de- 
fined, for a variation of Va x 2 


respectively by Gm) = (1/9 (03/3) = 5, 3, 
Vy = Vy, 


and vp=0.44,,). A bar denotes the following average 
for à scalar quantity @ 


@ = (1/№) | ef o mide. 


зр. C. Н. Huxley, “A discussion of the motion in nitrogen of 
free electrons with small energies with reference to the ionosphere,” 
J. Aun. and Terr. Phys., vol. 16, pp. 46-58; October, 1959. 

^ . P. Shkarolskv, ef al, "Collision frequency associated with 
high temperature air and scattering cross-sections of the constitu- 
ents,” in “Electromagnetic Effects of Re-entry,” Pergamon Press, 
New York, N. Y.; 1961. 

в Phelps in a recent. article! uses values for nitrogen which are 
15 per cent larger than these. In a footnote, he quotes measure- 
ments, which should read, “are 10-12 per cent smaller" than given 
in his paper, so that his new values are 3-5 per cent larger than given 
here. For consistency, the analysis here is based exclusively on the 
cross sections plotted in Shkarofsky." Also, for simplicity, the con- 
tribution from oxygen is neglected, since the additional error intro. 
duced is less than 15 per cent. 
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Many discrepancies between quoted values, such as 
those of Huxley,? who uses the second average, and 
those of Phelps and Раск!“ and Seddon, s who adopt 
the third average, vanish, if this point is remembered. 
Here, the first average (v4) is adopted. As a result, the 
values of the collision frequency (vm) here are 2.5 times 
larger than those plotted by Phelps, Pack and Seddon. 
Another point to note“ is that the measurements of the 
collision cross section of electrons with nitrogen mole- 


C. Seddon, “Summary of Rocket and Sate lite Observations 
7 to the Ionosphere,” Natl. Aeronautics and Space Admin., 
Goddard Space Flight Ctr., Washington, D. C., NASA Note D- 667; 
1961. 
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cules by Huxley,? by Phelps, ef ul.,“ and by Phelps and 
Раск using different respective methods, all practically 
coincide numerically. 

An attempt is now made to plot for the ionosphere 
the quantities (%) and (/ Gert) vs altitude up to 340 
km, which is above the F: layer. One is immediately 
faced with three unknowns. 

1) The clectron density profile depends on local time, 
season, solar activity and latitude. 

2) Although nitrogen is the basic constituent of air 
below 90 km, electron collisions with oxygen atoms be- 
come important at higher altitudes and comparable to 
that with nitrogen molecules in the H layer. The exact 
relative proportion of nitrogen molecules and oxvgen 
atoms vs height is unknown. 

3) The electron temperature is unknown; it may be 
quite different, bv as much as a factor of 5, than the 
temperature of the neutral particles. Furthermore, the 
velocity distribution of the electrons may also be non- 
Maxwellian. 

For discussion, one can assume an average daytime 
profile/51549 of electron density, shown in Fig. 10. A 
plasma frequency scale is also shown. We will also adopt 
the 1959 ARDC mode! of the atmosphere,?“ which pro- 
vides values for the molecular weight, as well as for the 
gas temperature 7, and neutral particle density Nar. 
Electron collisions with neutral oxygen molecules are 
neglected as being small compared with collisions with 
nitrogen molecules. 

Below 90 km, effects due to oxygen atoms?? can also 
be neglected, and (57) applies for (v4) in air. 

Above 180 km, oxygen is assumed to be completely 
dissoviated, and air can be considered to consist only 
of Ne and O. Then the relative number densities are 
given in terms of the molecular weight of air 


M = (28.016 NN: + 16. V0) / Na- (58) 


by 


Ny, = Ум(М = 16) /12.016 and Ny = NM = NN, (59) 
where Ny, is the number density of nitrogen, whose 
molecular weight is 28.016, No is the number density of 
oxygen atoms (molecular weight =16), and Ny is the 
number density of air (molecular weight = M). From 
the tabulated data?’ for Ny and M, the quantities Мм, 
and No can be obtained. Let CN,) and (vo) be the aver- 
aged collision frequencies for Ху and О. Then we know 
(see Section II) that the averages can be added to yield 


v A, V. Phelps, et al., 
ity of collision of slow electrons in gases," 
559—562; November 1, 1951. 

18 See “The lonosphere”—IGY issue of Proc. IRE, 
167, 169, 273, 281, 292; February, 1959. 

э}, "A. Ratcliffe, Ed., N. V. p of the Upper Atmosphere," 
Academic Press, New York, N. Y., pp. 409-411, 442-445; 1960. 

20 KR. A. Minzner, et al., *The ARDC Model Atmosphere, 1959,” 
A.F. Cambridge Research Ctr., Cambridge, Mass., Rep. AFCRC- 
TR-59-267; August, 1959. 


*Microwave determination of the probabil- 
Phys. Rev., vol. 81, pp. 


vol. 47, pp. 
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Fig. 10—The ratio (/ (vet) and the total collision frequency (v), 
vs height for an assumed average daytime profile of electron 
density (N) or plasma frequency (wp), if the electron and neutral 
particle temperatures are equal. The range in value of the cyclo- 
tron frequency (ws) is also shown. The arrows indicate possible 
deviations if the electron temperature is larger than the neutral 
particle temperature by the amount shown. 


the average collision frequency with all neutrals, (v4), 
viz., 


(м) = (nz) + Co). 


The value of Ex,) is (1/0.8) times that in (57), since 
(vm) was assumed there to be 80 per cent that of (pn,). 
Thus, 


(60) 


(ум) = 2.492 Nw, T X 107". (61) 


'This equation applies if the electron temperature is less 
than about 1500 К, which would be true?? up to 400 km, 
if the electron and gas temperatures are equal (11%). 
For higher temperatures, (»x,) does not vary as T 
since! px, is not proportional to 2°. It is known" that 
the cross section of electron collisions with oxygen 
atoms, based on the analyses of Klein and Brueck- 
ner, 2 is nearly constant with speed and equal to 10—19 me. 
The analyses of Mitra, Yamanouchi, Robinson, Ham- 
merling, ef al., and Lamb and Lin, which predict large 
cross sections at low electron energies, have been 
shown" to be questionable. A low cross section was also 
found experimentally by Lin and Kivel.? We therefore 


21 M. M. Klein and К. А. Brueckner, “Interaction of slow elec- 
trons with atomic oxygen and atomic nitrogen," Phys. Rer., vol. 111, 
pp. 1115-1120; August, 1958. 

2 S. C. Lin and B. Kivel, “Slow-electron scattering by atomic 
oxygen," Phys. Rev., vol. 114, pp. 1026-1027; May 15, 1959. 
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write 
yy = No X 10-" (62) 
and averaging according to (12) yields 
(vo) = 0.8282 X 10-1 T ½ (63) 
Adding, (60) becomes (for 7X 1500°К) 
(vm) = 0.8282 X 10-15 V, 71/2 + 2.493 X 107. VN T. (64) 


For reference, the value of »m before averaging is, ac- 
cording to (55) and (62), given 


vm = Nov X 1071? + VN 523.290 X 102850 in m/s). (65) 


Between 90 km and 180 km, the relative proportions 
of №, Оз and О are quite uncertain.? However, it is easy 
to show, from the values” of the molecular weight of air 
as a function of height and from (59), that up to 180 km, 
the number density of atomic oxygen is certainly not 
greater than 10 per cent that of nitrogen. Further evi- 
dence that this is so is given by Johnson.“ Assuming 
that for lower altitudes Nx, <10 No, one can neglect 
the contribution of atomic oxygen given by (63) to the 
averaged collision frequency and extend the range of 
(57) up to 180 km, as a first approximation. The error is 
less than 12.5 per cent. 

Most of the uncertainty in the calculation arises from 
a lack of knowledge of the electron temperature and 
electron distribution function. The results, to be shown, 
are based on the ideal assumptions of a Maxwellian dis- 
tribution and equal electron and gas temperatures. 
Some calculations based on higher electron tempera- 
tures are also shown. The electron and ion densities are 
assumed equal, and negative ions are neglected. lons 
with charge numbers greater than one are assumed to 
be insignificant. 

In Fig. 10, (vj), the sum of electron collisions with all 
neutrals plus ions (O) (er) is also plotted where (vm) 
is given by (57) up to 180 km and by (64) above 180 km, 
and where () is given by (11). In MKS units, 


(vei) = 8.375 Мор A X 1075/ T3? 


and 


A = 124 X 10(T?/ V) 1½. (66) 


The ratio (r4)/(v.2 is also given vs height. Both are based 
on the assumption that the electron and gas tempera- 
tures are equal. No attempt is made to calculate the 
conductivity functions g and h, mainly because of the 
uncertainties in the atomic oxygen concentration and 
electron. temperature, and also because it is shown 
below that there are regions where g and д are 1. 
Several calculations obtained by assuming a higher 
electron temperature are shown by arrows in Fig. 10. 


з Ratcliffe, op. cit, p. 34 

2 C, Y, Johnson, “Aeronomic Parameters from Mass Spectrome- 
try," presented at the Symposium on Aeronomy, Copenhagen, Den- 
mark; July, 1960. 
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One point is based on measurements with Sputnik III. 
Krassovsky? reports an effective electron temperature 
of about 7000 K at 242 km, whereas the ARDC value? 
for the air temperature is 1415°K. Asa result of 7257, 
the value of (»,)/(v.;) is raised and Gg) is decreased at 
this height. The decrease in (»,) is due to the smaller 
value of GC which decreases faster with temperature 
than (% increases. At heights below 200 km, the ratio 
m/ ve,) would also be larger, but (»,) would be in- 
creased rather than decreased. This is because (vm) is 
now the main term in (»,) and it increases with tempera- 
ture. At 200 km, there is only a small change in (v,), 
first a decrease as 737, and then an increase as 
T—5T,. This result is obtained by plotting Vn VN Бро 
vs velocity up to 1 ev, using the collision cross-section 
data in Shkarofsky, ef al., and using the values Nx, 
= 7.220 X10" and No = 1.186 X 105 deduced from Minz- 
ner? for 200 km. Note that the exact cross-section data 
for nitrogen is required for these higher temperatures 
and that vx, does not vary as v. One finds approxi- 
mately that v, obeys the following power law, 


y, = 1.265 Ж 10-51-3224 (67) 


so that 


(wm) = 1.9657 9612, (68) 


The sum of (»,) and (ve) varies little with temperature 
for 200 km. 

The magnetic field of the earth varies between 0.365 
and 0.575 gauss, depending on latitude and height. The 
cyclotron frequency w =eB/m is then between 6.42 & 108 
and 1.01 X 107, and this is indicated in Fig. 10. We thus 
see that the largest corrections in the conductivity occur 
in the D layer (at about 70 km), since w2(v,). Above 
110 km, in the E and / layers, o2 (102(»,)), even if 
1 S5 7 or (v,) is five times that shown at 110 km. Also, 
the plasma frequency 9, = (Ven) is indicated in 
the figure, and obviously, above 110 km w, is much 
greater than (»,). Thus both х= о/о? and у= о/о are 
much greater than 2 = %. Let us look at Table I. At 
cyclotron resonance, the last column (case 7) applies. 
Otherwise, depending on whether оо or o &, the 
third (case 6) or first column (case 5) can be used. Note 
that provided cy, is not too near to w, all the 3 functions 
can be taken as one; the © functions, however, do not 
behave as nicely. In the general equation (30), one can 
neglect Os since ysr Oh. 

In the region where w> (6 103(7,)), which occurs in 
the ionosphere above 150 km if 7=7,, and above 190 
km if 7157 investigation of the 4 and Ө curves, Figs. 
1-9, indicates that it is safe to use the ordinary Apple- 
ton-Hartree equation with %) as the collision fre- 
quency, provided the RF angular frequency о satisfies 
w/w €0.9 or 100 € (w/w) <2. The limit &2 6X 103(,), 


*5 V. J. Krassovsky, “Exploration of the upper atmosphere with 
the help of the third soviet sputnik," Proc. IRE, vol. 47, pp. 289- 
296; February, 1959 
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may in fact be less, since as (67) indicates v, varies as a 
power much less than 2, whereas the 4 and Ө functions 
are for v, & 0°, Thus in the А laver, except at cyclotron 
resonance, it should always be possible to let the g and 
h correction functions be 1, and the ordinarv Appleton- 
Hartree equation should be applicable. 

The region where v, is constant with respect to speed 
depends on (»,)/(v.;). This ratio is quite uncertain be- 
cause 7 is unknown. Assuming T=7,, the region 
starts in the Æ layer and extends to 150 km. If T is five 
times greater than 7,, then », is constant in the F 
layer. (See arrow in Fig. 10 and limits for constant Py 
if v, xv? or v, x v, given in Section IV, case 8.) This fact 
provides another justification for letting g and л be 1 in 
the / laver. In any case, there exists a region where no 
correction need be applied to the Appleton-Hartree 
equation, as discussed in case 8. 1t also seems from the 
single point of Krassovsky?* that one has to go to alti- 
tudes above the /% layer before electron-ion collisions 
will dominate neutral collisions, since, above 340 km, 
the neutral particle density decreased more rapidly than 
the electron density. 


VI. COMPARISON WITH EXPERIMENTS 


The values of G% are compared in Fig. 11 with ex- 
perimental data of Kane,“ Schlapp, 2s Whitehead? and 
Ataev.? Kane's data, plotted here, are those reevalu- 
ated’! with the proper v relation for the collision fre- 
quency. Recall that the (%) defined here is 2.5 times 
vy, the collision frequency used by Phelps.! The values 
of (vy) agree very favorably with Kane's experimental 
results for the D layer. Кассе!» also finds good agree- 
ment with other experimental data. However, above 90 
km, Rateliffe, Schlapp and Whitehead note that the 
theoretical values for (% are appreciably smaller than 
those obtained experimentally. Ratcliffe and Schlapp 
suggest that this may be due to atomic oxygen, which 
they neglect theoretically. In these calculations, how- 
ever, it is found that the influence of atomic oxygen is 
small as far as values of ) are concerned, provided the 
three assumptions in the analysis are true, namely: 


1) atomic oxygen is less than 1/10 the nitrogen con- 
centration below 180 km, 


26 V. L. Albert, “State of the outer ionosphere," Priroda, vol. 6, 
pp. 85-87; 1958. Translated by E. R. Hope, DRB Canada, uo. 
T304R ; September, 1958. 

J. A. Kane, “Arctic measurements of electron collision frequen- 
cies in the D-region of the ionosphere,” J. Geophys. Res., vol. 64, 
pp. 133-139; February, 1960. 

2% D. M. Schlapp, “Some measurements of collision frequency in 
the E-region of the ionosphere,” J. Atmos. Terr. Phys., vol. 16, pp. 
340-343; November, 1959. 

29 J. D. Whitehead, “The absorption of short radio waves in the 
D-, E- and F-regions of the ionosphere,” J. Atmos. Terr. Phys., vol. 
16, pp. 283-290; November, 1959, 

% O. M. Ataev, "The determination of the number of collisions 
in the ionosphere,” Radio Engineering and Electronics, (Translation 
of Radiotekhnika i elektronika by Pergamon Press, New York, N. Y.), 
vol. 4, no. 9, pp. 37-45; 1959. 

а J. A. Kane, “Re-evaluation of ionospheric electron densities 
and collision frequencies derived from rocket measurements of refrac- 
tive index and attenuation,” Natl. Aeronauties and Space Admin., 
Goddard Space Flight Ctr., Washington, D. C., NASA TN- D-503; 
November, 1960. 
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Fig. 11—Comparison of experimental data with the theoretical total 
collision frequency (vj) vs height, replotted from Fig. 10, when 
T= Т, (solid curve) and T is greater than T, (dashed curve). 
The experimental points indicated by vertical lines are those of 
Kane, bv arrows are those of Ataev, by crosses are those of 
Schlapp and by squares are those of Whitehead. 


2) the collision cross section of atomic oxygen is not 
much greater than that given by Klein and 
Brueckner?!, 

3) the electron and gas temperatures are equal. 


Suppose that the electron temperature is greater than 
the gas temperature above 110 km. Note that at 110 
km the gas temperature starts to increase rapidly from 
about 287 K and reaches 1031°K at 150 km, after 
which it increases at a slower rate to 1404? К at 200 kin. 
Assume that the electron temperature is much greater 
at the high temperatures. In Fig. 12, a possible variation 
is shown, which includes the electron temperatures of 
7000°К at 242 km and 15,000? K at 795 km, given by 
Krassovsk y.*5 The latter point has been reevaluated by 
Whipple® to be near 9000? K. If, in the E layer, the elec- 
tron temperature is about three times the gas tempera- 
ture (see Fig. 11), the theoretical electron collision fre- 
quencies, based on the higher temperature, agree with 
the experimental values of Schlapp and Ataev in the Æ 
layer. Boggess, et al., report rocket data? of electron 
temperatures in the Æ layer, which indeed indicate a 


з E. C. Whipple, Jr., *lon-trap results in ‘Exploration of the 
upper atmosphere with the help of the third Soviet Sputnik,’ " PROC. 
IRE (Correspondence), vol. 47, pp. 2023-2025; November, 1959. 

э N. L. Boggess, e£ ul., “Langmuir probe measurements in the 
iono pher J. Geophys. Res.. vol. 64, pp. 1627-1630; October, 
1959, 
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Fig. 12— The temperature of air T, vs height according to the 1959 
ARDC model, and the assumed electron temperature T (dashed 
curve) vs height. The points at 242 and 795 km are those from 
Krassovsky. The arrow at 795 km indicates Whipple's interpre- 
tation of the Russian measurement, initially deduced to be 
15,000°K. The crosses indicate values given by Boggess ef al. 
The point © at 120 km is deduced from Schlapp's and Ataev's 
values of (Vo), shown in Fig. 11. 


high electron temperature (see Fig. 12), but also a sur- 
prising minimum at 175 km. Recent measurements by 
Boggess* indicate that the electron temperature rises to 
a maximum of 2800 K and becomes isothermal near the 
Fa layer (no decline in temperature observed). White- 
head's result for 190 km still remains inexplicable, since, 
as discussed above, a large change in electron tempera- 
ture produces a small change in collision frequency at 
200 km. Theoretically, the new curve for the collision 
frequency, shown dashed in Fig. 11, is above the original 
curve for heights less than 200 km and below the original 
curve for heights greater than 200 km. Ataev's result 
for the /% layer seems to favor the original curve based 
on T-T, However, measurements of collision fre- 
quency in the / layer are widely scattered?" in value 
and inconclusive.? More accurate and systematic 
measurements, possibly sounding by satellites from 
above the ionosphere, will check the hypothesis that 
T»T,in the № layer, since the hypothesis predicts 
smaller collision frequency values than given by letting 
T=T,. This effect is reversed in the E layer where 
higher temperatures give higher collision frequencies, 
and, indeed, Schlapp and Ataev find the collision fre- 
quency to be higher than expected. One may also sug- 
gest that if the hypothesis proves to be correct a meas- 
urement of electron collision frequency in the ionosphere 
may be a sensitive method for determining the electron 
temperature, especially in the E layer.” 
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The Electrical Conductivity of a Partially Ionized Gas* 


DIPAK L. SENGUPTAT, MEMBER IRE 


Summary—The electrical conductivity of a low density and par- 
tially ionized gas where both electron-neutral particle and Coulomb 
type collisions play important roles is discussed. The effects of in- 
elastic collisions and a steady magnetic field are not considered. We 
assume that the ionized gas is perturbed by a weak electric field, 
and obtain the velocity distribution function for the electrons by solv- 
ing the Boltzmann equation; the collision between neutral and 
charged particles is accounted for by the hard sphere model for the 
particles, while the collision between the charged particles is taken 
care of by the Fokker-Planck terms. Explicit expressions for ac and 
dc conductivity are given for various cases. To the extent that the 
assumptions made for the collision models are valid, the expressions 
for conductivity given here are quite general and can be used for 
any degree of ionization. 


INTRODUCTION 


HE purpose of this paper is to derive expressions 

for the electrical conductivity of a low-density 

and partially ionized gas where both electron- 
neutral particles and Coulomb type collisions between 
the charged particles play important roles. During the 
past, considerable work has been done along this line. 
Margenau! and his group published a series of papers 
dealing mostly with low-intensity fields and weakly 
ionized gases. Spitzer and his co-workers? on the other 
hand dealt with the small signal static conductivity of 
low density fully ionized gases. In a weakly ionized gas, 
Coulomb collisions between charged particles are 
neglected. 1n the fully ionized gas it is the Coulomb col- 
lisions which determine the electron velocity distri- 
bution function. 

The present paper deals with an intermediate case of 
the interaction between a low-intensity electromagnetic 
field and a partially ionized gas where neither the elec- 
tron-neutral particles nor the Coulomb collisions can be 
neglected. The effects of inelastic collisions and a steady 
magnetic field are neglected in the present analysis. 
The elastic collision between electrons and neutral par- 
ticles is explained by the standard binary collision proc- 
ess?" with a hard sphere model for the particles. The 
Coulomb collisions between the charged particles are 
accounted for by using the model derived from the 


* Received by the IRE, September 5, 1961. The research re- 
ported in this paper was sponsored by the Advanced Research 
Projects Agency and the Air Force under ARPA Order 147-60 and 
Air Force Contract No. AF 19(604)-7428. 

T Radiation Lab., University of Michigan, Ann Arbor. 

II. Margenan, “Conduction and dispersion of ionized gases at 
high frequencies,” Phys. Rev., vol. 69, pp. 508-513; May, 1946. 
Also, “Conductivity of plasmas to microwaves,” Phys. Rev., vol. 109, 
pp. 6-9; January, 1958. 

2 К. Cohen, L. Spitzer and P. Routly, “The electrical conductivity 
of an ionized gas," Phys. Rev., vol. 80, pp. 230-238; October, 1950. 

з T. Holstein, “Energy distribution of electrons in high frequency 
gas discharges,” Phys. Rev., vol. 70, pp. 367-384; February, 1946. 

5. Chapman and Т. С. Cowling, "The Mathematical Theory of. 
Nonuniform Gases," Cambridge University Press, Cambridge, Eng- 
land, ch. 18; 1939, 


Fokker-Planck equation as given by Dreicer.’ After 
assuming that the interacting electromagnetic field is 
of low intensity, an expression for the electron velocity 
distribution function is derived by solving Boltzmann’s 
equation with the above two models for the collision 
terms. Expressions for the ac electrical conductivity in 
various cases are then derived. To the extent that the 
assumptions for the collision models are valid, the ex- 
pressions derived here for the conductivity are quite 
general in nature; they reduce to the well-known rela- 
tions for both the limiting cases of fully and weakly 
ionized gases. 


Basic FORMULATION OF THE PROBLEM 


In this section we shall formulate the problem in gen- 
eral terms. The basic parameter which has to be deter- 
mined before one can obtain any information about the 
ionized gas is the electron velocity distribution function. 
Let us define the electron velocity distribution func- 
tion /(v, t) such that Fd*v gives the number of electrons 
whose velocities lie in the element of volume dv sit- 
uated around the point v in the velocity space. It is as- 
sumed that the macroscopic properties of the gas do not 
vary from point to point. Then the distribution function 
F satishes Boltzmann's equation: 


ar 50%. 
— + all) V.F = А (1) 
д! 9! coll. 
where 
a(t) is the force per unit mass on the electrons, 
V. is the gradient operator in velocity space, 
and 
(QF/Ot).u. is the rate of change of the distribution 


function due to various types of colli- 
sions. At present we assume, 


ӨЕ oF oF 
P 
д! voll. al cn al ce 


where the subscript cz means collision between electron 
and neutral particles, and cc means Coulomb collisions 
between the charged particles. Explicit expressions for 
the collision terms depend on the type of model one as- 
sumes for the collision process. 1n general there should 
be considered two other equations similar to (1) in order 
to account for the velocity distributions of the heavy 


(2) 


H. Dreicer, “Electron velocity distributions in а partially ion- 
ized gas," Phys. Rer., vol. 117, рр. 343-354; January, 1960. 
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neutral particles and positive ions. However, for sim- 
plicity of analysis it is assumed here that the heavy 
particles are stationary relative to the motions of the 
electrons. 

In the present problem the acceleration of the elec- 
trons is assumed to be of the form: 


e Ho cos ot 
а= === ‹ (3) 


т 
where 


Ea is the amplitude of the incident electric field and 
polarized along the z axis, 

w is the angular frequency of the incident field, 

is the charge of an electron, 

т is the mass of an electron. 


The effect of the alternating magnetic field is neglected. 
After the distribution function F is determined from 
(1), the current produced in the gas may be obtained 
from 


J, = — med, = — е | Fd?w cos Ө, (4) 


where 


J, isthe z-component of the current, assumed posi- 
tive along the positive direction of the z axis, 

à, is the mean velocity of the electrons along the 
positive z-direction, 

is the angle between the z axis and the velocity 
vector v, 

по is the electron density. 


Discussion OF THE COLLISION TERMS 


As mentioned in the Introduction we shall consider 
only two types of elastic collisions—between electron- 
neutral particles and electron-heavy positive ions. If 
the gas is fully ionized and of high density, then colli- 
sions between charged particles of the same kind (for 
example electron-clectron, ion-ion) should also be con- 
sidered. For a low-density ionized gas the latter two col- 
lision effects may be neglected in comparison with the 
first two. The electron-neutral particle interaction is a 
short-range phenomenon and explicit expression for this 
is taken from the standard analysis.?“ Since Coulomb 
force is a long-range phenomenon, the cumulative ef- 
fects of small deflections suffered by the electrons at 
large distances due to the interaction with the ions be- 
come very important,? and they cannot be accounted 
for in the same way as is done in the first case. This type 
of interaction is in general explained by the Fokker- 
Planck equation. The detailed derivation of the colli- 
sion term from the Fokker-Planck equation is given by 
Dreicer. Here, we take our collision term after apply- 
ing the relevant approximations to the general Coulomb 
collision term given by Dreicer. 
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EVALUATION OF THE ELECTRON 
DISTRIBUTION FUNCTION 


In the analysis we shall make use of the Lorentz ap- 
proximation which states that the collisions between 
various particles produce a spherically symmetric ve- 
locity distribution—small deviations from spherical 
symmetry are then explained accurately enough by the 
coefficient F'(v) in the spherical harmonic expansion 
of F: 

M 


F(cos 0, т) = у Jen (v) P,(cos 0) = F"(v) + cos OF (x), (5) 


n=) 
where 


the polar axis is chosen to be the z axis, 
P's аге the Legendre polynomials. 


The approximation made in (5) is valid if F I. This 
condition physically means that the average velocity of 
the electron gas is small compared to the root mean 
square electron speed. This is a reasonable assumption 
if the perturbing field is small. 

Using the orthogonality property of spherical har- 
monies the following two relations are obtained for the 
macroscopic quantities of the gas: 


© 
electron concentration zs = [ Е°4тт?а?, (6) 
0 


dre г” 


Fv*dv. (7) 


electric current J, 
S 0 


After expanding the term a(/) V.P in (1) into its spher- 
ical harmonic components in the velocity space, substi- 
tuting (5) into (1), and equating the terms independent 
of cos б and those dependent on cos 6, the following rela- 
tions are obtained: 


987 cos b д 61 ore 
ML — (tt) = (=) + 70 С 
д! 3? дт Ot J en Ot / cc 


oF дг oF OF! 
—— — «cos ol =) = (=) + (550 , (9) 
д! д? Ol J „ Ot 6 


where 


ео 
Y == — c 
m 
''he contributions due to electron-neutral particle col- 
lisions are,“ 


(22) = 1 id 9 (,) 
61 , wv M àv 
| a ande) ~), (10) 
Мт? dv 0 
(=) = — Fin, (11) 
Ot J en 
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where пої 
F! = F(att = O) exp — | (т) + =|: 
т ru 
5 (v) = тї f (1 cos 8) sin B, v)dB, (12) ar? A 
Ü (С) —— sin wl 
àv А ) Noles : 
N = (Пе number density of neutral particles, е pO F " 
o.(8, v) —differential cross section for elastic scatter- 
2 É : vl) + vl 
ing through the angle £, uec — cos wt 
M =the mass of the neutral particles, 24 E "Г. : 
€ 
T —itemperature of the electron gas, n ef 
= Boltzmann constant. velt) T Mol 
D ч . n а а - f Nol; 2 
Fhe factor ve(v) may be identified with the frequency of w+ rete) + ср 
electron-neutral particle collisions. In general »,(v) is а v 
function of c. Ls 
The Coulomb collision terms, subject to the Lorentz exp — d») + n afe) |. (17) 


approximation and the condition m/ M«1, are given by? 


Hol ex 


e) ` 
91 V1 ДЫ 
are 
OR 
OS ee 


, (13) 


(14) 
where 


2 
Г = (2) In (А/ро), (13a) 
m 
фо the average impact parameter (distance of closest 
approach between the two colliding particles), 
e; = charge on a heavy ion, 
A=the Debye shielding distance. 


After substituting (10), (11), (13), and (14) into (8) and 
(9) the following two equations are obtained: 


дг ү coset à 
(=) РЕНА (023) 


al 3v дт 
m ny Аа) 
= — — —(2 v 
v Ma 
KT MC 179 ) (15) 
vv) — , 3 
M? дт àv 


OF! дЕ ) 
—— — y cos wi (= 
at д? 


(16) 


nol |r. | 


In order to solve (15) and (16), we assume that the iso- 
tropic part of the distribution function is independent of 
time. Thus the solution F! of (16) in terms of F? is given 
by the following: 


Е 


It can be seen from (17) that the combined collision ef- 
fect (electron-neutral particle and Coulomb) relaxes the 
perturbed distribution function / to the following 
steady-state value: 


| are " 
5 


о + EO 


- — sin wl 
ға nol | ? 
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ve(v) $ ul 


* ГЗ 
ШШ] 
— — — cos atl 


15) * 
w? + TE us 1 


v 


(18) 


After substituting (18) into (15) and taking the time 
average, we obtain: 


velt) + no T i/i 


y Of ar 
2e E 


v? дт ðv пг.) ? 
w? + fo) + | 
\ ed 
zc ums ee) 55 (19) 
= — — — (7, ES 
vOM дт Mr? dv 
From (19), /? can be expressed as: 
тта? 
1¹⁰ A exp -f — » (20) 
о My? velt) + oT 


+KT 


65%) nola : 


vf 


where 4 is a constant of integration. If Coulomb colli- 
sions are neglected the distribution function (20) re- 
duces to the one given by Margenau! for the constant 
mean free path case. If the thermal energy of the elec- 
trons is large and the electric field Eo is sufficiently 
small, then the term AV in the denominator of the inte- 
grand in (20) is predominant апа 7? reduces to the Max- 
wellian distribution, 


Р ПО ЗОТ 
fe = Ho 5 i en [К 
т 


w? {+ 


(21) 


1961 


where the constant 21 has been determined by using (6). 
Eq. (20) indicates that, strictly speaking, Ё cannot be 
assumed Maxwellian and independent of the field in- 
tensity Е". As we shall see later this fact makes the 
electrical conductivity of the ionized gas a nonlinear 
function of the field intensity. We are now in a position 
to calculate the conductivity of the gas. This is done in 
the next section. 


EXPRESSIONS FOR THE ELECTRICAL CONDUCTIVITY 


After using (7) and (18), the following relation is ob- 
tained for the electric current: 


wr? 


Are? hy 
IN — sin wt 
3m „ Late + feta) + 10 ec}? 


! r ei or 
de ( + ло |] оо 16 (5 je. (22) 
Ф 


о? "TS + sees ЕЕ nol’ ei}? 
Defining complex conductivity as с —9, — is, it can be 
shown that the real and imaginary parts of the electri- 
cal conductivity of a partially ionized gas are given by 


ү v.(v)v* + ny ci Р 
(qa SS SS == — t 
7 Zu Jo «^5 dvo) + aol cit? 


J,-2- 


(5 (23) 
( јат, 
ov 
Ire? * оли? 
FF 
3m Jo we® bv) Tal? 
or" 
.[ — Mv. (24) 
( x) 


For the de case w=0, o. = 0, e, Op.. Н Coulomb colli- 
sions are neglected, and F° is assumed to be given by 
(21), then (23) and (24) can be written in the following 
forms after introducing the dimensionless parameter 
х= т?/2КТ: 


rere 2 f- 
Or = 5 
3m () J, 


тель 2 


d w 
m (1) 2 | w? + vx) 


v(x) 


2 — 
e хах, 25 
2+ v(a) a 


2 
€ vda. 


(26) 


For constant ve, с; and ø, as given above reduce to the 
familiar forms. In general v,(x) is a complicated func- 
tion of x, and the integrals in (25) and (26) are not al- 
ways amenable to integration in closed forms. 


CONDUCTIVITY OF A FULLY IONIZED GAS 


In this section we shall derive expressions for the ac 
conductivity of a fully ionized gas. In order to simplify 
the analysis it is assumed that the isotropic part of the 
the distribution function is Maxwellian and is given by 
(21). Since the gas is fully ionized, ve(v) =0 and hence, 
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(23) and (24) may be written as follows: 
тос. ("^ h“ a х 
o, = 22 f E — rem (27) 
3 v оох + 1 
0D. C. w © 110% 
с; = ä — - dx, (28) 
INe; wor Jo 1 
y? —— —— 
a 
where 
{= T ) 
1 
: m (29) 
Qo? = — — 
: паге? 
апа 
4те? 2 (= 2H (30) 
ар.с. = ree 6 


For the dc case о =0, we obtain e; =0 and o, Sp. C. 


since in (27) 
Í хех = 3. 
0 


The dc conductivity as given by (30) is the same as 
given by Spitzer.“ 

We shall now evaluate explicitly ø, as given by (27). 
Let us denote the integral in (27) by I. After a change 
of variable =, I may be written as follows: 

16е—* 
I = — —————— dt. 


[ E P+ dos y 


Using the known result 


J^ 
0 
where K, is the usual notation for the modified Bessel 


function of the second kind and order u, the following is 
obtained for I: 


i wy" (1 К ) wy” [к (©) à: E e5) 
= — /w — — . 
ЕКЕТ ahaa UN ran 
V3 


dep) (D) m 


np—t 


dt = K,(), 
"ES (h) 


— i — юу 
Eq. (32) may also be written in the following form: 


wo" E 
I = rg К,(1 / оо) 


шо? eri w eile 
ac He ) — Il ( )| 
12 2 Qu Wo 
V3 er emils 
+ —— wr 2 LN ) + ue . (33) 
[2 wo Wo 


в L, Spitzer, “Physics of Fully Ionized Gases,” Interscience Pub- 
lishers, Inc., New York, N. Y., p. 63; 1956. 
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where H6® and АН are the notations for the Hankel 
functions of the sixth order and of the first and second 
kind respectively. Using the property of the Hankel 
functions? that Hehe is the complex conjugate 
to Hs (e7775/09), the value of the integral J as given 
in (33) may be written in the following form: 


2 2 


wo ay Р 
1 = — K,(1/w9) — тр 511 ф = «отр Cos , (34) 
б 2 12 
where 
еті16 
ie ) = рсоѕф + io sin &. (35) 
m 


After substituting (34) in (27) the following is obtained 
for the real part of ac conductivity of a fully ionized gas: 


6.0. 3 ов? үн a тр. 
‚+ = — 35 — —. g / сс 1 
с 3 s jis wy 2 sing 


3 
+ Yn osal | (36) 


The integration involved in (23) may be evaluated 
similarly, and we obtain formally the following expres- 
sion for c;, 


Ge) Gen 
б; = ар), Е 
nol; 2KT, 


— er — 13 
Ks = ) — Ks ( ) 
Gu wo 


V Fu 


It can be seen from (36) and (37) that for o — 0, o Op.. 
апа с; = 0. 

Eqs. (36) апа (37) are analytically too complicated to 
discuss. They can be greatly simplified and brought into 
more tractable forms if one approximates the Bessel 
functions involved by the first terms of their correspond- 
ing asymptotic expansions. In order to obtain a simpli- 
fied expression for о, we shall work with (32). 
After using the asymptotic series for the K functions, 
as given in Watson, and making some algebraic manip- 
ulations, the following is obtained for o,: 


zep Y TWN |? 
o 
3 12 2 


Й jm — ео (08 (= = i3] (38) 
\ б 2o 


E. Jahnke and F. Emde, “Tables of Functions," Dover Publica- 
tions, New York, N. Y., p. 134; 1945. 

з G. №. Watson, “Theory of Bessel Functions,“ Cambridge Uni- 
versity Press, Cambridge. England, p. 102; 1952. 


(37) 
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This expression is valid for the range of frequencies for 
which the values of wo lie in the range 1/ h 6, where 
wo is as given by (28). Similarly the asymptotic expres- 
sion for c, is obtained in the following form: 


e N !/? 
о = one. “|(=) g ev 
wo 2 
1 co? 3 
vee (=) e1/290 cos (~ )| „ (39) 
3 2 20, 


which should be used for the range of frequencies for 
which 1/ 4.5. 

Using (38) and (39), the conductivity of a fully ion- 
ized gas has been computed at a few frequencies. It is 
assumed that the ionized gas has the following charac- 
teristics: 

10% ems 


10 degrees Kelvin. 


Hg 


T 


The calculated normalized values of c, and с; are as 
shown below: 


frequency (in о, 


„ 10-15 
kilomegacycles) 0 D. G. 0p. C. 
1 1 = 
10 0.9992 4.3 
20 0.9978 18.4 


l'or the ionized gas under consideration the real part of 
the ac conductivity does not change appreciably from 
the de conductivity up to the frequency 1 k Me. The 
imaginary part of the conductivity increases with fre- 
quency. For the values of e, and e; at frequencies higher 
than those shown above, one should use (36) and (37). 


Discussion 


In the above the electrical conductivity of a partially 
ionized gas has been discussed in detail. It has been as- 
sumed that the gas is of low density and that the inci- 
dent electrical field is very weak. The general expres- 
sions derived for the conductivity may be applied to 
specific cases keeping in mind the assumptions made in 
the analysis. For non-Maxwellian distribution for the 
isotropic part of the velocity distribution function and 
for velocity-dependent collision frequency, the conduc- 
tivity expressions become very complicated and are to 
be evaluated by numerical methods. Depending on the 
type of gas and the degree of ionization, one can make 
some reasonable physical assumptions which will greatly 
simplify the calculation. 
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Interaction of Microwaves in Gaseous Plasmas 
Immersed in Magnetic Fields" 


К. V. NARASINGA RAO}, STUDENT MEMBER, IRE, J. T. VERDEYENT, STUDENT MEMBER, 
IRE, AND L. GOLDSTEINT, FELLOW, IRE 


Summary—The phenomenon of radio frequency electromagnetic 
wave interaction in gaseous plasmas is reviewed. The application of 
microwave interaction to the study of plasmas immersed in magnetic 
fields is discussed. Attention is focused on the effects produced in 
such plasmas when one of the simultaneously propagating micro- 
waves is in electron-cyclotron resonance. It is demonstrated that, 
for relatively modest amplitudes of the resonating wave, the kinetic 
energy of the electrons increases considerably, which in turn affects 
1) the electron collision frequency and 2) the magnetic field control 
of the plasma confinement. 


I. INTRODUCTION 


interaction was first observed in 1933 between low- 

frequency radio waves which were propagated in a 
common region of the ionosphere [1]. Since it was possi- 
ble to trace the effect to a region of the ionosphere 
which was strongly irradiated by the powerful waves 
(150-200 kw) transmitted by the Radio Station of 
Luxemburg, the phenomenon became known as the 
Luxemburg Effect. 

The theory explaining this effect was first. proposed 
in 1934 by Bailey and Martyn [2]. Later (1937) Bailey 
[3] extended this theory taking into account the influ- 
ence of the earth's magnetic field on the propagation of 
the ionospheric radio waves involved. This theory pre- 
dicted, in particular, that when the frequency of one of 
the interacting waves is in the vicinity of, or at the gvro- 
frequency of the electrons in the ionospheric region of 
interest, the wave interaction will be enhanced. These 
predictions have since been borne out by direct experi- 
mental observations [4]. 

In 1953 the simple phenomenon of radio wave interac- 
tion was extended [5] to (guided) microwaves propa- 
gated in laboratory gaseous plasmas under readily 
controlled conditions with a consequent generalization 
and close check of the (1955) theory [6]. Based on the 
generalized theory it was then possible to develop a 
method of rather detailed investigations of high RF EM 
wave interaction with gaseous plasmas, which in turn 
enabled the detailed study of the interaction processes 
taking place among the charged constituents as well as 
among the charged and neutral constituents of gaseous 
plasmas [7], [8]. 

This paper deals with an experimental investigation 
of the interaction of two or more electromagnetic waves 
guided through a magneto plasma medium. The mag- 


| Т is now well known that the phenomenon of wave 
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neto plasma referred to here is a plasma obtained in the 
afterglow of a pulsed gas discharge (degree of ionization 
less than 10-0 which is immersed in an external dc mag- 
netic field, variable from 0 to 0.3 webers/m?. The gases 
used are primarily the inert gases in the pressure range 
0.5 to 10.0 mm Hg. The EM waves utilized are in the 
frequency range 4.0 to 10.0 Gc and are guided along the 
external magnetic field. The general topic of investiga- 
tion is the transfer of EM energy to the electron gas in 
the plasma and the effects of this transfer of energy on 
1) the plasma parameters and 2) the associated wave 
propagation characteristics of the plasma. This has been 
investigated, in particular, when the frequency of one 
EM wave is at or in the vicinity of the cyclotron fre- 
quency of the electrons. 

This paper is divided into six sections: In Section II, a 
qualitative description of the interaction of EM waves 
of radio frequency is given. Section III deals with a 
description of the plasma medium and a quantitative 
treatment of the wave interaction phenomenon in gase- 
ous plasmas. The experimental apparatus used in this 
investigation is described in Section IV. Section V is de- 
voted to the experimenta] results and Section VI con- 
tains the conclusions and the possible implications of 
these results. 


II. INTERACTION OF ELECTROMAGNETIC WAVES 
IN A PLASMA 


It is known that the propagation of electromagnetic 
waves in material media is different from the propaga- 
tion in free space because there is energy exchange be- 
tween the media and the waves. A plasma, being a ma- 
terial medium, will alter the propagation of electromag- 
netic waves, and this fact has been used to determine 
those plasma parameters which influence electromag- 
netic wave propagation. Usually these techniques have 
been used to study the plasma in any given time-inde- 
pendent energy state. The probing electromagnetic 
wave which is used in such a study must be of sufh- 
ciently small amplitude so that it does not appreciably 
disturb the plasma. 

if the amplitude of the electromagnetic wave propa- 
gating in a plasma does not satisfy this condition, a 
change in the energy state of the electron gas of the 
plasma results, which in turn affects the propagation of 
any succeeding wave packet. This means that each 
wave packet propagates in a slightly different plasma 
than the preceding one. This phenomenon is generally 
referred to as self-modulation or as self-distortion. 
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While the change of the energy state of the electron gas 
thus affects wave propagation in a plasma, it also af- 
fects those processes occurring in the plasma which are 
dependent upon the energy state of the electron gas, 
such as recombination, diffusion, production rate, etc. 

We have considered above the effect of only one elec- 
tromagnetic wave on a plasma and the resulting reac- 
tion of the plasma on the electromagnetic wave in the 
two cases: 1) negligible perturbations corresponding to 
small-wave amplitudes and 2) significant disturbances 
corresponding to large-wave amplitudes. The next step 
is to combine the two effects by applying two electro- 
magnetic waves to the plasma. One wave will be of 
sufficiently small amplitude so as to be capable of prob- 
ing the plasma—hence the name sensing wave; the other 
will be of sufficient amplitude and of different frequency 
so as to disturb the plasma—hence the name disturbing 
wave. The effect which the disturbing wave causes on the 
plasma, as detected by the sensing wave, is generally re- 
ferred to as wave interaction and, when modulation is 
involved, as cross- modulation. 

Let us consider the processes by which energy is trans- 
ferred from an electromagnetic wave to the electron gas 
of a plasma. When a high-frequency electromagnetic 
wave impinges upon a plasma, it causes an ordered 
oscillatory motion of the electrons which is superim- 
posed onto the existing disordered thermal motion. The 
ordered electron velocity is 90? in time phase with re- 
spect to the driving force of the E field oí the wave. The 
energy associated with this ordered motion, if not inter- 
fered with, is taken from the EM wave in 2 cycle, and 
returned to the wave in the following 3 cycle so that the 
average power transferred to the electron gas is zero. 
When, however, the electrons collide with other constit- 
uents of the plasma, the ordered momentum is scat- 
tered, and consequently the velocities of the electrons 
no longer have a definite phase relationship to the driv- 
ing force. Following such collisions, the previous ordered 
energy of the electron gas is not returned to the electro- 
magnetic wave and hence represents RF power trans- 
ferred into the electron gas. The electron gas loses, how- 
ever, a fraction of this energv to the heavy constituents 
of the plasma. 

These momentum-transfer collisions between elec- 
trons and the heavy particles of a plasma constitute one 
mechanism by which EM energy is transferred into dis- 
ordered thermal energy of the electrons. There exists 
however, under particular conditions, another mech- 
anism of EM energy transfer to a plasma, in which the 
collisions, by interrupting the ordered motion of the 
electrons, hinder the energy transfer. Such conditions 
occur when resonance prevails between a proper fre- 
quency of the plasma electrons, such as their cyclotron 
frequency, and the particular frequency of the EM 
waves. In this case, an initial value problem must be 
considered and the solution of which indicates that the 
energy of an electron grows, in between collisions, as 
(F0)? where E is the applied electric field and ¢ is the 
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time elapsed since its last collision. In the study reported 
here we are concerned mainly with the effects of this 
electromagnetic energy transfer from one of the EM 
waves whose frequency is at or in the vicinity of the 
cyclotron frequency of electrons. 


ПІ. CHARACTERISTICS OF AN AFTERGLOW PLASMA 


As mentioned earlier, the plasma considered here is 
that obtained in the afterglow of a partially ionized rare 
gas whose degree of ionization is less than 10-4. We shall 
assume that only three types of constituent gases are 
present in the afterglow, namely the gas of the electrons, 
that of the positive ions and that of the neutral mole- 
cules. The fundamental parameters of interest are es- 
sentially: 1) the number density of the charged particles, 
2) the temperature of the constituent gases, and 3) the 
type of neutral molecules in which the plasma is formed. 
Upon removal of the external plasma-excitation source 
the constituent particles undergo mainly elastic colli- 
sions among themselves and with the walls of the reser- 
voir, and thereby attain thermodynamic equilibrium at 
the temperature of the reservoir (7.=7;=7,=7,). 
This plasma tends, however, towards a neutral gas state 
by means of various loss mechanisms of the charged 
particles. These mechanisms are 1) volume recombina- 
tion of electrons and ions, 2) diffusion of electrons to 
boundaries and 3) attachment of electrons to neutral 
particles. The absence of any electronegative gases in 
these experiments permits us to neglect the attachment 
process, and hence the rate of loss of the charged parti- 
cles is given by 

dn 


— = — ateni + DV*n, (1) 
dt 


where а = (ће recombination coefficient of electrons and 
ions whose densities are, respectively, Ae, uh, and D=the 
diffusion coefficient. 

If we assume that only elastic collisions of electrons 
with other constituents of the plasma take place in the 
afterglow, it is possible to define certain fundamental 
quantities which describe the interactions of the elec- 
trons with other constituents of the plasma. The prob- 
ability of electron-molecule collision for momentum 
transfer, Pem is related to the effective cross section of 
molecules, О and to the corresponding electron-mole- 
cule collision frequency vem by the equation 


Vem 


Penlt) p = VnQem(t) = (2) 


т 


where NV. = number density of molecules, v = velocity of 
electrons, р = pressure (at 0°C). Analogous quantities 
for electron-ion collisions are 


Vei 


N Qei = (3) 


v 


If Cen does not vary appreciably with electron velocity, 
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then the collision frequencies mentioned above may be 
reduced to the following functional forms: 


Vee = A T (4) 
BN; T —1/2 1/2 5 
› = Tous In ICN; *T |, (5) 


where 4, B, C are constants and 7, is electron tempera- 
ture. In any case, the total effective collision frequency 
defined by 


u= Бен (Г) + veil Te) (6) 


is thus dependent upon the number density of the 
charged particles, pressure of the gas, kind of gas, and 
electron temperature. To facilitate the interpretation of 
the experimental results on the interaction of micro- 
waves, a plot of V. O and Pem as a function of electron 
temperature is shown in Fig. 1. It can be seen from this 
figure that an enhancement in electron temperature тау 
cause either a decrease or an increase in the total elec- 
tron collision frequency v, depending on whether e-i 
or e-m collisions are predominant. If we neglect the slow 
variation of the logarithmic term in (5), then the total 
collision frequency will increase with electron tempera- 
ture provided Pom > 3»; or decrease if ve; > Aen. This 
result is obtained by differentiating (6) with respect to 
Т, In certain gases, like Хе, Kr, or Ar, an increase in 
electron temperature from ~300°K causes a decrease in 
р, even without any Coulomb collisions. The variation 
of ven in these gases with increasing 7, is similar to the 
variation of v, ina low pressure high density neon plasma 
as can be inferred from Fig. 1. These aspects of the total 
collision frequency dependence on electronic. energy 
have been deinonstrated in this investigation using the 
technique of wave interaction, and are discussed in Sec- 
tion V. 


100° 300° 10.000* 


тек) 


Fig. 1—Probability of electrou-molecule collision for momentum 
transfer Pen or V. O, vs electron temperature (K). The dashed 
curves represent N;Q.; for two electron densities 10'/ee and 
10% C. The solid curves represent Pe, in neon and senon gases. 
Data for solid curves is obtained from [20] and dashed curves 
are plotted using (5), as given by [0]. 
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Now we shall consider briefly the dependence of the 
electron-loss mechanisms in a nonmagnetized, decaying, 
rare gas plasma upon the electron temperature It is 
known that the volume recombination decreases with 
increasing electron temperature since a, the recombina- 
tion coefficient, is inversely proportional to some power 
(73/2) of Т, [9]. However, if “free” diffusion of elec- 
trons occurs in a plasma, it will be enhanced when Te in- 
creases. In а plasma of high-charge densities, interac- 
tions among the charges of opposite sign results in the 
ambipolarity of the diffusion. The ambipolar diffusion 
coefficient is given by the equation 


T 
D; Du bs ) 7 
( T; ( ) 


where D, is the diffusion coefficient of the positive ions. 
It is seen that D, increases with 7. 

The ambipolar diffusion in a magneto plasma depends 
upon the direction of the magnetic field. The diffusion 
coefficients parallel and perpendicular to the direction 
of the magnetic field are given [10], [11] in terms of the 
magnetic field intensity by 


D 
Р. = — ` (8a) 
en Qn 
jun 
v v 
Di = D, (8b) 


where оу, and Ор are the cyclotron frequencies of the 
electrons and ions, respectively, and ve, ә; are the total 
electron and ion collision frequencies. 

It can be seen from (Sa) and (8b) that in plasmas 
where the condition 


is satisfied, the diffusion of charged particles in the 
transverse direction is negligible compared to that in the 
parallel direction, f.., D./ KI. However, the absorp- 
tion of EM waves under electron-cyclotron resonance 
conditions results in a considerable heating of the elec- 
tron gas only. In the plasina considered here, it is possi- 
ble to chage v, appreciably by this process which results 
in making the ratio DD approach unity. The implica- 
tion of this statement is that the transverse diffusion of 
the plasma can be enhanced considerably by the heat- 
ing of the electron gas. lu other words, the external mag- 
netic field, which impedes the transverse diffusion of the 
cool electrons and thus delays plasma disintegration, 
loses its control over the diffusion process when the elec- 
trons become energetic. 


А. Electromagnetic Description of the Plasma 


A mathematical description of the influence of the 
electromagnetic wave upon a plasma consists of the 
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simultaneous solution of Maxwell's equations and Boltz- 
mann's equation: 


дЕ 
VX H=J+ea—> (9) 
9! 
oH 
VX E= —pw—»> (10) 
9l 
of of 
. Vf=> , (11) 
9! д coll. 
J2- e f f f is (12) 


However, a somewhat less rigorous but a more easily 
solved set of equations is the combination of Maxwell's 
equations with the Langevin equation: 


ðv g 
— + ур = — (Е + у Хх В), 


9t m 


(13) 


J = — nev. (14) 
In (13), v is responsible for viscous damping and is re- 
lated to the average momentum-transfer collision fre- 
quency of the electrons with the other constituents of 
the plasma. The restrictions and assumptions, which are 
inherent in the usage of (13) rather than (11), have been 
discussed by several authors [12], [13], [14] and will 
not be considered here. Suffice it to say that the use of 
(13) and (14) leads to an expression for the current 
density which is reasonably accurate for our purposes. 

Eqs. (13) and (14) can be solved for the current 
density in terms of the plasma parameters and the elec- 
tromagnetic fields. 


J, Ore “Ox, © I; 
FE mc E. (15) 
J, 0 0 Ф| Dn 
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В = Bâ., the external magnetic field. 
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In principle we could now use (15) in conjunction with 
(9) and (10) to solve for the propagation constant of the 
electromagnetic waves in the guiding structures used for 
this experiment. However, this procedure leads to a 
transcendental equation which must be solved numer- 
ically for the propagation constant [15], and an inter- 
pretation of the experiments which follow would be 
difficult. In order to facilitate the interpretation of our 
experiments, we use Poynting’s Theorem for the aver- 
age power (per unit of volume) input to the plasma. 


(Ф) = Re o E. |? + | E, |8] 


+ = Пао [Л — Е„Е,*] Re E, 


| 


„ (16) 


where (*) denotes complex conjugate. 

Most of the experiments which are described in this 
paper were performed on plasmas located in the center 
of a rectangular waveguide as shown in Fig. 6(b). We 
note that when the magnetic field is not present, then 
9. =, hence E, and E, are zero for the ТЕ, mode of 
propagation. In addition to this fact, E, and E, must go 
to zero at the x walls even in the presence of the nlag- 
netic field. Hence the products ¢,,/,E, and о, Е, are 
of second order and are neglected. Under these assump- 
tions, (16) may be written as 

(Ф) = } Rec, | Е]. (16a) 

It is seen that the absorption is proportional to the 
real part of the main diagonal component of the con- 
ductivity matrix. This conductivity is plotted as a func- 
tion of w/w for various values of v/w in Fig. 2. It is 
interesting to note that the absorption increases with 
increasing collision frequency for values of the magnetic 
field variable (w/w) #1, whereas at cyclotron resonance 
wu =w the absorption decreases with increasing collision 
frequency. This is consistent with our earlier observa- 
tion that the collisions cause the transfer of energy from 
an electromagnetic wave to the electron gas of the 
plasma in the absence of resonance conditions, and im- 
pede the energy transfer in the close vicinity of reso- 
nance. 

Fig. 3 illustrates the variation of Re o: with /o, 
where the magnetic field is a fixed parameter. This is the 
case which corresponds to most of the experiments 
described here. It is noticed in this figure that for a fixed 
value of the magnetic field variable (w/w) z51, o first 
increases, reaches à maximum and then decreases as the 
quantity (%o) increases. The effect of such behavior on 
the absorption of an electromagnetic wave will be 
shown in the experimental section. If the statement can 
be made that the E field inside the plasma is related to 
the applied E field by a function which is weakly de- 
pendent upon the collision frequency, then the point at 
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which the absorption reaches a maximum, as the colli- 
sion frequency is varied, is the point at which т is a 
maximum. This point was used to measure the effective 
electron collision frequency in both disturbed and unper- 
turbed plasmas. 

So far we have only considered the attenuation of an 
electromagnetic wave, which is one of the two charac- 
teristic quantities in wave propagation. The other meas- 
urable quantity is the phase velocity of the electromag- 
netic wave in the plasma. However, the phase velocity 
does not lend itself to dynamic measurement as easily 
as the absorption. For this reason, phase velocity meas- 
urements will be presented by static point-by-point 
measurements. 

In order to correlate attenuation and phase measure- 
ments to the plasma parameters, an analytic expression 
for the propagation constant 'y must be obtained. It was 
mentioned earlier that a rigorous solution of Maxwell's 
equations in the guiding structures considered here leads 

E" i to a transcendental equation which must be solved 
Fig. 2—Normalized electrical conductivity, Те, real part of aze as numerically for the propagation constant. However, in 

и function of magnetic field (w/w), with collision frequency asa Many cases, approximate techniques can be fruitfully 

parameter. used to obtain admittedly less rigorous, but useful, solu- 
tions. 

One such approximation technique is to use an inte- 
gral equation which expresses the propagation constant 
in terms of the fields inside the plasma. This is the ap- 
proach which is used for the study of magneto plasmas 
located in a rectangular waveguide as illustrated in Fig. 
6(b). It is shown in the Appendix that the propagation 
constant in this guiding system can be approximated by 


y? + Ва? = JOUr, (17) 


where В, = рһаѕе constant in the structure without a 
plasma, р = geometrical factor. Experiments which will 
be described in Section V have shown that (17) is quali- 
tatively correct, and appear to justify the assumptions 
which are listed in the Appendix. 

Another possible approximate method of solving for 
the propagation constant is to assume that the plasma 
is unbounded and is subjected to a uniform plane wave. 
This approach is especially useful in discussing the ex- 
periments performed in circular waveguides. For the 
case when the electromagnetic wave is propagating 
along the direction of the magnetic field, the propaga- 
tion constant for circularly polarized waves can be 
simply expressed by [16], [17] 


Yes 1-————— |, 09 


Fig. 3—Normalized electrical conductivity, i. e., real part of s, as 
a function of collision frequency (%o), with magnetic field 
(w/w) as a parameter. 


where у =a+/6, a=attenuation constant and f = phase 
constant. 
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In (18) the minus sign is associated with ye the prop- 
agation constant of the extraordinary wave (which ro- 
tates in the same sense as the electrons); the positive 
sign is associated with y,, the propagation constant of 
the ordinary wave (which rotates in the same sense as 
the positive ions). The decomposition of a linearly- 
polarized wave into two contrarotating circular waves 
leads to the well-known Faraday rotation of the plane 
ol polarization of the linear wave. The angle of rotation 
0 is proportional to the difference of the phase con- 
stants 8; and B. and the length of the path 


(19) 


The waveguide Faraday rotation |18] in à magneto 
plasma does not appear to differ in the first approxima- 
tion from that of the unbounded case. The angle of rota- 
tion ol a linearly-polarized wave propagating in an un- 
bounded plasma is plotted in Fig. 4. It is seen from this 
figure that the angle of rotation per unit length is pro- 
portional to the number density of the electrons, and is 
nearly independent of the collision frequency for values 
of о/о much different than unity. 

For wu/w close to 1, the rotation angle is dependent 
upon both т and >. The phenomenon of Faraday rota- 
tion is used here to study the enhancement of plasma 
disintegration resulting from a significant rise in the 
electron temperature following EM-energy transfer at 
cyclotron resonance to the electron gas of the plasma. 
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Fig. 4—Normalized Faraday rotation, f. e., 
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dependence on magnetic field (/) shown for v/w=0 and 
v/c = 0.1. These curves are plotted for the particular value of the 
parameter wp?/w? = 0.2. 
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IV. EXPERIMENTAL TECHNIQUES AND APPARATUS 

The technique of interaction of guided microwaves in 
a nonmagnetized plasma developed in our laboratory 
[5] has been extended in this study to investigate the 
above phenomena in magneto plasmas. The main prob- 
lems associated with this technique can be broadly di- 
vided into three categories: 1) production of a suitable 
gyromagnetic plasma, 2) propagation of microwaves of 
proper characteristics through the magneto plasma and 
3) investigation of the mutual interaction of these waves 
and the plasma. In addition to the method of probing 
the plasma by microwave-interaction techniques the 
visible light intensity emitted by the afterglow was 
simultaneously observed, and yielded valuable informa- 
tion concerning the plasma behavior. The general ex- 
perimental procedure can be described best by referring 
to the schematic diagram in Fig. 5. A pulsed discharge 
plasma is obtained in a cylindrical tube which is placed 
either in a cylindrical or a rectangular waveguide as- 
sembly. This assembly is located in the core of a solenoid 
which provides the external de-magnetic field. Two 
pulsed microwave signals of different frequencies and 
amplitudes аге propagated nearly simultaneously 
through the decaying plasma. The transmission and re- 
flection characteristics of these two waves and their 
mutual interaction in the plasma is studied under varied 
experimental conditions, which will be described later. 

For the investigation of magneto plasmas located in 
rectangular waveguides the experimental arrangement 
shown in Fig. 6 was used. Fig. 6(b) shows the waveguide 
assembly containing the magneto plasma. A 2.5 or 5.0 
em long pyrex glass tube, with OD 1 em and wall thick- 
ness 0.7 mm is used as a discharge tube in which the 
magneto plasma is produced. This discharge tube is 
located at the center of a WR 137 rectangular. wave- 
guide, such that the E field of the wave is approximately 
uniform across the discharge tube. The waveguide as- 
sembly containing the discharge tube is in a nearly uni- 
form magnetic field (variation 1 per cent), which can be 
varied from 0 to 3000 gauss. The plasma is produced in 
the discharge tube by a recurrent electrical discharge 
through the gas. The microwave apparatus is shown 
schematically in Fig. 6(a). Two klystrons generate 
microwave power at frequencies fy and f, ‘The micro- 
wave signal of frequency f; has a peak power of 100 mw. 
This signal is designated as the disturbing signal and is 
in resonance with the electrons in the magneto plasma, 
Le, fa=fu=eB/lem. Тһе second microwave signal, 
„> fa is of sufficiently low amplitude (<10 yw) and is 
designated as the sensing wave, detected by D»; Di re- 
ceives only the disturbing wave fa. The microwave sig- 
nals reflected by the 3-stub tuners are absorbed in the 
ferrite isolators /, and Js, so as not to re-enter the 
plasma. Before presenting the experimental results, the 
sequence of events occurring in a tvpical experiment 
is described in à timing diagram shown in Fig. 7. A 
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Fig. 5—Schematic diagram illustrating the technique for the study 
of wave-interaction phenomenon in laboratory magneto plasmas. 
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Fig. 6—(a) Block diagram of the experimental arrangement used for 
the study of magneto plasmas located in rectangular waveguides. 
(b) A cross-sectional view of the waveguide assembly containing 
the discharge tube 
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Fig. 7— Timing diagram of the sequence of events in a 
typical wave-interaction experiment. 
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2-usec-wide, 5-kv dc-discharge pulse, repeated at the 
rate of 100 pps establishes a plasma which then decays 
as represented by a and b of Fig. 7. ‘The pulsed micro- 
wave signals of controllable widths are propagated at 
the desired times during the afterglow. The visible 
light intensity emitted by the afterglow as recorded bv 
a photomultiplier is also sketched in trace d. The RE en- 
velopes of the transmitted and reflected microwave Sig- 
nals can be displayed on a dual-beam oscilloscope. 


V. EXPERIMENTAL RESULTS 


In order to show the general validity of the simple 
theory of wave interaction in gaseous plasmas and to 
verify the discussions given in Section III. we report 
here the results of experiments performed in plasmas 
produced in neon and xenon gases. The gas pressures 
are chosen so as to achieve an efficient transfer of elec- 
tromagnetic energy to the electron gas under cyclotron 
resonance condition; hence the quantity »/e should 
be much smaller than unity. Xenon was chosen as а 
typical gas whose collision frequency exhibits the 
Ramsauer behavior for low-energy electrons as opposed 
to that of neon. The presence of electron-ion collisions 
in a neon plasma of appropriate charge densities results 
in the fact that the total collision frequency in such a 
plasma varies with electronic energy in a manner similar 
to that of vem in xenon (see Fig. 1). In the following 
paragraphs, the propagation characteristics of an elec- 
tromagnetic wave in a low temperature isothermal 
(300 K) plasma is studied and this is followed by a sim- 
ilar study in a perturbed plasma. 


A. Propagation Characteristic of Sensing Signal Guided 
Through a Magneto Plasma 


A low-power-pulsed microwave signal f, =4.566 Gc is 
guided through a decaying magneto plasma obtained in 
neon at a pressure of 1.6 mm Hg. The experimentally 
measured attenuation and phase shift undergone by this 
sensing signal are plotted as a function of the magnetic 
field in Fig. 8(a). The solid curve represents the meas- 
ured attentuation and the dotted curve the measured 
phase constant, The theoretical attenuation and phase 
constants, а and 8, obtained from the expression given 
by (17) are plotted in Fig. 8(b). A comparison ol the 
theoretical and experimental curves shows the similarity 
in the general shape of the curves. It is known that the 
fundamental parameters such as electron density and 
eflective collision frequency can be determined from 
such experimental data. The technique is also applica- 
ble to the determination of these parameters in a 
plasma which is perturbed, for example, by another 
electromagnetic wave. If the two EM waves are propa- 
gated in the time sequence shown in Fig. 7, then this 
technique provides information on the state of the 
plasma prior to, during, and in the wake of the disturb- 
ance. 
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Fig. 8—(a) Experimental values of the normalized attenuation and 
phase constants as а function of () fa 4.96 Gc. Peak power 
150 pw. The pulsed probing signal is transmitted 1.0 msec after 
the termination of а 2-usec wide, 5-kv discharge pulse through 
neon gas (1.6 mm Hg). (b) theoretical plot of normalized attenua- 
tion and phase constants for wp?/o?=0.1 and r/o = 0.04. 


B. Cross- Modulation in a Neon Afterglow 


The experiments, which are described below, were 
performed in a decaying neon plasma under two dif- 
ferent conditions: 1) »,;>4»,,, and 2) ven > 3v. These 
conditions determine whether the total collision fre- 
quency decreases with energy of the electrons as in 
case 1, or increases with the energy of the electrons as in 
case 2. In the early part of a 1 mm Hg-neon afterglow, 
the electron density is in the range 10"? to 10! elec- 
trons/cc and 7.~300°K. Hence, the first condition is 
prevalent as can be seen from Fig. 1. Of course, as the 
plasma continues to decay condition 2) becomes preva- 
lent. 

Fig. 9 displays the oscilloscope traces of the trans- 
mitted microwave signals and the photo-multiplier out- 
put for a typical experiment in which condition 1) pre- 
vails. Notice that the amplitude of the transmitted sens- 
ing wave initially increases, reaching à maximum at the 
point denoted by fi, even though the electron energy is 
increasing from ¢=fy to fy. Since the absorption of the 
sensing signal is proportional to , for this value of the 
magnetic field 


the increased transparency indicates that the total colli- 
sion frequency has decreased. At I, the derivative of 
v, with respect to T, is zero, or va =. An independ- 
ent measurement of the number density of the electrons 
would then yield the temperature 77. As the energy of 
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Fig. 9— Wave. interaction in the afterglow of a neon magneto plasma 
(pressure (1 mm Hg). fn =eB/2rm =fp=4.80 Gc. Peak power 75 
mw. Pulsed disturbing signal is propagated 1.0 msec after the 
termination of 2-usec wide, 5-kv discharge pulse. vei > vem 7. 6.2 
Gc. Peak power 20 uw. Traces 1 and 5 are the RF envelopes of 
the transmitted sensing and disturbing pulses in the absence of 
the plasma. Trace 3 is the envelope of f, when fu is shut off. When 
fo is incident on the plasma, traces 2 and 6 are transmitted RF 
envelopes of f, and fn, respectively. Trace 4 is the photomultiplier 
output representing the light intensity emitted in the afterglow. 
Downward deflection indicates increased light output. 


the electron gas is further increased, the electron colli- 
sions with the neutrals predominate over those with ions 
so that now the absorption of the sensing wave in- 
creases. 

At the point =. the absorption reaches a maximum 
despite the continued energy rise of the electron gas. 
This point corresponds to the maximum value of zrs US 
а function of v/a, as seen in Fig. 3. This interpretation 
is correct provided that it is assumed that the number 
density of the electrons does not vary appreciably in 
the time interval (2 —44). 

If this assumption is correct, then the product of the 
disturbing power P, and the time interval f should 
be a constant, provided that the rate of energy increase 
of the electron gas is large compared to the rate of en- 
ergy loss. This is the case, even for relatively modest 
values of electric field, when the frequency of the dis- 
turbing wave is close to cyclotron resonance. Fig. 10 is a 
plot of log P, as a function of log ( =) and verifies 
that Paltz— ta) is a constant whose value depends on the 
initial value of »/ey. Hence it is reasonable to neglect the 
variation of т, in the time interval /; % and assign an 
energy state to the electron gas such that at = 05, v/o, 
has the value which maximizes о... For the frequencies 
used here, v/w,~0.2. This is about a 100-fold rise in col- 
lision frequency. 

This large rise in the collision frequency is also indi- 
cated by the amplitude of the transmitted disturbing 
wave itself. Since the absorption of the disturbing wave 
is proportional to 1/½ this large increase of v, results in 
a decreased absorption.! This is the phenomenon which 
was referred to earlier as self-modulation. 


The experiment described here illustrates insertion loss only. 
However, reflection measurements have shown that the absorption is 
very closely approximated by the insertion loss, 
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Fig. 10—Time elapsed since the initiation of the disturbing micro- 
wave pulse to establish a constant energy state of the electron 
gas (I. c., corresponding to %. 0.2 at Ute, as a function. of 
the amplitude of the disturbing wave. The two curves correspond 
to two different values of a. and ve Neon gas 1.0 mm Hg. 
Јп=еВ/2тт = 4.86 Се; J. 6.2 Ge; 


It is also noted in Fig. 9 that the amplitude of the 
transmitted sensing wave reaches its unattenuated value 
at the point = з. In view of the above discussion, this 
is possible if the number density of the electrons in the 
plasma has decayed considerably in the time interval 
15 — 12. This will later be shown to be the case. This fact 
indicates that the plasma is being rapidly destroyed due 
to the drastic heating of the electron gas by the resonat- 
ing disturbing wave. The variation of the visible light 
intensity, as seen in Fig. 9 also shows the effect of the 
disturbing wave on the plasma. Immediately after the 
initiation of the disturbing pulse, the light intensity de- 
creases due to a reduction in the electron-ion recombina- 
tion coefficient. This reduction in light intensity is 
known [19], [5] as quenching of the afterglow. Having 
decreased the collision frequency of the electrons, the 
rate of transfer of electromagnetic energy to the elec- 
trons is thus accelerated. Electrons reach energies high 
enough to undergo inelastic collisions with neon atoms 
in their ground state (~18.5 ev) or certainly with neon 
atoms which are in metastable states (~2 ev). Such 
collisions result in a net increase of light intensity fol- 
lowing the termination of the initial quenching. The 
decrease in photomultiplier current after the removal of 
the disturbing pulse is most likely due to the decreasing 
number of inelastic collisions as well as the reduction in 
recombination light intensity which in the prevailing 
charge density range is approximately proportional to 
ne 

We shall now describe effects produced at constant 
amplitude when the width of the disturbing pulse is 
varied. Figs. 11(a), (b), (c) show the oscilloscope traces 
of the transmitted microwave signals and photomulti- 
plier current, for three different pulse widths of the dis- 
turbing wave under the condition v,,2»3r,;. It should be 
noted that the sensing microwave signal is operated in 
this instance as a continuous wave pulsed-off for a short 
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Fig, 11-—Wave-interaction phenomena, when the amplitude of dis- 
turbing wave is constant, but whose pulse duration is varied. 
Neon 0.8 mm Hg. fu =eB/2rm=4.97 Ge. Peak power 100 mw. 
7. = 5.86 Ge. Trace 4 represents the amplitude of the transmitted 
sensing signal (CW) in theabsence of the pulsed disturbing signal. 
‘Trace 3 shows the duration for which the disturbing pulse is ap- 
plied. The effect of the disturbing signal on the plasma “seen” 
by the sensing signal is represented in trace 2. Trace ! is the 
photomultiplier output. 


duration in order to obtain a reference level. In the ab- 
sence of the disturbing signal, trace 4 in all these figures 
shows that the attenuation of the sensing signal de- 
creases as a function of time due to the normal decay of 
the electron density. For a narrow pulse of the disturb- 
ing wave, only the increasing absorption of the sensing 
signal and immediate relaxation is seen on trace 2 of Fig. 
11(a). However, for wider disturbing pulses (width 
>/ə— t) it is observed that the amplitude of the trans- 
mitted sensing signal reaches a value corresponding to 
its original unattenuated level even before the conclu- 
sion of the disturbing pulse [trace 2 of Fig. 11(b), (c) ]. 
This is again attributed to the rapid loss of electrons 
from the plasma when they are subjected to resonant 
heating for the time intervals indicated above. One of 
the possible reasons for this phenomenon is that it ap- 
pears necessary to keep the electrons energetic for such a 
time interval so that they are capable of diffusing to the 
walls with a very considerably enhanced diffusion co- 
efficient. In addition to the enhanced collisional diffu- 
sion, a second possible reason for the rapid disintegra- 
tion of the plasma might be due to some instability 
which can develop when considerable selective heating 
of the electron gas occurs, which is the case at cyclotron 
resonance. When the cross-modulation experiment was 
performed in neon (0.5 mm Hg), as shown in Fig. 12, a 
low-frequency (140 kc) amplitude modulation was ob- 
served on the amplitude of the transmitted sensing sig- 
nal, during the time interval of the disturbing wave 
pulse. However such variations in the transmitted am- 
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plitude of the sensing wave were not observed at higher 
pressures or for lower electron densities. 

The phenomena are considerably different at later 
times in the afterglow (Fig. 13) but are readily under- 
stood on the basis of the previous experiments. It is 
seen that the absorption of the sensing wave increases 
immediately with increasing electron energy. This is 
understood upon the basis of the expression of the total 
collision frequency v, =, D. Since the electron den- 
sity is much lower at these times in the afterglow, the 
contribution of »,; to the total collision frequency is 
negligible. Hence, an increase of the energy of the elec- 
trons can only increase their collision frequency as con- 
trasted with the initial decrease which was observed in 
Fig. 9. 

It is also seen that the increase in photomultiplier cur- 
rent occurs almost immediately («1 usec) after the 
start of the disturbing pulse. This occurs because the 
electrons are accelerated to high energies (from about 
0.04 ev to at least 2 ev) within very few collision times, 


Fig. 12—-The low-frequency (7140 kc) amplitude modulation which 
was observed on the transmitted amplitude (trace 2) of the sens- 
ing signal, when plasma electrons are accelerated by the resonat- 
ing disturbing wave. Trace 1 is the photomultiplier output. Neon 
gas 0.5 mm. Hg fu = Em —fp =S. I Gc. Peak power 100 mw; 
f. 5.86 Ge. 


Fig. 13—Wave-interaction in the afterglow of a neon plasma for the 
condition vem . Neon 1.0mm Hg. fp 4.78Gc =fu. f. 6.47 Gc. 
Trace 1 shows photomultiplier output. Trace 3 represents the 
amplitude of transmitted disturbing signal and trace 2 that of the 
sensing signal. Peak power of fp = 100 mw. 
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This rapid acceleration is attributed to the fact that the 
power absorbed from the disturbing wave is inversely 
proportional to 1/v; for wy =wa. The total collision fre- 
quency at / = / is, of course, smaller than in the experi- 
ment described in Fig. 9, since the contribution of ve; to 
the total collision frequency is here insignificant. Hence 
the energy rise when only vem is present is more rapid 
than in the case when р, —»,;--»,,. 

This rapid rise in the electronic energy is also evi- 
denced by the self-modulation of the transmitted dis- 
turbing wave. It is seen that the transmitted disturbing 
wave increases more rapidly in Fig. 13 than in Fig. 9, 
This is consistent with the above discussion. 

Additional experiments were performed to verify the 
fact that the point z of Figs. 9, 11, and 13 is in every 
case the point where Re с reaches its maximum. Two 
sensing frequencies, wa and w, are used such that 
0,12 0,2 2 0а == оц. Thus, as predicted by Fig. 3, the 
point of maximum absorption (/;) as sensed by w, is 
closer to б than the corresponding point sensed by wa 
This is seen in Fig. 14. 

This figure also illustrates the enhanced disintegra- 
tion of the plasma in the time interval 44, —1s. All other 
quantities being equal, the propagation of wes is affected 
by a smaller electron density than that of the higher fre- 
quency wa, because w. is closer to cyclotron resonance 
than w. Hence the plasma becomes completelv trans- 
parent to wa at an earlier time than to o. 

The enhanced disintegration of the plasma as a result 
of the rapid rise of electron energy has been studied in 
greater detail by using Faraday rotation [18] of guided 
electromagnetic waves through plasmas. In this ехрегі- 
ment, the plasma (same dimensions as in the rectangu- 
lar guide experiments) is centrally located in a circular 
waveguide immersed in a longitudinal magnetic field. 
By measuring the angle of rotation of a lin arly- 
polarized TE,, pulsed sensing wave as a function of 
time in the late afterglow, during and in the wake of a 
pulsed disturbing wave, (w=) information is ob- 
tained on the influence of the resonance heating of the 
electrons on the phase velocities of the extraordinary 
and ordinary sensing waves. 

Fig. 15 shows tvpical results of such an experiment 
for several amplitudes of the disturbing wave. Notice 
that at any time Nn, the angle of rotation does not re- 
turn to its unperturbed value for large amplitudes of the 
disturbing wave. However, for smaller amplitudes of 
the disturbance, the angle tends to relax towards the un- 
disturbed value. Since the rotation angle is directly pro- 
portional to the total number of electrons in the mag- 
netized plasma, the difference in angles at = (after 
the plasma electron gas has relaxed to its initial tem- 
perature) represents the loss of electrons. Notice the 
correspondence of the experimentally obtained depend- 
ence of Faraday rotation upon collision frequency in the 
interval (ite) to that predicted theoretically from (18) 
and plotted in Fig. 16. 
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Fig. 14—Effect caused by the disturbing microwave signal (fp = 5.05) 
on two sensing signals. fa = 6.0 Ge. fe =6.7 Ge. Trace 1b and 2b 
represent the amplitudes of transmitted fa and fo respectively 
in the absence of the disturbing signal, whereas la and 2a repre- 
sent the corresponding trace in the presence of the disturbing 
signal, ‘Trace 4 shows the duration for which the pulsed signal is 
present. Trace 3 represents the photomultiplier output. Neon gas 
0.9 mm Ну. 
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Fig. 15—Faraday rotation of 1 sec wide sensing signal (f4) as a 
function of time in the afterglow, during and in the wake of the 
pulsed disturbing signal (fp). The Faraday rotation is shown for 
different amplitudes of the disturbing signal. 


Fig. 16— Normalized Faraday rotation as à function of в/о for 
different values of о,2/02, and constant ws/wu = 1.04. 
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C. Cross- Modulation in a Ramsauer Gas (Xenon) 


It was shown in the previous experiments that it was 
possible for the total collision frequency in a neon plasma 
to decrease with increasing electronic energy despite the 
fact that the cross section for momentum transfer be- 
tween electrons and neon atoms is a slowly increasing 
function of electron temperature. The decreasing colli- 
sion frequency with increasing electron energy is due to 
the coulomb collisions between the electrons and ions 
which are dominant when the degree of ionization is 
greater than 107 and at low electron temperatures 
( € 3009 C). 

As is well known, the cross section for momentum 
transfer of electrons with xenon atoms decreases very 
rapidly with increasing T, from -300?*kK reaching a 
minimum and then increasing as shown in Fig. 1. In view 
of the large absolute values of xenon cross section for 
slow (300%) electrons, the electron-ion collision fre- 
quency contributes little, if any, to the total collision 
frequency at the xenon pressure indicated, even at the 
maximum electron densities used in these experiments 
(710! /cc). At these electron densities however, a neon 
(1 mm Hg, 300°K) plasma is already completely cou- 
lomb-interaction dominated, as just mentioned. There- 
fore, in view of the falling cross sections with increasing 
electron energy in both cases, the phenomena of wave 
interaction will be completely. similar. 

Vig. 17 shows the oscilloscope traces ol the amplitudes 
of the transmitted signals obtained from the experi- 
ment performed in a xenon afterglow. These photo- 
graphs [Fig. 17(a), (b). (с) | show the effects for three 
different amplitudes of the disturbing wave (wa = оп). 
It is seen that immediately after the application of the 
disturbing microwave signal, the absorption of the sens- 
ing signal decreases in the time interval £y о. This is, 
of course, due to the decreasing collision frequency with 
increasing electron energy, as is the case in a coulomb- 
interaction dominated neon plasma. At the instant fs, 
the electron energy corresponds to that energy for which 
Ош and therefore ven is a minimum (Ramsauer). In the 
lime interval /4 to 4 [Fig. 17(a)] the absorption of the 
sensing signal increases reaching a maximum at £f» 
despite the increasing collision. frequency. The inter- 
pretation of this point is identical with the correspond- 
ing point in the neon plasma discussed earlier and shown 
in Fig. 9. It is also seen in Fig. 17 (c), as opposed to (a) 
and (b), that as a result of the relatively high level (100 
mw) of the disturbing wave and immediately following 
its conclusion, the complete unattenuated amplitude of 
the sensing wave signal is transmitted. In the case of a 
passive plasma this could occur only as a result of a 
drastic loss of electron density in the short time interval 
obser ved. 

The results of these experiments led to a simple 
method of determination of electron collision frequen- 
cies in a magneto plasma. This method will now be 
described. 
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Fig. 17— Wave-interaction phenomena in xenon. Pressure 0,4 mm 
Hg. Trace 1 is the transmitted amplitude of the sensing signal in 
the presence of a disturbing signal. Trace 2 is the transmitted 
amplitude of the disturbing signal, f, = 6.1 Gc. fu =еВ/2тт zfp 
75.2 Gc. The three photographs show the effects for three ampli- 
tudes of the disturbing pulse. 


D. Cross-Modulation Technique for Determining Colli- 
sion Frequency 


The method is based upon the interpretation of the 
point ?—/» in Fig. 9. At this point 60% ' =. If the 
magnetic field intensity is adjusted to a value such that 


—— = 0, (20) 


ðv еб 


then the value of v at / is a solution to (20). The 
condition given by (20) is obtained experimentally by 
varying the magnetic field and observing the cross 
modulation as shown in Fig. 18. Notice that for both 
©н/0»<С1 and w/w , the sensing wave undergoes in- 
creased absorption for increasing collision frequency. 
However, for w/w, = 1, the absorption decreases. It ap- 
pears obvious that there are two values of the magnetic 
field, for which the cross modulation disappears: these 
fields are solutions of (20). The value of v is given to a 
good approximation by 


. 


(аы 


We 


i (21) 


v=, 


where wy corresponds to these values of the magnetic 
field for which the cross modulation disappears, 

The validity of this method is limited by the range of 
validity of (16a). Basically, the use of this equation re- 
quires that the electron density be small enough so that 
the electromagnetic fields inside the plasma can be well 
approximated by the applied fields. It is for this reason 
that the experiments were performed with very low 
electron-density plasmas (п, 10% c). Furthermore. 
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Fig. 18— Variation of the cross-modulation asa function of the mag- 
netic field. Neon gas 12.0 mm Нр. Ја = 4.764 Gc. f. 6.72 Gc. 


experiments have shown that only the value w/w, > 1 
can be used in (21). For wy/w, <1, both a, the attenua- 
tion constant, and 8, the phase constant, аге dependent 
upon v, whereas for w/w, > 1,8 is almost independent of 
v. Since attenuation is used for this measurement, the 
condition wy/w,>1 must be used. 

This method yielded collision frequencies in good 
agreement with published results. 


VI. CONCLUSION 


In summary, the typical experimental results re- 
ported above illustrate adequately the general phe- 
nomenon of RF wave interaction in magneto plasmas. 
The theory on which these experimental results are 
based can be considered as a generalization of Bailey’s 
[3] theory of interaction of radio waves in the iono- 
sphere. It was shown here that the phenomenon of in- 
teraction of microwaves in a magneto plasma constitutes 
a useful method for investigating plasma behavior. This 
method is applied here to study some of the detailed as- 
pects of electromagnetic energy transfer into kinetic en- 
ergy of a charged constituent of the plasma. Particular 
emphasis was placed here on the transfer of electromag- 
netic energy to the electron gas of a plasma under cyclo- 
tron-resonance condition. The consequent fast rate of 
kinetic energy increase of the electrons is evidenced by 
the corresponding change in their collision frequency 
and also in the magnetic field control of plasma confine- 
ment. 


APPENDIX 
DERIVATION OF (17) 


In order to derive an approximate expression for the 
propagation constant for waves propagating as exp 
(— yz) in an anisotropic medium, let us consider Max- 
well's equations with and without the plasma: 


V. X Ay Vd. X Ha = joe Eo, (22) 
VOX Eo — Jod. X Ey = — JousHi, (23) 
V X H- үй. ХН = J oe E, (24) 
V, X E= d. X Е = JuοH. (25) 
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where 


E», Hs = electromagnetic fields in the empty siruc- 
ture, 
E, Н = electromagnetic fields in the structure, 
У, = 0.9/9.) +4,(0 /d,), 
á —unit vector, 
y, Yo propagation constant of a wave with and 
without the plasma, 
J=conduction current density as defined by 


(15). 


The following sum is formed: Е: 22+ Ey:24 — H-23— Ay 
4; this is integrated over the volume enclosed by the guid- 
ing structure. The application of the divergence theorem 
leads to the following equation: 


$$ (Hy X E HX E): dS 
8 


= (Y + yo) [f [ Ea x н, + Ey: 4, X H)dV 


= 2jw И) Е, + noH HA“ | f [5.129 


The first integral of (26) is zero because of the bound- 
ary conditions on / and Eo. Further simplification is 
possible if the fields in the absence of the plasma are TE. 
We can solve (23) and (25) for H and H. and substitute 
this in (26): 


y ovo 


f ffo mm EJ (EE Eo uH -. Ho 


= Гр) (Eo: V E. - (y - yo) Е: Ed 


jotos 


‚ (27) 


The fields which were assumed for the plasma par- 
tially filling the waveguide as shown in Fig. 6(b) were 


‚ [ту . [7X 
Е = sin —]4. sin d, 
a b 
Н TX С ту H 
+ Csin ) sin da. 
a b 


‘This assumption leads to a solution for the propagation 
constant given by 


| 1751. fm 
y? — yv? = Joho re (- 5 + — sin (" == | 
d 2r 2a 


n 8 B И (=) 
— — ga sin | — . 
т? A uo 2a 


(28) 


(29) 
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The choice of the ratio B/A was made in the following 
manner. The dominant mode in the waveguide is the 
TE, mode in the limit of low electron densities; in addi- 
tion, the amplitude B arises because тш is nonzero. 
Hence the product of o is considered to be of second 
order in importance and is neglected. 
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Frequency Conversion in a Microwave Discharge“ 


J. R. BAIRD} anv P. D. COLEMANT, MEMBER, IRE 


Summary One nonlinear property of a microwave discharge 
located between two closely spaced parallel plates whose dimensions 
are small compared to the wavelength is analyzed. This discharge 
geometry, with its small volume, permits the attainment of CW 
microwave power densities in the discharge of the order of 0.1 to 
1 Mw/cm‘. It is concluded that the high power density coupled with 
the high diffusion rate of the closely spaced parallel plates results in 
a modulation of the electron density at the microwave frequency. 
The source of this nonlinearity is postulated to be a modulation of 
the ionization frequency „ whose functional form is taken to be 
vi =a va| where v, is the ordered drift velocity and a is a propor- 
tionality factor constant in time. The theoretical analysis is com- 
pared to experimental results obtained by approximating the as- 
sumed geometry in an X-band and K-band frequency multiplier 
and in an X-band mixer. Harmonics up through the seventh at 
X band and up through the fourth at K band have been studied. 
Frequency mixing of 9- and 11-kMc signals to obtain a 20-kMc Signal 
has yielded predictable results. Parametric amplification in a dis- 
charge is briefly considered. 


І. INTRODUCTION 


ONLINEAR properties are known to be possessed 

by microwave discharges. However, few paper 

exist on this subject, perhaps because it is diffi- 
cult to isolate or restrict the discharge conditions such 
that a single effect can be studied and quantitatively 
analyzed. 

In this paper the discharge geometry chosen is that of 
two closely spaced parallel plates having dimensions 
which are small compared to the operating wavelength. 
This restriction reduces the description of the discharge 
to a one-dimensional, lumped circuit element. 

The small volume condition on the discharge permits 
the system to be operated at large CW power densities 
and field strengths for very modest absolute input 
power. Typical volumes considered are of the order of 
1075 emë. Hence with a power input of 10 watts, the 
power density approaches 1 Mw/cm?, Field strengths 
are typically of the order of 0.5 to 3 kv/cm. Thus the 
discharge is being driven sufficiently hard for nonlinear 
cflects to become useful and important. 

The large electron densities and close spacing of the 
discharge plates permit diffusion losses to become dom- 
inant. The large power densities permit ionizations at 
fast rates. Hence the possibility exists for generating 
and losing electrons in times comparable to the RF pe- 
riod. 

For the discharge geometry in this paper, it is postu- 
lated that the ionization frequency v, can be appreci- 
ably modulated by the microwave drive frequency. The 


* Received by the IRE, August 28, 1961. The work described 
was performed under the sponsorship of the AEC Res. Div., Thermo- 
nuclear Branch, under Contract AT(11-1)-392 and WADD Elec- 
tronic Tech. Lab., under Contract AF33(616)-7043, 

f Ultramicrowave Group, University of Ilinois, Urbana, III. 


functional form assumed is that v; is proportional to the 
absolute value of the ordered drift velocity v, in the di- 
rection of the applied microwave field. Since this func- 
tion is even, the ionization frequency will be modulated 
twice during each RF cycle. 

By first solving for the linear drift velocity solution 
v4 of the momentum transfer equation, then determin- 
ing v; and, third, solving the continuity equation for 
the electron density (x, 0), the harmonic current re- 
sponse of the discharge can be readily computed. It has 
been found convenient to include along with the micro- 
wave field a de field for diagnostic purposes. 

The analysis has been experimentally verified with a 
3-cm frequency multiplier and mixer, and an 8.6-mm 
frequency multiplier. The variation of harmonic power 
as a function of a de bias field is shown experimentally 
to be in close agreement with theory up through the 7th 
harmonic in the X-band device. Conversion losses were 
also found to be accurately predictable. 

The performance of the 35-kMc multiplier was 
checked through the 4th harmonic. Here the electron 
density is varying at a 70-k Mc rate. Just how far in fre- 
quency one can extend this type of device has yet to be 
determined. 


П. DESCRIPTION OF THE NONLINEARITY 


If the microwave discharge is assumed to have a 
parallel plate geometry, then all quantities will involve 
only one space variable x. Neglecting the ionic current, 
the current density J(x, 0) of n(x, 1) electrons per unit 
volume having an average velocity w(x, /) is given by 
the scalar expression 


JG, ) = v, H, À (1) 


where —q =e is the electronic charge. 

If the discharge is nonlinear, then the current density 
J (s, t) response to the application of a combined dc and 
microwave electric field will have harmonic current com- 
ponents in addition to the fundamental and de compo- 
nents, This will require, as seen from (1), that the elec- 
tron density a(x, 0) and/or the average drift velocity 
w(x, /) be expressible in a Fourier series. 

In the linear analysis! of à microwave discharge in a 
parallel plate geometry where a combined de and ac 
electric field Er of the form 


w 
27 = Kot V E wt — — sin “| (2) 


Ve 


! E. Everhart and S. C. Brown, “The admittance of high fre- 
quency gas discharges,” Phys. Rev., vol. 76, pp- 839-842; September, 
1949. 
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is applied in the x direction, the solution of the momen- 
tum transfer equation 
avy qEr 


— + Veta = (3) 
at m 


for the velocity vy is given by 


E 
4 = E | £o + E cos ct] = hi [8 + cos o, (4) 
moe 


My 


where v, is the collision frequency for momentum trans- 
fer, m is the electron mass, and В is defined as 


B= Б/Е. (5) 


The continuity equation for the case where diffusion 
is the dominant loss mechanism is 


TD (6) 


where v; is the ionization frequency and D the diffusion 
constant. 

A linear solution (electron density independent of 
time) of (6) for the condition (x, £) is zero at the metal 
plate boundaries located to x= A is 


oe _ TX : 
n(x, ) = n(x) = no cos (=). (7) 


21\? 
т 


To account for a nonlinear effect using the momentum 
transfer and continuity equations, it could be assumed 
that the collision frequency ve and/or the ionization fre- 
quency v; are not constant in time. 

Margenau and Hartman? have treated the case of a 
low power level microwave discharge wherein diffusion 
has been neglected and the electron density has been as- 
sumed to be constant in time. The nonlinearity of the 
discharge has been accounted for by having the collision 
frequency ve a function of time. This assumption leads 
to harmonic component terms in the average drift ve- 
locity va(x, 1). 

In the discharge geometry of this paper, diffusion will 
be the dominant loss mechanism for electrons as op- 
posed to attachment and recombination since the 
density gradient between the two closely spaced elec- 
trodes is extremely high. Also the power level (0.1 to 
1 Mw/em?) and field strength (0.5 to 3 kv/em) are 
quite large so that electrons can be generated and lost 
at a very rapid rate. This leads to the possibility that 
the ionization frequency v; could be a function of time 
and hence, the electron density 2(x, “) could be modu- 
lated by the microwave drive field. The problem is to 


with 


2 JI. Margenau and L. M. Hartman, “Theory of high frequency 
gas discharges II,” Phys. Rev., vol. 73, pp. 309-315; February, 1948. 
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find the appropriate functional form of v) that will 
explain the experimental facts. 

In his study of dc gas discharges, Townsend as- 
sumed that the ionization frequency »; was propor- 
tional to the average dc drift velocity. A correspond- 
ing assumption for the microwave discharge would be 
to make the ionization frequency proportional to the 
absolute value of the ordered drift velocity since ioniza- 
tions are equally probable for both positive and nega- 
tive velocities; 


» = a} wl. (9) 


While the utility of the assumption made in (9) will 
have to be determined by the agreement between com- 
puted and experimental results, some intuitive argu- 
ments can be made to support this assumption. 

The microwave field strengths used in the experi- 
ments described in this paper, while far in excess of the 
minimum required to sustain the discharge, are not suf- 
ficient to give an electron-ionizing energy in one oscilla- 
tion. To provide a net transfer of energy, collisions must 
exist. The energy which the electrons gain is largely in 
the form of random thermal motion with only a small 
part contributed by ordered RI motion. Thus, it is ex- 
pected that the electron energy or temperature is at 
best only slightly modulated by the RF field. 

Except for high velocity electrons, the electron veloc- 
ity distribution in velocity space is probably not too 
different from a Maxwell distribution as shown in Fig. 
1(a). However, consider next the distribution of veloci- 
ties in the x, y and z directions. The curves of ig. 1(c) 
and (d) are close to equilibrium distributions since 
there are no applied fields in these directions. All veloci- 
ties in the y and z directions are a result of energy gained 
in the x direction and scattered into the y and z direc- 
tions by elastic and inelastic collisions. The most prob- 
able x component of velocity will not be zero, as indi- 
cated by Fig. 1(b), but will vary with the RF ordered 
velocity as shown by curves d and с. 

'The number of electrons Az with velocities exceeding 
the ionizing velocity v; due to the КІ modulation will 
be given approximately by 


e n =? 
Ан с [ vf ] 
is 2тЁТ 


d [е 0026 T) alea? = e (%K Dez |dy,, 


(10) 


Since u Aue, the first exponential term can be ex- 
panded in a series wherein only the first two terms are 
retained, yielding 


© mt, жу"? А 
Ап см | ve] [ е —) e (mes PATI dy, (11) 
vi т 


Thus assuming the ionization frequency v; propor- 
tional to the number of electrons An having an x com- 


3 S, C. Brown, *Basic Data of Plasma Physics," John Wiley and 
Sons, Inc., New York, N. Y., p. 137; 1959, 
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du 
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Fig. 1—Maxwell distribution of velocity components. (a) Velocity distribution. (b) Distribution of x component of velocity. 
(c) Distribution of y component of velocity (d) Distribution of z component of velocity. 


ponent of velocity exceeding the ionization velocity v; 
appears to be compatible with (9). 

For the discharge geometry and power levels stated 
in this paper, it will be assumed that the principal 
source of nonlinearity arises from an RF modulation 
of the ionization frequency v; and that its functional 
form can be sufficiently described by the relationship 
given in (9). 


III. CALCULATION OF CURRENT 
DrxsiTY FUNCTION J(x, /) 


The current density function J(x, ?) will be calculated 
assuming that the average drift velocity va(x, 7) in the 
x direction can be represented by the linear solution 
given by (4) and that the electron density function 
n(x, ) contains harmonic terms because of the RF 
modulation of the ionization frequency v, The calcula- 
tion of 2(x, !) involves solving (6) and (9). 

Substituting the linear drift velocity value given by 
(4) into (9), the result is 

qa E 


и; = 


| B+ cos at | , (12) 


vc 


where а is a constant of proportionality independent of 
the time /. 

Since v, is seen to be an even function of 0 — ot, it can 
be expanded in the following Fourier cosine series: 


Е + x а; COS шю], 


2 


qa E 


(13) 


Vi 
mv. 


where the Fourier coefficient a; are given by 
1 к 
a, = -f | B+ cos 0 | cos (k0)d0 = a,(B). (14) 
T Jr 


The boundary condition that the electron density is 
zero at х= t! will require that the space variation of 
n(x, t) is given by the factor cos(ax/2/) as in the linear 
case. The appropriate functional form for n(x, t) is 


n(x, 0) = ZL + 3 B, sin co | cos (5). (15) 


=l 


where the coefficients B, are yet to be determined. It 
will be observed that the expression for n(x, /) as given 
by (15) reduces to the linear solution when the coeffi- 
cients В, are set equal to zero. Since the modulation of 
n (x, 1) is not expected to be large, all the B, coefficients 
are small compared to one. 

The various terms in the continuity equation, as given 
by (6), can now be readily computed. First, the term 
ym is seen to be 


E oc 
prie [2 + 5 ак COS an | cos (=), (16) 


kel 


Vil Сы 
Mie 


where the coefficients B, have been neglected. Next, the 
diffusion term is approximated by 


(17) 
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Finally, by differentiating a(x, t) as given by (15), one 
obtains 
дп 


d TX 
— = п sB, cos (50 cos ( | 
" 2 (50) F 


sel 


(18) 


Equating coefficients of like terms in the continulty 
equation yields 


agl a, 
„ 


Move S 


(19) 
The current density Лх, 7) can now be readily com- 
puted from (4) and (15): 


nag E 
ee ы 


| [8 + сөз wl] 


407 < x 
+ е. > sin sal! cos (=) , (20) 


MNO, x=? 


v, 


where the small term multiplying sin wt has been ne- 
glected, and .J, is given by 
de-1 [PES 


1 d, 
DE my ur | —| = 1). 21 
| i 5 Шш ems z] (8) (21) 


The harmonic terms in (20) are those involving the 
coefficients .1,. Hence the linear solution is obtained by 
setting. I, equal to zero. 

At this point in the analvsis, all the coefficients can be 
calculated in terms of 8, the ratio of dc electric field 
amplitude е to the RF field amplitude E; however, 
the proportionality constant a is still to be determined. 


JV. Puvysicar. REALIZATION OF ASSUMED 
DiscHARGE GEOMETRY 


Assuming the preceding analysis to be valid, it should 
be possible to predict the nonlinear behavior of any mi- 
crowave discharge system in which the discharge takes 
place between closely spaced parallel plates whose di- 
mensions are small compared to the wavelength. The 
conditions imposed are that the system can be de- 
scribed essentially in terms of one dimensional, lumped 
circuit elements as opposed to a distributive system. 

A convenient way to meet the prescribed conditions 
in a microwave waveguide system is shown in lig. 2. 
In this structure, the adjustable center conductors of 
two de isolated coax lines meet in the center of a rec- 
tangular waveguide to form a small gap discharge re- 
gion. If the gap spacing is small compared to the dis- 
charge post diameter, a uniform field assumption in the 
gap region is a good approximation. The coax lines are 
dc isolated by mica washers, while a vacuum seal is 
maintained by О rings positioned as shown. 

The basic structure of Fig. 2 has been used for both a 
frequency multiplier and a frequency mixer. With some 
modification it might also be useful in a microwave dis- 
charge, parametric amplifier system. 
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Fig. 2 Cross-sectional view of microwave 
gas discharge structure. 


V. FREQUENCY MULTIPLICATION 


Any nonlinear element capable of being driven at 
high power levels with microwave frequencies of the or- 
der of 10 to 70 kMc is of considerable interest for the 
possible production of low millimeter and submillimeter 
wave signals; therefore, the first application of the pre- 
ceding analysis will be made to a microwave frequency 
multiplier. 

‘To evaluate the harmonic power output of the micro- 
wave discharge system shown in Fig. 2, the current 1 
flowing in the discharge posts due to the motion of the 
electrons in the discharge gap must be computed. This 
current is given by the well known expression 


dd dave 
l= | , r = = | Jdx, 
al J i 20 J 4 


where 21 is the area of the discharge plates. 
Substituting for J from (20) and performing the inte- 
gration over x, the current is found to be 


(22) 


21% 2.175 
= | [28 + cos er] 


TMVe 


2 
+ дес; Y Л, sin 6000 23) 


TOV. з=? 


The factor 2 multiplying 8 has been added in the de 
term in an attempt to account for the positive ion cur- 
rent. At microwave frequencies this positive ion cur- 
rent is negligible. 

From (23) it is seen that the various current ampli- 
tudes are 


Jig? Ale 
ЕЕ (24) 
TMV, 
Qnyg? Ade 
33 Q3) 


тре 


1894 


and 


2nogrady A E? 


d (26) 


& 
mave 
The power P, radiated by the sth harmonic current 
can be computed from 


Р, y 21, R., (27) 


where А, is the radiation resistance for the sth harmonic 
frequency. If this harmonic power is normalized to the 
fundamental power Pi, a power conversion ratio can be 
defined as 


— AY, 
Ri 


P: IER taqa E 2 R 
= ыш (28) 
Гу TPR, 


moe 


where A; is the resistance associated with the funda- 
mental power. 

This power conversion ratio can be put into a more 
compact form by first noting that the total number of 
electrons Ny produced during one КЕ cycle is 


; 2 tag А Finde 
VV = ff Lf т: | dxd A = : (29) 
Ja JL Јо maw, 


while the total number of electrons Vr in the discharge 


is given by 
í diy Al 
Ут || паха = . 
EST T 
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Using the above expressions for Ny and №, the har- 
monic power conversion ratio can finally be expressed as 


2-009 
FF 


The above formula illustrates the importance of hav- 
ing a system in which the electrons can be generated 
and lost in times comparable to the RF period so that 
the ratio (V/ Мт) is as large as possible. 


(31) 


VI. EXPERIMENTAL INVESTIGATION OF HARMONIC 
Power vs Bras VOLTAGE 


The harmonic power conversion ratio as given by 
(31) is in a form that is convenient to study experi- 
mentally. It is assumed that the discharge is maintained 
by the microwave energy and that the dc bias field does 
not perturb the discharge appreciably. Hence Ne and 
Ny are not expected to depend upon 8 in the range 
0<83<1 provided the bias voltage does not exceed the 
ionization potential of the gas. This makes it possible 
to study the harmonic power conversion ratio as a func- 
tion of 8 or bias voltage, holding all other parameters 
of the system constant. 

Eqs. (14) and (21) permit the calculation of 4,2, 
which in turn is proportional to %% P, as a function of 
B. The results of this calculation are shown in Figs. 
3-5, wherein the ratio has been normalized to one, for 
S354. 4, 5, б, апа 7. 
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'The block diagram of Fig. 6 shows the experimental 
set-up. Here the first slotted line is used to insure that 
the tuned impedance of the discharge is at least close to 
an impedance match, while the second slotted line is 
used to measure the real part of the input impedance of 
the discharge, Ry, as introduced in (28). 


TUNER 


SLOTTED 
LINE *2 


DIRECTIONAL 
COUPLER 


Fig. 6—Block diagram of experimental set-up. 


To experimentally observe this variation of harmonic 
power with bias voltage, a 60-cycle sweep voltage is 
connected directly to the two discharge posts and to the 
horizontal input of an oscilloscope so that the hori- 
zontal deflection of the oscilloscope trace is propor- 
tional to the bias voltage. The vertical input of the 
oscilloscope is fed by the output of a crystal detector 
used to monitor a selected harmonic power. Hence the 
vertical deflection of the oscilloscope trace is propor- 
tional to the harmonic power P,. The oscilloscope traces 
in the top half of Figs. 3-5 show the results of this 
measurement made on a microwave discharge multi- 
plier driven by an X-band signal. The input power level 
was in the range 20 to 40 watts CW ata frequency of 
9 k Mec. 

Similar experiments were done using 25 watts of CW 
power at 35 kMe with almost identical curves being ob- 
tained for the second, third, and fourth harmonic power. 

Both theory and experiment show that all even har- 
monic powers are zero at zero bias voltage (8 = 0), while 
all odd harmonic powers are maximum. This assumes 
that both discharge posts are identical in size. If the two 
posts are not identical, electron diffusion to one post will 
exceed that to the other resulting in an “effective dc 
bias voltage" thereby permitting some even harmonic 
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power to appear. It is believed that the results of Ueno- 
hara* on an S-band multiplier of similar geometry can 
be explained on the basis of this discharge post geom- 
etry effect since the two posts in his experiment were of 
different sizes. 


VII. 


To further investigate the harmonic power conver- 
sion ratio given in (31), the resistance ratio (K. Fei) and 
electron. ratio (Np/Nr) must Бе computed and/or 
measured. 

It can be seen from (13) that the value of the ioniza- 
tion frequency averaged over an КЕ cycle can be re- 
lated to (N,/ Nr) as follows: 


ABSOLUTE VALUE oF HARMONIC POWER 


1 am edel; / N 
(v) = -f 10 = Ju = | ). (32) 
21 Јо amy, 2m \ Ver 
The value of «v,» can also be expressed as 
(v) = DES, (33) 


where ¢ is the ac ionization coefficient,’ D the diffusion 
constant, and Vis the amplitude of the ac electric field. 
Thus if ¢ is known for the gas used, the ratio (Мь/ Nr) 
could be computed. Unfortunately, detailed data of this 
type is scarce, so it is desirable to look for another 
method of estimating the electron ratio. 

Experimentally, Nz can be measured by applying a 
de voltage I) =2/E) to the discharge posts and ob- 
serving the dc current given by (24). Combining (24) 
and (30), it is seen that 


2ml*y, 7) 

902 (5 i 
where all quantities on the right side of (34) are now 
known or measured. 

Of the total power P dissipated in the microwave dis- 
charge, a certain amount (aP) will go into creating 
ionization. Thus, if w is the RF angular frequency and 
V; the average ionization potential for the gas, then 
the total number of electrons V, produced during one 
RF cycle is given by 


N = (34) 


2raP 
-> (35) 


№ р = 


wV, 

As a typical example in using the above technique for 
determining the ratio of №,/ Vr, consider the 35 k Ale 
gas discharge structure previously given in Fig. 2, 
wherein air is used for the gas. The gap spacing 2/ in 
this structure is 0.010 inch, and the post diameter 
0.025 inch, resulting in a gas volume of 8 10 enn. 
The input CW power P used was 25 watts; hence the 
power density was 300 kw/cm?*. The gas pressure was 


* M. Uenohara, “A new high-power frequency multiplier,” Proc. 
IRE, vol. 45, pp. 1419-1420; October, 1957. 
S. C. Brown, “Basic Data of Plasma Physics,” John Wiley and 


Sons, Inc., New York, N. Y., 1959 
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TABLE 1 
HARMONIC OUTPUT FROM 8.6-MM FREQUENCY MULTIPLIER 


Harmonic | Power 
Number ‘Theoretical Measured 
— Bmax АВ) | Rı/Zo | R./Ze V/ № CE Power (watts) Power (watts) 
У i 
— a БЕШТЕР ==. — | | a нн Ен ð ныр = = шет == 
2 0.75 7.8 x10 a 0.25 0.5 0.2 25 15.5 x10 15x10 
3 0 | 0.57K104 0.25 | 0.5 0.2 25 1.141073 * 10 
4 0.4 16 х10% | 0.25 0.5 0.2 25 Е 24x 10% 
‘TABLE II 
HARMONIC OUTPUT FROM 3-см FREQUENCY MULTIPLIER 
Harmonic | Power 
Number ў А Theoretical Measured 
— Bmax 1,ҖВшшх) | Ri/Zo | R./Zs Nr/Nr 1 Power (watts) Power (watts) 
к att: 
I! 
nm Е = | е — 
2 0.75 | 7.8 X107 0.03 T 0.25 40 0.330 0.1 
3 0 0.57 x10 0.03 0.5 0.25 10 24X107 40X107: 
4 0.4 16* 10 0.03 0.5 0.25 10 0.67 X10 1X107 
5 0 3.6 X10% 0.03 0.5 0.25 10 0.15x10* | 0.31078 
6 0.25 0.58 1076 0.03 0.5 0.25 40 24 X1075 — 
7 | 0 0.196 * 105 | 0.03 a 0.25 40 8.2 X107$ 


adjusted to approximately 44 mm Hg so that the col- 
lision frequency v. was approximately equal to w. The 
field strength was in the range 1 to 3 kv/cm. For these 
conditions, it is estimated? that the fraction a is of the 
order of 3. Finally assuming an average ionization po- 
tential V; for air of 14 electron volts, we compute the 
value of Ng to be 1.1108 The measured value of Nr 
obtained from (34) was determined to be 5X105, giving 
the approximate ratio of V/ Vr the value 0.2. 

The radiation resistance R, of a uniform filament of 
current of length c across the center of a rectangular 
waveguide of dimensions а and 5 has the value? 

с? 


— Zo 


ab 


where Zo is the characteristic impedance of the guide. 
In the structure considered in this paper, the harmonic 
current on the discharge posts is not uniform but has a 
sinusoidal distribution. If the electrical length of the 
current filament exceeds 180?, as it will for high har- 
monics, destructive interference will result so that in 
general the effective length of posts is about equal to 
М, the harmonic free-space wavelength. This nonuni- 
form sinusoidal current distribution will reduce the 
value of R, by a factor of two; hence the value of R, 
appearing in (27) will be taken to be 


(37) 


Using the above technique, Tables I and ]l for an 
8.6-mm and a 3-cm frequency multiplier were com- 
piled. The agreement between theoretically computed 


6S. C. Brown and W. P. Allis, “Basic Data of Electrical Dis- 
charges," Mass. Inst. Tech., Cambridge, Tech. Rept. No. 283, pp. 172- 
173; June 1958. 

17. C. Slater, "Microwave "Transmission," 
Co., Inc., New York, N. V., p. 288; 1942. 


MeGraw-Hill Book 


and experimentally measured harmonic power is con- 
sidered satisfactory. 

The / Zo ratios tabulated in Tables I and IT are de- 
termined from slotted line measurements taken directly 
at the input to the discharge device. The tuned VSWR 
is more commonly of the order of 2. It might be assumed 
that an impedance match would be desirable. However, 
this is not true if a stable discharge is to be maintained. 
Suppose an impedance match did exist. Next, suppose a 
slight reduction in average electron density occurs. 
This density reduction would necessarily cause a change 
in the RF impedance of the discharge and hence change 
the impedance match. This in turn would cause a power 
reflection with less power dissipated in the plasma, 
which would mean a further reduction in electron 
density and so on until the discharge disappears. Thus 
to sustain a discharge by microwave energy alone, 
some mismatch must occur, such that a reduction in 
plasma density improves the VSWR. 

Most of the experiments performed with the multi- 
plier used air as the gas. However, nitrogen, neon, argon, 
helium, xenon, and carbon dioxide were also used. As 
might be expected, a discharge in nitrogen was found 
to have almost the same behavior as a discharge in air. 
For other gases the input power level could not be 
maintained at the same value as that for air without the 
discharge expanding out of the gap region and into the 
waveguide. Hence for these cases the ratio М№/ М was 
less than that associated with air. However, when an ex- 
ternal de magnetic field was applied along the axis of 
the discharge posts to retard transverse diffusion of the 
plasma, the power conversion efficiency was improved 
to the point where argon, for example, could be made 
to yield superior results to air. Also, each different gas 
had to be used at the pressure necessary to make the 
collision frequency approximately equal to the drive 
frequency w 
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VIII. FREQUENCY MixiNG 


The preceding analysis can readily be extended to 
include the process of frequency mixing by including a 
second field in (2). 

Let the new applied electric field be of the form 


Q 
Er = Е, + Ei С ei — d: sin 21 


* 


We 
+ ЕЁ» [o wel — — sin оа), (38) 


Ve 


where Ex&Ei;, so that the discharge is maintained by 
means of the microwave power P, at angular fre- 
quency w. 

Corresponding to (4), the new linear solution to the 
momentum transfer equation for the drift velocity is 


der, D) = Ee [Eo + Е, cos eit + Ез cos wet]. (39) 
m 


Ve 
Since it has been assumed that Es«&E;, the expres- 
sion for n(x, t) will essentially be the same as that de- 
termined previously in (15); 


E ©, а, 
ше > —sin o | 


Mole вр S 


тх 
cos (" ) : 
2l 


Following the same procedure used in obtaining (23), 
the new current 7, flowing in the discharge posts, will 
contain sum and difference frequencies as indicated be- 
low: 


n(x, D) ~= no L + 


(40) 


2ngg? A А 
I ~ — | [2Е, + Е, соз est + Ee соз wet] 


Nin v 


ank & 
+ | et b A, sin b 


Moi s=2 


9 ds 
+2 : Р 5, [sin (sor + өз)! 


move а=} AY 


+ sin (sw; — oil |} Я (41) 


The current amplitude 7» at frequency ш» is seen to be 
2n zA E» 
Ine AE, 199 


TMV, 


while the current amplitude 7; at the sum or difference 
freqency сз = 01 +a» is 


поо A EAE» 


3 = 


а]. (43) 


amv о 


А mixer efficiency can now be defined as the ratio of 
the power output Рз at frequency оз to the power input 
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Р» at frequency оз; thereby we can obtain an expression 
similar to that given by (28). 


Р, 1?@» (2) (2 
Р, I22 Rz 2mw We Rs 
Rs Nr 2тав i 

In this ratio, ® is the interaction resistance at fre- 
quency às, while Re is the resistance associated with fre- 
quency а». 

lf «ice» and ws w tow, then А, and 
G3 will be approximately equal to the interaction re- 
sistance of the second harnionic frequency considered 


in the frequency multiplier. In (21), for the case s— 2, 
a, will contribute the most to the value of 4s, so that 


(44) 


а 


(45) 


2тав 


Hence, for these conditions, the mixer conversion effi- 
ciency should be approximately the same as the second 
harmonic conversion efficiency. Also, the variation of 
P, with 8 should be similar to the variation of the sec- 
ond harmonic power. A comparison of the curves given 
in Figs. 3 and 7 shows this to be true. 

To investigate experimentally the mixing properties 
of the plasma, the parallel-plate discharge-gap geom- 
etry was built into the crossed X-band structure shown 
in Fig. 8. This arrangement permits the introduction of: 
а 20-watt CW 9-kMc signal through one waveguide 
port; a sliding short tuning element in a second wave- 
guide to adjust for maximum electron density modula- 
tion; a third waveguide containing a filter to block the 
9-kMc signal but pass a 0.1-watt, 1-ke square wave 
modulated, 11-k Mc mixing signal; and finally, a fourth 
waveguide which tapers down from the X-band wave- 
guide to an RG 53/U K-band waveguide to pass the 
20-kMc sum frequency. A 20-k Mc band-pass filter was 
also included in the RG 53/U waveguide section to 
reject the 18-k Mc, second harmonic of the 9-k Mc drive 
frequency. This filter arrangement, plus the square wave 
modulation of the 11-k Mc mixing frequency, makes cer- 
tain that other frequencies in the system are not mis- 
taken for the desired 20-kMc sum frequency. 

The power P; as a function of 8 or bias voltage was 
observed by again applying a 60-cps sweep voltage to 
the discharge posts and to the horizontal input of an 
oscilloscope. The crystal detected, 20-k Mc output power 
was fed to the vertical input of the oscilloscope to ob- 
tain the oscilloscope trace shown in the top of Fig. 7. 
The base line in this picture is caused by the square 
wave modulation of the 11-kMc signal which is not 
synchronized with the 60-cps sweep voltage. 

A measurement of the 20-k Mc sum frequency power 
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Fig. 7—МИихег output vs bias voltage. 


Fig. 8—Gas discharge structure. 


yielded a signal 28 db down from the 100-mw 11-k Mc 
power. This conversion ratio to the sum frequency com- 
pares favorably to the value one could obtain with à 
crystal diode operating at the same frequencies. It is be- 
lieved that if a different structural arrangement were 
made to observe the difference frequency rather than 
the sum frequency, this conversion loss could be sub- 
stantially reduced especially if the difference frequency 
was placed at 60 Mc where з in (44) could be made 
quite large. 
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IX. PARAMETRIC AMPLIFICATION 


Modulation of the electron density at a microwave 
frequency implies that the discharge has time-varying 
properties which may be exploited in a parametric am- 
plifier. It was seen in Section VIII on frequency mixing 
that the application of the low level, complex field 


о» E 
27 DIE Tj =") ei 
Ve 


along with the high level pump field е, gave rise to a 


complex current, 
. 9 Nn ay T 
7 Hebes. (47) 
2lmy, Vr 


(46) 


is = — fle = — 


at the difference frequency wg =w — o». 

If the power P; radiated by the current is is reflected 
back into the discharge, it will in turn produce an ез 
field to mix with the pump field ез. This power relation- 
ship can be expressed as 


(48) 


Р» = 4] is = +] 2les|*/ Ra, 


where Gz is the radiation resistance associated with the 
current iz, while Ёз is the real part of the discharge im- 
pedance at frequency os. 

Eq. (48) will determine the magnitude of the field es, 
but not its phase. However, it will be assumed that the 
fields at оз were reflected to make ез have the following 


complex form: 
* 3 Р 
es = Ed 1 J 2) eiat 
Ve 


This field e; will now combine with the pump field ei 
to produce a current Ai» at the signal frequency оз; 


Я QNI. ү 41 б 
Мм» = —] -{ —— 1 Ese. 
ть, М2тао 


(49) 


(50) 


The original current i; produced by the field e; was 
given by (42). In complex form the expression is 


фт 


Bret”. (51) 


19 = 
21ту, 
Since the discharge is a lossy element, further effects 

of Ais will be neglected. Hence the power Ps at the sig- 

nal frequency is seen to be 


Рс Re (ig + Aiz)(2le2)* 
ФА rk? Е ш? ( =) (=) ay | 
(0 2mv. ve NN p]. Е) \2rao/ 1 
'The choice of the phase of e; in (49) is now apparent 
since it leads to the desired negative power term in (52). 


The first term in (52) is the power dissipated in the dis- 
charge at frequency в». 


(52) 
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In order to have gain in the device, 


We Nr Ез ay 
Ve No Fe 2709 
must be greater than unity. This expression contains the 
unknown field ratio E;/ Es. 
To evaluate E;/E», first note that the power dissi- 


pated in the discharge at frequency w can also be writ- 
ten as 


(53) 


EN TE? = | 2le; |? 
2 


, 54 
2mv, 20 


where Rz is the real part of the discharge impedance 
at we. 
Solving (54) for Rz, the result is 


4l^my, oN 
Mc r= (55) 
G Ve 
From (48), it can be shown that 
Es 2 Ф в ( 21 ) Gu Rs 1/2 (56) 
Ез Alm \ 2rao 


3 2 
usquc 
Ve 
Finally, the gain G expression becomes, with the use 
of К» from (55), 


асосй 
ve Vr \2rao/ \ Re? 

+] 
Ve 
TTA (57) 

[03] 
Ve 

This equation shows that it would be desirable to 


make the signal frequency w considerably greater than 
the collision frequency ve indicating that the gas pres- 
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sure should be reduced in order to make the discharge 
extremely reactive. This is analogous to the high Q or 
high “cutoff” frequency requirements for crystal diodes 
used as parametric amplifiers. 

An important problem in the design of a possible gas 
discharge parametric amplifier would be achieving the 
desirable impedance levels to maximize the resistance 
ratio term in (57) while at the same time maintaining 
impedance matches in the microwave circuits. 

Assuming that a parametric amplifier would operate 
in the manner described, it may have two interesting 
features: 1) the saturated power output could be high, 
perhaps the order of one watt and 2) the gain could be 
controlled by changing the bias voltage. 


X. CONCLUSIONS 


It is concluded that the nonlinear behavior of a mi- 
crowave discharge located between two closely spaced 
parallel plates whose dimensions are small compared to 
the wavelength can be accurately analyzed using the as- 
sumption that the ionization frequency v; is propor- 
tional to the absolute value of the drift velocity va. 

Using straightforward Fourier expansions for »; and 
the electron density n(x, t), the momentum transfer and 
continuity equations can be solved readily for the cur- 
rent J(x, £) response to applied microwave fields. 

The discharge geometry and analysis has a somewhat 
universal aspect in that it can be applied with little 
change in form to frequency multipliers, frequency 
mixers, and parametric amplifiers. 

Experimentally, CW power densities of the order of 
0.3 Mw/cni? were obtained using 25 watts of 35-k Mc 
power. Modulation of the electron density the order of 
5 per cent at 70 kMc (twice the drive frequency) was 
believed to have been achieved. 

'The microwave gas discharge, with its relatively large 
CW and pulsed power capabilities, combined with its 
predictable performance at high harmonics, make it an 
attractive element for further study in the low milli- 
meter wave region. 
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A Plasma Microwave Energy Detector" 


R. І. TAYLORf anp S. B. HERSKOVITZT, MEMBER, IRE 


Summary—A detector of microwave energy employing a gaseous 
discharge is described. The principle of operation is based upon the 
temperature sensitivity of the electron-ion recombination rate. By 
photomultiplier observations of the decaying plasma afterglow, short 
pulses of microwave energy can be detected. At present, the mini- 
mum discernible signal strength is about one microwatt peak. 

The theory, experimental configuration, and prospects for im- 
proved sensitivity are discussed. 


trolled fusion programs are the efforts of numer- 

ous researchers into the more prosaic area of elec- 
tronic applications of the plasma state of matter. One 
such activity deals with the use of a gaseous discharge 
as the detection element in radar receivers. 

The ability to detect minute amounts of microwave 
energy is the prime function of a radar system. To per- 
form this task, a typical radar receiver employs an ex- 
tremely sensitive semiconducting crystal rectifier as its 
sensing element. This very sensitivity, however, places 
a burden upon the user in the form of protecting the 
crystal rectifier from accidental exposure to incident 
energies of more than a few ergs. This exposure inust be 
guarded against, not only when the rectifier is actually 
in operation in a radar receiver, but even while the ele- 
ment is being stored or transported. 

For several years, various groups of investigators 
have explored the use of an ionized gas as a detector 
element to provide a means of minimizing this prob- 
lem. - In this application an ionized gas possesses sev- 
eral noteworthy properties: namely, the element does 
not act as a detector until activated, and second, it can 
be exposed to megawatts of energy without permanent 
damage. These advantages, however, are not gained 
without a corresponding sacrifice in sensitivity. 

Detectors which use ionized gases have usually been 


| ARGELY overshadowed by space age and соп- 


* Received by the IRE, August 28, 1961. 
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based upon changes in electrical conductivity. The de- 
tector to be described, however, is quite different from 
its predecessors in that it makes use of changes in the 
light output of a decaying plasma. 


LIGHT FROM A DECAYING PLASMA 


The mechanisms involved with the emission of light 
from a gas during ionization and subsequent afterglow 
are numerous and form the subject of several phases of 
physics, e. g., emission spectroscopy, quantum mechan- 
ics, metastable determination, etc. Of fundamental in- 
terest to the present discussion, however, is the altera- 
tion of the total light emitted from a gaseous afterglow, 
or decaying plasma, with the addition of microwave 
energy to the system. 

In 1928, Kenty observed a quenching of certain spec- 
tral lines in an emission spectrum with the addition of 
dc energy.® That the lizht output of a gaseous afterglow 
could similarly be altered by microwave energy was first 
demonstrated and is being extensively investigated by 
the Goldstein group*-? at the University of Illinois. 

If a gas is ionized by a pulse of electrical energy, a 
typical afterglow is observed upon removal of the pulse. 
The characteristic light output of a pure noble gas shows 
several interesting features. (See Fig. 1.) Initially, at 
time zero (the moment of removal of the ionizing pulse), 
an extremely high level of light output is observed which 
rapidly decreases to a minimum in perhaps 40 micro- 
seconds (usec). The abscissa represents volts output of 


PLASMA LIGHT OUTPUT (VOL TS} 
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Fig. 1—Light output from pulsed plasma. 
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a photomultiplier viewing the total light output, and the 
ordinate time, in usec. The next feature of note is a 
secondary build-up of light output to a maximum value 
at about 100 to 120 usec. A monotonic decay of light 
which will be referred to as the afterglow period is then 
traced out. At the right, the initiation of another pulse 
and afterglow period occurs. 

The initial intense light output is a result of energy 
loss by the many excited atoms. As electrons now 
rapidly lose energy through inelastic collision processes, 
fewer excited atoms are created and the light output 
falls. A condition is finally reached such that the electron 
temperature and density are appropriate for optimum 
electron-ion recombination. A second light output 
maximum is then observed. It is at this point, the in- 
ception of the characteristic afterglow, that the plasma 
performs as a microwave detector. 

The effect of impinging microwave energy, such as a 
radar echo, on the afterglow luminosity is now con- 
sidered. At sufficiently high frequencies, such as those 
commonly employed in radar systems, only the elec- 
trons, by virtue of their minute mass, are greatly 
affected by the alternating electric field of the radar 
echo. Thus incident electromagnetic energy acts almost 
exclusively as an energy source for the electrons in the 
gas. Fig. 2 represents this situation diagrammatically. 
The incident electromagnetic signal, represented by a 
circle at the center, supplies energy almost exclusively 
to the electrons of the plasma system. The electrons, in 
turn, through collisional processes, impart this energy 
to the ions, neutral species, and container walls. 


ENERGY 
SOURCE 


CONTAINING WALL 


Fig. 2—Energy distribution processes. 


To postulate a simple working picture of the light- 
producing mechanisms germane to the detection appli- 
cation, the assumption is made that electron-ion re- 
combination is the principal source of visible light 
emitted from the decaying discharge. This assumption 
ignores certain other conceivable emitting processes 
such as metastable decays, wall fluorescence, multibody 
collisions, etc. These omissions, however, do not ma- 
terially alter the detection mechanism. 

Despite this simplifying assumption, the electron-ion 
recombination phenomenon is unfortunately still be- 
clouded by additional complexities. The recombination 
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process may take numerous forms.? Certain of these are 
light producers; others are not. Since methods of inde- 
pendently determining the coefficients of various elec- 
tron-ion recombination processes are rather fragmen- 
tary, the following discussion will deal with the *bulk" 
coefficient. This recombination coefficient, which is 
ordinarilv measured, will be understood to be repre- 
sentative of the various independent light-producing 
mechanisms. 

Many measurements of electron-ion recombination 
have been made. The inconsistency of data from in- 
vestigator to investigator leaves much to be desired. 
Notwithstanding the spread of experimental data, it can 
be stated that the recombination coefficient is a de- 
creasing function of temperature. Representative of 
these values is the data of Chen, e£ al., yielding an exper- 
imental temperature dependence of Te for electron- 
ion recombination coefficient over a pressure range of 
7-29 mm Hg in pure helium.! Thus, as electrons are 
heated, the recombination coefficient decreases. From 
assumptions above, this decrease also results in a lower- 
ing of the afterglow light output. This quenching of the 
afterglow forms the basis of the described detector. 


ENHANCEMENT OF AFTERGLOW QUENCHING 


To optimize the performance of a microwave energy 
detector based upon quenching of the afterglow, two 
general criteria must be considered: 1) the detector 
must be in a condition to efficiently convert incident 
energy, e. g., a radar echo, into afterglow light quenching 
and 2) the incident signal must be delivered efficiently 
to the detector. 

For optimum performance as a detector, loss of elec- 
trons by means other than recombination must be mini- 
mized. Diffusion losses can be suppressed by operation 
at higher gas pressures, the use of magnetic fields, and 
appropriate container geometry. Electron losses by 
attachment are eliminated by the use of noble or other 
gases with unfavorable attachment rates. 

The remaining electron loss process, recombination, 
may be controlled, within bounds, to optimize the de- 
tector for specific application. The recombination rate, 
as previously mentioned, is a decreasing function of tem- 
perature. The rate of cooling of electrons can be affected 
by four parameters: 

1) number density of neutral atoms (pressure), 

2) collision probability, 

3) mass of the neutral atom, 

4) metastable atom concentration. 


For a given electron density and incident signal, elec- 
trons with lower temperatures, hence greater recombi- 
nation rate, will yield a greater quench in afterglow. 


? L. B. Loeb, “Basic Processes of Gaseous Electronics,” Univer- 
sity of California Press, Berkeley, pp. 477-594; 1955. 

ю Thid., рр. 560-562. 

u C. L. Chen, С. C. Leiby and L. Goldstein, “Electron tempera- 
ture dependence of the recombination coefficient in pure helium," 
Phys. Rev., vol. 121, pp. 1391-1400; March, 1961. 
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Rapid cooling of electrons can be achieved by using 
higher pressures of parent atoms with large collision 
cross sections and small atomic masses. Destruction of 
metastable states by the use of Penning mixtures? also 
accelerates cooling. Under these conditions, a high- 
sensitivity short-duration afterglow would be produced. 

То extend the afterglow period, and hence increase 
the range of detection between pulses, it is desirable to 
cool the plasma electrons more slowly. This action is 
accompanied by a decrease in optimum sensitivity. In 
the particular experiments described, in order to pro- 
long the interpulse period, electrons were cooled at a 
slower rate than that which would have yielded maxi- 
mum sensitivity. 

Techniques for insuring the efficient delivery of the 
incident signal to the detector are based upon common 
microwave techniques and physical electronics princi- 
ples. Microwave techniques include such obvious expedi- 
ents as maintaining low-loss transmission lines and 
power-multiplication approaches. Further techniques 
for enhancing the increase of electron energy due to an 
incident signal by cyclotron resonance will also enhance 
the detection abilities. 

Consideration of the above requirements, to a large 
extent, dictates the choice of parent gas and experimen- 
tal configuration. Practical cousiderations, however, 
somewhat modify this idealized picture, and necessitate 
compromise. 


EXPERIMENTAL CONFIGURATION 


From the foregoing criteria, the general experimental 
configuration may be surmised. The choice of a rare gas 
as the parent medium is evident. For a compromise be- 
tween maximum sensitivity and duration of afterglow, 
neon, with its moderate mass, low probability of col- 
lisions, and ease of ionization, was chosen as the parent 
gas. The gas is contained in a simple discharge tube, 
the diameter of the glass envelope being chosen so as to 
be as large as possible—for diffusion considerations— 
without imposing serious microwave mismatch prob- 
lems. 

The gas bottle is inserted into an S-band waveguide 
line. The plasma is established by a pulse of dc power, 
typically 1000 volts, and the light output monitored by 
a gated photomultiplier. A pulse of S-band energy is 
then introduced into the waveguide system to serve as a 
simulated radar echo. This simulated echo is monitored 


? A mixture of gases in which the ionization potential of one 
constituent is below the metastable potential of the other. Thus, the 
metastable level is continuously destroyed by collisions between the 
two species. 

в. E. Etter and I.. Goldstein, *Guided Wave Propagation in 
Gyromagnetic Gaseous Discharge Plasmas," University of Illinois, 
Urbana, Contract AF 19(604)-524, Tech. Rept. No. 3; 1954. 

" J., P. McGrath, А. D. Chatterjee and J. P. Monier, “Further 
Studies of Resonance Phenomena at Microwave Frequencies in Gyro- 
magnetic Gaseous Discharge Plasmas,” University of Illinois, 
Urbana, Contract AF 19(604)-2152, Sci. Rept. No. 2; 1957. 
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by use of a crystal probe in a slotted line. The entire 
system is synchronized by a master trigger generator 
and the output displayed on an oscilloscope. To permit 
variation of the gas fill, the detector tube is attached to 
a vacuum and gas back-fill system. Fig. 3 represents the 
experimental situation diagrammatically. 


TAPERED SECTION UNILINE SLOTTED LINE DIRECTIONAL COUPLER 


DISCHARGE 
VOLTAGE 
PULSE 


PULSED RF 


PHOTOMULTIPLIER 
POWER SUPPLY 


DISCHARGE 
TUBE 


BAIRD-ALPERT 
TYPE 
IONIZATION 


3- STAGE, AIR: 


Fig. 4—Block diagram of vacuum system. 


The vacuum and gas back-fill system (see l'ig. 4) is of 
conventional design, employing a three-stage oil dif- 
fusion pump capable of attaining vacua of 10-7 mm Hg. 
Of special interest is the use of a cataphoresis pump” in 
the form of a glass helix consisting of about 72 inches 
of l-inch outside-diameter tubing wound into 7 loops. 
This pump allows noble gases to be ultrapurified. A 
special wide-range thermocouple! is employed to meas- 
ure gas pressures without the possibility of contamina- 
tion from manometric fluids. 

The plasma detector itself consists of a simple dis- 
charge tube f- inch outside diameter, with tungsten rod 
electrodes spaced about 12 inches apart. The detector is 
placed diagonally through the II, plane of a 2:1 tapered 


55 К, Riez and С. Н. Dieke, “The analysis and purification of rare 
gases by means of electric discharges," J. Appl. Phys., vol. 25, pp. 
196-201; February, 1954. 

% Consolidated Vacuum Corp. Autovac Vacuum Gauge Туре 
LKB-3294. Ranges from 1 micron to 100 mm Hg. 
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section (see Fig. 5). In this configuration, the detector 
tube essentially fills the cross section of the microwave 
line. During detection the afterglow electron densities 
as measured by standard cavity techniques 7? are in 
the range of 1X 10'? to 4X 10'? electrons per cubic centi- 
meter. 

The most satisfactory performance of the plasma 
detector in respect to minimum detectable signal re- 
sulted from the use of pure neon gas in the pressure 
range of from 2 to 10 mm Hg. 

In Fig. 6 the typical detection phenomenon is repre- 
sented. The upper trace represents a 150-usec portion 
of the light output from the decaying plasma contained 
within the gas tube. The photomultiplier is gated so as 
to protect it from the extremely high light output tvpi- 
cal at the inception of the plasma (see Fig. 1), and thus 
prevents fatiguing of the photocathode. Light output is 
displayed as aniplitude in arbitrary units on the vertical 
axis and time (50 usec per major division) on the hori- 
zontal. In the lower curve, the quenching of light out- 
put due to а 5-usec, 20-mw peak pulse at 3000 Me is 
displayed. 

Caution must be used in assigning a sensitivity figure 
to the plasma microwave detector. In semiconductor 
crystal detector nomenclature, sensitivity deals with a 
voltage output resulting from a given power input. The 
crystal is generally used to detect, rectify, and mix the 
incoming signal with the output of a local oscillator. The 
resultant IF frequency is then amplified, rectified, and 
reamplified before being measured. The plasma detec- 
tor is not analogous to a crystal in this function. A crys- 
tal, however, can also be used directly to rectify micro- 
wave signals, the output being fed into a video ampli- 
fier. In this function, a closer comparison to the plasma 
detector may be made. The plasma detector acts essen- 
tially as an energy transducer, converting incident 
microwave energy into an alteration of light intensity. 
This function is so dissimilar to the function of a crystal 
detector that comparison of sensitivity by semiconduc- 
tor crystal nomenclature is meaningless. More useful, 
therefore, is the specification of a minimum detectable 
signal, one which will produce an alteration of the light 
output curve by an amount equal to twice the value of 
the average noise, or thickness, of the light output curve. 
In this context, maximum sensitivities of the plasma de- 
tector are from 1 to 5 microwatts peak power. 

Fig. 7 shows the effect of various signal strengths on 
the amount and character of the typical afterglow 
quench. Here input pulses vary from one to 128 mw in 


S. C. Brown and D. J. Rose, “Methods of measuring the proper- 
ties of ionized gases at high frequencies. I Measurements of о” 

E Phys., vol. 23, pp. 711-718; July, 1952, 

S. C. Brown and D. J. Rose, “Methods of measuring the 
properties of ionized gases al high frequencies. 11—Measurement 
of electric field,” J. Appl. Phys., vol. 23, pp. 719-722; July, 1952. 

? D. J. Rose and S. C. Brown, “Methods of measuring the proper- 
ties of ionized gases at high frequencies. III —Aleusurement of dis- 
charge admittance and electron density,” J, Appl. Phys., vol. 23, pp. 
1028-1032; September, 1953. 
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Fig. 5 
into the //-plane of a tapered waveguide section. The cylindrical 
cavity to the right is used to determine electron densities. 


‘Plasma microwave detector. The diode detector is inserted 


Fig. 6—Typical detection phenomenon. Upper portion: Afterglow of 
3-usec duration pulsed discharge (1 kv, about 0.5 amp) in neon 
(p=10 mm Hg), 250 asec after pulse. Time scale: 50 sec per 
division. Lower portion: same discharge conditions as above. 
Quenching pulse is 5 usec wide, 20 mw peak power. Photomulti- 
plier gated RCA 6217. 
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Fig. 7—Variation of quench with signal strength. Input pulses of 
5-рѕес duration varying from t to 128 mw in. 3-db steps. Time 
scale: 20 psec per division. Discharge conditions identical to 
those of Fig. 6. 


Fig. 8—lonization due to large input signal. Input pulse of 5-usec 
duration, 500-mw peak power. Time scale: 20 usec per division. 
Discharge conditions identical to those of Fig. 6. 


Fig. 9—Multiple pulse response. Upper portion: input pulses of 
5-usec duration, 20-mw peak power. Lower portion: input pulses 
of S-usec duration, 90 mw followed by 20-mw peak power. Dis- 
charge conditions identical to those of Fig. 6. 
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3-db steps. The stronger signals produce more profound 
alterations of the light output but also prolong the 
“recovery time," or interval before normal light output 
is resumed. Each major division on the horizontal scale 
represents 20 usec. 

By continuously increasing the microwave signal 
strength, a point is reached where energy input is suffi- 
cient to cause further ionization in a manner similar to 
the plasma originating pulse. Fig. 8 illustrates this effect 
with an input pulse of 500 mw. On the lower trace, an 
initial small decrease of light, followed by a building up 
to an increased value and subsequent decay is seen. 

In Fig. 9, the effects of multiple input pulses are illus- 
trated. In the upper portion, two pulses of 20 mw cach 
cause similar decreases in light output. In the lower 
portion, an input signal of 90 mw followed by a signal of 
20 mw results in quenches of different magnitude. It is 
readily apparent that the plasma detector is not a 
square law device. 

A typical response curve of input power to light 
quenching in arbitrary units is illustrated in Fig. 10. 

The plasma detector is inherently a broad-band de- 
vice. The unit employed in these experiments operates 
over the entire usable range of S-band (2.84" X1.34") 
waveguide. Fig. 11 depicts the frequency response of a 
typical 10-mm neon gas fill. Curves are plotted for 
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Fig. 10—Light output alteration as a function of input signal level. 
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Fig. 11—Frequency response of plasma microwave detector. 
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three power inputs; 20, 5, and 1 mw peak. The fine 
structure, particularly evident in the 20-mw curve, is 
related to the standing wave ratio of the microwave line. 
At points of poorer matching (Ze., at 3000 and 3400 
Mc), the incident power upon the detector is diminished, 
with a consequent lowering of the amount of light 
quenching. 


THE FUTURE OF THE PLasMA DETECTOR 


The plasma microwave detector, as it exists today, 
does not rival the crystal rectifier as an envelope detec- 
tor. A standard crystal rectifier can detect signals with 
strengths in the order of 1079 watts. In the present state 
of development, the plasma detector under optimum 
conditions can respond to about 10-9 watts of incident 
energy. À crystal semiconductor used as a mixer can de- 
tect microwave signals as small as 107? watts. The 
plasma microwave detector has not been investigated 
for any mixing properties. 

There are, however, several approaches available to 
improve the present minimum detectable signal level. 
An obvious method of increasing the plasma detector 
sensitivity is to employ a dc magnetic field so as to cause 
the plasma electrons to execute cyclotron motion. In this 
condition, the electrons are more efficient absorbers of 
microwave energy at particular microwave frequencies, 
and will produce more profound quenching of light out- 
put. The relationship of magnetic field to applied micro- 
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wave frequency may be related simply by B=0.357f, 
where B is the magnetic field in Gauss and f is the ap- 
plied microwave frequency in Mc per second. Thus, to 
produce maximum signal enhancement at 3000 Mc, a 
1070-Gauss magnetic field would be employed. Such 
operation will narrow the bandwidth of the device. 

Practical difficulties may prevent full utilization of 
the advantages expected from operation at cvclotron 
resonance. These difficulties concern the compromise 
necessary in optimum gas pressure to satisfy the con- 
flicting requirements of minimizing pressuring broaden- 
ing effects on cyclotron resonance, maintaining a stable 
discharge, and minimizing unwanted electron loss 
through diffusion. The magnetic field required for cyclo- 
tron resonance, however, yields the advantage of re- 
straining electron diffusion. 

Methods to enhance or multiply the incident micro- 
wave signal offer other sensitivity increasing tech- 
niques. The use of *squeezed" waveguide sections, 
resonant cavities, and similar structures effectively 
multiplies the incident power density upon the detector. 
These manipulations also narrow the bandwidth of 
operation. 

Finally, it should be remembered that we can meas- 
ure only what we can see. The present method of dis- 
play, presentation, and observation leaves much to be 
desired as far as determining the ultimate sensitivity of 
this device. 


Interaction of a Modulated Electron Beam 
with a Plasma“ 


С. D. BOYD}, MEMBER, IRE, К. W. GOULD, MEMBER, IRE, AND L. M. FIELD||, FELLOW, IRE 


Summar y—- The results of a theoretical and experimental investi- 
gation of the high-frequency interaction of an electron beam with a 
plasma are reported. An electron beam, modulated at a microwave 
frequency, passes through a uniform region of a mercury arc dis- 
charge after which it is demodulated. Exponentially growing wave 
amplification along the electron beam was experimentally observed 


* Received by the IRE, August 7, 1961. This work was sup- 
ported by the Office of Naval Research, Contract NONR 220(13). 

1 Bell Telephone Labs., Inc., Murray Hill, N. J. 

1 California Inst. of Tech., Pasadena, Calif. 

| Microwave Tube Div., Hughes Aircraft Co., Culver City, Calif. 


for the first time at a microwave frequency equal to the plasma fre- 
quency. Approximate theories of the effects of 1) plasma-electron col- 
lision frequencies, 2) plasma-electron thermal velocities and 3) finite 
beam diameter, are given. 

In a second experiment the interaction between a modulated 
electron beam and a slow electrostatic wave on a plasma column 
has been studied. A strong interaction occurs when the velocity of 
the electron beam is approximately equal to the velocity of the wave 
and the interaction is essentially the same as that which occurs in 
traveling-wave amplifiers, except that here the plasma colum replaces 
the usual helical slow-wave circuit. The theory predicting rates of 
growth is presented and compared with the experimental results. 
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1. INTRODUCTION 


N 1929 Tonks and Langmuir! reported on experi- 
ments involving electron-plasma oscillations and 
defined the electron-plasma oscillation frequency 


noe? 


(1) 


where ¢ is the magnitude of the electronic charge, m its 
mass, по the density of plasma electrons per unit volume, 
and eo the permittivity of free space. (MKS units are 
used throughout this paper.) 

When the clectron thermal velocities are small com- 
pared to the velocity of waves being considered, the 
plasma can be characterized by a dielectric constant 


€ Wp? 
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where w is the angular signal frequency and v is an effec- 
tive collision frequency for the plasma electrons. l'or 
the experiments described in this paper the effect of the 
massive positive ions may be neglected. 

In 1948 Haeff? suggested that plasma oscillations 
excited by a directed beam of charged particles might 
be responsible for certain types of RF energy received 
from the sun, and he discussed the mechanism of two- 
stream amplification. Bohm and Gross? have given а 
more extensive discussion of the interaction of an elec- 
tron beam and a thermal plasma. Complex propagation 
constants were found for waves whose frequency is ap- 
proximately equal to the plasma frequency defined in 
(1). The significance of the complex propagation con- 
stant is that small disturbances are amplified as the 
beam drifts through the plasma. In an earlier paper 
Pierce? had noticed a similar instability when an elec- 
tron beam passed through a positive ion cloud and had 
attempted to relate this to positive ion oscillations ob- 
served in vacuum tubes. These discoveries have stimu- 
lated a very great amount of theoretical study of in- 
stabilities in plasmas with non-Maxwellian velocity dis- 
tribution. The amplification mechanism, however, is es- 
sentially that of the double-stream amplifier invented by 
Haeff? and independently by Pierce and Hebenstreit.® In 

1L, Tonks and J. Langmuir, “Oscillations in ionized gases,” 
Phys. Rev., vol. 33, pp. 195, 990; 1929. 

2 K. V. Наеї, “Space-charge wave amplification effects,” Phys. 
Rev., vol. 74, pp. 1532-1533; 1948, Also, “On the origin of solar radio 
noise,” Phys. Kev., vol. 75, pp. 1546-1551; 1949. 

з р. Bohm and E. P. Gross, Theory of plasma oscillations, A. 
Origin of medium-like behavior," Phys. Rev., vol. 75, pp. 1851-1864; 
1949. Also, “Theory of plasma oscillations. B. Excitation and damp- 
ing of oscillations," Phys. Rev., vol. 75, pp. 1861-1876; 1949. Also, 
“Effects of plasma boundaries in plasma oscillations,” Phys. Rev., 
vol. 79, pp. 992-1001; 1950, 

J. R. Pierce, “Possible fluctuations in electron streams due to 
ions, J. Appl. Phys., vol. 19, pp. 231-236; 1948. 

5 A. V. Наеї, “The electron-wave tube,” Proc. ERE, vol. 37, pp. 
4-10; January, 1949. 


€j, R. Pierce and W. B. Hebenstreit, “New type of high-fre- 
quency amplifier,” Bell Sys. Tech. J., vol. 28, pp. 33-51; 1949. 
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the case of the plasma, one group of charged particles is 
stationary. 

Several experiments have been performed in which 
directed electron beams are passed through the plasma 
region of a gas discharge. Looney and Brown's! early 
experiment is representative. À beam of high-energy 
electrons (several hundred volts) was injected into the 
plasma of a dc discharge from an auxiliary electron gun. 
RF signals were detected by a small wire probe placed 
in the beam. The probe was movable and showed the 
existence of standing-wave patterns of oscillatory en- 
ergy. Nodes of the pattern coincided with electrodes 
which bound the plasma. The thickness of the ion 
sheaths at these electrodes determined the standing- 
wave pattern. The frequencies of oscillation seemed to 
be related to the transit time effects of the electrons 
between the sheaths and did not appear to verify the 
theory of Bohm and Gross.? Later Gordon’ investigated 
the energy exchange mechanism which was involved 
and showed that the results of Looney and Brown 
might be understood in terms of reflex klystron oscilla- 
tions due to the electron beam being reflected by the 
sheaths. lle found that the radiation detected by the 
probe was due to the fields of the bunched beam and 
not primarily due to plasma oscillations. Wehner? had 
previously built a plasma oscillator using this klystron 
bunching principle. 

Very recently Kofoid'? found oscillations very similar 
to those of Looney and Brown when two oppositely 
directed electron beams were passed through the 
plasma. This result tends to support Gordon's con- 
clusion. 

The dispersion equation for small amplitude waves 
in a system consisting of a beam and a collisionless 
plasma has been derived by a number of investigators. 

2 2 
To a 
w (w — yw)? 
where оз is the plasma frequency of the plasma, оь is the 
plasma frequency of the beam, and vs is the drift veloc- 
ity of the beam. A number of simplifying assumptions 
have been made in obtaining this result: 


1) Only small sinusoidal waves have been considered. 

2) The electric vector and the direction of propaga- 
tion of waves have been taken parallel to the di- 
rection of the beam (longitudinal waves). 

3) All quantities were independent of the coordinates 


тр. Н, Looney and S. C. Brown, “The excitation of plasma os- 
cillations," Phys. Rev., vol. 93, pp. 965-969; 1954, 

* E, Il. Gordon, “Plasma Oscillations, Interactions of Electron 
Beams with Gas Discharge Plasmas," Ph.D. dissertation, Mass. 
Inst. Tech., Cambridge; 1957. 

? С. Wehner, “Plasma oscillator," J. Appl. Phys., vol. 21, pp. 
62-63; 1950. 

10 М. J. Kofoid, “Experimental two-beam excitation of electron 
oscillations in a plasma without sheaths,” Phys. Rev. Lett, vol. 4, 
pp. 356-557; 1960, 
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perpendicular to the direction of the beam and 
the effective beam boundaries were neglected; 
7. e., the problem was considered one-dimensional. 
4) Thermal velocities and collisions of the plasma 
electrons were neglected. 
5) The plasma and the beam were assumed spatially 
uniform. 


One may interpret this dispersion relation as giving 
either the propagation constant y of waves whose fre- 
quency is w, or the frequency of oscillation of disturb- 
ances whose wave number is y. It is the former inter- 
pretation which we employ in this paper. 

In the absence of a secondary electron beam or al- 
ternative feedback path, we expected the system of an 
electron beam interacting with a plasma over a finite 
length to be inherently stable; that is, we did not expect 
spontaneous oscillations." On the other hand, small 
perturbations in current (shot noise) or velocity of the 
incoming electron beam or fluctuations arising in the 
plasma would increase in amplitude along the electron 
beam. In the first? of the two experiments described 
below (Fig. 1) we deliberately introduced a modulation 
of the electron beam at a microwave frequency and ob- 
served the amount by which this modulation was in- 
creased after having passed through the plasma. This 
experiment verified some of the early predictions. 
Kharchenko, ef ul.,“ examined the modulation of the 
beam as it emerged from the plasma when no micro- 
wave modulation had been applied initially. They 
found a noise modulation whose frequency spectrum 
was sharply peaked at the plasma frequency, presum- 
ably due to the selective amplification of wide band 
fluctuation noise. Finally, Bogdanov,'* and very recently, 
Allen and Kino," repeated our first experiment with a 
longitudinal magnetic field and observed several in- 
teresting new effects. 

During the course of the first experiment it was shown 
that a cylindrical plasma column was capable of sup- 
porting electrostatic waves whose velocity could be 
made slow compared with the velocity of light. This 


пр. A. Sturrock, “Excitation of plasma oscillations,” Phys. Rev., 
vol. 117, pp. 1426-1429; 1960. 

2G. D. Boyd, L. M. Field, and R. W. Gould, “Excitation of 
plasma oscillations and growing plasma waves," Phys. Rev., vol. 109, 
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4 E. V. Bogdanov, V. J. Kislov, and Z. S. Tchernov, “Interaction 
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suggested the second experiment" described below 
(Fig. 4) in which traveling-wave interaction occurred 
between such a slow wave and an electron beam which 
passed down the axis of the plasma at a velocitv about 
equal to the wave velocity. 


II. INTERACTION AT PLASMA RESONANCE 


The first experiment utilized devices of the type 
shown in Fig. 1. An electron beam was modulated by a 
short helix, passed along the axis of the plasma column, 
and then upon emerging was demodulated bv a second 
helix. The plasma density could be varied by changing 
the are current, and strong amplification was found to 
occur? only when the plasma frequency was very close 
to the modulation frequency. 
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Fig. 1—Helix modulation experiment. 


A. The Effect of Thermal Velocities of the Plasma Elec- 
trons—One-Dimensional Theory 


Bohm and Gross? have derived the dispersion equa- 
tion, including the effect of the thermal distribution of 
velocities of the plasma electrons, for a broad electron 
beam passing through a stationary plasma. The effect 
of short-range collisions of the plasma electrons may 
also be included in an approximate manner through 
the introduction of a velocity-independent collision 
frequency? v. We now give a discussion of the solutions 
of this equation lor the conditions of our first experi- 
ment. 

All waves were assumed to have exponential spatial 
and time dependence e't, where у= 8 — io was the 
complex propagation constant and а and 8 were both 
real. A beam plasma frequency was defined in terms of 
the beam electron density ns by b = eme. The 
thermal distribution of velocities of the electron beam 
about their mean velocity ½ was neglected since their 


7 G. D. Boyd and R. W. Gould, “Travelling wave interaction in 
plasmas," J. Nuclear Energy, vol. 2, pt. C, pp. 88-89; 1961. (This 
article contains a preliminary account of the second experiment de- 
scribed here.) 

в R. W. Gould, “Plasma Oscillations and Radio Noise from the 
Disturbed Sun," Calif. Inst. of Tech., Pasadena, Calif., Tech. Rept. 
4, Contract NONR 220 (13); September, 1955. 
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random energy of approximately 0.1 ev was small com- 
pared to the random energy of 4.7 ev of the plasma 
electrons. 
With these definitions the one-dimensional dispersion 
relation may be written 
(w — iv) fo(u)du оь? 


12 — | — Te ro 
e Ju (w — yt, — iv? (о — vv)? 


(4) 


where folu) was the normalized unperturbed distribu- 
tion function of velocities of the plasma electrons and 
du=du,du,du, We assumed a Maxwellian velocity dis- 
tribution 


3/2 
Fee ees 


2тЁТ 2ЁТ 


( + А) ‚ (5) 


where T is the equivalent “temperature” of the plasma 
electrons, and u is their random velocity vector. 

The integral which resulted when (5) was substituted 
into (4) may be expressed in terms of the error function 
of complex argument. A largc-argument asymptotic 
expansion of this function was easily obtained by ex- 
panding the denominator of the integral in (4) in powers 
of yu,/(w—iv) and integrating term by term. The dis- 
persion relatiou became 


/ 2 I? 
T a 
7 y A? 
1 — 1 — 0 — i^) 
[^] [^] 
5 г“ (w/w)? 
LR eur ae ms + 6) 
3 p AA (T — 1)? 
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where 
тиь? 
— . 7 
ЗЕТ (7) 


is the ratio of the beam energy to the mean energy of a 
plasma electron and 
г= 7" (8) 
о) 
is a normalized propagation constant. For the first ex- 
periment А = 100 and . 1. 

Neglecting collisions, there was a range of frequencies 
for which l' was complex and a range for which it was 
real. Since R>>1, only the first two terms of the above 
series were considered. Eq. (6) then reduced to 


(T— IH E A) 4- e = 0, 


oN ©? 
TUE 
Wp wp 


Fig. 2 shows the locus of the roots of this equation 
in the complex T plane with A and с as parameters. The 
growth constant is —a=(w/vs) Im Г. Alternatively, 


(9) 


where 


(10) 
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the gain is 8.680 db per cm, if а has units cm. For 
a growing wave a is negative. This figure reveals that 
the maximum growth rate а occurs when the frequency 
w is within a few per cent of the plasma frequency, pro- 
vided 0.003 S €3.0 and R230. Thus maximum in- 
teraction occurs close to plasma resonance. In Fig. 3 
we plot the normalized growth rate vs / for repre- 


sentative beam energies (R) and beam densities 
(оь? /о 2). 
A*0 
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Fig. 2—Solution of (9) for the complex propagation constant 


e e о 


over a range of values of the parameters ø and A. 


w$ /ш? 


Fig. 3—Growth parameter —a vs the normalized plasma frequency 
squared. R is the ratio of the electron-beam energy to the average 
random energy of the plasma electrons, w?/wp i» the ratio of the 
beam-electron density to the plasma-electron density. 


The effect of collisions is to reduce the growth rate, 
and it is convenient to evaluate this effect when =p 
(A —0) since this is the condition for maximum growth 
rate (approximately). If it is also assumed that colli- 
sions are infrequent (vw), (6) may be written as 


с 


(11) 
r? + iR S 
[6] 


This equation is easily solved by iteration, taking Г? 
equal to unity on the right-hand side as the first step. 
(Results are given in Tables J and II of Sections V 
and VI.) 
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B. The Effect of Finite Electron-Beam Diameter 


In the Appendix we derive the dispersion equation 
for waves which can exist upon an electron beam of 
radius b passing through an infinite plasma. Thermal 
velocities and collisions of the plasma electrons are 
neglected. It is shown that the effect of the finite beam 
diameter is to introduce a beam-plasma reduction 
factor into (3), so that it can be written as 


je e (12) 
ш? (о — тушь)? 
where 
DV 1 
(=) = — (13) 
Gb : ШЕТ: Y(yb) 
I (yb) KON) 
In the thin beam limit (yb—0), the above becomes 
cv ? 1 z 
(=) e 2 (8) (0.11503 ~Inyb) wb«1, (iq) 
We 


which is similar to that obtained by Sturrock." 

We note from (13) that, if y is real, the effect of 
finite beam size is simply to reduce the effective beam 
density and hence the rate of growth. When the growth 
per wavelength is small (- g), it is sufficient to 
evaluate (13) by setting у =w/v. Fig. 3 shows that this 
is not always a good approximation, and a complete dis- 
cussion of the solutions of (12) and (13) has not been 
given. The solutions of the corresponding dispersion 
equation which results when the beam and plasma are 
subjected to a very strong axial magnetic field is given 
in Bogdanov, et al." 


III. SLow-Wave INTERACTION 


During the course of the first experiment (Fig. 1), an 
interaction of the electron beam with the plasma was 
obtained when the plasma frequency was several times 
the modulation frequency imposed on the beam. 

In this case the electron beam interacts with one of 
the slow space-charge waves which propagates along 
the plasma column. These propagating waves are elec- 
tromechanical in nature and result from the interplay 
of kinetic energy of the plasma electrons and the 
energy stored in the electric field. [n the special case of 
no axial magnetic field these waves are surface waves. 
They have been studied in detail by Trivelpiece and 
Gould.“ Synchronism between an electron beam and 
such a slow wave results in familiar traveling-wave 
interaction. (See Pierce and Field'? for a physical de- 
scription of traveling-wave interaction.) 

The second experiment described in this paper was 
designed to investigate more completely this traveling- 
wave interaction. A different configuration, shown in 


19 J. R. Pierce and I. M. Field, “Traveling-wave tubes,” Proc. 


IRE, vol. 35, pp. 108—111; February, 1947. 
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Fig. 4, was employed. In order to enhance the traveling- 
wave interaction, the diameter of the plasma column 
was made smaller than in the first experiment, and the 
electron-beam diameter was made larger. Modulation 
and demodulation of the electron beam was accom- 
plished with cavity resonators (at a fixed frequency) so 
as to allow a variable beam velocitv. 
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Fig. 4—Cavity-modulation experiment. 


A. Slow-Wave Mode of Propagation 


We now give a short theoretical discussion of the 
electrostatic waves which propagate along a nondrift- 
ing plasma column of radius а which fills a glass tube 
whose outer radius is c. Two cases will be considered: 
1) a perfectly-conducting surface at radius c, and 2) the 
glass tube in free space. Thermal velocities and colli- 
sions of the plasma electrons will be neglected. 

The electric fields of these modes are derivable from 
a potential if their phase velocity is small compared to 
the velocity of light.!“ In this approximation the po- 
tential satisfies the Laplace equation. First let there be 
a conducting surface at radius c. Field are assumed to 
vary as ei!) |n the absence of the electron beam 
and neglecting collisions, the propagation constant is 
real, so В is used for the propagation constant instead of 


ү(а= 0). 
The time-varying potential in each region is given by 
J. (Gr 
ġ = Lr) gi (ot-n8—82) f < a 
J. (Bu) 
J. (Br) K, (Oc) T I. (Sc) RK, (gr) : 
Qı — E — — Еа ei (ot —-n0—82) 


J. (Ga) K (Bc) Pu J. (Sc) К „(Ва) 


ағ < с. (15) 


Matching tangential electric field and normal displace- 
ment at r=a, and using (2) for the plasma dielectric 
permittivity and к as the relative dielectric constant of 
the glass, one obtains the dispersion equation 


ej; 
(ae 
- I. (Ga) f I. (Ga) K. (c) "SEN J. (Sc) К. (Ва) h 
7. (Ва) V J. (Sa) K, G) — 7. (Bc) K, (ga) 


where the primes denote derivatives of the Bessel func- 
tions with respect to the argument. In the limit of 


(16) 
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large Ba the asymptotic frequency of propagation is 


The solution of this equation for the circularly sym- 
metrical mode (и =) is shown in Fig. 5 by the lower 
dashed curve, where we plot w/w, vs Ba. The phase and 
group velocities are given by w/8 and до/98, respec- 
tively. Angular dependent modes are not of particular 
interest in the second experiment since their fields 
vanish on the axis where the electron beam passes and, 
in addition, the excitation cavities are cylindrically 
symmetric. 


Fig. 5—Frequency vs propagation constant ga for the surface-wave 
mode of propagation on a plasma-glass column in free space 
(solid curve), and when covered with a conducting surface 
(dashed curve). In the latter case, the upper dashed curve repre- 
sents the 2; =I mode, and the lower dashed curve represents the 
n=0 mode. The O, @ and A correspond to measurements on 
the plasma-glass column in free space, and should lie on the theo- 
retical solid curve. The X data was obtained with the glass coated 
with a conducting layer, and such points should lie on the lower 
dashed curve. 


Where the glass tube is in free space rather than be- 
ing surrounded by a metallic conductor, expressions 
for the potential in three separate regions—1) plasma 
Sd, 2) glass a <r Sc, 3) free space c &r < » must be 
joined so that the tangential field and normal displace- 
ment are continuous. This leads to a dispersion equa- 
tion for the circularly symmetric mode (и = 0) 
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are defined and tabulated by Birdsall.?? Solution of this 
equation is depicted by the solid line in Fig. 5. The 
horizontal line in Fig. 5 at w/w,=1 corresponds to 
plasma oscillations which are independent of the wave- 
length of the disturbance. 

The vertical lines labeled 800, 400, 200, and 100 
volts correspond to constant phase velocity lines when 
the frequency is fixed and the plasma deusity is varied. 
The intersection of these curves with any of the prop- 
agation constant curves specifies the operating point at 
which the electron beam velocity is synchronous with 
the phase velocity of the surface wave. 


B. Interaction Impedance 


An electron beam traveling in synchronism with the 
slow surface wave will interact with the axial electric 
field of the wave. Under these conditions a spatially 
growing wave will result (the propagation constant 
becomes complex), so that the КЕ energy traveling 
along the plasma column increases with distance. This 
energy is supplied by the conversion of the beam 
kinetic energy. 

Pierce?! has shown that an approximate value of the 
growth constant in a traveling-wave amplifier can be 
expressed in terms of an interaction impedance, which is 
proportional to the square of the axial electric field 
at the position of the beam per unit power flow in the 
slow wave. Calculations? of this impedance for the 
circularly symmetric mode of the plasma-glass column 
in free space (w-8 diagram is given by the solid curve 
of Fig. 5) are approimately 800 ohms in the range 
0.5«fa «1.5. 


IV. CHARACTERISTICS OF THE PLASMA 
AND THE ELECTRON BEAM 


A. Mercury Arc Discharge 


The positive column of an are discharge in mercury 
vapor was the plasma. The mercury gas pressure was 
regulated by maintaining the temperature of the mer- 
сигу “well” at 300 +0.1°К. The vapor pressure at this 
temperature was 2.1 X 107? mm Пе (2.1 microns), and 
the density of mercury atoms was 6.8 X10" per cm’. 
The electron density 20, corresponding to an electron 
plasma frequency of 3000 Mc, was 1.1210" per cni. 
The random energy of the plasma electrons was charac- 
terized by an equivalent temperature Te. Measure- 
ments of T, by Langmuir probes gave Т, =35,000°K, 
or 4.7 electron volts. The energy corresponding to the 
axial drift velocity which is necessary to carry the dis- 
charge current was about 0.2 ev and was therefore 
small compared with the random energy. The collision 


20 C. K. Birdsall, “Memorandum for File ETL-12,” Hughes .Vir- 
craft Co., Malibu, Calif.; July 1, 1953. 

2a J. R. Pierce, “Traveling Wave Tubes,” D. Van Nostrand Co., 
New York, N. Y.; 1950. 

* G. D. Boyd, “Experiments on the Interaction of a Modulated 
Electron Beam with a Plasma," Ph.D. dissertation, Calif. Inst. 
Tech., Pasadena; 1959. Also, “Power Flow and Gap Coupling to 
Slow Wave Plasma Modes," Electron Tube and Microwave J. ab., 
Calif. Inst. Tech., Pasadena, Tech. Rept. 12, NONR 220 (13); June, 
1959. 
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frequency of plasma electrons with the sheath at the 
tube wall was approximately 129X10* sec-! for a 
plasma column diameter of 1.04 cm (as in the first ex- 
periment). The collision frequency of electrons with 
un-ionized mercury atoms was 37 X105 sec-! corre- 
sponding to a mean-free path of the plasma electrons 
through mercury atoms of approximately 3.5 cm, which 
was somewhat greater than the tube diameter. 

The mean-free path for beam electrons of 100 to 
1000 volts in the plasma ranged from about 26 to about 
65 cm at the vapor pressure used throughout these ex- 
periments. 


В. Electron Beam 


The electron-beam gun was of the conventional type 
used in traveling-wave tubes. Beam focusing was possi- 
ble with an electron lens (focusing cylinder, Figs. 1 and 
4) and ion space-charge forces. L cathodes were found 
to be the most satisfactory in resisting the adverse ef- 
fects of mercury ion bombardment. Arcing between 
gun electrodes due to the presence of ions did not seem 
to occur in the voltage range employed. The cathode 
button diameters were 0.045 and 0.090 inch in the helix 
modulation tube of Fig. 1 and in the cavity modulation 
tube of Fig. 4, respectively. 


V. HELIX MODULATION EXPERIMENT 
A. Interaction at Plasma Resonance 


A schematic of the helix modulation tube is shown in 
Vig. 1. The plasma interaction length between helices 
was about 5 ст. The inner radius of the glass tube 
was 0.52 ст. The S-band coupling waveguides were 
tapered to 1 ст in height. The input and output helices 
were each 3 ст long. The helix-synchronous voltage 
was 400 volts. 

In the operation of the experiment the electron beam 
was modulated with a microwave frequency between 
2.2 and 4.0 kMc, and the output signal from the de- 
modulation helix was observed as the arc current was 
swept. The plasma density, and thus the square of the 
plasma frequency, is approximately proportional to 
arc current in low-pressure arc discharges.? According 
to the theory presented in Section II, the output signal 
level should be a maximum when the arc current is such 
that plasma frequency wp equals the modulation fre- 
quency о. This value of arc current for maximum inter- 
action should change as the input frequency is changed. 
For convenience, the arc current was swept at a 60-cps 
rate, so that the result could be displayed on an oscillo- 
scope. 

The output signal level was displayed on the y axis of 
the oscilloscope, while a signal proportional to the dis- 
charge current was used to drive the x axis. Fig. 6 shows 


5 В. Klarfeld, “Characteristics of the positive column of gaseous 
discharge," J. Phys. USSR, vol. 5, pp. 155-175; 1941. 
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the resulting display for six different modulating fre- 
quencies. The arc current zero line is the heavy vertical 
line on the extreme left. From these and similar traces 
the current for maximum interaction was obtained, and 
the result is shown in Fig. 7. 


fz3.3AMC fz3.7AMC f A. OHM 

Fig. 0. Detected output signal vs arc current as obtained from the 
helix-modulation tube. Horizontal calibration: 20 divisions equal 
0.40 ampere. 
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Fig. 7—G, and G» give the axial plasma frequency. squared as ob- 
tained from Fig. 6. The circles represent measurements of the 
average plasma frequency squared over the plasma interaction 
region as obtained by the cavity perturbation method. 


The observation that points Gi and С lie on rela- 
tively straight lines passing nearly through the origin 
is strong evidence that the interaction observed corre- 
sponds to plasma resonance. Approximate equality of 
the modulation frequency and the plasma frequency 
must be ascertained from an independent measurement 
of plasma density. The fact that the straight lines when 
extrapolated to zero frequency do not pass exactly 
through the origin may be explained in terms of part of 
the plasma being produced by beam collisions. Dif- 
ferences in beam focusing probably accounts for the 
difference between the intercepts of curves Су and Go, 
taken with different electrode potentials. 

To obtain a measurement of electron density by an 
independent method, the cavity-perturbation tech- 
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nique which measured the average plasma electron 
density over the cross section, was applied to the plasma 
interaction region of the helix tube. The average square 
of plasma frequency was also plotted vs arc current in 
Fig. 7. The difference in slopes (a factor of 1.4) between 
the cavity data and G, or Gz may be explained by the 
fact that electron density on the axis, where interaction 
occurs, is higher than the average density for a specific 
current. Assuming a parabolic dependence of density 
on radius, it was estimated from the ratio of the slopes 
that the edge plasma density was about 0.4 of the plas- 
ma density on the axis, which was in reasonable accord 
with Klarfeld.?* 


B. Rate of Growth 


Table I presents theoretical growth constants in db 
per cm for different values of the electron-beam cur- 
rent. All rates of growth are for 3000 Mc, assume a 
400-volt beam, include a beam-reduction factor of 0.4 
[from (25)], a beam diameter of 3 mm, and a value of 
R 2100. The first column gives the maximum rate of 
growth (such as that taken from the peak of the curves 
in Fig. 3) and neglects collisions. The second column 
also neglects collisions and gives the growth at the 
plasma frequency w= ,. The remaining columns are 
also for w=wp, but include collision frequencies v of 30, 
100, and 300 Mc, respectively. 


TABLE 1 


THEORETICAL GROWTH CONSTANTS AT PLASMA RESONANCE 
FOR THE HELIX MODULATION TUBE 


| Мах С 


„ | db per quet 
mcs v=0 „30 K 10% 100 107 — 300x 10* 
um зы шг LM 
0.5 | 22.05 | 15.5 F 
1.0 27.55 21.4 2955 | 18.8 | 13.5 
NOTE ^| 31.9 | 24.96 | 18.68 


2.0 


Experimentally, the maximum net gain observed 
between the input and output waveguides was about 
+25 db. Under this condition the cathode current was 
2.0 ma, and the current reaching the beam collector 
was 0.48 ma. When the arc was turned off but the beam 
left on, the net loss between waveguides was as little as 


21 M. A. Biondi and S. C. Brown, “Measurements of ambipolar 
diffusion in helium,” Phys. Rev., vol. 75, pp. 1700-1705; 1949. 

% K, B. Persson, “Limitations of the microwave cavity method of 
measuring electron densities in a plasma,” Phys. Rev., vol. 106, pp. 
191-195; 1957. 

% S. J. Buchsbaum and S. C. Brown, “Microwave measurements 
of high electron densities," Phys. Rev., vol. 106, pp. 196-199; 1957. 

27 R. M. Howe, “Probe studies of energy distributions and radial 
potential variations in a low pressure mercury arc,” J. Appl. Phys., 
vol. 24, pp. 881-894; 1953. 
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10 db if the beam remained well focused. This implies 
an electronic gain of 35 db in the 5-cm interaction length 
or a growth constant of 7 db per cm. The theoretical 
prediction, assuming a beam current of 0.5 ma and a 
collision frequency of 100 Me (Table I), was about 
13.4 db per em. On many occasions the helix modula- 
tion tube showed a net Joss of 10 db or so. Adjusting 
electrode potentials of the device so as to show net gain 
was sometimes difficult. 

The theoretical bandwidth of this amplification de- 
vice is less than 1 per cent. The experimentally ob- 
served bandwidths of 25 per cent or so seen in Fig. 6, 
together with the reduced gains, are likely to be ex- 
plained by the variations in the plasma density along 
the path of the beam. When the plasma frequency 
varies along the path of the electron beam, it can be 
shown that the effect is to reduce the gain at any one 
frequency and to increase the range of frequencies over 
which amplification is possible. The density is probably 
lowest where the beam enters and where it emerges 
because ol diffusion losses. 

It is difficult, for two reasons, to observe the growing 
waves at plasma resonance by moving ап antenna 
along the outside of the glass column. First, the fields 
decay exponentially away from the surface of the beam 
and the decay factor is large, since Ba —8.2 for the helix 
tube at 3000 Mc and 400 volts. Secondly, as may be 
seen from the following argument, plasma oscillations 
(w=w,) produce very little field outside the plasma 
column. The dielectric constant (2) is zero in the plas- 
ma, and hence the normal component of the displace- 
ment vector vanishes at the edge of the plasma. There- 
fore, the normal component of the electric field vanishes 
outside the plasma column. Of course this argument 
neglects the effect of random energy of the plasma elec- 
trons, but it does serve to indicate that the field outside 
should be small. The first argument does not apply to 
the cavity modulation tube to be discussed in Section 
VI, since Ва is approximately unity and the electron 
beam passes closer to the edge of the plasma column in 
that tube. The growing wave at plasma resonance was 
detectable in the cavity modulation tube using a travel- 
ing probe. 


C. Slow-Wave Interaction 


When the electron. beam was defocused so badly 
that it filled most of the plasma column, being reflected 
from the sheath from the edge of the plasma column 
and then partially collected at the second helix, an in- 
teraction was observed when the plasma frequency 
was greater than the modulation frequency. Fig. 8 
shows the detected output signal vs arc current. The 
arc current increases from left to right and is zero at the 
heavy vertical line at the far left. Two interactions may 
be seen, the one at lower current occurring when 
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Fig. S Detected output signal vs arc current as obtained from the 
helix tube. Calibration as in Fig. 6. The interaction peak at the 
larger current is with the suríace wave mode of propagation, NF 
is with the output unfiltered. 


@,=w, and the one at higher current presumably due to 
the axially symmetric surface wave mode of propaga- 
tion. The subsidiary maxima in Fig. 2 of the preliminary 
report? were probably also due to the surface-wave in- 
teraction. If the beam were not deliberately defocused, 
interaction with the surface wave could not be ob- 
served since the fields are strong only at the surface of 
the plasma column. 

Also shown in Fig. 8 are two photographs at the same 
frequency taken with the detected output signal both 
filtered and nonfiltered (NF). Appreciable noise is 
present in both interactions, some of which may be as- 
sociated with moving striations.?* 

In Figs. 6, 8 and 9 hysteresis is evident. This may be 
due to space-charge buildup and decay or to non- 
equilibrium heating effects. The hysteresis phenomena 
is not completely understood. 


VI. Cavity MODULATION EXPERIMENT 
A. Slow-Wave Interaction 


A larger beam and smaller plasma column were neces- 
sary to obtain strong interaction with the surface-wave 
mode of propagation, thus the device shown in Fig. 4 
was constructed. By varying the beam voltage (approxi- 
mately 1000 to 100 volts) Ba could be made to fall 
between 0.5 and 1.5. By operating with a significantly 
smaller value of Ba than in the helix tube, the surface- 
wave fields are much stronger near the axis where the 
electron beam passes. By employing an axial magnetic 
field it would be possible to have the fields on the axis 
stronger than at the surface. ls 

The detected output signal 490 Mc is shown in Fig. 9 
vs arc current at six different electron-beam voltages. 
The zero of current is the numbered heavy line at the 


32 L. Pekarek, “Theory of moving striations,” Phys. Rev., vol. 
108, pp. 1371-1372; 1957. 
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Fig. 9—Detected output signal vs arc current as obtained from the 
cavity-modulation tube. Horizontal calibration: 20 divisions 
equal 0.050 ampere. The beam is interacting with the angularly 
independent surface-wave mode of propagation. 


far left. As the beam velocity increases, the phase 
velocity of the slow surface wave must also increase to 
fulfill the synchronism condition. From Fig. 5 it is seen 
that Ba and f/f, decrease as the velocity increases. Thus 
as the beam velocity increases the plasma frequency 
must increase if synchronism is to be maintained. Fig. 9 
shows that, indeed, as the beam voltage is increased, 
the arc current for maximum gain increases. 

The electron density in the plasma column of the 
cavity-modulation tube was measured by the cavity- 
perturbation technique. 2s as a function of arc cur- 
rent. From the arc current corresponding to the peak 
interaction in Fig. 9 one may obtain the experimental 
w-8 diagram as shown by the data points in Fig. 5. 
The result is seen to correspond well to the theoretical 
curves. Any errors in the cavity measurements of 
plasma density would tend to shift the vertical scale. 

Interaction. was also observed at the plasma reso- 
nance with the cavity tube. This interaction occurred 
near the value of the current at which the arc extin- 
guished, and stable operation was difficult, Neverthe- 
less, the values of the interaction-are current at which 
this interaction occurred were used to determine the 
plasma frequency f,—2o,/2z, and the results (f/fp) are 
plotted in Fig. 5 near the horizontal line at f/f, — 1. 
B. Growing Surface Waves ° 

The surface-wave fields are strongest at the surface 
of the plasma column. A traveling probe at the surface 
of the glass column was used to detect a growing stand- 
ing-wave pattern (Fig. 10). The standing-wave pattern 
is a result of the interference between the growing sur- 
face wave and the wave which is reflected by the output 
cavity resonator. From the standing-wave pattern one 
may measure the electronic wavelength on the plasma 
column. This is in agreement with the value predicted 
from the beam voltage. 
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Fig. 10—Growing wave strength vs distance as obtained by a travel- 
іну probe at the surface of the glass column of the cavity-modula- 
tion tube. 


The 250-volt case in Fig. 10 is of particular interest: 
The lower curve was taken with the beam current 
greatly reduced by lowering the cathode temperature. 
The signal then decayed along most of the interaction 
region because of collisional attenuation in the surface- 
wave propagation. The upper curve is with a normal 
beam current and shows a growing wave. 

Theory?! predicts a growth constant of 2.75 db per 
cm when an interaction impedance of 800 ohms (Sec- 
tion 111-В) and a 200-volt beam at l-ma current are 
assumed, and when space charge in the beam, plasma 
random energy, and collisions are neglected. À repre- 
sentative experimental value at 1 ma and 200 volts is 
about 0.8 db per cm. The discrepancy between the 
theoretical and experimental growth constants may 
be due possibly to the neglect of loss along the plasma 
column in the theoretical calculation, 


C. Interaction at Plasma Resonance 


Because of the smaller value of Ba (approximately 1) 
lor the cavity tube (as compared with Ва = 8 in the helix 
tube), it was found that a growing standing-wave pat- 
tern could be observed with a traveling probe outside 
the plasma column (see Vig. 10). A representative 
growth constant was found to be 1 db per cm at 1-ma 
beam current. 

Measurements on the growing standing-wave pat- 
tern. indicated that the interfering wave had a large 
phase velocity compared to the forward-beam velocity, 
and thus the standing-wave pattern was probably due 
to stray radiation in free space from the signal source. 
The standing-wave pattern could not have been a result 
of the reflected surface wave since the latter does not 
propagate when f =f). 

Table 11 gives theoretical growth constants in db per 
cm, assuming a 200-volt beam, a beam reduction factor 
of 0.21 from (25) a beam diameter of 4.8 mm, and a 
value of K = 200/4.7 = 42.6. The presentation of the 
data is similar to that in Table I. 
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TABLE II 


THEORETICAL GROWTH CONSTANTS AT PLASMA RESONANCE 
FOR THE Cavity-MopuLation TUBE 


Max G 2 = 
a Ea e 
а wes y=0 „30 K 10 100 X 105» =300X 10° 
Uus] ee | 5.32 | 4.72 3.58 2.1 
0.5 8.27 733 | 6.38 4.92 | 2.96 
01.0 | 10.32 nil кз vue uae 
20 1272 | 1252 | 11.20 | 9.05 5.78 


The experimentally measured growth rate of 1 db per 
cm was cousiderably less than the theoretical value of 
about 6.7 db per cm (assuming 100-Me collision fre- 
quency), and this discrepancy is most likely due to 
variations of the axial plasma density or to an incorrect 
estimate of the beam diameter in the plasma. 


МИ. SUMMARY AND CONCLUSIONS 


Experiments have been performed substantiating 
two types of interaction between à modulated electron 
beam and a plasma. In one case the plasma acts as a 
resonant, nonpropagating medium and in the other as 
a slow traveling-wave structure with which syn- 
chronism between it and the electron beam is observed. 

Exponential growth constants along the beam were 
measured with a traveling probe for both interactions. 
The experimental rates of growth were considerably 
less than that predicted theoretically. For the travel- 
ing-wave interaction, the neglect of loss and the random 
energy of the plasma electrons in the theory are prob- 
ably of most importancc. 

Trivelpiece and Соша" have shown that immersing 
the plasma column in an axial magnetic field converts 
the nonpropagating plasma resonance into a backward- 
wave propagating mode (phase and group velocities in 
opposite directions) with which backward-wave inter- 
action (and thus oscillation) is possible. Recently Targ 
and Levine?! have observed such backward-wave 
oscillations. Structureless slow-wave propagating cir- 
cuits are intriguing and deserve further investigation. 


APPENDIX 


TuREE-DIMENSIONAL THEORY NEGLECTING THE 
RANDOM ENERGY OF THE PLASMA ELECTRONS 


If in a plasma the wavelength of the disturbance is 
small compared to the free-space wavelength at that 
frequency, the magnetic field associated with plasma os- 
cillations may be neglected. Under this quasi-static 
approximation the time-varying potential and charge 


20 R, Targ and L. P. Levine, *Backward-wave microwave oscilla- 
tions in a system composed of an electron beam and a hydrogen gas 
plasma," J. Appl. Phys., vol. 32, pp. 731-737; 1961. 
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density are related by Poisson's equation 


Уф, = — pi/to. (20) 


In the one-dimensional case analyzed in Section II-A 
the quasi-static approximation is unnecessary since the 
time-varying magnetic field vanishes identically 
(УХЕ = /e. X EI =). 

The three-dimensional problem considered here con— 
sists of an electron beam of finite radius b passing 
through a nondrifting infinite cold plasma. To obtain 
the dispersion equation for growing waves, one com- 
putes the sum of the ac charge densities of the beam 
and of the plasma from the linearized small-signal con- 
tinuity and force equations. Substituting this sum into 
(20) and rewriting slightly, one obtains 


J wp соь? Е 
„ Ф 
(о — уњ)? 


where а 2 dependence of e- has been assumed. This is 
the appropriate differential equation for the beam and 
plasma together. In the region outside the beam the 
same equation can be used by setting оъ —0. 

Note that (21) is written in the form VD; —0, where 
Di is the displacement vector. In this form the bound- 
ary condition at the interface between the region con- 
taining plasma alone and that containing plasma plus 
beam is evident: the normal component of the quantity 
Di is continuous between regions. The potential must 
also be continuous. 

The solutions to (21) are either 


25 0, (21) 


wp? ins 
1 = ; r< b, (22) 
w? (w — yrs)? 
or 
V = 0 0 € r € x, (23) 


Eq. (22) is identical to (3). This represents the one- 
dimensional solution and is independent of beam radius. 
Eq. (22) was derived by Pierce,’ except that he was 
considering the interaction of beam electrons with ions. 
The solution of this equation is plotted in Fig. 3 under 
the designation of R= «. 

For the three-dimensional case the solutions are ob- 
tained from (23). Note that (23) implies that oj-- 15 — 0, 
and therefore that the system consisting of the electron 
beam and the plasma has no density modulation; only 
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a “rippled boundary” form of modulation at r=6 which 
is the interface between the two regions. 

Circularly symmetric solutions of (23) contain modi- 
fied Bessel functions and are, respectively, Js(yr)e- iv 
and Ko(yr)e—*” for the radius less than or greater than 
the beam radius. The potential has been taken to be 
finite at the origin and zero at infinity. Matching the 
above boundary conditions results in 


2 742 
in (а) (2) 
w? (w = yv)? 
where 
э 1 
Gy uuo © 
Wp i To(yb) Ki(yd) 


L(y) КУБ) 


The only quantitative effect in (24) compared to (3), 
which neglects the random energy of the plasma elec- 
trons, is to replace the electron-beam plasma frequency 
by а reduced-beam plasma frequency w. This is a result 
of the difference between rippled boundary modulation 
and density modulation. 

Inclusion of the effects of the random energy of the 
plasma electrons into the finite geometry problem is 
more difficult due to the complexity of the boundary 
conditions. As an approximation to the three-dimen- 
sional problem it is assumed that one may take the 
one-dimensional dispersion relation (6) and replace the 
beam plasma frequency by the reduced-beam plasma 
frequency of (25). This results in an approximate dis- 
persion relation, including the random energy and colli- 
sions of the plasma electrons, for a finite diameter beam 
in an infinite plasma. 

If the electron beam were immersed in a finite axial 
magnetic field both rippled boundary and density 
modulation would occur. 
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A Method of Measurement of Flame 
Attenuation at 200 Me 


ALBERT W. BIGGST, MEMBER, IRE 


Summary—This paper presents a simple method for the deter- 
mination of the attenuation encountered by a VHF signal as it passes 
through a flame or the exhaust trail produced by a flame. The meas- 
urements are made of the VSWR and the shift of the minimum elec- 
tric field as the ionized gases pass between two parallel plates of a 
short-circuited, two-bar transmission line. The relative dielectric 
constant and the conductivity of an ionized gas are plotted for several 
electron densities and collision frequencies for a frequency of 200 Mc. 
Another set of curves is derived from these for attenuation and 
minimum shift due to ionized gases in a predetermined length of 
transmission line. Characteristic impedance curves are also plotted. 
Simple Smith chart techniques are used to determine the VSWR and 
minimum shift when ionized gases pass through a length of shorted 
transmission line. The length corresponds to a half wavelength of the 
wave in the line with no ionized gases present. Calibration was ac- 
complished with the use of distilled water. 


INTRODUCTION 


EVERAL methods are available! for the measure- 
S ments of attenuation in a radio signal when it 
passes through an ionized gas. The selection of 200 
Mc as the frequency for attenuation measurements pre- 
cluded the use of microwave horns? or helix antennas? 
because of their large physical size. The transmission 
line proved to be the simplest mechanism. When it has 
a short-circuited load, the VSWR is high (infinitely 
when losses in the system are absent, but this is impos- 
sible). The minimum is also quite sharply defined. 
When a slightly ionized gas passes between the two 
conductors of a short-circuited transmission line, the 


* Received by the IRE, August 21, 1961. 
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wave is attenuated as it passes to and from the short 
circuit. The VSWR is reduced with the increase of elec- 
tron density and the increase of collision frequency. 
The wavelength of the wave is also increased in the ion- 
ized plasma region. Both of these can be measured with 
a slotted line and a standing wave detector. 


ANALYTICAL DETERMINATION OF VSWR 
AND MINIMUM SHIFT 


The relative dielectric constant A of an ionized gas is 
a function of the collision frequency » of electrons with 
gas molecules, the plasma frequency wp and the fre- 
quency w of the radio signal passing through the me- 
dium. It is given by 


1 
K = 1 -—- ————" , (1) 
(к/о)? + ( 
with the plasma frequency equal to 
PE 
Wp =e = X 105, (2) 


Eom 


where n is the electron density in electrons per cubic 
centimeter, e is the electron charge, m is the electron 
mass, and є is the dielectric constant of free space 
(MKS units). This is shown in Fig. 1 for a frequency of 
200 Mc. The range of collision frequencies is selected 
because it is typical“ for flames. 

The conductivity ø is given by the expression 


а = 60 ————————— — · 
(о/о)? + (w/w)? 
This is shown in Fig. 2 for a 200 Mc signal. 
The attenuation à and phase constant f are derived 
from K and ø in terms of collision frequency and elec- 
tron density from? 


(3) 


T wo N 
wnt vk 4/14 (m) -1 (4) 
Keo 
w = wa N 
в= = VK ieee) (5) 
€ Ke 


The curve for a is shown in Fig. 3. 


J. Schneider and F. W. Hofmann, “Absorption and dispersion 
of microwaves in flames," Phys. Rev., vol. 116, pp. 244-249; October, 
1959. 

5 E, C. Jordan, “Electromagnetic Waves and Radiating Systems," 
Prentice-Hall, Inc., New York, N. Y., p. 672; 1955. 
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COLLISION FREQUENCY 
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Fig. 4—Characteristic impedance of an ionized gas for 
"m different electron densities. 


Fig. 1—Relative dielectric constant in an ionized gas for different 
electron densities. 
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CONDUCTIVITY IN HOS PER METER 
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7 a n . Fig. 5—VSWR with lossless coaxial cable in an ionized 
Fig. 2—Conductivity of an ionized gas for different gas for different electron densities. 
electron densities. 
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ATTENUATION IN NEPBIS PER METER 


VSWR (SOLID LINE) 
MIN SHIFT TOWARO LOAD (CM) (DOTTED LINE) 


Fig. 3—Attenuation in an ionized gas for different 
electron densities. 


Fig. 6—VSWR and shift of minimum for 25 ft PF RG87A coaxial 
cable in an ionized gas for different electron densities. 
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In terms of ¢ and К, the characteristic impedance Zi 


is 
41 = ZI jZ" (6) 
with 
0.707 Zu SS 
'б= — Y VI F (es/Ke)? +1 (7) 


21 = = — 
VII + (wo/Keo)?| 


0.707 Zo 277 
Z" = —— У У + Req! — 1. (8) 


ТООКЕ елы 


'These are shown in Fig. 4. The characteristic impedance 
Же is that for a two-bar transmission line with air di- 
electric :$ 


a 
27 = 1200 = (9) 


where a is the separation between plates and 6 is the 
width of the plates. 

The VSWR for a transmission line with no losses 
is given in Fig. 5. The actual installation uses 25 feet of 
RG87A coaxial cable. The attenuation of this cable and 
56 in of brass two-bar line is 0.012 neper per meter. The 
attenuation lowers the VSWR to those shown in Fig. 6. 
Also shown is the shift in the minimum electric field 
measured from the load. A shorter length of cable would 
yield higher VSWR readings. 


INTERPRETATION OF VSWR AND MINIMUM SHIFT 


At high values of electron density, for » greater than 
108, the minimum shift and the VSWR yield both elec- 
tron density and collision frequency. For low values of 
electron density, two possibilities exist for collision fre- 
quency. More sensitive measurements are needed, but 
the attenuation can be determined with the aid of Fig. 
бапа Fig. 3. 


$ S. Ramo, and J. К. Whinnery, “Fields and Waves in Modern 
Radio," John Wiley and Sons, Inc., New York, N. Y., p. 364; 1953, 
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BAR LINE 


TWO 8AR TRANS- 
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l'ig. 7— Block diagram of measurement equipment. 


CALIBRATION 


Distilled water was used to calibrate the two-bar 
transmission line. A block diagram showing the instru- 
mentation is in Fig. 7. 

The two-bar line was constructed with two wave- 
guides so that cooling water could flow in the line when 
hot ionized gases passed between the bars. One end of 
the line was short-circuited. The other end was matched 
to a coaxial cable by a quarter wavelength balun. The 
line was immersed in distilled water at depths measured 
in wavelengths of the wave in water. The VSWR with 
three-quarter wavelengths of line in water was 1.04. 
For a half wavelength, it was 26. The corresponding 
conductivity was 3X10-? mhos per meter, while the 
relative dielectric constant was 82. This compares with 
107? and 78 from Von Hippel.“ А one molar solution of 
sodium chloride gave a VSWR of 13 for all depths of 
liquid in the two-bar line. The attenuation for a one 
molar solution of salt water is so large for six or more 
inches of liquid that the wave is lost. The solution takes 
on the character of a metallic surface. Eqs. (6) and (7) 
reduce to 


gue ол (2). (10) 


Qc 
The conductivity is readily obtained with the help of a 
Smith chart. The shift in the minimum can also be used 
with liquids of conductivities greater than that of dis- 
tilled water. 


? A, Von Hippel, “Dielectric Materials and Applications, John 
Wiley and Sons, Inc., New York, N. Y., p. 361; 1954. 
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Electrical Characteristics of a Penning Discharge“ 


J. C. HELMERT AND R. L. JEPSEN}, SENIOR MEMBER, IRE 


Summary—The uniform-space-charge theory of the high- 
vacuum, Penning discharge has been tested and supported in two 
experiments. In one experiment a measurement of ion energies veri- 
fies the existence of a large space-charge depression of potential 
along the axis of the anode cylinder. In another, the frequency of body 
rotation of the electron cloud is verified by allowing the cloud to inter- 
act with the structure of a split-anode magnetron. Spontaneous oscil- 
lation is obtained. The avalanche theory of the cold-cathode dis- 
charge is tested by a measurement of the noise spectrum of the dis- 
charge current. Partial confirmation is obtained, although it is finally 
concluded that the discharge may be dominated by other processes, 
such as plasma instabilities. Evidence for plasma instabilities is pre- 
sented in the form of star-shaped, ion-sputtering patterns. Three pos- 
sible instability mechanisms are discussed, by means of which such 
sputtering patterns could be formed. A useful by-product of this in- 
vestigation is the discovery that a Penning “ion-gun” produces a 
naturally collimated, intense ion beam of sharply defined energy. 


I. INTRODUCTION 
|= discharges have been used for ion 


sources, vacuum gauges, and small vacuum 

pumps. More recently it has been possible to con- 
struct high-speed, high-vacuum pumps containing 
thousands of small Penning discharge cells operating in 
parallel. In this respect the state of the art has reached 
a high degree of refinement,! although the electronic 
characteristics of the discharge itself are not too well 
defined. The purpose of this paper is to describe some 
recent experiments on the Penning discharge and to dis- 
cuss the results in relation to existing theories of the 
discharge. 

It is important to note that many different types of 
discharges can exist in the Penning cell, depending on 
the operating pressure. Much of the available literature 
on this discharge is concerned with a low-voltage, glow- 
iype discharge which is observed at relatively high 
pressures. In the following discussion we will be con- 
cerned only with a high-voltage, high-impedance dis- 
charge which is characteristic of the cell for all pressures 
below approximately 10-* mm Ну. Operation in this 
region is distinguished by the fact that there is little 
or no trapping of positive ions in the discharge so that 
the body of the discharge consists of a dense, negative 
cloud of electrons. 


П. PHvsIiCAL PRINCIPLES OF THE 
PENNING DISCHARGE 


The electrode configuration for a Penning cell is 
shown in Fig. 1. À cylindrical anode is mounted between 
two cathodes and inimersed in a magnetic field parallel 
to the axis of the cylinder. It is most easy to visualize 


* Received by the IRE, August 21, 1961. 
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the operation of the cell by supposing that the anode 
contains a cloud of electrons in perfect vacuum. The 
electrons are supposed to have energy less than the ap- 
plied potential, so they cannot reach the cathodes. In 
addition the magnetic field is supposed to be so strong 
that the cycloidal electron orbits in the transverse plane 
are much smaller in diameter than the anode. Then the 
electrons cannot reach the anode. Consequently, the 
electron cloud is contained without losses, except for 
radiation which we neglect. 


Anode 
Potential 


Space Charge 


Cathode Potential 


Potential 


Cathode 
Plate 


Cylindrical 
Anode 


Cathode 
Plate 


Anode 
Potential 


Cathode 
Potential 


Fig. I—Configuration of a Penning discharge. 


Now suppose that a neutral molecule enters the Sys- 
tem. This molecule will eventually be ionized by the 
energetic electron cloud. The ionizing electron will re- 
cover the energy it has lost by moving closer to the 
anode, while the ion is driven into one of the cathodes 
by a strong electric field, giving rise to secondary emis- 
sion of electrons. In steady state, the process is described 
by a Townsend avalanche equation. If the mechanism 
of trapping secondaries is independent of pressure, then 
we may predict the following measurable behavior: 


1) The current drawn by the cell is proportional to 
pressure. 

2) The pumping speed of the cell in liters per second 
is independent of pressure. 


The second conclusion really depends on another as- 
sumption, t.e., that the pumping speed in molecules per 
second is proportional to the current. In any case these 
predictions have been verified over the pressure range 
10— to 107? mm Hg for a cell of approximately the fol- 
lowing dimensions and operating conditions:! 


1961 
anode diameter 2 in 
anode length iin 
cathode spacing iin 
magnetic field 1200 gauss 
anode voltage 3000 v. 


Thus it is reasonable to state that the principal feature 
of the discharge is a trapped cloud of electrons whose 
charge is approximately constant and independent of 
pressure. By virtue of its motion this cloud sweeps out 
the volume of the system at a constant rate, in à man- 
ner analogous to the rotor of a mechanical forepump, 
disposing of the molecules by ionization. To consider 
what happens to the molecules after ionization would 
involve the description of pumping mechanisms which 
are described elsewhere and are outside the scope of this 
article.? 

An additional confirmation of this viewpoint is that 
for different gasses at the same pressure, the current 
drawn is approximately proportional to the ionization 
cross section. Thus the charge of the electron cloud is 
substantially independent of gas tvpe, as well as of 
pressure. 

In order to account for the current drawn at a given 
pressure, in a given gas, one of the authors has shown 
that the number of trapped electrons must be such as to 
cause a space-charge depression of potential along the 
axis of the anode cylinder that is a substantial fraction 
of the applied voltage. The maximum number of 
trapped electrons is determined by the condition that 
the potential depression on the axis of the anode shall 
not exceed the applied voltage, otherwise electrons will 
drain to the cathodes. In the absence of a detailed 
knowledge of the potential profile within the anode, 
we may assume the existence of uniform charge density. 
For this case the maximum amount of negative charge 
Q that may be trapped in a cylindrical anode at a volt- 
age V relative to the cathodes is given by 


Q = 11У x 1077? (1) 


coulombs per centimeter of anode length. This charge 
is independent of the anode diameter. The value of the 
magnetic field depends on the anode diameter, since 
the condition for constant cycloidal orbit energy is 
V/Bd — constant, where V is the anode voltage, d is the 
anode diameter, and B is the magnetic field strength. 
On the other hand, the number of ionizations required 
for an electron to reach the anode remains invariant 
only if V and Bd are separately held constant. This is 
the condition for invariance of the Townsend avalanche 
equation. 

'The large space-charge depression of potential along 
the axis of the Penning cell results in strong radial elec- 


2 S, L. Rutherford, et al., “On pumping mechanisms in Getter-ion 
pumps employing cold-cathode gas discharges at low pressures," in 
Vacuum Symposium Transactions," Pergamon Press, London, Eng., 
p. 380; 1960. 
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charges at low pressures,” submitted to J. Appl. Phys. 
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tric fields within the anode which are transverse to the 
dc magnetic field. Consequently, the device has many of 
the characteristics of a crossed-field, smooth-bore mag- 
netron. Furthermore, experiments by the authors on 
magnetron geometries have disclosed that magnetron 
cells and Penning cells have very similar characteristics. 
Therefore, in the interests of simplicity, it is reasonable 
to approach the theory of the Penning cell by way of the 
theory of the cold-cathode magnetron which has a sim- 
ple, two-dimensional field configuration. Theories for 
the striking potentials of cold-cathode magnetrons have 
been developed by Паеѓег and by Redhead,* but no 
theory exists for the current-voltage characteristic of a 
cold-cathode magnetron discharge under space-charge 
dominated conditions. This is the case of interest to us. 

The difficulty in analyzing the space-charge limited 
discharge is illustrated by a discussion of the planar 
magnetron, shown in Fig. 2. Two planes are separated 
in the x direction by an amount a. The planes lie in the 
yz plane and are immersed in a magnetic field in the 2 
direction. Across the planes is applied a potential V. The 
charge distribution is assumed to be a function of x 
alone. An avalanche, starting from one secondary elec- 
tron at the cathode, works its way towards the anode so 
that the charge of electrons in an avalanche at position 
xis given by 


а= e exp || (/) d, (2) 
0 


LEGEND: 


Electron Path хх Ionization (single) 
— fon Path d+ Mean Free Path 
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Fig. 2— Discharge in a planar magnetron. 


which defines a(E). Multiplying this by the number of 
avalanches per second initiated at the cathode gives 
the average current at position x. The average charge 
density is obtained by dividing the average current by 
the drift velocity v(e) in the x direction. Thus for the di- 
vergence equation V: E —p/e we get 

dE iy 


— = x E)dx 3 
dx ev(/t) SR f. my (9 


* R. Haefer, *Die Strom-Spannungscharakteristiken einer selb- 
standigen Gasentladung im transversalen Magnetfeld,” Acta Phys. 
Austriaca, val. 8, pp. 213-224: 1954. 

5p. A. Redhead, “The ‘Townsend discharge in a coaxial diode 
with axial magnetic field,” Canad. J. Phys., vol. 36, pp, 255-270; 
March, 1958. 
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where io is the current at the cathode (x —0). The solu- 
tion of this equation is constrained by the condition 


f Edx — V — constant. (4) 
0 


In addition we must satisfy the Townsend avalanche 
equation 


Г(Р) [exp f «o — 1 = | (5) 


where Г(Р), a function of the pressure P, is the average 
probability per ion of generating a secondary electron 
at the cathode which succeeds in getting away from the 
cathode by collision with a neutral molecule. We may ex- 
pect in (3) that for every value of E at the cathode Eo 
there is an to such that (4) is satisfied. However, there is 
only one combination Eo, ѓо such that (5) is satisfied also. 
The solutions to (3)-(5) may be obtained with a com- 
puter if the functions a(E), (E), and T(P) are known. 
The trouble is that these functions are not well known. 
If an electron has neither much greater nor much less 
than ionizing energy, then v(E) is approximately the 
radius of the cycloidal electron orbit divided by the time 
between collisions, while (E) is the inverse of the 
radius of the cycloid orbit. In our case this approxima- 
tion is not valid, since the electric field at the cathode 
may be very weak due to space-charge depression. Then 
electrons in traversing the space between cathode and 
anode pass through a wide range in energy, beginning 
with elastic collisions and progressing through the 
energv required for excitation, ionizing, and multiple 
ionizing collisions. An additional limitation to this ap- 
proach is that we have neglected cooperative phenom- 
ena, such as plasma oscillations and instabilities, which 
in the past have played a major role in the explanation 
of current drawn by magnetrons under below cutoff 
conditions. 

In the absence of an analytic solution for the poten- 
tial distribution in the interior of the magnetron or the 
Penning cell, we have found it convenient to assume a 
uniform charge distribution, leading in the case of 
Penning cells to a parabolic potential well in the radial 
direction. The radial electric field E, gives rise to an 
azimuthal drift velocity equal to E, /B such that a 
parabolic potential well produces a uniform rotation 
of the electron cloud. The measurements to be described 
bear in part on the assumption of uniform charge dis- 
tribution. In addition we will consider the effects pro- 
duced by avalanche noise and plasma instabilities. 


III. THE ENERGIES or IoNs PRODUCED 
IN A PENNING CELL 


If a hole is drilled in a cathode on the axis of a Pen- 
ning cell, the ions that are normally incident on the area 
of the hole emerge and form a useful ion beam. The ion 
energies and the beam definition may be analyzed bv 
collecting the beam in a Faraday cup preceded by a 
small aperture for exploring the transverse dimensions 
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of the beam. When a positive voltage is applied to the 
Faraday collector, some of the ions may not be energetic 
enough to overcome the potential barrier and are 
turned away. Thus, the current-voltage characteristic 
of the collector serves to measure the energy distribu- 
tion of the ion beam. Experiments of this type have 
produced the following results: 

1) lon Energies: The ion energy is sharply defined, 
with a spread of less than 10 per cent of the mean ion 
energy. In a standard cell, such as that described in 
Section II, with an anode voltage of 3000 volts, the 
mean ion energy is about 1000 electron volts. These ions 
originate along the axis of the cell and, consequently, 
their energy is a measure of the potential along the axis. 
In this case we have a space-charge depression of poten- 
tial of 2000 volts, thus confirming the earlier prediction 
of the magnitude and importance of this depression. A 
typical current-voltage collector characteristic is shown 
in Fig. 3. The depression of the curve below the zero 
current axis is caused by the collection of secondary 
electrons which are present in copious numbers. 


Cathodes — Collector 


Anode Volts * 4 kv 

Pressure * 5x10°8 mm g 
Mean fon Energy « 1.35 keV |- 
В = 1200 Gauss =| 


Galvanometer Deflection (ст), 1 cm » ‚03 Microamps 


Collector Kilovolts (+450 volts) 


Fig. 3—Measurement of ion energy. 


2) Beamwidth: The beamwidth, which was not 
aperture limited, generally lies between 5 and 10? as de- 
termined by the angle subtended by the halt-intensity 
points at the beam aperture. This measurement was 
made in a plane about 2 in from a }-in diameter beam 
aperture. The unusual degree of self-collimation may be 
caused in part by beam neutralization from secondary 
electrons produced on the edges of the beam aperture. 

3) Voltage Dependence of Ion Energies: Below an 
anode voltage of 4000 volts the ion energy dependence 
is complicated, as shown in Fig. 4. In this region the 
space charge is approaching the theoretical maximum 
given by (1). Above an anode voltage of 4000 volts the 
ion energy increases linearly with voltage so that rela- 
tion to (1) is violated. This violation must occur since 
there is a limit to the space charge that can be con- 
tained by a given magnetic field strength. The condi- 
tion for containment, derived from orbit analysis, is 
simply that 


oh 


А « 1, (6) 
We 
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where c, is the plasma frequency and we is the cyclotron 
frequency of the electrons. 'Thus, as the anode voltage 
increases, the axial potential depression adjusts itself 
so that (6) is always satisfied. This measurement points 
up a unique feature of the Penning discharge, i.e., that 
as a magnetron it is able to adjust the potential of its 
virtual axial cathode to whatever value is best suited to 
the needs of the discharge. 


0 Radius —e 


—€—À— 


Mean lon Energy (kv) 


0 22 ˙ APERIT SEEN Т її Ug 10 
Anode Volts (kv) Relative to Cathode 


Fig. 1—Voltage and pressure dependence of ion energy. 


Allis has shown that (6) is just the ratio of the mc? 
energy density of the electrons to the energy density of 
the magnetic field.“ 

4) Pressure Dependence of Ion Energies: It is shown 
in Fig. 4 that at constant anode voltage, a decrease in 
pressure is accompanied by an increase in ion energy, 
perhaps reflecting a reduction in space charge. This 
brings up the interesting question of whether there is 
some low pressure at which the discharge will go out. It 
is well known, for example, that Penning structures em- 
ploying ring anodes tend to go out at pressures in the 
neighborhood of 10 mm Hg. The explanation of this 
behavior may be that at low pressures too many second- 
ary electrons are recaptured at the cathodes before 
making the ionizing collisions which allow them to be 
trapped in the cloud. This is the origin of the pressure 
dependence of (5). On the other hand, the cylindrical 
anode Penning cell we have described is known to main- 
tain a discharge to pressures as low as 107? mm Ни? 
Our electrode configuration may be especially favorable 
for the generation of two-stream instabilities between 
the secondary electron streams and the trapped electron 
cloud. Such an instability would be an efficient mech- 
anism for the trapping of secondary electrons. In our 
case the instability would occur near the plasma fre- 
quency of the electron cloud, and the condition for in- 


sW. P. Allis, “Motion of Ions and Electrons,” Handbuch der 
Physik, Springer-Verlag, Berlin, Gottingen, Heidelberg, Germany, 
vol. 21, p. 386; 1956. 

? A. Klopfer, “Die Erzeugung Von Hockstvakua mit Getter- 
Ionenpumpen und das Messen von sehr tiefen Drucken," Vakuum- 
Tech., vol. 10, pp. 113-118; May, 1961. 

з], K. Pierce, “Increasing space charge waves,” J. Appl. Phys., 
vol. 20, pp. 1060-1066; November, 1949. 

oA. V. Haeff, “The electron-wave tube—a novel method of 
generation and amplification of microwave energy,” Proc. IRE, 
vol. 37, pp. 4-10; January, 1949. 
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stability is that the secondary electrons shall oscillate 
between the cathodes at approximately the same fre- 
quency. This condition may be met with an electron 
cloud of high density, such as we obtain, but perhaps not 
with a cloud of lower density. 

5) Ion Current: A }-in diameter hole in a 3-in diame- 
ter cell occupies 1/16 of the cross-sectional area of the 
cell. It is found, however, that the ion beam contains 
1 of the total ion current to the cathode from which it 
emerges. This shows that the ion current is most intense 
at the center of the cathode, which may be deduced 
easily by visual examination of the cathode sputtering 
pattern. Through some mechanism, about which we 
can only speculate, many of the ions produced through- 
out the volume of the cell ultimately emerge along the 
axis of the cell with axially directed velocities, thereby 
producing a narrow beam of very high intensity and 
well-defined energy. At a pressure of 10% mm Hg a 
beam current of about 1 microamp is obtained. 


IV. ROTATION OF THE ELECTRON CLOUD 


A distinguishing feature of uniform charge distribu- 
tion is that the electron cloud within the anode rotates 
with uniform angular velocity. If the space-charge de- 
pression of potential along the axis, relative to the 
anode potential, is equal to V, then the shape of the 
parabolic potential well is given by V' = Vo(r/a)?, where 
a is the anode radius. Consequently, the radial electric 
field К, and the angular frequency of rotation w, are 
given by 


E, = 2Vor/a?, e, = E,JrB = 2V0/ Ba’. (7) 
On the other hand the plasma and cyclotron angular 
frequencies are given respectively by 


eBN? 
wp = AeVo/ma*, | we? = (=) ; (8) 


m 


and we note that there is a simple relation among the 
three angular frequencies, given by 


wp = wwr. (9) 


On the basis of this uniform space-charge theory we 
estimate that in our standard cell, described in Section 
I], we have a plasma frequency of about 1000 Mc,a 
cyclotron frequency of 3300 Mc, and a rotational fre- 
quency of 150 Mc. 

The frequency of rotation of the electron cloud was 
measured by splitting the anode lengthwise into two 
halves to form the plates of a split anode magnetron, 
as shown in Fig. 5. To these two plates was connected a 
Lecher wire resonator. Spontaneous oscillation was ob- 
served in the neighborhood of 150 Mc, and the fre- 
quency of oscillation varied in approximate proportion 
to V/B, where V is the anode voltage and B is the ap- 
plied magnetic field, as one would predict from (7). 
Therefore this measurement verifies the predictions of 
the uniform space-charge theory. 

A unique feature of this oscillator is that the electron 
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supply is produced by ionization, the rate of which is 
proportional to pressure. Starting current is obtained 
by raising the pressure until oscillation starts in the 
region of 1079-1075 mm Hg. The power output does not 
exceed a few milliwatts and further increases in pressure 
destroy the oscillation by collision broadening. The 
linewidth of the oscillation is a few megacycles. 


Fig. 5— Gas discharge, split-anode magnetron. 


V. AVALANCHE NOISE 


If the current drawn by the Penning cell is due to the 
random formation of electron avalanches, as described 
in Section II, then this process will give rise to a Schrot 
noise. In the cell current a fluctuation AJ will be ob- 
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served, whose magnitude is given by the following equa- 
tion 

AI/I i. 
where J is the cell current, 9 is the charge in each ava- 
lanche, and f is the bandwidth of the noise. Further- 


more, the noise spectrum will have a high-frequency 
cutoff given by 


(10) 


e = 1/27, (11) 


where 7 is roughly the width of an avalanche in time. 
In one set of measurements, noise of this type was found. 
These measurements indicated that on the average there 
were 106 electrons in each avalanche and that over the 
pressure range 10-10 mm Hg the time width 7 of the 
avalanche was given by the equation 


т = 10 Pin seconds, 


(12) 


where Pan is the pressure in mm Hg. Eq. (12) is exactly 
what one would expect, since the radial rate of electron 
diffusion is proportional to pressure. 

Unfortunately, additional work has shown that noise 
of this type is generally obscured by other processes, 
and avalanche noise seems to be an incidental rather 
than a characteristic feature of the discharge. 


Fig. 6—Cathode sputtering pattern produced by 9 cells. 
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Observation of the ion sputtering patterns on the 
cathodes of a Penning cell frequently show the existence 
of crossed or star-shaped sputtering patterns, particu- 
larly if the anode is not cylindrical. In Fig. 6 is shown a 
photograph of a cathode that has been bombarded by 
a set of nine J-inch-square anodes in a parallel array. An 
eight pointed star is sputtered out of the cathode oppo- 
site each cell with the center of the star on the cell axis. 
The sharp lines of the star are well-defined indentations 
formed by the removal of cathode material. Cylindrical 
cells produce only a pit in the center of the cathode, as 
noted in Section 111, 5). H, however, a slightly elliptical 
cell is used, a cross is formed in the cathode such that 
the lines of the cross coincide with the major and minor 
axes of the ellipse. Visual observation has shown that 
these sputtering patterns are, in fact, images of an 
identical pattern appearing in the discharge itself. In 
lig. 7 is shown a photograph of the discharge as it ap- 
pears in a 2-in-square anode. ‘This shows a pattern iden- 
tical in form with the sputtering pattern from a 3-in- 
square anode in Fig. 6. The luminous lines of the dis- 
charge lie in radial planes containing the axis and can 
be observed only by looking through a transparent 
screen cathode directly along the axis of the cell. 

These remarkable patterns are believed to arise from 
an instability of the discharge which occurs in the pres- 
sure range 105-1075 mm Hg. We may speculate on the 
mechanism of such an instability. 

Instabilities may arise from electrostatic oscillations 
of the electron cloud of the form discussed by Trivel- 
piece and Gould." In this case the Penning anode will 
act as an open-circuited section of waveguide containing 
an electron. cloud. Oscillations may be set up with a 
sinusoidal variation in amplitude along the longitudinal 
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Fig. 7—Appearance of the discharge as viewed along the axis of 
а 2-in-square anode. Pressure 22107 mm Hg. 
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axis and a distribution of radial nodes not unlike those 
formed in a vibrating plate. The frequencies of such 
oscillations will lie somewhat below the plasma fre- 
quency. The star-shaped sputtering patterns may be 
the images of such radial nodes, where the image itself 
is formed by RF gradient focusing of the ions. In gen- 
eral, the function of anode asymmetry is to lock the azi- 
muthal position of the instability to the laboratory co- 
ordinates. 

Another form of instability which arises in crossed 
field devices has been discussed by Bunemann," and by 
MacFarlane and Hay.” This instability gives rise to 
the formation of radial spokes in the discharge which 
may or may not be rotating. If, as in our case, the spokes 
are not rotating, the instability condition is approxi- 
mately that the electron cloud rotates through these 
spokes at a rate such that the frequency of perturbation 
in the frame of reference of the electron is equal to the 
local plasma frequency. 

Pease’? discussed a third form of instability, giving 
rise to radial spokes of oscillating amplitude. In one 
form of his instability the radial-oscillation frequency is 
equal to the cyclotron frequency /4/2 and the resulting 
spokes would produce a cross-shaped sputtering pattern 
such as we observe in elliptical cells. At this time, 
however, the true mechanism for our instability is un- 
known. 

VII. CoNCLUSIONS 

The large space-charge depression of potential on the 
axis of a Penning discharge has been measured. This 
measurement verifies the prediction that the anode 
traps a very dense cloud of electrons and that space- 
charge fields play a dominant role in the behavior of the 
discharge. The theory of uniform distribution of space 
charge has been supported by a measurement of the 
angular drift frequency of the electron cloud. À Schrot 
type of avalanche noise may occur in Penning dis- 
charges, but it is not essential to the existence of the dis- 
charge. Therefore the operation of the discharge cannot 
be explained by simple diffusion theory alone. Radial in- 
stabilities of unknown origin appear in the high-pressure 
end of the high-vacuum discharge region. These are 
responsible for the star-shaped sputtering patterns that 
have been observed on the cathodes of the discharge 
cell. The high-vacuum Penning discharge may be used 
as an ion gun, in which case it produces a naturally 
collimated, very intense ion beam of well-defined energy. 


VIII. ACKNOWLEDGMENT 


'The authors are particularly indebted to S. L. Ruth- 
erford, S. L. Mercer, and E. Hodges for their assistance 
in the completion of this work. 


10 A, W. Trivelpiece and R. W. Gould, “Space charge waves in 
cylindrical plasma columns," J. Appl. Phys., vol. 30, pp. 1784-1793; 
November, 1959, 

11 Q, Bunemann, “A small amplitude theory for magnetrons,” J. 
Electronics and Control, vol. 3. рр. 1-50; July, 1957. 

2G. G. MacFarlane and H. С. Hay, “Wave propagation in a 
slipping stream of electrons," Proc, Phys. Soc. (London) B, vol. 63, 
pp. 109-427; Мау, 1950. 

з M. С. Pease, “Time dependent electron flow,” J. Appl. Phys., 
vol. 31, pp. 70-76; January, 1960. 


1926 


PROCEEDINGS OF THE IRE 


December 


Generation and Application of Highly Ionized 
Quiescent Cesium Plasma in Steady State* 


J. Y. WADAT, MEMBER, IRE, AND R. C. KNECHTLIT, MEMBER, IRE 


Summary—A method of generating highly ionized quiescent 
plasmas in steady state is presented. Plasma densities in excess of 
4X10" ions/cm! at greater than 90 per cent ionization have been ob- 
tained. The validity of double probe measurements of plasma density 
and temperature in the presence of a dc magnetic field up to about 
1500 gauss has been established. The recombination coefficient o 
of highly ionized cesium plasmas up to densities exceeding 4x 10? 
ions/cm? has been found to be equal to or less than 3X 10 u cm" /sec, 
at least an order of magnitude smaller than the lowest value pub- 
lished to date. A valuable technique for basic as well as applied 
plasma research has thus been developed and directly applicable re- 
sults obtained. 


I. INTRODUCTION 


УНЕ most commonly used method of generating a 
laboratory plasma is by means of electrical dis- 
charges. Typical characteristics of such plasmas 

are low percentage ionization, instabilities, and oscilla- 
tions. Furthermore, a thermal equilibrium condition of 
the electrons and ions is not normally obtained in 
steady-state operation. For these reasons, a need for a 
new method of generating highly ionized quiescent 
plasmas of useful density in steady state has long been 
recognized. The possibility of generating a quiescent 
plasma by means of thermionic electron emission com- 
bined with resonance ionization (contact ionization) of 
cesium vapor was reported a number of years ago.! The 
plasma produced by this new method overcomes the 
aforementioned difficulties encountered with electrical 
discharges; such a plasma then makes possible a system- 
atic and conclusive investigation of the properties of 
fully ionized quiescent plasmas. More recently, the 
results of experimental investigations of such a cesium 
plasma at a number of laboratories have been re- 
ported.2-> A brief account of the experimental results 
obtained at our laboratory was published earlier. The 
purpose of the present paper is to give a more extensive 
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and detailed description of the apparatus and of those 
experimental results obtained since the earlier publica- 
tion. 


II. GENERATION Or HIIGHLV [oNIZED 
QUIESCENT PLASMA 


A quiescent highly ionized cesium plasma is generated 
and maintained in steady state in the apparatus 
sketched in Fig. 1. This apparatus consists of two 
plasma emitters facing one another and immersed in a 
homogeneous axial uniform magnetic field as shown by 
By in Fig. 1. Each plasma emitter consists of a tantalum 
disk heated to thermionic emission temperature by 
electron bombardment from an auxiliary cathode. [n 
order to ensure an electric field free plasma region, the 
auxiliary cathode is completely isolated from the 
plasma. The whole device, including the hot tantalum 
plates, is placed in a vacuum tight enclosure and thor- 
oughly outgassed at an elevated temperature. The 
pressure of background gases other than cesium vapor 
is kept at all times on the order of 10-7 mm Hg or less 
in order to keep the effect of these gases negligible. Such 
a condition is maintained with the use of a vac-ion pump 
attached to the apparatus. Although this vac-ion pump 
is operated only when the cesium vapor pressure is low- 
ered by cooling the enclosure wall to subzero tempera- 
tures, and though it is turned off during experiments to 
avoid pumping of cesium, the background gas pressure 
does not exceed the order of 10-7 mm of Hg at any 
time, The cesium vapor pressure is controlled by admit- 
ting an excess of cesium metal into the apparatus after 
a thorough outgassing, and by accurately controlling 
the temperature of the enclosure walls. A direct meas- 
urement of the cesium vapor pressure is made during the 
operation by measuring the saturation Cs* ion emission 
from a hot tungsten filament installed in the enclosure. 

In the apparatus of Fig. 1, ions are emitted by con- 
tact tonization of the cesium on the hot tantalum disks; 
simultaneously, electrons are emitted thermionically 
from the same disk. Thus, plasma is continuously gen- 
erated at both ends of the plasma column at a rate con- 
trolled by the neutral cesium vapor pressure. Since 
these hot tantalum disks facing each other act as plasma 
emitters, there is no loss of plasma at either end of the 
plasma column. Further, a relatively modest dc mag- 
netic field (of the order of a few hundred gauss) is suffi- 
cient to make plasma diffusion in the radial direction 
negligible. This technique results in a well-defined 
quiescent plasma column, as indicated in Vig. 1. 
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Langmuir probes were used to measure the plasma 
characteristics (ion density, electron temperature) be- 
cause of the inherent simplicity of the probe technique. 
These probes were used as double probes, in order to 
minimize the perturbation introduced by them in the 
plasma ; their dimensions also were kept relatively small. 
Such double probes were installed at the midplane be- 
tween the two emitters. Each set consists of two 0.025- 
mm-diameter tungsten wires spaced approximately 3 
mm apart and connected with small springs to the 
tungsten pins sealed on through the glass envelope. One 
set is placed near the axis of the plasma column; the 
other set is located a short distance away from the main 
plasma column. Because of the presence of a de mag- 
netic field, the validity and interpretation of this double 
probe method of measurement could be subject to 
question. Our experimental results described in Section 
IV did, however, substantiate our theoretical expecta- 
tion that double probe measurements, even in the 
presence of a de magnetic field up to at least 1500 gauss, 
are reliable undec the conditions of our measurements 
(probe dimensions, spacing, and sheath thickness—all 
smaller than the ion cyclotron radius). 

Using these probes, the characteristics of the emitter 
and some properties of the cesium plasma generated in 
this apparatus have been investigated. The results are 
summarized below. 


J. Radial Density Distribution 


For a first-order evaluation of the radial density dis- 
tribution of the plasma column generated in the appa- 
ratus shown in Fig. 1, this apparatus was used with one 
plasma emitter operating, the other being kept cold. The 
angle of the dc magnetic field with respect to the axis of 
the tube was then continuously changed so as to sweep 
the plasma column across the probes (three fixed probes 
at different radial positions were used in this experi- 
ment). The probe measurements of plasma density as a 
function of magnetic field orientation yielded the profile 
shown in Fig. 2. Typically, the plasma density at the 
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radial distance beyond 1.4Ro (Ro is the radius of the 
emitter) is smaller than one-tenth the density near the 
center of the plasma column. 


B. Effect of Emitter Temperature on Stability of Plasma 


In Fig. 3 the effect of the emitter temperature on the 
plasma density is shown for a fixed neutral cesium 
'apor pressure. At sufficiently high emitter tempera- 
tures, the rate of the thermionic electron emission ex- 
ceeds the rate of ion generation; then the plasma density 
is dependent only on the cesium vapor pressure and is 
nearly independent of the emitter temperature. On the 
other hand, if the emitter temperature is made lower, so 
that the rate of ion generation is greater than the thermi- 
onic emission rate, then the rate of plasma generation 
will be limited by the rate of electron emission. This is 
borne out by the measurement of plasma density vs 
emitter temperature shown in Fig. 3. This measurement 
indeed indicates that for J.<J, (i. e., T 42000 K in 
Fig. 3), 

Qe 
Ha =i = o——3 
ev 
where J, and J- are respectively the electron saturation 
current density? and ion saturation current density 
available at each plasma emitter. (The factor two arises 
from the fact that two plasma emitters are operating.) 

At relatively low temperatures, a positive space- 
charge sheath on the thermionic emitter surface is 
formed as a result of excess ion generation. Then the 
thermionic electrons are accelerated across the positive 
ion space-charge sheath and are therefore expected to 
gain energy. This excess energy may manifest itself 
either in form of noise, fluctuations, oscillations, excess 
electron velocity, or excess electron temperature. In our 
experiments, fluctuations of the potential of a floating 
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The experimental data given in Section II-B has been obtained 
with a tungsten plasma emitter. The general discussion and con- 
clusion of this section, however, also do apply to tantalum emitters 
with an appropriate translation of the temperature scale by ap- 
proximately 120°K towards lower temperatures. 
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probe were actually observed when an ion sheath was 
present at the plasma emitters (excess ion emission; 
T <1900°K in Fig. 3). These fluctuations were observed 
with a high frequency and sensitive oscilloscope con- 
nected to the probe. They occurred at frequencies ap- 
proximately in the range of 10 to 100 kc with an ampli- 
tude on the order of 0.04 v, decreasing as the tempera- 
ture increased. These fluctuations disappeared when the 
emitter temperature was raised to the point where no 
more ion sheath was formed at the emitter (Jp 
at; 7 1000 K in "ig. 3). 


C. Measurement of Degree of Ionization 


The results of a typical set of measurements of cesium 
plasma density and neutral cesium density are shown in 
Fig. 4. The corresponding values of the degree of ioniza- 
tion v of the plasma are shown on the same figure. 1t 
may be observed that up to a density higher than 
n4 = 10" ions/cm?, a plasma with a degree of ionization 
90 per cent has been obtained. It is interesting to 
point out that the value v = 90 per cent corresponds ap- 
proximately to the degree of ionization expected by 
taking into account the plasma loss on the probes as 
long as the volume recombination is negligible. At 
higher densities volume recombination should be more 
pronounced and reduce the degree of ionization of the 
plasma with increasing plasma density. In fact, by the 
measurement of the percentage ionization, the value of 
the recombination coefficient may be determined experi- 
mentally. The discussion of this experiment and the 
results obtained will constitute the next section. 

It should be noted that a highly ionized quiescent 
plasma can easily be generated with the technique de- 
scribed here. Such a plasma in steady state constitutes 
a valuable experimental tool to the investigation of the 
properties of highly ionized plasma in basic as well as 
applied plasma research. In the following sections, two 
of many possible applications of such quiescent cesium 
plasmas are considered in some detail. 
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III. MEASUREMENT oF RECOMBINATION COEFFICIENTS 


An immediate application of our highly ionized quies- 
cent cesium plasma is the measurement of the recombi- 
nation properties of ionized cesium ions, viz., the coeffi- 
cient of recombination. As was mentioned carlier, the 
plasma diffusion in the radial direction may be made 
negligible with the application of a dc magnetic field. 
"Thus, in the presence of an axial dc magnetic field, the 
first-order cause for plasma loss in this plasma column is 
volume recombination, together with plasma losses on 
the small probes used to measure the plasma density and 
temperature. The plasma loss on the probes is readily 
taken into account, and its effect on the degree of 
ionization of the plasma is, to a first-order approxima- 
tion, independent of plasma density. The degree of 
ionization of the plasma then is determined by the 
condition that the rate of cesium ion generation on the 
plasma emitters be equal to the rate of cesium ion loss 
by volume recombination and by surface recombination 
on the probes. Since the rate of volume recombination 
is proportional to the recombination coefficient, the 
latter is found directly from the measurement of the 
degree of ionization as a function of plasma density. 
More specifically, we can write the rates of plasma 
generation and plasma surface and volume recombina- 
tions in the following manner: 


1961 


2) 
ot gen 


ï 
= (24.) (=) (rate of plasma generation) 


cay 
ot probe 


v 
= (A,) (=) (rate of plasma losses to probes) 


an 
д! volume 


= ann, e. 


= an}? AeL (total volume recombination), 


where 


n. = пу = plasma density 
по =cesium neutral density 
24,27 total combined area of two emitters (4, is 
approximately equal to the plasma col- 
umn cross-sectional area) 
A, 7 total effective area of probes (including the 
ion sheath effects) 
do / 4 average thermal velocity of neutral cesium 
directed toward the plasma emitter surface 
3,/4=average thermal velocity of the positive 
cesium ion directed toward the effective 
probe surface 
І, = distance between two plasma emitters. 


Equating the rate of cesium ion generation on the 
emitter to the rate of cesium ion losses by volume re- 
combination and on the probes, the recombination co- 
efficient can be obtained explicitly in terms of measur- 
able quantities, 


Vo Е RM 4 Án | 
C= S— ee ee 
2Ln, v 2 4 do. 


where v = n,/(n4 4-14) is the measured degree of ioniza- 
tion. 

In an apparatus of the type sketched in Fig. 1, a 
plasma column with density up to about 4X10” 
ions/cm? has been generated and sustained between two 
hot tantalum emitters which are spaced 10 cm apart. 
'The corresponding degree of ionization (as shown in 
Fig. 4) at the density of 4X10” ions/cm? yielded with 
the above relation an upper limit for the volume re- 
combination coefficient a of 


3 


cm 
а < 3 х 10-1 — · 
sec 


To evaluate the significance of this result, it is ap- 
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propriate to compare it with the measured values of a 
reported to date in the literature*? and with the values 
which may theoretically be expected. 

The values published to date®® for а all are larger 
than our measured limit a<3X10-" cm? sec-!. (The 
lowest reported value is that of 3X 10—19 cm? sect given 
by Mohler.5) Insofar as dissociative recombination was 
invoked in the published experiments??? to explain these 
relatively high values of o, the fact that our experiment 
leads to lower values of о is not too surprising. In our 
experiment, the high degree of ionization and low 
prevalent neutral density should greatly reduce the 
probability of formation of molecular ions and, there- 
fore, of dissociative recombination. 

The minimum value of a а to be theoretically ex- 
pected corresponds to pure radiative recombination and 
is about equal to 107? ст? вест! at an electron tem- 
perature of 2000 K. This is not inconsistent with the 
result of our measurements. 

Finally, considering the collision of two electrons with 
one ion in a highly ionized plasma leads to the recombi- 
nation theory recently proposed by D'Angelo.!? This 
should apply to our experimental conditions; for an 
electron temperature 7`= 2000°К and an electron den- 
sity of u. 4K 10 cm™, this theory predicts 810 
cn? sec, a value which is also consistent with our 
measurements so far. 

'To gain a better understanding of recombination in a 
highly or fully ionized plasma, a measurement of the 
actual value of @ rather than a determination of an 
upper limit still is called for. This means a modification 
of our apparatus for measurements at higher plasma 
densities and cesium vapor pressures. These modifica- 
tions are presently being undertaken. At the same time, 
because of the apparently very low value of a, the 
generation of a highly ionized quiescent plasma in 
steady state up to densities of the order of 104 cm™ in 
large volumes may be expected with the type of appa- 
ratus shown in l'ig. 1. Even higher densities may be 
feasible in smaller volumes. 


IV. VALIDITY or DOUBLE PROBE MEASUREMENTS 
IN A DC MAGNETIC FIELD 


Because double probes are convenient to use with the 
quiescent cesium plasmas considered here, it was found 
desirable to verify the validity of double probe meas- 
urements in presence of a dc magnetic field. Indeed, 
while the double probe methods of plasma density and 
temperature measurements in the absence of magnetic 


5 F. L. Mohler, “Recombination of ions in the afterglow of a 
cesium discharge," J. Res. NB.S, vol. 19, pp. 447-456; 1937. 

? P. Dandurand and К. B. Holt, Electron density and light 
intensity decay in cesium afterglows," Phys. Rev., vol. 82, pp. 278- 
279; April, 1951. 

10 N. D'Angelo, “Recombination of ions and electrons," Phys. 
Rev., vol. 121, pp. 505-507; January, 1961. 
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field are commonly accepted," their interpretation in 
the presence of a dc magnetic field has been subject to 
question.“? It is reasonable to assume, however, that as 
long as the ion cyclotron radius is larger than sheath 
thicknesses and probe dimensions, the effect of the mag- 
netic field on double probe characteristics may be neg- 
lected in a double probe measurement. This state- 
ment is based upon the following consideration. As long 
as the ion cyclotron radius is relatively large, neither 
the shape of the ion sheath around the floating double 
probes, nor the ion saturation current to these probes 
should be greatly affected by the magnetic field; hence, 
the plasma (ion) density measurements should, to first 
order, remain unaffected. The rate of electron collection 
in the retarding field of the floating probes should not 
be greatly affected by the magnetic field either; even 
though the electron cyclotron radius may be small, one 
degree of freedom (in the direction of the magnetic 
field) remains unperturbed for the electron motion, 
Hence, the double probe measurement of electron tem- 
perature (obtained from the rate of electron collection) 
should not be greatly affected by the magnetic field. The 
experimental results presented here substantiate these 
assumptions. 

In the present measurements, plasma density and 
temperature are measured by means of double probes 
and interpreted according to classical double probe 
theory! as if no dc magnetic field were present. The 
plasma density thus obtained from the double probes is 
then compared with that obtained from a microwave 
cavity (resonant frequency shift) measurement; the 
electron temperature from the probes is compared with 
the pyrometrically measured temperature of the plasma 
emitter. The prior comparison of the plasma electron 
temperatures with the plasma emitter temperature by 
measurements of the mean cyclotron radius had shown 
these two temperatures to be the same within measur- 
ing accuracy for the conditions of the experiment de- 
scribed below.!? 

The cesium plasma used in the present measurements 
was generated in the apparatus sketched in Fig. 5. A 
drifting cesium plasma column was formed which ex- 
tended through the length of a tubular glass envelope up 
to an end plate. The latter was used mainly to properly 
align the dc magnetic field. Two sets of double probes 
are mounted on the glass envelope. The distance be- 
tween the two sets of probes is sufficient for insertion of 
an appropriate microwave cavity between them; how- 
ever, this distance is small compared with the total 
length of the plasma column in order to a have uniform 


"Е. O. Johnson and L. Malter, “A floating double probe method 
for measurements in gas discharges," Phys. Rev., vol. 80, pp. 58-68; 
October, 1950. 

A. Gutherie and R. К. Wakerling, The Characteristics of Elec- 
trical Discharges in Magnetic Fields," MeGraw-Ilill Book Co., Inc., 
New York, N. Y., p. 30; 1949. 

9 W., Knauer, private communication. 
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density over the measured region. Since the plasma con- 
sidered was well defined and in steady state, the instru- 
mentation was very simple. For the microwave density 
measurements, as shown in Fig. 5, an S-band micro- 
wave cylindrical cavity with a proper TMow resonant 
mode was placed in between the two sets of double 
probes, over the glass envelope which contained the 
steady-state plasma column. Since the TMow mode 
contained only axial and no radial electrical fields (ex- 
cept for the fringe field due to the holes on the cavity 
end plates), the microwave plasma density measure- 
ment would be essentially independent of the applied 
magnetic field strength. 

Each set of double probes consisted of two 0.025-mm- 
diameter tungsten wires spaced approximately 3 mm 
apart and welded on to the tungsten pins sealed on 
through the glass envelope. Two sets of probes were used 
to determine whether an axial density gradient existed 
in the plasma column along the cavity interaction 
region. The double probe plots obtained from these two 
sets of probes are practically identical for magnetic 
fields above 300 gauss, thus showing, as expected, negli- 
gible plasma density gradient along the microwave 
cavity. 

The measurements were made over the range of mag- 
netic field extending from 300 gauss to 1500 gauss with 
a plasma emitter temperature (pyrometrically measured 
temperature of hot tantalum disk) at about 2100 K and 
with plasma densities between 1019 and 10" electrons 
/cm?. The emitter temperature was made sufficiently 
high so that 1) the rate of thermionic electron emission 
would exceed the rate of ion emission; 2) the possible 
formation of a positive ion-space charge is eliminated; 
and 3) the temperature of electrons in the plasma is 
essentially equal to the emitter temperature. Under 
these conditions, and with the probe dimensions and 
spacings given above, sheath thickness, probe dimen- 
sions, and probe spacings were small compared with 
ion cyclotron radius. Double probe characteristics were 
recorded on an x-y recorder; a typical characteristic 
is shown in Fig. 6. These probe characteristics were 
interpreted according to the classical theorv of double 
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probes in absence of magnetic fields. Because of the 
small probe diameter, the effect of sheath thickness had 
to be taken into account;!! this was also done under the 
assumption that the effect of magnetic field on sheath 
thickness was negligible, the sheath being an ion sheath 
controlled by ion current flow over a distance small com- 
pared with ion cyclotron radius. The radius of the 
plasma column was assumed to be the same as the emit- 
ter radius. 

The plasma density measurements pertormed simul- 
taneously with the double probes and with the micro- 
wave technique are compared in Fig. 7. Agreement 
within 30 per cent is shown throughont the entire range 
of magnetic field used in the experiment. The fact that 
the discrepancy of 30 per cent between the two meas- 
urements is independent of magnetic field indicates a 
systematic rather than magnetic field dependent error. 

The electron temperature of the plasma obtained 
from the probe measurements was compared with 
simultaneous pyrometric measurements of the plasina 
emitter temperature (hot tantalum disk), the latter 
having already been found equal to the electron tem- 
perature of the plasma. The result is given in Table I 
and shows agreement within 10 to 20 per cent. 

'The results shown in Fig. 7 and Table I lead to the 
conclusion that double probe measurements of plasma 
density and temperature are reliable and are not notice- 
ably affected by the presence of a dc magnetic field, at 
least under the conditions of the experiments reported 
above where sheath thickness, probe dimensions, and 
probe spacing were small compared with ion cyclotron 
radius. $ 
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TABLE I 


PLASMA TEMPERATURE MEASUREMENTS 


Magnetic Field Plasma Temperature, °K 


Double Probe | 


Bo, gauss Pyrometric 
300 2450 2100 
375 2300 2100 
525 2450 2100 
675 2300 2100 

1050 2360 2100 
1350 2170 2020 
1350 2250 2120 
1500 | 2450 2100 


V. CONCLUSION 


In conclusion it may be stated that the usefulness of a 
simple technique for generating highly ionized quiescent 
plasmas of reasonably high density in steady state has 
been demonstrated, that the validity of double probe 
measurements in the presence of dc magnetic fields up 
to at least 1500 gauss has been verified, that a novel and 
direct technique for the measurement of the recombina- 
tion coefficient of cesium plasmas has been developed, 
and that this coefficient has been found so far to be 
«3x 107! cni? sec"! up to plasma densities on the order 
of 4 X10! ions/cny*. 
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A New Approach to Thermionic Energy Conversion: 
Space Charge Neutralization by an 
Auxiliary Discharge" 


W. BERNSTEIN} AND R. C. KNECHTLIt, MEMBER, IRE 


Summary—The characteristics of an auxiliary discharge thermi- 
onic energy converter are derived and compared with experimental 
results. It is shown that the power expended in the auxiliary dis- 
charge can be as low as 10 per cent of the power generated by the 
converter. Thus, efficiencies of about 25 per cent and power output 
densities as high as 10 w/cm* can be obtained at temperatures of 
about 1500^K provided that low work function anodes are developed. 
The specific advantages of the auxiliary discharge technique over the 
conventional cesium converters are discussed. 


INTRODUCTION 


HE developmentof practical thermionic converters 
0 under active investigation at many laboratories. 
Desirable requirements for a useful converter in- 
clude a conversion efficiency of at least 20 per cent, a 
power output of at least 5 w/cm?, a life of at least 1000 
hours, and operation in a temperature range consistent 
with the intended heat source. The usual heat sources 
include combustion, solar, nuclear, and radioisotope; 
therefore, a reasonable upper limit to the operating tem- 
perature appears to be about 1800°K. In this paper, it 
will first be shown that it should be possible to realize 
the desired efficiency and power output density require- 
ments at cathode temperatures of about 1500°К; sec- 
ondly, that the techniques which have been most in- 
tensively investigated do not appear capable of satisfy- 
ing all the converter requirements; finally, a new tech- 
nique will be presented which appears to represent a 
solution to many of these problems. 
Simplified expressions for the efficiency and power 
output density of a converter are given by 


фе — da — Jood 
n = Nr A. T. Po = Jo(ó. — фа — Jopd), 
: P Jo 
where 


фе and фа = the cathode and anode work functions, 
respectively, 
Jo = collected current density in а/ст?, 
p = plasma resistivity, if a plasma is present 
in the interelectrode space, 
d —interelectrode spacing in ст, 
4,/A, — ratio of radiating to emitting areas, 


* Received by the IRE, August 16, 1961. 
T Hughes Research Labs., Malibu, Calif. 


e = emissivity of the cathode, given by 


1 1 
17 — —— 1), 
єє є, 
с =Stefan-Boltzmann constant, 
Т —absolute temperature. 


In this expression we have obviously neglected losses 
associated with the heat conductivity and electrical 
resistance of the leads, and have assumed that the total 
current per diode is sufficiently small so that effects of 
the self-magnetic field can be ignored. 

The plasma resistivity arises from interaction of the 
emitted electrons with ions and neutral particles in the 
interelectrode space. The charged particle resistivity 
can be evaluated from the equation derived by Spitzer,! 


6.53 X 10% In A 


оа = — 


T? 


Q cm, 


and can be reduced only by an increase in the electron 
temperature. The resistivity due to electron-neutral 
collisions is evaluated, in the temperature range, by 


(1.3 X 10 Ост 
p: — „5 


А 


where 


с. = electron-neutral cross section, 
f fractional ionization, 


and can be reduced significantly by an increase in the 
fractional ionization and an increase in the electron 
temperature for certain gases. 

In order to conveniently determine the optimum per- 
formance of a thermionic converter, the equations for 
efficiency and power output density have been evaluated 
as functions of cathode temperature in Figs. 1 and 2 for 
anode work functions of 1.0 and 1.8 ev respectively, 
under the following assumptions: 


1) The output current density is 10 a/cm? at all tem- 
peratures and is equal to the temperature limited 
(saturation) emission current density of the cath- 
ode. 


! L. Spitzer, Jr., *Physics of run [ш Gases," Interscience 
Publishers, Inc., New York, N. V.; 
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1— Converter efficiency as a function of cathode temperature for 
1.0- and 1.8-ev anode work functions. 
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Fig. 2—Converter power output density as a function of cathode 
temperature for 1.0- and 1.8-ev anode work functions. 


2) The cathode thermionic emission obeys the Rich- 
ardson equation J=120T? exp (-e T). 

3) Therefore, the value of cathode work function is 
that which gives 10 a/cm? at the specified tem- 
perature. 

4) The plasma resistivity is taken to be 0.2 2 cm; at 
an interelectrode spacing of 0.2 cm, this corre- 
sponds to 0.04 Q, and a resistive drop of 0.4 volt at 
10 a/ cm. 

5) A conservative value of 0.3 is taken for the effec- 
tive cathode emissivity. 

6) The ratio А,/ А. is taken to be unity. 


As can be seen from Figs. 1 and 2, the desired effi- 
ciencies and power output densities are easily obtained 
at temperatures between 1500 and 1800°K, provided low 
work function anodes can be developed. The use of 
higher work function anodes obviously requires a shift 
toward higher temperature for comparable character- 
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istics. It should be pointed out that this analysis is 
based on the use of the theoretical emission constant of 
120 a/cm? in the Richardson equation. Since almost all 
materials have experimentally determined emission 
constants smaller than this value, it is necessary to shift 
all the curves to slightly higher temperatures. 

At present, two approaches to the development of a 
practical converter have been extensively investigated. 
In the vacuum converter,? which is a low temperature 
device, the effects of the electron space charge are re- 
duced by the use of very small (0.0005 inch) interelec- 
trode spacings; even at these small spacings the current 
densities are only about 1 acm, and thus the power 
output density is limited to at most 1 w cn. The second 
approach utilizes a plasma in the interelectrode space to 
eliminate the effects of the electron space charge; the 
plasma is produced by contact ionization of cesium 
vapor at the hot cathode.? Since the ionization efficiency 
of cesium vapor at a hot surface falls rapidly for values 
of surface work function below the cesium ionization 
potential (3.9 volts), the amount of cesium vapor must 
be increased in order to maintain the desired plasma 
density. This leads to a high plasma resistivity, since 
cesium has a large electron-neutral cross section 
(3 X10 em?) at these temperatures; thus, very small 
interelectrode spacings are required. Under certain 
conditions, volume ionization related to the current flow 
in a cesium diode has been observed to far exceed con- 
tact ionization, thus significantly reducing this resist- 
ance and the small electrode spacing requirement. The 
mechanism of this “are mode” is as yet not well under- 
stood. No measurements have been published yet to 
indicate that this process of space charge neutralization 
could be acceptably economic to permit efficient con- 
verter operation at low cathode temperature. At high 
cesium pressures, cathodes produced by formation of 
partial cesium monolayers on tungsten appear to repre- 
sent a solution to the cathode problem. However, the 
anode is then completely covered with cesium; control 
of the anode temperature may yield a reduction in 
anode work function to 1.6 ev, but further reduction ap- 
pears difficult. 

The use of a cesium plasma triode in which the plasma 
is produced by contact ionization of cesium vapor at a 
third high work function electrode has been described 
by Hernqvist.* Here, operation at cathode temperatures 
of about 1500?K at lower cesium pressures and reason- 
able interelectrode spacings appears possible; however 


211, Е. Webster, “Calculation of the performance of a high- 
vacuum thermionic energy converter," J. Appl. Phys., vol. 30, pp. 
488-492; April, 1959. 

з R. L. Hirsh, “Effect of interelectrode spacing on cesium thermi- 
onic converter performance,” J. Appl. Phys., vol. 31, p. 2064; Nov- 
ember, 1960. 

4K. С. Hernqvist, “Plasma synthesis and its application to ther- 
mionic power conversion," RCA Rev., vol. 22, pp. 7-20; March, 1961. 
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anode work functions less than 1.6 ev do not appear 
possible. In all cesium devices the problem of contain- 
ment of high cesium pressures at high temperatures still 
remains serious and may lead to a significant limitation 
to the life of converters. 


THEORETICAL DISCUSSION 


To escape the difficulties and limitations associated 
with contact ionization of cesium vapor, we have con- 
sidered other methods for the production of the plasma 
in the interelectrode space. The use of an auxiliary dis- 
charge appears to represent an attractive method for 
the production of the required high density plasmas.’ 
It will be shown that, in the proposed device, the power 
required in the auxiliary discharge to maintain the 
plasma represents only a small fraction of the output 
power of the converter. Thus, this technique offers 
many advantages over the cesium techniques, particu- 
larly in the temperature range below 2000°K. These 
advantages include: 1) that both the cathode and anode 
materials may be independently selected for optimum 
performance, 2) that the plasma resistivity is low and 
very small interelectrode spacings are not required, 3) 
that the problems associated with cesium containment 
are eliminated, and 4) that standard tube construction 
techniques can be used throughout. Consequently, the 
major research effort at this laboratory has been di- 
rected toward the development of auxiliary discharge 
thermionic converters. 

One particular auxiliary discharge thermionic con- 
verter is shown schematically in Fig. 3; other configura- 
tions are obviously possible.“ Electrons are thermioni- 
cally emitted from the wires, are accelerated by the ap- 
plied voltage and ionize the gas in the interelectrode 
space. As the plasma density increases, a positive ion 
sheath forms about each wire the thickness of the 
sheath decreases as the plasma density increases. Since 
the entire applied voltage appears across the sheath, 
which is thin at high plasma densities, the electrons are 
accelerated in passage through the sheath without any 
interactions, and enter the gas region as a monoenergetic 
stream. Only those positive ions which randomly strike 
the ion sheath will be collected to the wires; the remain- 
ing ious diffuse to both anode and cathode of the con- 
verter. The detailed analysis of this mode of discharge 


* The technique of neutralizing large electron currents by an aux- 
Шагу discharge produced plasma was first investigated by I. Lang- 
muir (I. Langmuir, “The interaction of electron and positive ion 
space charges in cathode sheaths,” Phys. Rev., vol. 33, pp. 954-989; 
June, 1929) and later practically demonstrated by Johnson and 
Webster in the Plasmatron (E. О. Johnson and W. М. Webster, 
“The Plasmatron, a continuously controllable gas-discharge develop- 
mental tube,” Proc. IRE, vol. 40, pp. 645-659; June, 1952). Since 
the requirements for low-power consumption in an auxiliary discharge 
thermionic converter are far more stringent than in a Plasmatron, it 
remains necessary to use a mode of auxiliary discharge and a geometry 
leading to more efficient operation. 

* While this work was in progress, an auxiliary discharge thermi- 
onic converter was described by D. Gabor, “A new thermionic gen- 
erator," Nature, vol. 189, pp. 868-872; March 18, 1961. Although 
the general concepts and predicted results are similar to those de- 
scribed in this paper, it should be emphasized that the discharge 
geometry and conditions are quite different. 
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Fig. 3—Schematic of an auxiliary discharge thermionic converter. 


(Langmuir mode) will be found in Langmuir and Jones.? 
Langmuir has shown that the electron current density 

emitted from a surface which can be neutralized by a 

positive-ion current to that surface is given by 


arn 
V s Ju 
Me 


In the present configuration, the positive-ion current 
density at the cathode, neglecting recombination losses, 
is given by J;=(y/2)J_, where 


Jy = 


= ionization efficiency, 
2 


I. wire emission current / em? of cathode area. 


The neutralized current density possible in the converter 
is therefore 


M. 
Me 


Jo= у 247 12, 
and the power required to maintain the discharge is 
Р„= (Ж = 


where 
И. = auxiliary discharge voltage. 


* Т. Langmuir and Н. А. Jones, “Collisions between electrons and 
gas molecules," Phys. Rev., vol. 31, pp. 357-404; March, 1928. 
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In order to conserve the power spent in the auxiliary 
discharge, a high ionization efficiency, heavy ion, low 
operating voltage, and low recombination rate are de- 
sirable. Each of these parameters will now be discussed 
in detail. 

It appears difficult to obtain a high ionization ећ- 
ciency in pure noble gases, at electron energies only 
slightly above the ionization threshold. At these ener- 
gies, the excitation cross section is about three times as 
large as the ionization cross section.“ Since those elec- 
trons which produce excitations no longer have suffi- 
cient energy to produce ionization, only 25 per cent of 
the emitted electrons are available for production of the 
plasma. The probability of cumulative ionization ap- 
pears small at the electron temperatures expected in 
these discharges. Thus, at pressures where the mean 
free path for ionization is comparable to the average 
path length of the electrons in the device, values of the 
ratio Jo/1.. of 35 for argon and 70 for xenon may be ex- 
pected. 

'The ionization thresholds for the nable gases are 15.7 
volt, 13.3 volts and 11.5 volts for argon, krypton, and 
xenon, respectively. It is, therefore, obvious that higher 
ratios of Jo/J_ can be obtained at lower voltages for Xe 
than for A. It should be pointed out, that at applied 
voltages in excess of about 25 volts, sputtering of the 
wires by the positive ions, which randomly strike the 
sheath, will occur. 

Recombination may result in a serious plasma loss at 
high plasma densities. If the recombination process is 
entirely radiative, the recombination coefficients are 
sufficiently small that no siguificant loss can occur. 
However, dissociative recombination with large recom- 
bination coefficients has been observed to occur for all 
noble gases at pressures of 1 mm Hg in discharge айег- 
glows.® Since the clectron temperature was only about 
300K and the electron density only about 10% nu in 
these measurements, it is uncertain whether this process 
will occur under the present discharge conditions. 

''he use of mixtures which demonstrate the Penning 
effect, o such as Ne—0.1 per cent A and А—0.1 per 
cent Hg, appears to represent a method for improving 
the ionization efficiency and eliminating the possibility 
of dissociative recombination. In these mixtures, the en- 
ergy lost in excitation is available for ionization of the 
contaminant gas; this can result in a significant im- 
provement in the ionization efficiency at electron ener- 
gies corresponding to the energy required for excitation 
of the metastable state (11.6 volts in argon). On the 
other hand, the total pressure of the contaminant gas is 
sufficiently low that the probability of formation of the 
molecular ion, required for dissociative recombination, 


„II. S. W. Massey and E. H, S. Burhop, "Electronic and lonic 
Impact Phenomena,” Oxford University Press, London, Eng.; 1956. 

9S, C. Brown, “Basic Data of Plasma Physics,” John Wiley and 
Sons, Inc., New York, N. Y.; 1959. 

wW M. J. Druyvesteyn and E. M. Penning, “The mechanism of 
electrical discharges in gases of low pressure," Rev. Moden Phys., 
vol. 12, pp. 87-174; April, 1940. 
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is small and therefore radiative recombination should 
be the only important recombination process.? Thus, in 
.I per cent Hy, the ratio Jy/T should be about 300, 
at an applied voltage at 12 volts. 


EXPERIMENTS AND RESULTS 


A series of experiments was performed to demon- 
strate the validity of these concepts and specifically to 
determine the value of Jo/J— at low voltages and the 
value of plasma resistance at reasonably high density. 
An auxiliary discharge converter was constructed using 
1 cm? Phillips Type B dispenser cathodes as both cath- 
ode and anode. The interelectrode spacing is 0.3 cm. 
For most measurements, the anode is not heated except 
by radiation from the hot cathode. Three 0.0008-inch 
tungsten wires, spaced about 0.2 cm apart, are centered 
in the interelectrode space and are heated by a battery. 
The measurements are made at a pressure of about 1 mm 
Hg of A; the base pressure with the cathode at operating 
temperature is about 2X 1077 mm Hg. 

A typical current voltage characteristic is shown in 
Fig. 4. Ratios of J / I of about 100 and as high as 120 
are usually observed at about 1 mm lg, for Jo values 
up to 5 a/cm?. The ratio decreases at both higher and 
lower pressures presumably because of a decrease in the 
ionization efficiency. 500-kc oscillations, which have 
not been studied in detail, are sometimes observed in 
the saturation current region. 


Fig. 4—Current- voltage characteristic of auxiliary 
discharge thermionic converter. 


The current-voltage characteristic is obviously dom- 
inated by resistance; the work function difference ap- 
pears to be about 0.5 volt. The contribution of the 
plasma resistance is determined in the following Manner: 
It has been shown that the resistance is inversely pro- 
portional to the fractional ionization and consequently 
to the wire emission current. Therefore, the resistance, 
determined from the slope of the current-voltage char- 
acteristic, is plotted against the reciprocal of the emis- 
sion current in Fig. 5. An intercept, corresponding to a 
fixed resistance of 0.43 Q is found; subsequent measure- 
ments showed that 0.3 Q is present in the leads and 0.1 
Q can easily be attributed to poor contacts in the cath- 
ode and anode structures. Under these conditions, the 
plasma resistance at a wire emission current of 100 ma 
(which should yiekl a density sufficient to neutralize 
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Fig. 5— Total auxiliary discharge converter resistance as a function of 
the reciprocal of the wire emission current. Saturation current is 
3 a/em?, pressure about 1 mm Hg argon, and the auxiliary dis- 
charge voltage is 20 volts. 


10 a/cm?) is only about 0.04 Q, an entirely acceptable 
value. It should, of course, be pointed out that since 
the plasma resistance is determined by the wire emis- 
sion current, the resistive drop Jod is constant for all 
values of cathode saturation current if 7% I. is held 
constant. It is thus desirable to use as high cathode cur- 
rent densities as possible. 

It is not clear, at present, how ratios Jo/J_ as high as 
120 are possible in pure argon. It is possible that ions 
may be reflected from both the cathode and anode with 
relatively high probability, thus yielding higher plasma 
densities than expected. Also, the formation of the 
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molecular ion will result in an increase of 4/2 in the 
ratio; at these densities, dissociative recombination 
will not introduce a serious loss for argon. It is also pos- 
sible that the electron temperature may be sufficiently 
higher than expected so that cumulative ionization is 
possible. À more detailed study of the discharge proc- 
esses is in progress. 

It should be pointed out that the plasma density is 
probably not uniform across the cathode surface. The 
use of rectangular rather than circular cathodes will re- 
sult in а more efficient use of the wire emission current 
and will probably lead to even larger ratios of Joffe. 

It is obvious that large amounts of power are required 
to heat the tungsten wires to the temperature required 
for the emission of 100 ma. However, it is believed that 
suitable low work function materials may be used to 
permit emission of this current at temperatures com- 
parable to that provided by radiation and conduction 
from the hot surface of the main cathode. Direct gen- 
eration of ac, at any frequency up to 10 ke, is achieved 
by pulsing the accelerating voltage; no change in the 
converter characteristics is observed in this mode of 
operation. 

In summary, neutralized currents of 5 a/cm? have 
been attained at an expenditure of about 1 watt in the 
auxiliary discharge. If a cathode with a work function of 
about 2.3 ev is used in conjunction with a 1.0 ev work 
function anode, then an output power of 4 w/cm? at an 
over-all efficiency of about 25 per cent is possible at a 
temperature of about 1500? K. Further reduction of the 
power consumption in the auxiliary discharge and im- 
provement of over-all efficiency still are possible by se- 
lecting a gas mixture more favorable than argon. In con- 
clusion, because high efficiencies seem attainable and be- 
cause the necessity for cesium vapor is obviated, it is be- 
lieved that this approach represents an attractive solu- 
tion to the development of long-life, efficient and prac- 
tical thermionic converters capable of operating at rela- 
tively low temperatures, and capable of direct genera- 
tion of ac. 
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Stability Criteria for a Tunnel- 
Diode Amplifier* 


It is often necessary when designing tun- 
nel-diode amplifiers to keep the generator 
and load isolated from direct currents. This 
can be accomplished with the circuit of Fig. 1 
which employs the blocking capacitor Св to 
isolate the simulated generator and load K 
from the bias supply. The bias supply is iso- 
lated from the tunnel diode by the induct- 
ance Lg. If Le is large there will exist some 
critical value of Св below which the circuit 
becomes unstable. This circuit is suited to 
amplification at frequencies where La has a 
high impedance. Hines! has treated the sta- 
bility of a similar circuit at high and low 
frequencies. The criteria developed here are 
general for all frequencies. 


R: negative resistance of tunnel diode 
C: tunnel-diode junction capacitance 

Rg: tunnel-diode series resistance 

: tunnel-diode lead inductance plusexternal 
“peaking inductance” of the shorted 
length of line used in the amplifier 

Cp: coupling capacitance (dc blocking con- 

denser) 

Lg: bias T inductance (RF choke) 

Ев: battery circuit resistance 

V: bias voltage 

Rp: load resistance seen by tunnel diode 


E: inductance in the load circuit 


Fig. 1—Equivalent circuit of bias circuit, tunnel diode, 
and generator /load. 


The differential equations for i, й, 12, 1 
as a function of time are (see Fig. 1): 


92 di 12 
=R a+ LR ls 1 
п = ог di C (1) 


d 
—RR Rs + i + Lr (i) i2 


di 
Epod © 
ві 5d (2) 


dia 9: аі 

HR pec еа 
Eu to I ві 5d (3) 
1 ＋ i ＋ ia i. (4) 


* Received by the IRE, October 10, 1961. This 
work was performed for the Rome Air Dev. Center 
under Contract No. AF 30(602) 2184. 

1 M. E. Hines, “High-frequency negative resist, 
ance circuit principles for Esaki diode applications," 
Dell Sys. Tech. J., vol. 39, pp. 477-5i3; May, 1900, 


We try solutions in which the currents 7, 
in and ij vary as ae, be, and cet, respec- 
tively. Stability is achieved if the real part 
of А is negative, instability if the real part of 
N is positive. We then find from (1)-(3) 


i Rg + Led? " 
— — — —- — $ 
!7 (Rs — N + (L REC YA — ГКСМ 
di 
5 
di 
КС\Кв\ + Leà?) 7 
= E d 
(Rx — R)A + (L — RRON? LCN 
А — Rg^ + Lad? А СА 
= -e (5) 


Ld? + КА + M 
Ce 


When (5) is used in (4) we find 
at + ал? + aad? + аА + a0 = 0, (6) 
where 
a, = RC| L£ +L) + LE] 
as = RC|LeR, + &ЕЁв + L(Re + Ки) 
= Lg& - (L — KRC) (LE + £) 


L 
a; = RC | Reki + mtr] + (Le +2) 
Cr 
(К — Rs) — Lak, — Кв& 
= (L= RK) (KH + Ri) 
1 
а = — [(Re + RRC — (L + L)! 
Cs 
+ (А — Rs)\(Ra + Rr) — КвК 


1 
d» 7 cr [К — Кх — Ral. (7) 


The Routh-Hurwitz criteria that the 
solutions А of (6) all have their real parts 
less than zero are the following:? 

ао, 41, 42, 43, а, > 0 (8a) 
did» — аза > 0 (8b) 
а1(азаз — a441) — ааз? > 0. (8c) 


‘Thus, for example, one can see that 
41 «0 if 
L+ Ly — RC(Rs + К, 
VVV (Rs + Кв) (9) 
(R — Rs)(Re + RT) — КвК 


and that a; «0 if 


* um ——— 


Thus if either Св ог R is less than Св* 
and R*, respectively, instability results. Eqs. 
(9) or (10) are sufficient, but not necessary, 
conditions for instability. 


2 E. A, Guillemin, The Mathematics of Circuit 
Analysis," John Wiley and Sons, Inc., New York, 
N. V., ch, 6; 1949, 


E Ls(L +£) + L£ 
RsC(Ls TC) + CILBRT + (L + £&) Ra + LRL 


In experimental test of these stability 
criteria, the following circuit parameters 
were chosen: Rg=10 N, Le =0.3 X10~ hen- 
ries, К=100 Q, C=7X107-!  farads, 
L=3X10~ henries, £-3X107? henries, 
R. 2 Q, Кі = 50 t (the tunnel diode used 
was the GE 1N2939). For these circuit 
values, the quantities d4, as, a» and au are all 
>0 for all values of Св. The quantities a, 
ааз аза, and a,(a3a.—a4a1)— aa? аге 
plotted as functions of Св in Fig. 2. We see 
there that instability will result if Св «66 
unf. It was observed experimentally that 
stability occurred for Св = 90 иШ and in- 
stability for Св 25 uuf. 


1 

k> STABILITY 
INSTABILITY €———À 

| 


9102-9300 
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Fig. 2—Plot of left sides of (8а)-(8с) vs Св. Values of 
circuit elements used in this example are given 
in the text. 


The stability calculation could be per- 
formed with respect to any other circuit pa- 
rameter. 

The circuit analyzed here must be con- 
sidered only as a laboratory model. In a real 
system NR. is replaced by Z(w) depending on 
the actual generator and load used. M similar 
analysis will then have to be carried out for a 
differential equation which is at least one 
degree higher and possibly also nonlinear. 

The authors would like to thank Dr. 1. 
Gerst (State University of New York) for 
several cogent remarks concerning the 
Analysis. 
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Discussion of a Deflection System 
for a Flat Television Picture Tube* 


Ramberg! has given a very interesting 
analysis of a novel focusing scheme origi- 
nally proposed by Aiken for a flat television 
picture tube. The computation of the elec- 
tron trajectories is based on formulas for the 
potential distribution given in the Appendix 
for a basic electrode configuration. The po- 
tential distribution in the actual horizontal 
and vertical deflection systems can then be 
obtained by superposition from this basic 
solution. 

It is the purpose of this note to give some 
alternate solutions for the basic configura- 


1 er бов, g 
F ͤ Е тач ) = су 


т sin ту 


n 


tion of Fig. 15 in Ramberg's paper which ap- 
pear to have certain computational ad- 
vantages over that given in the paper. For 
convenience, the relevant figure is repro- 
duced below as Fig. 1. 

Ramberg obtains his basic solution by 
adding four partial results: a constant, two 
Fourier integrals which converge rather rap- 
idly for small values of |s|, and a closed- 
form expression. The last part is somewhat 
complex and requires the solution of a trans- 
cendental equation, evaluation of a number 
of constants and four series. An alternate 
solution for this part is 


1—х 1 2 cohmry 
——-—— — — sin Mex. (1) 
2 т mol M cosh mrb 


It is easily seen that this solution reduces 
to à at x=0 and to zero at x21, The coeffi- 
cients in the series are chosen to make the 
solution vanish at y=[8| also. For aspect 
ratios b considered by Ramberg (621), 
the above series converge extremely rap- 
idly. In the central plane (y=0), two or 
three terms of the series are sufficient for 
the computation of & and the electric field 
components. 

In spite of their rapid convergence, the 
other terms in Ramberg's expression are also 
rather cumbersome. In or near the central 
plane (y 20), we can obtain an approximate 
solution by conformal transformations. The 
result can then be made accurate by the 
addition of small correction terms. 

For b — x, the problem reduces to a two- 
dimensional one in the xz plane (see Fig. 2) 
which can be solved by two transformations 


Received by tbe IRE, February 13, 1901. 

! E. G. Ramberg, "Electron-optical properties of à 
flat television picture tube," Proc. IRE, vol. 48, pp. 
1952-1960; December, 1960. 
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of the Schwarz-Christoffel type. The result 
is 


1 12 S TY 
oe = 1 — — cot! (Stan ) (2) 


T sin mv 


If we replace the last part of Ramberg’s 
expression by (1) and then let у=0 and 
5 =, we obtain 


52 1 * sinh /x sin ds 
6=1-5-— P grt 
? 2 т Jo sinhl 1 (3) 


which must be identical with the closed- 
form expression given by (2). Making use of 
this identity, we find that for any aspect 
ratio b, 


4 = © 


sin nr 


т T m cosh mab 


“sinh de 4 (— 1)" sinh ху + [Qu + 12/25] | sin I: 
7 4-0 28 ＋ 1 sinh + [(2n + 11/205 
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Again, for aspect ratios b21, the series con- 
verge very rapidly so that one or two terms 
will suffice in most computations. In fact, it 
is easily estimated that all correction terms 
account for less than five per cent of the 
solution. Additional correction terms can 
be introduced when y0. The closed-form 
expression in (2) can also be used for the 
vertical deflection system. 

Alternate series expressions for $, that 
converge rapidly for |z| YO, can also be 
given. We note that ф must tend to unity for 
large negative values of 2. For large positive 
values of z, the potential must approach the 
distribution given in (1). This suggests the 
solutions 


mJy — Qn + 1) cosh Nb F Qn + 1] 7 
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mal на) 
cos [2n + 1) / 2b еа (5) 
for 30, and 
2 2. coshmmy , 
е SS * 
* E T — n cosh nb ds 
+ уй ЭЗ, sin nm 
mel nad 
-cos [(2n + 1) ту/20 Je (6) 


for 520, Here, 


kmn? = (тт) + [Qu + I) / bl. (7) 


sin (2n + Dex sin 5 


] (4) 


Matching & and 06/ds at x=0, we obtain 
—4(— 1)" Fre 
т?ҥ(2п + 1) 


jı (= "Qn + 1)? | (8) 

(2н + 1)? + (20 
These series are very good for the computa- 
tion of & as long аз |s] is not too small, but 
even at =0 the convergence is quite satis- 
factory because of the sign alternations. For 
the computation of the electric field com- 
ponents, however, this solution is not very 
satisfactory near 220, 


Ann = Bin, = 
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Author's Comment? 


Unquestionably, Gruenberg's series ex- 
pression (1) for my closed-form elliptic- 
function expression as well as his closed- 
form expression. (2) for the series corre- 
sponding to b= x? can contribute materially 
to the ease of computation. | had omitted 
the series representation with respect to s, 
given by his (5)-(8), since the contribution 
of the series at values of 5 sufficiently large 
to make this representation preferable in the 
calculation of the field components is of 
smaller importance. 

EDWARD G. RAMBERG 
Institut für theoretische Physik 
Technische Hochschule Darmstadt 
Germany 

? Received by the IRE, March 16, 1961, 
3 In the corresponding expression for the vertical 
deflection field given by Ramberg at the bottom left 


of page 1959, an additive term (1 — y) has been omitted 
on the right side. 
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A Resonant Slot Parametric 
Amplifier* 


A C-band degenerate parametric ampli- 
fer has been constructed in which the 
varactor diode is incorporated as an integral 
part of a resonant slot or iris. The present 
configuration is shown in Fig. 1 and uses a 
Microwave Associates 4254X varactor diode 
mounted in an end-plate resonant iris. The 
diode used is self-resonant above the oper- 
ating frequency and, therefore, inductive 
irises were employed to resonate the residual 
apacitance of the diode. Capacitive irises 
could be used for operating frequencies 
above the self-resonant frequency of the 
diode, and in fact, the dain! structure is one 
variation of such a configuration, While the 
present structure employs an end-plate iris, 
similar operation could be achieved with 
guide wall slots as might be applicable in 
iterative array antennas, 


INDUCTIVE. IRIS 
\ VARACTOR DIODE 
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Fig. 1 —C-band resonant slot amplifier(biasing arrange 
ment not shown). 
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RESONANT FREQUENCY (uC) 


Fig. 2—Tuning range of resonant slot amplifier. 


Current results are quoted on the device 
operating in a reflecting mode with pump 
power incident on the opposite face. Dif- 
ferent pimp arrangements would make pos- 
sible the operation of this device in the 
transmission mode. Passive measurements 
on the device clearly show that its equiva- 
lent circuit is essentially the same when the 
iris is radiating into space as it is when con- 
nected to X-band waveguide. 

The operating or resonant frequency of 
the iris is dependent, of course, on the pa- 
rameters of the particular diode in use. The 
operating frequency, however, can be tuned 
by either adjusting the slot width (and 
hence equivalent parallel inductance) or the 
diode bias (and hence capacitance of the 
junction). The former adjustment covers a 
broader range of frequencies, but requires 
mechanical tuning: the latter isa simple elec- 
tricaladjustment which may, however, affect 
operating bandwidth and noise figure if 
carried too far. In Fig. 2 are plotted resonant 
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1 В. C, DeLoach, “Waveguide parametric ampli- 
fiers," presented at the Internatl. Solid-State Circuits 
Conf., Philadelphia, Pa., February 15-17, 1961; 
Digest of Technical Papers, pp. 24 25, February, 1961. 
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frequencies of the structure as a function of 
bias voltage with slot width as the parame- 
ter, It can be seen that either adjustment 
can effectively control the resonant fre- 
quency over a small range of frequencies, 
and in any practical case the particular ap- 
plication and accessibility of the amplifier 
would determine the tuning method em- 
ployed. 

Operating in the frequency range of 4.3 
to 4.9 kMe, the device has been made to 
operate at stable gains of up to 20 db. Gain- 
bandwidth products over this frequency 
range varied with slot width from 50 to 
greater than 250 Mc. The values given are 
for the device operated as a single tuned 
structure, and additional irises or tuning 
screws can be used to broaden the response. 

By proper diode bias adjustment, the ele- 
ments can be made to oscillate with the same 
pump power used in the amplifying mode. 
In an antenna array, the elements could 
thus serve dual transmit-receiver functions 
controlled through diode programming. 

The device reported in this letter is simi- 
lar in concept to a tunnel-diode? amplifier 
recently reported as the result of an inde- 
pendent stndy. 

J. W. Амоѕѕ 

G. P. RobRIGUE 

Sperry Microwave Electronics Co. 
Clearwater, Fla. 


* M. E, Pedinoff, A tunncl-diode slot transinis- 
sion amplifier," PROC. IRE (Correspondence), vol. 
49, p. 1315; August, 1961. 


Low-Frequency Noise 
in Backward Diodes* 


‘The noise temperature of backward di- 
odes was measured over the frequency range 
from 300 cps to 20 ke. For bias voltages 
much less than the valley voltage,! the noise 
temperature exhibits the familiar 1/f char- 
acteristic at frequencies below 1 ke, and is 
substantially constant at frequencies above 
1 ke. Using these devices, a 100-Ме bal- 
anced mixer, converting to 5 ke, has exhib- 
ited a double-channel noise figure of less 
than 7 db, This is a 30-db improvement over 
what would be expected from present day 
mixers using point contact devices. 


Noisk TEMPERATURE MEASUREMENT 


Measurements were made using matched 
pairs of wire wound precision resistors as 
noise sources. The hot noise source was op- 
erated at room temperature (290°), and 
the cold noise source at liquid nitrogen tem- 
perature (77°K). 

The noise temperature of the device 
under test was obtained in the following 
manner: 


* Received by the IRE, August 18, 1961; revised 
manuscript received, August 31, 1961. 

1 L, Esaki and Т. Yajima, Excess noise in narrow 
germanium p-n junctions," J. Phys. Soc., (Japan), vol. 
13, p. 1281; November, 1058. 
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1) The noise output with the 290°K 
noise source, Еһ, was recorded over the 
desired frequency range. 

2) The noise output with the 77°K noise 
source, E, was recorded over the desired 
frequency range. 

3) 'The operating point of the diode was 
adjusted so that its dynamic resistance was 
equal to the hot (and cold) resistance. For 
this operating point, the noise output of the 
diode, Ez, was plotted over the desired fre- 
quency range. 

4) The noise temperature, 7. was calcu- 
lated from the following expression: 


where 7, and T, are the cold and hot tem- 
peratures in degrees Kelvin respectively. 

These tests indicate that at bias volt- 
ages much less than the valley voltage, the 
backward diode has no appreciable 1/f noise 
above 1 kc. 


APPLICATIONS AND EXPERIMENTAL 
RESULTS 


Comparison of the noise temperature of 
backward diodes and point contact diodes*? 
indicates that the backward diode will pro- 
vide superior performance in mixing appli- 
cations requiring a low IF frequency, or in 
detector applications requiring a video out- 
put. Although standard junction. diodes 
may have low noise figures at low frequen- 
cies, they are not suitable for microwave ap- 
plications. Their limitations in this area are 
due to storage time, and due to the parasitic 
losses associated with the series resistance, 
r, The backward diode has no storage ef- 
fects, since it operates on the principle of 
quantum mechanical tunneling, which is a 
majority carrier phenomenon. In addition, 
the series resistance associated with it is 
much smaller than that obtained with nor- 
mal junction devices, since extremely low 
resistivity semiconductor material is used 
in its fabrication, 

In order to test the performance of the 
backward diode in an operational circuit, a 
100 Mc mixer was designed for direct down- 
conversion to 5 ke. „А balanced structure was 
chosen in order to suppress any local oscil- 
lator noise that would otherwise degrade the 
mixer performance, Using а temperature- 
limited noise diode, a double-channel noise 
figure of under 7 db was obtained. А similar 
mixer, using point contact devices, will nor- 
mally result in a 30-40-db noise figure. 

The effect of operation with a high-input 
frequency was evahiated in а single diode 
mixer. This circuit was chosen for its sim- 
plicity of construction and ease of adjust- 
ment. A 30-Me IF was chosen in order to 
considerably simplify the measurement of 
noise figure, and avoid the effects of local 


2 B. С. Bosch ef al., “Excess noise in microwave 
mixer crystals," PRoc. IRE (Correspondence), vol. 
19, pp. 1226-1227; July, 1961. 

1L L. Newberg, “Video Frequency Noise Meas. 
urements on Microwave Crystal Mixers," Radar 
Res, Group Electronic Sys. Lab., Dept. Elec. Engrg, 
M.LT., Cambridge, Mass, No. 7848-TM-3 and 
7848-T M-6, Contract AF 33(616)-5489, Task 50688; 
May, 1959 and November, 1959. 
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oscillator noise. The results obtained with 
this IF frequency should be comparable to 
those obtained with an audio IF frequency, 
since both frequencies are beyond the range 
where 1/f noise is important. 

A coaxial noise source and double-stub 
tuner were used from 500 Mc to 2 kMe. 
Measurements were taken at 8.9 kMc using 
a waveguide noise source and a sliding probe 
tuner, coupled to the diode through a wave- 
guide to coaxial transition. 

Double-channel noise figures were ob- 
tained, ranging from 5 db at 500 Mc, to 14 
db at 8.9 kMc. These noise figure measure- 
ments were about 2 db lower than antici- 
pated because of the increased local oscil- 
lator drive used during this test. 

The results of these experiments have in- 
dicated that it is possible to operate back- 
ward diodes as low noise mixers up to ap- 
proximately one-tenth the cutoff frequency 
associated with the valley capacitance and 
the parasitic series resistance. The experi. 
mental data was taken on backward diodes 
with a cutoff frequency of approximately 20 
Kk Me. With present fabrication techniques, 
it is feasible to extend the cutoff frequency 
of these devices to a value in excess of 100 
kMe. Indeed, tunnel diodes with cutoff fre- 
quencies of twice this value have been re- 
ported! in the literature. 

In conclusion, it should be noted that 
whereas the performance of the backward 
diode in this application can be duplicated 
by the tunnel diode, a backward diode 
mixer is unconditionally stable for all values 
of source and load conductances. In addi- 
tion, the device is less susceptiable to dam- 
age from accidental mechanical or electrical 
overloads than the point contact diode. The 
combination of these advantages makes the 
device near-ideal for applications of the type 
discussed in this note. 

The author wishes to thank Dr. 5. К. 
Ghandi and Dr. S. T. Fisher for their helpful 
suggestions and comments in preparing this 
material. 

W. C. FoLLMER 
Philco Research Center 
Blue Bell, Pa. 


* C. A. Burrus, “Millimeter wave Esaki diode os- 
cillators,” Proc. IRE (Correspondence), vol. 48, p. 
2024; December, 1960. 

, 5M. D. Montgomery, “The tunnel diode as a 
highly sensitive microwave detector,” Proc. [RE 
(Correspondence), vol. 49, pp. 826-827; April, 1961. 


An Extremely Wideband Tunable 
S-Band Parametric Amplifier* 


An S-band nondegenerate parametric 
amplifier has been developed that can be 
tuned continuously across а 1000-Mc band 
from 2100 to 3100 Me by mechanically 
tuning the pump circuit, and frequency 
shifting the pump source. The amplifier can 
be electronically tuned over a 260-Mc band 
from 2470 to 2730 Mc by frequency shifting 
the pump source only. 


* Received by the IRE, October 9, 1961. 
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Fig. 1 —Circuit diagram of a parametric amplifier, 
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Fig. 3—Pump frequency vs signal frequency. 


The amplifier uses two commercially 
available varactors in a balanced circuit 
configuration similar to that used by 
Kliphuis! (see Fig. 1). The zero bias capaci- 
tances of the two varactors were matched to 
within 10 per cent. At the signal frequency 
the two varactors appear in parallel, and 
the inductance Ls is chosen to resonate with 
the total diode capacitance. The signal cir- 
cuit bandwidth is very wide, due to the 
stagger tuning effect of the two diodes in 
parallel. The self-resonant frequency of the 
two diodes in series is chosen as the idler fre- 
quency. Since there is very little external 
loading, the idler circuit bandwidth is deter- 
mined by the Q of the varactors at the idler 
frequency. Because of the low ratio of idler 
to signal bandwidth, the voltage gain band- 
width product (Cg) is relatively low. 
With the availability of better varactors 
that have a higher self-resonant frequency 
(e.g., “Sharpless Varactors") one will be able 
to get greater idler bandwidths thereby in- 
creasing the G'/?BIV product. The wideband 
transformer T, is adjusted to give the de- 
sired gain. The use of a fixed tuned idler cir- 


! J. Kliphuis, “C-band nondegenerate parametric 
amplifier with 500-Mc bandwidth," Proc. IRE 
(Correspondence), vol. 49, p. 961; May, 1961. 
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cuit requires that the pump frequency be 
varied to tune the signal frequency across 
the specified signal band. The pump power 
is introduced through a low Q resonant slot 
that can be mechanically tuned over 1600 
Me at X band. 

Fig. 2 shows the measured midband 
gain as function of signal frequency, with 
the pump optimized. The minimum gain 
across the 1000 Mc tuning range was 15 db. 
The instantaneous gain bandwidth product 
was 130 Me minimum, and was as high as 
240 Me at parts of the signal band. The 
noise figure of the amplifier was 2.8 db at 
2400 Mc and 3.0 db at 2900 Me. Fig. 3 is 
the plot of the pump frequency for opti- 
mum operation vs signal frequency. 

The amplifier may also be electronically 
tuned for signal frequencies between 2470 
Me and 2730 Me by varying the pump fre- 
quency only. The minimum gain was 18.5 
db and the instantaneous СВ И” was 100 
Mc minimum. Such an amplifier сап be 
rapidly tuned across the specified band by 
using à backward wave oscillator as the 
pump tube. The total pump power песеѕ- 
sary for operation was approximately 50 
mw. The diodes were operated with a nega- 
tive bias of 0.4 volt. 

Further work is presently in progress to 
extend this type of operation to higher fre- 
quencies. 

MARTIN GRACE 

Airtron 

Div. of Litton Industries 
Morris Plains, N. J. 
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A Tunnel-Diode Frequency 
Multiplier with Gain* 


A frequency multiplier which exhibits a 
voltage gain for the second and third har- 
monics has been constructed using the non- 
linear negative resistance characteristics of 
a tunnel diode. 

The possibility of using a nonlinear nega- 
tive resistor to generate harmonics has been 
discussed by R. H. Pantell.! Пе arrives at an 
expression for the power gain in the mth 
harmonic of the form 


% 1 m 
LL -1]. а) 


Ws nL, 


where Vo- power input from the source, 
II, = power output at the mth harmonic. 


1 2 2 ді дг 2 
lin = mf d J 47% (=) , 2 
: 4r? 0 4 0 : ov ox ( ) 


fis the instantaneous current, v is the instan- 
taneous voltage, X=wmt and y=wel, wo is 
the source frequency in radians, wm is the 
harmonic frequency in radians, and ¢ is the 
time. 

From (1) it can be seen that when hm is 
negative, the right-hand side of (1) may 
have a magnitude greater than one, and 
harmonic generation is achieved with a 


* Received by the IRE, October 2, 1961, 

1 R. II. Pantell, “General power relationships for 
positive and negative resistors," PRoc. IRE (Corre- 
spondence), vol. 46. p. 1958; December, 1958. 
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power gain. Eq. (2) shows that h is nega- 
give only when % dv is negative. 

The tunnel-dliode characteristic in Fig. 
1 exhibits an appropriately large nonlinear 
negative conductance region. Using the cir- 
cuit in Fig. 2 we observed second harmonic 
generation with a voltage gain of 3.7. Both 
source and second harmonic voltages were 
measured across the tunnel diode aud the 
corresponding waveforms are shown in 
Fig. 3. 

With a circuit of this type the best re- 
sults are obtained with a low amplitude 
drive when the circuit is biased just beyond 


Typical Static 
Characteristic Curve 


Fig. 1—A typical characteristic curve for a 
tunnel diode. 
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Fig. 2—The circuit diagram for a second 
harmonic frequency multiplier. 


Fig. 3—The fundamental and second harmonic wave- 
forms as viewed across the tunnel diode. 
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the region of self oscillation. Additionally, a 
small value of 4/L/C improves the wave- 
form.? 

Although much work remains to be done 
on reliability and cascading circuits, it ap- 
pears that a tunnel-diode frequency multi- 
plier could be a reasonable means for trans- 
lating stable signals from a quartz crystal 
oscillator from | ke up into the 100 kMc 
region. A frequency translator of this type 
may have the advantages of working at a 
constant low signal level and being all solid 
state. 

The authors appreciate the financial sup- 
port of the University Council on Research 
and Creative Work. 

F. S. BARNES 

L. Morris 

Elec. Engrg. Dept. 
University of Colorado 
Boulder, Colo. 


2 W. A. Edson, “Vacuum Tube Oscillators,” John 
13 and Sons, Inc., New York, N. V., pp. 42-63; 


Generation of Microwave 
Harmonics in an Electrodeless 
Discharge at Low Pressure“ 


The possibility of RF harmonic power 
being produced in an ionized gas was con- 
sidered more than a decade ago [1], [2]. !n 
these studies it was shown that, under spe- 
cial conditions, appreciable harmonic power 
may be generated in the ionosphere. An 
early attempt to produce КЕ harmonics in 
ionized gases was made by Hanley and 
Ruhlig [3]. With primary power at 200 Mc 
they achieved a conversion efficiency of 23 
per cent for the second harmonic; however, 
to the author's knowledge, their technique 
has not been attempted at microwave fre- 
quencies. The main feature of their device 
appears to be that the coaxial discharge 
geometry used results in large electric field 
gradients. 

Several workers have produced harmon- 
ics using a microwave discharge in a gap in 
a waveguide post [1]-[7]. Baird [8] has 
found that these results can be explained by 
electron density modulation during the RF 
cycle. 

Whitmer [9], [10] and Hill and Teten- 
baum [11] have investigated harmonic gen- 
eration in cyclotron resonant plasmas at 
microwave frequencies. In the latter case a 
15-db conversion loss was obtained for the 
second harmonic. Conversion to higher 
harmonics was very inefficient. 

In the U. K. harmonics have been pro- 
duced with arcs in high pressure gas [12]. 
In recent work using argon at 100 atmos- 
pheres, Froome (13 | has produced submilli- 
meter harmonics having power of the order 
of one microwatt. About 3 watts of funda- 
mental power at 35 Gc were used in this ex- 
periment. 


* Received by the IRE, August 16, 1961. 
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Bierrum and Walsh [14], also in the 
U. K., have used a point to plane geometry 
with pulsed power at 10 em. Although poor 
efficiencies were obtained, this group has 
conclusively established that the harmonic 
output power is coherent [15]. 

It seems that several different mecha- 
nisms may be operating in these various ex- 
periments. The discouraging fact is that all 
the experiments at microwave frequencies 
have had very high conversion losses, at 
best comparable to that obtainable with low 
power nonlinear resistance diodes. This note 
reports another approach by which the 
author has obtained an order of magnitude 
improvement in efficiency for 10 em funda- 
mental power. This efficiency equals that 
achieved by Hanley and Ruhlig [3] at UHF. 

The most successful arrangement is 
shown in Fig. t where the discharge vessel 
is either cylindrical or spherical. For gen- 
erating the second harmonic the conven- 
tional cross-guide arrangement was used 
with coaxial coupling. A coaxial choke pre- 
vented the harmonic power from radiating 
into the fundamental gnide. А sliding short 
and a tuner were used to match the second 
harmonie power into the harmonie wave- 
guide. .\ similar arrangement was used to 
generate the fourth harmonic using an X- 
band guide. А choke was used to prevent 
the fourth harmonic from radiating into the 
S-band guide. Other harmonics, however, 
could radiate into the S-band guide. Tuning 
was provided for these harmonics by the ar- 
rangement shown in Fig. 2. The narrow 
branch of the shunt Tee does not propagate 
the fundamental, hence movement of the 
sliding short provides tuning only at har- 
monies other than the fourth. By this ad- 
justment the fourth harmonic power could 
be improved by 3 to 4 db. 


Fig. I — luinouic generator. t) S-baud guide, 2) Ce 
band guide, 3) quartz discharge vessel, 4) brass 
post, 5) coaxial choke, and 6) adjustable waveguide 
short. 


Fig. 2—Waveguide arrangement for harmonic gen- 
erator. 1) S-band isolator, 2) directlonal coupler, 
3) E/H tuner, 4) adjustahle tee, 5) harmonic gen- 
erator (Fig. 1), and 6) harmonic guide tuner. 
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The experimental conditions are sum- 
marized: 


10-50 watts CW at 2.9 Gc 

air at 0.1 to 0.3 mm of Hg. 

fused quartz, inside diameter 
8 mm 

0.10 to 0.15 inch. 


Fundamental Power: 
Gas used: 
Discharge Vessel: 


Post Diameter: 


The following conversion efficiencies were 
observed: 


Harmonic: Conversion Efficiency: 
2 — 6.4 db 
3 —13.2 db 
4 —16.6 db. 


All powers were measured with an FXR 
temperature compensated power meter us- 
ing Weinschel attenuators. No allowance 
was made for losses in the fundamental and 
harmonic tuners. 

By studying the effect on the fourth 
harmonic power it became evident that the 
best adjustment of the sliding short on the 
cutoff branch of the shunt Tee probably was 
one that satisfactorily terminated both the 
second and third harmonics (£e. reduced 
the radiation of these harmonics down the 
fundamental guide). 

A special interaction region was not 
made for the third harmonic. The third har- 
monic power was measured using each of 
the second and fourth harmonic generators 
with an appropriate band-pass filter, Similar 
results were obtained for both arrangements. 

It is noteworthy that the pressures used 
are considerably below that for optimum 
breakdown. It is thought that these low 
pressures reduce the efficiency of the ioniz- 
ing process and the resulting lower electron 
density is consistent with a higher electric 
field strength for a given fundamental power. 
Тоо low a pressure results in an unstable 
discharge and difficult tuning. Preliminary 
tests with Argon, which is more easily ion- 
ized than air, indicate that the most efficient 
operation occurs in the pressure range 30 to 
10 microns of mercury. Further measure- 
ments have yet to be completed. In all cases 
it is important to havea very small capillary 
in the discharge tube. Capillaries larger than 
one-half mm in diameter resulted in a jet 
of plasma extending a few em up the neck of 
the discharge tube. The efficiency of conver- 
sion under such conditions is reduced. 

The operating mechanism in these ex- 
periments is not fully understood. It is be- 
lieved that the very large electric field gradi- 
ents result in a nonsinusoidal motion for the 
electrons. A preliminary analysis shows that 
the energy can be coupled from the funda- 
mental fields to the harmonic fields by this 
process. It is interesting that such a process, 
which requires collisions only for the main- 
tenance of the discharge, would be essen- 
tially that of a nonlinear reactance, The con- 
version efficiency consequently is not re- 
stricted by the 1/5? limit for the nonlinear 
resistance. 

In these experiments appreciable power 
may have been absorbed by the tuners, The 
efficiency of the discharge itself in generat- 
ing the second harmonie may well have been 
better than 6 db, the theoretical limit for the 
nonlinear resistance. 

This research is being continued in an 
attempt to gain a better understanding of 
the process, and to test the usefulness of this 
process at higher frequencies. 
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The author is grateful to Prof. J. L. Yen, 
who supervised this research and to the 
National Research Council of Canada for 
financial assistance. 

C. B. Swan 
University of Toronto 
Toronto, Canada 
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A Ruby Laser Exhibiting Periodic 
Relaxation Oscillations* 


А гу optical maser, with confocal 
ends!? and an optical axis oriented 90 de- 
grees to the cylinder axis, has been con- 
structed by the Orlando Division of The 
Martin Company. This maser demonstrates 
some interesting properties applicable to op- 
tical radars. 


* Received by the IRE, September 25, 1961. 
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node resonator for millimeter through optical wave- 
length masers," Bell Sys, Tech. J., vol. 40, pp. 489- 
508; March, 1961. 

A. G. Fox and T. Li, “Resonant modes in a maser 
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A ruby measuring 2 inches in length and 
i inch in diameter, was centered in а GE 
FT-524 flash tube within a magnesium 
oxide reflector. Threshold energy required 
was 1350 joules as opposed to 2030 joules re- 
quired fora zero-degree oriented ruby with flat 
ends? under the same conditions. Total pulse 
duration realized was approximately 700 
usec. The pulse, exhibiting an initial rise time 
of less than 0.2 usec, is depicted in Fig. 1. As 
would be expected, the output of the 90 de- 
gree oriented ruby crystal is linearly polar- 
ized. Because of the spherical ends, the half 
power beamwidth is 7.6 degrees. It should 
be noted, however, that collimation may be 
obtained by means of a simple lens system. 
These measurements were obtained with one 
of the faces 2 per cent transmitting and the 
other heavily silvered. 

An important and interesting property 
of this optical maser is reflected in the nature 
of the relaxation oscillations generated. Part 
of an output pulse, displayed on an ex- 
panded time scale, is shown in Fig. 2. The 
periodic structure of the output is evident 
when compared with a similar sampling of 
the output of a zero-degree oriented ruby on 
the same time scale, as indicated in Fig. 3. 
The pulse period, referring again to Fig. 2, 
varied from 3.5 psec at 3200 joules input 
power to 10 usec just above threshold. 


Fig. 1—Envelope of output pulse from 90° oriented 
ruby with confocal ends. 


Fig. 2—Relaxation oscillations of 90° confocal ruby. 


Fig. 3— Relaxation oscillations of 0° ruby 
with flat ends, 


3T. H. Maiman, “Optical maser action in ruby,” 
British Commun. and Electronics, vol. 7, pp. 674; 
September, 1960. An optical maser using a zero- 
degree oriented ruby with flat ends was first reported 
in tliis article. 
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This periodic characteristic of the output 
pulse should greatly enhance the usefulness 
of an optical maser in an optical ranging 
application using correlation techniques. In 
addition, possible application in Doppler 
ranging, using a ruby laser, is suggested. 

R. E. JOHNSON 

W. H. McMAHAN 

Е. J. OHARER 

A, P. SHEPPARD 
Microwave Laboratory 
The Martin Co. 
Orlando, Fla. 


Broad-Band S-Band Parametric 
Amplifier* 


A nondegenerate S-band parametric 
amplifier has been constructed that has a 
400-Me bandwidth and a 2.1-db noise fgnire. 
Peak gain of the amplifier, as shown in Fig. 1, 
is 13 db with a 3-db ripple in the band-pass. 
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Fig. 2—Parametric amplifier equivalent circuit. 
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Fig. 3—16-db gain, 202 Mc, per cent 
GB 244,2 per cent. 


* Received by the IRE, October 9, 1961, This work 
was performed for the Bureau of Naval Weapons, 
Washington, D. C., Contract No. NOw 61-0283-d. 
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The amplifier utilizes a gallium arsenide pill 
varactor with a 0.4-pf capacitance. 

The equivalent circuit for the amplifier 
is shown in Fig. 2. The values of L’ and C 
were chosen so that the idler frequency oc- 
curred at essentially the diode self-resonant 
frequency, and so that a triple-tuned re- 
sponse was achieved. By use of tuning screws 
appropriately placed on the line, the band- 
width can be shaped to obtain the type of 
response desired. Two typical responses are 
shown in Figs. 1 and 3; pump frequency in 
these instances was about 14.8 Gc. Two 
hundred milliwatts pump power was used to 
reverse bias the diode to —3.5 volts. This 
gave rise to a large value of Ci/ Co, which 
was necessary to obtain the broad band- 
width. 

The author is indebted to В. Vincent for 
his interesting discussions and helpful sug- 
gestions. 

KENNETH M. JOHNSON 
Apparatus Div. 

Texas Instruments, Inc. 
Datlas, Tex. 


Magnetoresistive Effect as a 
Possible Memory Device* 


‘The change of resistance of a material in 
a magnetic field (Gauss ellect) has been 
utilized primarily as a means of measuring 
magnetic fields. However, this effect in ferro- 
magnetic materials might be applied in 
computer storage devices. Characteristics of 
these devices would be fast switching times 
and nondestructive readout. 

The mechanism of the magnetoresistive 
effect is an extremely complex one, involving 
changes in the mean free path.! From a phe- 
nomenological standpoint, in the ferromag- 
netic materials, this involves an increase in 
the resistance when the current and mag- 
netization are in the same direction, and a 
decrease when they are perpendicular to 
each other. The potential difference between 
these two states is then 


AV = ГК: (ôi + à), 


where Ro is the resistance in the demagnet- 
ized state and 


Values of à; as high as 0.16 have been re- 
ported.* 

In our work, no attempt was made to 
optimize our materials; most samples were 
evaporated films of iron or nickel- iron, 
approximately one inch long by 0.050 inch 
wide. 

Fig. 1 shows the dependence of magneto- 
resistive output on the magnetic field for a 
typical iron film approximately 5000 A 
thick. Note the critical field necessary before 

ж Received by the IKE, October 13, 1961. 

1 E, N. Adams and T. D. Holstein, Jr., J. Phys. 
Сует Solids, vol. 10, p. 254; 1959. 


2 Y, Shirakawa, Tohoku Imperial University, Sci, 
Rept. No. 27, 532. 
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FIELD INTENSITY = GAUSS 


Fig. 1 - Voltage difference vs field intensity for a 
typical iron film. 


Fig. 2—Response time vs potential difference for 
a typical thin film. 


the lilm begins to switch. Fig. 2 is a plot of 
response time vs potential difference for a 
typical film, This was obtained by calcu- 
lating the decay time of the discharge net- 
work used to switch the film. Care was 
taken to ensure that the maximum held was 
always sufficient to saturate the material. 
The curve (Fig. 2) was plotted as the time 
constant of the discharge circuit was varied. 
Note that in both curves, the potential differ- 
ence is in arbitrary units since it is directly 
dependent on the current and the resistance. 

The feasibility of the magnetoresistive 
effect memory application was successfully 
demonstrated by evaporating a nine-ele- 
ment test array. Writing was accomplished 
by pulse drive lines. Readout was in a cyclic 
mode at a 10-kc rate. 

One additional advantage of a magneto- 
resistive storage device over other thin film 
memories might be expected. The most 
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critical parameter in an array of this type 

would be its resistance which is easier to con- 

trol than the magnetic properties of other 
thin filins. 

C. PETTUS 

Т. YOUNG 

General Products Div. 

Development Lab. 

IBM Corp. 

Endicott, N. Y. 


A Generalized Hildebrand's 
Method for Nonuniform 
Transmission Lines* 


Second-order ordinary linear differential 
equations (LDE) with variable coefficients 
are, in general, solved approximately. How- 
ever, there is an exact technique to convert 
the above-mentioned LDE into an LDE 
having constant coefficients originally de- 
veloped by Hildebrand,! requiring a certain 
interrelationship among variable coefficients. 
This communication outlines his method and 
generalizes it so that the interrelationship 
among variable coefficients is completely 
eliminated. 

The propagating voltage V(x) of the 
nonuniform transmission line, having known 
arbitrary and continuous functions of x for 
impedance Z(x) and admittance Y(x), gives 
the following LDE: 


V — (Z'/ZIV'(0 — YZV) = , (1) 


where the primes are used for derivatives 
with respect to x in this communication. In- 
troduce a new independent variable w in 
place of x such that 


= f(x), (2) 


where the precise form of f(x) is to be de- 
termined later. Combine (1) and (2), 


SOV Go) + [/" — (Z'/2)f ] 0) 
— YZV(w) = 0, (3) 


where the dots over the symbol represent the 
derivatives with respect to the newly intro- 
duced independent variable w. 

Hildebrand's idea is to convert (3) into 
an LDE with constant coefficients, 


P(e) Ta Tb 20, (4) 


where а and b are arbitrary constants. A 
comparison of (3) and (4) reveals that the 
coefficients of V(w) give a Bernoulli's non- 
linear differential equation (N DE) for f'(x), 
while the coefficients of V(w) give another 
equation for f'(x) These two f'(x)'s must 
be the same. In order to realize this identity, 
К(х) and Z(x) must be interrelated through 


VG = AEG) / L 3E f дуа, (5) 


where c is any constant and Z(x) is arbitrary. 
The undetermined f(x) becomes 


* Received by the IRE, June 16, 1961; 
manuscript received, August 10, 1961. 

БЕ. Hildebrand, “Advanced Calculus 2 Г m 
ЖОЛИ Inc., New York, М. Y., 
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Л) = f Z(x) [4- (a/b) f Pdr | ат, @ 


where d is also any constant. 
V(x) is given by 


The voltage 


V(x) = Al exp [(- 


+ A: exp [( Ts 


where constants Ai and А» are to be specified 
uniquely by the imposed boundary condi- 
tions on V(x). 

The preceding method lacks in generality 
as F(x) and Z(x) are interrelated. Past 
exact analyses? of nonuniform transmis- 
sion lines required similar interrelationships 
between Y(x) and Z(x). 1n this respect, the 
approximate method! seems to relax the 
interrelationship between Y(x) and Z(x). 

Using the well-known Cayley's factori- 
zation techniques (3) can be rewritten as 


[D + p@)][D + q@w)]V@) 0, & 
Where the differential operator D is used for 
(d/dw), and p(w) and g(w) are two unde- 
termined functions of w. The comparison 
between (3) and (8) gives 

f"(p t4) =f" - E,, (9) 
f"(q + py) =- YZ. (10) 


Eliminate p from (9) and (10) so that a gen- 
eralized Riccati's NDE for q is obtained, and 


faq's) taf" — zzy] 


trols nja 


11 
rusm ^ 5 
where (12) has been used, 
dq(w) _ de(x) dx (х) 
= = —-—- — б (12 
dw ах dw ~ f(x) (12) 


A curious thing is that (11) is also a Riccati's 
NDE for f'(x). This peculiarity happens to 
be a mere coincidence." The recent com- 
munication? has shown how to solve (11) if 
variable coefficients аге properly interre- 
lated. Using the form of (Р,/К,)' =Q, the 
following equation is derived easily: 


f" — (Z'/Zyff =+ (J + B Z. 


where Bi is a constant of integration. 

If f(x) is to be determined from (13), this 
becomes an impossible problem for variable 
and independent V(x) and Z(x). It is pro- 
posed to use (13) in a different fashion. If 
Z(x) and f(x) are independent functions, 


a3) 


2 J. Sugai, The solutions for nonuniform trans? 
inissiou liue problems,” Proc, IRE (Correspondence), 
vol. 48, pp. 1489-1490; August, 1960. 

31. Sugai, A new exact method of nonuniform 
transmission lines,” Proc. IRE (Correspondence), vol. 
49, pp. 627-628; March, 1961. 

41, Sugai, "D'Alembert's method for nonuniform 
transmission lines," PROC. IRE (Correspondence), 
vol. 49, pp. 823-824; April, 1961. 

5 J. Sugai, “Riccati’s and Bernoulli's equations for 
nonuniform transmission lines," IRE TRANS. ON 
Circuit Тнкокү (Correspondence), vol. CT-8, Sep- 
tember, 1961. 

6 E, L. Ince, "Ordinary Differential Equations,” 
Dover Publications Inc., New York, N. Y., pp. 128- 
129; 1956. 

71, Sugai, “A class of solved Riccati's equations,” 
Elec. Com mi u., vol. 37, pp. 56-60; May, 1961, 
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Y(x) should be given by (13). The remaining 
task to retrieve the propagating voltage 
V(x) is a mechanical routine, and it is 
omitted here. 

lt is interesting to observe a simple 
example for which Z(x)=1 (const.) and 


ма? — 4b 

Bf per 

DUE 

We) f nu], @) 
¥(x)=x. This assumed nonuniform line 


gives a nonhomogeneous Airy's differential 
equation, 


f" ху = xBe (14) 
Using Airy's functions, Ах) and Bi(x), (14) 
is readily solved. This example was chosen 
intentionally for using an Airy's equation. 
However, in practical situtations for tapered 
lines or matchings, f(x) will not be solved 
with ease for given independent Z(x) and 
Y(x). It would be of value if f(x) and Z(x) 
were systematically varied so that the mini- 
mum reflection coefficient would be realized 
for a given taper length. A substitution of 
(13) into (1) provides 


(r) — A V'(x) 


[Fr «y 
ү 


The end result has shown that (15) is solved 
exactly for arbitrary Z(x) and f(x) which 
are independent of each other, provided 
f'(x) is not zero. 

The author wishes to express his deep 
gratitude to Prof. F. B. Hildebrand, Dept. 
of Math, XI. I. T., for the help received in the 
literature search of the mathematical 
method involved in this note. 


Vix) = 0, (15) 


Iwao SUGAI 
ІТТ Federal Labs. 
Nutley, N. J. 


The Radar Cross Section 
of the Moon* 


Our theory! on the scattering from the 
moon's surface has been criticized in many 
places.?* We were interested in determining 


* Received by the IRE, September 18, 1961. 
| T. В. А, Senior and K. M. „ Siegel, “A theory of 

radar scattering by the moon,” J. Res. NBS, vol. 
64D, pp. 217-229; May-June, 1960. 

2 N. M. Siegel, “Radio Characteristics of Lunar 
Surface Materials," presented at 12th Internatl. As- 
tronautical Congress, Washington, D. C.; October 4, 
1961 


3V, A, Hughes, “Roughness of the moon as a 
radar reflector," Nature, vol. 186, pp. 873-874; ]une 
11, 1960. 

4H, S. Hayre, “Radar scattering cross section— 
applied to moon return,” Proc. IRE (Correspond- 
ence), p. 1433; September, 1961. 
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the electromagnetic constants and the ther- 
mal constants of the lunar surface. We were 
not interested in determining, unless it could 
be determined easily, the topography of the 
lunar surface. We recognized that under 
various propagation conditions the moon's 
return faded and, in fact, looked like some- 
thing which was very difficult to analyze on a 
point-by-point basis or on a slip-of-tilm-by 
slip-of-film basis. We recognized very early 
that significant efforts could be made by 
radar to map the surface of the moon. Pet- 
tingill has made an excellent start in this 
direction. It was not our concern when ana- 
lyzing the early lunar radar data to pick out 
any scattering centers on the surface of the 
moon, but simply to state that the key scat- 
tering centers could be found and to point 
out that the data we had analyzed suggested 
that they were approximately 5-10, which 
number was later increased to “of order 30.” 
We stated that by using the experimental 
results of modulation loss as determined by 
Trexler and Youmans and by analyzing the 
experiments of Aarons, we could predict the 
maximum radar returns under good propa- 
gation conditions at all wavelengths be 
tween 100 and 10,000 Mc, and at all pulse 
lengths. We have been successful,“ in show- 
ing that all radar data of the lunar surface 
were, in fact, in agreement with our predic- 
tions as far as this maximum return under 
optimum propagation conditions is con- 
cerned. 

Apparently our operational definition of 
smooth as opposed to rough has not been 
well understood, and it would appear that 
the criticisms of our work (for example, by 
Hughes? and Hayret) have been mainly be- 
cause of this. We were interested in finding 
out if there was a significant number of 
perturbations the order of magnitude of a 
wavelength contributing to the returns from 
the key scattering centers ou the surface of 
the moon, and we pointed out that a direct 
measure of the roughness effect could be 
obtained from a comparisou of orthogonal 
polarizations. We stated that if the differ- 
ences between orthogonal polarizations were 
large (10-40 db), then there could not be a 
significant number of such perturbations 
dominating the return; we also stated that 
if the returns from the key scattering cen- 
ters showed differences of this magnitude, 
there could be no significant returns from 
perturbations the order of a wavelength for 
all radar wavelengths, e.g., 100 Mc to 10,000 
Mc, and as a result the moon could be con- 
sidered a quasi-smooth surface in those re- 
gious. We went on to determine the electro- 
magnetic constants for the first key scatter- 
ing center, and later work showed these 
values to be in reasonable agreement with 
the average values obtained for the total 
lunar surface by radiation data.55 Authors 
have used other definitions of rough and 
smooth to criticize our results which, in fact, 
we feel are not comparable. l'or example, at 
long pulse lengths under usual propagation 
conditions, if there are many scattering 


$ 4. E. Salomonovich presented at IAU бушр, 
No. 14, Leningrad, USSR; December 9, 1960. (To 
be published by Cambridge University Press, Cam- 
bridge, England.) 

V. S. Troitskii, presented at LAU Symp. No. 14, 
Leningrad, USSR December 9, 1960. (To be published 
by ues University Press, Cambridge, Eng- 

nd. 
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centers in the beam, опе would expect a good 
approximation of the return to come from 
the random phase addition of these many 
scatterers. If, then, one analyzes the addition 
function and finds the phase variation is such 
as to agree with what one could have de- 
rived from random phase conditions from 
earth, then one has a tendency in this phase 
sense to state that if there are many scat- 
terers present the surface is “rough.” Under 
our definition the surface polarization-wise 
could still be smooth. For long pulse length 
returns we would expect to obtain, under 
normal propagation conditions, typical max- 
imum cross sections which would be associ- 
ated with the random phase additions from 
30 scattering centers, for example. We there- 
for feel that the statistical evidence pre- 
sented?-*-7.? does not bear on our definition 
for quasi-smooth. In other words, 30 smooth 
scattering areas which were in the beam 
simultaneously and whose phase was such 
as to vary in a random fashion with height, 
could agree with the definitions of rough as 
given? but simultaneously would Бе 
smooth under our definition. We hope this 
may clear up some of the arguments that 
have existed in this field, particularly those 
arguments which are more concerned with 
nomenclature than with physics. 
T. B. A. SENIOR 
К. M. SIRGEL 
The University of Michigan 
Ann Arbor, Mich. 


7 W. E, Brown, “A lunar and planetary echo the 
ory,” J. Geophys. Res., vol. 65. pp. 3087-3095; Octo- 
ber, 1960. 

з F. B, Daniels, “A theory of radar reflection from 
the moon and planets," J. Geophys. Res., vol. 66, pp. 
1781-1788; June, 1961. 


WWYV and WWVH Standard Fre- 
quency and Time Transmissions* 


‘The frequencies of the National Bureau 
of Standards radio stations WWV and 
WWVH are kept in agreement with respect 
to each other and have been maintained as 
constant as possible with respect to an im- 
proved United States Frequency Standard 
(USFS) since December 1, 1957. 

The nominal broadcast frequencies should 
ior the purpose of highly accurate scientific 
measurements, or of establishing high uni- 
formity among frequencies, or for removing 
unavoidable variations in the broadcast fre- 
quencies, be corrected to the value of the 
USFS, as indicated in the table below. The 
corrections reported have been arrived at 
by means of improved measurement meth- 
ods based on LF and VLF transmissions. 

The characteristics of the USFS, and its 
relation to time scales such as ET and UT2, 
have been described in a previous issue,’ to 
which the reader is referred for a complete 
discussion. 

The WWV and WWVH time signals are 


* Received by the ERE, October 26, 1961. 
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also kept in agreement with each other. 
Also they are locked to the nominal fre- 
queney of the transmissions and consc- 
quently may depart continuously from 
UT2. Corrections are determined and pub- 
lished by the U. 5. Naval Observatory. The 
broadcast signals are maintained in close 
agreement with UT2 by properly offsetting 
the broadcast frequency from the USFS at 
the beginning of each year when necessary. 
This new system was commenced on Jan- 
uary 1, 1960. A retardation time adjustment 
of 20 msec was made on December 16, 1959; 
another retardation adjustment of 5 msec 
was made at 0000 UT on January 1, 1961; 
and a time advancement of 50 msec was 
made at 0000 UT on August 1, 1961. 


WWV FREQUENCY 
Win Respect To U. S, FREQUENCY STANDARD 


1961 September Parts in 1010 


1 —152.0 
2 —152.1 
3 —152.1 
4 —152.0 
51 —151.9 
6 —150.6 
7 150.5 
8 150.5 
9 —150.5 
10 —150.6 
11 —150.6 
12 —150.5 
13 —150.5 
14 —150.5 
15 -—150.3 
16 —150.3 
17 —150.4 
18 —150.3 
19 —150.2 
20 —150.3 
21 -—150.2 
22 —180.1 
23 —150.0 
24 —150.0 
25 — 149.9 
26 —149.8 
21 —149.7 
28 —149.6 
29 —149.5 
5 


30 —149. 


+ A minus sign indicates that the broadcast fre- 
quency was low. The uncertainty associated with 
these values is £5 X10", 

Frequency adjusted +1 X107! on Septemher 5. 

NATIONAL BUREAU OF STANDARDS 
Boulder, Colo. 


1 Refer to “National Standards of Time and Fre- 
quency in the United States,” Proc. IRE (Corre- 
spondence), vol. 48, pp. 105-106; January, 1960. 


Notice of Frequency Adjustment 
WWV/WWVH 


During 1960 and 1961 the nominal fre- 
quency of WWV was offset from the U. S. 
Frequency Standard by —150 parts in 10! 
in order to establish a unit in close agree- 
ment with the value of the unit of UT2. 

In 1962 the nominal frequency: offset will 
be —130 parts in 10% for the same reason. 
The frequency of WWV and WWVH will be 
higher by 20 parts in 10'? beginning at 0000 
UT, January 1, 1962. 

National Bureau of Standards 
Boulder, Colo. 
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Rebuttal to “A Note on Sugai's 
Class of Solutions to Riccati's 
Equation"* 


The author would like to express his sin- 
cere appreciation for Dr. Stickler's interest! 
in his letter.? His work is undoubtedly a 
worthy contribution. However, there are a 
few interesting items which he did not con- 
sider. The purpose of this letter is to men- 
tion them briefly and also to discuss the as- 
pect of "generalization" which he seems to 
have claimed. 

Besides the required condition of 
Qi Q.— 0, there are four cases of interest as 
follows: 


1) If Qi alone is zero, (3) gives a quad- 
ratic expression 


Ол? + Osh + Q: = 0, 


where 4 =% /v. This says that the con- 
dition Q,=0 requires that ¢(i=1, 
2, 3, 4) must satisfy the above quad- 
ratic expression in order to provide a 
particular solution for Riccati's equa- 
tion. Stickler says that Qi is not zero 
but he does not give a reason. 

2) If Qzalone is zero, (3) vields a solvable 
Bernoulli's equation, 


О, = Qu? = Qul. 


3) If Qs alone is zero, (3) results in an- 
other equation of Riecati: 


“О, де Qj? = Qs. 


This has essentially two variable 
coefficients, as both sides can be di- 
vided by Q Fourteen transforms 
which convert such Riccati equations 
into first-order linear differential 
equations are reported.* At this point 
an excellent work by Murphy? should 
be cited, which solved many Riccati 
and other nonlinear differential equa- 
tions. 

4) If Q; alone is zero, (3) gives a first- 
order linear diflerential equation, 


701 = Osh = Qa. 


All of these four cases also require “inter- 
related” variable coefficients since Q's are 
related to seven independent variable func- 
tions (except Qi, which is related to four 
variable functions). It is possible to generate 
a much more complicated transform in place 
of (2) such that many combinations of ex- 
ponential, trigonometrie and polynomial 
functions are included. Yet such a compli- 
cated transform of the dependent variable 
introduces much more complicated inter- 
relationships among variable coefficients 
with much decreased practical applications. 

The basis of Dr. Stickler's generaliza- 
tion seems to have originated from the 
author's two transforms,? (v = Ris(x)/ 


* Received by tlie IRE, August 23, 1961. 
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[s'(x)2-Pis(x)]. and r(x)= [s(x) —Pis(x)] 
/ |Qis(x) ]. On the other hand, they had been 
derived from two transforms,® у(х) Sf(x)g(x) 
and у(х) = 1/ [f(x)g(x)], where f(x) and g(x) 
were arbitrary functions of x. it was unfor- 
tunate that this background of the two 
transforms was not mentioned in the previ- 
ous note,? and also that the paper? which 
derived them in detail was not published 
until May, 1961. These circumstances might 
have given the impression to readers that 
those two new transforms were generated by 
the so-called mathematicians’ trick. 

The fact that at least two functions 
Ax) and g(x) are needed, as they аге to be 
related to each other, should be pointed out. 
Therelore, it is not possible to replace у(х) 
by z(x) as in у(х) =), which is not a trans- 
form but a change of symbols. 1t is also im- 
possible to replace у(х) by A*) K (v), for 
such an expression viekls Riccati's equations 
for f(x) and g(x). The key point is to obtain 
a solvable equation (linear or nonlinear) by 
using properly the products of two of the 
four following variables: f(x), f(x), g(x), and 
g'(x), developed by y'(x) and у(х). The 
most compact form of transformations in 
nonlinear fashions that can be considered is 
a product or a division of two functions I(x) 
and g(x). Stickler uses five functions; four of 
ci(x)'s and a(x). In this respect it should be 
noted that almost all available books pub- 
lished in the past have mentioned the trans- 
form of the type y(x)=f(x)/g(x). These 
books develop elegant theorems for the 
general solutions of Riccati's equations after 
their particular solutions are somehow ob- 
tained, and they do not mention how these 
particular solutions can be obtained. In con- 
trast, my other paper? was motivated to 
secure these particular solutions exactly by 
using the three above-mentioned elementary 
and compact transforms. 

A similar idea to Stickler's for converting 
Riceati’s equations directly into Bernoulli's 
equations with the requirement of inter- 
related variable coefficients has been pub- 
lished? for the exact solutions of nonuniform 
transmission lines. 

All these works have the common de- 
nominator, inter-relationship among vari- 
able coefficients. Therefore, any step for- 
ward which dispenses with this common de- 
nominator is a more “general” method. A 
small improvement has been published.’ It 
combines the original method of Hildebrand, 
the Cayley factorization technique, and the 
new transform.? 

The author would like to explain this 
slight improvement by taking an example of 
a practical problem of nonuniform transmis- 
sion lines. The past exact solutions rigidly 
interrelated Z(x) and Y(x), even though 
these line parameters were "arbitrary." 
What the latest note“ seems to have proved 
is that, if the independent variable x (the 
length of the nonuniform line) is changed to 
a newly-introduced independent variable 


% I. Sugai, "Exact solutions for ordinary nonlinear 
differential equations,” Elec. Commun., vol. 37, pp. 
47-55; May, 1961. 

1 1. Sugai, “Riccati’s and Bernoulli's equations 
for nonuniform transmission lines,” IRE TRANS, ON 
Circuit THeory (Correspondence), vol. CT-8; Sep- 
tember, 1961, 

5 1, Sugai, “A generalized II iidebrand's method for 
nonuniform transmission lines,” Proc, IRE (Corre- 
spondence), vol. 49, p. 1945: December, 1961. 
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w through w=f(x), where f(x) is arbitrary, 
we can have three arbitrary functions in one 
equation such as 


а) - [2° /Z@ yw) 
= |у) + BJ YZE), 


where Bi is any constant. The author pro- 
posed, in general, not to solve for f(x) when 
Z(x) and Y(x) are given independently and 
arbitrarily. What he proposed was to assign 
two independent functions such as f(x) and 
Z(x) to specify Y(x), or f(x) and Y(x) to 
determine Z(x), from the above equation, in 
order to realize the optimum performance 
of nonuniform lines in terms of its reflection 
coefficient or its minimum length. To the 
best knowledge of the author, this approach 
of having two independent variable parame- 
ters for nonuniform lines seems never to 
have been cited in the literature. This is a 
slight generalization of — llildebrand's 
method. For this reason the title “A Gen- 
eralized Ilildebrand's Method for Non- 
uniform ‘Transmission Lines” was used. 
Iwao SuGA1 
ITT Federal Laboratories 
Nutley, N. J 


On the Hues Seen in 
Fox-Color Images* 


Kallmann! has described his observa- 
tions on a two-color system. The authors 
have worked in the same field? and would 
like to draw attention to the following point. 

The contrast у of color separation slides 
is of crucial importance for obtaining satis- 
factory tri-color projection. It is therefore 
very probable that it is important for two- 
color projection too. E. H. Land used slides 
with y 21 and so did we. Н. E. Kallmann 
does not mention the value of у of his slides. 
The contrast of black and white film is gen- 
erally not equal for different colors. One 
usually corrects this by choosing different 
developing times for the green and red sep- 
aration slides. The exact procedure we used 
is described in our article? 1f one does not 
adjust the developing times to the desired 
value of у, one is very likely to get red and 
green separation slides of unequal contrast 
and vi. Pictures such as these, combined 
with additional blue separation slides, yield 
unsatisfactory tri-color projection. 

Although we do not think that this point 
changes II. E. Kallmann’s observations sub- 
stantially, it might well change the quality 
judgment of an observer. 

C. BURCKHARDT 

M. J. О. Strutt 

Swiss Federal Inst. Tech. 
Zürich, Switz. 
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A Stability Test for Linear Discrete 
Systems in Table Form* 


In this note a simple stability test? 
similar to Routh's table is being introduced 
for linear discrete systems. The proof, dis- 
cussions, and extension of this method will 
be presented in dotail in the future? This 
test is an alternate to the stability criterion 
recently developed by Jury, and it shows 
that these two criteria are identically 
equal.“ 

A necessary and sufficient condition for 
the roots of 


F(z) = а ＋ di ＋ az? + b num b e 
-+ with a, > 0 


daz", 
to have all its roots inside the unit circle in 
the 2 e. plane, or equivalently, for the 
linear discrete system to Бе stable is ob- 
tained as follows. 

1) Form the following table: [It should 
be noted that the elements of row 2k+2 
consist of the coefficients of the row 2k+1 
written in reverse order (Ё = 0, 1, 2, + + . ).] 


“STABILITY TEST TABLE” 


1 ao а 


an-1 


Correspondence 
where, 

do Ank ! Со Cn —2—k 
by = | m | 

a, a, | | сые б 
с | bo b 1-4 | So 53 | 
к= Fo = 

ba oy. | | Sa So 

So 51 


a=] 


2) Check for the constraints inequalities 
by noting the elements of the first column 
and the following: 


F(-0 > 0 п even 


F(1) » 0, 
« n odd 


[а | <а, 
50 > [bal 
|%| > [el 


| dol > jal (n — 1) constraints. 


E > | ro | ! 


3 bo bi 


[^ bua 


5 co | a | e . 
| 
6 n 2 Cng | Сп 4 | ` 


2 5 | So 51 


Zu —4 | $3 5з 


2n —3 | ro | 
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The above constraints constitute the 
necessary and sufficient conditions for sta- 
bility of any order linear discrete svstems. 

[t is noticed from the table that a certain 
computation involved in dotted entry in 
in row 2n — 3 becomes redundant. Therefore, 
the corresponding second-order determi- 
nant to be calculated in entries 21 —4, and 
2n —5 is also redundant. 


Examples 


3 
1) — ee n= 3. 


By applying the first constraints, we 
notice F(1)>0, F(—1)>0, and, since n=3, 
the system is unstable and the test could be 
discontinued. However, for the sake of illus- 
tration we form the table for this case as 
follows: 


200 | z! | z | 2% 
EE ЕЕ a 55 
[] 


„ 
uem | 
pret} И 


l 
win 


For the remainder of the stability 
straints, 


3>1, 


violated 


con- 


| ao < dn, 


oe lal al. 

-2 

‘Therefore, the system is unstable. It 
should be added that by certain combina- 
tions of variation of signs one can obtain 
information on the number of roots inside 
the unit circle? In this case, all the roots are 
outside the unit circle and no root is inside 
the unit circle. 


2) F(z) = 0.0025 + 0.08: + 0.41262? 
— 1.36823 + zt, n = 4. 


2 | z | БЫ 
0.4126 | —1.368 | 1 
| 
9.4126 | 0.08 0.0025 


1 
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Stability test: 
F(1) = 0.1271 > 0, 
0.0025 < 1, 
1 > 0.0834, 
0.9936 > 0.5256, 


F(—1) = 2.703 >0 
[а | X d, 
50 > | bur | 
E > Le 


The system is stable. 

In conclusion, this criterion is particu- 
larly useful if the coefficients of Na) are 
given in numbers, for in this case the sta- 
bility computation involves only second- 
order determinants which is very simple for 
hand computations. 

E. 1. Jury 

J. BLANCHARD 

Dept. of Elec. Engrg. 
University of California 
Berkeley, Calif. 


A Stability Test for Linear 
Discrete Systems Using 
a Simple Division* 


In a preceding note [1] a stability test 
has been presented for linear discrete sys- 
tems using table form. In this discussion an 
alternate procedure for the table form is in- 
dicated in which the test involves simple 
division of polynomials. 

The stability test will be presented first 
and its validity second, shown by using 
the preceding criterion [1]. 

А necessary and sufficient condition for 
the polynomial 


F(z) = ao + аз + ds? P.. Фак . 

Tas with а> 0 (1) 
to have all its roots inside the unit circle in 
the s=c™ plane, or equivalently, for the 
linear discrete system to be stable, is ob- 
tained as follows: 


1) Form the inverse polynomial of F(z) 
as follows: 


**) = z"F(1/s) 
= An ＋ d, a2 + % 2322 
+ алк oe + de а". (2) 


2) Obtain the stability constraints ax by 
simple division as shown 


F(z) TS F(z) EE Fele) 
C 


F(z) 

a + жие 
Fa*(2) 
ao el ＋ h 

In-i(2) 

Fu- (в) 

where Fi(z), Vz) . are the remainder 
polynomials obtained from the division and 


Fi*(s), F*(2) . are their inverses, as de- 
fined in (2). 


>a + ai + оз + 


+ an + (3) 


* Received by the IRE, August 31, 1961. 
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E 


3) Satisfy the following constraints for 
the stability test: 


0, n even 
, 


> 
Fa у F(—1 
о с <0, n odd 


ar <1, &-2012,---,5—2. (4) 


The proof of the above test lies in the use of 
the preceding stability criterion, for it can 
be easily established that the identity of 
«кв and the stability constants, ao, 50, 
со, © + +, are as follows [1]: 


December 


In this case it is only necessary to obtain 
og and ол. 


аз? = ay 
— eH 
аз 40 103 — 4002 
— — EA — 
йаз — dedo , di аз? — ад? 
3 
Thus 
do 
а = — , 
аз 
айз — lgl: 
a= 


The stability constraints are 


F(1) > 0, F(—1) <0, 
|) 
аз i 
Ес 
аз? — ae 


3) F(z) = 0.0025 + 0.085 + 0.41262? 
— 1.36823 + 51 
F*(s) = 1 1.3083 + 0.41262? + 0.0823 
+ 0.0025". 


In this case we need obtain ao, ол, аз as 
follows: 


0.0025 + 0.08: + 0.412622 — 1.36853 + 51 
1 — 1.3682 + 0.41262? + 0.0833 + 0.002554 Joos — 0.0034: + 0.00122 — 0.00233 3E М | 0.0025 


0.08345 + 0.41165# — ~ 1.3685 + zi 


А 


+ 


" 


^ 


0.993224. 1.402229) 0.525620. 5256 22/— 1.402227 LE 


From the stability constraints imposed 
previously on the a's, b’s,- ++, the con- 
straints to be imposed on the o;'s are read- 
ily established, as explained in (4). 


Examples 


To illustrate the procedure to be fol- 
lowed, we establish the constraints in gen- 
eral terms for n =2, n =3, and provide a sta- 
bility test for 1 24 when the coefficients of 
the latter polynomial are given in numbers: 


1) F(z) = ao + ai + 4222, d» > 0. 
In this case F*(z) is given as 
F*(z) = as + ais + 4022. 


ао is obtained from 


F(z) dg 
ты «bus яе 


The stability contraints are 
0 d- а +аз> O, 0 — di + аз > 0, 
[а | 
Eu 
2) *) = ao + aiz + 4222 + 4323, 


| eo] « 1, « t. 


аз > 0 


F*(z) = as + ass + ays? + 4033. 


It should be noted that in obtaining оо, ол, 
and o», the terms encircled in dotted lines 
as above need not be calculated. Similarly, 
such simplification could also be obtained 
from the previous examples. 

In this case, 


a= 0.0025, 
a, = 0.0834, 
a= 0.53. 


For stability constraints: 
F(1) = 0.1271 > 0 F(—1) = 2.703 > 0, 
0.0025 < 1, 
0.0834 « 1, 
0.53 < 1. 


The system is stable as also shown in the 
preceding note[l]. 

In conclusion, one may notice that this 
test is similar to the preceding test, except 
that it is written in a different form. The 
advantages of this procedure are twofold: 
1) This form is easier to remember. 2) One 
may not need knowledge of determinants; 
this form also provides a minor simplifica- 
tion. This procedure is equivalent to the con- 
tinued fraction expansion method used for 
stability test of linear continuous systems, 
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Duality of Planar Networks* 


A recent communication! describes а 
method of forming the dual of a planar net- 
work which contains transformers. In this 
note 1 would like to describe a slightly dif- 
ferent approach to duality and show how it 
clarifies certain controversial issues. In this 
respect it is suggested that this new ap- 
proach may be more fundamental and may, 
in fact, be the basic law governing the 
duality of networks. 


SIGNIFICANCE OF EIGEN VALUES 


The dual of a planar network is usually 
acquired by dualizing each term of the 
mesh or nodal equations, or by operating on 
the network matrices as described in the 
literature.? For instance, if (Zi) is the Z 
matrix of a network, then (1/72(Zi) is the Y 
matrix, and 72(Zi) i is the Z matrix of the 
dual network. Thus, dual networks can be 
formed by matrix inversion. It follows, there- 
fore, that the product of the Z (or Y) 
matrices of two mutually dual networks is 
equal to the unity matrix Z, multiplied by a 
scalar factor 72 (or 1/r? in the case of Y 
matrices) 


(Zi) (Z = 1 = (QZ U- 
P(ZXZ)! = rI = (Жу) . 


Therefore, if (Zi) and (Z:) are the 2 
matrices of two dual networks. 


(09) = rI d) 
| G3 — | = 0. (2) 


Eq. (1) resembles the usual definition of 
dual impedances sı and 22, where 5,2» 7? and 
r? is a frequency independent positive con- 
stant with the dimensions of resistance 
squared. Since (2) is the characteristic equa- 
tion of the product (Zi) (Za), the following 
definition of duality is prompted. 

Two networks are dual if the charac- 
teristic equation of the matrix product of 


ж Received by the IRE, August 21, 1961. 

1 P. G. Griffith, “Duality as applied to trans- 
formers," PRoc. IRE (Correspondence), vol. 49, pp. 
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2 R. F. Shea, "Principles of Transistor Circuits," 
John Wiley and Sons, Inc., New York, N. Y.; 1954. 
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their 2 (or Y) matrices has equal, positive 
eigenvalues whose dimensions are those of 
resistance (or conductance) squared. 

Betore applying this definition, it is in- 
structive to consider the simplest dual net- 
works with one element as shown in Fig. 1. 
Obviously, the inverse matrix method breaks 
down in this simple case, while the well-used 
mesh and nodal operation does not. The 
reason is very clear; the Z matrix of network 
1 and the Y matrix of network 2 do not 
describe the single impedance element in any 
way. "Therefore, when using the inverse 
matrix method, it is a necessary condition 
that the matrices fully describe the networks 
concerned. 


нетмовк (1) BUAL TO network (2) 


H y 
i Er 
„- о (27) 
0 6 i) 
1 Y 


Fly. 1—8imple dual networks. 


mm m= ($7) 
euet) ue a) 
(a) 
network (0) DUAL TO neTwoRk (2) 


ЭҢ йт 


a {Rin э} ғ? ct 
Ge" us (Fa аы) 


(20 "G3 vp * =рн 


tb) 


Fig. 2— (a) Ideal transformer. (b) Network and 
an ideal transformer, 


A. The Transformer 


Consider the ideal transformer with de- 
scriptive matrices as in Fig. 2(a). Apart 
from the fact that a dual is not indicated by 
taking inverse matrices, the matrix elements 
are dimensionless and therefore, any solu- 
tion to the characteristic equation previ- 
ously mentioned cannot have the dimen- 
sions of resistance squared. This require- 
ment of the eigenvalues would indicate that 
there is no dual network for an ideal trans- 
former, thus explaining much past contro- 
versy. Since a transformer operates on net- 
works, it seems natural to absorb а trans- 
former into the Z or У matrix of an accom- 
panying network before attempting to find 
the dual of the network. Any transformers 
in the dual network can then be extracted. 
As an example of this procedure consider a 
practical transformer with leakage induct- 
ance z; and magnetizing inductance 2 as 
shown in Fig. 2(b) (where these effects have 
been separated from the ideal transformer 
1:2). The details in Fig. Ab) substantiate 
the findings in the literature’ and indicate 
how an ideal or a practical transformer may 
be treated. 
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B, The Gyrator 


The fictitious circuit element called а 
gyrator has found great use in duality stud- 
ies? and apparently, unlike the transformer, 
has presented no controversy. It is easily 
shown that gyrators fulfill the eigenvalue 
requirements. 


C. Transistors and Vacuum Tubes 


The synthesis “s of active devices sug- 
gests the existence of their duals. The 
duality between present-day active devices 
will now be dealt with. This subject has been 
discussed in the literature, 2“ where the argu- 
ments have been mainly descriptive. li has 
been stated that the junction transistor 
(common-emitter) is the dual of the vacuum- 
tube triode (common cathode). Yet it is an 
undisputable fact that junction transistor 
circuitry is analogous, and not dual, to its 
vacuum-tube counterpart. In fact, most 
vacuum-tube circuits can Бе transistorized 
by simply lowering the impedance levels of 
interconnecting networks. 

Let (У) and (yy) be the F matrices of 
the junction. transistor (common-emitter) 
und triude (common-cathade}, respectively. 
To test for duality, (3) is inspected. 


Fu Fie yu Yu 1 
GDE E) -e e 

Ya Yao Yu Уз г? 

On substituting practical values in (3), 
it is very obvious that duality between these 
devices is most unlikely. For instance, at 


low frequencies it is usual to take yu, у and 
Уз» as zero, in which case (3) becomes (4). 


1 1 д 
;( aa yal 2) =0. (4) 
* r 


The eigenvalues are 0 and yos Yzs; there- 
tore, the proposed conditions for duality are 
not fulfilled. 

In searching for duality among active 
devices it is interesting to note that it is 
most strongly exhibited within the con- 
figurations of one type of device. For in- 
stance, let ( Ya’) and (у, ) be the У matrices 
of a junction transistor in the common-base 
and common-collector configurations, re- 
spectively. The characteristic equation is (5) 


( Yu К ) | vir“ um 1 д 0. (5) 
IN Fa Fer Yat ye re ` 

At low frequencies it is valid to put 
Yi! 2 уњ’ 20; for identical bias conditions 
Yu, Pai“, ys! and —ys' are all approxi- 
mately equal to gm, the forward transcon- 
ductance. Eq. (5) becomes (6): 


, 1 . 1 
Уп £m — SIC =) =0. (6) 


In practice, уп’ and Уз’ are very small 
and of similar order, thus yielding eigen- 
values yn'g, and Уз’, which are approxi- 
mately equal, positive, and of the dimen- 
sions conductance squared. 1t could be said, 


3R. L. Wallace, Jra and С. Raisbeck, “Duality 
as a guide in transistor circuit design,” Bell Sys. Tech. 
J., vol. 30, pp. 381-417; April, 1951. 

3 J. Shekel, "The gyrator as a three-terntinal ele- 
ment,” Proc. IRE, vol. 42, pp. 1014—1016; August, 
1953. 

5 II. J. Carlin, "Theory and Application ol Gy- 
rator Networks," Polytechnic Inst. of Brooklyn, 
N. V., Res. Rept. 2801 Marcb,1954, 
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then, that these two basic configurations of 
a transistor tend to be dual. (Similar results 
apply to the two vacuum-tube configura- 
tions, common-grid and common-anode.) 
The existence of this approximate duality is 
certainly suggested by the details of Fig. 3, 
where the networks of (a) are dual to those 
in (b) and the impedance levels are consist- 
ent with the transistor configurations. 


у wd 
E 
fat 


(h) 


Fig. 3 GU Common-collector amplifier. 
(b) Common-base amplifier. 


CoNCLUSION 


The above examples suggest that con- 
sideration of the eigenvalues gives a deeper 
insight into the existence of duality. In this 
light the duality of networks could be de- 
fined as follows: 

Definition: Let (Zi) and (Zz) be the Z 
matrices which fully describe two active or 
passive networks Zi and Ze. Then Zi and 2, 
are dual if the characteristic equation of 
(Z1X Z2) has eigenvalues which are positive, 
equal, and have the dimensions of resistance 
squared (or conductance squared in the case 
of Y matrices). 

J. К. James 

Radar and Telecommun. Branch 
Royal Military College of Science 
Swindon, Eng. 


Schwarz’s Lemma and 
Linear Passive Systems* 


The physical interpretation of some basic 
mathematical theorems often leads to 
equally interesting results concerning the 
performance of a class of physical systems. 
Sometimes the situation is the other way 
around, that is, a relatively sophisticated 
mathematical fact has a physically trivial 
counterpart. 

The subject of this note is to derive a 
physical interpretation of one of the funda- 
mental theorems of Function Theory known 
as Schwarz's lemma. It turns out that this 
lemma suggests a basic inequality between 
active and reactive power of a linear passive 
one-port. The inequality is far from being 
trivial. 

Schwarz's lemma is one of the basic the- 

* Received by the IRE, August 30, 1961. This 


work was partially supported by the Rome AF Dev. 
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orems of Function Theory which has been 
subjected to many generalizations and rami- 
fications for more than half a century. It 
appears as though the lemma comprises 
some fundamental thought which is not to 
be disposed of by the mode du jour. The 
statement of the lemma in its simplest form 
is given below. 

Schwarz’s lemma: Let f(z) be a function 
analytic in the region |z| «1 and let 


i) I2] <1 for fa] <1 
ii) ДО) = 0. 
Then, 


| f(z) | € || in [2] <1, (1) 


and the inequality сап hold only when 


х) es, о being a real constant. In geo- 


metric language, the lemma states that the 
euclidean distances to the origin are not in- 
creased by this very general class of ana- 
lytic mapping functions. (See Fig. 1.) 


f (2). Plane 


2. Plane 


Fig. t. 


Schwarz's basic lenima, as expected, has 
penetrated in numerous branches of physical 
sciences. When the function describing a 
physical problem is properly normalized in 
the reference frame of the unit disk, one can 
infer from the lemma a fundamental upper 
limit for the performance of the associated 
linear system. Furthermore, with the proper 
mathematical manipulations, one may de- 
rive more informative bounds at the price 
of being confined to a more restrictive family 
of linear systems. 

The electrical engineering profession has 
had its own share of benefit in the use of 
this lemma. The theorem appears, I believe, 
since 1930 in the literature of the circuit 
theory. The reader interested in some of the 
applications of this theorem to Network 
Synthesis may wish to refer to one of several 
existing books on the subject or to the lit- 
erature.!~5 

s an example of the use of Schwarz's 
lemma, we apply the theorem to Z(s) the 
driving-point impedance or admittance 
function of a bilateral linear passive net- 
work. For the complex frequency s =a +8, 
the active and reactive powers under the 


P. I. Richards, “A special class of functions with 
positive real parts in a half-plane,” Duke Math. Ju 
vol. 14, pp. 777-786; month, 1947, 

? А, Fialkow and I. Gerst, "Impedance synthesis 
without minimization," J. Math. Phys., vol. 34, pp. 
160-168; October, 1955, 

N. Balabanian, “Network Synthesis," Prentice- 
Hall, Englewood Cliffs, N. J.; 1958. 

* E. F. Bolinder, “Impedance and Power Trans- 
formations by the Isometric Circle Method and Non- 
Eucliden Hyperbolic Geometry," Res. Lab. of Elec- 
tronics, Mass. Inst. Tech., Cambridge, Tech. Rept. 
No. 312; June 24, 1957. 

5 F. M. Reza, “A supplement to the Brune syn- 
thesis," Trans. AIEE, vol. 74, pp. 85-90; March, 
1955. 
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above steady-state regime are, respectively, 
Ula, B) = ReZ(a + j8), 

V(o, В) = Im Z(a + jp). (2) 

In order to apply the lemma, one may 

use a well known linear transformation of the 


frequency and the impedance function, that 


is, 


Z(s) — 2(5) 5 — So 
DICA, зя „ 6 
Xs pau e 


Since the conditions of the lemma are now 
satistied, one can derive a suitable gen- 
eralization of (1) for driving-point impedance 
or admittance functions. (These functions 
are generally referred to as Positive Real 
Functions, or PRE in abbreviated form.) 
Theorem: For any PRF we have 


[ZO = 2600) з=н 
ZG) + Z(50)| ^ Is хо 
Res >0, Res,» 0. (4) 


K — So 


A geometric interpretation of this inequality 
is rather interesting. Fig. 2 suggests that for 
a physically realizable one-port we have 
A'B' AB 
SE 
A'C' AC 


(4a) 


Z Plone 3. Plone 


Vig. 2. 


We note with interest that the ratio of 
two euclidean distances appears in our calcu- 
lation. (There are other forms of the theorem 
expounding on noneuclidean distances. See 
for instance С. Pick's theorem in Cara- 
theodory® which has been employed in the 
well-known paper of O. Brune. Sce also Bo- 
linder.) 

To translate this inequality in physical 
language, we let 


Z(50) = Zla + j8) = Uo + jVo, 
and write 
(e — Uy) t (V — Vo) 


(U +U) +7" = V) 
(а — aw) + J(8 — Bo) 


aE (8 
= (a + a) +8 E Bo) ( ; 
(U — Uo)? + (ү — Vo)? 
(U + Uo)? + (V — v? 
< (a – av)? + (8 — Bo)? (6 


` (a + a9! + (8 — 8)* 
"This is a general inequality which illustrates 
the Schwarz’s lemma for PRF.7 The inequal- 


* С, Caratheodory, “Theory of Functions of a 

Complex Variable.“ Chelsea Publishing Co., New 
York, М. Y,, vol. 2, ch. 1; 1959, 
7 The reader is assumed to be familiar with the 
physical meaning of applying an excitation with 
s =a ig which requires the introduction of resistors 
along with all inductors and capacitors, 
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ity (H can be further employed for obtaining 
more specialized. results if desired so. lor 
example, if we let 502020, we find as a 
corollary for any PRE 

Z(s | Z(a) 


< — з>а> 0, (7) 
5 а 


(7) is one of many results which can be de- 

rived from (4). Other results aud interpre- 

tation of other forms of this lemma such as 

Jensen’s theorem have been derived by the 

author. The latter being perhaps of more 

interest to the professional circuit theorists 
will be given elsewhere. 

F. M. Reza 

Dept. of Elec. Engrg. 

Syracuse University 

Syracuse, N. Y. 


Discussion of “Forward Scattering 
by Coated Objects Illuminated 
by Short Wavelength Radar"* 


In the course of a theoretical study on 
bistatic scattering measurements, | came 
across what appears to be an experimental 
error published in P'RockEDINGs.! s shown 
in Fig. 6 of the article by Hiatt, Siegel, and 
Weil, forward-scatter cross sections are 
measured by placing the test target between 
transmitting and receiving horns in a trans- 
mission path which has been nulled out via a 
secondary circuit. This interpretation is veri- 
fied by the *Experimental Procedures" sec- 
of the article. 

The fallacy of this procedure can be seen 
by measuring the forward-scattering charac- 
teristics of: 


1) a matched termination or attenuator, 

2) a short circuiting wall between horns, 
or 

3) a matched phase shifter. 


In each case a substantial scattering cross 
section dependent on transmitting antenna 
gain will be measured where, in fact, none 
exists at all. 

In a more recent article,? another ex- 
perimenter displays a similar arrangement of 
equipment in Fig, 21 for the same purpose. 
However, since the latter paper conspicu- 
ously avoids any measürenieuts in the region 
of 180° direct forward scatter, it may be 
assumed that the error was not repeated. It 
must be recognized that forward scattering 
cannot be rigorously defined or measured at 
a bistatie angle of 180°. 

J. Fiscu 
20 Elmwood Lane 
Syosset, N. Y. 
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Authors’ Comment 


Fisch states that it is an utter fallacy 
tu measure the forward-scattering charac- 
teristics of an object by the method used by 
the authors,! where the test target is placed 
between the transmitting and receiving 
horns in a transmission path which has been 
nulled out via a secondary circuit. We are at 
a loss to understand his defense of this posi- 
tion. Fisch proposes to disprove our pro- 
cedure by measuring the forward-scattering 
characteristics of certain transmission line 
components, .., a matched termination. He 
has stated that “a substantial scattering 
cross section dependent on transmitting an- 
tema gain will be measured where, in fact, 
no forward-scattering cross section exists.” 
‘This statement is untrue in two ways. First, 
the measured scattering cross section will 
not depend on antenna gain (it is assumed 
that the target is placed in a region of plain 
wave illumination); it will depend only on 
the degree to which the field incident on the 
receiving horn is changed by the energy ab- 
sorbed and scattered by the test target. It is 
common practice to determine the amount 
of change by introducing a known scatterer 
such as a sphere, Second, Fisch is wrong 
when he states that his proposed test tar- 
gets have no (forward) scattering cross sec- 
tion. This statement hardly warrants a re- 
buttal. Any object that changes the incident 
energy, whether it bea perfect piece of radar 
absorbing material, a matched antenna or 
one of Fisch's test targets will have a for- 
ward-scattering cross section, We! have 
shown by an approximate method, and 
Logan! has shown by consideration of the 
exact sphere solution, that the leading term 
in the asymptotic expansion of the forward- 
scattering cross section for high frequencies 
is precisely 47.12/A2, where 4| is the area 
outlined by the boundary between the lit 
region and the shadow region of the target. 
The close agreement between our experi- 
mental results, our theoretical results, and 
Logan's theoretical results, shown in Fig. 1 
of reference 1, should have convinced Fisch 
that no glaring experimental error had been 
committed. The method we use, and for 
which we take full responsibility, is very 
similar to that used by Hamren? in measur- 
ing forward-scatter cross-section areas. The 
block diagram describing his method is al- 
most indentical to our block diagram. Ham- 
ren's method and other methods are de- 
scribed by King and Wu.“ 

It is almost amusing to hear “that for- 
ward scattering cannot be rigorously de- 
fined or measured at a bistatic angle of 
1809." In saying this Fisch has discarded 
much of theoretical diffraction theory in 
electromagnetics and most of nuclear scat- 
tering theory, as the optics theorem relates 
the total cross section to the imaginary part 
of the forward-scattering amplitude. Since 
according to Fisch the forward-scattering 
amplitude is beyond definition, then by the 


3 Received by the IRE, August 9, 1961. 

R. W. P. King and T. T. Wu, "Scattering and 
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above theorem so is the total cross section; 
again working backwards Fisch has *shown" 
that we can't define conservation of energy 
for all scattering systems in all branches of 
physics. Luckily for those of us working in 
physies Fisch is wrong, and most of our 
physical laws will last a good deal longer. 
Apparently, more work should be pub- 
lished explaining the bright line behind the 
penny, so that forward-scattering answers 
will be no longer the mystery some people 
now believe them. 

We would like to take this opportunity 
to point out the good agreement between the 
experimental results of. Garbacz and Mof- 
fatt? and the theoretical predictions iu refer- 
ence 1. We are happy to see this agreement 
in the resonance region. 

K. M, SIEGEL 

К. E. Warr 

Radiation Laboratory 
University of Michigan 
Ann Arbor, Mich. 


Inductive Probability as a Criterion 
for Pattern Recognition* 


Consider a sequence of length » com- 
posed of elements from the set РА]. Then 
the inductive probability that the nest 
member of the sequence will be 1p is 


11% - (1) 


where np is the number of times Ay appears 
in the sequence, and wp is the logical width of 
Ap! If there are m elements and the logical 
widths are the same, this reduces to 


ny 1 
ntm 


To extend this measure to pattern recog- 
nition cousider, as an example, the case in 
which there are only two elements A1 and Аз. 
Suppose, for example, the sequence is 


Ay Aad lod ids dido. 


P*(4,) = (2) 


The mduetive probability that the next ele- 
ment of the sequence will be 41 is given by 
relation 2, in which 


п = 8) 
Hp = d .. I. Ii) = 1/2. 
т = 2 


The probability that the next elements will 
Aids is given by 


п = 4 
np = 4 . Р*(А\Аз) = 5/8. 
т = 4 


ж Received by the IRE, August 14, 1961. 
1 R. Carnap, “Logical Foundations of Probability," 


University of Chicago Press, Chicago, III.; 1950. 
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In this case, the pairs (4141), (4142), (4241) 
and (445) are considered as the basic 
blocks. Similarly, 


2+1 3 
PUT Medd) ee 
( 142.1142) 2 J 16 18 
eS NET 


PCA 1A 2-142. 1142) 1+ 64 65 
Note that the prediction (Az) has the 
largest measure. "This is because not only 
does it match the pattern, but it does so with 
the fewest possible elements. Ihe extension 
to nonbinary cases is obvious. 

However, there is an objection to this 
application of inductive probability, What 
can be done if the sample sequence is not 
composed of complete period? In the above 
example, how do we test for repetitions over 
three elements? 

BERNARD HARRIS 
College of Engrg. 
New York University 
New York, N. Y, 


Law for Noise Loading of 
Multivoice-Channel FD Systems* 


The concept of using a white noise signal 
with uniform power density over the base- 
band for the analysis and testing of multi- 
voice-channel systems using FD multiplex 
has now become well-established in the art. 

The rins level of this signal is made to 
correspond to the level expected of the com- 
plex baseband signal when voice traffic is 
actually present. Normally the level is that 
which is not expected to be exceeded for 
more than 1 per cent of the busy hour, 
based on the classic work of Holbrook and 
Dixon.! Curve A, of Fig. 1, is scaled from 
their Fig. б, Curve В, which is usually used 
for this purpose. 

In pursuance of this approach, the CCIR 
has suggested the rms level of the white 
noise signal should be 


[715 + 101og N] dhm 0, N > 240 
[- 1+ 4logV]dbm0, 20> Y » 60. 


These relations are shown by Curves B and 
C respectively. 

The Holbrook and Dixon curve did not 
include the effect of normal channel limiting, 
allowance for this being applied to their “in- 
stantaneous load capacity” data. As shown 
by Jacobsen,? this factor introduces a sig- 
nificant discrepancy. For this reason, it was 
suggested by the writer? that the rms level 
could be approximated with sufficient ac- 


* Received by the IRE, July 28, 1961; revised 
manuscript received, August 11, 1961, 

! B. D. Holbrook and J. T. Dixon, *Load rating 
theory for multichannel amplifiers," Bell Sys, Tech. J4 
vol. 18, pp. 624-644; October, 1939, 

* B. B. Jacobsen, *The effect of nonlinear distor- 
tion in multichannel amplifiers,” Elec. Commun., vol. 
19, pp. 29—53; 1940, 

3 C. A. Parry, Design factors for the optimization 
of multichannel radio systems,” Trans. AIEE, 
(Commun and Electronics), no. 233, pp. 606-620; 
November, 1957, 
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Тє = Rai Test Tono Level 


curacy for design purposes by a law of the 
form 


T, = XN", (1) 
where 


T. rms power level of complex signal 
relative to single-channel test tone. 

V=number of busy channels. 

X. a=constants depending on the busy 
hour statistics. 


Subrizi* later indicated that speech volumes 
had tended to decrease since Holbrook and 
Dixon carried out their work, thereby re- 
ducing the composite rms level. On the other 
hand. some allowance must be made in the 
operative system for carrier leak, dialing 
impulses, and the like. 

Taking these into account, the writer“ 
subsequently suggested the rms level for 
the *1 per cent of the busy hour" criterion, 
could be expressed satisfactorily by the rela- 
tion 


T. = 0.315. ve. (2) 
or in db, 
(—5 + 67 log .V)1000 > NV > 3. 


This is shown as our Curve D. As can be 
seen, this is a closer fit to the original data 
than the CCIR values over most of the 
range, 

The concept of a single law to represent 
rms loading is particularly valuable in com- 
parative studies of systems, in terms of both 
performance and economics. 

The number of teletype channels used 
varies considerably from system to system. 
Consider, however, a typical case of one 
voice channel in eight used for this purpose. 
On the basis of 18 FSK telegraph channels 
per voice channel and CCIR levels, the 
average power per voice channel so allocated 
will be —7.5 dbm0. 

The composite N channel system level 
will then be 


veu o 


(Similar equations can of course be derived 
for other telegraph channel densities.) 
The ratio у between this power and that 


V. Subrizi, “A speech volume survey on telephone 
message circuits," Bell Labs. Rec.. pp. 292—295; Au. 
gust, 1953. 

5C. A. Parry, “A formalized procedure for tbe 
prediction and analysis of multichannel tropospheric 
scatter circuits," IRE Trans. ох COMMUNICATIONS 
Systems, vol. CS-7, pp. 211-221; September, 1959, 
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obtained from (2) (assuming all channels 
are used for voice) is 
N 0-a) 
= 750 — + 
ô = (0.875) + 115 
Thus, there is only a small error in using 
(1) to represent the loading for voice plus 
telegraph channel densities up to the value 
indicated. 
А further factor to be considered is that 
all the curves shown here are based on N 
busy channels. When the data are applied 
to an N channel capacity system, it is im- 
plied that all channels are “busy”; je., the 
trunk occupancy is unity, a condition which 
never applies in sound engineering design. 
For small numbers of channels this may be 
as low as 0.4, or less, so that an rms level 
based on N channels rather than that ex- 
pected from the trunk occupancy, tends 
to be somewhat conservative. On the other 
hand, this further supports the use of (2), 
for nominal ratios of voice-to-telegraph 
channels, since the increased loading due to 
the latter tends to be offset by the reduced 
occupancy. 
C. A. Parry 
Page Communications Engineers, Inc. 
Washington, D. C. 


Reliability Factors in 
Thermoelectric Generator Design* 


A multitude of semiconductor thermo- 
couple elements are required in large-scale 
thermoelectric generators. ldeally the ther- 
mocouples may be series-paralleled in any 
manner to achieve the required load voltage 
and current. However, from a practical 
standpoint, the mean-time-to-failure of a 
thermocouple will place limits on the per- 
missible series-parallel arrangement. 

Consider the schematic generator cir- 
cuit of Fig. 1; a total of S subsystems, each 
with н thermocouples in series, are operating 
in parallel. Assuming identical operating 
conditions and performance for each ther- 
mocouple, the line current, IL, is simply 
SI , where J, is the current through any sin- 
gle thermocouple. Failure of an individual 
thermocouple (failure is considered to be an 
open circuit) will interrupt the output of an 
entire subsystem with a consequent reduc- 
tion in power delivered to the load. It may 
be desirable to maintain н as high as possible 
since the load voltage will vary directly as 
n; however, it is not desirable that a large 
number of thermocouples be eliminated as 
effective generators by a single failure. What 
then is the tolerable number of thermocou- 
ples in a subsystem? 

If the failure process obeys what is some- 
times described in the physical literature as 
a "chance" breakdown inechanism (7.e., if 
the instantaneous probability of failure at 


* Received by the IRE, July 24, 1961; revised 
manuscript received, September 5, 1961. The work 
reported in this letter was supported iu part by Alco 
Products, Inc. 
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Fig. 1—Schematic thermoelectric 
generator circuit. 


time r, conditional upon nonfailure prior to 
time 7, is constant), then the fraction f, of 
the original number of thermocouples which 
are intact after an operating period т is 


У = exp (—7/M), (1) 


where M is the mean-time-to-failure of the 
subsystem. For z identical thermocouples in 
series, we have 1/ I = n/m, where m is the 
mean-time-to-failure of an individual ther- 
mocouple. Thus the probability that a sub- 
system of x thermocouples is in operation 
after time 7 is 


f = exp (—пт/т). Q) 


‘The most probable line current II can 
be determined with the aid of the binomial 
distribution 


S! 


b- ms pi" = fe, (3) 
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variable representing the number of suc- 
cesses observed among 5 trials. Thus, the 
mean or expected fraction of the initial line 
current from 5 subsystems which remains 
after т is simply f= E(r,)/S. Since the load 
voltage is constant, the mean or expected 
remaining fraction of the original power is 
also f, as given in (2). 

Consider a thermoelectric generator with 
power rating P, which is to be operated un- 
attended for a specified period. There is no 
provision for automatic switching or re- 
placement of open-circuited thermocouples. 
In the most simple analysis under matched 
load conditions the load voltage V is 


V = neAT/2 = Р/11„ (5) 


where 


e 2 thermoelectric power of а thermo- 
couple, volts/°C 
AT = operating temperature interval, °С. 


Combining (2) and (5), we have 


2P —2Pr Р 


neAT en In (р) Emi ©) 


L= 


As an example, see Table ] where some 
series-paralle! combinations for a 100 kw 
generator required to operate 10,000 hours 
are presented. The resistance of a thermo- 


TABLE 1 
SERIES-PARALLEL COMBINATIONS FOR Two CHOICES OF MEAN-FAILURE-TIME 


(Power output 10° watts, operating period 10! hours, eà T =0.1 v, thermocouple resistance =0.01 9) 


Permissible Fraction of | Allowed Number | 
Original Power After of Series | 


Load Current 


Required Number of 


Parallel Subsystems | Load Voltage 


V, volts 


10,000 hrs, f Thermocouples, н | 11, amps | SzIL/5 
| | m=108 hours“ 
0.95 5 3.9 x10 7.8 X10! 0.25 
0.80 | 22 | 9.0 =10! 1.810! 1.1 
0.50 70 2.9 X10! 5.8 X10 3.5 
m —10* hours | 

0.95 | 510 3.9 X10? 7.8 105 | 25.5 
0.80 2230 | 9.0 X10? 1.8 X10? 111 
0.50 | 6930 | 2.9 X10? | 5.8 X10! 346 


* Mean time for thermocouple failure (open circuit ). 


where b is the probability that in S repeated 
independent trials with probability f for 
success and (1 —f) for failure there will oc- 
cur æ successes and (S -E) failures (OS 5) 
For the generator under consideration, S 
the number of parallel subsystems, repre- 
sent the number of independent trials. 
“Successes” imply the subsystem is still 
intact and contributing to the line current. 
It is interesting to note that by using two or 
more subsystems in parallel we are decreas- 
ing the probability that the line current is 
100 per cent of its rated value 


dio = PU — f)? = /®. (4) 


Since f <1, f? is largest when S 1. However, 
the addition of parallel subsystems also de- 
creases the probability that the line current 
is zero. 

It isa property of the binominal distribu- 
tion that the mean or expected number of 
successes! is E.) =, where r, is a random 


1 See, for example, W. Feller, “An Introduction to 
Probability Theory and Its Applications,” John 
Wiley and Sons, Inc., New York, М. Y., pp. 104-110, 
173-174; 1950. 


couple has been arbitrarily taken as 0.01 
ohm, corresponding to 7,75 amperes. Car- 
bon composition resistors under stabilized 
operating conditions can have a mean fail- 
ure time of the order of 10? hours. In the ab- 
sence of quantitative data on thermocouple 
reliability, the assumption of a mean failure 
time longer than 109 hours is hardly justi- 
fied. Thus, this simplified analysis serves to 
partially indicate the role reliability factors 
must play in thermoelectric generator de- 
sign. As systems of progressively larger ca- 
pacity are envisioned without comparable 
improvement in material figure of merit, 
greater emphasis must be placed upon reli- 
ability and associated problems of power 
distribution from low voltage-high current 
sources. 

'The authors are indebted to Dr. Arthur 
E. Mace for helpful interpretations and con- 
structive criticisms of the text. 


M. R. SEILER 

T. S. SHILLIDAY 
Battelle Memorial Inst. 
Columbus, Ohio 
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A Proposed Test of the 
Constancy of the Velocity 
of Light* 


The experiment recently suggested by 
Rapier, interesting and ingenious though it 
is, cannot demonstrate the isotropy of space 
to light propagation. The fallacy results 
from the impossibility of empirically estab- 
lishing the absolute synchronization of 
clocks located in different regions of space. 
This is closely allied to the impossibility of 
empirically establishing the absolute simul- 
taneity of events occurring in separate loca- 
tions in space. The results follow from the 
assumption of a finite upper bound on the 
velocity of signal propagation. 

Suppose one wished to establish the ab- 
solute simultaneity of a pair of events oc- 
curring in two different locations such as a 
flash of light in the distance and the reading 
of a clock here at that time. Presumably, 
knowing the distance separating the clock 
from the flash and the velocity of propaga- 
tion of light, the transit time may be sub- 
tracted from the present clock reading to 
find the time at which the flash occurred. 
The temptation is to conclude that the hands 
of the clock stood at a certain reading simul- 
taneously with the occurrence of the flash. 
Unfortunately, this cannot be verified experi- 
mentally. How is the velocity of light, used 
for the above "correction," determined? 
Simply by dividing the distance separating 
the occurrence of a flash by the time elapsed 
between that occurrence and an observer's 
reception of it. In other words, the velocity 
determination necessitates a second clock, 
one located at the site of the flash. Moreover, 
if the time interval (of transit) is to be mean- 
ingful, then the two clocks, at the two loca- 
tions, must be synchronized. That is, we 
must know that the hands of the one clock 
simultaneously read the same as the hands 
of the other clock. In short, the establish- 
ment of the simultaneity of two events in 
two different regions of space requires the 
synchronization of a pair of clocks at these 
locations, and the synchronization of the 
clocks at these locations of space presup- 
poses that it has been established that their 
hands occupy the same positions at the same 
time, t.e., simultaneously. 

It should be emphasized that the logical 
difficulties inherent in this and allied Ge- 
danken experiments can not be circumvented 
by synchronizing a pair of clocks together 
and then transporting one of them to a new 
location. This obviously begs the question. 
Furthermore, it presupposes that the time 
indication of a clock is independent of its 
path and velocity. In other words, it pre- 
supposes some such proposition to the effect 
that two clocks in synchrony at one place 
will still be in synchrony when brought to 
different places along different paths with 
different speeds. Aside from the impossibil- 
ity of ever empirically verifying such a 
proposition, even were it true (whatever 
that may mean, in the light of our never 
being able to verify it), it is a proposition 
that is specifically denied by relativity. 

It may not be inapposite to point out 


* Received by the IRE, August 25, 1961; revised 
manusript received, September 5, 1961. 

1 P. M. Rapier, Proc. IRE (Correspondence), vol. 
49, n. 1322; August, 1961. 
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that time measurement in general is fraught 
with dilemmas. Problems arise in the case 
of clocks in the same region of space and 
even in the case of individual clocks. When 
two clocks are in the same region of space 
we can, of course, synchronize them. That is, 
we Can arrange matters so that the hand of 
one clock will be at position 4 simultaneous 
with the hand of another clock being at 
position A‘, and so that the hand of one is at 
B, C, and so on, simultaneously with the 
other clock's hand being at B’, C', and so on. 
But we have no way of ascertaining whether 
a particular clock is measuring off equal 
time intervals, ie, we cannot verify em- 
pirically that the interval A-B is the same 
as the interval B-C, nor that the interval 
A'-B' is the same as the interval BC. 
In the case of an individual clock, how do 
we know it is accurate? By an appeal to 
astronomical observations and the laws of 
mechanics, of course. But the accurate veri- 
fication of these laws and facts presupposes 
the existence of accurate clocks to begin 
with. 
C. К. Сокрох, I R. 
Applied Science Div. 
Litton Systems, Inc. 
Woodland Hills, Calif. 


Narrow-Band and Wide-Band 
Noise Figures* 


INTRODUCTION 


There are at present two generally used 
methods of specifying transistor low-fre- 
quency noise figure (NF): a wide-band and a 
narrow-band method. The wide-band meth- 
od! 2 averages noise over a wide audio range 
in a carefully controlled. roll-off amplifier, 
while the narrow-band method? measures 
noise over a very narrow band at a spot fre- 
quency, usually 1 kc. In the hope of remov- 
ing some of the confusion regarding the 
relative merits of each measurement, they 
will both be very briefly discussed. 


Discussion 


A transistor noise spectrum is shown in 
Fig. 1. For a high-gain planar transistor Л 
may be in the region of 200-500 cps, while 
for a more conventional type it may lie in 
the region of a few kc. The upper frequency 
fz occurs above audio frequencies! and will 
not be discussed here. The average (“wide- 


* Received by the IRE, August 25, 1961. 

1 J. J. Davidson. Transistor noise factor tester," 
Semiconductor Products, vol. 2, pp. 15-20; February. 
1959, 

? P. J. Bénéteau and L. Blaser, “The Measurement 
of Noise Figures of Transistors.” Fairchild Semicon- 
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3L. Blaser, “1 kc Narrow-Band Automatic Trans- 
istor Noise Figure Test.” Fairchild Semiconductor 
Corp., Mountain View, Calif., APP-29, 
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Fig. 1— Transistor noise spectruin. 


band") NF is also shown plotted in Fig. 1. 
An examination will clearly indicate whether 
a spot NF or a wide-band NF will be higher 
at a certain frequency. 

Generally, a planar transistor is about 
out of the //f region at 1 ke; therefore, a 
1-ке NF will generally be lower than the 
wide-band NF. Other transistors are gen- 
erally in the //f region at 1 kc, and there- 
fore the 1-kc NF will generally be higher 
than the wideband NF. A 1-ке NF will 
indicate the degree that the transistor is in 
or out of the //f region and is therefore an 
excellent indication of its quality; a wide- 
band NF, while still useful, does not indicate 
directly the fi of a transistor. A complete 
specification would have both, but if only 
one is to be chosen, the 1 kc NF is very 
much the more desirable. This is particu- 
larly true when its ease of measurement is 
considered. 

Paur J. BÉéNÉTEAU 
Fairchild Semiconductor Corp. 
Mountain View, Calif. 


Design of a Helium-Neon 
Gaseous Optical Maser* 


A gaseous optical maser! has been de- 
signed and built at Raytheon. The aim of 
this communication is to provide construc- 
tion information concerning this version of 
the gaseous optical maser. 

This device, which is shown in Fig. 1, 
was operated successfully for the first time 
on June 26, 1961. The main frame consists 
of four Invar rods joined by stainless steel 
rings at each end. The Fabry-Perot mir- 
rors, which are made of quartz, are so placed 
that their outermost surfaces are in the same 
plane as the ends of the Invar rods (see 
Fig. 2). By using stainless steel for all con- 
necting parts, this placement of the quartz 
mirror plates assures that their innermost 
faces, which bear the reflecting coatings, 
remain a relatively constant distance (one 
micron per degree centigrade) apart during 
moderate variations in ambient temper- 
ature. 


* Received by the IRE, August 18, 1961; revised 
manuscript received, September 1, 1961. 

A. Javan, W. R. Bennett, Jr. and D. R. Herriott, 
Phys. Rev. Lett., vol. 6, pp. 106; 1961. 
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Fig. 2 
copper gaskets and loading springs for vernier ad- 
justment of parallelism not shown.) 


Raytheon gaseous optical maser. (Details of 


The movement of the stainless steel end 
plates which carry the Fabry-Perot mirrors 
is controlled by differential screws threaded 
into the end plates and the end rings. Ver- 
nier adjustment is obtained by varying the 
spring pressure tending to squeeze the end 
plates and end rings together. This spring 
loading also takes up backlash in the threads 
of the differential screws. Hinge action is ac- 
complished by deforming two studs in the 
hinge line at each end. These studs are 
stainless rods milled so that they will flex 
about one preferred axis. These uniaxial 
flexible studs have no backlash and cannot 
become frozen by corrosion if bakeout is re- 
quired. The differential screws are thinned 
down in the portion between the two 
threaded sections to accommodate misalign- 
ment as the end plates are swung through a 
small arc. 

The various sections of the optical maser 
are vacuum sealed with thin annealed cop- 
per gaskets. As the flange bolts are tightened 
at each joint, sharp cornered shoulders bite 
into the soft copper to accomplish the seal. 
A commercial quartz optical flat is sealed 
in this manner to provide an output window. 
A shoulder structure suitable for standard 
Varian Pyrex windows is also provided. 

The Pyrex glass discharge tube is sealed 
to Kovar sleeves on the ends of the bellows 
assemblies. Only one bellows is required at 
each end. 

The RF discharge is maintained by con- 
necting a simple “ham” transmitter to three 
sheet brass electrodes wrapped around the 
discharge tube. The end electrodes are 
grounded and the center electrode goes to a 
pi section matching circuit in the transmit- 
ter. .X rating of 60 watts is more than ade- 
quate to sustain maser action. 

The quartz Fabry-Perot mirrors are 
made from 1/20 wavelength optical flats 
available from a precision gauge manufac- 
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turer. Dr. Turner of Bausch and Lomb, 
Inc., coated these plates with 13-layer di- 
electric enatings with maximum reflectivity 
peaked at approximately 1.2 microns. 

After the maser was put into operation, 
a group of concentric rings was observed in 
the output from each end. Subsequent exam- 
ination of quartz flats similar to the ones in- 
stalled within the maser revealed a concen- 
tric ring pattern intrinsic in the quartz itself. 
Fringes formed by pressing two such flats 
together show that the ring pattern is not 
due to the surfaces. The Schlieren technique 
shows that the rings are due to regular op- 
tical density variations. A coarse granular 
structure is superimposed on the ring pat- 
tern. Since the maser resonator is actually 
formed between the coatings on the inner- 
most surfaces of the flats, these density 
variations do not affect the optical maser 
operation of the device. ‘They act only as 
filters inserted between the maser and the 
detector. These variations are the result of 
the way the quartz manufacturer accom- 
plishes the fusion operation. Not all quartz 
blanks have the rings, and in the future an 
attempt will be made to pick ring-free op- 
tical flats. 

Although the optical maser was de- 
signed to withstand a moderate bakeout, 
this operation has not been necessary. In- 
ternal clean-up was accomplished by ion 
bombardment within the maser filled with 
the correct gas mixture (0.1 mm. Hg of 
neon and 1.0 mm of helium obtained from 
commercial lecture bottles). Three evacua- 
tion and refill cycles were required before 
the scouring action. of the gas discharge 
cleaned up practically all of the residual 
contaminants so that the maser could be 
operated continuously for long periods of 
time. 

When either end plate is tilted slightly 
from perfect parallelism, the observed beam 
spot breaks up into two areas separated by a 
dark band. Further tilting produces a inore 
complex pattern. The nature of these pat- 
terns is being investigated by means of in- 
terference experiments. ‘The position of the 
dark nodal bands is constant throughout 
the maser as indicated by simultaneous 
examination of the outputs from the two 
ends. 

A study in progress at Raytheon has in- 
dicated that the 25: neon level should be 
excited very much more strongly than the 
other 2s levels because the 2s2 level lies 
closest to the 25 level in helium. The transi- 
tion probabilities of the 2592р transitions 
have been calculated by Koster and Statz.? 
The transition having the highest probabil- 
ity which originates with a 2s» level is the 
25,2 ps transition which has a wavelength 
of 1.15259 microns. The 2р, level has a 
large transition probability to the 15; level. 
Since the 15: level is not metastable, there 
should be relatively little blockage in the 
return of the atoms to the ground state via 
this route. Our only observed output to date, 
measured with a Perkin-Elmer 98G mono- 
chromator, has a wavelength of 1.153 mi- 
crons. Javan and his co-workers also report 
that the 1.153 micron line is the strongest.! 


2G. Koster and Н, Statz, J. Appl. Phys., vol. 32, 
p. 2054; 1961. 
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Now that the practical details of opera- 
tion have been solved, an extensive program 
of research is contemplated. Experimental 
observations on the transient effects of 
switching the excitation on and olf, the ef- 
fects of a magnetic field, and several inter- 
esting interference phenomena will be re- 
ported shortly. 

C. F. Luck 

R. A. PAANANEN 
П. STATZ 

Research Division 
Raytheon Company 
Waltham, Mass. 


A Critical Note on ‘‘Steady-State 
Analysis of Circuits Containing a 
Periodically Operated Switch““ 


in the above paper,! Fettweis obtains the 
frequency components of the current in and 
the voltage across a periodic ideal switch 
in series with an arbitrary time-dependent 
impedance and a cisoidal voltage source. 
Пе further shows that if any parameter in a 
circuit is switched periodically between two 
finite nonzero values, the problem can be 
treated by means of an equivalent series cir- 
cuit incorporating an ideal switch. Now, in 
practice, 1) "switches" are seldom if ever 
ideal, i. e., they generally have a noninfinite 
impedance when open and a nonzero imped- 
ance when closed (e. g., a rectifier bridge in a 
series or shunt modulator); and 2) step- 
wise variation of reactive elements is seldom 
desired, let alone achieved, since it demands 
impulse functions of power unless synchro- 
nized with the instants of zero stored energy. 
it follows that the main practical interest in 
step-wise variation of parameters lies in re- 
sistance variation. 

It is the purpose of this note to show that 
a direct approach to the problem of a circuit 
containing a resistance varying step-wise 
between finite nonzero values, (which may 
always be reduced to a simple series circuit 
by Thévenin’s theorem) has the following 
advantages over Fettweis' suggested equiva- 
lent circuit approach: 1) no equivalent cir- 
cuit is required; 2) as a result the current 
and voltage analysed are directly those in 
and across the periodic resistance and not in 
and across a mythical ideal switch; 3) no 
impulse functions occur, whatever the 
nature of the impedance in series with the 
periodic resistance; and 4) the tendency to 
impulse functions, which are solely due to 
idealising the switching process (i. e., making 
the upper resistance value tend to infinity 
or the lower tend to zero), emerges clearly 
from the general analysis. 

In Fig. 1, varies step-wise between т 
in the ranges (V- ) T NT and r in the 


* Received by tlie IRE, August 21, 1961; revised 
manuscript received, September 11, 1961. 

1 A, Fettweis, [RE TRANS. ON CIRCUIT THEORY, 
vol. CT-6, pp. 252-260; September, 1959. 
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ranges NI<t<(N+4)7(N =апу integer, 
O r «ri < 0), The equivalent series circuit 
containing an ideal switch is shown in Fig. 
2. Attention is drawn to the following rela- 
tions between the two circuits: 


n?! ora Z'(s) 


Zs) = ———-.————: 1 
(9) ту— rz rn + Z а) 
y 
j epe ea 
71 fire 


Considering the current / as the sum of 
steady-state and transient terms, we postil- 
late 


1 m 
1 = ! opt Y 1 А 
55 ent . ЮЭ сезк 


Т 
КЕ (3) 


] c t 
1 = — ea neć}, 
RE ZU Lu 
T 
Va mu lll (4) 


in which the ук and à are the finite zeros of 
ri Z(s) and r+Z(s), respectively. The 
number of these is clearly the same (1), be- 
ing either the number of zeros or poles of 
Z'(s), whichever is the greater. 

The known periodicity of Ve and 
Ie7i*! with period Г = 27/Q justifies 


bd 
у = ei. L Veit, 
-v 


І = o" x I, eint, (5) 
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where 


1 Ti? 
Vn = =f Ve-iceratgy, 
ТЈ_ те 


1 pre 
hazf exea — (9 
T —7 72 


Finally the circuit ohmic equation, from 
Fig. 1, gives 


= 1.2430 + nay}, n * 


but 
Vo = IG (jo) + 1. (7) 
Substituting the values of V and I from (3) 
and (4) in (6), and carrying out the integra- 
tions and substituting the resulting values of 
V, and J, in (7) gives the infinite set of 
equations 
72 + 20 @ 


п + 20 1 


1 — (CDN 


Xt nn 

rot Z, „ (here 1 

+" Уа 

11 2, l^ 

. ee (8) 
jnr ndZ n4Z/ 


Y, = jnr 


in which 


Eade f T Р 
Xy = — n јо), Ys = y (% — ju), 


Z. = Z'|j(e +n}, (9) 


(8) being valid for all integral n, the RHS 
vanishing with 7. 

It may be noted that, if (8) is multiplied 
by ri ri — rs, and (1) is used, (8) is identical 
with Fettweis' (16). Indeed it is clear from 
(1) that the zeros of ri--Z'(s) are the poles 
of Z(s) and the zeros of re+Z’(s) are the 
zeros of Z(s), i. e., that the y and à in (8) are 
identical with Fettweis' а and B. lt then 
follows that the c and d in (8) are identical 
with Fettweis' a and b. 

Any 2m independent equations of the in- 
linite set (8) suffice the find the unknown 
«ys and di's. Following Fettweis, however, 
(8) may be manipulated to give two sets of 
m equations for the cx and d, separately: 


m 1— eK Hr 1 — e Yk 
353555 10 
— 5 n EU) 


m 1 — eur „Хк. 1 


Уа 


i "X SED Xt 


A knowledge of the с, and dz at once allows 
Va, In to be computed. Note that no re- 
strictions have been applied to Z'(s). 


IMPULSE FUNCTIONS in I AND V 


Let p’, 2’, be the number of finite poles 
and zeros of Z'(s). If ri », the zeros of 
ri Z'(s) approximate to the poles of Z'(s), 
pin number, whereas if ri is finite and non. 
zero, the zeros of ri--Z'(s) are P'or z' in 
number, whichever is the greater. Further, 
if Z' is passive, p’ and z' cannot differ by 
more than unity. It follows that if Z' is 
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passive and if 2’=p’+1, making ri re- 
duces the number of finite zeros of ғ +25) 
from 2’ to p’=2’—-1, i.e., one of these zeros 
moves to infinity, necessarily along the 
negative real axis since m+Z’(s) is also 
passive, £.e., one of the yz, say у, —— c, 
t.e., from (9), RX,  — о. The terms involv- 
ing а in (10) become —ae7Xi-Y&/ X, the other 
terms remaining finite. Hence —ce-Xi/ X, 
tends to some finite limit Су, which, with co- 
efficient e7Y* replaces ci as the unknown in 
these equations. The contribution to V in 
the interval - T/2«1«0 is, from (3), 


тєє! 


— — Xem 
nx qum 


= eT туте СТ Img- jer 12 
2 


CT _. ( T 
— —— gri Tit 1 i) 
EI 52 tz 


namely an impulse function at = — T/2 of 
amplitude - C,T/2 times the applied voltage 
at that instant. There is no corresponding 
impulse in J since Г = — V/r; in the relevant 
interval, 

The effect on (11) is trivial, the equation 
for the case æ =I degenerating to 


which, using (4), shows that when 10 in 
the range 0<¢<T/2, V0 and J also —0 
unless r; =0. 

A similar analysis shows that if r: >0 
and Z’ is passive with p’ =2’+1 then one of 
the à, say à, —— œ, ie, КҮ, . The 
terms involving di in (11) approximate to 
/ Yi for all x. Thus di / Ei tends to some 
finite limit Di which, with coefficient unity, 
replaces di as the unknown. The relevant 
contribution to J in the interval O = T/2 
is, from (4), 


dyet DT 
5 
п ＋ Zo! 22; 


DT 
беди — — — 5 (2), 
eta e 


an impulse at ¢=0+ of amplitude D1T/2Z4 
times the applied voltage at this instant. 
This is not reflected in the voltage since 
V= nl in the relevant interval. The effect 
on (10) is trivial: the case k =1 degenerates 
to 


"m 
Lcie x +1 = 0, 


tal 


т.е. 


m 
DX ae + eier = 0 
i-i 


showing, by comparison with (3), that 7=0 

when t+—T/2 in the range —T/2<t<0 
and V also —0 unless т оо. 

J. M. Layton 

Elec. Engrg. Dept. 

Univ. of Birmingham 

Birmingham, Eng. 
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Cyclic Codes and 
Transition Coding* 


Data transmission systenis often operate 
by making a binary decision at each bit time 
on the state of the signal during the previous 
interval. That is, the receiver decides which 
of two voltage levels, frequencies, phases, or 
amplitudes (depending on the modulation 
used) was representative of the signal during 
the interval under consideration. 

After the decisions concerning the suc- 
cessive states of the line have been made, it 
remains only to recover the binary data. 
There are two ways in which this is usually 
done. 

In the first system, a 1 is identified with 
one state and a 0 with the other. For exam- 
ple, in an FM system, fi could represent a 1 
and fs a 0. Such a system could be called 
"state" coding (it has also been called NRZ 
coding). The recovery of the binary data 
from the succession of states on the line in 
this case is a trivial operation. 

Alternatively, a 1 can be identified with 
a change of state and a 0 with no change of 
state. Such a system has been called “transi- 
tion" coding (it has also been called NRZI 
and NRZI coding). The interpretation to be 
used, "state" or "transition," depends, of 
course, on the technique used to encode the 
data. 

It is interesting to compare the resulting 
error patterns with the two interpretations. 
If E. (x) is the error polynomial with state 
coding, then, with a few assumptions, the 
error polynomial with transition coding, 
Ет(х), can be shown to be 


Ет(х) = (1 + х), (). (1) 


The following are the required assump- 
tions: 

1) The polynomials are obtained by 
forming the sum 


nzi 

y Ain, (2) 

i-o 
where z is the number of bits in the message, 
and 4; —0 if the (7+1)th bit of the message 
is received correctly and 1 if that bit is in 
error. 

2) End-effects are negligible for a reason- 
ablv long message. This can be stated in 
many ways. One of these is to say that an 
error in the decision on the last state is im- 
possible and that there exists a state known 
without error before the first state consid- 
ered as a bit of information in “state” coding. 
The latter is justified in most practical cases 
and implies that the jth “transition” bit is 
between the states that represent (j—1)th 
and jth “state” bits. 

If one chooses to change (2) to the form 


x Amii, (3) 
i-o 
then (1) becomes 
Ет(х) = (1 + „E. (c) 1. (4) 


This does not change materially the discus- 
sion at hand. 


* Received by the IRI, September 5, 1961, 
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Let us suppose that the same cyclic code 


is being used for detection with the “transi- 
tion” interpretation and with the “state” in- 
turpretation, From (1) and the work of 
Peterson and Brown, it is evident that 
Ет(х) is undetected if, and only if, E(x) is 
undetected, providing only that the charac- 
teristic polynomial P(x) of the cyclic code 
does not contain (1--x) as a factor. 

Furthermore, if (14-x) is a factor of P(x) 
and P(x) is used in the "state" case and 
(IT/) (x) in the “transition " case, опе can 
state that Er(x) is undetected if, and only if, 
Ех) is undetected. 

The foregoing does not apply to those 
cases where “transition” coding is used and 
the decision for each bit is made in the re- 
ceiver by examining two consecutive states 
of the received signal simultaneously. It 
applies only where the decision for each state 
is made separately. 

Francis CORR 
Compagnie IBM France 
Nice, France 


1 W. W. Peterson and D. T. Brown, “Cyclic codes 
for error detection,” Proc IRE, vol. 49, pp. 228-235; 
January, 1961. 


A Transistor Equivalent Circuit* 


Brunn! has developed an equivalent cir- 
cuit for use in the design of video amplifiers 
which proves to be very useful. The devices 
of concern were alloy-fused so that no elec- 
trie field was present in the base region. With 
the use of diffusion process and development 
of various graded base structures, the fre- 
quency range of the transistors was cx- 
tended to hundreds of Me ranges. But the 
electric field present in the base region intro- 
duced excess-phase shifts, which are espe- 
cially effective in the common emitter con- 
figuration. Therefore, it will be useful to 
have an equivalent cireuit which includes 
the excess-phase shift associated with the 
diffused base structures. [t can be shown 
that if the impurity in the base region is ex- 
ponential in form, a constant electric field 
exists in the base region. Under this condi- 
tion, the transport factor of the device can 
be approximated by 


age” Je jwa 


T. F. 
1 + jw/wa 


(1) 


which is approximately equal to а (common- 
base short-circuit-current gain). In this ex- 


* Received by the IRE, June 19, 1961; revised 
manuscript received, September 8, 1961. 

1G. Brunn, *Common-emitter transistor Video 
amplifiers," Proc. IRE, vol. 44, pp. 1561-1572; 
November, 1956. 

See also D. O. Pederson and R. S. Pepper, “An 
evaluation of transistor low pass broadbanding tech- 
nique," 1959 IRE WESCON CONVENTION RECORD, 
pt. 2. рр, 111-126. 
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pression m is the excess-phase shift at the 
3-db point (radians in excess of 45°). The 
input impedance of a transistor, neglecting 
for the moment , is given by 


Te 


Zin = 2 
ГЕТ (2) 

Substituting (1) into (2) we have 
Ein = ——— , (3) 

1 — о + jw/wall + аот] 
assuming о оо. 
Eq. (3) can be written as 
[7 1 = 
Zin = —ÓÓÀ— 0 
IH ee: 2 
1 == NU 


Eq. (4) can be used to realize the hybrid 
equivalent circuit shown in Fig. 1. Here the 
current source has been represented in 
terms of Vi, which is valid for frequencies 
ww wherewris given by Bug, the gain band- 
width product of the common emitter con 
figuration. Now ry’ and Ce have to be added 
as extrinsic circuit parameters. As in vacuum 
tubes, Ce can be treated as the Miller effect 
capacitance, in which case its effect to the 
input is given by 


ue c. (1 T =), (5) 


Pe 


where Rr is the low-frequency voltage 
gain (V/ Vi). 


where Ст = team. +С. (i+ в.) 
е 


Fig. 2. 


The final equivalent circuit is shown in 
Fig. 2. With m over one in the present mesa 
and planar structures, its effect is evident 
from Fig. 2. Further, under the condition 


ш «от, 


all effects are lumped into one pole which 
simplifies considerably the circuit design. 

VasiL UZUNOGLU 

Solid State Lab. 

Westinghouse Electric Corp. 

Baltimore, Md. 
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A DC Pumped Amplifier with a Two- 
Dimensional Field Structure* 


A number of structures exist for ampli- 
fying cyclotron waves on electron beams by 
interaction. with periodic electrostatic or 
magnetic fields. "These include the electro- 
static. quadrupole structure! and the mag- 
netic ring structure,? both of which have 
field components which vary spatially in 
three dimensions. 

Amplification is also possible in periodic 
structures of the type shown in lig. 1 whose 
fields vary in two dimensions only (see also 
Gould and Johnson’). These structures would 
be particularly suited to use with strip beams 
in conjunction with Cuccia couplers and 
тау have advantages for high power ampli- 


Favourable 
phase electron 


Ba 
ILA 


ELECTROSTATIC SLOT AMPLIFIER. 


Fig. 1 


fication. The potential distribution in the 
structure is given by 


cosh 8,x 
5 


cosh B. 


sin Baz. (1) 


| Ve] is the electrode potential, , is an 
amplitude coefficient and Bg, = 2z(2m 4-1Y/T.. 
Considering only the fundamental in the 
structure gi, the equations of motion for a 
paraxial electron are 


dx d 
= + = — ux sin 815 = 0 (2a) 
dy dx 
— -= 21 
ї 00 a 
а? 
TE — 75 = (2c) 
Bt BPA WE 


Е Bj)» cosh Bia 


For amplification, electrons must traverse a 
structure period in half an electron cyclo- 
tron period. Hence for small pump strengths 
sin Bis sin 20 in (2a) and (2b). Integrating 
(2b) and substituting for dy/d@ in (2a) gives 
an unstable Mathieu equation. in x. This 
may be solved to give the subsequent. dis- 


* Received by the IRE, September 14, 1961. 

1 E, I. Gordon, “А transverse-field traveling-wave 
tube.” Proc. IRE (Correspondence), vol. 48, p. 
1158; June, 1960. 

2 T. Wessel-Berg and К. Blütekjaer. “Some As- 
pects of Cyclotron Wave Interaction in Time Peri- 
odic and Space Periodic Fields," presented at Inter- 
natl. Conf. on Microwave ‘Tubes, Munich, Ger.; 
June 7-11, 1960. 

з R. W. Gould and С. C. Johnson, *Coupled mode 
theory of electron-beam parametric amplification," 
J. Appl. Phys., vol. 32, pp. 248-258: February, 1961. 


1958 


placement of an electron in an input fast or 
slow wave entering the structure at (r, &) as 


х= [ cosh ^ cos (8 + ф) 
— sinh t cos (9 — 2], (3a) 
yor [ cosh Zein @+ Ф) 


E E "NC ә]. (3b) 


These equations show that its motion is that 
of an electron in the input fast or slow wave 
growing as cosh 0% coupled with that in a 
slow or fast wave growing as sinh u0/4. 

The wave-coupling characteristics of this 
device are therefore the same as that of the 
de quadrupole amplifier. The gain in decibels 
is given by 


AW EN. 
20 login cosh К 
47 cosh fia 


N is the number of sections in the structure 
and V, the synchronous beam voltage for 
zero structure voltage. 

Since there is a periodic electric held 
along the axis, electrons entering the struc- 
ture at a velocity 497 Lo;/r will have their 
average velocity over a structure period 
reduced and so synchronism will be lost. The 
velocity u (voltage V) required to maintain 
synchronism is found by integration of ( 1c)as 


21, "E V. En ] 
T 2 AVe + V cosh gu. 
Ai THe 
: Е Pe ; 
V cosh Ba 


K is a complete elliptic integral. This ex- 
pression increases with increasing | Vgl. 

Like the de quadrupole amplifier, syn- 
chronous waves are to a first order un- 
affected in the structure, and hence beam 
spread effects are small, In this tube they 
will be governed by the beam thickness, and 
so for a given beam this effect can be mini- 
mized by making it as thin and wide as 
possible. 

The condition where the transit time 
over a structure period is a full cyclotron 
period can be investigated by writing sin 6 
for sin 20 in (2a). It is then found that wave 
growth of order и? may take place. This is 
generally negligible. The experimental re- 
sults were obtained in a tube operating at 
1100 Mc incorporating Cuccia couplers and 
a structure with 16 pairs of electrodes whose 
synchronous voltage was 450 v. A strip 
beam was used. Gain curves for various 
beam voltages in this range are shown in 
Fig. 2 together with the theoretical struc- 
ture curve. Beam interception on the struc- 
ture produced the turnover of the gain 
curves. lor beam velocities corresponding 
to the w-pumping region, both small gain 
(~3 db) and attenuation effects can be pro- 
duced by increasing the pumping electrode 
voltages. The precise effect seems to depend 
on beam velocity and may be due to coupling 
between the fast cyclotron wave and the 
longitudinal space-charge waves produced 
by the axial fields in the structure. 
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Fig. 2 


The author wishes to thank Dr. T. E. 
Allibone, Director of this Laboratory, for 
permission to publish this letter and 
P. Jeffree for tube construction and the ex- 
perimental work. 

Ј. С. Bass 

Research Laboratory 

Associated Electrical Industries, 
Aldermaston Court, Berkshire England 


Miniaturized S-Band Isolator* 


s earlier reported,! the use of a different 
concept in strip transmission-line isolators 
resulted in a compact isolator for the VHF 
and UHF range. It is also possible to utilize 
a similar-typestructureat the higher frequen- 
cies with the expected large improvement in 
physical size and weight of such devices. 
This note reports some results of an isolator 
in the S-band frequency region. The evident 
size advantage can be seen in Fig. 1. The di- 
mensions were 24X;X1 inch and the 
weight is 3 ounces. 

A cross-sectional view of the isolator is 
shown in the inset of Fig. 2. Here, as in the 
UIF version, the ferromagnetic material is 
placed asymmetrically on the center con- 
ductor and magnetized perpendicular to the 
direction of propagation. 

The same general characteristics noted 
in the low-frequency isolators were also ob- 
served at frequencies up to C band. The 
most useful characteristic was that for a 
particular ferrite geometry, the operating 
frequency could be lowered by a sizeable 
amount by sliding the ferrite slabs to a more 
symmetrical position on the center strip. 
"This is evidenced in Fig. 2. Curve 2 repre- 


* Received by the IRE, September 11, 1961. 
D. B. Swartz, Compact UHF isolator,” J. Appl. 
Phys.. vol. 32, pp. 319-320; March, 1961. 
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Fin. 1—Miniaturized isolator. 
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Fig. 2—Electrical characteristics of isolator. 


sents the results with the ferrite slabs in one 
position and curve 1 shows the results of the 
ferrite being moved 0.030 inch to a more sym- 
metrical position. "Thus the operating fre- 
quency was conveniently shifted downward 
by approximately 400 Me. 

The electrical results were notable; better 
than 10-to-1-db  isolation-to-insertion-loss 
ratio was achieved from 2.8 to 3.4 Ge or a 
bandwidth of approximately 20 per cent. As 
curve 2 in Fig. 2 shows, the same nonre- 
ciprocal ratio was obtained from 3.2 to 3.7 
Ge, The input VSWR was low in both cases. 

The material used in this case was a 
rommon magnesium manganese ferrite. For 
greater power-handling capacity, it is possi- 
ble to use a temperature-compensated ma- 
terial such as yttrium-gadolinium garnet.2 
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Pole-Zero Sensitivity 
Relationships* 


Several interesting and uselul relation- 
ships between the sensitivities of critical fre- 
quencies to element variations can be de- 
rived from the well-known relationships for 
frequency and magnitude scaling of net- 
work functions.! Thus, if so is a critical fre- 
quency (either a pole or a zero) of a network 
containing / inductors, r resistors, and с ca- 
pacitors: 


dso П dl; 2 
— = S „9 . S ^° 
зо 5. 5, p, 8 Ri 
c dC; 
+ 23 ei с=т (1) 
i=l Ci 
where 
x OSy 
S,» =. 
Sy OX 


If all elements of a kind vary together, (1) 
may be written in the form 


ds Ау dK < 
— — 2 ач + 5ш” 
$n Dr R iA 
dC < 
+ C cite (2) 
00 ial 


‘To accomplish frequency scaling such that 
so ass, the elements are varied according 
to: L=(1/a)L', C=(1/a)C', К= R'. There- 


fore, 


d. 1 IL d dR 
„n and —=0. (3) 
So a I R 


Substituting (3) into (2) gives 


i E 
Y si + DU Seve = 1. (4) 
ia i 

To scale the magnitude of a network imped- 
ance by a factor 5: 


1 
L=bL'i, C= ze R = bR’ while so = so. 
h 


‘Therefore, 

dL db dC dR dsy E 
= and — = 0. (3 
te b С So 


Substituting (5) into (2) gives 


1 cs 2 
LS + Seve Sees. (6) 
ial 


ial i=l 


Since the sensitivities are phasors which 
depend on the network vonfiguration and 
element values but % on the particular 
type of element variation, (4) and (6) give 
relationships which are valid for any kind of 
variation. However, unless the variation of 
all elements of a kind is uniform, (2) is not 
valid and the more general form, (1), must 
be used. 

Often RC circuits containing no induc- 
tance are of interest, in which case 57,9 —0, 


* Received by the IRE, September 25, 1961. 
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and (4) and (6) may be combined to yield 


; e 
Y 5и = У Scho = l. (7) 
io! tal 

As an example of the application of (7), con- 
sider a parallel-T null circuit which is built 
into a functional electronic block so that 
environmental effects (temperature, etc.) 


cause a uniform variation on all elements of 
a kind. Then from (2) and (7), 


dsy ак dC 
= —-(—+—). 8 


Since the value given by (8) is real, the 
variation of the transmission zero will take 
place in a radial direction in the s plane. 
‘Therefore the null frequency will shift, but 
the Q of the null will remain unaffected. It 
can then be concluded that the Q is changed 
only when individual elements of a kind vary 
by different amounts. Eq. (8) also empha- 
sizes the well-known fact that if the resist- 
ances and capacitances can be so compen- 
sated as to vary by equal amounts in oppo- 
site directions, the critical frequencies are 
unaffected. Eq. (7) serves as a useful check 
on the accuracy of. caletilated sensitivities, 
and also shows that regardless of the circuit 
configuration or the number of elements, 
the combined sensitivities remain constant. 
Therefore it would be fruitless to attempt to 
devise passive circuits with low sensitivities 
to the uniform type of variation that has 
been assumed. As pointed out, however, the 
uniform variation of one type of element can 
be made to compensate for the uniform 
variation of another type of element. 
о W. E, NEWELL 
Semiconductors Devices Sec. 
Electronics Dept. 
Westinghouse Res. Labs. 
Pittsburgh, Pa. 


A Waveguide In-Line 
Ferrite Rotary Joint* 


Most waveguide rotary joints utilize the 
principle of converting the RF energy either 
to the TEM mode in coaxial or the TMm 
mode in cylindrical line. ‘Fhe object of the 
conversion is to obtain a circularly symmet- 
ric transmission mode which is not effected 
by the physical orientation of the transmis- 
sion line about the axis of propagation. А 
technique has heen developed which esseu- 
tially removes the effect of the transmission 
line altogether by means of confining the 
propagation in a circular mode within a rod 
of ferrite placed axially in the waveguide. 
‘The orientation of the waveguide walls then 
have little effect on the transmission, and 
one section of waveguide can be axially 
rotated with respect to a succeeding section. 
The VSWR and insertion loss can be made 
quite small and, although the device uses 


* Received by tlie IRE, September 1, 1961. 
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Fig, 2—Plot of insertion loss and VSWR vs 
rotation. Field =90 oc. 


ferromagnetic principles, it is completely 
reciprocal. 

An experimental X-band model of the 
rotary joint is shown in Fig. 1. А quarter- 
inch diameter rod of R-151 ferrite is sup- 
ported axially in RG-52 waveguide with 
polystyrene supports. ‘The rod is 3 in long 
with $ in tapers at each end for matching. 
Experimental electromagnets are around the 
waveguide for application of a longitudinal 
magnetic field, 

A plot of the measured VSWR and inser- 
tion loss is shown in Fig. 2. It is seen that 
the VSWR is less than 1.4 and the insertion 
loss less than 0.5 db for all augles of rotation. 
It should be noted that no particular at- 
tempt was made in this model to optimize 
the VSWR or insertion loss other than plac- 
ing the simple taper at each end; nor was an 
optimum length chosen other than which 
gave reasonably low VSWR and insertion 
loss as shown. The purpose of the model was 
mainly to prove the concept of the rotary 
joint. 

The reciprocity of the joint was checked 
by reversing the input and output connec- 
tions. Also, the direction of the magnetic 
field was reversed by changing the polarity 
of the magnetizing current, In both cases 
the values of VSWR and insertion loss were 
the same. 

The principle of operation of the device 
is the conversim of the dominant mode 
linearly-polarized field in the rectangular 
guide into a circularly-polarized field con- 
tained primarily within the ferrite rod and 
reconversion into linear polarization past the 
junction of the rotating sections. In order to 
effect these polarization changes, two ferro- 
magnetic principles are utilized. One is the 
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usual Faraday rotation effect and the other a 
“variable dielectric waveguide" effect. ‘The 
latter effect! is brought about by the change 
in the permeability of the ferrite due to the 
applied magnetic field. As the permeability 
increases, larger portions of the RF field in 
the waveguide will be contained within the 
ferrite rod. The high dielectric constant of 
the ferrite causes large phase shifts. At the 
same time, the field which enters the rod 
is Faraday rotated in polarization such that 
the field is now in two orthogonal compo- 
nents, one parallel to the broad wall and the 
second parallel to the narrow wall of the 
waveguide. In the absence of the ferrite rod, 
the parallel component would not propagate 
at frequencies below the cutoff as determined 
by the narrow wall dimension (for RG-52, 
below 14.75 Ge), However, since most of the 
field is within the ferrite, cutoff is at a much 
lower frequency. In the limiting case, where 
all the RF field is within the rod, cutoff 
would be determined by the propagation of 
the circular TE, mode in a rod of dielectric 
constant eand diameter d. This frequency is 


€ 1.841с 


ES 


——= £8 Gc. 
1d Me 

If we assume that the major portion of the 
field is contained within the ferrite, the 
actual cutoff is somewhere close to, but 
slightly above, 8 Gc. 

Because of the rectangular geometry, the 
phase velocities of the two orthogonal com- 
ponents will differ, and at some point along 
the rod, they will be in quadrature. This 
will give rise to ап elliptically-polarizecl 
field, or if the field magnitudes are equal, to 
circular polarization. At this point along the 
rod, the walls of the waveguide have little 
or no effect on the propagation and the joint 
can be effectively placed here. Beyond this 
joint, a reverse process as described above 
takes place, reconverting the field back to 
the dominant linear mode in the waveguide. 

In order to support the above, a test was 
performed to prove the circularity of the 
field at the junction, This consisted of meas- 
uring the circularity of the radiated tield of 
the second half of the rod unbounded by the 
waveguide. А circular field with an elliplic- 
ity of only 1.4 db was measured. 

In its final form, this joint will offer a 
convenient means for the embodiment of an 
end-on rotary joint in a very short length. 
With the clectromagnets replaced with 
small permanent magnets, the length of the 
joint proper should be of the order of 2 to 

$ in. The complexity of the mechanics of 
the joint is reduced since no choking is re- 
quired as with usual joints and the bearing 
mechanism can be quite simple. In addition, 
this technique offers a simple means of trans- 
forming from linear to circular polarization 
which could be useful in many other com- 
ponent or antenna applications. 
II. SALTZMAN 
Douglas Research Corp. 
Mount Vernon, N.Y. 
A. RosskRO 
GPL Div. 
General Precision, Ine. 
Pleasantville, N. Y, 
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Signal-to-Noise Ratios in 
Photoelectric Mixing* 


Quantum mechanical analyses! have 
shown that even an ideal linear amplifier 
has an inherent noise of hv watts/cps re- 
ferred to the input, z.e., the total noise power 
spectral density (>) is given by 


hv 


= - ; 1 
A V Es п 


The first term is the thermal noise (one-di- 
mensional black-body radiation) from the 
source at temperature T. The second term 
represents the minimum additional noise due 
to quantum effects, and is usually ascribed 
entirely to spontaneous emission in the am- 
plifying medium. 

For h»>>kT, thermal noise virtually dis- 
appears, and ұ-эй». Thus if an ideal ampli- 
lier has a pass band В cps wide centered at 
a frequency »>>&T/h, and if the input sig- 
nal power is P,, the output signal-to-noise 
ratio (SNR) will be. 

S Р, Р, 
»*Hiz DOS. (2) 
f VG)» 
>. 


-Bí2? 


The SNR does not become infinite in 
the absence of thermal noise: instead the 
familiar kT is replaced by Av. At room tem- 
perature and optical frequencies //R T 2:90, 
so that (2) applies and gives the perform- 
ance of an ideal coherent light amplifier. 

A photocell is a perfect square-law de- 
vice in the sense that the current is propor- 
tional to the incident light power. If two 
similarly polarized coherent, coincident 
beams of light of slightly different frequency 
fall on a photocell, the power, and hence the 
photocurrent, will vary at the difference 
frequency. Photocells can thus be used as 
mixers having conversion gain, and it is in- 
teresting to compare their signal-to-noise 
performance with that of the ideal amplifier. 

Vig. I shows a balanced mixer consisting 
of two photocells and a half-reflecting half- 
transmitting mirror, M/2, which serves as 
a hybrid junction. For such a mirror, the 
reflection and transmission coefficients are 
ci, V and e /472, respectively, and 
so if we write the instantaneous signal 
power as 


P, = (A, cos (wnt + 2/4)? 


and the instantaneous local oscillator power 
as 


Po = Ao cos (wot — 7/4)|: 
we find 
Р, = (Ае соз ο + A, cos , 


Р» (40 sin o — A, sino)? (3) 


(We have complicated the expressions for 
P. and Po to simplify those for Pi and Р», 
The relative phase of signal and local oscil- 
lator is significant only when wo =.) 

Now, if y is the quantum efficiency of a 
photocell, że., the average number of elec- 


* Received by the ERE, August 10, 1961; revised 
manuscript received September 19, 1961. 
See, e. g., M. W. P. Strandberg, “Inherent noise of 
quantum-mechanical ainplifiers," Phys. Rev., vol. 106, 
pp. 617-620; May 15, 1957. 
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Fig. 1—A balanced photoelectric mixer. 


trons produced per. photon absorbed, then 
the photocurrent is given by = Руһ, 
where g is the charge on the electron, Thus 
we find, ignoring any frequency compo- 
nents higher than 856, — wo that 


З P 7 
ithe (agg Ал), (4) 
2» 
while the signal current 7, is given by 
=й —й = 1 4. f, cos. (5) 
hy 


and has the mean-square value 


E 2 диду 
Ое е 


If the bandwidth of the circuits following 
the mixer is B cps, the mean-square shot 
noise affecting the output will be 


ES б л?В 
in? = 20В(, + 120 = de (A + 4). (7) 
2 


Taking the ratio of (6) to (7), we have 


5 7 A 0.1 М (8) 
NO 2h9B ARHAR 


As Де is increased, both the signal current 
(5) and the SNR (8) increase, the former 
without limit, the latter approaching the 
value 


S 


—.— 
Nimx В 


(9) 
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where Р, is the average value of P., 

Comparing this result with (2), we see 
that if the quantum efficiency. were unity, 
the photoelectric heterodyne converter 
would have the same signal-to-noise per- 
formance as the ideal amplifier, which is 
perhaps not too surprising. 

But now let us consider the performance 
of the device as a homodyne converter, or 
synchronous detector. То do this we merely 
Set wo=w, so that 6=0, and we now find 
from (5) that 7, has a mean-square value 
twice as great as before, cos a having been 
replaced by unity. The output noise in the 
band from 0 to B cps will still be given by 
(7). As a result, we now find in the limit, as 
(Ao/A 4) =; 

5 


АУ 


Р, 
—— a0) 


тах ш hv 
(7) 
2 


With unity quantum efficiency the perform- 
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ance is now twice as good as that of an ideal 
amplifier, which does seem surprising. 

'The two-fold improvement with homo- 
dyne as against heterodyne mixing occurs 
because the signal conversion gain is doubled 
while the noise (which arises after mixing) is 
unaffected. This improvement is not found 
in the usual RF mixer where the noise enters 
with the signal and changes in conversion 
gain affect both equally. 

It should be noted that the result (10) 
cannot be obtained by later synchronous 
detection of the IF resulting from an initial 
optical heterodyne mixing. [n order to ob- 
tain the base-band B as in (10), the IF 
band would have to extend from 6—B to 
ö B and so have twice the width assumed 
in (7). This doubles the total I noise power, 
but only half of this total, ie., the amount 
given by (7), is demodulated along with 
the signal to produce base-band power. Thus 
the ratio (9) is again obtained. 

The results (9) and (10) include only the 
usual Poisson distributed shot noise of the 
photocurrent. If one assumes а noise power 
of hv/2 watts/cps associated with the input 
signal due to the zero-point energy of the 
electromagnetic field, then (10) becomes 


(11) 


which for 7=1 agrees with the SNR for an 
ideal linear. amplifier. However, one must 
then assume this same 4»/2 noise to be 
present in the input to any linear ирег 
which leaves only /»/2 for additional noise 
due to spontaneous emission, 

Additional noise might also result. from 
statistical fluctuations in y, but this com- 
ponent, if it exists, should vanish as $1. 
The quantum efficiency of good silicon pho- 
todiodes is probably close enough to unity to 
test. experimentally whether (10) or (11) 
holds. 

In any event, photoelectric mixing ap- 
pears very promising as а means for linear 
amplification and frequency conversion of 
coherent optical signals. 

B. M. OLIVER 
Hewlett-Packard Co. 
Palo Mto, Calif. 


Efficiency of Frequency Multipliers 
Using Charge-Storage Effect* 


The disadvantage of the basic circuit for 
harmonic generation using the charge- 
storage effect of a p-n junction, treated by 
Leenov and Uhlir, is that unwanted power 
is dissipated in both load and generator re- 
sistors. The basie circuit is shown in Fig. 
Ка). By referring to the ideal current wave- 


* Received hy the IRE, July 24, 1961; revised 
manuecript received, September 25, 1961. 

1 D. Leenov and А. Uhlir, “Generation of har- 
monics and subharmonics at microwave frequencies 
with fn junction diodes," Proc. IRE, vol. 47. рр. 
1724-1729; October, 1959. 
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Fig. 1—Practical circuits. 
(а) Si and S: open—untuned case. 
(b) Si open, S: closed—tuned output. 
(с) Si closed, Ss open—tuned input. 
(d) Si and S: closed—tuned input and output (basic 
ш {от multiplication using depletion-layer 
effect). 


— Theavetical 


O Practical 


Fig. 2— Current waveforins for untuned cases. 


form shown in Fig. 2, it is seen that if both 
the input and output are resonated to allow 
only sinusoids at two frequencies to exist 
across the junction, no discontinuity and 
hence no harmonic generation, can occur 
due to the charge-storage effect; the circuit 
is as shown in Fig. 1(d). 

In contrast to the untuned case treated 
by Leenov and Uhlir, that of the output 
load being resonant at nwr has been ana- 
lysed; the circuit is as shown in Fig. 1(b). 
The results for a X2 and a X10 generator 
are shown in Fig. 3(a) and (b), respectively. 
It is seen that there isa value of R,/R, which 
gives a minimum loss for a given angle of for- 
ward drive. To illustrate the behavior, an 
angle of 120° was chosen for the calculation; 
in fact, this angle is not the optimum one 
and a slight improvement can be obtained 
by increasing the conduction angle to about 
140° (approximately 1 db for the X2 cir- 
cuit and 4 db for the X10 circuit). The im- 
portant point to note is that the efficiency 
is inherently limited by the nature of the 
nonlincarity being utilized. From the curves 
it is seen that the theoretical limiting value 
of power loss for the X2 multiplier is 7.2 
db and for the X10 multiplier 25 db, 
giving an improvement in each case of about 
3 db over the untuned circuit. The dis- 
crepancy between these values obtained 
theoretically and the measured results may 
be accounted for by the deterioration iu 
waveform due to the slow recovery time of 
the diode used (collector-base junction of 
OC44, input at 350 kc). The actual wave- 
form obtained is shown in Fig. 2. 

The alternative to resonating the load 
is to prevent harmonic currents fram flowing 
in the generator resistance. In this case, if 
the generator is matched to the input im- 
pedance of the multiplier, theory predicts 
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Fig. 3—Results for tuned output circuit. 
(a) X2 circuit, (h) X10 circuit. 


that an over-all improvement of 5.0 db may 
be obtained compared with the untuned cir- 
cuit for ф= 120°. The arrangement used is 
shown in Fig. Кс) and measurements on this 
circuit closely confirmed the theoretical fig- 
ure of 5.0 db. The matching conditions for 
this circuit can be obtained from the Fourier 
coefficients for the fundamental frequency 
and yield the result R. Ro for ф= 120° 
(see Fig. 2). 

'To give some idea of the relative merits 
of an optimized charge-storage type multi- 
plier compared with a depletion layer non- 
linearity multiplier, consider each type 
when multiplying by 10. The charge-storage 
type has a limiting efficiency of —23 db 
(tuned and matched input, ф= 120°). For a 
similar loss, theoretical calculations indi- 
cate that using depletion layer nonlinearity, 
the circuit being as shown in Fig. 1(d), a 
diode with a Q factor 100 at the funda- 
mental frequency is required, (estimated 
for the case of Vi = 0.95 Vs, where Vi is the 
peak applied voltage and Vy is the bias 
voltage, assuming у= $, i. e., abrupt junc- 
tion)? It should be noted that if three x2 
stages using the depletion-layer effect are 
cascaded (giving approximately the same 
order of multiplication, i.e, X8 compared 
with X10), an over-all efficiency of about 
—5 db should he obtained, if a diode of simi 
lar O is available, (e., Q=100/n at the 
output frequency noi). 

It may thus be concluded that, in gen- 
eral, the highest efficiency may be obtained 
by cascading lower order (e.g., X2) multi- 
pliers using the depletion-layer effect. For 
high order single-stage multipliers (having 
the obvious advantage of simplicity) it may 
be advantageous to use the charge-storage 
effect, depending upon whether or not a 
high Q diode is available. The important 
point to note is that the efficiency of the 


з The optimum value of Vi/V», and hence the 
value of O factor, depends critically upon the forward 
conduction characteristics of the diode. 
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charge-storage type multiplier is inher- 
ently limited. It may also be relevant in 
practical applications that the power han- 
dling capabilities of this type of multiplier 
are considerably greater than those of the 
depletion-layer type. It should also be borne 
in mind that in practical circuits it is of 
course possible that harmonic generation 
may occur due to a combination of the two 
mechanisms, (as in the simple two frequency 
depletion-layer multiplier, with finite loss 
resistance). 

The author gratefully acknowledges the 
many helpful discussions he had with Dr. 
A. R. Boothroyd and Dr. D. F. Page. 

D. J. RoutsTON 

Dept. of Elec. Engrg. 

Imperial College of Science and Tech. 
London, England 


Transistor Storage Time in Circuits 
with Speed-Up Capacitors* 


Base speed-up capacitors have been 
treated in connection with storage time 
primarily to calculate z,.! Presented here аге 
expressions which have been obtained for 
storage time using arbitrary values of speed- 
up capacitance С for the circuit shown in 
Fig. 1. 


Fig. 1- Experimental circuit and 
associated waveforms. 


When the transistor is saturated and 
when v, an effective minority carrier life- 
time, is used in place of the usual 7, the 
continuity equation can be integrated once 
in a field-free base region. Use of the di- 
vergence theorem then leads to the follow- 
ing first-order differential equation: 


dp.(t 
Ig, — i(t) = К.р) + ka oe , (1) 


where 


Ig, = base current at saturation thresh- 
old, 

К, =proportionality factor between p, 
and saturated base current, 

k,=proportionality factor between 
charge stored and р, for the diode 
with emitter and collector tied to- 
gether, 


* Received by the IRE, September 7, 1961 ; revised 
manuscript received, September 15, 1961, 

1 R. Beaufoy and J. J. Sparkes, The junction 
transistor as а charge controlled device.” ATE J., 
vol. 13, pp. 310-327; October, 1957. 
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li (t) - instantaneous base current, 

At) =instantaneous minority carrier 
density in base at the collector 
junction. 


Eq. (1) is valid for storage-time calcula- 
tions only because it relates the excess cur- 
rent necessary to maintain the excess charge, 
Qn. (Le, the additional charge over and 
above that required for the threshold of 
saturation) in the base. By using the initial 
condition 


1 
p-(O) = К, Un = Ini], (2) 


(1) can be integrated recalling that pe is zero 
at time /,. Thus, 


17 
Ine = € tsis [S 100 dt + In |, (3) 
eho 


where 


Tm=final equilibrium “on” base cur- 
rent with device in saturation. 


For a step voltage I, (3) yields for storage 
time 


Um — 170 (1 dm T) 
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lto, and is described by 


m — Ig) (1 ae R hb ) 


R, to — СА - (6) 


4. = r,ln 


Because of practical experimental limita- 
tions, the experimental value of 7, deter- 
mined may correspond to the value pre- 
dicted by (6). In view of this, т, may be 
calculated from (6) under the condition 
o K. For the experimental procedure out- 
lined by Sparkes and Beaufoy (£e., Ip, O, 
R. Xe), (6) simplifies to 


(7) 


Fig. 3 is a plot of (7) and the experimental 
data (i,=3 ma) from Fig. 11 of Sparkes.* 
Note that (7) describes the initial variation 
ofr, with excess base current. At large values 
of Гь, the deviation of experimentally ob- 
served data may be explained by effects due 
to high injection levels. Fig. 3 is similar to 
Fig. 11 of Sparkes.* The explanation given 
in this reference for the initial variation in 


К, 10 — Ta 


Ё = т, іп | — 


1 I re: 
Bs B? R 


where 


IE — “oif” generator voltage divided by 
the total series resistance (КУ КЮ), 


and 


RR 


aco (3) 
К+ K. 


u 


When C and, hence, fo, is set equal to zero, 
(4) degenerates to the frequently used 
expression for storage time. 1-2 Eq. (4) is 
plotted in Fig. 2. 

An approximation to (4) also appears in 
Fig. 2. This approximation is valid when 


2J. J. Ebers and J. I.. Moll, “Large signal be- 
havior of junction transistors,” Proc. IRE, vol. 42, pp. 
1761-1772; December, 1954. 

3J. A. Ekiss and C. D. Simmons, Junction tran- 
sistor response characterization," Solid State J., vol. 
2, pp. 17-24; January, 1961. 
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7, (the change in charge due to collector 
depletion region narrowing) isa contributing 
factor. However, it is believed that an im- 
portant contributing factor to this variation 
is given by (7). 

Expressions for t, have also been derived 
for ramp and exponential forms of the gen- 
erator V, output. It is anticipated that the 
work described here will be published in 
detail in the near future. 

К. P. Nanavati 
Syracuse Univ. 
Syracuse, N. Y. 

R. J. WILFINGER 
General Products Div. 
Development Lab. 
IBM Corp. 

Endicott, N. Y. 


tJ. J. Sparkes, A study of the charge control 
parameters of transistors," Proc. IRE, vol. 48, pp. 
1696-1705; October, 1960. 
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Improvement in the Performance of 
an Automatic Noise Figure Meter 
with a Liquid-Nitrogen-Cooled 
Termination* 


NOMENCLATURE 


B=amplifier bandwidth 
F=noise figure meter reading 
F’ =actual noise figure of amplifier 
G=amplifier gain 
k=Boltzmann’s 
watt-sec/°K) 
L directional coupler insertion loss 
Neavailable noise power from amplifier 
when noise generator is off 
* =ayailable noise power from amplifier 
when noise generator is on 
un coupling power coefficient of direc- 
tional coupler 
tp=resistive power transmission coef- 
ficient of the direct path through 
coupler 
T =termination temperature 
T's defined ambient temperature (290°K) 
T actual amhient temperature 
J. rated excess noise of noise generator 
T. =actual excess noise uf noise generatur 
Tr=excess-noise temperature of ampli- 
fier. 


constant (1.38 & 10 


In the measurement of the noise figure 
of low-noise (less than 6-db) amplifiers, it is 
difficult to obtain an accurate scale reading 
on standard automatic noise figure meters. 
One method of expanding the scale and in- 
creasing the measurement accuracy employs 
a directional coupler and cooled termination, 
as shown in lig. 1. 

The definition of noise figure? is the ratio 
of the available noise power from the ampli- 
fier to the available noise power írom an 
ideal amplifier, both with input termination 
temperature To. In the case of the normal 
automatic noise figure meter where а noise 
source is connected directly to the amplifier 
input, the available output noise power with 
the noise source not turned on is 


М = kT BGT. (1) 


The available output noise power with the 
noise generator on is 


№ = kT BGF + T. BG. (2) 
The noise power ratio is 
N* Te 
еа 3 
N a FT ч) 


‘The noise power ratio for the amplifier under 
evaluation (Fig. 1) is 


N* Tet GV +74 + (Te — t) + Tei — 6) 
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Fig. 2. 


Vig. 3. 


Setting (3) and (4) equal to each other and 
substituting 4.(1—4)=1/I- gives 


Be 70 —T 
qu qoe 


Tr = FT 
n oh T. Т. 


(5) 
Noise figure is related to receiver noise tem- 
perature by 


1 
Fait. (6) 
A 


Eq. (5) is plotted on the right-hand side of 
Vig. 2 for a typical example. 

The following paramcters were measured 
at 2388 Me using a Narda directional 


N Tg + Teh + [701 ee Th JQ — 4) 


* Received by the IRE, August 7, 1961; revised 
manuscript received, September 18, 1961. This paper 
presents the results of one phase of research carried 
out at the Jet Propulsion Lab., California Institute of 
Technology, under Contract No. NASw-6, sponsored 
by NASA. 


1M. Negrete, “Additional conveniences for noise 
figure measurements,” Hewlett Packard J., vol. 10; 
February-March, 1959. 

2 H. T. Friis, “Noise figures of radio receivers,” 
Proc. IRE, vol. 32, pp. 419-422; July, 1944. 


(4) 


coupler Model 3003-30 and a Bendix noise 
tube Model TD-40: 


І, = 1.026(0.11 db) 

һ = 0.0107(—19.70 db) 
7. / T. = 0.794(—1 db) 

T, = T. = 200K 

T =77.5°K. 
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For comparison, a plot of noise figure (as 
conventionally measured) vs receiver tem- 

rature is shown on the left-hand side of 
Fig. 2. Reading accuracy is better with the 
new technique, particularly in the measure- 
ment of low noise temperatures. Values of L 
and A were obtained with the Weinschel 
dual-channel insertion test set (accurate to 
0.02 db), and 7.) Te was evaluated with a 
2388-Mc mixer and recorder system cali- 
brated to about 1 per cent using a liquid- 
nitrogen-cooled termination, гоот-(епрега- 
ture termination, and AIL. precision at- 
tenuator. 

The coupling value for the directional 
coupler is best chosen to give a noise figure 
reading on the meter near the center of the 
scale (the most accurate portion of the 
scale). A noise figure meter reading of 18 db 
for the above example is obtained with an 
amplilier noise temperature of 72K. 

This improved measurement technique 
also slightly reduces the sensitivity to excess- 
noise temperature error.? 

Fig. 3 shows a typical liquid-nitrogen- 
cooled termination, 50-ohm transmission 
line, and container as used in the method de- 
scribed. The container and transmission line 
are constructed from stainless steel to re- 
duce thermal heat loss. The Stoddart Air- 
craft Company termination has а special 
insert selected to have a VSWR of less than 
1.05 at the operating frequency when cooled 
to the temperature of liquid nitrogen 
(77.5? KK). 

This technique of noise figure measure- 
ment extends the range of an automatic 
noise figure meter for use with low-noise 
amplifiers, increases the accuracy, and is 
relatively simple to implement. 

C. T. STELZRIED 

Jet Propulsion Lab. 
California Inst. Tech. 
Pasadena, Calif. 


3 Research. Summary No. 36-7, Jet Propulsion 
Lab., Calif. inst. Tech., Pasadena, Calif., vol. !, p. 
85; February 5, 1961. 


A Tunnel-Diode Wide-Band 
Frequency Doubling Circuit* 


A typical tunnel-diode volt-ampere char- 
acteristic shows a marked similarity to a 
parabola in the region of its peak current 
operating point. If a sinusoidal voltage is 
applied to a diode biased at its maximum 
current point, the diode current variations 
will be at twice the frequency as the applied 
voltage. See Fig. 1. If the selected region of 
the diode provides a transfer function of 
Ке? and e=sin wt; then 


(1 — cos 20) 
2 


i= К sin? = К 


The steady-state component is removed by 
ac coupling. 


* Received by the IRE, September 25, 1961. 
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Fig. 2. 


The waveforms from the circuit of Fig. 1 
show a 2-kc voltage variation being derived 
from a 1-kc signal source. See Fig. 2. The 
sweep speed in Fig. 2 is 50 usec/cm and the 
vertical sensitivity is 50 mv/em. 

Frank D. NEU 
Lawrence Radiation Lab. 
University of California 
Berkeley, Calif. 


A Note on Antenna Breakdown* 
INTRODUCTION 


The fact that the breakdown potential 
for an antenna varies with pressure and that 
the recovery potential is somewhat lower 
than the breakdown potential is well 
treated in the literature. The general shape 
of the curves are shown in Fig. 1. 

The temptation is to devote primary at- 
tention to the breakdown curve. The re- 
searcher concentrates on determining and 
improving the breakdown curve. The de- 
signer concentrates on providing an antenna 
that operates below the breakdown curve. 


* Received by the IRE, September 25, 1961. 
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The recovery curve is, for the most part, 
ignored. This reasoning makes an appar- 
ently logical assumption that there is no 
need to be concerned with antenna recovery 
characteristics if the antenna does not 
break down. There are some circumstances, 
however, that cause antenna breakdown 
from an external stimulus, and then the an- 
tenna will remain in this condition as long 
as the antenna operating point is above the 
recovery curve. 


VOLTAGE 


PRESSURE 


Fig. 1, 


Discussion 


An excellent example of the breakdown 
stimulus is missile staging, which was dem- 
onstrated during the Titan missile program. 
Some Titan missiles that successfully staged 
suffered breakdown of the telemetry an- 
tenna, operating at about 200 Mc, while 
Titan missiles that had not staged passed 
through the identical altitude region with- 
out incurring breakdown. The antenna 
breakdown began at the time of missile 
staging. 

An explanation for this series of events 
can be deduced by reviewing a few simple 
factors associated with the staging of the 
Titan. The first stage is jettisoned, and the 
second stage is ignited while the two stages 
are close to each other. The highly ionized 
exhaust from the second stage is deflected 
from the first stage. Some of this plasma 
finds its way to the telemetry antenna. 
Curves similar to Fig. 1 exist for the antenna 
operating in the plasma. However, the 
curves are at a much lower voltage level 
than those for antenna operation in air. If 
the plasma breakdown voltage drops below 
the antenna operating point, breakdown 
occurs. The antenna operates in the plasma 
for a short period of time as the missile ac- 
celerates away from the first stage. The 
change from antenna operation in plasma to 
operation in air is a continuous time func- 
tion. As the effect of the plasma decreases, 
the breakdown and recovery curves once 
more return to the original values. But if 
the antenna has broken down, it will stay 
in that condition until the operating point 
goes below the recovery curve. Now the per- 
formance of the Titan telemetry antenna can 
be explained. When the Titan did not stage, 
there was no stimulus and thus no break- 
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down. Some of the missiles that staged did 
not incur antenna breakdown. For these 
missiles, the plasma breakdown voltage did 
not drop below the antenna operating point. 
In the case of the remaining missiles, the 
plasma breakdown voltage dropped below 
the operating point causing breakdown in 
the presence of the plasma. This momentary 
breakdown became sustained breakdown 
because the operating point was above the 
recovery curve. 

An additional example is afforded by an 
analysis of the performance of the telemetry 
antenna on a nose cone that was used on the 
Atlas and Thor missiles. Antenna break- 
down during powered flight was more com- 
mon on the Atlas than on the Thor. For our 
purposes, there are two major differences 
between the powered flight of the Atlas and 
Thor missiles: the Atlas achieves higher 
velocities than the Thor, and the Atlas 
stages whereas the Thor does not. There has 
been speculation. that some of the Atlas 
nose-cone antenna breakdown was caused 
by shock ionization due to the higher veloc- 
ity. A comparison of the Atlas and Thor 
velocities through the critical altitude re- 
gion, 150,000 to 300,000 feet for the fre- 
quencies involved, rule out shock ionization. 
There is no evidence that the Atlas nose 
cone is subjected to shock ionization during 
powered flight. An examination of the 
records reveals that on a substantial per- 
centage of tests, breakdown of the antenna 
begins at staging. This evidence indicates 
strongly that on some Atlas test flights, 
breakdown of the nose-cone telemetry an- 
tenna was caused by plasma in the vicinity 
of the antenna, which in turn was the result 
of staging. 


CONCLUSION AND RECOMMENDATIONS 


Much work has been done to improve the 
antenna characteristics represented by the 
breakdown curve. The results of this work 
will certainly be useful on vehicles that do 
not encounter a stimulus to cause momentary 
breakdown. 

However, antenna performance can be 
governed by the recovery curve and not the 
breakdown curve when an external stimulus, 
such as staging, is encountered. Those en- 
gaged in antenna breakdown research 
should give more consideration to recovery 
characteristics of antennas. Я 

The antenna designer who is concerned 
with breakdown must decide whether the 
breakdown or recovery curve governs for his 
application. In these cases where the re- 
covery curve governs, he must be extremely 
careful when he tries to apply theory or ex- 
perimental data that deals only with the 
breakdown curve, since some of the tech- 
niques developed to improve the breakdown 
characteristics may have little effect on the 
recovery characteristics. 

E. L. ТАКСА 

Space Systems Technology Group 
Siegler Corp. 

Inglewood, Calif. 
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Dr. Bachynski is a member of the Cana- 
dian Association of Physicists and Commis- 
sion V1 of the Canadian National Commit- 
tee of URSI. 
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ships from the Sylvania Electric Corporation 
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Institute of Technology, Pasadena, and 
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John C. Helmer, for a photograph and 
biography, please sce pages 1588-1589, of 
the October, 1961, issue of these PROCEED- 
INGS. 
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search Laboratories, where he has been con- 
cerned primarily with an experimental re- 
search program involving the interaction of 
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Mr. Herskovitz isa member of the Amer- 
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of America. 


S. B. HERSKOVITZ 


Henri Hodara was born in Paris, France, 
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Technology, Cambridge, in 1947; the 
M.S.E.E. degree from Stanford University, 
Calif., in 1949; and is presently completing 
his Doctoral disser- 
tation at the Illinois 
Institute of Technol- 
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From 1949 to 1956 
he was primarily ac- 
tiveasa Management 
Consultant, іп both 
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abroad. He was a 
Project Engineer for 
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oratories from 1956 
to 1960. While at 
Cook, he designed a UHF subminiature 
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1960 he joined The Ilallicrafters Company, 
Chicago, IIL, as Head of Space Communica- 
tions and has since then become Associate 
Director of the Research and Development 
Division. His work is primarily in the field of 
communications; he has published exten- 
sively on wave propagation in anisotropic 
plasmas, re-entry blackout, and communica- 
tions. Пе is a Hallicrafters’ Consultant to 
the Physical Science Laboratory of the New 
Mexico State University and Bell Telephone 
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Robert L. Jepsen (A’52-SM’57) was born 
in Valley, Wash., on June 16, 1920. Ile re- 
ceived the B.S. degree in electrical engineer- 
ing from Washington 
State College, Pull- 
man, in 1944 and the 
Ph.D. degree in 
physics from Cohim- 
bia University, New 
York, N. V., in 1951. 

Пе was employed 
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ration of America, 
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magnetron research 
and development en- 
gineer. Between 1946 and 1951, he was a 
Research Associate at the Columbia Radia- 
tion Laboratory where he was engaged in re- 
search on magnetrons. He joined Varian 
Associates, Palo Alto, Calif., as a Research 
Physicist in 1951, and served as Director of 
the microwave tube research until 1957. He 
was awarded the first Varian Associates Ad- 
vanced Study Grant and spent the 1957- 
1958 academic year at Harvard University, 
Cambridge, as a Research Fellow working in 
the fields of ferrites and ferromagnetic in- 
sulators. Upon returning to Varian Asso- 
clates, he worked as a Research Physicist 
in the areas of plasma physics and vacuum 
physics. He is presently Manager of Re- 
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search and Development for the Vacuum 
Products Division. 

Dr. Jepsen is a member of Tau Beta Pi 
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Gordon S. Kino (S'52-,A'54) was born in 
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received the B.S. and M.S. degrees in math- 
ematics in 1948 and 
1950, respectively, 
from London Univer- 
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land. In 1955 he re- 
ceived the Ph.D. 
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trons. From 1951 to 1955 he was employed 
as а Research Assistant at the Electron cs 
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tubes and electromagnetic theory. Не be- 
came a member of the technical staff of the 
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the Electron Tube Development Depart- 
ment and did research on magnetrons. He 
returned to the Stanford Microwave Lab- 
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Professor in the Electrical Engineering De- 
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ics group at Stanford. 
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the Ph.D. degree in 
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From 1951 to 
1953 he was a Re- 
search Engineer at 
Brown Boveri, Ba- 
den, Switzerland, in 
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1953 to 1958 he worked on low-noise micro- 
wave tubes and plasma physics at the RCA 
Laboratories, Princeton, N. J.; in 1958 he 
joined the Hughes Research Laboratories, 
Malibu, Calif, where he now heads the 
Plasma Research Section. 

Dr. Knechtli is a member of the Ameri- 
can Physical Society, Sigma Xi, and RESA. 
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К. V. Narasinga Rao (5'55) was born 
in Vizagapatam, India, on June 27, 1933. 
He received the B.Sc. (Hons) degree in 
physics from Andhra 
University, Waltair, 
India, in 1952, 
and the diploma 
(D. I. I. Sc.) in elec- 
trical technology 
from the Indian In- 
stitute of Science, 
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Andhra Electricity 
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the M.S. degree in electrical engineering 
from the University of Illinois, Urbana, 
where he is currently a Research Assistant 
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where he is finishing his Ph.D. require- 
ments, 

Mr. Narasinga Rao is a student member 
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He received the B.Sc. degree in physics and 
the M.Sc. degree in 
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1952, respectively. 
lle received the 
Ph.D. degree in elec- 
\ trical engineering 
/ from the University 
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Until 1954 he 
worked as a Govern- 
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Bengal Engineering College of Calcutta 
University. At the University of Toronto, 
he wasa part-time Research Assistant in elec- 
trical engineering; there he designed and de- 
veloped the antenna assembly of the Uni- 
versity's radio-telescope. During the year of 
1959 he worked in the Gordon McKay Lab- 
oratory of Harvard University, Cambridge, 
Mass., asa Research Fellow in electronics in 
the Division of Applied Physics and Engi- 
neering. At present, he is an Associate Re- 
search physicist at the Radiation Laboratory 
of the University of Michigan, Ann Arbor. 

Dr. Sengupta is a member of Sigma Xi 
and the American Physical Society. 
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Issie P. Shkarofsky (M'58) was born in 
Montreal, Canada, on July 4, 1931. Ile 
graduated in 1952 from McGill University, 
Montreal, with the B.Sc. degree and first- 
class honors in physics and mathematics. 
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M.Sc. degree, conducting his research at the 
Eaton Electronics Research Laboratory, 
McGill University, in the fields of microwave 
optics and antennas. 
He then joined the 
microwave tube and 
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Eaton — Electronics 
Research Labora- 
tory, McGill, and re- 
ceived the Ph.D. de- 
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tubes апа klystrons. 

After graduation, 
he joined the Microwave Research Labora- 
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where he has participated in research on 
microwave diffraction and millimeter waves. 
He is presently engaged in research on elec- 
tromagnetic wave interaction with plasmas, 
plasma kinetics and plasma stability. 

Dr. Shkarofsky is an associate member 
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the B. S. E. E. degree from the University of 
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He was then employed by the Air Force 
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J. J., until 1955, at 
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mouth, N. J. In September, 1957, he became 
an Assistant Instructor in Electrical Engi- 
neering at Rutgers, where he received the 
M.S.E.E. degree in 1958. He then joined 
the staff of the University of Illinois, 
Urbana, as an Instructor in Electrical Bagi- 
neering, and began work towards the Ph.D. 
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degree. He is currently engaged in research 
in plasma physics. 

Mr. Verdeyen is a member of Tau Beta 
Pi and Blue Key. 


Jim Y. Wada (8'56-M'57) was born in 
Lomita, Calif., on May 15, 1934. He received 
the B.S. degree in engineering from the Uni- 
versity of California 
at Los Angeles in 
1956, and the 
M. S. EK. L. degree 
from the University 
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B.S. degree in physics and the M.S. degree 
in electrical engineer- 
ing in 1952 and 1956, 
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of Washington, Seat- 
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1953 to 1954 he was a Research Fellow at 
the Electrical Engineering Department, 
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Boeing Company, Seattle, where he worked 
on radar-tracking error problems from 1954 
to 1955, and from 1955 to 1957 he was at the 
Hughes Research Laboratories, Culver City, 
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Satellite Environment Handbook, Francis S. 
Johnson, Ed. 

Published (1961) by Stanford University Press, 
Stanford, Calif. 144 pages+3 index pages +xii pages 
treferences by chapter+5 appendix pages. Ins. 
7 X10. $5.50. 

Although there has not yet been a spate 
of books on the, upper atmosphere, their 
numbers are certainly beginning to respond 
to the greatly increased scientific and tech- 
nological activity in this field. This book, 
written by authors at the Space Physics 
Research Group of the Missiles and Space 
Division of the Lockheed Aircraft Corp., 
"alo Alto, Calif., is a concise and up-to-date 
compendium of information “compiled 
principally in response to numerous ques- 
tions from engineering projects directed to 
the Space Physics Research organization." 

The editor says: “Many of the phenom- 
ena described in this book were not known 
or even suspected three years ago. Some of 
our present ideas will undoubtedly have to 
be altered in varying degrees within the next 
year or two. It is probable that there are 
still some major surprises in store for us." 

The chapters and authors are: 


1) Structure of the upper atmosphere 
(16 pages): F. S. Johnson 

2) Structure of the ionosphere (20 
pages): W. B. Hanson 

3) Penetrating radiation (26 
A. J. Dessler 

4) Solar radiation (11 
Johnson 

5) Micrometeorites (10 pages): J. F. 
Vedder 

6) Radio noise (6 pages): O. K. Garriott 

7) Thermal radiation from the earth 
(6 pages): F. S. Johnson 

8) Geomagnetism (26 pages): 
Dessler 


pages): 


pages): F. S. 


A. J. 


The first two chapters describe the upper 
atmosphere. They are accurate and reason- 
ably adequate except that the chapter on 
the ionosphere does not contain a section on 
the propagation of radio waves. Because of 
the existence in the ionosphere of free elec- 
trons, of vertical gradients in the electron 
concentration, of the pervading magnetic 
field of the Earth, and of the collisions with 
other constituents, this is a very compli- 
cated matter which certainly is one of the 
most important aspects of satellite environ- 
ment. Nearly all of our knowledge of the 
ionosphere has been obtained from its effect 
on radio wave propagation. Consequently, 
there are necessarily numerous references to 
these effects in this chapter but they require 
a prior knowledge on the part of the reader 
for understanding. The chapter should also 
include such classical things as the Chap- 
man theory of layer formation, and the close 
relationship of the E-region ionization with 
solar zeuith angle, in contrast to the large 
role of geomagnetic control in F-region ioni- 
zation. Also, some mention should have been 
made of field-aligned ionization and of esti- 
mates and observations of integrated elec- 
tron content from which it is concluded that 
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there is something like four times as much 
ionization above hmF2 as there is below it. 

The second two chapters describe the 
particle and electromagnetic radiation en- 
vironment to which the atmosphere is ex- 
posed from without. These chapters are es- 
pecially interesting because they contain 
so much new information. As is true with the 
first two chapters as well, they cannot fail 
to give even the specialist new perspective 
and stimulation. The chapter on penetrating 
radiation treats particles trapped in the 
Earth's magnetic field, solar flare radiation, 
and cosmic radiation. The motion of trapped 
particles and the way in which the motion 
is controlled by the field, are described very 
clearly. Although the book does not use the 
term, it should be mentioned that the geo- 
centric region bove hmF2 in which charged 
particles move under control of the Earth's 
magnetic field and essentially without col- 
lisions, is now being called the magnetos phere 
(after the suggestion of T. Gold). The chap- 
ter on solar radiation includes the latest 
measurements made from space vehicles and 
presents a complete picture of what is known 
of the spectrum of solar radiation incident 
upon the atmosphere. 

The flux of “meteoroids” past the Earth 
can be estimated from radar and visual data, 
from the mass-accretion by the Earth as ob- 
tained by analyses of deep-sea sediments 
and dust collected in remote regions, from 
the zodiacal light, and by direct measure- 
ment with space vehicles. The answers ob- 
tained from the various methods are spread 
by a factor of 10* so that there is still much 
to be learned about this feature of the 
Earth's environment. This problem is pre- 
sented in the fifth chapter with the same 
conciseness and clarity which characterizes 
those on the atmosphere and radiation. 

The short chapter on radio noise is useful 
but it is very brief and has been presented 
mainly from the point of view of a ground- 
based observer. 

The chapter on thermal radiation from 
the Earth is also short but will be interesting 
to nearly all readers because most will not 
know anything about it although the prin- 
cipal reference is to work published 25 years 
ago. A one-page description of the airglow is 
included in this chapter. 

Geomagnetism is, of course, of great im- 
portance to satellite environment. Although 
the editor has chosen to place this chapter 
last, the reader might well be advised to read 
it first because the magnetic field exercises 
so much control over the ionized atmosphere 
and the charged particles which enter it 
from without. The inclusion of the integral 
invariant to describe the field, and of hydro- 
magnetic waves to explain sudden perturba- 
tions, insures that even the experienced 
geomagnetician will enjoy reading the chap- 
ter. He will note the omission, though, of di- 
rect measurements by space vehicles, and 
of measurements made by the double re- 
fraction of radio waves and the possibility 
of extending these with “top-side sounders.” 
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If you are interested in the upper at- 
mosphere and near planetary-space, this 
book should be on your shelf beside Mitra 
and Ratcliffe.' Because it is so very concise, 
it is not the same kind of book that they are. 
But for that reason, it can accomplish what 
a 600-700 page, exhaustive treatment can- 
not: 1) For the expert from another field, 
it can givea short but advanced and correct 
introduction; 2) For the upper atmospheri- 
cist, it can give a new perspective. For the 
latter, it is an experience like flying across 
the United States in clear weather in a jet 
aircraft for the first time, after crossing it 
many times since childhood by automobile. 
One misses a lot of detail but he gains a per- 
spective the automobile could never give 
him. At the same time, he hates to see a 
visitor, in making his first trip, do it by jet; 
but that's how it is these days more often 
than not. 


M. G. MORGAN 


Dartmouth College 
Ilanover, N. II. 


! See review, Proc. IRE, Vol. 48, p. 2045, Decem- 
ber, 1960, 


Handbook of Thermophysical Properties of 
Solid Materials, Vol. IV, A. Goldsmith, 
T. E. Waterman, and H. J. Hirschhorn, 
Eds. 


Published (1961) by the Macmillan Company, 60 
Fifth Ave., New York 11, N. V. 798 pages +vi pages. 
Hius. 84X113. $90.00 set of 5 vols. 

The stated purpose of this five volume 
work is to compile, evaluate, and consolidate 
all original text data on thermophysical 
properties of solid material published dur- 
ing the period 1940 to 1957 inclusive. The 
materials contained in these volumes are 
those which may find application in the de- 
sign of aircraft, missiles, space vehicles, con- 
ventional or nuclear power plants, or allied 
equipment. A further restriction is that only 
materials melting above 1000?F are in- 
cluded: exceptions are limited to the categor- 
ies of plastics or composite materials. 

The handbook was prepared by the Heat 
Transfer Section of the Armour Research 
Foundation and was based on technical 
goals and requirements set forth by the 
Thermophysical Branch, Material Center, 
Wright Air Development Division. 

The properties considered, presented as 
functions of temperature when applicable, 
are: density, melting point, latent heat of 
fusion, latent heat of vaporization, latent 
heat of sublimation, specific heat at con- 
stant pressure, thermal conductivity, ther- 
mal diffusivity, emissivity, reflectivity, lin- 
ear thermal expansion, vapor pressure, and 
electrical resistivity. 

The properties are arranged in a mater- 
ials index. Volume I covers elements melting 
above 1000°F and includes 13 different 
forms of carbon data. Volume II covers al- 
loys and includes the following subsections: 
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iron-base alloys, copper-base alloys, nickel- 
base, cobalt-base, and refractory metal-base 
alloys, light metal alloys including titanium 
alloys, and other metal alloys. Volume IH 
covers ceramics including glasses. Volume 
IV, the only volume presented for review, 
covers cermets, intermetallics, polymeric 
material including plastics and composite 
materials. Volume V contains the complete 
list of references, the alphabetic author in- 
dex, and the alphabetic list of materials. 

‘The data are presented in graphical form 
utilizing the absolute temperature scales. А 
single page contains, on one side, a graph dis- 
playing the data and, on the other side, per- 
tinent. reference material. The properties, 
organized by materials, are presented indi- 
vidually under each material section. ‘The 
readability of the text is, in general, quite 
adequate; however, in cases where a great 
deal of data is available concerning a certain 
property, the identification symbols can be 
confusing to recognize. 

Due to the relatively new surge of inter- 
est in materials shown by electronics people, 
these volumes can be a valuable addition to 
a reference library. They appear to be most 
useful to two general types of readers. The 
first would be those interested in survey- 
ing general classes of materials for spe- 
cilic useful properties. The volumes contain 
a wealth of general knowledge which would 
be very useful in а survey of this kind. In 
this light, one feature of the compilation of 
data is noticeable by its absence. There are 
no summary graphs comparing the same 
property for general groups of materials. 
This type of summary graph would be ex- 
ceptionally useful to the reader interested in 
comparing a particular property within а 
group of materials. The second type of 
reader for whom the book would be most 
useful is the preliminary design engineer. 
Once a material is decided upon for a spe- 
cific application, many of the important de- 
sign parameters can be obtained in these 
volumes. Due to the fact, however, that the 
volumes include data through 1957 only, it 
will be necessary for the design engineer 
further to augment the present information 
with more recent data. This is particularly 
true of Volume IV which covers cermets, 
intermetallics, polymerics, and composite 
materials in which interest has grown rap- 
idly during the past four years. 

There is one example of an outstanding 
lack of understanding concerning the applic- 
ability of some of the data. Presented in Vol- 
ume IV are electrical resistivity values for 
some intermetallic semiconducting com- 
pounds such as indium antimonide. It ie well 
known that the electrical resistivity depends 
on the carrier concentration in semicon- 
ductors; but, in the section on indium anti- 
monide showing the electrical resistivity, no 
information is given which details the spe- 
cific carrier concentration at which the elec- 
trical resistivity measurements were made. 
This type of information is extremely limited 
in its usefulness. 

Two drawbacks to the method of presen- 
tation are noted. The first is the organization 
of the information by the use of a materials 
index which could be expansible. The idea is 
an excellent one; however, the binding of the 
material in hook form makes it very incon- 
venient to insert additional pages into the 
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volumes. Perhaps а presentation in binder 
form into which additional pages could be 
easily placed would be more acceptable. The 
second drawback is the inclusion of all ref- 
erences in the fifth volume. In the reviewer's 
case, not having been supplied with the ref- 
erence volume, it was impossible to check the 
references cited for accuracy. This severely 
limits the worker who may be interested in 
the intormation contained in one volume 
rather than the whole set. 

While it is relatively easy to find fault in 
an undertaking of this magnitude, these vol- 
umes are definitely worthy of inclusion in a 
library of reference materials and are a vast 
improvement over existing works of similar 
nature, They will be particularly usehil to 
the technical person at the survey ог pre- 
liminary design stage. 

James С. HARPER 


Texas Instruments Inc, 
Dallas, Тех, 


Static Relays for Electronic Circuits, Richard 
F. Blake, Ed. 

Published (1961) by Engineering Publishers, Div. 
of The AC Bonk Co., Inc,, Elizabeth, №. J. 198 pages 
+viii pages. IIlus. 61 ХО]. $7.50. 

The material in this book was based on 
the Static Relays Symposium sponsored by 
the. Electronic Components Research. De- 
partment of the U. 5. Army Signal Research 
and Development Laboratory. There are 18 
chapters prepared by various authors cov- 
ering the general state of the art. The first 
three are devoted to a statement of the gen- 
eral concept, a useful review of regenerative 
switching in semiconductors and desirable 
specifications for static relays. 

This book will be particularly interesting 
to the practicing engineer already in the 
field of semiconductors who has not kept 
abreast of developments in static switching. 
Many new circuits and ideas are presented 
leading toward a surprisingly wide range of 
applications where replacement of mechani- 
cal contacts with an operationally equivalent 
static semiconductor device is feasible. 


К. P. BURR 
Circuit Research Co. 
Glen Cove, N. Y. 


Thermoelectricity : Science and Engineering, 
by R. R. Heikes and R. W. Ure. 


Published (1961) by Interscience Publishers, Inc., 
250 Fifth Ave., New York 1, N. V. 569 pages +6 index 
pages +xi pages. из. 61 X91. $18.50. 

The purpose of this book is to provide a 
systematic treatment of thermoelectricity, 
and to cover various topics in chemistry 
physics, and engineering. Many of these 
topics in themselves could constitute an en- 
tire volume and sufficient references are 
given to prior literature. The key results are 
presented with clarity. The book also con- 
tains some original contributions to the the- 
ory of thermoelectric materials and thermo- 
electric device design. 

The first two chapters cover basic defini- 
tions and the thermodynamics of thermo- 
electric phenomena. Next are two chapters 
on transport processes in semiconductors, 
semimelals, narrow-hand semiconductors, 
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ionic crystals and liquids. The effects of high 
energy radiation and diffusion are then pre- 
sented, These subjects are followed by chem- 
ical preparation and experimenta! measure- 
metit of material properties 

Following these fundamental topics is a 
chapter on the relationship between the 
thermoelectric figure of merit and micro- 
scopic properties of various types of mater- 
jals. It is here that the question of optimum 
choice of material parameters, such as dop- 
ing level, is considered, Next, the additional 
effects which occur at low temperatures, 
such as the phonon drag effect, are consid- 
ered. Known thermoelectric materials are 
then surveyed and their electric, thermal, 
and chemical properties given in several 
tables and graphs. 

The final four chapters of the book are 
concerned with devices. ‘The basic principles 
of thermionic conversion are treated, fol- 
lowed by thermoelectric devices. The subject 
matter covered includes: approximate and 
exact calculations of device performance; 
staged and simple thermocouple designs; 
heat transfer problems and their effect on 
device design; technology problems, such as 
contacts to thermoelectric materials. 

‘This book is a good reference work in the 
area of thermoelectricity; both the basic 
principles and advanced topics have been 
adequately covered. The book is recom- 
mended to all those engaged either in basic 
thermoelectric research or engineering. Par- 
ticularly, it will serve as an excellent intro- 
duction to the field. 


W. Н. CLiNGMAN 
Texas Instruments Inc 
Dallas, Tex 
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Davis, Sidney A. and Ledgerwood, Ву- 
ron, K. Electromechanical Components for 
Servomechanisms. McGraw-Hill Book Co., 
Inc., 330 W. 42 St., New York 36, Ne Ye 
$11.50. A book designed to give practical 
aid in the selection, specification and ap- 
plication of rotating components. Various 
components are discussed and their design 
features analyzed. 

Langmuir, D. B., Stuhlinger, E., and Sellen, 
|. AE, Je. Eds. Electrostatic Propulsion, 
Vol. 5 in Progress in Astronautics and 
Rocketry, М. Summerfield, Series Ed. 
Academic Press, Inc., 111 Fifth Ave., New 
York 3, N. V. $5.75. 

Martin, W. T. and Reissner, E. Elementary 
Differential Equations. Addison-Wesley 
Publishing Co., Inc., Reading, Mass. 
$6.75. A textbook of differential equations 
with applications to physical science and 
engineering, intended primarily for a one- 
semester course. 

Parratt, Lyman G. Probability and Experi- 
mental Errors in Science: An Elementary 
Survey. John Wiley and Sons, Inc., 440 
Park Ave. S., New York 16, N, Y. $7.25. 
A book designed to introduce the under- 
graduate student to the unifying concepts 
of probability and statistics as they apply 
in science. 

Proceedings of the Second International Con- 
ference on Operational Research. John 
Wiley and Sons, Inc., 440 Park Ave. S., 
New York 16, N. Y. $15.00. 
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Scanning the Transactions 


Words are essential for communication and even for 
thought. English-speaking peoples need not be limited in their 
communicating and thinking by a dearth of words; the new 
unabridged Webster's contains the forbidding number of 
450,000. Of these, approximately 100,000 are claimed to be 
new additions, words that were not in previous editions of this 
tome. It is a certainty that the field of electronics has made a 
not insignificant contribution here, although it would be de- 
manding too much to require lexicographers to be absolutely 
current in the dynamic electronics vocabulary. Even those 
most intimately concerned with it have their problems in 
keeping pace. More difficult than learning accepted ter- 
minology is the problem of manufacturing and sorting new 
terms for new ideas, devices, and requirements. Tunnel 
diodes are no exception. There is an impressive amount of 
work in progress on these devices, but discussion is hampered 
by a lack of standard terminology and definitions. Now a 
paper has been published which puts forth the important 
tunnel-diode parameters and includes definitions, symbology, 
and measurement methods. (С. D. Todd, ‘“Tunnel-Diode 
Parameters," IRE TRANS. ON INSTRUMENTATION, September, 
1961.) 

Underwater television is not an entirely new concept. In 
fact, television “underwater” is occasionally brought rather 
dramatically to our attention with TV commercials showing 
that, if we should care to, we can use this pen for writing or 
that razor for shaving while immersed in the universal solvent. 
Sometimes the net result of such commercials is an urge to 
submerge the TV set itself. This is done, but in a much more 
scientific way, as described in a recent paper on the role of 
television in underwater weapons testing. Closed-circuit tele- 
vision systems have been used by the Navy to instantaneously 
obtain valuable data on Polaris Missile launchings and other 
underwater tests. (O. R. Metzler, "Television in Underwater 
Weapons Testing," IRE Trans. ох MILITARY ELECTRONICS, 
October, 1961.) 

Education will continue evolving as long as the subject 
matter with which it is concerned is undergoing evolution. 
Nowhere is this more apparent than in engineering education. 
The trend can be towards more specialization as the subjects 
become increasingly complex, or the emphasis can be on 
fundamentals and a broader approach. A plea not for more 
humanities but for different humanities has been made. The 
thesis is that a reappraisal of the extent, task, and presenta- 
tion of the humanities is mandatory. (W. W. Harmon, “The 
Humanitiesin an Age of Science,” IRE TRANS. ON EDUCATION, 
September, 1961.) One educator has presented some very 
cogent arguments for a complete renovation of the engineering 
curriculum and the awarding of a nonprofessional degree. He 
maintains that specialized professional training is the proper 
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function of the graduate schools only. (N. Balabanian, “A 
Case for a Liberal Engineering Education and a Nonprofes- 
sional Degree," IRE TRANS. ох Epucatiox, September, 
1961.) 

Family, genus, and species were categories created by 
the naturalist Linnaeus to bring order to the near chaos in 
biological classification. Although not a problem of com- 
parable magnitude, engineers are for convenience usually 
classified by means of their special interests. Without some of 
us realizing it, a new "breed" has quite recently joined our 
ranks: the bio-medical engineer. This interdisciplinary title 
would have sounded almost absurd not too many years ago, 
but now the bio-medical engineer is very much—and very 
appropriately— with us. His appearance has been attended 
by some unique and challenging problems in education 
(Symposium on Educational Frontiers in Bio-Medical Engi- 
neering, IRE TRANS. ox BIO- MEDICAL ELECTRONICS, October, 
1961.) 

Radio-electronics originally was concerned with com- 
munications and little else, but now each year reveals it 
ramifying into new and sometimes unexpected areas. Meas- 
urements in many fields have been revolutionized in the age of 
electronics. Two novel applications have recently been dis- 
cussed. Measurement of the atmospheric temperature field by 
electromagnetic means is possible. (D. Fryberger and E. 
Uretz, *Some Considerations Concerning the Measurement of 
the Atmospheric Temperature Field by Electromagnetic 
Means," IRE TRANS. ох MILITARY ELECTRONICS, October, 
1961.) The atmosphere comes under additional electronic 
surveillance, this time chemical, with a device for measuring 
ozone content. (C. R. McCully, et al., “An Instrument for 
Continuous Analysis of Atmospheric Ozone," IRE TRANS. ох 
INSTRUMENTATION, September, 1961.) 

Round Shoulders on humans are not considered as par- 
ticular signs of strength. Not so for waveguides. *Round 
shoulders"—or more exactly, rounded corners—are known to 
be useful in many high-power microwave components in 
eliminating breakdown by reducing electric-field concentra- 
tions. Conditions in microwave high-power filters are con- 
sidered in detail in a recent paper. À number of rounded- 
corner geometries important in microwave-filter structures 
were analyzed by conformal mapping. The optimum shape is 
not necessarily an approximation to a circular arc but rather 
a geometry for uniform field strength over the rounded por- 
tion. Smoothness is much more important for evacuated than 
for pressurized filter structures. Formulas and graphs are 
presented for use by the designer. (S. B. Cohn, “Rounded 
Corners in Microwave High-Power Filters and Other Com- 
ponents,” IRE Trans. ох MicroWavE THEORY AND TECH. 
NIQUES, September, 1961.) 
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Abstracts of IRE Transaction üß—- 


The following issues of TRANSACTIONS have recently been published, and 
are now available from The Institute of Radio Engineers, Inc., 1 East 79 
Street, New York 21, N. Y., at the following prices. The contents of each issue 
and, where available, abstracts of technical papers are given below. 


IRE Libraries Non- 
Sponsoring Group Publication Members n Members 
Colleges 

Aerospace and Navigational 
Electronics ANE-8, No. 3 $2.25 $3.25 $4.50 
| Bio-Medical Electronics BME-8, No.4 2.25 3.25 4.50 
| Education E-4, No. 3 2.25 3.25 4.50 
Electron Devices ED-8, No. 5 2.25 3:25 4.50 
| Engineering Management ЕМ-8, No. 3 2.25 3.25 4.50 
Instrumentation I-10, No. 2 2.25 3.25 4.50 

Microwave Theory and 

Techniques MTT-9, No. 5 2.25 3.25 4,50 
Military Electronics MIL-5, No. 4 2.25 3.25 4.50 


Aerospace and Navigational 
Electronics 
VoL. ANE-8, No. 3, 
SEPTEMBER, 1961 


The Evaluation of Error Standard Devia- 
tion in the Accuracy Evaluation of the Doppler 
Navigator N. Marchand (p. 91) 

The standard error deviation for the Dopp- 
ler navigator is theoretically derived for the 
general case of both random and systematic 
errors. It is demonstrated that both the along- 
course error deviation and across-course error 
deviation, when expressed on a per unit basis, 
consist of two terins. One term is independent 
of the distance traveled and the other 18 depend- 
ent upon the distance traveled. There isa pos- 
sibility that results of statistical analysis of ex- 
perimental data, as given in the literarure, may 
be incomplete since the term in the error stand- 
ard deviation, per unit distance traveled, 
which is independent of distance traveled is 
not included. It is demonstrated how this 
omission may come about by neglecting the 
inean errors in the subsets of the population of 
observations. 

Identification and Evaluation of Magnetic- 
Field Sources of Magnetic Airborne Detector 
Equipped Aircraft P. Leliak (p. 95) 

A general method for identifying and eval- 
uating magnetic sources associated with the 
magnetic airborne detector-equipped aircraft 
is described, It is derived for the compensation 
of magnetic noise related to the maneuvers of 
the aircraft. Mathematical formulas are in- 
cluded with a uniform engineering method, 
that is independent of the type of magnetic 
source encountered, for analyzing magnetic 
airborne detector records. A method for cali- 
brating magnetic sources while in flight is also 
offered. 

Correction to “Post-War Developments in 
Continuous-Wave and Frequency-Modulated 
Radar“ -W. К. Saunders (p. 105) 

A Basic Control Equation for Rendezvous 
Terminal Guidance I А Irish (p. 106) 

A basic rendezvous homing control equa- 
tion, which adjusts the magnitude and direc- 
tion of the acceleration of an interceptor vehicle 
in response to sensed interceptor-target rela- 


tionships, is derived, and the selection of sys- 
tem gain parameters to give a desired dynamic 
behavior is described. Modifications to the 
basic control equation for the following system 
variations are discussed: 

1) Rendezvous at a preset relative position 
or velocity, 
Landing on the moon (or other extra- 
terrestrial body), 
3) Operation with a propulsion unit having 
a limited range of thrust variation, 
Operation with a fixed-thrust pulsed 
propulsion unit. 
Abstracts (p. 114) 
Book Reviews (p. 115) 
PGANE News (p. 116) 
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Bio-Medical Electronics 


Vor. BME-8, No. 4, 
OCTOBER, 1961 


Papers from Symposium on Educational 
Frontiers in Bio-Medical Engineer- 
ing, University of Vermont; 

May 5-6, 1960 


New Frontiers in Bio-Medical Engineering 
Education—G. C. Riggle (p. 208) 

Biology in Bio-Medical Engineering 
R. W. Stacy (p. 200) 

Physiology in Bio-Medical Engineering 
F. J. Sichel (p. 211) 

The Role of the Engineer in Bio-Medical 
Science S. A. Talbot (p. 212) 

Specialized Courses Required in Bio-Med- 
ical Engineering Science—S. A. Talbot (p. 
216) 

Bio-Medical Engineering Program at Johns 
Hopkins, Pennsylvania, Rochester and Yale— 
И. P. Schwan (p. 219) 

The Bio-Medical Engineer—J. W. Dow (p. 
223) 

Informal Training Program in Bio-Medical 
Engineering at Brooklyn Polytechnic Institute 
and the Rockefeller Institute—R. L. Schoen- 
feld (p. 225) 

Bio-Medical Engineering Program at 
Drexel Institute of Technology DD. Н. Le 
Croissette (p. 227) 


Medical Electronics at the University of 
vermont H. M. Smith, Jr. (p. 228) 

Medically- and Engineering-Oriented Fa- 
cilities, Instruction and Research in Bio-Med- 
ical Electronics—V. W. Bolie, M. J. Swenson, 
W. B. Boast, and R. Getty (p. 229) 

Bio-Medical Electronics—Past and Pres- 
ent H. P. Schwan (p. 234) 

A brief review of the development of the 
field of bio-medical electronics and its present 
status is presented. Topics include develop- 
inent, description of the field, industry educa- 
tion and future outlook. 

Influence of Light Atmospheric Ions on 
Human Visual Reaction Time XI. Knoll, J. 
Rheinstein, G. F. Leonard, and P. F. Highberg 
(p. 239) 

An automatic electronic visual-reaction- 
time meter has been developed which includes 
a random- pulse generator controlled by nuclear 
radiation for starting the subject's light pulse. 
With this instrument (using radioactive ion 
generators) several hundred subjects have been 
investigated in over 12,900 tests. An infhience 
of light atmospheric ions on the human reaction 
time has been found for ion currents between 
10% and 10? inhaled ions per second or ion densi- 
ties of about 10? to 106 ions/cm}. Inhaling posi- 
tive or negative ions may increase or decrease 
the reaction time of different people or even of 
the same person after several hours. In this 
respect the influence of ions reseinbles the effect 
of many drugs on the human system. The effect 
disappears when the subject is breathing 
through the nose instead of the mouth, 

Electrical Analog Simulation of Tempera- 
ture Regulation in Man—R. J. Crosbie, J. D. 
Hardy, and E. Fessenden (p. 245) 

Using the basic equations for heat balance 
which have been developed to take into ac- 
count heat losses by radiation, convection and 
evaporation, an electrical analog has been con- 
structed to simulate the physiological re- 
sponses to heat and cold in the nude man. As 
has been previously shown, physiologic tem- 
perature regulation involves three of the basic 
types of control modes, namely, proportional 
control, rate control, and some of tlie charac- 
teristics of on-off control. The rate and propor- 
tionality constants have been determined ex- 
perimentally on the assumption that the regu- 
lated temperature is the average body temper- 
ature, Time constants for the various thermal 
changes can be determined from the thermal 
constants of tissue and the response times of 
the physiological variables of sweating, vaso- 
motor activity and change in metabolic rate. 
The simulator predicts steady-state situations 
of rectal temperature, skin temperature, meta- 
bolic rate, vasomotor state and evaporative 
heat loss under both resting conditions and ex- 
ercise. Dynamic responses to sudden shifts in 
environmental temperature, air velocity, rela- 
tive humidity and metabolic rate can be simu- 
lated to a considerable extent using equations 
based on the controls outlined above. 

Transistorized Pacemaker for Remote 
Stimulation of the Heart by Radio-Frequency 
Transmission—L. Eisenberg, A. Mauro, and 
W. W. L. Glenn (p. 253) 

Diverse techniques have been developed 
for controlling the cardiac rate by external 
means when normal physiological processes 
fail to maintain a stable rate. These techniques 
are presented in a brief summary. 

The factors underlying the choice of the 
radio frequency transmission technique are 
presented and evaluated, taking into account 
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control of the stimulus, avoidance of infection, 
and minimizing the number of electrical com- 
ponents within the body. A set of design speci- 
fications is then evolved based upon the physio- 
logical needs of the patient, utilizing the phi- 
losophy of the RF transmission approach. The 
design of two transistorized, battery-operated 
pacemakers is then presented in detail with a 
description of the constructed units and an 
evaluation of performance. These units have 
now been used successfully on five patients. 

A Portable Miniature Transistorized Radio- 
Frequency Coupled Cardiac Pacemaker 
D. M. Hickman, L. A. Geddes, H. E. Hoff, M. 
Hinds, A. G. Moore, C. K. Francis, and T. 
Engen (p. 258) 

A miniature, transistorized — radio-fre- 
quency-coupled cardiac pacemaker was devel- 
oped to eliminate wires penetrating the skin 
when electrodes are placed on the heart to 
drive it. The design also eliminates the need 
for totally implanting a pacemaker with its 
batteries. 

The stimulating impulse is transmitted via 
amplitude modulation to a tuned circuit and 
detector assembly implanted below the skin. 
The output of the detector is connected to 
electrodes directly on the heart, making ex- 
ternal control of the heart rate possible. 

In operation, the pacemaker transmitter is 
placed on the surface of the body above the re- 
ceiver implant. The size of the unit is 4x1} 
X 14 inches. It weighs three ounces. 

Correction to “The Center for Vital Studies 
A New Laboratory for the Study of Bodily 
Functions in Man! -W. A. Spencer, L. А. 
Geddes, and H. E. Hoff (p. 262) 

Letters to the Editor (p. 263) 

Abstracts of Current Bio-Medical Elec- 
tronic Research Projects (p. 265) 

Notices (p. 267) 

PGBME Affiliates (p. 268) 

Proceedings of the Third International Con- 
ference on Medical Electronics (p. 296) 
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Acknowledgment—W. R. LePage (p. 83) 

Editorial—H. E. Koenig (p. 84) 

A Case for a Liberal Engineering Educa- 
tion and a Nonprofessional Degree—N. Bala- 
banian (p. 86) 

The traditional four-year engineering pro- 
gram gives neither an adequate professional 
training nor a liberal education. It is proposed 
that a four-year program of “liberal engineer- 
ing" be instituted which synthesizes tradi- 
tionally compartmentalized «disciplines and 
concentrates on the intellectual components 
of the profession. Specialized professional train- 
ing should be the proper function of the grad- 
uate school. 

The Technology of Information Systems— 
Another Challenge for Engineering Education 
—L. E. Saline (p. 91) 

The proper functioning of the world in 
which we live is becoming more and more de- 
pendent on information and how we use it. 
With methodologies and machines that are be- 
coming available to information systems tech- 
nology, we are, indeed, entering the Age of In- 
formation—an age of promise in business, in 
government, and in the military that can have 
as profound an effect on the world as the har- 
nessing of the atom, the development of elec- 
tric power, or the Industrial Revolution of the 
Nineteenth Century. The purpose of this paper 
is to delineate the broad technology of informa- 
tion systems in order to provide a basis for esti- 
mating the impact of this technology on future 
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engineering education. Suggestions for modi- 
fying undergraduate engineering curriculums 
are made in order that future engineering 
graduates will be prepared to contribute to the 
continuing development of the technology and 
to utilize the technology in performing other 
engineering work. This paper discusses such 
topics as: What is an Information System?; 
Functions of a Generic Information System; 
Men in Information Systems; Machines in In- 
formation Systems; Methods in Information 
Systems; How Information Systems Are Cre- 
ated; Major Problems Facing Information 
Systems Technology; and The Challenge for 
Engineering Education. 

Dis-service Courses T. L. Martin, Jr. (p. 
98) 

For many years the traditional engineering 
physics course was the pivotal subject in the 
engineering curriculum. It provided an ade- 
quate basis in macrophysics to support tradi- 
tional engineering. The course is still offered, 
virtually unchanged for the past forty years 
except in minor details; the evolution of micro- 
physics, structural chemistry, and physical 
metallurgy has made little impact upon this 
course. Engineering physics is now a sacred 
cow—a dis-service course. 

This course has been cancelled at the Uni- 
versity of Arizona and classical macrophysics 
is taught by the engineering departments in 
the various and usual subdivisions of mechan- 
ics, thermodynamics, electric and magnetic 
fields, and electric circuits. A new course, at 
the junior level, has been introduced by the 
Physics Department to cover Microphysics. It 
is offered under the title of "Structure of Mat- 
ter" and covers electrons, atoms, chemical 
bonds, crystals, the energy band theory of 
crystals, and other topics from wave, statisti- 
cal, and quantum mechanics. The course has 
been offered for three years. While it is under 
constant revision there is little doubt now that 
this represents a positive solution to a part of 
the problem posed to engineering educators by 
recent advances in contemporary science. 

System Theory in a Unified Curriculum— 
H. K. Kesavan and B. R. Myers (p. 102) 

The incessant search for unifying concepts 
in engineering education has, in recent times, 
stepped up its pace to match the tempo of our 
scientific and technological progress. Although 
a single unified curriculum for all engineering 
problems would indeed be a utopia, there is 
hope, nevertheless, that certain apparently 
diverse areas of engineering can be regrouped 
with emphasis on the basic disciplines under- 
lying them. System theory, which is briefly 
exposed here, is one such fundamental disci- 
pline with its mainsprings in the mathematical 
model of linear-graph theory. The chief asser- 
tion of this paper is that system theory could 
very well serve as a basis for unifying the areas 
of 1) circuit theory, 2) circuit aspects of elec- 
tronics, 3) rotating machinery, 4) elementary 
statics and dynamics, and 5) system analysis. 
The ideas presented here are sufficiently sup- 
ported by the authors’ classroom experiences. 
In the light of the curriculum proposed, certain 
of the inevitable implications for Canadian 
electrical engineering are discussed. 

On Some Mathematical Aspects of Mag- 
netohydro- and Plasma-Dynamics—M. Z. V. 
Krzywoblock (p. 111) 

The author presents a review of some 
mathematical aspects of magnetohydrody- 
namics and plasma-dynamics, and the fields of 
mathematics required and used in those do- 
mains are briefly discussed. The last section is 
devoted to the discussion of adjusting the 
mathematical program of a university, from 
the point of view of engineering, physics and 
matheinatics, so that a greater nuinber of stu- 
dents in those disciplines will be prepared for 
graduate courses іп magnetohydrodynamics 
and plasma-dynamics. 
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The Humanities in an Age of Science— 
W. W. Harman (p. 118) 

Many persons today question the meaning- 
fulness of the traditional formulations of some 
of the basic questions which have been asked 
in the humanities, and also the validity of the 
introspective means by which answers have 
been sought. These challengers often appear 
to have behind them the great weight of the 
scientific progress of recent centuries. The basic 
issue on which the behavioral scientist and the 
scientific humanist appear to differ so from the 
poet, the artist, or the religious philosopher has 
to do with the physical and the spiritual aspects 
of reality. Predominately, the scientist tends 
to operate on the implicit assumption that 
only the physical or sense-perceived world has 
reality; the poet and the inystic live in both 
worlds. The behavioral scientist tends to see 
values as culturally generated and acquired, 
the poet, as inherent in the structure of things. 

Questions about the nature of reality are 
not to be decided by disputation among our- 
selves, but by conducting such experiments as 
will enable us to discern what that nature 
really is. The nature of such experiments and 
suggestions for the possible resolution of this 
basic issue form the subject matter of this 
paper. 

Correction to “Today’s Dilemma in Engi- 
neering Education”—G. S. Brown (p. 126) 

Correspondence (p. 127) 

Contributors (p. 128) 
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Editorial —E. L. Steele (p. 345) 

New Editorial Board (p. 346) 

An Integrated Semiconductor Shift Regis- 
ter— J. T. Wallmark and S. M. Marcus (p. 350) 

Transition Region Properties of Reverse- 
Biased Diffused р-п Junctions—J. Cohen (p. 
362) 

Poisson's equation is solved for two com- 
mon types of diffused p-n junctions in a man- 
ner similar to that of previous authors. By a 
suitable transformation, the field in the junc- 
tion and capacitance-voltage relation for all 
junctions are shown to be presentable as a 
single family of curves with no approximation 
other than the assumption of negligible drift 
field. The abrupt and graded regions are dis- 
cussed in detail. The zero-bias potential and 
capacitance are also discussed. 

Alloy Diffused Variable Capacitance Diode 
with Large Figure-of-Merit—4A. Shimizu and 
J. Nishizawa (p. 370) 

The product of the cut-off frequency and 
the capacitance-voltage sensitivity is proposed 
as a figure-of-merit of the variable capacitance 
diode. 

It is expected from the theoretical results 
that the high-voltage sensitivity, (0C/9V)/C of 
the capacitance is obtained by the "hyper- 
abrupt" junction in which the impurity con- 
centration decreases with the distance from 
the p-n boundary. Assuming the exponential 
decrease of the impurity concentration, the 
theoretical expression is derived for the capaci- 
tance-voltage characteristic of the "hyper- 
abrupt" junction diode, and is compared with 
the experiment. 

“Hyper-abrupt” structure is easily obtained 
by the alloy-diffusion technique. The experi- 
mental capacitance-voltage chafacteristics of 
the germanium alloy-diffused diode agree 
fairly well with the theoretical results. Diodes 
changing the capacitance in proportion to the 
—3 power of the applied voltage have been 
made, with the tuning ratio to about 100. To 
date, a diode with the maximum cut-off fre- 
quency of 30 kMc and with the figure-of-merit 
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Fy of 5.5 kMc/v, has been made. Further in- 
crease of these quantities, however, will be ob- 
tained by the reduction of the thickness of the 
base layer, which i8 about 15 microns in the 
above diode. 

A Treatment of Diffusion Errors Affecting 
Junction Depth—J. E. Reynolds (p. 377) 

An error treatinent of the diffusion variables 
of time t, temperature T, and starting resis- 
tivity p, has been made in regard to their effects 
upon junction depth. An analytical equation 
has been derived for engineering usage in de- 
termining the per cent error in junction 
depth x: 


Per cent error in junction depth = 100 


A sample calculation using the above equa- 
tion is presented along with a method of esti- 
mating errors in junction depth due to heating 
and cooling in the diffusion cycle. 

Diode Oscillation in High-Voltage Klys- 
trons—K. Tomiyasu and M. P. Forrer (p. 381) 

Diode oscillations at frequencies between 
1350 and 3700 Mc sometimes occurred in a par- 
ticular high-voltage pulsed klystron. These fre- 
quencies agree closely with those calculated for 
an inverted spherical diode. The oscillations 
are often delayed a few microseconds after the 
electron bearn is turned on. Experimental tech- 
niques revealed that two of the modes, TEn 
and TEs, with Q's of about 1000 had their 
highest electric fields in a region of the electron 
gun remote from the beam. 

Proposed Method for Controlling and Mini- 
mizing Reflections from a Surface—R. Н. 
Mattson (p. 386) 

This paper proposes a method whereby the 
reflection of an electromagnetic wave from a 
surface can be controlled. The idea is to use a 
p-n junction as the controlling device. The de- 
vice is made in such a way that the junction is 
parallel to the surface upon which the electro- 
magnetic radiation is impinging. If the p region 
is very narrow the wave will penetrate through 
it into the depletion region. If the » region is hi 
conductivity, the wave is reflected from it. 
Then if the depletion layer width is right for 
the frequency considered, the reflected wave 
will interact with the inipinging wave to give 
the desired effect. By changing the bias applied 
to the junction a tuning effect can be obtained. 

Detailed analysis of the proposed device is 
covered in the paper. There are some practical 
linitations to creating the device described, 
but the idea and the method of analysis could 
be useful to individuals interested in creating 
inicrowave tuning and control components. 

Ceramic Metalizing Tape for Reliable 
Metal-Ceramic Seals—H. D. Doolittle, K. 
Ettre, R. F. Spurck, and P. F. Varadi (p. 390) 

A ceramic-metalizing method was devel- 
oped which increases the reliability of hard- 
soldered metal-ceramic seals and makes pro- 
duction automation possible. The new tech- 
nique utilizes a *metalizing tape" consisting of 
a self-supporting plastic tape which contains 
the metalizing powders and a suitable binder 
(methacrylic-type). This tape can be manufac- 
tured with extremely uniform thickness, den- 
sity and surface smoothness, all of which quali- 
ties can be controlled on the prefabricated tape 
prior to its usage. The application of the pre- 
fabricated metalizing tape to the ceramic sur- 
face can be accomplished in a very simple way: 
by using a suitable solvent to form a bond be- 
tween the metalizing tape and the ceramic, or 
by thermal sealing. The materials and the 
methods used for the preparation of the metal- 
izing tape are described, as well as the inethods 
of application. 

The resulting extremely uniform metal coat- 
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ing on the ceramic makes it possible to investi- 
gate the effect of metalizing thickness and of 
different materials on the bond strength and on 
the vacuum qualities of metal-ceramic butt 
seals. 

Tunnel-Diode Converter Analysis—C. S. 
Kim (p. 394) 

An analysis of tunnel-diode converters is 
presented for two different conditions of opera- 
tion. In the first, the converter is self-oscillat- 
ing; in the second, the local oscillator (LO) 
voltage is provided from an external source. 
Two classes of self-oscillating converters аге 
presented. The first operates on the fundamen- 
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tal of the oscillation frequency and the other 
operates on the second harmonic. 

Assuming the dynamic conductance of a 
tunnel diode changes only as a function of the 
local oscillator voltage, and expressing this 
conductance in a Fourier series, a 3X3 con- 
ductance matrix is obtained. Utilizing this 
matrix, expressions for gain, bandwidth, and 
noise figure are obtained. The analysis includes 
the image frequency termination. In the ex- 
pressions for noise figure, the cross-correlation 
terms, produced by the amplitude change of 
the dc equivalent shot-noise current due to the 
LO voltage, are also included. 

Correction to “Bridge Measurement of 
Tunnel-Diode Parameter“ W. II. Card (p. 
405) 

The Videograph Tube—A New Component 
for High-Speed Printing—R. W. Crews and 
P. Rice (p. 406) 

-A cathode-ray tube having a faceplate pene- 
trated by an array of many fine wires, has been 
developed for high-speed printing applications. 
Charge patterns are deposited on moving paper 
in response to a modulated electron beam 
which scans the inner ends of the wires in the 
CRT. The pattern on the paper is dusted with 
an electroscopic powder to make it visible. 
Copy having a resolution of 10* picture ele- 
ments/inch? can be produced at a rate of 2 
fect?/second. 

The tube is being used in high-speed fac- 
simile equipment and in a computer output 
printer which prints magazine address labels 
at a speed of 130,000 labels per hour from digi- 
tal information stored on tape. Television pic- 
tures have been reproduced field-by-field at 
standard rates. The tube has wide application 
in systems where high-apeed, remote print-out 
or local reproduction of copy is required. The 
cost of the recording paper is about one-tenth 
that of light-sensitive materials. 

Infiuence of Velocity Spread on Gain and 
Efficiency of Klystrons—II. С. Kosmahl (p. 
414) 

This paper presents the calculation of the 
effect of velocity spread in electron streams on 
the gain and efficiency in klystrons. Using the 
density-function method and assuming a half- 
Maxwellian velocity distribution, a small-signal 
theory of a klystron tube was developed. The 
form of the solution is a power series Whose co- 
efficients contain even powers of wq/w. The 
effect of losses in the cavity has also been in- 
cluded. The results are presented as plots of 
the ratios of the ac component of the bunched 
current with velocity spread vs a dimensionless 
parameter that is a measure of the velocity 
spread. The plots contain wq/w, the lengths of 
the drift tube and of the gaps as important de- 
sign parameters, 
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About This Issue—The Editor (p. 119) 

Decision Making, Growth, and Failure— 
S. B. Alpert and H. Weitz (p. 120) 

A case study is presented of the changes in 
the ratio of “administrative” to “productive” 
personnel in the aircraft engine division of a 
large industrial firm. The ratio is traced over 
an eight year period through growth and de- 
cline stages. Some contributing factors and 
consequences of the A/P index are examined. 

Designing the Corporate Structure to Com- 
bine Small-Company Vitality with Large-Com- 
pany Strength —A. W. Tyler and A. D. Ehren- 
fried (p. 125) 

The early leaders in corporate organization 
are found to be the giants of industry today. 
Following the inove of the past decade to 
corporate decentralization is a new trend 
toward the vrecentralizing of management 
planning and specialized service. The result is a 
new form of corporate structure toward which 
both large corporations and groups of small 
companies can evolve. This structure appears 
to cumbine the better features of both the large 
and the ашай organization. It is made neces- 
sary by the complexit y of present-day business 
management, and is made possible by the new 
technologies of electronic data processing, busi- 
ness communications, and high-speed transpor- 
tation. 


The Institutional Location of the Scientist 
and His Scientific Values—R. G. Krohn (p. 
133) 

Several writers on the history of science 
have argued that changes in the institutional 
location of science will be accompanied by sev- 
eral major changes in scientific attitudes and 
values. A sample of approximately 30 per cent 
of the working scientists in several disciplines 
was interviewed in the Minneapolis-St. Paul 
area. Those interviewed worked in governinent, 
industrial, and university laboratories. A num- 
ber of indicators of scientific attitudes and 
values were examined. 


Special Section on Services for R, D, and E 

Development of a Technical Services De- 
partment for IBM —F. H. Welsh, Jr. (p. 139) 

To develop the highly complex products 
required of industry today, it is necessary to 
provide the research and engineering person- 
nel developing these products with an array of 
highly specialized supporting services. Since 
these supporting skills are not required by any 
one engineering group 100 per cent of the time, 
economics dictates that these services be cen- 
tralized. Thus, a Technical Services Depart- 
ment is born. The supporting skills provided 
by such an organization may vary, for ex- 
ainple, from the analytical ability of highly- 
specialized Ph.D.s, to the manipulative ability 
of highly trained tool and die makers. 

IBM hae a particular need for such special- 
ized services because of the number ot engi- 
neering groups which it has working simul- 
taneously on different projects. In this article, 
it is not possible to cover the development of 
Technical Services in all the IBM Labora- 
tories. Therefore, the discussion is limited to 
the IBM General Products Division Develop- 
ment Laboratory at Endicott, N. Y. This is 
appropriate, as Endicott is typical of other 
IBM Commercial Laboratories. 

A Systematic Procedure for Preparing 
Specifications on Electronic Instrumentation 
and Control Systems—H. Olken (p. 143) 

This is a report on the developinent of a 
systematle procedure for preparing specifica- 
tions for electronic instrumentation or control 
systems. This procedure aids in the preparation 
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of specifications which: 1) make it possible to 
find any particular specification requirement 
quickly, and 2) insure that no important re- 
quirement has been omitted. Details of this 
procedure and a discussion of advantages 
gained through its use are presented. Also dis- 
cussed is a technique for specification review 
and revision that helps to improve the profi- 
ciency of engincers at specification writing. 


The Industrial Engineer's Role in New 
Product Development—D. W. Karger (p. 155) 

Two examples are presented of the kind of 
contribution industrial or production ог 
methods engineers can make to new product de- 
velopment. The first is a 1.2 volt mercuric 
oxide battery. The second is a tantalum ca- 
pacitor. Contributions to analyses of costs and 
tolerances are cited. 


Technical and Management Notes 

An Approach to Probabilistic Forecasting 
of Engineering Manpower Requirements— 
L. B. Wadel and C. M, Bush (p. 158) 

A statistical technique is presented for esti- 
mating probable future manpower require- 
ments in the face of uncertainty about the suc- 
cess of outstanding bids. 

A Visual Method of Program Balance and 
Evaluation—L. B. C. Fong (p. 160) 

A visual method is presented for providing 
an overview of the entire program of the Dia- 
mond Ordnance Fuze Laboratories. The dis- 
play indicates relative emphasis of effort at the 
various levels in the laboratories and permits 
comparison between fields and specialities. 

About the Authors (p. 164) 

Affiliated — Societies—IRE Professional 
Group on Engineering Management (p. 166) 

Information for Authors (Inside Back 
Cover) 

Instrumentation 
Vor. 1-10, No. 2, 
SEPTEMBER, 1961 

Abstracts (p. 56) 

Tunnel Diode Parameters—C. D. Todd (p. 
57) 

Engineers and technicians concerned with 
the use of, or the testing of tunnel diodes need 
to understand the symbology and basic defini- 
tions of the various parameters involved. In 
many cases, a knowledge of simplified measur- 
ing techniques is also necessary. It is the pur- 
pose of this paper to fulfill these basic needs. 

Separation of Magnetic Losses in UHF Fer- 
rites—A. Brastins and E. M. Williams (p. 63) 

The Asymmetrical Bridge A. B. Kaufman 
(p. 68) 

A Display Simulator for Computer-Aided 
Systems R. Н. Prager (р. 71) 

A Stable, Scannable, Magnet Current Reg- 
ulator—N. W. Bell and R. Н. Small (p. 75) 

Analysis of a Time-Varying Pulse System 
with Random Inputs—T. S. George (p. 78) 

A Nanosecond Time Base for Traveling- 
Wave Deflection Cathode-Ray Tubes—G. J. 
Frye, J. D. Bruce, and N. S. Nahinan (p. 85) 

An Instrument for Continuous Analysis of 
Atmospheric Ozone—C. К. McCully, J. Е. 
Roesler, E. S. Gordon, J. N. Van Scoyoc, and 
R, A. Carrigan (p. 89) 

Contributors (p. 94) 
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Microwaves—A Review of Progress in 
Great Britain During 1960 A. E. Karbowiak 
(p. 374) 

The fields covered by the review are: Elec- 
tromagnetic theory as applicable to wave 
propagation, theory of waveguides and compo- 
nents, microwaves in fundamental measure- 
ments (such as time and atomic constants), de- 
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signs of components, measurements, solid-state 
devices and a summary of utilization. Future 
trends are also indicated. The review (with 
some exceptions) does not cover the following 
fields: Antennas, propagation and microwave 
tubes. In reviewing technical publications, 
preference is given to such aspects of work 
which are novel, fundamental or are of contro- 
versial nature or are likely to influence future 
trends; where appropriate, criticism of the work 
is given. 

A New Type of Circular Polarizer Using 
Crossed Dipoles—M. Е. Bolster (p. 385) 

A method of obtaining a circularly-polar- 
ized wave by use of two orthogonal dipoles 
driven in parallel by a common transmission 
line is shown. The lengths of the dipoles are so 
chosen that the real part of their input admit- 
tances are equal and the angle of the input ad- 
mittances differ by 90?, When these two con- 
ditions are met the resulting radiated wave ina 
normal direction will be circularly polarized. 

The method is applicable both to a citcu- 
larly-polarized radiating antenna and to the 
problem of producing a circularly-polarized 
wave of the ТЕ. mode in a round waveguide. 
For the first case, an analysis and a method of 
design are shown, and for the second case an 
experimentally developed example is given. 
The second case employs monopoles rather 
than dipoles for convenience in energizing from 
a coaxial line. 

Rounded Corners in Microwave High- 
Power Filters and Other Components—S. B. 
Cohn (p. 389) 

Microwave high-power filters must be 
operated with internal air pressures of at least 
one atmosphere, or with a good vacuum. Pres- 
sures between these extremes result in reduced 
power-handling ability. The breakdown proc- 
esses for both high air pressure and vacuum 
are discussed, and it is made clear that any 
sharp corner on which the electric field would 
concentrate must be rounded if high-power 
operation is to be achieved. For good results in 
vacuum operation, the suríaces must be es- 
pecially smooth and free of contamination, 
while in high-pressure operation, minor irregu- 
larities are less important. 

Various high-power filter configurations of 
importance are described, and the structural 
corners at which electric-field concentrations 
occur are pointed out. A number of simplified 
geometries are then shown that can represent 
the essential portions of the practical structures 
with sufficient accuracy for ordinary purposes. 
Formulas and graphs for these simplified ge- 
ometries are presented that give the ratio of 
the maximum electric field strength on the 
boundary to a uniform reference field strength 
at a point sufficiently removed from the corner. 
In some cases, the boundary curve is an ap- 
proximation to a circular arc, while in other 
cases a boundary shape is derived such that the 
electric field strength along the curve is con- 
stant. These constant-field-strength boundaries 
are optimum shapes from the standpoint of 
power-handling ability. 

A Periodic Structure of Cylindrical Posts in 
a Rectangular Waveguide E. E. Altshuler (p. 
398) 

The propagation characteristics of a rec- 
tangular waveguide loaded with uniformly 
spaced cylindrical posts (periodic structure) 
are investigated at a frequency of 2840 Mc. A 
qualitative discussion on the expected behavior 
of the effective guide wavelength of this type 
of periodic structure is presented, and it is 
shown that the presence of the posts reduces 
the guide wavelength of the waveguide. The 
guide wavelength is then measured as а func- 
tion of post diameter, post depth, and post 
spacing; and curves enabling one to design 
periodic structures which liave guide wave- 
lengths in the region of the free space wave- 
length are presented. 
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Modes in Rectangular Guides Loaded with 
a Transversely Magnetized Slab of Ferrite 
Away from the Side Walls—G. Barzilai and 
G. Gerosa (p. 403) 

The characteristic equation describing the 
general modal spectrum for a rectangular guide 
partially filled with a slab of ferrite trans- 
versely magnetized and situated away from the 
side walls is derived. This equation is numer- 
ically solved for particular cases and for modes 
of zero and first order with respect to the de- 
pendence along the direction of the dc mag- 
netic field. Some experiments to verify the 
theoretical results are presented and show good 
agreement with the theory. 


Higher-Order Evaluation of Electromag- 
getic Diffraction by Circu'ar Disks—W. Н. 
Eggimann (p. 408) 

The problem of the diffraction of an arbi- 
trary electromagnetic field by a circular per- 
fectly-conducting disk has been solved by 
using a series representation in powers of 
E Zr] and the rectangular disk coordinates. 
The surface current density is given in terms of 
the field and its derivatives at the center of the 
disk. General expressions for the clectric- and 
magnetic-dipole moments, the far-field and the 
scattering coefficient for the case of a plane 
wave at arbitrary incidence are presented. The 
calculations agree with results published by 
other authors. A bibliography of the most 
recent publications on this problem is included. 


Low-Noise Properties of Microwave Back- 
ward Diodes—S. T. Eng (p. 419) 

This paper describes, for what is believed to 
be the first time, the low-noise properties of 
backward tunnel diodes in microwave applica- 
tions. The physics of the diodes is reviewed 
together with some of the characteristics and 
equivalent circuit parameters. The diodes are 
then considered as mixer diodes with IF in 
the audio range and also the standard 30-Mc 
IF. Another promising application considered 
is the use of the backward diodes in low-level 
detection. 

The results show that the noise figure at 
13.5 kMc with a 1-kc IF is around 15 db better 
than any commercially available mixer diodes. 
Using 30-Mc IF, the noise figure of backward 
diode mixers is without special optimum de- 
Sign, comparable to the best mixer diodes on 
the market. Of great importance, especially in 
microminiaturization, is the fact that these 
diodes may be used with a very low local oscil- 
lator power (50 yw or less). The high non- 
linearity of the I-V characteristic at the origin 
and the low 1/{ noise properties of these diodes 
are also of benefit in crystal video receivers and 
other low-level detector applications. 


Design Theory of Up-Converters for Use as 
Electronically-Tunable Filters—G. L. Mat- 
thaei (p. 425) 

The up-converters discussed use a single 
diode, a wide-band impedance matching filter 
at their signal input, a moderately wide-band 
impedance matching filter at their pump input, 
and a narrow-band filter at their sideband out- 
put. With a narrow-band filter at the sideband 
output, the frequency which will be accepted 
by the amplifier can be controlled by varying 
the pump frequency. Analysis of the impedance 
matching problem involved shows that tuning 
ranges of the order of a half-octave to an octave 
are possible. Theory is presented for both the 
lower-sideband and upper-sideband types of 
tunable up-converters and for the design of the 
required impedance-matching networks. ]t is 
shown that, because of the pump input band- 
width required, it will generally be necessary 
to accept some mismatch at the pump input. 
But, by use of a property designed impedance- 
matching filter, the reflection loss can be kept 
nearly constant across the pump band, and the 
incident pump power required is not unreason- 
able. It is seen that properly designed devices 
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of this type using voltage-tunable pump oscil- 
lators should have wide tuning range, fast tun- 
ing capability, a useful amount of gain, no im- 
age response, and a low noise figure. 

Anisotropic Properties of Strip-Type Arti- 
ficial Dielectric—N. J. Kolettis and R. E. Col- 
lin (p. 436) 

Theoretical formulas for the propagation 
phase constant of a two-dimensional strip 
medium are presented for general directions of 
propagation. In addition a number of experi- 
mental results are included that verify the 
validity of the theory. Some of the difficulties 
encountered in defining equivalent dielectric 
constants for this medium are also pointed out. 

Optimization of Waveguide Tapers Capable 
of Multimode Propagation C. C. II. Tang (p. 
442) 

By converting Maxwell's equations, tlie 
general case of mode conversion in tapered 
waveguides is treated by matrix formulation in 
terms of an infinite set of coupled differential 
equations with nonuniform coupling coefficients 
and varying phase constants. An *orthogonali- 
zation” or “diagonalization” process is intro- 
duced through a nonlinear matrix transforma- 
tion which is a function of taper length. The 
general matrix solution of the problem is ob- 
tained through a perturbation method in the 
form of an integra! equation of the Volterra 
type, and the integral equation is solved by an 
iteration method. In view of the difficulties in 
finding eigenvalues, the problem is then re- 
duced to the two-mode case, and the mode con- 
version is obtained in an explicit form reveal- 
ing certain information which characterizes the 
choice of “mode-conversion distribution func- 
tion.” Optimization is first obtained through 
proper choice of the mode-conversion distribu- 
tion function. In an attempt to approximate a 
Tchebycheff mode-conversion response, fur- 
ther optimization is realized by creating “new 
zeros” and thereby changing the density of the 
distribution of zeros in the vicinity of the ori- 
gin of the mode-conversion curve and the na- 
ture of the optimization procedure essentially 
becomes that of synthesis. Through using the 
optimized distribution function, a total reduc- 
tion of about 50 per cent in taper length is 
realized (when compared with the cosine- 
squared distribution) for the case of 50-db pre- 
scribed-mode diser{mination in a taper con- 
necting a g- in ID waveguide to a 2-іп ID wave- 
guide operating in the circular electric mode up 
to 75 kmc. 

Correspondence (p. +52) 
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A. G. Waggoner (p. 264) 

Guest Editorial X. С. Waggoner (p. 265) 

Microwave Telemetry at U. S. Missile 
Ranges G. Е. Bigelow, T. B. Jackson, and 
R. T. Merriam (p. 266) 

An orderly plan has been prepared covering 
the implementation of UHF radio telemetry on 
the country's missile ranges. Requirements 
have been drafted for UHF systems to be de- 
veloped by 1970. Programs have been launched 
to transfer the requirements into equipment. 
Preliminary standards have been established. 

Today, UHF telemetry links are utilized for 
a limited number of projects. Currently a high- 
performance UHF tink is expensive, large in 
size, and complex. One must use a transmitter 
that may weigh 12 to 50 pounds, that has a 
volume of 250 to 1000 cu in, and that has an 
over-all power efficiency of 2 per cent for an 8 to 
10 watt output. Itscost may be 10 times that of 
a 5-watt VHF transmitter. Automatic tracking 
systems are required but aie not gencially 
available. Special preainplifier-converters are 
also necessary. Because of these factors, UHF 
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telemetry is used, at present, only by a few 
missile projects. 

Obviously, we must continue to advance the 
state-of-the-art until a spectrum of microwave 
devices is available to fill the needs of the ma- 
jority of telemetry users. Economy, as well as 
technical capability and flexibility, will be the 
mark of these developinents. 

Information Bandwidth Problems in Instru- 
mentation of Missile Flight Tests W. E. 
Miminack (p. 272) 

The operation of missile flight-test. instru- 
mentation systems at minimum bandwidth is 
an important economic consideration. Design 
of instrumentation systems may become dif- 
ficult or impossible unless intelligently. chosen 
bandwidth parameters are specified. Since 
nearly all missile flight-test instrumentation 
systems operate as sampled data devices, the 
bandwidth parameter shows up as à sampling 
rate. requirement, 

It can be shown, under fairly general con- 
ditions involving no highly restrictive assump- 
tions, that the rate of information acquisition 
of a sampled-data instrumentation system, 
when considered as a function of sampling in- 
terval, has а maximum. This can be readily ap- 
preciated intuitively. For a position-measure- 
ment system, for instance, if the sampling in- 
terval is made very short, the amount of infor- 
mation gained with each subsequent sample is 
very small because of the large amount of prior 
information about the position of the object be- 
iug measured. No information would be gained 
if a sample were taken an infinitesimally small 
time after an initial measurement. Also, a very 
long time interval between samples would per- 
mit considerable growth of ignorance about the 
object's position, but the logarithmic informa- 
tion-gain function would grow slowly compared 
with £71; so the information rate for long sam- 
pling intervals would also be a small number. 
Somewhere between these two cases lies at 
least one maximum in information rate. 

The selection of a sampling rate correspond- 
ing to the maximum information rate is recom- 
mended as a good choice for many types of mis- 
sile test instrumentation systems. General 
sampling-rate formulas are developed, as well 
as specific forinulas for certain important types 
of instrumentation problems. 

Some Considerations Concerning the 
Measurement of the Atmospheric Temperature 
Field by Electromagnetic Means—I). Fryber- 
ger and E. F. Uretz (p. 279) 

A system for determining atmospheric tem- 
perature structure by using an electromagnetic 
radiometer probe is described. The relationship 
bet ween the electromagnetic sensor reading and 
atmospheric conditions is developed for both 
the microwave and infrared sensor utilizing a 
unified approach for the two cases. It is shown 
that, with the assumption of horizontal homo- 
geneit y, several alternate procedures for inver- 
sion of sensor readings to yield the spacial-tem- 
perature field are possible. One of these pro- 
cedures which was used to invert theoretical 
radiometer readings from an assumed at- 
mospheric structure is described in detail. The 
results of the inversion which was accomplished 
with the aid of à UNIVAC 1105 computer are 
included. 

Improvement in Tracking Accuracy of Pulse 
Radar by Coherent Techniques—S. Kazel and 
J. N. Faraone (p. 286) 

The theory of optimum linear prediction 
and filtering is applied to determine the opti- 
mum system response of pulse (noncoherent ) 
and pulse-Doppler (coherent) radars for target 
mot ions consisting of 1) random steps of velo- 
city, and 2) random steps of acceleration. The 
rms error in velocity data із calculated for each 
system, and the improvement factor of pulse- 
Doppler over pulae radar is obtained. The im- 
provement factor is considerably greater in the 
case of random steps of acceleration, demon- 
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strating that the relative accuracy of the two 
systems depends on the nature of the target 
motion, as well as on the radar parameters. Al- 
though the errors in both systems are reduced 
somewhat by allowing large delays in output 
data, the relative accuracy is found to be un- 
changed. 

Integrated Missile Flight Safety System at 
Vandenberg/Point Arguello—K. E. Bailey and 
J. К. Molle: (p. 294) 

The background for the present safety sys- 
tem is outlined in a review of the original Air 
Force plans and installations and subsequent 
Navy-Air Force agreements for the coordinated 
use of the Pacific Missile Range, considering 
the expanded scope of operations in the area. 

A description is given of the ground stations 
in tlie unified acquisition and tracking system 
for range safety as well as the auxiliary equip- 
ment for missile inonitoring during early parts 
of its flight trajectory. A review is made of the 
associated data transmission and processing 
equipment including operational direct voice 
circuits. The corresponding safety equipment 
in different types of missiles is discussed in con- 
nection with both command, tracking, and 
telemetry functions. The implementation of the 
flight termination command requirements i$ 
outlined in the main transmitting station and 
missile checkout apparatus. The support areas 
of status reporting, telemetry, timing, and 
communications are discussed in detail. Finally, 
new requirements for precise downrange im- 
pact prediction and vehicle thrust termination 
are described. 

The Digital Data Processor for the Skytop 
Static Test Facility K. M. Roehr and R. D. 
Colcinan (p. 300) 

The Digital Data Processor implements a 
new data-acquisition concept which permits 
self-adaptive, accurate, real-time digitizing and 
editing of a large number of high-frequency 
data channels. The system was designed to 
meet the constantly changing requirements of 
a high-energy propulsion engine research and 
development program. 

The centrally located processor basically 
samples 127 channels of analog information 
from any one of several 1-million-pound static 
test stands, and produces a digital tape. Before 
a new test the sampling scheme of the data 
channels is quickly set for any desired selection 
sequence that will best fit the new test situa- 
tion, During a test the data processor can mon- 
itor preselected channels. Based on their per- 
formance, sampling priority can be shifted from 
one channel group to another, thus automat- 
ically optimizing the data-acquisition process. 
Immediate digitizing of the inultiplexed analog 
data preserves its original accuracy. Record 
lengths on the output tape are programmable, 
and the tape format is compatible with the 
IBM 7090 computer. 

Determination of Satellite Trajectories 
from Track-While-Scan Radar Measurements 
—R. B. Barrar and R. Deutsch (p. 306) 

Classical methods for determining satellite 
orbits were liinited to the use of angle informa- 
tion and only rough estimates of distance. With 
radar, it is possible to obtain good range infor- 
mation, but poor angular accuracy. Three 
approximate schemes are described which 
are ideally suited to track-while-scan radar 
observations. The accuracy obtained with these 
techniques has been demonstrated by the nu- 
merical evaluation of some typical cases. 

Infrared Automatic Acquisition and Track- 
ing System—R. C. Barbera (p. 312) 

A technique for accumulating airborne 
visible and infrared spectroradiometric data 
from missile plumes and re-entry objects estab- 
lishes the requirements for a precision tracking 
front surface mirror. The processing of target 
radiation, reflected by the tracking mirror into 
an infrared tracker telescope, to derive target 
coordinate information, is described. The deri- 
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vation of transformed target error signals to 
command the motion of the hydraulically 
driven tracking mirror is outlined. A descrip- 
tion of the servo-electronics system, with se- 
lected circuitry, is given. The dynaniic char- 
acteristics of the system, as deterinined from 
preliminary field tests, indicate that the system 
has a tracking rate capability of 10°/sec with 
an accuracy better than 60 seconds of arc. The 
detection sensitivity of the infrared tracker 
telescope is 1.6 107? w/cm? in the 2- to б-н 
region, and is sufficient to provide 10-mile 
tracking ranges against a jet target in a sunlit 
cumulus cloud background. 

In a typical installation, aiming of the 
tracking mirror is provided by a 7 X 35, 10? field 
of view sighting telescope which is automat- 
ically slaved by the tracking mirror when ac- 
quisition and target tracking occurs, thereby 
providing continuous observation of the target. 
As an alternative to visual aiming, an auto- 
matic search program is generated by an ac- 
curate electro-mechanical programmer, which 
is described. 

Target acquisition, in an automatic mode of 
operation, is accomplished through the use of a 
simple logic circuit which provides electronic 
background discrimination by virtue of signal 
pulse width. 

High Precision Angle Determination by 
Means of Radar іп a Search Mode E. C. 
Watters, F. L. Rees, and R. A. Enstrom (p. 
317) 

One of the more difficult requirements to 
meet in the design of radars is that of accurate 
angular measurement. In tracking radars the 
azimuth and elevation of a target can be meas- 
ured to a high degree of accuracy by a nulling 
metliod. Two of the most practical methods for 
obtaining angular accuracy in search radars are 
discussed in this paper. The first method is an 
interferometer technique employing either two 
receiving antennas for each dimension of angu- 
lar measurement with two frequencies of trans- 
mission for the resolution of ambiguities, or 
three receiving antennas positioned relative to 
one another so that the equivalent effect is 
achieved with only one-frequency transmission. 
The second method is a combination amplitude 
comparison and interferometer technique in 
which the ambiguities are resolved by the am- 
plitude comparison system. An analysis of each 
of these systems has been made using a statisti- 
cal approach in which equations are developed 
relating the probability of error for a specified 
angular accuracy to SNR power in the receiver. 
Curves are presented which show this relation- 
ship for a 100 to 1 beam-splitting ratio. 

An automatic TV Tracking Theodolite for 
Range Instrumentation—R. Wisnieff (p. 326) 

The factors affecting the design of a gated 
Automatic TV Tracking System are discussed, 
and a system mechanization to achieve the de- 
sign objectives is outlined. Only the composite 
video of a closed-circuit TV system is required 
as an input. À study of the dynamic perform- 
ance of typical targets indicates that the unpre- 
dictable target motion in a frame period of 1/30 
sec must be an extremely small fraction of the 
field of view required for initial target acquisi- 
tion. This permits the use of a small tracking 
gate in the larger acquisition field, sincethetar- 
get coordinates of the previous frame may be 
used to position the gate. This small gate per- 
mits a signal-to-noise enhancement and effec- 
tively rejects extraneous targets outside the 
tracking gate. 

The tracking is effected by subdividing the 
tracking area into equal early and late video 
gates in each coordinate. The differential video 
between these gates is applied to an electronic 
integrator in such a manner that the integrator 
output voltage, which is also the reference for 
the generation of the early-to-late gate transi- 
tion, changes to place this gate transition on 
the target. The integrator voltages are, there- 
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fore, a measure of the target coordinates in the 
TV field. 

The operation of an experimental system 
fabricated to determine the feasibility of apply- 
ing this technique to a range-instrumentation 
System has produced tracking accuracies of 
better than 0.05 milliradian in an acquisition 
field of 10X 10 milliradians. Current develop- 
ments and additional applications of the tech- 
nique are discussed briefly. 

The Future of Pulse Radar for Missile and 
Space Range Instrumentation—D. K. Barton 
(p. 330) 

An account of instrumentation radar devel- 
opment is given, and advantages and disad- 
vantages of radar as compared to other instrn- 
ments are discussed. Capabilities of present 
monopulse radars are described, based upon 
actual test data from the AN/FPS-16. This 
radar has a range of 200 miles on echo targets 
of one-square-meter cross section and can track 
to an accuracy of 0.1 mil in angle and 5 yards 
in range. The next generation in instrumenta- 
tion radar is represented by the AN/FPQ-6, 
now under development, which will extend ac- 
curate tracking to ranges in excess of 500 miles 
on echo targets and will track existing beacons 
beyond the moon, An important capability not 
yet exploited in pulsed-instrumentation radars 
is the coherent pulsed-Doppler velocit y-meas- 
urement channel which will equal the accuracy 
of microwave CW systems in radial-velocity 
data. Provisions for adding this fourth track- 
ing channel to both AN/FPS-16 and AN/FPQ- 
6 are being inade, and suitable beacons are be- 
ing designed. An important advantage of 
pulsed-Doppler radar is the ability to share a 
single coherent beacon in multiple-station oper- 
ation, providing highly accurate, three-coordi- 
nate velocity and position data without special 
interstation communication links over ground 
paths, 

Beyond the immediate developments of the 
AN/FPQ-6, there are three major areas of im- 
provement which will greatly extend radar per- 
formance. Solid-state maser preamplifiers will 
increase sensitivity of microwave radars by a 
factor of nearly one hundred within one or two 
years, Microwave antennas are already under 
construction in the 100- and 300-ft diameter 
class. Multiple-tube transmitters will make 
available ten to one hundred times the pres- 
ently used average power, and signal-process- 
ing techniques are available to code the trans- 
missions for accurate measurement of range 
and velocity. As a result ot these developments, 
the improvement in radar performance should 
proceed at a more rapid pace even than that of 
the past ten years, 

The unique ability of radar in acquiring and 
tracking uncooperative objects has been ap- 
preciated for some years, and examples of ac- 
tual tracks are presented to show some of the 
interesting data which can be extracted from 
satellite echo signals. 

Effects of Atmospheric Turbulence on Op- 
tical Instrumentation —R. A. Becker (p. 352) 

The results of research on optical turbulence 
at White Sands Missile Range are presented. 
It has been shown that elevating camera sta- 
tions 33 feet above ground level can yield 
nearly a threetold increase in optical resolution 
during periods of atmospheric turbulence. 
Early research postulated the existence of 
thermal-induced air lenses as the cause of opti- 
val-turbulence effects. Recent research has 
shown that air lenses can account for most of 
the observed effects. The “prism” concept of 
turbulence appears to be unnecessary for ex- 
plaining tubulence-induced image motion. 

The dependence of the optical effects of 
turbulence upon exposure time and aperture 
size are discussed qualitatively. The source of 
optical turbulence in the atmosphere and a 
method of measuring the turbulence-generating 
potential of various terrain surfaces are de- 
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scribed on the basis of micrometeorology. 

This research has been limited to an in- 
vestigation of optical turbulence during the 
period from sunrise to sunset. However, many 
of the results apply to the nighttime turbulence 
encountered by astronomers. 


Television in Underwater Weapons Testing 
—А. R. Metzler (p. 357) 

At the Naval Ordnance Test Station sea 
ranges at San Clemente Island, closed-circuit 
television is used both over and under water for 
certain phases of underwater weapons testing. 
The functions of this instrumentation are to 
provide: real-time data, engineering surveil- 
lance, inonitoring, underwater launcher posi- 
tioning, range surveillance, time-event data, 
trajectory data, and to assist in underwater 
search and recovery. 

At present, 17 closed-circuit systems are in 
use above and below the surface of the ocean, 
and more systems are being built. The new 
systems include an Image Orthicon camera for 
underwater search and a Vidicon-type system 
for operations at a depth of 6000 feet. 


Programmed Search in Adaptive Systems 
N. S. Potter (p. 302) 

An investigation is conducted of the pro- 
gramming of search by discrete data systems 
over a space volume. The distribution of search 
effort which leads to the greatest attainable 
information rate on a contact, or probability of 
its retention by maximizing the probability of a 
positive interrogation within some designated 
time interval is determined. An estimate of p, 
the relative frequency of positive interrogations 
of an individual contact, is utilized as a basis 
for adjustment of the sampling rate in accord- 
ance with results of the search program 
optimization study. It is shown that in the case 
of Rayleigh signal sources, the rate of con- 
vergence to a stable estimate of p is greatest 
if a search program characterized by a rapid 
sampling rate and a consequent low proba- 
bility of detection on the individual trial is 
employed. 

If, following a sequence of observations, the 
statistical distribution of the position of the 
contact may be ascertained with some con- 
fidence, а suitably restricted space volume 
may be used in the allocation of search. It is 
shown that, if an extremal exists, the uni- 
formly interrogated search field, which is opti- 
mal in the sense that the product of the con- 
tainment and detection probabilities is greatest, 
is defined by an equiprobability density of lo- 
cation contour. Further, И a nonuniformly dis- 
tributed search program is pursued and the 
errors are determined to be binormally, 
circularly distributed, the greatest effort should 
be allocated to the region in the vicinity of the 
center of the positional distribution, with a 
parabolic decline to zero in dwell time as the 
periphery of a bounding, circular region, 
whose radius is a function of the standard 
deviation, is approached. 


The Design of a CW Passive Missile Tra- 
jectory Measuring System—R. A. Voss (p. 370) 

Several tests have provided data sufficient 
to demonstrate the feasibility of tracking 
missiles with a CW passive Doppler system. 
Initial experiments utilized a local television 
station as a target illuminator; later tests ex- 
amined the capability of such a system as a 
terminal trajectory measuring device. These 
latter tests showed that the system could be 
designed to have a multiple-target capability. 

An interim high-power system is being in- 
stalled to determine if the techniques estab- 
lished for a low-power system can be extended 
to provide reliable coverage of White Sands 
Missile Range (WSMR). Some improvement of 
these techniques is anticipated, and, in addi- 
tion, certain tests will employ spaced receivers 
operated as radio interferometers. 
Contributors (p. 375) 
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534.152 3603 

Optical Calibration of Vibration Pickups at 
Small Amplitudes—V. A. Schmidt, S. Edel- 
man, E. R. Smith and E. Jones. (J. Acoust. 
Soc. Am., vol. 33, pp. 748—751; June, 1961.) A 
photometric device based on a Fizeau-type in- 
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terferometer and capable of measuring sinus- 
oidal variations ranging from 72 to 4400 A in 
amplitude is described. 


534.2:534.88 3604 
Horizontal Refraction in a Three-Dimen- 
sional Medium of Variable Stratification — 
D. E. Weston. [Proc. Phys. Soc. (London), vol. 
78. pp. 16-52; July, 1, 1961.] The bending of 
rays caused by reflection at an inclined bound- 
ary is discussed, with reference to underwater 
propagation of sound. See also 2204 of 1959. 


534.2-14 3605 

The Propagation of Tone Signals in a Plane 
Water Layer with Agitated Surface—L. N. 
Zakharov. (А Rust. Z., vol. 6, no. 4, pp. 454-461; 
1960.) Investigation of the effect of surface agi- 
tation on signal amplitude and phase difference. 
Quantitative correlations are obtained between 
the fluctuation of the acoustic signal and height 
of the surface wave. 


534.2-14 3606 

The Fluctuations of Underwater Acoustic 
Signals Reflected from a Rough Sea Surface 
С. E. Smirnov and 0. S. Tonakanov. (A Kst. 
Z., vol. 6, no. 4, pp. 482-490; 1960.) Experi- 
ments were carried out in natural conditions 
and in a model tank at frequencies of 5-25 kc 
and 70-200 kc respectively. A factor is derived 
for the amplitude variation and the magnitude 
of fluctuation of the phase difference of re- 
flected signals corresponding to different values 
of the roughness coefficient of the water surface. 


534.21 3607 

Experimental Study of the Influence of Sur- 
face Finish on Attenuation of Surface Waves— 
N. S. Bykov and Yu. С. Shneider. (Akust. Z., 
vol. 6, no. 4, pp. 501-503; 1960.) 


534.232 3608 

Computation of Axial Concentration Co- 
efficient of Certain Discrete Receiving-Radi- 
ating Groups—R. V. Belyakov. (Akust. Z., vol. 
6, no. 4, pp. 499-501; 1960.) 


534.232: 538.652 3609 

Utilization of Magnetostrictive Materials in 
Generating Intense Sound R. К. Whymark. 
(J. Acoust. Soc. Am., vol. 33, pp. 725-732; 
June, 1961.) The calculating and theoretical 
sound outputs of a laminated bar of annealed 
Ni at its resonance frequency agree within 
+10 per cent. The bar, resonant longitudinally 
at 20 kc, gave a measured maximum sound in- 
tensity of 167 w/em?. 


534.232:621.316.825 3610 
Thermoelectric Ultrasonic Pickup with a 
Semiconductor Thermistor—E. K. Labartkava 
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(Аким. Z., vol. 6, no. 4, pp. 468-171; 1960.) А 
brief description is given of a point-type trans- 
ducer consisting of a microthermoresistor with 
a plexiglas thermoscnsitizer. 


534.232.089.6 3611 

Acoustic Measurements under Transient 
Temperature Conditions W. L. Paine. (J. 
Acoust. Soc. Am., vol. 33, p. 816; June, 1961.) 
A transducer to be calibrated. is precooled or 
warmed to the temperature extreme of interest 
and its performance is then monitored as it re- 
turns to the ambient temperature of the water 
in an anechoic test tank. 


534.283-8:537.311.31 3612 

Dynamical Theory of Ultrasonic Attenua- 
tion in Metals N. Takimoto. (Progr. Theor. 
Phys., vol. 25, pp. 327-352; March, 1901.) A 
detailed investigation of the ultrasonic attenua- 
tion governed by the dynamic properties of 
conduction electrons. 


534.522.1 3613 

Optical Measurement of Ultrasonic Fields 
—R. Е. Weeks (J. Acoust. Soc. Am., vol. 33, 
pp. 711-747; June, 1961.) Passage of an ultra- 
sonic wave train through a transparent solid 
produces a periodic birefringence within the 
solid. A photomultiplier scans the transmitted 
light mechanically to determine sound energy 
flow in the solid. 


534.62 3614 

Acoustic Properties of Anechoic Chamber— 
N. Olson. (J. Acoust. Soc. Am., vol. 33, pp. 
767-770; June, 1961.) Results of measurements 
made in a chamber built for the National Re- 
scarch Council of Canada are given in graphical 
form. 


534.88:621.396.965.4 3615 

Multiplicative Receiving Arrays: the Angu 
lar Resolution of Targets in a Sonar System 
with Electronic Scanning—V. G. Welsby. (J. 
Brit. IRE, vol. 22, pp. 5-12; July, 1961.) A 
theoretical analysis of the effect of cross- 
product terms on the performance of a multi- 
plicative system is given. Results of practical 
trials confirm that the system can give an an- 
gular resolution approximately twice as good 
as that of the same array used additively. 


621.395.625.3:681.84.083.84 3616 

The Modulation Noise of Magnetic Re- 
cording Tape—P. A. Mann. (Arch. elekt. Über- 
tragung, vol. 15, pp. 18-24; January, 1961.) 
With reference to earller investigations on un- 
used and erased tape (3385 of 1957) the effect 
of modulation on tape noise is calculated for 
sinusoidal and pulse modulation. The spectral 
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distribution of noise power is found to be in- 
dependent of signal frequency. 


681.828.5 3617 

Electronic Generation of Sounds using the 
Principle of Light-Spot Scanning of Stencils— 
G. Holoch. (Nachrtech. Z., vol. 14, pp. 1-6; 
January, 1961.) Method and equipment are 
described for the production of pure and mixed 
sounds with dynamic structure of almost any 
desired rate of variation. 


ANTENNAS AND TRANSMISSION LINES 


621.315.212 3618 
Temperature Variation of Primary and 
Secondary Parameters of 2.6/9,5 mm Coaxial 
Pairs—A. Payant. [Cables & Trans. (Paris), 
vol. 15, pp. 130-147; April, 1961.] A theoretical 
and experimental study with reference to the 
experimental Corbeil-Versailles link. 


621.315.212:621.372.51 3619 

Physically Short High-Power Balun is Con- 
tinuously Variable—]. T. Coleman. (Electron- 
ics, vol. 34, pp. 50-52; July 28, 1961.) A coaxial- 
line capacitively loaded bahin for 5 Mw at 
10-30 Mc having a physical length <)°/20 and 
using vacuum variable capacitors is described. 


621.372.2:621.371 3620 

Transmission-Line Model—]J. D. Wallace. 
(Proc. IRE, vol. 49, p. 1324; August, 1961.) 
A hypothetical infinitely long coaxial line with 
zero-loss conductors having a ratio between the 
inner diameter of the outer conductor and thc 
outer diameter of the inner conductor equal to 
ein, when used in a vacuum, can be shown to 
have the same properties as free space. The line 
formulas enable various propagation problems 
to be simulated. Examples are given. 


621.372.2:[621.372.51 4- 621.372.814 3621 

The Design of n-Step Line Transformers— 
H. Schreiber. (Arch. elekt. Übertragung, vol. 15, 
pp. 84-90; February, 1961.) Design formulas 
are derived for noncompensated matching 
transformers consisting of u sections of homo- 
geneous transmission line. Design methods are 
compared. 


621.372.2:621.372.512 3622 

High-Speed Microwave Switch—L. L. Oh 
and C. D. Lunden. (Electronics, vol. 34, p. 60; 
July 7, 1961.) A noncontacting rotary switch 
using straight-line and circular-line codirec- 
tional couplers for sampling the power in a 24- 
element linear antenna array is described. It 
Scans at rates up to 5000 rev/min and has a 
power-coupling efficiency of 80 per cent at 
430 Mc. 


621.372.2:621.372.512 3623 

Zigzag-Line Couplers transfer Microwave 
Power—L. L. Oh and C. D. Lunden. (Elec- 
tronics, vol. 34, pp. 58-59; July 14, 1961.) Brief 
details are given of several UIIF switches using 
a zigzag line as the coupling element. An almost 
constant input impedance is maintained during 
switching and several advantages, due to the 
absence of arcing and mechanical contacts, are 
obtained over conventional switching devices. 


621.372.8:537.56 3624 

Propagation of Centimetre Waves through 
Waveguides Filled with Plasma of the Positive 
Column of a Discharge : Part 1—V. E. Golant, 
A. P. Zhilinskil, M. V. Krivosheev, and G. P. 
Nekrutkina. (Zh. Tekh. Fiz., vol. 31, pp. 55-62; 
January, 1961.) Results of an experimental in- 
vestigation are compared with theoretical data. 


621.372.8:537.56 3625 

Propagation of Centimetre Waves through 
Waveguides Filled with Plasma of the Positive 
Column of a Discharge : Part 2—V. E. Golant, 
A. P. Zhilinskit, M. V. Krivosheev, and L. I. 
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Chernova. (Zh. Tekh. Fiz., vol. 31, pp. 63-70; 
January, 1961.) Results are given of an experi- 
mental investigation of the dependence of the 
wave propagation constant on the high- 
frequency field strength, for regions in which 
nonlinear effects occur. Part 1; 3624 above. 


621.372.8.09 3626 
The Influence of Parasitic Parameters of an 
Electrical Waveguide Model on the Accuracy 
of the Solution of the Problem of Field Distri- 
bution—N. 1. Shtein. (Radiotekh. Elektron., 
vol. 5, pp. 1417-1425; September, 1960.) 


621.372.81 3627 
Wave Parameters and Wave Matrices 
Particularly for Microwave Networks with 
Multimode Waveguide—H. Brand. (Arch. 
elekt. Übertragung, vol. 15, pp. 48-60; January, 
1961.) The relation between vector field quanti- 
ties and the scalar wave parameters in wave- 
guide networks is analyzed for several types of 
mode. The use of scattering and transmission 
matrices for calculations on multimode wave- 
guide systems is described with examples, 


621.372.829:621.372.853.2 3628 

Propagation of Electromagnetic Waves in 
Waveguides of Complex Cross-Section with a 
Cross-Magnetized Ferrite Plate N. M. Kov- 
tun. (Radiotekh. Elektron., vol. 5, рр. 1426-1430 
September, 1960.) Equations are derived de- 
fining the propagation constants of a ferrite- 
loaded waveguide of H-shape cross section and 
variants of this. 


621.372.832 3629 

Electromagnetic Waves in Multiterminal 
Couplings of Rectangular Waveguide II. 
Kaden. (Arch. elekt. Ubertragung, vol. 15, pp. 
61-70; February, 1961.) The distribution of 
Ha- mode power at a transition from two paral- 
lel waveguides to a single waveguide of double 
width is considered, and the problem is forinu- 
lated mathematically by an infinite set. of 
linear equations which are solved approxi- 
mately by computer. The coupling between 
two parallel rectangular waveguides coupled by 
a slot of arbitrary length is calculated and the 
special case of equal distribution of power in 
the two waveguide sections is discussed. 


621.372.837.1 3630 

Waveguide Switch for Microwave Radi- 
ometers— M. J. B. Scanlan. (Electronic Tech., 
vol. 38, pp. 337-339; September, 1961.) The 
Switch, especially useful for large waveguides, 
is based on the short-slot or Riblet coupler and 
operates in the range 1-2 Gc. A vane, rotating 
at halt the switching frequency, opens and 
closes the waveguides joining the two couplers. 


621.372.852:621.318.134 3631 

Low-Level Garnet Limiters—F. R. Arams, 
M. Grace, and S. Okwit. (PRoc. IRE, vol. 49, 
pp. 1308-1313; August, 1961.) S- and L-band 
low-level passive limiters using polished single 
crystals of narrow-line-width Y-Fe garnet have 
been developed. Performance data are given. 
The operation of three novel types of limiter— 
electronically tunable preselectors and cavity- 
type and comb-t ype filters—is described. 


621.396.67 3632 

The Antenna Constructed by Parallel Wires 
—K. Nagai, R. Sato, and H. Uchida. (Sci. 
Repts. Res. Insts. Tohoku Univ., Ser. B., vol. 
12, no. 2, pp. 73-96; 1960.) The interchange 
between normal-phase modes and the zero- 
phase modes in the case of two asymmetrical 
or discontinuous parallel wires is considered. 
The theory developed is applied to radiating 
systems. 
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621.396.67:621.397.62 3633 

The Permissible Mismatch in Aerial Instal- 
lations for Television Reception—Fiebranz. 
(See 3955.) 


621.396.67.095 3634 

Current Waves in a Thin Cylindrical Con- 
ductor: Part 3—Variational Method and its 
Application to the Theory of an Ideal Conductor 
and a Conductor with Impedance—L. А. 
Vainshtein. (Zh. Tekh. Fis., vol. 31, pp. 29-44; 
January, 1961.) A inethod of successive ap- 
proximations is described based on the varia- 
tional principle. This technique permits a deri- 
vation of an expression for waves in thin con- 
ductors. An approximate expression is also ob- 
tained for the scattering characteristic of a 
plane EM wave on a semi-infinite conductor. 
Part 2: 4104 of 1960. 


621.396.67.095 3635 

Current Waves in a Thin Cylindrical Con- 
ductor: Part 4—Input Impedance of an Oscil- 
lator and the Accuracy of Formulae—L. А. 
Vainshtein. (Zh. Tekh. Fiz., vol. 31, pp. 45-50; 
January, 1961.) Values of the complex variable 
deterinining the input impedance of an infinite 
conductor are tabulated, and the significance 
of this parameter in calculating the impedance 
of a straight conductor of finite length is 
clarified. Part 3: 3634 above. 


621.396.674.3 3636 
The Electromagnetic Fields of a Horizontal 
Dipole in the Presence of a Conducting Half- 
Space—]. R. Wait. (Canad. J. Phys., vol. 39, 
pp. 1017-1028; July, 1961.) Fairly simple ex- 
pressions for the fields are obtained by three 
methods and adequately cover all distances. 


621.396.676:551.507.362.2 3637 
Reconnaisance Satellite Antennas—R. B. 
MacAskill, (Electronic Ind., vol. 20, pp. 108- 
115; April, 1961.) Design problems relating to 
gain, bandwidth and directivity requirements 
are discussed. Signal resolving techniques and 
possible types of antenna are outlined. 


621.396.677 3638 

Circular Aerial Arrays for Radio Astronomy 
—J. P. Wild. [Proc. Roy. Soc. (London) A, vol. 
262, pp. 81-99; June 13, 1961.] A theoretical 
analysis shows that a circular array has a num- 
ber of advantages over the Mills cross: 1) the 
length of transmission line between each ele- 
ment and receiver is halved; 2) for the ваше 
information, the nuinber of elements required 
is reduced in the ratio 4:7; 3) the beam pos- 
sesses circular or elliptical symmetry, and 4) the 
system can be calibrated directly for phase and 
amplitude using a transmitter on a central 
tower. 


621.396.677: 621-526 3639 
Project Echo: Antenna Steering System— 
Klahn, Norton, and Githens. (See 3937.) 


621.396.677.091.22 3640 

Maximum Antenna Gain of Shaped Beams 
—D. Levine. (J. Franklin Inst., vol. 271, pp. 
184-191; March, 1961.) The maximum gain of 
narrow beams can be evaluated within 1 db if 
it is assumed that 60 per cent of the transmitted 
energy lies outside the 3-db power contour. If 
the computed gain exceeds the measured value 
by more than 1 db, it is probable that the de- 
sign can be improved. 


621.396.677.3 3641 

The Theory of a Single-Ring Circular An- 
tenna Array—C. E. Hickman, Н. P. Neff, and 
J. D. Tillman, (Commun. and Electronics, no. 
54, pp. 110-115; May, 1961.) An examination is 
made of the currents possible in a circular ar- 
ray, the pattern which results from them and 
means of producing a specific radiation pattern, 
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621.396.677.3 3642 

Resolution Characteristics of Correlation 
Arrays I W. I. inder. (J. Res. N. Bur. S., vol. 
65D, pp. 245-252; May/June, 1961.) Analysis 
of resolution capabilities of correlation arrays 
shows a marked change in performance in the 
presence of two or more signal sources. These 
effects are analyzed for single-frequency signal 
sources and for randomly varying signal 
sources. Under optimum conditions a correla- 
tion array has twice the directivity of a linear 
array of the same length. 


621.396.677.73 3643 

A Method of Determining Phase Centres 
and its Application to Electromagnetic Horns— 
Y. Y. Hu. (J. Franklin Inst., vol. 271. pp. 
31-39; January, 1961.) The center of a radi- 
ating system may be located from the expres- 
sion for the radiating field. The method is ap- 
plied to EM horns of different dimensions and 
flare angles. 


621.396.677.833 3644 

The Radiation of a Reflector Aerial in the 
Shadow Region . L. Тапай and L. B. 
Tartakovskil. (Radiotekh. Elektron., vol. 5. 
pp. 1398-1406; September, 1960.) The radia- 
tion field in the shadow region of an infinitely 
thin, ideally conducting reflector irradiated by 
a small wido-beam exciter is calculated, taking 
into account diffraction corrections for the near 
field of the exciter, the curvature of the reflec- 
tor, and fringe effects. 


621.396.677.833.2 3645 

The Condition of Shadowing and the Dif- 
fraction Correction to Current Distribution 
B. E. Kinber. (Radiotekh. Elektron., vol. 5, pp. 
1407-1416; September, 1960.) Theoretical 
treatment relating to the diffraction field of a 
paraboloidal radiator. 


621.396.677.833.2 3646 

Project Echo: A Horn-Reflector Antenna 
for Space Communication . B. Crawford, 
D. C. Hogg, and L. E. Hunt. (Bell. Syst. Tech. 
J., vol. 40, pp. 1095-1116; July, 1961.) The 
mechanical construction and electrical proper- 
ties are described. Gain and pattern measure- 
ments at 2390 Mc agree well with the theoreti- 
cal characteristics. 


621.396.677.833.2:621.396.965 3647 

Design of Line Feed for World's Largest 
Aperture Antenna—A. F. Kay. (Electronics, 
vol. 34, pp. 46-47; July 7, 1961.) A description 
of the design of the feed system for the 1000 ft 
spherical dish antenna being erected at 
Arecibo, Puerto Rico. 


AUTOMATIC COMPUTERS 


681.142 3648 

Digital Computers. K. Mierzowski. (VDI 
Z., vol. 103, pp. 767-775; June 11, 1961. 4 
tables.) Annual review of developments in 
computer design with descriptions of recent in- 
stallations and tabulated performance data. 76 
references. For previous review see 3381 of 1960 
(Schuff). 


681.142 3649 

Notes on the Structure of Logic Nets— 
R. M. Stewart. (PRoc. IRE, vol. 49, pp. 1322- 
1323; August, 1961.) An elementary approach 
to a theory of the role of structure in logic nets. 


681.142 3650 

The Main Store of a Digital Differential 
Analyzer P. J. Owen, M. F. Partridge, and 
T. R. H. Sizer. (Electronic Engrg, vol. 33, pp. 
514—520; August, 1961.) A description of the 
performance and circuits of the main store of 
CORSAIR. 


Abstracts and References 


681.142: 621.3.029.6 3651 

A Potential Microwave Computer Element 
R. W. Couch, A. F. Rashid, and R. Spence. 
(Proc. IRE, vol. 49, pp. 1338-1339; August, 
1961.) А bistable- oscillator frequency-script 
system is described which uses a tunnel diode 
as the active element. A switching time of the 
order of 10 cycles is required for resonance fre- 
quencies of 600/735 kc. Operation at 250/375 
Mc has been demonstrated, and operation at 
10 Gc is suggested. 


CIRCUITS AND CIRCUIT ELEMENTS 


621.316.825 3652 

New, Thermally Variable Bead Resistor— 
V. J. Tennery and R. G. West. (J. Appl. Phys., 
vol. 32, p. 1402; July, 1961.) The unique I/V 
characteristic of ion-doped BaTiO; is illus- 
trated. A bead 0.075 inch in diameter dissipated 
1.5 w in still air. 


621.318.4:621.3.011.4 3653 

Equivalent Circuits of Coils with Dis- 
tributed Capacitances—A. Fettweis. (Rev. 
HF, Brussels, vol. 5, no. 2, pp. 19-25; 1961.) 
The equivalent circuit comprises an ideal coil, 
a certain number of positive capacitances 
(two in the case of a coil with one winding) 
and an additional capacitance which can be 
either positive or negative depending on the 
relative magnitude and the exact distribution 
of the various parasitic capacitances. 


621.318.4.042:621.375.3 3654 

On the Core Gain of the Magnetic Ampli- 
fier Cores—K. Murakami and T. Kikuchi. 
(Sci. Repts. Res. Insts. Tohoku Univ., Ser. B, 
vol. 12, no. 2, pp. 135-144; 1960.) New defi- 
nitions, specific core gain and core gain, are 
suggested and the relation of these to the 
power gain of an amplifier is discussed. 


621.318.435 3655 

An Experimental Study on the Ampere- 
Turn Gain of Ordinary Saturable Reactors— 
W. A. Geyger. (Commun, and Electronics, no. 
54, pp. 173-178; May, 1961.) Measurements 
show the great improvements in performance 
of dc instrument transformers can be obtained 
by slightly increasing the effective ratio of pri- 
mary to secondary turns and applying a prop- 
erly rated ac bias circuit. 


621.318.57:537.312.62 3656 

On the Linear Circuit Aspects of Cryotrons 

-P. M. Chirlian and V. A. Marsocci. (PRoc. 

IRE, vol. 49, p. 1326; August, 1961.) An ex- 

pression is derived for the gate resistance of a 
cryotron in the transition region. 


621.318.57:621.317.6 3657 

Variable-Conductance Sampling Switch— 
J. E. Taylor. (Rev. Sci. Instr., vol. 32, pp. 754- 
755; June, 1961.) Weighted sums are produced 
of discrete samples from continuous voltage 
waveforms, by varying the rate at which the 
integrating capacitor can charge. The switch 
has been operated randomly and cyclically at 
rates between 20 and 50000/sec. 


621.318.57:621.382.23 3658 

The Silicon Cryosar II. Izumi. (PROC. 
IRE, vol. 49, pp. 1313-1314; August, 1961.) 
The main difference from the Ge cryosar 
[3211 of 1959 (McWhorter and Rediker)] is 
that negative-resistance characteristics are ob- 
tained using crystals with uncompensated im- 
purities. As a computer element the device has 
been switched in about 50 nsec and has a 
maximum / minimum voltage ratio as high as 7: 


621.319.4:621.372.44:621.382 (083.7) 3659 
IRE Standards оп Solid-State Devices: 
Definitions of Terms for Nonlinear Capacitors, 


1981 


1961—(Proc. IRE, vol. 49, pp. 1279-1280; 
August, 1961.) Standard 61 IRE 28.51. 


621.372.44:621.373 3660 

On Some Aspects of Matrix Calculus ap- 
plied to Local Oscillation in Nonlinear Cir- 
cuits F. Bertein. (J. Phys. Radium, vol. 21, 
suppl., Phys. Appla pp. 137A-148A; Novem- 
ber, 1960.) The application of matrix methods 
to the analysis of oscillating circuits with an 
impressed signal of low amplitude is considered. 
The representation of amplitude and phase 
modulation in coordinate form is illustrated, 
and examples are given of the use of these 
methods in problems of oscillator stabiliza- 
tion. 


621.372.5:517.7 3661 

Elliptic Functions in Network Synthesis— 
S. D. Bedrosian. (J. Franklin Inst., vol. 271. 
pp. 12-30; January, 1961.) The Jacobian ellip- 
tic functions are used to solve the approxima- 
tion problem of network synthesis. A unified 
design chart for image parameter filters, ellip- 
tic-function filters and 90°-phase-difference 
networks is shown and tabular and graphical 
data emphasizing extreme parameter values are 
given. 


621.372.5:621.3.049.75 3662 

Shaping of Distributed RC Networks— 
B. L. H. Wilson and R. B. Wilson. (PRoc. 
IRE, vol. 49, pp. 1330-1331; August, 1961.) 
An improvement in the attenuation factor oí a 
180°-phase-shift network from 29 to 7 appears 
to be possible if the conventional untapered 
3-section network is replaced by a tapered dis- 
tributed network. 


621.372.54 3663 

Graphical Procedures for Solving the Ap- 
proximation Problem of Electrical Filters R. 
Rubini. (Alta Frequenza, vol. 30, pp. 135-155; 
February, 1961.) Three graphical methods of 
synthesizing filter response characteristics as 
the sum and difference of functions of similar 
geometric form are explained. The methods аге 
theoretically equivalent but have different 
fields of application. For English version sce 
ibid., vol. 30, pp. 198-215; March, 1961. 


621.372.54:621.372.412 3664 

Optimum Matching of Symmetrical Low- 
Pass and High-Pass Filters: Application to 
Low-Pass and High-Pass Ladder Filters using 
Piezoelectric Crystals—J. Е. Colin and P. 
Allemandou. [Câbles & Trans. (Paris), vol. 15, 
pp. 99-114; April, 1961.] A filter structure is 
suggested which is especially suitable for use 
with crystal elements. Advantages and dis- 
advantages of this and similar structures are 
discussed. 


621.372.543.2 3665 

Tunable Rejection Filters—L. A. Moxon. 
(Electronic Tech., vol. 38, pp. 327 -330; Septem- 
ber, 1961.) An analysis of the requirements for 
a rejection filter is used in the design of some 
practical circuits, tunable over half an octave 
and covering the HF band. 


621.372.55:621.396.4:621.376 3666 

V.H.F. Broad-Band Variable Group-Delay 
Equalizers—R. Hamer and R. G. Wilkinson. 
(Electronic Engrg, vol. 33, pp. 506-510; August, 
1961.) The two designs described are for links 
using 1) 960 telephony channels or 405-line 
subearrier color television, and 2) 1800 teleph- 
ony channels or 625-line subcarrier color tele- 
vision. 


621.372.6 3667 

Application of Graph Theory to the Analy- 
sis of Active and Mutually Coupled Networks— 
W. II. Kim. (J. Franklin Insi., vol. 271, pp. 
200-221; March, 1961.) A unified graphical ap- 
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proach applying the concept of the mathe- 
matically equivalent circuit [52 of 1956 (Per- 
cival)] as it relates to the indefinite adinittance 
matrix of a inultipole. 


621.372.632:621.382.23 3668 

Stable Low-Noise Tunnel-Diode Frequency 
Converter F. Sterzer and A. Presser. (PROC. 
IRE, vol. 49, p. 1318; August, 1961.) An initial 
wide-band converter with local-oscillator fre- 
quency 780 Mc and intermediate frequency 30 
Mc had unity conversion gain and a radiometer 
noise figure of 2.5 db. 


621.373:621.372.2:621.372.44 3669 

Self-Oscillation in a Transmission Line with 
a Tunnel Diode— J. Nagumo and M. Shimura. 
(Proc. IRE, vol. 49, pp. 1281-1291; August, 
1961.) A theoretical analysis of the circuit is 
given together with experimental results. The 
self-oscillation can be explained as a periodic 
solution of the linear wave equation with a non- 
linear boundary condition. 


621.373:621.391.822 3670 

Broadening of the Spectrum of an Oscil- 
lator due to Noise J. Loch. (Ann. Télécom- 
mun., vol. 14, pp. 151-152; May/June, 1959.) 
A formula is derived for the frequency broaden- 
ing due to random thermal noise in a nonlinear 
circuit. 


621.373.4 3671 

Pulling Phenomena in Valve Oscillators—— 
S. Spiess. (Nachrtech., vol. 10, pp. 452-457 апа 
540—546; October and December, 1960.) A 
general theory of pulling effects is derived on 
the basis of band-filter theory. These effects 
are calculated as a function of detuning and de- 
gree of coupling between similar and dis- 
similar oscillator circuits. A mechanical ana- 
logue of a "pulled" oscillating system is de- 
scribed. 


621.373.4.029.4:621.316.86 3672 

Varistor Network controls Voltage-Tuned 
Oscillator—M. Uno. (Electronics, vol. 34, pp. 
44 47; July 28, 1961. An AF phase-shift 
oscillator, with SiC varistors as the variable ele- 
ments has almost constant output over a range 
of 10:1 and low harmonic distortion. 


621.373.421.11 3673 

Locking of a Two-Circuit Oscillator—G. D. 
Shemanaev and E. N. Ivanova. (Radiotekh. 
Elektron., vol. 5, pp. 1387-1397; September, 
1960.) The addition of a second tuned circuit 
improves the amplitude/frequency and phase 
/frequency characteristics of a locked oscillator. 
The effect of coupling conditions on stability 
is discussed. 


621.373.421.13 3674 

Recent Development of Quartz Crystal 
Units for Telecommunication—K. Takahara. 
(Rev. Elec. Commun. Lab., Japan, vol. 9, pp. 
165-206; March/April, 1961.) A new inethod 
and equipment devised for manufacture and 
development of crystal units in the range 
1 kc-100 Mc, and associated apparatus are 
described. 


621.373.43:621.382.23 3675 

Tunnel-Diode One-Shot and Triggered 
Oscillator T. W. Flowerday and D. D. 
McKibbin., (PROC. IRE, vol. 49, p. 1315; 
August, 1961.) The one-tunnel-diode flip-flop 
described by Kaenel (1761 of July) which re- 
quires a bidirectional pulse can be made to 
operate as a triggered oscillator by the addi- 
tion of an identical circuit with modified bias. 


621.373.43:621.382.3 3676 

The Switching Mechanism of the Schmitt 
Trigger Circuit using Transistors—K. Leber- 
wurst. (Nachrtech., vol. 10, pp. 519-524; De- 
cember, 1960.) Equivalent circuits and char- 
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acteristic curves are derived; results of meas- 
urements are given for comparison. 


621.373.431.1:621.382.23 3677 

The Tunnel-Diode Pair—D. J. Hamilton 
and M. J. Morgan. (Semiconductor Prod., vol. 
4, рр. 17-23; July, 1961.) The composite V/I 
Characteristic of the twin circuit is considered 
and its application in the design of astable, 
monostable and bistable multivibrators is illus- 
trated; trigger requirements and effects of 
loading can also be determined. 


621.374 3678 

A Low-Level Linear Rundown Circuit for 
Pulse Height to Pulse Width Conversion— 
D. L. Endsley, W. W. Grannemann, and T. 
Summers. (Commun. and Electronics, no. 54, 
pp. 150-152; May, 1961.) A two-transistor de- 
vice consisting of a constant-current generator 
and an emitter follower circuit is described. 
Experimental and theoretical analysis of the 
circuit are in good agreement. 


621.374: 621.382.23 3679 

Tunnel-Diode Fast-Step Generator pro- 
duces Positive or Negative Steps—R. Carlson. 
(Electronics, vol. 34, pp. 48-49; July 28, 1961.) 
The generator produces pulses of about 2 usec 
duration having a rise time of 0.5 nsec at re- 
currence frequencies up to 100 kc. 


621.374:621.382.333 3680 

The  Collector-Coupled Complementary 
Pair W. Spány. (Electronic Engrg, vol. 33, pp. 
526-527; August, 1961.) The astable mode 
gives phantastron-type waveforms with peak- 
to-peak voltages almost equaling the supply 
voltage. The bistable mode gives thyratron- 
type characteristics, 


621.374.3:621.382.3 3681 
Fast Coincidence Circuits using Avalanche 
Transistors J. C. Artiges and J. C. Brun. 
(J. Phys. Radium, vol. 22, suppl., Phys. Appl., 
рр. 53A-58A; February, 1961.) The circuit de- 
seribed has a resolution time of 2 nsec and an 
efficiency of 90 per cent. Results of tests made 
with 1) a pulse generator, and 2) a pair of 
photoinultipliers are reported. 


621.374.32:621.382.3 3682 

An Automatic Self-Checking Transistor 
Counter with Digital Display- II. I. Messer 
and W. II. P. Leslie. (Electronic Engrg, vol. 33, 
pp. 484-489; August, 1961.) 


621.374.32:681.142 3683 

A Fast Binary Counter—E. Taranto. EF 
Brit. IRE, vol. 22, pp. 31-32; July, 1961.) “A 
transistor binary counter employing seven 
flip-flops is described. Its operation is depend- 
ent only on the switching time of one flip-flop 
which may be ~100 nsec.” 


621.374.4:621.372.44 3684 

A Tripler Circuit using a Capacitance Diode 
—D. Lohrmann and W. Marks. (Frequenz, vol. 
15, pp. 9-12; January, 1961.) Mathematical 
analysis of a frequency tripler circuit and devi- 
ation of an equivalent circuit. The results of an 
analysis and of measurements on a practical 
circuit are compared. 


621.374.5 3685 

The Pulse Response of a Delay Line—P. 
Poincelot. [Câbles & Trans. (Paris), vol. 15, 
pp. 93-98; April, 1961.] An expression is de- 
veloped for each element of the network and a 
solution is obtained in the form of a convergent 
Neumann series. 


621.375.018.756:621.382.23 3686 

Zener Diode creates Logarithmic Pulse 
Amplifier —D. Ophir and U. Galil. (Electronics, 
vol. 34, pp. 68-70; July 14, 1961.) Amplifica- 
tion over three decades is achieved by using as 
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the logarithinic device a Zener diode to which a 
small resistance has been added to straighten 
the characteristic curve. 


621.375.221 3687 

Note on the Series Correction of Wide- 
Band Amplifiers —A. V. J. Martin. (Onde 
élect., vol. 41, pp. 258-262; March, 1961.) A 
variation of the series-inductance correction 
circuit is considered in which the load resist- 
ance is connected across the output, and the 
circuit designed for either maximally flat trans- 
fer impedance or maximally flat input im- 
pedance. Inconvenient ratios of input to output 
capacitance can be avoided by using a cathode- 
follower stage. 


621.375.3 3688 

A New Magnetic-Controlled Rectifier 
Power Amplifier with a Saturable Reactor 
Controlling ‘On’ Time—R. Е. Morgan. 
(Commun. and Electronics, no. 54, pp. 152 155; 
May, 1961.) 


621.375.4 3689 

Problems relating to Transistor Power 
Amplifiers—G. B. Debiasi. (Alta Frequenza, 
vol. 30, pp. 114-121; February, 1961.) The 
design of transformerless AF output amplifiers 
is considered, and a graphical method for de- 
terinining transistor thermal stability is given. 


621.375.4.024 3690 

A Circuit for the Compensation of Voltage 
Drift in the Input Stage of a Direct-Coupled 
Transistor D.C. Amplifier . Halken. (Nachr- 
tech. Z., vol. 14, pp. 32-36; January, 1961.) In 
the circuit given the temperature drift of the 
base/emitter voltage has been coinpensated 
almost to the theoretical limit. 


621.375.4.024 :621.398 3691 

Differential Amplifier with Regulator 
Achieves High Stability, Low Drift—R. D. 
Middlebrook and A. D. Taylor. (Electronics, 
vol. 34, pp. 56-59; July 28, 1961.) A transistor 
dc amplifier suitable for missile telemetry sys- 
tems is described. 


621.375.426 3692 

Narrow-Band Amplification with Transis- 
tors—E. R. Hauri and Н. Beneking. (Nachr- 
tech. Z., vol. 14, pp. 37-39; January, 1961.) Con- 
tribution to 4149 of 1960 with author's reply. 


621.375.9:538.569.4 3693 

Field-Swept Maser Oscillation—]. С, 
Kemp. (Phys. Кер. Lett, vol. 7, pp. 21-23; 
July 1, 1961.) The application by Singer and 
Wang (2897 of October) of their analysis of 
maser oscillations to experimental results of the 
author is criticized. They attribute the oscilla- 
tions to energy exchange between cavity and 
emitting sample. The radiation envelope is, 
however, largely determined by the Zeeman 
field sweep rate, due to a different mechanisin. 


621.375.9: 538.569.4:538.222 3694 
Paramagnetic Maser Oscillator Analysis — 
S. Wang and J. R. Singer. (J. Appl. Phys., vol. 
32, pp. 1371-1376; July, 1961.) An equation 
for the output waveform is derived and nu- 
merical solutions obtained using a computer. 
Good agreement with experiment is given for 
steady-state and field-swept oscillators. 


621.375.9: 538.569.4:621.396.43 3695 
Project Echo: The Dual-Channel 2390- 
Mc/s Travelling-Wave Maser R. W. De 
Grasse, J. J. Kostelnick, and H. E. D. Scovil. 
(Beil Syst. Tech. J., vol. 40, pp. 1117-1127; 
July, 1961.) Details of the ruby material 
isolator and amplifier package construction are 
given. An instantaneous bandwidth of 13 Mc 
and effective noise temperature of 89K were ob- 
tained and the gain (>33db) was sufficient 
to override the noise of the following stage. 
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621.375.9:621.372.44 3696 

Parametric Amplifiers—G. В. Stracca. 
(Alta Frequensa, vol. 30, vin 98-113; February, 
1961.) Theoretical comparison of gain, band- 
width, noise and stability of the negative- 
resistance amplifier and upper- or lower-side- 
band converts. Experimental results are also 
reported. For English version see ibid., vol. 30, 
pp. 244 -254; March, 1961. 


621.375.9:621.372.44 3697 

The Wide Tuning Range of Backward 
Travelling-Wave Parametric Amplifiers II. 
Hsu and S. Wanuga. (Proc. IRE, vol. 49, pp. 
1339-1340; August, 1961.) A method is indi- 
cated of increasing the range beyond that sug- 
gested by Straus. (IRE TRANS. ON MICROWAVE 
THEORY AND TECHNIQUES, vol. MTT-9, p. 95; 
January, 1961.) 


621.375.9:621.372.44:621.382.2 3698 

Theory of Nonreciprocal Circuits with Equal 
Input and Output Frequency using Nonlinear 
Semiconductor Elements R. Maurer and 
K. II. Lécherer. (Arch. elekt. Übertragung, vol. 
15, pp. 71-83; February, 1961.) The quad- 
ripole equations and transfer gain are derived 
for nonreciprocal amplifiers which consist of 
tuunel-diode or parametric-diode converter 
stages in cascade connection [see also 93 of 
February (Maurer et al.) J. Matching and de- 
coupling problems are considered for various 
circuit configurations. 


621.375.9:621.372.44:621.382.23 3699 

Signal and Noise Characteristics of Diode- 
Reactance Amplifiers for the U.H.F. Region- 
R. Maurer. (Radio Mentor, vol. 27, pp. 110- 
113; February, 1961.) Examples are given of 
mixer circuits, straight amplifiers, and а 
traveling-wave amplifier using parametric- 
amplifier techniques. The problem of matching 
by means of nonreciprocal elements or by 
bridge circuit is also dealt with. 


621.375.9:621.372.44:621.391.822 3700 

Noise Figure and Stability of Negative- 
Conductance Amplifiers—A. C. MacPherson. 
(Proc. IRE, vol. 49, pp. 1314-1315; August, 
1961.) Calculations of lowest noise-figure at- 
tainable from stability considerations are in 
agreement. with resnlis of an earlier analysis 
[2277 of 1900 (Van der Ziel and Tamiya), 
but the lowest possible noise figure is obtained 
at the expense of stability. 


621.375.9:621.372.44:621.396.969.3 3701 

Project Echo: 961-Mc/s Lower-Sideband 
Up-Converter for Satellite-Tracking Radar— 
M. Uenohara and Н. Seidel. (Bel! Syst. Tech. 
J., vol. 40, pp. 1183-1205; July, 1961.) The 
amplifier is pumped at 11.7 Gc and although 
regenerative it has been made unconditionally 
stable by careful mechanical and electrical de- 
sign. The over-all noise figure is 1.6 db, gain 22 
db and bandwidth 20 Me. 


621.375.9:621.382.23 3702 

A Tunnel-Diode Slot Transmission Ampli- 
fier XI. E. Pedinoff. (Proc. IRE, vol. 49, pp. 
1315-1316; August, 1961.) A negative-con- 
ductance waveguide transmission-type ampli- 
fier consisting of а tunncl-diode mounted 
within an S-band waveguide end-plate slot has 
been built operating at a frequency of 2.7 Gc 
with a bandwidth of 21 Mc and 16 db gain. 
No measurements have yet been made of 
noise figure. 


621.376:621.372.54 3703 
The Matching Problem of the Ring-Type 
and Double Push-Pull Modulator with Filter 
Termination at Both Ends. II. Bauch. Arch. 
elekt. Übertragung, vol. 15, pp. 1-17; January 
1961.) Detailed discussion of an impedance 
matching method for obtaining optimum fre- 
quency response and minimum attenuation. 
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621.376.22 3704 

A Ring Modulator with Integrated Filters— 
J. Salzmann. [Cables & Trans., vol. 15, pp. 148- 
159; April, 1961,| A lossless four/terminal 
frequency-translating network is proposed 
which avoids using a transformer between recti- 
fiers and filters. 


GENERAL PHYSICS 


535.215 3705 
Theory of Phototexcitation in Solids . 
Messen. (J. Phys. Radium., vol. 22, pp. 135- 
141; March, 1961.) The theory of optical ab- 
sorption by photoexcitation is reviewed and 
further investigated. A distinction is made be- 
tween “oblique” and “vertical” transitions. 


537.311.1 3706 

Tunnelling from an Independent-Particle 
Point of View—W. A. Harrison. (Phys. Rev., 
vol. 123, pp. 85-89; July 1, 1961.) Calculation 
of wave functions for tunnelling problems, with 
applications. 


537.52:538.63 3707 

Radio-Frequency Breakdown Controlled by 
Drift of Electrons in an Inhomogeneous Mag- 
netic Field—L. T. Shepherd and H. M. 
Skarsgard. (Canad. J. Phys., vol. 39, pp. 983- 
992; July, 1961.) Measurements of breakdown 
RF electron field versus magnetic field were 
made at pressures between 1.25 and 6 107° 
mm in H and He. The breakdown RF field 
varied as the inverse square root of the mag- 
netic field as predicted by theory. 


537.525 3708 

Experimental Evidence for Beam-Plasma 
Interaction in a Low-Pressure Argon Dis- 
charge L. Н. Putnam, Н. D. Collins, and 
N. L. Oleson. (Phys. Rev. Lett., vol. 7, pp. 77 
79; August 1, 1961.) 


537.533 3709 

Broadening of a Beam of Electrons by the 
Space Charge I. Boivin. (J. Phys. Radium, 
vol. 21, suppl., Phys. Appl., pp. 171A-172A; 
November, 1960.) A recurrence formula is de- 
veloped for computing the broadening of the 
bear. 


537.56 3710 

Filamentary Structure Produced by an 
Electric Current in a Plasma—H. Alfvén. 
(Ark. Fys., vol. 19, pp. 375-378; June 8, 1961.) 
An electric field parallel to a magnetic field in 
a plasma at low pressure produces a current 
which is confined to a filament, Simple formu- 
las are given for the cross-section of the fila- 
ment and the current in it. 


537.56 3711 

Space Dispersive Properties of Plasma 
J. Neufeld. (Phys. Rev., vol. 123, pp. 1-10; 
July 1, 1961.) 


537.56:537.533 3712 

Interaction of Fast Electron Beams with 
Longitudinal Plasma Waves—Ya. A. Romanov 
and G. F. Filippov. (Zh. Eksp. Teor. Fiz., vol. 
40, pp. 123-132; January, 1961.) Equations are 
derived for the variation with time of the 
plasma-wave spectral density and the fast- 
electron distribution function, for arbitrary 
velocity distributions. 


537.56:538.56 3713 

Waves in a Rarefied Ionized Gas Propa- 
gated Transverse to an External Magnetic 
Field T. Watanabe. (Canad. J. Phys., vol. 39, 
pp. 1044-1057; July, 1961.) Three modes of 
plane waves, in which the perturbed magnetic 
field is parallel to the external magnetic field, 
can be propagated transverse to the external 
magnetic field in a cullision-free and fully ion- 
ized gas. In the HF limit the three modes be- 
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have respectively as electromagnetic, electron 
sound, and ion sound waves. 


537.56: 538.566: 535.43 3714 

Concerning the Disturbances Produced by 
a Body Moving in a Plasma I.. P. Pitaevskil 
and V. Z. Kresin. (Zh. Eksp. Teor. Fiz., vol. 40, 
pp. 271-281; January, 1961.) Formulas de- 
rived for the disturbance of electron density 
are used to calculate the effective cross-section 
for the scattering of electromagnetic waves at 
this disturbance in particular cases. 


537.56:538.6 3715 

Electrohydromagnetic Waves in a Fully 
Ionized Gas: Part 2—K. D. Cole. (Planet. 
Space Sci., vol. 5, pp. 292-298; August, 1961.) 
The Appleton-Hartree dispersion formula for 
magneto ionics is generalized to include the 
effect of heavy ions. The ratio of particle 
energy to magnetic field energy in a wave of 
arbitrary frequency is determined. A band of 
frequencies around the plasma frequency is 
found for which waves are attenuated. Location 
of these bands would enable the interplanetary 
magnetic field and electron density to be esti- 
mated. Part 1: 2305 of 1960. 


537.56:538.63 3716 

The Statistical Mechanics, Dynamics and 
Magnetohydrodynamics of Plasmas—R. Јап- 
cel and T. Kahan. (Cah Phys., vol. 15, pp. 57- 
101; February, 1961.) A system of equations is 
established in particular to denote the move- 
ment, the current and the compression tensor 
of an ionized gas. These are applied to par- 
tially and completely ionized gases and used to 
obtain the general equations of magnetohydro- 
dynamics. Propagation mocles of different types 
of waves are determined. 


537.56:538.63 3717 

On Plasma Oscillations with Special 
Emphasis on the Landau Damping and the 
Gross Gaps in the Frequency Spectrum —4. 
Kildal. (Nuovo Cim., vol. 20, pp. 104-122; 
April 1, 1961. In English.) A linear theory of 
oscillations of the form exp [i(R.r—« t] ina 
collision-íree electron plasma in an external 
magnetic field is given. 


537.56:538.63 3718 

Collective Motions in a Plasma due to Mag- 
netic Interaction—G. Kalman. (Nuovo Cim., 
vol. 20, pp. 198-200; April 1, 1961.) The exist- 
ence of collective modes due to the static mag- 
netic interaction between the current ele- 
ments represented by the moving electrons has 
been investigated. 


537.56:538.63 3719 

Plasma Density Fluctuations in a Magnetic 
Field—E. E. Salpeter. (Phys. Rev., vol. 122, 
pp. 1663 -1674; June 15, 1961.) A continuation 
of earlier work (ibid., vol. 120, pp. 1528 -1535; 
December 1, 1960) in which the frequency 
spectrum was derived for the spatial Fourier 
transform of the electron charge density 
fluctuations in a plasma. The effects of a con- 
stant magnetic field in an arbitrary direction 
are considered. A theoretical basis is provided 
for analyzing back-scatter experiments, and 
intensities are derived as a function of the real 
frequency variable for the case of thermody- 
namic equilibrium. 


538.311:621.318.3 3720 

Hydromagnet: a Self-Generating Liquid- 
Conductor Electromagnet—11. II. Kolm and 
О. К. Mawardi. (J. Appl. Phys., vol. 32, pp. 
1296-1304; July, 1961.) The exciting current 
ig generated. by forcing a liquid conductor 
radially inwards across an axial magnetie fielu. 
The tangential current thus generated adds to 
the initial applied field. 
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538.561:537.122 3721 

Emergence into Vacuum of the Cherenkov 
Radiation produced by Longitudinal Wavesina 
Medium—B. I. Zhelnov. (Zh. Eksp. Teor. 
Fiz, vol 40 pp. 170-177; January 1961.) 
The EM radiation of an electron moving into 
a vacuum froma medium with spatial dispersion 
is considered. Under certain conditions, in ad- 
dition to the transition radiation there is 
Cherenkov radiation from longitudinal waves 
in the medium. At large distances from the 
interface this radiation is a Spherical wave con- 
fined to a narrow range of frequencies near the 
plasma frequency. 


538.561.029.65:537.533 3722 
Coherent Generation of Microwave Power 
by Annihilation Radiation of a Prebunched 
Beam—B. W. Hakki and H. J. Krumme. 
(PRoc. IRE, vol. 49, p. 1334; August, 1961.) 
Millimeter-wave radiation at the 100 mw level 
has been produced by the creation and anni- 
hilation of a tightly bunched 0.8 Mev electron 
beam. А proposed extension of the method, 
based on optical techniques, is intended to 
produce power in the submillimeter region. 


538.566:535.42 3723 

The Problem of Diffraction of Electro- 
magnetic Waves as a Perfectly Conducting 
Plane Ring—G. А. Grinberg and E. N. 
Kolesnikova. (Zh. Tekh. Fiz., vol. 31, pp. 13- 
17; January, 1961.) Theoretical treatment of 
the diffraction of plane electromagnetic waves 
assuming a ring of internal radius and width 
much greater than the wavelength. Integral 
equations for the "shadow" currents are given, 
from which the total current flowing in the 
Screen is determined. 


538.566:535.42 3724 
Diffraction of a Plane Wave by a Unidirec- 
tionally Conducting Half-Plane S. R. Ses- 
hadri. (Proc. Nat. Inst. Sci. (India) Pari A, 
vol. 27, pp. 1-10; January 26, 1961.] The prob- 
lem is forinulated in terms of an integral equa- 
tion specifying the screen function, whose solu- 
tion is obtained by the standard Wiener- Hopf 
procedure. Expressions for the fields and the 
current induced on the half-plane are given. 


538.566:535.42 3725 

A Note on the Diffraction of a Scalar Wave 
by a Small Circular Aperture—R. A. Hurd. 
(Canad. J. Phys., vol. 39, pp. 1065-1070; July, 
1961.) 


538.566: 537.56 3726 

Kinetic Theory of Reflection of Electro- 
magnetic Waves from a Moving Plasma— 
V. I. Kurilko. (Zh. Tekh. Fiz., vol. 31, pp. 71- 
77; January, 1961.) Mathematical analysis of 
the reflection of electromagnetic waves from a 
plasma moving in a space in which the phase 
velocity of the waves is less than the velocity 
of light. 


538.566.029.6 : 535.43: 537. 56 3727 
Scattering of Microwaves from a Cylindrical 
Plasma in the Born Approximation: Part 1— 
Y. Midzuno. (J. Phys. Soc. Japan, vol. 16, pp. 
971-980; May, 1961.) Formulas are derived 
for the angular distribution function and the 
effect of special distributions is considered. 


538.569.4 3728 

Some Properties of Resonance Line-Shape 
Functions—D. G. Hughes and D. K. C. Mac- 
Donald. (Proc. Phys. Soc. (London), vol. 78, pp. 
75-80; July 1, 1961.] Mathematical discussion 
of the broadening of spectral lines. 


538.569.4:537.228.5 3729 

Shift of Nuclear Quadrupole Resonance 
Frequency by Electric Field — T. Kushida and 
K. Saiki. (Phys. Rev. Leti., vol. 7, pp. 9-10; 
July 1, 1961.) A linear shift in the Вг! line in 
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NaBrO; is observed when a field of several 
kv/cin is applied parallel to the (111) crystal 
axis. The line shape becomes asyinmetric, and 
is attributed to unresolved line splitting. 


538.569.4:537.228.5 3730 

Linear Effect of Applied Electric Field on 
Nuclear Quadruple Resonance—J. Armstrong, 
N. Bloembergen, and D. Gill. (Phys. Rev. Leit., 
vol. 7, pp. 11-14; July 1, 1961.) A linear Stark 
effect is observed in the CI? line in KClO; and 
NaClO; crystalline powders, as predicted theo- 
retically. 


538.569.4:537.29 3731 

Linear Effect of Applied Electric Field on 
Magnetic Hyperfine Interaction N. Bloem- 
bergen. (Phys. Rev. Leu., vol. 7, pp. 90-92; 
August 1, 1961.) 


538.569.4:621.375.9 3732 
Angular Variation of Axial Spin-Hamil- 
tonian Eigenvalues in Strong Magnetic Field 
—H. A. Buckmaster. (Canad. J. Phys., vol. 39, 
pp. 1073-1079; July, 1961.) The expressions 
for the energies of transitions between levels 
with strong field quantum numbers М and 
M — m are given for m 21, 2, 3. The tables give 
the values of tlie coefficients containing .S and 
M for a range of values of these parameters. 


538. 509.4: 62 1.375.9:535.61-1/2 3733 

A Proposal for a Tunable Source of Radia- 
tion for the Far Infrared using Beats between 
Optical Masers—D. C. Lainé. (Nature, vol. 
191, pp. 795-796; August 19, 1961.) 


538.569.4:621.375.9:535.61-2 3734 

Theory of Quantum Oscillators in a Multi- 
mode Cavity W. G. Wagner and G. Birn- 
baum. (J. Appl. Phys., vol. 32, pp. 1185-1194; 
July, 1961.) The distribution of power in the 
various modes in the steady-state operation of 
an optical inaser is studied. 


538.569.4: 621.375.9:535.61-2 3735 

Proposed Technique for Modulation of 
Coherent Light—A. K. Kamal and S. D. 
Sims. (PRoc. IRE, vol. 19, p. 1331; August, 
1961.) A frequency shift of the coherent-light 
output proportional to the strength of an elec- 
tric field applied to a ruby laser provides a 
System for FM of the output. 


GEOPHYSICAL AND EXTRATER- 
RESTRIAL PHENOMENA 


523.164 3736 

Studies in Cosmic Radio Noise at Banga- 
lore—S. Bhagavantum, M. Krishnainurthi 
and S. Ramakrishna. (J. Indian Inst. Sci., vol. 
43, pp. 97-103; April, 1961. The techniques in 
use at Bangalore for a radio survey of the sky 
and the disturbed sun at 28.6 Mc and 62 Mc 
are described. 


523.164.3:551.507.362.2 3737 
Interpretation of Cosmic-Noise Measure- 
ments at 3.8 Mc/s from Satellite 1960 n1— 
J. H. Chapman and A. R. Molozzi. (Nature, 
vol. 191, p. 480; July 29, 1961.) The analysis 
given is based on the assumption that observed 
variations in signal strength were due to three 
causes: 1) variation of radiation resistance of 
the antenna with the dielectric constant of the 
surrounding ionosphere, 2) restriction of the 
angular aperture at the antenna due to ionos- 
pheric refraction and polarization, and 3) vari- 
ation of cosmic-noise power over the sky. 


523.164.32:551.510.535 3738 

Oscillations in the Refraction of Radio 
Waves Emitted by the Sun—B. M. Chik- 
hachev. (Radiotekh. Elektron., vol. 5, pp. 1359- 
1369; September, 1960.) Radio astronomy ob- 
servations at sunrise in November and Decem- 
ber, 1949, at wavelengths of 1.5 and 2 m 


December 


showed a periodic variation of ionospheric re- 
fraction with uniform change of zenith distance 
of the sun. This variation is analyzed in terms 
of sunspot activity and the motion of “cellu- 
lar" waves in the ionosphere [see 1680 of 1950 
(Martyn)]. 


523.164.34 3739 
Lunar Temperature Measurements at 
3200 Mc/s—W. J. Medd and N. W. Broten. 


(Planet. Space Sci., vol. 5, pp. 307-313; 
August, 1961.) 
523.164.4 3740 


Distribution of Brightness in Extragalactic 
Radio Sources—A. T. Moffet and D. Maltby. 
(Nature, vol. 191, pp. 453—154; July 29, 1961.) 
Measurements have been made at 31.3 cm А 
both on N-S and E-W base lines with a resolu- 
tion of about 1.5'. Interpretations are given of 
the asymmetry observed in 88 sources. 


523.164.4 3741 

The Radio Source Hercules A— P. J. S. 
Williams, D. W. Dewhirst, and P. R. R. Leslie. 
(Observatory, vol. 81, pp. 64-68 plate; April, 
1961.) Interferometer observations were made 
at 178 Mc on the two components of the in- 
tense source. The separation in declination is 
0'.32 +0'.60. 


523.164.4 3742 
Central Component of the Radio Source 
Centaurus A—P, Maltby. (Nature, vol. 191, 
pp. 793-794; August 19, 1961.) Observations 
inade with a variable-spacing interferometer at 
21.6 and 31.3 cm show that the radiation 
originates outside the wide dust band. 


523.165 3743 

Flux and Energy Spectra of the Protons in 
the Inner Van Allen Belt—J. E. Naugle and 
D. A. Kniffen. (Phys. Rev. Lell., vol. 7, pp. 
3-6; July 1, 1961.) 


523.165 3744 

Energy Spectrum of Electrons Trapped in 
the Geomagnetic Field NI. Walt and W. M. 
MacDonald. (J. Geophys. Res., vol. 66, pp. 
2017-2052; July, 1961.) Solutions of the 
Fokker-Planck equation for the electron dis- 
tribution function are obtained by reducing 
the equation to an eigenvalue problem. The 
spectrum obtained with a source of decaying 
albedo neutrons is at variance with the ob- 
served result. 


523.165:551.507.362.2 3745 

Characteristics of the Van Allen Radiation 
Zones as Measured by the Scintillation 
Counter on Explorer VI—A. Rosen and T. A. 
Farley. (J. Geophys. Res., vol. 66, pp. 2013- 
2028; July, 1961.) Results were obtained over 


‚ а period of four weeks from a counter record- 


ing fluxes of electrons above 200 kev and pro- 
tons above 2 Mev. A geomagnetic storm which 
occurred about a week after launching the 
satellite produced an immediate increase in the 
counting rate; large fluctuations in particle in- 
tensity were ebserved at the edge of the outer 
Vay Allen belt during the storm, which were 
closely related to simultaneous geomagnetic 
activity. 


523.5 3746 

On Meteor Ablation in the Atmosphere— 
Е. Verniani. (Nuovo Cim., vol. 19, pp. 415-442; 
February, 1961.) Improvements to the usually 
adopted theory are given and approximate ex- 
pression suggested for the fundamental equa- 
tion of ablation of low-velocity meteors. 


523.5: 621.396. 96 3747 

Reduction of Meteor Velocities from Con- 
tinuous-Wave Radio Records—D. W. R. 
McKinley and E. L. R. Webb. (Monthly 
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Notices Roy. Astron. Soc., vol. 122, no. 3, pp. 
255-262; 1961.) An analysis of the reduction 
technique used at Ottawa shows that in 
velocity measurements any statistical bias was 
positive and less than 1 per cent. 


550.385.37 3748 

Some Studies of Geomagnetic Micropulsa- 
tions—R. A. Duncan. (J. Geophys. Res., vol. 
66, pp. 2087-2094; July, 1961.) Recordings 
made at four stations in Australia are analyzed. 
The period of the continuous type of oscilla- 
tion (Pc) increases with latitude, and also 
varies diurnally. The damped trains of oscil- 
lations (Pt), occurring mainly near midnight, 
are followed by magnetic bays with an average 
delay of about 15 iminutes. Effects observed 
during magnetic storms are discussed. 


550.385.4 3749 

Some Features of Magnetic Storms in High 
Latitudes—D. G. Knapp. (J. Geophys. Res., 
vol. 66, рр. 2053-2085; July, 1961.) Ionospheric 
currents in high latitudes during magnetic dis- 
turbances are deduced írom magnetic data. 
Lists of disturbances, during and prior to the 
І.С.Ү., are given. 


551.507.362:523.3/.4 3750 
The National Program for Lunar and 
Planetary Exploration A. R. Hibbs. (J. 
Geophys. Res., vol. 66, pp. 2003-2012; July, 
1961.) An illustrated description of the 
*Ranger" and other planned spacecraft. 


551.507.362:537.56 3751 

Excitation of Plasma Waves by Bodies 
Moving in Ionized Atmosphere—K. P. Chopra. 
(Planet. Space Sci., 1961, vol. 5, pp. 288-291; 
August, 1961.) An ionized cloud, formed in 
front of a rapidly moving body, excites waves 
by interaction with the ambient plasma. Ex- 
traordinary electromagnetic waves are gener- 
ated in the presence of a suitable week mag- 
netic field. 


551.507.362.1:550.380.8 3752 

On the Interplanetary Magnetic Storm: 
Pioneer V—P. J. Coleman, Jr, C. P. Sonett, 
and L. Davis, Jr. (J. Geophys. Res., vol. 66, 
pp. 2043-2046; July, 1961.) A magnetic field 
ot 20 to 50 у was detected by Pfoneer V 
perpendicular to the sun-earth line during 
periods of intense solar activity between 
March 26 and April 6, 1960. Quiet-time fields 
of 2.7 у were observed on other occasions. 


551.507.362.1:550.385.4:523.14 3753 

Magnetic Storms in Interplanetary Space as 
Observed by Pioneer V—E. W. Greenstadt. 
(Nature, vol. 191, pp. 329-331; July 22, 1961.) 
A positive correlation is found between the in- 
terpanetary field ineasured at the satellite and 
the planetary magnetic index a, during tlie 
flight of Pioneer V from launch on March 11, 
1960 to the end of April. Magnetic storms at 
the satellite occur at the same time as earth 
storms although there is a slight delay towards 
the end of the period of telemetry. 


551.507.362.2 3754 
Satellite Flashing-Light System—R. Freed 
and L. S. Klivans. (Electronic Ind., vol. 20, 
pp. 94-98; April, 1961.) To provide increased 
accuracy of the determination of the position 
of a satellite, a coded flashing-light system 
could be carried. Design details are given. 


551.507.362.2 3755 

Effect of an Oblate Rotating Atmosphere on 
the Orientation of a Satellite Orbit G. E. 
Cook. [Proc. Roy. Soc. (London) A, vol. 261, 
pp. 246-258; April 25, 1961.] For inclinations 
of 609-70? in particular, significant rotation of 
the major axis in the orbital plane occurs due 
to the atmosphere. 
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551.507.362.2 3756 
Atmospheric Phenomena noted in Simul- 
taneous Observations of 1958 5'2 (Sputnik Ш) 
—J. Aarons, H. E. Whitney, R. S. Roger, J. 
Thomson, J. Bournazel, E. Vassy, H. A. Hess, 
K. Rawer, N. Carrara, P. Checcacci, B. Land- 
mark, J. Troim, B. Hultqvist and L. Liszka. 
(Planet. Space Sci., vol. 5, pp. 169-184; July, 
1961.) Events occurring in three typical revo- 
hitions of Sputnik ПЕ are described; measure- 
ments were made on the 20 Mc transmissions. 
Signal drop-outs due to transmitter failure 
were noted and another type of signal decrease 
was attributed to localized absorbing regions. 
Regions of the ionosphere causing scintillation 
were also identified; they have an extent in 
the horizontal plane of several hundred km. 


551.507.362.2 3757 

Methods of Calculating Atmospheric Den- 
sities from Satellite Orbit Data—G. V. Groves. 
(Planet. Space Sci., vol. 5, pp. 314—320; August, 
1961. In French.) Formulas relating atmos- 
pheric density to the rate of change of period 
of a satellite as obtained by various workers 
are reviewed, and are shown to be in sufficient 
agreement to meet practical needs. 


551.507.362.2:523.164:621.391.812 3758 

Ray Paths from a Cosmic Radio Source to 
a Satellite in Orbit—C. B. Haselgrove, J. 
Haselgrove, and R. C. Jennison. [Proc. Roy. 
Soc. (London) A, vol. 261, pp. 423-434; May 
16, 1961.] A satellite above the F» maximum 
can receive radiation on frequencies that are 
totally reflected by the ionosphere. Two ef- 
fects of reflection in the upper part of the 
ionosphere are discussed: 1) focusing, and 
2) interference. Both occur particularly when 
a satellite enters or leaves a region in which it 
can receive radiation from a point source in 
space. 


551.507.362.2:523.72 3759 

Measurement of Solar X-Radiation—K. A. 
Pounds. (J. Brit. IRE, vol. 22, pp. 171-175; 
August, 1961.) The X-ray emission measuring 
equipment to be carried in Skylark rockets and 
the satellite U.K. 1 is described. Both X-ray 
flux and spectral shape are to be investigated. 


551.507.362.2:551.510.535 3760 

Local Electron Densities deduced from the 
Faraday Fading of Satellite Transmissions 
using Measurements during Two Consecutive 
Transits—L. Liszka. (Planet. Space Sci., vol. 5, 
pp. 213-219; July, 1961.) In the analysis it is 
assumed that during the period of revolution of 
the satellite the relative gradients of the local 
electron density are constant at the same alti- 
tudes and the changes in density above the F» 
maximum are the same as those within the Fz 
layer. Daytime observations of 1958 62 in Sep- 
tember, 1959, have been analyzed. 


551.507.362.2:621.391.812.63 3761 

Scintillations and the Latitude Distribution 
of Ionospheric Irregularities—D. G. Singleton. 
(Nature, vol. 191, pp. 482-483; July 29, 1961.) 
Evidence is given in support of Kent's interpre- 
tation of the rapid fading of earth-satellite sig- 
nals (488 of 1960). Mawdsley's alternative ex- 
planation of scattering by field-aligned irregu- 
larities (4215 of 1960) is not confirmed by ex- 
periment. 


551.507.362.2:621.396.9 3762 
Radio Tracking of Artificial Earth Satellites 
——Pressey. (See 3784.) 


551.507.362.2:621.396.963.3 3763 
Tracking and Display of Earth Satellites— 
Van Golder, Jr. (See 3798.) 


551.510.53 3764 
Charged Particles in the Upper Atmos- 
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phere—A. Dalgarno. (Ann. Géophys., vol. 17, 
pp. 16-49; January-March, 1961. In English.) 
A comprehensive review of collision processes 
involving charged particles in the upper àt- 
mosphere. 225 references. 


551.510.53 3765 

Structure, Variations and Measurements of 
the Earth's Ionosphere and Exosphere—C. 
Altman. (Bull. Res. Counc. Israel, vol. 90, pp. 
39-48; February, 1961.) A survey of present 
knowledge and work being conducted at the 


Technion, Israel Institute of Technology, 
Haifa. 
551.510.53 3766 


The Distribution of Minor Ions in Electro- 
static Equilibrium in the High Atmosphere— 
P. Mange. (J. Geophys. Res., vol. 65, рр. 3833- 
3834; November, 1960.) A simple discussion of 
the factors which govern the distribution of 
ions in diffusive equilibrium. The scale height 
of the predominant ion is twice that of the cor- 
responding neutral constituent, and the con- 
centration of a minor light ion can increase with 
altitude. 


551.510.53 3767 

Comments on Tidal Winds in the High At- 
mosphere—B. Haurwitz. (Planet. Space Sci., 
vol. 5, pp. 196-201; July, 1961.) The accuracy 
oi published data on tidal wind varlatlons are 
discussed on the basis of computations of the 
indices of the probable-error circle: variations 
with seasons and elevation are real although 
their magnitudes may be unreliable. 


551.510.535 3768 
Diffusion in the Ionosphere: À Review of 
some Recent Work—V. C. A. Ferraro. (Ann. 
Géophys., vol. 17, pp. 82-89; January-March, 
1961. In English.) Work by Gliddon and Ken- 
dall (2738 of 1960) shows considerable support 
for the hypothesis that Fi and Ез regions are 
produced by the same source of ionization. 


551.510.535 3769 

The Lunar Variation of the Virtual Height 
of the Normal Ionospheric E layer above Fri- 
bourg—-P. Rougerie. (Ann. Géophys., vol. 17, 
pp. 145-146; January-March, 1961. In Eng- 
lish.) А semidiurnal lunar variation of 0.1 km 
has been detected with a maximum at 0830 
lunar time. 


551.510.535 3770 

Theory of Overhead Nonblanketing Spo- 
radic E J. Renau. (J. Geophys. Res., vol. 66, 
pp. 2121-2128; July, 1961.) Sequences of &'(f) 
curves are calculated for an E layer in which a 
horizontal stratum of irregularities 1-2 km 
thick is slowly descending. The results are very 
similar to recorded sequences of ionograms 
showing sporadic E. 


551.510.535 3771 

Observations on the Ionospheric F Layer 
at Night: Part 2—The Law of Electron Loss in 
the F layer—C. S. G. K. Setty. (J. Inst. Tele- 
commun. Engrs., India, vol. 7, pp. 65-77; 
March, 1961.) At night, electrons in the F 
layer are lost by attachment-like proc- 
esses. The loss coefficients are of the form 
К = Ко exp lo- H) / Hi] where ko is the height 
at which Ki = Ko and Hy, is the scale height of 
the loss coefficient. Assuming the loss coeffi- 
cients are attributable to loss rates in chemical 
processes, IIx values correspond to those of 
molecular oxygen and nitrogen. Part 1: 3395 of 
November. 


551.510.535 3772 

Equatorial Spread-F in Relation to Post- 
Sunset Height Changes and Magnetic Ac- 
tivity—M. S. V. G. Rao and B. R. Rao. (J. 
Geophys. Res., vol. 66, pp. 2113-2120; July, 
1961.) The seasonal dependence of the correla- 
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tions is found, and the data are considered in 
relation to Martyn's theory of the formation of 
spread F (sec 1555 of 1959), 


551.510.535:550.385.4 3773 

On the Relation between Magnetic Storm 
and Ionospheric Disturbances that Occurred 
on Sept. 13th 1957— Y. Пакига, M. Nagai, 
and Y. Sano. (J. Radio Res. Labs., Japan, 
vol. 8, pp. 81-95; March, 1961.) The patterns 
of dense Es, blackouts and Ез-Іауег disturb- 
ance in the northern hemisphere are com- 
pared with the current systems of geomag- 
netic disturbance at different stages of the 
storm. With the development of polar-cap 
blackout, several hours before the sudden com- 
mencement of the storm, a current system was 
produced in the polar cap region. During the 
main phase, blackouts and E, coincide with 
strong currents at auroral latitudes. 


551.510.535:551.507.362.1 3774 
Upper Atmospheric Turbulence near the 
100 km Level J. E. Blamont and C. de Jager. 
(Ann. Géophys., vol. 17, pp. 134-144; January- 
March, 1961. In English.) An examination of 
observations of a sodium trail produced by a 
Véronique rocket in the upper atinosphere. 


551.510.536 3775 

Hydrogen Atoms and Ions in the Thermo- 
sphere and Exosphere—D. К. Bates and 
T. N. L. Patterson. (Planet. Space Sci., vol. 5, 
pp. 257-273; August, 1961.) The structure of 
the atinosphere between 100 kin and 500 km is 
discussed in terms of various inodels. For a fur- 
ther note on the teinperature in the exosphere 
see ibid., p. 328. 


551.510.536:551.507.362.2 3776 

Variable Conditions of the Terrestrial 
Exosphere—H. K. Paetzold and H. Zschórner. 
(Astronautica Acta, vol. 6, no. 6, pp. 373—381; 
1900.) The well-known features of atmospheric 
density variations as deduced froin satellite ob- 
servations are discussed. Data for at least ten 
satellites show evidence of an annual variation 
in atmospheric density with a minimum in 
July, the amplitude of the variation increasing 
with altitude. 


551.510.536:551.594.6 3777 

Exospheric Electron Density Variations de- 
duced from Whistlers—R. A. Helliwell. (Ann. 
Géophys., vol. 17, pp. 76-81; January-March, 
1961. In English.) New data on electron density 
are presented. Density is approximately pro- 
portional to the strength of the earth's mag- 
netic field. An unexplained annual variation, in 
which the December value is nearly twice that 
in June, is reported. 


551.593 3778 

Altitudes of the Night Airglow Radiations 
—D. M. Packer. (Ann. Géophys., vol. 17, pp. 
67—75; January-March, 1961. 1n English.) Ob- 
servational methods for obtaining the layer 
heights of air-glow emission are briefly re- 
viewed and results derived from ground meas- 
urements, rocket flights and kinetic tempera- 
tures are discussed. 


551.593.551.507.362.1 3779 

Attempt to Measure Night Helium Glow— 
Evidence for Metastable Molecules in the 
Night Ionosphere E. T. Byram, T. A. Chubb, 
and H. Friedinan. (J. Geophys. Res., vol. 66, 
рр. 2095-2100; July, 1961.) A rocket experi- 
ment, intended to measure the intensity of 
night-time He glow (wavelengths 584 À and 
304 A) gave negative results, but provided 
some evidence for the existence of metastable 
inolecules above 100 km. 


551.594.5 3780 
Some Auroral Observations inside the 
Southern Auroral Zone—J. V. Denholm. (J. 


PROCEEDINGS OF THE IRE 


Geophys. Res., vol. 66, pp. 2105-2111; July, 
1961.) 


551.594.6 3781 

Guiding of Whistlers by the Magnetic Field 
—R. Gendrin. (Planet. Space Sci., vol. 5, pp. 
274-282; August, 1961. In French.) A mech- 
anism is proposed which explains the wideband 
noise observed during whistler reception. A 
particle moving with velocity cfj/2fo, where 
Јн is gyrofrequency and fo is plasma frequency, 
causes a wave to be propagated along the 
earth's magnetic field; all frequency compo- 
nents of the wave travel with the same velocity. 
See 201 of February (Smith). 


551.594.6 3782 

The Dispersion of Whistlers Compared 
with the Geomagnetic Latitudes of their 
Sources—H. Norinder and E. Knudsen. 
(Planet. Space Sci., vol. 5, pp. 326-328; Au- 
gust, 1961. In French.) Observational results 
are presented which indicate that the geoinag- 
netic latitude of lightning discharges is a factor 
determining the dispersion constant of the re- 
lated whistlers. 


LOCATION AND AIDS 
TO NAVIGATION 


621.396.9 3783 
Development Trends of Modern Location 
Techniques: Correlation Location Methods— 
F. H. Lange. (Nachrtech., vol. 11, pp. 2-7; Jan- 
nary, 1961.) The application of the principles 
of “correlation electronics” (3630 of 1958) to 
radiolocation systems is discussed. 


621.396.9:551.507.362.2 3784 

Radio Tracking of Artificial Earth Satel- 
lites—B. G. Pressey. (J. Brit. IRE, vol. 22, pp. 
97-107; August, 1961.) The three principal 
methods using 1) radar, 2) Doppler frequency 
shift, and 3) interferometer are outlined. The 
construction, operation and performance of the 
interferometer system used in the U. S. Mini- 
track network are described. 


621.396.933.2 3785 
Controlled (%) Flight Path System for 
Use during Climb and Descent—R. D. Ryan. 
(J. Inst. Nav., vol. 14, pp. 195-201; April, 
1961.) Any of a nuinber of accurate straight or 
curved flight paths may be selected in an at- 
tachment for the Australian DME system. 


621.396.933.2 3786 

Phase Difference Observations at Spaced 
Aerials and their Application to Direction Find- 
ing—W. C. Bain. (J. Res. NBS, vol. 65D, pp. 
229-232; May/June, 1961.) Measurements on 
frequencies near 6 Mc are shown to give results 
indicating that the performance of a wide-aper- 
ture direction finder should not fall seriously 
below theoretical expectation. 


621.396.933.2 3787 

Research at the National Bureau of Stand- 
ards applicable to Long-Distance Location and 
Direclon- Finding Problems—R. Silberstein. 
(J. Res. NBS, vol. 65D, pp. 233-235; May/ 
June, 1961.) A general account of work under- 
taken since 1941 including references to the de- 
velopment of a technique for determining polar- 
ization error, the development of Loran-C, a 
rapid-scan directional aerial, and the study of 
non-great-circle bearings. 


621.396.933.2 3788 

Instrumentation for Propagation and Direc- 
tion-Finding Measurements—E. C. Hayden. 
(J. Res. NBS, vol. 65D, p. 253; May/June, 
1961.) Summary oí a conference paper in which 
the limitations imposed on radio DF systems 
are discussed and two specific systems for use 
with wide-aperture arrays are proposed. 
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621.396.933.2 3789 
Brooke Variance Classification System for 

D.F. Bearings—E. M. L. Beale. (J. Res. NBS, 

vol. 65D, pp. 255-261; May/June, 1961. ) 


621.396.933.2 3790 

Estimation of Variances of Position Lines 
from Fixes with Unknown Target Positions— 
E. M. L. Beale. (J. Res. NBS, vol. 65D, pp. 
263-273; May/June, 1961.) See also 3789 
above. 


621.396.933.2:621.391.812.63 3791 

Influence of Ionospheric Conditions on the 
Accuracy of High-Frequency Direction Finding 
—P. J. D. Gething. (J. Res. NBS, vol. 65D, 
pp. 225-228; May/June, 1961.) During iono- 
spheric storms bearing accuracy is reduced 
when fixes result from signals propagated via 
the F» layer. 


621.396.933.2:621.396.663 3792 

Design for Spinning-Goniometer Automatic 
Direction Finding W. J. Lindsay and D. S. 
Heim. (J. Res. NBS, vol. 65D, pp. 237-243; 
May/June, 1961.) The construction of an auto- 
matic sensing unit and of a bearing read-out 
computer is considered. The advantages of 
narrow-band synchronous post-detection fil- 
tering are discussed. 


621.396.96 3793 

Secondary Surveillance Radar—D. Н. R. 
Archer. (Electronic Engr., vol. 33, pp. 414-420 
and 490-494; July and August, 1961.) System 
design problems are discussed, in particular 
methods of suppressing sidelobe effects. The 
application of a secondary-radar system for 
data transmission is considered. 


621.396.962.3 3794 
Superregenerative Pulse Radar—F. Н. 
Shepard, Jr. (Proc. Radio Club Amer., vol. 
37, Winter, 1960/1961.) For pulse reception, 
where broad bandwidths are used, the SNR 
is equal to that of otlier receiving systems. The 
basic circuit of a superregenerative radar trans- 
mitter-receiver is shown and a double-pulse 
technique for an A-scope display is outlined. 


621.396.962.3 3795 

A Monopulse Instrumentation System— 
F. P. Storke, Jr. (PRoc. IRE, vol. 49, pp. 
1328-1329; August, 1961.) The tracking error 
relative to the beam width is expressed in 
terms of the differential phase shifts before and 
after the comparing hybrid. The importance of 
the latter is shown and a system is described 
which is insensitive to phase shifts in the IF 
amplifier since reference and error signals 
undergo the same phase shift in it. See 1240 of 
1960 (Rhodes). 


621.396.962.33 3796 

Detection Range Predictions for Pulse 
Doppler Radar-—S. A. Meltzer and S. Thaler. 
(PRoc. IRE, vol. 49, pp. 1299-1307; August, 
1961.) A mathematical model is constructed. 
lt is applicable to situations where thermal 
noise and sidelobe clutter limit detection 
range, and allows for variation of most of the 
important radar parameters. 


621.396.963.3 3797 

C.R.T. Display of Alphanumeric Informa- 
tion Applied to Radar Data Handling J. S. 
Johnston. (J. Brit. IRE, vol. 22, pp. 139—143; 
August, 1961.) The problem of extracting and 
displaying in alpha-numeric form the informa- 
tion presented by long-range radar is discussed. 
A writing speed of 3X 10 characters/sec is pos- 
sible, 


621.396.963.3:551.507.362.2 3798 
Tracking and Display of Earth Satellites— 
A. Van Gelder, Jr. (Proc. IRE, vol. 49, pp. 
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1332-1333; August, 1961.) Comment on 2393 
oí 1960 (Slack and Sandberg). Several errors 
are cortected and certain steps ip the deriva- 
tion are questioned. 


621.396.969.3:551.507.362.2 3799 

Project Echo: Satellite-Tracking Radar— 
O. E. De Lange. (Bell. Syst. Tech. J., vol. 40, 
pp. 1157-1182; July, 1961.) A 961-Mc system 
with 60-ft and 18-ft paraboloids as transmitting 
and receiving antennas respectively is de- 
scribed. The transmitting system is shared with 
the *Echo" communications channel, 2.5 kw 
being then available for radar. The 18-ft para- 
boloid is conically scanned and feeds a receiver 
incorporating a parametric amplifier with a 
sensitivity of —150 dbm in a 100-cps band- 
width. Radar and optical pointing were found 
usually to agree to within a few tenths of a de- 
gree, but computed orbital azimuth data were 
in error by up to 1.2°. 


MATERIALS AND SUBSIDIARY 
TECHNIQUES 


535.215 3800 

Temperature-Dependent Bismuth-Cesium 
Photosurfaces R. J. Zollweg and C. К. Tay- 
lor. (J. Appl. Fhys., vol. 32, pp. 1316-1319; 
July, 1961. The sensitivity variation with 
temperature depends on the presence of oxygen 
and upon the size of the aggregates in the pho- 
tosurface. 


535.215: 546.48˙221 3801 
Photosensitivity and Speed of Response in 
Cadmium Sulphide—D. Shaw. (Brit. J. A ppl. 
Phys., vol. 12, pp. 337-341; July, 1961.) Pho- 
toconductivity and photocurrent decay times 
have been measured for a large number of crys- 
tals of widely varying photosensitivity over an 
illumination range 0.007-875 ft candles. 


535.215:546.48'221 3802 

p-Type Photoconductivity and Infrared 
Quenching in Electron-Bombarded CdS— 
B. A. Kulp and R. H. Kelley. (J. Appl. Phys., 
vol. 32, pp. 1290-1292; July, 1961.) 


535.215:546.48'221 3803 

Analysis of Photojunctions Formed by Dif- 
fusing Copper into Insulating Cadmium Sul- 
phide Crystals R. R. Bockemuehl, J. E. 
Kauppila, and D. S. Eddy. (J. Appl. Phys., 
vol. 32, pp. 1324-1330; July, 1961.) 


535.37 3804 
Lead- and Manganese-Activated Calcium 
Cadmium Silicate Phosphors Y. Uehara, Y. 


Kobuke, I. Masuda, and T. Kushida. (7. 
Electrochem. Soc., vol. 108, pp. 235-238; 
March, 1961.) 

535.376:546.681'18 3805 


Electroluminescence at p-n Junctions in 
Gallium Phosphide NI. Gershenzon and 
R. M. Mikulyak. (J. Appl. Phys., vol. 32, pp. 
1338-1348; July, 1961.) 


537.226: 538.566. 2.02 9.6 3806 

Dispersion of the Permeability and Per- 
mittivity of Artificial Dielectrics in the Fre- 
quency Range 500-3 5000 Mc/s I. A. Deryu- 
gin and M. A. Sigal. (Zh. Tekh. Fiz., vol. 31, 
pp. 100-108; January, 1961.) A report of 
measurements of the frequency dependence of 
the properties of Cu powders in paraffin. 


537.226: 546.814-31 3807 

Dielectric Properties of SnO;—L. V. Desh- 
pande and V. С. Bhide. (N«oro Cim., vol. 19, 
pp. 816-817; February 16, 1961.) Samples of 
SnO; in ceramic and compressed powder form 
have a dielectric constant of the order of 10" 
and show ferroelectric properties. 


Abstracts and References 


537.227 :546.42'824-31 3808 

Nonlinearity and Microwave Losses in 
Cubic Strontium-Titanate—G. Rupprecht, 
R. O. Bell, and B. D. Silverman. (Phys. Кет, 
vol. 123, pp. 97-98; July, 1961.) A summary 
and interpretation of results of measurements 
made on single crystals, at temperatures from 
90°K to 230°K and frequencies from 1 to 36 Gc. 


$37.227:546.431'824-31 3809 

Perfectness of Macrodomains of BaTiO; 
Crystals K. Aizu and О. Nakada. (J. Phys. 
Soc. Japan, vol. 16, pp. 923-927; May, 1961.) 
A statistical investigation based on thermody- 
namics shows that a plate thicker than 2X 107* 
cm contains practically no reversely polarized 
microdomains. 


537.227:546.431'824-31 3810 

Surface Layers on Barium Titanate Single 
Crystals above the Curie Point—H. Schlosser 
and M. E. Drougard. (J. Appl. Phys., vol. 32, 
pn. 1227-1231; July, 1961.) Dielectric disper- 
sion measurements have been carried out on 
Ba TiO; single crystals of different thickness at 
temperatures above the Curie point up to 
180?C. 


537.227 :546.431'824-31 3811 

Investigation of Rare-Earth-Doped Barium 
Titanate—V. J. Tennery and R. L. Cook. (J. 
Amer. Ceram. Soc, vol. 44, pp. 187-193; 
April 1, 1961.) The effect of additions of rare- 
earth oxides on the dc resistivity of Ba TiO; is 
investigated. 


537.227:546.431'824-31 3812 

Effect of WO; on Dielectric Properties of 
BaTiO, Ceramics—V. Ern and R. E. Newn- 
ham. (J. Amer. Ceram. Soc., vol. 44, p. 199; 
April 1, 1961.) 


537.227:546.431'824-31 3813 
Dielectric Properties of BaTiO; Single 
Crystals in the Paraelectric State from 1 kc/s 
to 2000 Mc/s—E. Stern and M. Lurio. (Phys. 
Rev., vol. 123, pp. 117-123; July 1, 1961.) 


537.227: 621.372. 44 3814 

Antiferroelectric Ceramics with Field- 
Enforced Transitions: a New Nonlinear Cir- 
cuit Element B. Jaffe. (PROC. IRE, vol. 49, 
pp. 1264-1267; August, 1961.) Ceramic di- 
electrics have been prepared which undergo 
field-enforced  antiferroelectric-to-ferroelectric 
transitions from below —60°C to over 100°C. 
The transition is indicated by a D/E hysteresis 
figure with a linear central region and loops 
showing saturation on either end. Capacitance 
nonlinearity, energy storage and transducer 
properties are described. 


537.228.1/.2:547.476.3 3815 

The Piezoelectricity and Electrostriction of 
Rochelle Salt—G. Schmidt. (Z. Phys. vol. 
161, pp. 579-603; February 14, 1961.) De- 
tailed report of measurements and discussion 
of results with particular reference to the ferro- 
electric anomaly of Rochelle salt. 


537.228.1:549.514.41 3816 

Piezoelectricity of Quartz for Finite Strain 
—S. Machlup and M. E. Christopher. (J. 
Appl. Phys., vol. 32, pp. 1387-1391; July, 
1961.) Calculation of the principal piezoelectric 
coefficient using a hard-sphere, rigid-ion model. 


537.311.33 3817 

Behaviour of Hot Electrons in Microwave 
Fields—B. V. Paranjape. (Phys. Rev., vol. 122, 
pp. 1372-1375; June 1, 1961.) A theoretical in- 
vestigation is made of the currents produced by 
hot electrons wlien а weak microwave field is 
superimposed on a strong steady electric field, 
and also the effect of a strong microwave field 
alone. An alternating current at the same fre- 
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quency as the applied field and leading it in 
phase is produced. 


537.311.33 3818 

Electron-Electron Scattering and Trans- 
port Phenomena in Nonpolar Semiconductors 
—J. Appel. (Phys. Rev., vol. 122, pp. 1760- 
1772; June 15, 1961.) Electron-electron scat- 
tering causes electrical conductivity to be re- 
duced less than the electronic heat conduc- 
tivity. Ite influence on electrical conductivit y, 
heat conductivity and the Seebeck coefficient 
is calculated as a function of temperature, and 
its effect on transport phenomena is briefly 
considered. 


537.311.33 3819 

Alternative Approach to the Solution of 
Added Carrier Transport Problems in Semi- 
conductors—]. P. McKelvey, R. L. Longini, 
and T. P. Brody. (Phys. Rev., vol. 123, pp. 51- 
57; July 1, 1961.) A method is described for 
computing carrier fluxes by solving the con- 
tinuity equation in terms of a Green's function. 


537.311.33 3820 
Mechanism of Impurity Conduction in 
Semiconductors—]. Mycielski. (Phys. Rev., 
vol. 123, pp. 99-103; July 1, 1961.) The con- 
ductivity of impurities at low temperatures is 
discussed in terms of jumps over the Coulomb 
potential barrier between empty and occupied 
impurity centres. Calculatione relating to 
anomalies of activation energy are made. 


537.311.33 3821 

Current-Carrier Transport with Space 
Charge in Semiconductors—W. Van Roos- 
broeck. (Phys. Rev., vol 123, pp. 474-490; 
July 15, 1961.) A theory is developed for one- 
dimensional driít of carriers, taking into ac- 
count the space charge which can develop in 
high-resistance materials. The theory is exact 
for small-signal field variations. 


537.311.33 3822 

The Scattering of Phonons by Bound Elec- 
trons in a Semiconductor I. C. Pyle. (Phil. 
Мав., vol. 6, pp. 609-616; May, 1961.) 


537.311.33:534.28 3823 

Interaction of Electrons and Holes with 
Acoustic Waves in Intrinsic Semiconductors— 
N. Mikoshiba. (J. Phys. Soc. Japan, vol. 16, 
pp. 895-905; May, 1961.) А self-consistent 
theory is produced which shows thatthe 
acoustoelectromotive force is too small to be 
detected by experiment. 


537.311.33:535.215 3824 

On the Study of Volume Recombination of 
Excess Charge Carriers in Semiconductors 
with the Aid of Photoconductance—B. H. 
Schultz. (Philips Res. Rep., vol. 16, pp. 175- 
181; April, 1961.) By measuring amplitude and 
phase of photoconductance in different ambi- 
ents, it is possible in some cases to determine 
the surface effects, and reliable volume-recom- 
bination times can be deduced. 


537.311.33:535.34-15 3825 

Contribution of Lattice Scattering between 
Nonequivalent Valleys to Free-Carrier Infra- 
red Absorption in Semiconductors — H. Risken 
and H. J. G. Meyer. (Phys. Rev., vol. 123, pp. 
416-419; July 15, 1961.) 


537.311.33:538.614 3826 

The Faraday Effect in Nondegenerate 
Semiconductors— B. Donovan and J. Webster. 
[Proc. Phys. Soc. (London), vol. 78, pp. 120- 
132; July 1, 1961.] The theory of the Faraday 
effect, in relation to microwave and infrared 
propagation in semiconductors is developed. 
Frequency and temperature dependence are in- 
vestigated for x- type Ge. 
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537.311.33:538.63 3827 

The Theory of Electrical Conductivity of 
Semiconductors in a Magnetic Field: Part 1— 
V. L. Gurevich and Yu. A. Firsov. (Zh. Eksp. 
Teor, Fiz., vol. 40, pp. 199-213; January, 
1961.) A quantum theory of the transverse con- 
ductivity of semiconductors in a strong mag- 
netic field is developed, taking account of in- 
elastic scattering of electrons. 


537.311.33:538.63 3828 
Galvanomagnetic Effects in Semiconduc- 
tors at High Electric Fields E. M. Conwell. 
(Phys. Rev., vol. 123, pp. 454-463; July 15, 
1961.) A theory of magnetoconductivity for 
general energy-band structure is evolved in a 
form convenient for the calculation of Hall co- 
efficients and other galvanomagnetic effects for 
either low or high electric field strengths. 


537.311.33:538.63 3829 

Measurements of the Frequency Depend- 
ence of the Gauss Effect in Various Semi- 
conductors up to 2000 Mc/s—M. J. O. Strutt 
and Е. K. von Willisen. (Arch. elekt. Über- 
tragung, vol. 15, pp. 25-32; January, 1961.) 
The Gauss effect in Corbino disks of Ge, InSb 
and InAs was measured in the frequency range 
0-2 Gc as a function of temperature in the 
range 140?-270?K for flux densities up to 30 
Mc. For earlier measurements of this galvano- 
magnetic effect see 2804 of 1957 (Ramer et al.). 


537.311.33:539.23 3830 

Field-Enhanced Donor Diffusion in Degen- 
erate Semiconductor Layers—W. Shockley. 
(J. Appl. Phys., vol. 32, pp. 1402-1403; July, 
1961.) An expression for the effective diffusion 
constant is given. 


537.311.33: (546.28 4- 546.289]:535.215 3831 

Photovoltages in Silicon and Germanium 
Layers—H. Kallmann, B. Kramer, E. Haide- 
manakis, W. J. McAleer, H. Barkemeyer, and 
P. I. Pollak. (J. Electrochem. Soc., vol. 108, pp. 
247-251; March, 1961.) Photovoltages of sev- 
eral thousand volts are observed between 
electrodes 1 cm apart when the layers are 
maintained at liquid-nitrogen temperatures 
and strongly illuminated. At room tempera- 
ture, only a few hundred volts were produced. 
A possible explanation of this effect is sug- 
gested. 


537.311.33: [546.28 + 546.289]: 621.317.3(083.7) 
3832 
IRE Standards on Solid State Devices: 
Measurement of Minority-Carrier Lifetime in 
Germanium and Silicon by the Method ot 
Photoconductive Decay—(Proc. IRE, vol. 49, 
pp. 1292-1299; August, 1961.) Standard 61 
IRE 28.82. 


537.311.33:546.28 3833 

The Formation of Dislocation-Free Silicon 
Single Crystals -G. Ziegler. (Z. Naturforsch., 
vol. 16a, p. 219; February, 1961.) The configu- 
ration of dislocations in thin Si rods is investi- 
gated to obtain insight into the mechanisin of 
dislocation reduction. 


537,311.33:546.28 3834 

Low-Frequency Conductivity due to Hop- 
ping Processes in Silicon—M. Pollak and 
T. H. Geballe. (Phys. Rev., vol. 122, pp. 1742- 
1753; June 15, 1961.) The complex conduc- 
tivity has been measured in n-type Si with 
various kinds of impurities at frequencies be- 
tween 100 cps and 10 kc in the temperature 
range 1-20? K. In most cases it is several orders 
of magnitude higher than the measured dc con- 
ductivity; this is attributed to polarization 
caused by hopping processes. A simple theory 
is derived which is in good agreement with the 
observed variation of conductivity with fre- 
quency and concentration. 
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537.311.33:546.28 3835 

Hot-Electron Emission from Silicon р-п 
Junctions Parallel to the Surface J. L. Moll, 
N. I. Meyer, and D. J. Bartelink. (Phys. Rev. 
Lett., vol. 7, pp. 87-90; August 1, 1961.) Ex- 
perimental results are presented and compared 
with theoretical expressions which take into 
account the important types of interaction be- 
tween the hot electrons and the crystal lattice. 


537.311.33:546.28 3836 

Forward Characteristics of Si p-x-n-Junc- 
tions—M. Tokunaga and K. Shono. (J. Phys. 
Soc. Japan, vol. 16, pp. 1029-1030; May, 1961.) 
A series of junctions were prepared in p-type 
Si crystals of resistivity 2-5 Ост, by diffusing 
B from one side and P from the other side of 
the crystal. //V characteristics of junctions 
with x-regions of different width are shown and 
discussed. 


537.311.33:546.289 3837 

Electronie Effect in the Elastic Constants of 
Germanium—L. J. Bruner and R. W. Keyes, 
(Phys. Rev. Lett., vol. 7, pp. 55 -56; July 15, 
1961.) A measured change in one of the elastic 
constants (Cy) of Ge when heavily doped with 
As is reported. 


537.311.33:546.289 3838 

Electric-Field-Induced Modulation of the 
Absorption due to Interband Transitions of 
Free Holes in Germanium M. A. C. S. Brown 
and E. G. S. Paige. (Phys. Rev. Lett., vol. 7, pp. 
84-86; August 1, 1961.) Observations were 
made of the change in absorption due to a 
change in the distribution function of the free 
holes. Experimental data are given and dis- 
cussed. 


537.311.33:546.289 3839 
Anodic Oxidation of Germanium—T. 
Gabor. (J. Appl. Phys., vol. 32, pp. 1361- 
1363; July, 1961.) “Оп anodic polarization of 
etched samples of u-type ог near-intrinsic p- 
type germanium, striations are formed. The 
periodic depletion of holes is advanced as a 
tentative explanation of the phenomenon.” 


537.311.33:546.289 3840 

A Study of Growth Processes in Ger- 
manium Dendrites using Pulse Electroplating 
Techniques—R. C. Sinith. (J. Electrochem. 
Soc., vol 108, pp. 238-241; March, 1961.) 
Separate mechanisms for axial and lateral 
growth have been identified. The observed re- 
sistivity boundary lines are due to the lateral 
growth mechanism. 


537.311.33:546.289 3841 

Influence of Wet and Dry Ambients on Fast 
Surface States of Germanium Y. Margonin- 
ski and Н. E. Farnsworth. (Phys. Rev., vol. 
123, pp. 135-140; July 1, 1961.) А specimen of 
a-type Ge was subjected to different gaseous 
environments. The effects of N», O2 and water 
vapor on the surface states can be discussed 
separately. 


537.311.33: 546.289 3842 

Determination of the Coefficient of Diffu- 
sion of Arsenic in Germanium by Measure- 
ment of the Thermoelectric Voltage E. Bati- 
fol and G. Duraffourg. (J. Phys. Radium, vol. 
21, Suppl, Phys. Appl., pp. 207A 2161: No- 
vember, 1960.) The surface concentration of 
As is obtained by measurement of 1) thermo- 
electric power, 2) sheet resistance. The mean 
value of the diffusion coefficient at 8009 C is 
1.3X 107!! cm?/sec. 


537.311.33:546.289 3843 

Recombination at Copper and at Nickel 
Centres in »- Type Germanium B. Н. Schultz. 
(Philips Res. Repts., vol. 16, pp. 182-186; 
April, 1961.) An explanation is given for the 
different temperature dependence of recombi- 
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nation rates at Cu centers for partly compen- 
sated and noncompensated crystals. No solu- 
tion could be found for the discrepancies which 
occur with Ni. 


537.311.33:546.289 3844 

Effect of Temperature and Doping on the 
Reflectivity of Germanium in the Fundamental 
Absorption Region—M. Cardona and H. 5. 
Sommers, Jr. (Phys. Rev., vol. 122, pp. 1382- 
1388; June, 1961.) 


537.311.33:546.289:538.63 3845 

Longitudinal Magnetoresistance in n-Type 
Germanium: Experimental W. F. Love and 
W. F. Wei. (Phys. Rev., vol. 123, pp. 67-73; 
July 1, 1961.) Curves showing the variation of 
the magnetoresistance ratio with magnetic 
field and temperature, in fields up to 300 kg 
and temperature from 20°K to 300? K, are pre- 
sented and discussed. 


537.311.33:546.289:538.63 3846 

Longitudinal Magnetoresistance in n-Type 
Germanium: Theoretical S. C. Miller and 
M. A. Omar. (Phys. Rev., vol. 123, pp. 74-80; 
July 1, 1961.) Calculations of acoustic scatter- 
ing give satisfactory agreement with the experi- 
mental results at high field strengths (3845 
above). 


537.311.33:546.289:621.391.822 3847 

Slow Decay of Reverse Current and Noise 
in Field Effect on Ge pt-n Junction H. Eda- 
gawa, Y. Morita, S. Maekawa, and Y. Inuishi. 
(J. Phys. Soc. Japan, vol. 16, рр. 1041 -1042; 
May, 1961.) Current and noise measurements 
were made simultaneously at the junctions; 
results are presented in graphical form. 


537.311.33:546.289:621.391.822 3848 

Recombination Noise of Germanium Single 
Crystals in the Range of Defect Semiconduc- 
tion—M. Pilkuhn. (Z. Naturforsch., vol. 16a, 
pp. 173-182; February, 1961.) The frequency 
dependence of recombination noise was inves- 
tigated in the range 100 cps-500 kc for various 
contact arrangements and specimen surfaces. 
Also investigated were the temperature char- 
acteristics of noise in the range 6-15°K, and 
the dependence on field strength of the spectral 
distribution function of noise. 


537.311.33:546.289:621.391.822 3849 

Fluctuation Phenomena in the Formation 
of Impact Ionization Avalanches in Ge Single 
Crystals between 5° and 10° K XI. Pilkuhn. 
(Z. Naturforsch., vol. 16a, pp. 182 187; Febru- 
ary, 1961.) The increase of noise observed dur- 
ing low-temperature breakdown in Ge is shown 
to be due to recombination effects. See also 
3848 above. 


537.311.33:546.47'241 3850 

The Electrical Properties of Zinc Telluride 
—H. Tubota, II. Suzuki, and К. Hirakawa, (J. 
Phys. Soc. Japan, vol. 16, pp. 1038 1039; May, 
1961.) The electrical resistivities and Hall co- 
efficients of stoichiometric and Sb- or In- doped 
samples are given in graphical form. 


537.311.33:546.681'18 3851 

The Preparation and Floating-Zone Proc- 
essing of Gallium Phosphide C. J. Frosch and 
L. Derick. (J. Electrochem. Soc., vol. 108, pp. 
251-257; March, 1961.) 


537.311.33:[546.682'19-546.682'18 3852 

Infrared Cyclotron Resonance іп п-Туре 
InAs and InP—E. D. Palik and R. F. Wallis. 
(Phys. Rev., vol 123, pp. 131 -134; July 1, 
1961.) 


537.311.33:546.682'86 3853 

Anisotropic Segregation in InSb—W, P. 
Allred and R. T. Bate. (J. Electrochem. Soc., 
vol. 108, pp. 258-261; March, 1961.) 
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537.311.33:546.682.86 3854 

Pinch Effect in Indium Antimonide—4A. С. 
Chynoweth and A. A. Murray. (Phys. Rev., vol. 
123, pp. 515-520; July 15, 1961.) A critical cur- 
rent of 4-5 a for the occurrence of pinch effect 
in InSb was measured by three different experi- 
mental methods. 


£37.311.33:546.682'86:535.215 3855 

Properties and Applications of Indium Anti- 
monide—R. E. J. King and B. E. Bartlett. 
(Philips Tech. Rev, vol 22, pn. 217-255; 
April 5, 1961.) The preparation of InSb crystals 
and the construction and performance of photo- 
cells based on InSb are described. 


537.311.33:546.682'86:535.215 3856 

Oscillatory Photoconductivity in InSb— 
W. Engeler, Н. Levinstein and C. Stannard, 
Jr. (Phys. Rev. I.elt., vol. 7, pp. 62-63; July 15, 
1961.) Cu, Ag, Àu and Ni were added to InSb, 
and an oscillating curve was obtained for the 
photoconductive response as a function of inci- 
dent wavelength at  liquid-helium tempera- 
tures. The oscillations are attributed to the 
emission of successive longitudinal optical 
phonons. 


537.311.33:546.682'86:538.632 3857 

Corbino-Disk Magnetoresistivity Meas- 
urements on InSb NI. Green. (J. Appl. Phys., 
vol. 32, pp. 1286-1289; July, 1961.) 


537.311.33:546.81 1-17: 538.63 3858 
Magnetoresistance of Oriented Gray Tin 
Single Crystals—O. N. Tufte and A. W. 
Ewald. (Phys. Rev., vol. 122, pp. 1431-1436; 
June 1, 1961.) The low-field magnetoresistance 
coefficients were evaluated from measurements 
on n- and p- type crystals at 77, 195 and 273°K. 
An explanation is given of the anisotropy ob- 
served in »-type crystals at 195 and 273°К. 


537.311.33:546.824-31 3859 
Nonohmic Behaviour in Near-Stoichiomet- 
ric Rutile (TiO:)—Iz. II. Greener and D. Н. 
Whitmore. (J. Appl. Phys., vol. 32, pp. 1320 
1324; July, 1961.) Increase in ambient speci- 
men temperature requires a higher field for the 
transition from ohmic to nonohinic behavior. 
At 908°C only ohmic currents are exhibited at 
the highest field-strength used (10 v/cin). 


537.311.33:546.824-31:537.323 3860 

Thermoelectric Behaviour of Rutile—K. 
Sakata. (J. Phys. Soc. Japan, vol. 16, p. 1026; 
May, 1961.) Thermo-EMF and conductivity 
have been measured as functions of tempera- 
ture for samples sintered in O at different pres- 
sures. 


537.311.33:621.317.33 3861 

Contactless Resistivity Meter for Semi- 
conductors—]. C. Brice and P. Moore. (Ј. 
Sci. Instrum., vol. 38, p. 307; July, 1961.) Re- 
sistivity is determined as a function of the eddy 
currents induced in the specimen by п 10-Mc 
oscillator. Resultant, amplitude changes in the 
oscillator output are measured with a valve 
volt meter. 


537. 311.33:669:06 1.3 3862 

New Techniques for Producing Ultrapure 
Semiconductors— T. Maguire. (Electronics, 
vol. 34, pp. 41-45; July 7, 1961.) A review is 
given of the papers presented at the conference 
on ultrapurification of semiconductor ma- 
terials, held at Boston, Mass. 


537.312.62 3863 

Magnetic Properties of Thin Super- 
conducting Tin and Indium Films — В. K. 
Sevast'yanov. (Zh. Eksp. Teor. Fis., vol, 40, 
pp. 52-63; January, 1961.) The conditions for 
the absence of the normal phase in a supercon- 
ducting film of finite size arranged at a small 
angle to a uniform magnetic field are deter- 
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mined. The dependence of the transverse com- 
ponent of the magnetic moment M on the tem- 
perature and thickness is determined for tin 


and indium films of thickness 4Х107%- 
2 10 cm. 
537.3 12.62: 538.222 3864 


Differential Paramagnetic Effect in Super- 
conductors—R. A. Hein and R. L. Falge, Jr. 
(Phys. Rev., vol. 123, pp. 407-415; July 15, 
1961.) 


537.312.62:539.23 3865 

Size Effects in Thin Superconducting In- 
dium Films—A. M. Toxen. (Phys. Rev., vol. 
123, pp. 442-446; July 15, 1961.) 


538.221 3866 

Distribution of the Magnetization in a Fer- 
romagnet—M. W. Muller. (Phys. Rev., vol. 
122, pp. 1485-1489; June 1, 1961.) Analysis 
provides evidence that a stable nonuniform dis- 
tribution is produced in a thick ferromagnetic 
slab in a large applied field, and that domains 
can appear if the anisotropy field is smaller 
than the demagnetizing field. 


538.221 3867 

Change of Thermal and Electrical Conduc- 
tivity of Ferromagnetic Materials in a Mag- 
netic Field—11. Papadimitraki. (Z. Natur- 
forsch., vol. 16a, p. 217; February, 1961.) Sum- 
mary of experimental results obtained with 
Ni; the Lorentz number is plotted as a function 
of fietd strength over the range 0-4000 oer- 
steds. Effects in Fe are too small to obtain 
quantitative results. 


538.221 3868 

Weak Field Behaviour of the AE Effect in 
Ferromagnetic Cubic-Solid-Solution Alloys— 
M. Yamamoto and S. Taniguchi. (J. Phys. 
Soc. Japan, vol. 16, pp. 1035-1036; May, 
1961.) 


538.221 3869 

Magnetic Properties of Sintered Iron—H. 
Dietrich. (Z. Metallkde, vol. 52, pp. 232 -235; 
April, 1951.) Magnetic data of unalloyed sin- 
tered iron are tabulated and the dependence of 
the characteristics on the manufacturing proc- 
ess and heat treatment is illustrated. 


538.221 3870 

On the Influence of the Formation of Sub- 
grain Structures on the Magnetic Properties of 
Pure Iron—G. Montalenti and C. Sari. 
(Nuovo Cim., vol. 19, pp. 605-608; February 1, 
1961.) The formation of extremely stable sub- 
grain structures which cannot be removed by 
further heat treatment, reduces considerably 
the permeability of iron specimens. 


538.221 3871 

Ferromagnetism in Solid Solutions of 
Scandium and Indium—B. T. Matthias, A. N. 
Clogston, II. J. Williams, E. Corenzwit, and 
R. С. Sherwood. (Phys. Rev. Lett., vol. 7, pp. 
7-9; July, 1961.) 


538.221 3872 

Magnetic Anisotropy and Rotational Hys- 
teresis in Single Crystals of Magnetite Below 
the Transition Temperature—R. F. Pearson 
and R. Cooper. [Proc. Phys. Soc. (London), 
vol. 78, pp. 17-24; July 1, 1961.] Results of 
torque measurements, with some theoretical 
discussion. 


538.221 3873 
Magnetization of Nickel Single Crystals— 
L. Tterlikkis und A. W. Jenkins, Ir, (J. Appl. 
Phys., vol. 32, pp. 1293-1296; July, 1961.) An- 
isutrupy coefficients are calculated from ex- 
perimental curves. A possible method of meas- 
uring internal strain energy is suggested. 
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538.221 3874 
Magnetic Anisotropy of Heusler Single 
Crystal K. Aoyagi and M. Sugihara. (J. Phys. 
Suc. Jupan, vol. 16, p. 1027; May, 1961.) Ex- 
perimental details of the growth and ferromag- 
netic properties of a crystal of Cue Mn-Al. 


538.221 :537.533.72 3875 

An Electron-Optical Method for the Meas- 
urement of the State of Magnetization of Fer- 
romagnetic Specimens—C. Schwink. (Z. Phys., 
vol. 161, pp. 560-578; February 14, 1961.) The 
feasibility of electron-optical measurements of 
magnetization is investigated ‘theoretically for 
a cylinder with gap system" [see also 1256 of 
May (Murrmann and Schwink)]. 


538.221:539.23 3876 
The Preparation of Continuous Single- 
Crystal Thin Films of Nickel and Nickel-Iron 
Alloys—O. S. Heavens, F. F. Miller, G Ve 
Moss, and J. C. Anderson. [Proc. Phys. Soc. 
(London), vol. 78, pp. 33-37; July 1, 1961.] 


538.221:539.23 3877 

Magnetic Anisotropy in Single-Crystal 
Nickel Films—]. C. Anderson. |Proc. Phys. 
Soc. (London), vol 78, pp. 25-32; July 1, 
1961.] 


538.221:539.23 3878 

Field-Induced and Angle-of-Incidence An- 
isotropy in Nickel-Iron Films E. Feldtkeller. 
(Z. angew. Phys., vol. 13, pp. 74-76; February, 
1961.) The magneto-optical Faraday effect is 
used to determine the contours of anisotropy 
orientation and field strengtli and of the wall 
coercivit y. 


538.221:539.23:538.61 3879 

The Kerr Hysteresis Effect: a Phenomenon 
of Surface Magnetization—J. Kranz and B. 
Passon. (Z. Phys., vol. 161, pp. 525-538; Febru- 
ary 14, 1961.) Surface-magnetization curves 
for Fe-Si single crystals are obtained with the 
aid of the Kerr effect. See also 1281 of 1959 
(Kranz and Drechsel). 


538.221:539.23:538.614 3880 

Observations of Cross-Tie Domain Walls 
by the Faraday Effect K. I.. Houde. (J. Appt. 
Phys., vol. 32, pp. 1234-1237; July, 1961.) Àn 
apparatus for observation of the microscopic 
Faraday effect is described. The fine structure 
of the domain configurations in thin permalloy 
films has been observed. 


538.221:539.23:621.385.833 3881 

Transmission-Electron-Microscope Obser- 
vations of Magnetic Domain Walls—]. T. 
Michalak and R. C. Glenn. (J. Appl. Phys., 
vol. 32, pp. 1261-1265; July, 1961.) This tech- 
nique for domain studies complements other 
techniques and is especially valuable for inves- 
tigating magnetic films. 


538.221:621.318.134 3882 

The Theory of the  High-Frequency 
Magnetic Susceptibility of Ferrodielectrics 
at Low Temperatures—I. A. Akhiezer, V. G. 
Bar yakhtar, and S. V. Peletminsky. (Zh. Eksp. 
Teor. Fiz., vol. 40, pp. 365-374; January, 1961.) 
The transverse components of the susceptibility 
tensor of a ferrite are calculated using methods 
of quantum field theory and taking both ex- 
change and relativistic interactions. between 
spin waves into account, and the ferromagnetic 
resonance line width is determined. 


538.221:621.318.134 3883 

A Note on the Electron Diffusion and the 
Wall Relaxation in Ferrites—11. Sekizawa. (Ј. 
Phys. Soc. Japan, vol. 16, pp. 1034-1035; May, 
1961.) The distinction between the relaxation 
times due tu the motion of electrons and wall 
relaxation is established. 


1990 
538.221:621.318.134:538.652 3884 
Theory of Magnetostriction in Cobalt- 


Manganese Ferrite—J. C. Slonczewski. (Phys. 
Rev., vol. 122, pp. 1367-1372; June 1, 1961.) 


538.221:621.318.4.042.1:534.2-8 3885 

Studies of Magnetization Processes of 
Magnetic Cores by Supersonic Methods—K. 
Nishiguchi and H. Sawabe. (Rev. Elec. Com- 
mun. Lab., Japan, vol 9, pp. 207-213; 
March/April, 1961.) When an ultrasonic vibra- 
tion is applied to a magnetic core, the voltage 
output induced in a winding on the core is 
proportional to the remanent flux. This princi- 
ple is applied to nondestructive investigation 
of the inner structure of inagnet ic cores. 


538.221:621.318.57 3886 

Two-Phase Permalloy for High-Speed 
Switching—E. A. Nesbitt and E. M. Gyorgy. 
(J. Appl. Phys., vol. 32, pp. 1305-1308; July, 
1961.) Gold added to permalloy makes precipi- 
tation of a second phase possible; coercive force 
and the threshold of rotational flux reversal can 
thus be controlled. Switching cores of such ma- 
terial are four times faster than standard cores. 


538.22 3887 

Abrupt Magnetic Transition in MnSn;— 
J. S. Kouvel and C. C. Hartelius. (Phys. Rev., 
vol. 123, pp. 124-125; July 1, 1961.) 


539.2:538.569.4 3888 
Spin-Lattice Relaxation in Imperfect Cubic 
Crystals and in Noncubic Crystals E. R. 
Andrew and D. P. Tunstall. [Proc. Phys. Soc. 
(London), vol. 78, pp. 1-11; July 1, 1961.] 


548.5:535.215 3889 

Vapour-Phrase Growth of Single Crystals of 
II-VI Compounds—W. W. Piper and S. J. 
Polich. (J. Appl. Pliys., vol. 32, pp. 1278-1279; 
July, 1961.) 


669.018.5:537.311.33 3890 

Capillary Alloying: an Improved Alloying 
Method—K. Lehovec, K. Busen, J. Casey, 
C. Pochop, and A. Webb. (J. Electrochem. 
Soc., vol. 108, pp. 241-247; March, 1961.) Ex- 
tremely flat, uniformly alloyed inetal/semi- 
conductor junctions can be produced with a 
separation from the wafer surface of less than 
0.25 и. Advantages of the technique over pellet 
alloying are the high degree of purity of the 
liquid alloy surface before alloying, and the pos- 
sibility of comparing alloy compositions con- 
veniently. 


MATHEMATICS 


512:621.318.57:681.142 3891 

Symbolic Logic—B. R. Wilkins. (Electronic 
Tech., vol. 38, pp. 317-324; September, 1961.) 
Elements of Boolean algebra and Venn dia- 
grams are explained and their applications to 
verbal statements and to switching and com- 
puter circuits are considered. 


517.941 3892 

Six *Natural' Normalizations of the Char- 
acteristic Equation of Third Degree—E. 
Schwartz. (Arch. elekt. Übertragung, vol. 15, 
pp. 94-100; February, 1961.) With the aid of 
the normalized equations and diagrams de- 
rived, the location of the roots in the complex 
plane can be determined; this leads to the solu- 
tion of the linear homogeneous differential 
equation of third order on which the character- 
istic equation is based. 


517.942.82 3893 

A Theorem of the Laplace Transformation 
—G. Fodor, (Period. Polyt., Bp., Elect. Engrg, 
vol. 5, pp. 41-56; 1961. In German.) The prob- 
lem of dealing with the Laplace transform of 
the derivative of a discontinuous function is 
considered. The method of solution proposed 
simplifies practical application. 
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517.942.82 3894 
The Solution of Ordinary and Partial Dif- 
ferential Equations by means of the One- and 
Multi-dimensional Laplace Transformation for 
Limited Ranges—A. Kiich. (Arch. elekt. Über- 
tragung, vol. 15, pp. 33-47; January, 1961.) 


MEASUREMENTS AND TEST YEAR 


529.78:621.317.755 3895 

Precise Measurement of a Time Interval of 
the Order of One Microsecond—J. Bourguig- 
non. (J. Phys. Radium, vol. 21, Suppl, Phys. 
Appl., pp. 217A 218 November, 1960.) A 
simple modification of normal oscillographic 
technique is described, giving a triangular- 
waveform display with marker traces, Accuracy 
of the order of 5 nsec is obtained. 


621.3.018.41(083.74) 3896 
A Magnetic Shield for Beam Frequency 
Standards—F. S. Barnes, (Proc. IRE, vol. 49, 
p. 1328; August, 1961.) To reduce the frequency 
uncertainty of caesium-beam frequency stand- 
ards, caused by stray electromagnetic fields, a 
magnetic shield of superconducting material is 
proposed instead of the more usual mumetal. 


621.317(083.74) 3897 

Measurement and Standardization—J. Cas- 
sassolles. (Rev. gén. Elect., vol. 70, pp. 201-207; 
April, 1961.) A review of the work done by the 
Union Technique de l'Électricité (U.T.E.) on 
standardization of methods of measurement, 
measuring equipment and different reference 
standards. 


621.317.029.6: [541.135 -+621.318.134 3898 

New Methods of Studying Concentrated 
Electrolytes and Ferromagnetic Oxides at 
Very Short Wavelengths— J. C. Lestrade. (Rev. 
gén. Eleci., vol. 70, pp. 99-122; February, 1961.) 
Techniques of measurement at frequencies up 
to 4 Gc are described and results of measure- 
ments of the permittivity of several concen- 
trated electrolytic solutions and the gyromag- 
netic resonance of y-Fe2O3 and Fe30, are pre- 
sented. An interpretation of observed phenom- 
ena is given. 62 references. 


621.317.081.6(083.74) 3899 

The Origin of International Electrical Units 
and their Present Situation R. Hérou. (Rev. 
gên. Elect, vol. 70, pp. 222L-236L; March, 
1961.) A brief history is given of the develop- 
ment of electrical standards and the definitions 
of the standard olun, volt, and ampere adopted 
by international cominittees from 1881 to 1948 
are tabulated. 


621.317.332.6.029.6 3900 

Measurement of Low Reflection Coefficients 
at High Frequencies K. Kohler. (Frequens, 
vol. 15, pp. 12-17; January, 1961.) The princi- 
ple of the method which is applicable to coaxial 
Systeins and waveguides is described. A com- 
mercial-type directional coupler with a quadri- 
pole tuned by stubs is used. See also 3567 of 
1958 (Linnebach). 


621.317.373:621.3.018.783 3901 

The Effect of Nonlinear Distortion on Errors 
in Measuring the Phase Shift between Two 
Voltages—B. С. Kaduk, (Jzmer. Tekh., no. 6, 
pp. 44-45; June, 1961.) Formulas applicable to 
the measurement of phase difference are 
derived. 


621.317: 4.538.221: 539.23 3902 

Method for Measuring the Anisotropy 
Function of Thin Magnetic Films— T. D. 
Rossing and R. Stolen. (Rev. Sci. Instr., vol. 
32, pp. 752-753; June, 1961.) A simple appara- 
tus is described in which the ac field coil and 
pick-up coil can be rotated together. The 
method gives a more accurate value for the 
anisotropy field than the usual hysteresis 
method. 


December 


621.317.725.029.5/.6 3903 

Measuring Low-Level R.F. Voltage with 
Servo Feedback Techniques—T. C. Anderson. 
(Electronics, vol. 34, pp. 63-65; July 14, 1961.) 
A inillivoltmeter is described which has seven 
voltage ranges, covering 10 mv to 10 v rms, and 
operates over the írequency range 500 kc- 
1 Gc. 


621.317.733.011.22 3904 

A Precision Conductance Bridge of New 
Design—G. J. Janz and J. D. E. Mcintyre. 
(J. Electrochem. Soc., vol. 108, pp. 272-276; 
March, 1961.) The bridge is designed for con- 
struction from standard commercially avail- 
able components, The “four-leads” cell tech- 
nique eliminates lead effects in remote con- 
ductance measurements. 


621.317.738 3905 

Measurements of the Dielectric Properties 
of Lossy Materials—E. Groubert and P. Cail- 
lon. (J. Phys. Radium, vol. 21, suppl., Phys. 
Appl., pp. 155A-160A; November, 1960.) Ap- 
paratus for determining the dielectric proper- 
ties of insulating materials at HF is described. 
Measurement is based on the variation of the 
width of the resonance curve of a tuned circuit 
when an impedance is placed across it. 


621.317.77 3906 

Construction of a High-Frequency Phase 
Meter D. Boussard., (J. Phys. Radium, vol, 
22, supple., Phys. Appi., pp. 69A -71A; Feb- 
ruary, 1961.) The meter was designed to 
measure accurately the phase difference be- 
tween two points on a conductor system in a 
linear accelerator. It has a range +60° to — 15? 
and an accuracy within 0.52, 


OTHER APPLICATIONS OF RADIO 
AND ELECTRONICS 


535.376:681.142 3907 

The Electroluminescent Matrix for Pattern 
Display and Recording —D. C. Jeffreys and 
С. R. Hoffman. (J. Brit. IRE, vol. 22, pp. 
53-64; July, 1961.) The photographic etching 
technique and vacuum deposition method of 
forming the matrix are described and a method 
of extending the lifetime of electroluminescent 
layers is noted. Selection problems in this type 
of matrix system are considered. 


621.385.833 3908 
The Resolving Power of Spherically Cor- 
rected Electrostatic Electron Microscopes— 
W. E. Meyer. (Optik, Stuttgart, vol. 18, no. 2, 
рр. 69-91; 1961.) The theoretical limit of reso- 
lution is calculated and methods of reducing 
aberration due to misalignments are given, 


PROPAGATION OF WAVES 


621.391.812.61.029.65 3909 

Effect of Polarization on the Attenuation by 
Rain at Millimetre Wavelength—S. Okamura, 
К. Funakawa, Н. Uda, J. Kato, and T. Oguchi 
(J. Radio Res. Labs., Japan, vol. 8, pp. 73-80; 
March, 1961.) The attenuation of vertically 
and horizontally polarized waves is compared 
using a method for rapidly switching the polari- 
zation. It is shown that the attenuation is 
generally larger for horizontally polarized 
waves. The measurements are in reasonable 
agreement with the theoretical calculations of 
Oguchi (1977 of July). 


621.391.812.624.029.64 3910 

Antenna Siting Tests at 3480 and 9640 
Mc/s on a 173-Mile Tropospheric Scatter Path 
—N. D. La Frenais and W. J. Lucas. (PRoc. 
IRE, vol. 49, pp. 1325-1326; August, 1961.) 
Signal recordings made at a favorable and an 
unfavorable receiving site are coinpared. 
Analysis shows how the difference in signal 
levels measured at the two sites varied as a 
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tunction of the system transmission loss. ‘The 
figures for the dependence on the angular path 
distances show a dependence of 67% instead of 
the normally accepted 07. See 683 of March 
(Geiger et al.). 


621.391.812.63 3911 

Simple Graphical Procedure for Calculating 
Sky-Wave Field Intensities K. C. Chadha. 
(J. Inst. Telecommun. Engrs. India, vol. 7, pp. 
89-102; March, 1961.) A series of graphical 
methods of applying the procedures S.P.1.M. 
[see 199 of 1953 (Rawar)] and RPU-9 (U. S. 
Army Signal Corps Report, No. 9) considerably 
reduce the labor involved but maintain the ac- 
curacy of the systems. 


621.391.812.63 3912 

Diversity Effects in Long-Distance High- 
Frequency Radio Pulse Propagation—S. A. 
Bowhill. (J. Res. NBS, vol. 65D, pp. 213-223; 
May/June, 1961.) Description of spaced- 
antenna measurements on an 8600-km path 
between Ceylon and England using pulsed 
radio signals. Interpretation of results in terms 
of E- and F-region multiple reflections gives 
good correlation with observed delay on the 
echoes received. The results also indicated that 
inost of the diversity arises through phase in- 
coherence between various orders of reflection. 


621.391.812.63 3913 

Space Analysis of Radio Signals—]. B. 
Smyth. (J. Res. N BS, vol. 65D, pp. 293-297; 
May/June, 1961.) An antenna is represented as 
a space-frequency filter. The RF field generated 
by it is distorted in passing into the ionosphere, 
generating new space frequencies which are the 
information contained in the field at the re- 
ceiving antenna. 


621.391.812.63 3914 

Transequatorial Back-Scatter Observations 
of Magnetically Controlled Ionization J. А. 
Thomas. (Nature, vol. 191, p. 792; August 19, 
1961.) Very-long-range transequatorial echoes 
have been observed at Brisbane with a 16-Mc 
narrow-beam  rotating-antenna back-scatter 
equipment [3371 of 1960 (Thomas and Mce- 
Nicol)). They occur on 95 per cent of afternoons 
and are attributed to the ionospheric-t ilt 
chordal-hop mechanism proposed by Villard 
et al. (244 of 1958). 


621.391.812.63:621.396.663. 3915 
Propagation Studies Using Direction- 
Finding Techniques—E. C. Hayden. (J. Кез. 
Nat. B. S., vol. 65D, pp. 197-212; May/June, 
1961.) Two methods are described for the study 
of direction of arrival of individual components 
of multipath signals, resolution being under- 
taken by “time of arrival” separation for pulse 
transmissions or by “direction of arrival” sepa- 
ration using a highly directional antenna sys- 
tem. Some results obtained in studies of recep- 
tion on 5.155 Mc over a path of 450 km and on 
10 Mc over a path of 1000 km are presented. 


621.391.812.63.029.4/.5 3916 

Comparison between Mode Theory and 
Ray Theory of V. L. F. Propagation—H1. Volland 
(J. Res. NBS, vol. 65D, pp. 357-301; July 
/August, 1961.) Values of field strength ac- 
cording to mode theory and ray theory in the 
VLF band are derivable from the same expres- 
sion of the original vector potential, tlie result 
of one theory being the analytic continuation 
of the other one in another range of con- 
vergence. Both theories give the same result 
between distances of 3000 km and 2000 km. 
The relation to lightning discharges is con- 
sidered. 


621.391.812.63.029.45 3917 
Statistics of a Radlo Wave Difíracted by a 
Random Jonosphere—S. A. Bowhill.) J. Res. 
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NBS., vol. 65D, pp. 275-292; May/June, 1961.) 
Mathematical methods for evaluating the sta- 
tistical properties of a random signal diffracted 
in free space are applied to the random struc- 
ture of the lower ionosphere at very low fre- 
quencies. Allowance is made for sphericity, and 
anisotropy in the signal variations is permitted. 


621.391.812.63.029.45 3918 

Excitation of V.L.F. and E.L.F. Radio 
Waves by a Horizontal Magnetic Dipole—J. 
Galejs. (J. Res. NBS, vol. 65D, pp. 305-311; 
May/June, 1961.) The VLF and ELF modes 
excited by a horizontal magnetic dipole in the 
shell between a finitely conducting earth and an 
isotropic ionosphere are shown to have an al- 
most transverse inagnetic character. Response 
of the zero-order mode of the magnetic dipole 
has been calculated. 


621.391.812.63.029.53 3919 

Characteristics of Ionospherec Waves in 
the M.F. Band Measured at Night by the 
Vertical-Incidence Method—S. Hasegawa and 
T. Kobayashi. (J. Radio Res. Labs., Japan, 
vol. 8, pp. 127-136; March, 1961.) Observations 
of virtual heights and field intensities on fre- 
quencies of 540, 1040 and 1440 kc are described. 
During summer the one-hop-E mode is pre- 
dominant over the full frequency range, while 
In autumn and winter the one-hop-F mode is 
more important above 1 Mc. 


621.391.812.63.029.62 3920 

Effect of E, on V.H.F. Pulse Wave Propa- 
gation—K. Aida, T. Koseki, and K. Uchikura. 
(J. Radio Res. Labs, Japan, vol. 8, pp. 117-126; 
March, 1961.) Observations of VIIF propaga- 
tion over a path of 960 km and vertical sound- 
ings near the path midpoint show that during 
the day, propagation occurs via the E, layer 
but during the night, reflection from meteoric 
dust is more important. 


621.391.812.63.029.62 3921 

Influence of Types of Е, Layer on E.-Layer 
Propagated Waves—.\. Sakurazawa. (J. Radio 
Res. Labs, Japan, vol. 8, pp. 97-116; March, 
1961.) The factors governing F,-layer propa- 
gation are examined by comparing VHF obser- 
vations over a 1100-km path with those of E, 
at the path inidpoint. The analysis shows that 
the reflecting efficiency of the E, layer depends 
on the values of JE, over an area about the 
midpoint. The attenuation due to the D region 
is negligible while that due to the E region is 
most noticeable for propagation via the “h” 
type Es 
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621.376.33:621.396.43 3922 

Project Echo: F.M. Demodulators with 
Negative Feedback—C. l. Ruthroff. (Bell 
Syst. Tech. J., vol. 40, pp. 1149-1156; July, 
1961.) The performance of a FM receiver is 
described in which the beating oscillator is 
made to follow the instantaneous frequency of 
the signal. A smaller 1F bandwidth can then 
be used which results in a better SNR than can 
be obtained with a conventional FM receiver 
or with SSB techniques. 


621.391.82 3923 

On the Theory of Amplitude Distribution of 
Impulsive Random Noise—K. Furutsu and 
T. Ishida. (J. Appl. Phys., vol. 32, pp. 1206- 
1221; July, 1961.) Two inodels are considered 
and treated mathematically, one for Poisson 
noise (e.g., electronic noise) and the other for 
Poisson- Poisson noise (e. g., atmospheric noise). 
Theoretical distributions are compared with 
actual atmospheric noise. 
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621.391.82(545.5) 3924 

Measurements of Radio Noise in the Delhi 
Area : Part I—N. B. Bhatt, M. K. Gupta, and 
Y. S. N. Murty. (Def. Sci. J., vol. 11, рр. 
23-33; January, 1961.) Noise levels measured 
in and near Delhi in the frequency range 150 
kc-21 Mc show little correlation with the 
CCIR predictions. The diurnal variation was 
much smaller than expected. 


621.391.821:621.396.62 3925 

Effect of Receiver Bandwidth on the Ampli- 
tude Distribution of V.L.F. Atmospheric Noise 
F. Е. Fulton, Jr. (J. Res. NBS, vol. 65D, 
pp. 299-304; May/June, 1961.) For an assumed 
three-term parametric-exponential equation re- 
lating cumulative amplitude probability to 
field-strength threshold, expressions are derived 
indicating parameter variation as a function of 
bandwidth. 


621.396.62:621.396.43 3926 

Project Echo: Receiving System—E. A. 
Ohm. (Bell Syst. Tech. J., vol. 40, pp. 1065- 
1094; July, 1961.) An over-all system noise 
temperature of about 209K was obtained at 
2390 Mc by combining a horn-reflector antenna 
maser preamplifier and special FM demodu- 
lator. 


621.396.62:621.396.43 3927 

Project Echo: Standby Receiver System— 
I.. U. Kibler. (Bell Syst. Tech. J., vol. 40, pp. 
1129-1147; July, 1961.) 


621.396.621 3928 

Receivers with Zero Intermediate Fre- 
quency— M. D. Rubin. (Proc. ]RE, vol. 49, 
pp. 1327-1328; August. 1961.) An outline of the 
advantages and disadvantages of using a zero 
intermediate frequency. See, e.g., 1677 of 1959 
(Greene and Lyons) and 2767 of September 
(Casey). 


621.396.621.072.6:621.391.82 3929 

The Effect of Interference on an Automatic 
Frequency Control System: Part 1—V. 1. 
Kaganov and N. S. Nemirovskil. (Rad iotekh. 
Elektron., vol. 5, pp. 1380 1386; September, 
1960.) An analysis of the effect of noise on an 
AFC system comprising an ideal discriminator, 
the mean frequency of which is not zero, operat- 
ing with and without an IF filter. 


STATIONS AND COMMUNICATION 
SYSTEMS 


621.391.621.372.54 3930 

Prediction of Signals by means of a Simple 
RC Network. Schief. (Arch. elekt. Über- 
tragung, vol. 15, pp. 91-93; February, 1961.) 
A linear RC filter network for the statistical 
prediction of signals in noise is designed and 
experimental results are given. 


621.391:621.376.23 3931 

Multiple-Burst Detection —F. Corr. (Proc. 
IRE, vol. 49, p. 1337; August, 1961.) A class of 
cyclic codes exist which can correct any t bursts 
of minimum length b in a block of (2* — 1)b bits. 
A proof is given that this code can alternatively 
be used to detect апу 27 bursts of length b in a 
similar block. bkt check digits will be required. 


621.396.2 3932 

Spectrum Representation for Vestigial- 
Sideband Transmission in the Light of Trans- 
mission Possibilities between Single- and 
Double-Sideband Transmission N. Berger. 
(Nachrtech., vol. 11, pp. 31-35; January, 1961.) 


621.396.43:551.507.362.2 3933 

Satellites as Passive Relay Stations for 
Communications over Long Distances—W. 
Mansfeld. (Frequenz, vol. 15, pp. 1-9; January, 
1901.) Conditions tor the use of satellites as re- 
flectors are examined. System design features 
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discussed include the shape and dimensions of 
the reflectors, transmitter output and antenna 
diameters. 


621.396.43:551.507.362.2 3934 

Participation of Bell Telephone Laboratories 
in Project Echo and Experimental Results— 
W. C. Jakes, Jr. (Bell Syst. Tech. J., vol. 40, 
pp. 975-1028; July, 1961.) Two-way voice 
communication by reflection from a 100-ft 
diameter spherical balloon satellite orbiting at 
a height of 1000 miles was demonstrated over 
а coast-to-coast path in the U.S.A. Modulation 
tests using carrier frequencies of 960 and 2390 
Mc showed FM to be superior to other forms. 
Measured transmission-path loss agreed closely 
with theory. 


621.396.43:551.507.362.2 3935 

Project Echo: System Calculations C. L. 
Ruthroff and W. C. Jakes, Jr. (Bell Syst. Tech. 
J., vol. 40, pp. 1029-1039; July, 1961.) 


621.396.934:621.391.822 3936 
Overall System Requirements for Low- 
Noise Performance C. R. Ditchfield. (J. 
Brit. IRE, vol. 22, pp. 123-127; August, 1961.) 
The practical limitations of a microwave sys- 
tem for communication with and between 
satellites are discussed. The limit of perform- 
ance will probably be determined by ambient 
noise background rather than receiver noise. 


SUBSIDIARY APPARATUS 


621-526: 621.396.677 3937 

Project Echo: Antenna Steering System— 
R. Klahn, J. A. Norton, and J. A. Githens. 
(Bell Syst. Tech. J., vol. 40, pp. 1207-1225; 
July, 1961.) The use of basic orbital informa- 
tion to generate antenna steering instructions 
for project Echo is discussed. A digital method 
is described in which predicted pointing data 
is transmitted by teletype to the antenna site, 
then stored, and subsequently used when re- 
quired in real time to control the antenna drive 
mechanism. 


621—-526:621.396.677:778.53 3938 

Project Echo: Boresight Cameras—L. K. 
Warthman. (Bell Syst. Tech. J., vol. 40, pp. 
1227-1233; July, 1961.) Cameras are attached 
to the project Echo transmitting and receiving 
antennas at Holmdel for recording the position 
of the satellite. An exposure of 1/30 sec at 
. S was used at 4 frames/sec. 


621.3.087,4:621.395.625.3 3939 
An Analytical Expression for Describing the 
Write Process in Magnetic Recording—T. C. 


Ku. (PROC. IRE, vol. 49, pp. 1337-1338: 
August, 1961.) 
621.3.087.4:621.397 3940 


Video-Tape Analyzer—4A. A. Goldberg and 
М. R. Nannah. (J. Soc. Mot. Pict. Telev. 
Engrs., vol. 70, pp. 85-89; February, 1961.) 
Tape frequency response, noise contribution, 
drop-outs and rate of wear are determined ahd 
an assessment is made of the decline in picture 
quality due to repeated playback. 


621.311.69:621.383.5 3941 

Spectral Response of Solar Cells B. Dale 
and F. P. Smith. (J. Appl. Phys., vol. 32, pp. 
1377-1381; July, 1961.) Theoretical response 
curves are derived by an analysis including the 
effects of carrier diffusion and drift due to the 
electric field in the surface region. 


621.311.69:621.383.5:551.507.362.2 3942 
Solar Cells for Communication Satellites in 
the Van Allen Belt—F. M. Smits, K. D. Smith, 
and W. L. Brown. (J. Brit. IRE, vol. 22, pp. 
161-169; August, 1961.) The power output of 
solar cells on satellites is degraded by radiation 
damage on passing through the Van Allen belts. 
Methods of overcoming this are discussed. 


PROCEEDINGS OF THE IRE 


621.311.69:629.19 3943 

Power Supplies for Space Vehicles N. W. 
Snyder. (Astronautica Acta, vol. 6, no. 6, pp. 
271-310; 1960.) A comprehensive review of 
types of power Systems, energy sources and 
power converters and an examination of tlie 
problems associated with their development as 
power supplies for space vehicles. 


621.314.63 3944 

Communication and Destructive Oscillation 
in Diode Circuits I. Somos. (Commun. and 
Electronics, no. 54, pp. 162-172; May, 1961. 
Discussion.) An investigation of these phe- 
nomena in Si rectifiers and a study of how com- 
mutation may cause destruction of unprotected 
cells. 


621.314.63 3945 

A Fatigue-Free Silicon Device Structure — 
W. B. Green. (Commun. and Electronics, no. 54, 
pp. 186-191; May, 1961. Discussion.) By using 
hard solder instead of soft solder to make joints 
in the device, ruptures are no longer produced 
by cyclic thermal stress. 


621.316.72 3946 

Passive Voltage and Current Stabilizers 
using a Bridge Network—A. Caravel. (J. Phys. 
Radium, vol. 21, suppl., Phys. Appl., pp. 187A- 
190A; November, 1960.) The residual voltage 
variation, which occurs when a Zener diode is 
used as a stabilizer, is removed by using a 
Wheatstone bridge network. 


621.316.721.078.3:621.318.3 3947 
Transistorized Current Stabilizers for Elec- 
tromagnets of Medium Power (1 to 10 kW)— 
M. Sauzade. (J. Phys. Radium, vol. 21, Suppl. 
Phys. Appl., pp. 161A-170A ; November, 1960.) 
Methods of computing the characteristics and 
determining the stability are given. 


621.316.722.1 078 3948 
Cathode-Coupled Cascode Stabilizer Cir- 
cuit—S. G. Jones and R. S. McClean. (Elec- 
tronic Energ., vol. 33, pp. 503-505; August, 
1961.) In a negative h.v. power supply (—6.8 
kv nominal), the peak-to-peak ripple was less 
than 1.5 v and a +10 per cent change in line 
voltage gave less than 1 v change in output. 


TELEVISION AND PHOTOTELEGRAPHY 


621.397.12 3949 

A High-Speed Facsimile System with Elec- 
tronic Scanning—K. Kubota, K. Kobayashi, 
Y. Okajima, and S. Nanbo. (Rev. Elect. Com- 


mun. Lab., Japan, vol 9, pp. 214-219; 
March/April, 1961.) 
621.397.331.2 3950 


The Problem of Signal/Noise Ratio in 
Television Camera Tubes—H. Fix and A. 
Kaufmann. (Radio Mentor, vol. 27, pp. 114- 
116; February, 1961.) Reassessment of the rela- 
tive inerits of various types of camera tube 
with regard to SNR. This is in closer agreement 
with subjective assessments and is based on 
measurements of the spectral composition of 
statistical fluctuations in camera installations 
(1326 of June). 


621.397.331.22 3951 

Image-Orthicon Tubes with Field Mesh— 
К. Frank. (Electronische Rundschau, vol. 15, 
pp. 66-68; February, 1961.) The picture defects 
which can be minimized by the use of a field 
mesh are suminarized [see also 2926 of 1957 
(Theile and Pilz)]. The disadvantages, such as 
moiré effects, of this system are discussed and 
design improvements are suggested. 


621.397.331.222 3952 
Photoconductive Camera Tubes: the 
C.F.T.H. Vidicons—M.  Blamoutier. (Onde 


élect., vol. 41, pp. 229-238; March, 1961.) 
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621.397.331.222 3953 

On the Possibility of using Germanium 
Sulphide Photoresistors as Targets in Tele- 
vision Camera Tubes—V. 1. Perevodchikov 
and E. P. Kuznetsov. (Radiotekh. Elektron., 
vol 5, pp. 1478-1483; September, 1960.) A 
method of preparing high-resistivity GeS photo 
sensitive layers is described and their main 
characteristics are given. The basic parameters 
of a vidicon-type camera tube with a GeS 
target are discussed. 


621.397.331.24 3954 

The Reflected-Beam Picture Tube—a 
Further Step towards a Flat Tube of Large 
Image Size—P. Neidhardt. (Nachrtech., vol. 11, 
pp. 27-30; January, 1961.) The principle of 
operation, design problems and practical possi- 
bilities for this type of picture tube are reviewed. 
See also 4043 of 1960 (Law and Ramberg). 


621.397.62:621.396.67 3955 

The Permissible Mismatch in Aerial Instal- 
lations for Television Reception —A. Fiebranz. 
(Nachrtech. Z., vol. 14, pp. 25-31; January, 
1961.) The receiver input voltage is determined 
for mismatch conditions. Frequency-independ- 
ent voltage components are found to depend on 
voltage SWR only, for low-order terms, The 
effects of mismatch on television picture 
quality are discussed. 


621.397.74 3956 

The Technique of the Television Trans- 
missions (Session of the Federal Parliament’— 
H. Probst. (Tech. Mitt. PTT., vol. 39, pp. 
39-44; February, 1961.) Description of studio 
arrangements camera equipment, mobile and 
fixed control installations and the transmission 
Systein used for relaying interviews from the 
Parliament Building in Berne. 


TRANSMISSION 


621.396.61:621.396.43 3957 

Project Echo: 960-Mc/s, 10-kW  Trans- 
mitter—J. P. Schafer and R. H. Brandt. (Bell 
Syst. Tech. J., vol. 40, pp. 1041-1064; July, 
1961.) Driver-modulator units for FM, ph.in, 
SSB and pulse are described. The main output 
amplifier consists of a four-stage water-cooled 
klystron. 


TUBES AND THERMIONICS 


621.382.2:621.318.7:621.317.3 3958 

Measuring Recovery Time of Ultra-Fast 
Diodes—G. C. Messenger. (Electronic Ind., 
vol. 20, pp. 99-100; April, 1961.) An indirect 
method which gives accurate results below 1 
nsec is described. Results have been obtained 
down to 0.05 nsec. 


621.382.22:621.376.23.029.64 3959 

High-Level Microwave Detector using 
Avalanche Injection —H. M. Day and A. C. 
MacPherson. (Proc. IRE, vol. 49, pp. 1333- 
1334; August, 1961.) An avalanche injection 
microwave diode has been constructed which 
has usefu! properties as a large-signal detector. 
At 9350 Me, rectified voltages up to 12v across 
200 €? have been obtained with input power 
varying from 1 to 3 w. 


621.382.23 3960 
A Method for Determining the Base Voltage 
and Contact Resistance of a Conductivity- 
Modulated Diode J. M. Swartz and Н. C. 
Gorton. (PRoc. IRE, vol. 49, pp. 1326-1327; 
August, 1961.) The contact resistance is meas- 
ured from the dynamic change in voltage with 
current at high levels of carrier injection. 


621.382.23:539.12.04 3961 

Electron-Bombardment Damage in Silicon 
Esaki Diodes—R. A. Logan, W. M. Augusty- 
niak, and J. F. Gilbert. (J. Appl. Phys., vol. 32, 
pp. 1201-1205; July, 1961.) The excess current 
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in Si Esaki diodes lias been shown to be a sensi- 
tive indicator of the density and distribution of 
states introduced into the forbidden gap by 
electron bombardment. The effects of bombard 
ment and the annealing properties of the radia- 
tion damage depend on the specific donor in the 
n-type region. 


621.382.23:621.372.44 3962 
Large-Signal Circuit Theory for Negative- 
Resistance Diodes, in particular Tunnel Diodes 
XI. Schuller and W. W. Gärtner. (Proc. 
IRE, vol. 49, pp. 1268-1278; August, 1961.) 
The device and its external circuit are charac- 
terized by a system of accurate nonlinear dif- 
ferential equations, and sohitions are obtained 
by an clectronic computer. Results agree with 
measurements. 


621.382.23: 621.373.431.1 3963 
The Tunnel-Diode Pair—Hamiltan and 
Morgan. (Sce 3077.) 


621.382.3:621.317.3 3964 

Measurement of Transistor Quadripole 
Parameters—R. Paul. (Nachrtech., vol. 11, 
pp. 8-12; January, 1961.) Measuring circuits 
are given and the accuracy of measurement is 
estimated. See also ibid., vol. 10, pp. 56-61; 
February, 1960.) 


621.382.3:621.317.7 3965 

Transistor Current Gain at U.H.F.—B. N. 
Harden. (Electronic Tech., vol. 38, pp. 312-316; 
September, 1961.) “A coaxial-line system and a 
twin-channel comparator are used to determine 
amplitude and phase variations of current gain. 
Results in the frequency range 300—800 Mc are 
compared with values obtained by a bridge 
method.” See 3426 of 1959 (Smith and Hyde). 


621.382.3: 621.391.822 3966 

Investigation of the Noise of Semiconduc- 
tors I. P. Valkó. (Period. polyt., Bp., Fled. 
Engrg, vol. 5, по. 1, pp. 57-73; 1961. In Ger- 
man.) Results of investigations of low- 
frequency transistor noise are reviewed. Details 
are given of test equipment for the direct indi- 
cation of noise amplitude and spectral dis- 
tribution. 


621.382.32 3967 
Graphical Analysis of the Operation of the 
Tecnetron: Parts 1 and 2—A. V. J. Martin and 
J. Le Mée. (J. Phys. Radium, vol. 22, suppl. 
Phys. Appl, pp. 1A-12A and 83A-90A; 
February and June, 1961.) The operation of 
the device in the subcritical field region, where 
the carrier mobility is considered to be con- 
stant, is analyzed graphically and a set of uni- 
versal curves of the main characteristics is de- 
rived. A detailed comparison is made between 
analytical and graphical approximations. Sce 
also 1959 IRE CoNvENTION RECORD, vol. 7, 
pt. 3, pp. 9-17; also, 1341 of 1961 (Martin). 


621.382.333 3968 

Characteristic Transistor Properties for 
Communications Applications and their Inter- 
relation— W. Benz. (Frequenz, vol. 15, pp. 
17-29; January, 1961.) Detailed consideration 
of the operation of a transistor as an amplifier 
including a discussion of dc conditions and de- 
pendence on temperature, frequency and work- 
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ing point. Transistor noise and nonlinear dis- 
tortion, and the application of the transistor as 
a switching device are also mentioned. 52 
references. 


621.382.333 3969 

A Method of Determining the Impurity- 
Doping Profile of a Transistor from Measure- 
ments of Certain of its Electrical Character- 
istics—]. P. Biet. (J. Phys. Radium, vol. 22, 
suppl, Phys. Appl., рр. 59A-63A; February, 
1961.) By measuring the hybrid- parameters 
as a function of collector voltage and current, 
values can be obtained for the resistivity of the 
base and of the collector region, and the shape 
of the junction and base width can be ascer- 
tained. 


621.382.333.33:621.372.632 3970 

On Parametric Amplification in Transistors 
J. Lindmayer and C. Wrigley: V. W. Vodicka 
and R. Zuleeg. (PRoc. IRE, vol. 49, pp. 1335- 
1337; August, 1961.) Comment on 4420 of 1960 
and 369 of February, and authors’ reply. 


621.382.333.34 3971 
p-n-p-n Structures and a Solid-State Sili- 
con Thyratron— NI. Sassier. (Onde élect., vol. 41, 
pp. 239-246; March, 1961.) The theoretical 
relations governing the operation of p-»-p-n 
tiiodes are considered and applied to an analy- 
sis of the characteristics of a Si thyratron. 
Methods of manufacture are outlined. 


621.383:535.376 3972 

Infrared Detectors based on Phosphors— 
R. Groth. (Z. Naturforsch, vol. 16a, pp. 169— 
172; February, 1961.) The principle of a detec- 
tor using infrared-sensitive phosphors is de- 
scribed and experimental results are given 
which were obtained with a SrS-Ce-Sin phos- 
phor. A sensitivity of 6X107" was achieved 
near А = IA. 


621.383.49 3973 
Reduction of Optical Reflection by Bloom- 
ing without Increasing the Surface Recombi- 
nation in Germanium Photoresistors—F. R. 
Kessler. (Z. angew. Phys., vol. 13, pp. 72-74; 
February, 1961.) Comparison of results ob- 
tained with vapor-deposited PbCl» and Se; in 
the latter case the surface reconibination re- 
mains unchanged but the sensitivity of the 
photoresistor is considerably increased. 


621.383.51 3974 

Germanium Bicrystals and their Application 
in Grain-Boundary Photocells—H. F. Mataré. 
(Elektronische Rundschau, vol. 15, pp. 57-60 
and 207-211; February and May, 1961.) The 
mechanical and chemical structure of the grain 
boundary is considered and a model derived. 
The effect of impurities and the electrical prop- 
erties of the bicrystal interface are discussed. 
Practical applications of this type of cell are 
mentioned. 27 references. 


621.383.8 3975 

Large-Field Image Intensifier Tubes for 
Visual, Ultraviolet and Infrared Ranges— 
L. F. Guyot. (Onde élect., vol. 41, pp. 220-228; 
March, 1961.) A series of four tubes with 100- 
mm object field and luminance gain up to 6000 
is described. 
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621.385.032.213.23 3976 

Measurement of Oxide-Cathode Evapora- 
tion in Thermionic Valves with Radioactive 
Isotopes—-C. Rüsaler. (Nachriech., vol. 11, pp. 
13-16; January, 1961.) Results of experimental 
investigations on various types of tube are 
summarized. 


621.385.032.213.23 3977 

Suppression of Emission from Portions of 
Barium-Activated Tungsten Dispenser Cath- 
odes and Adjoining Electrodes—R. Levi and 
E. S. Rittner. (PRoc. IRE, vol. 49, pp. 1323- 
1324; August, 1961.) A technique for carburiz- 
ing portions of a Ba-activated cathode to sup- 
press the electron emission from areas where it 
is undesirable. Reductions in emission of two 
orders of magnitude are possible. 


621.385.032.269.1 3978 

The Matching of Pierce Guns to Tunnels— 
C. J. Milner and K. J. Ausburn. (Brit. J. Appl. 
Phys., vol. 12, pp. 346-347; July, 1961.) All 
Pierce guns which shoot the maximum electron 
current through two identical apertures col- 
linear with the axis of the gun have a unique 
ratio of cathode to anode radius. The value of 
this unique ratio is given for four important 
cases. A simple design procedure and relevant 
numerical data are given. 


621.385.3--621.385.5 3979 

A Method of Stabilizing the Gain of Triodes 
and Pentodes—H. Lorenz. (Nachrtech., vol. 
10, pp. 534-536; December, 1960.) The stabili- 
zation is effected by using a cathode resistance 
appropriate to the working point of the tube. 
The resistance tube is determined by measure- 
ment. 


621.385.6 3980 

Three Interpretations of Space-Charge 
Waves in Electron Beams—H. Groendijk. 
(Tijdschr. ned. Radiogenoot., vol. 26, pp. 51-64; 
July 31, 1961.) The phenomenon is interpreted 
as 1) a single moving wave with phase velocity 
equal to the bcam velocity and amplitude 
varying sinusoidally with position, 2) two 
inoving waves of constant amplitude with dif- 
ferent phase velocities, and 3) a stream of in- 
dependent oscillators. 


621.385.6:537.533 3981 

Propagation in Periodic Electron Beams— 
W. M. Mueller. (J. Appl. Phys., vol. 32, pp. 
1349-1360; July, 1961.) A small-signal analysis 
of smooth electron beams with preiodic varia- 
tions in their dc parameters reveals the exist- 
ence of infinite sets of space harmonics of the 
fast and slow space-charge waves. Various 
effects and the possible uses of the periodicity 
in beains are mentioned. 


621.385.6:621.372.8 3982 
Electromagnetic Radiation from a Beam of 
Charged Particles Passing near à Waveguide 
with an Infinite Flange— Yu. N. Dnestrovskii 
and D. P. Kostomarov. (Radiotekh. Elektron., 
vol. 5, pp. 1431-1441; September, 1960.) A two- 
dimensional analysis of the EM radiation from 
a modulated electron beam passing the flange 
of a planar waveguide. Tlie problem is reduced 
to a set of algebraic solutions which are solved 
analytically for a range of electron velocities. 
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Ralph Bown, Winner of the IRE Founders Kal! 
Ernst A. Guillemin, Winner of the IRE Medal of Honor 
Scanning the Issue mn. „ nt 
Date Line, New York Coliseum, Managing Edilo r 
Selective Erasure and Nonstorage Writing in Direct-View Halftone 
Storage Tubes, N. H. Lehrer.. 
Cross- Relaxation Masers, С. S. Bogle... e.. z 
Correction to Automatic Phase Control: Theory and Design," 
T. J. S2 x EU I 
Traveling-Wave Parametric Amplifier Analysis Using Difference 
Equations, Н. Zuckerrrrr... pret 
IRE Standards on Video Techniques: Measurement of Resolution 
of Camera Systems, 1961.................... „ 
Effects of Electrons and Holes on the Transition Layer Character- 
istics of Linearly Graded P-N Junctions, C. T. Sah 
IRE Standards on Electrostatographic Devices, 1961............ 
Correction to “Interplanetary Telemetering,” Rober! H. Dimond.. 
Correspondence: 
One-Tunnel-Diode Flip-Flop, R. A. Kaenel... 2.00000 ny 
Shot Noise in Tunnel Diode Amplifiers, I. S. Nergaard and Ji. 
nin ыл Gohan Steals ae еее 
Effect of Higher Harmonic Components on the Performance of the 
Traveling-Wave Parametric Amplifier, Shigebumi Ѕайо........ 
The Reactance Tube as a Parametric Frequency Divider and 
Amplifier, R. А. Elco and J. Nen... „ 
Cavity Modes in an Optical Maser, W. C. Wagner and G. Birnbaum 


A Proposed Doppler-Helitron Oscillator, B. W. Hakki.......... 
Noise Considerations for Hybrid Coupled Negative-Resistance 
Amplifiers, J. C. Green. „ 


A „ Method of Nonuniform Transmission Lines, Iwao 
J 8 
Vectors for Waves and Electrons, Iwao $4g2i........ .. 
МУУ and МУУН Standard Frequency Transmissions, National 
Bureau of Standards. nnn 
On Stable Parametric Amplifiers, Frank A. Olson. . 


517 
518 
519 


519 
519 


519 


520 
521 


522 
522 


523 
524 


525 
525 


526 
527 


528 
529 


530 
530 


Comments on “Relativity: Blessing or Blindfold,” R. M. Bevensee 
and M. Ruderſee· n.. рое 
The Significance of Transients and Steady-State Behavior in Non- 
linear Systems, P. Dorato and S. Doba, Jr 
Band-Pass Measurements of a Lunar Reflection Circuit, 
Ingalls, І. E. Bird and J. И. B. Day... ... essen 
Single-Sideband Communication, J. Maris... . . ose 
Noise Generated in the Ion Sheath of a Probe, Katsunori Shimada. 
Zero-Point Energy as the Source of Amplifier Noise, A. E. Siegman . 
Technique for Amplitude Modulating a Van Atta Radar Reflector, 
Lows B.. t 88 
A Mechanical Model of the Minkowski Representation af Lorentz 
Space, E. Folke Bolinder. erts 
Calculation of the Rise and Fall Times in the Alloy Junction Tran- 
sistor Switch Based on the Charge Analysis, VY Cho. o neis 
Noise and Bandwidth Considerations of Kompfner Dip Couplers 
for Electron Beam Parametric Amplifiers, №. C. Chang. 
The Significance of Transients and Steady-State Behavior in Non- 
linear Systems, W. J. Hartman and A. A. Wolf. 
Analysis of Transient and Steady-State Behavior, J. S. T. Huang.. 
A Possibility for Determining the Existence of a Permanent Form 
of Magnetic Field-Aligned Ionization Irregularities, Ray L. 
TFeadabrand рене 
Value Engineering— 1959, H. N. MacCarthy and R. R. Batcher 
Variable Capacitance Diodes Used as Phase-Shift Devices, R. M. 
Fear... 83 
Model Parameter Controls for an Adaptive System, E. Kinnen... 
Reduction of Beam Noisiness by Means of a Potential Minimum 
Away from the Cathode, W. M. Mueller; e ee оса Ез 
Vertical Incident Doppler Ionogram, T. Ogawa, S. Ando and A. 
Yoshida . duse Su Mr Sue cena road at lle en cata epe eg 
Dispersive Properties of Broad- Band Antennas, TOR “Pullers sacs 
A Low-Loss, Semiconductor Microwave Switch, D. L. Rebsch..... 
Subsurface Communication Systems, Leland I. Anderson 
A Cyclotron Wave Amplifier with Magnetic Pumping, P. N. Robson 
Forward Wave Crossed-Field Am- 


Systems, Julius T. Tou... teg 
Transistor Upper Noise Corner Frequency, Harry Е. Cooke...... 
A Note on Instantaneous Spectrum, Donald R. Rothschild 
An Analysis of Recent Measurements of the Atmospheric Absorp- 

tion of Millimetric Radio Waves, C. W. Tolbert and A. W. Straiton 
Contributors: isis usas eer hk EORR RR ꝛ RUE ee e c 
1961 IRE International Convent ion. 
Books: 

“Statistical Theory of Communication," by V. W. Lee, Reviewed 
by T. M. BurfodſOꝙqeq....d „ 
„Electrical Engineering Problems,“ by E. M. Williams and F. J. 

Young, Reviewed by Samuel Seely..... c . „ 3 nren 
*Field Theory of Guided Waves," by Robert E. Collin, Reviewed 

by Seymour B. Cohn... eese етт 
“Computer Logic," by Ivan Flores Reviewed by C. T. Leonde..... 
“Foundations of Electrodynamics,” by Parry Moon and Domina 

Eberle Spencer, Reviewed by J. R. NMhin ner.. ene 
“Space Research," Н. K. Kallmann Bijl, Ed., Reviewed by С. Г. 

n ⅛ yd ³ E E EREE 
Electronic Circuit Analysis, Vol. 1, Passive Networks," by Phillip 

Cutler, Reviewed by І. O. Eber. „„ 
*Dictionary of Electronics," by Harley Carter, Reviewed by Millard 

W^ Balduin, 8 
“Statistical Theory and Methodology in Science and Engineering,” 

by K. A. Brownlee, Reviewed by W. R. Benne. 
Scanning the TRANSACTINVVVoVͤVwͤVw QQ 
Abstracts of IRE TRANSACTIONSS ... 
Abstracts and References 
Translations of Russian Technical Literature. 


Volume 49, Number 4, April, 1961 


John V. L. Hogan, 1800-190600 ... 
Franz Ollendorff, Vice President, 1961bluV᷑ Umm... 
Poles and Сеговиа eae RARO e rre еек т 
Scanning the Iss unn... % tv SOME 
Tiansistor Internal Parameters for Sinall-Signal Representation, 

R. L. Pritchard, J. B. Angell, R. B. Adler, J. M. Early, and W. M. 

I ĩ n md 8 
A Noise Investigation of Tunnel-Diode Microwave Amplifiers, 


Cross, M. E. Bair, and R. W, Terhu ne.. 
An Analysis of the Magnetic Second-Subharinonic Oscillator, 
A. Lavi and L. A. Fin iii. 
Properties of Tropospheric Scattered Fields, N. R. Ortwein, 
R. U. Е. Hopkins, and J. E. Poll. 
Correspondence: 
Behavior of Thermal Noise and Beain Noise in a Quadrupole Am- 
plifier, R. Adler and С. dee... . „ rr 
Tunnel Diode Large-Signal Simulation Study, S. B. Geller and 
P A . ⁰y LIU 
Radar Sensitivity with Degenerate Parametric Amplifier Front End 
J.C. Greene, W. D. White, and К. Adler 


804 


PROCEEDINGS INDEX—3 


Determination of Noise Temperature of a Gas-Discharge Noise 
Source for Four-Millimeter Waves, W. Jasinski and G. Hiller.. 

A Direct Graphical Solution for the Flux Distribution in a Magnetic 
Parallel Circuit; Sklomo Каки. 88 

Comparative Figures of Merit for Available Varactor Diodes, 
RS Stegel Ке uestes е 

Capacitance Coefficients for Varactor Diodes, R. D. Weglein and 
ISP SENSE DEN . ОССЕ 

Note ona Balun: Solution by a Tapered Potential, C. C. Eaglesfield 

Energy Fluxes from the Cyclotron Radiation Model of VLF Radio 
Emission, W. B. Murcray and J. Н. Норе.................... 

Interpretation of the Transmission Line Parameters with a 
Negative-Conductance Load and Application to Negative- 
Conductance Amplifiers, C. T. 5е!шЧей...................... 

WWV апа WWVH Standard Frequency and Time Transmissions, 
National Bureawof Standards... ossis ie ese шыкшы ок: 

Minimum Power Set by Quantum Effects, L. P. Bolgiano, Jr. and 
WW EM Сопат a a 

Corrections and Coordination of Some Papers on Noise Tempera- 
ture, Edwin Dy Rt осона 88 

Small-Signal Space-Charge Density in Drifting lon-Neutralized 
Rectilinear-Flow Beams Immersed in an Axial Magnetic Field of 
Finite Magnitude, V. Ber 22 

The External Electromagnetic Fields of Shielded Transmission 
Lines, J. D. Meindl and Г. R. Schatz... 0.0.00. 

Duality as Applied to Transformers, Paul С. Griffith............ 

Transient Behavior of Aperture Antennas, B. R. Mayo and C. Polk 

RF Focusing of an Electron Stream, C. K. Birdsall, G. W. Rayfield, 
E. Sugata, М. Terada, and К. Ha г сыкка. 

A Wide-Band Single-Diode Parametric Amplifier Using Filter 
Techniques eee 8 

Dynamic Response of Rihaczek's Constant Phase Nonlinear Filter, 
M. С. Pelchat and A. W. КїһасгеЁ.......................... 
S)) 8 

A Broad- Band Spherical Satellite Antenna, John D. Dyson....... 

A Nondegenerate S-Band Parametric Amplifier with Wide Band- 
width, С. Schaffner and Е. Уоокйаат........................ 

Waveguide Harmonic Generators, John Brote 

A Complete Transistor Equivalent Circuit, R. H. Beeson......... 

The Tunnel Diode as a Highly Sensitive Microwave Detector, 
M -D Mongomery Suis wae eee qut ee a 

Comments on “An Analysis of Cryotron Ring Oscillators,” Т. Н. 

id 8 

Discussion of Fourier Series Derivation, C. D. Ferris and C. P. 
Ga ꝗ . E e T A 

Microwave Bistable Circuits Using Varactor Diodes, C. L. Heizman 

Mismatched Interconnection of Transistor Feedback Amplifiers, 
ЕМИ CRET IE tans Wier ord accented 

General Matched-Filter Analysis of Linear FM Pulse Compression, 
Charles E. Cook 

Gain vs Bandwidth Limits for Esaki Diode Amplifiers, J. S. Logan. 

Some Electron Trajectories in a Nonuniform Magnetic Field, 
TUNIS CHITI HEU LER OUP ary a RCRA Aer HON REN EET ЛЕ 

On the Fourier Transíorm Constants, Christopher P. Gadsden..... 

A Nearly Optimum Wide-Band Degenerate Parametric Amplifier, 
M; Gilden and G L. Malia уро rre 

Measurement of the Number of Impurities in the Base Layer of a 
Transistor; H: A. Gum melon cese ea 8 

Elimination of Crossover Distortion in Class-B Transistor Ampli- 
fiers; James: J- Faran, Jr. ß 

A Broad-Band Tunnel-Diode Amplifier, N. F. Moody and A. G. 
.. epe tek edv een cir amy о cd 

Self-Setting Cross-Correlator, J. A. Jurenko, Jr., and F. L. Burson. 

A Technique for the Development of Permanent Visual Images on 
Magnetic Tape, Howard R. Райшйй.......................... 

Effect of Fluctuations in Density on the Esaki Effect, D. G. Dow.. 

Contributors... sss 88 

IKE Awards; / vy Serene ee we NOU Е SS 

Books: 

“Solid State Physics in Electronics and Telecommunications, Vol. 4, 
Magnetic and Optical Properties, Part 2,” M. Desirant and J. L. 
Michiels, Eds., Reviewed by Ronald F. Sooοπ,ͤĩjqũ,ſꝗ 

“Transistors— Principles, Design and Applications, " 
W. Gärtner, Reviewed by V. R. „Saari JJ EOT E 
“La Modulation de Fréquence,” by Jean Marcus, Reviewed by 
e MSꝓꝶqꝶꝶꝓꝶ¼ä¼ nore 
“An Introduction to Statistical Communication Theory," by David 
Middleton, Reviewed by Norman Abramson F 
The Control of Multivariable Systems,” by Mihajlo D. Mesarovié, 
Reviewed by М. H. .. 8 
“Information Retrieval and Machine Translation, Part 1,” Allen 
Kent, Ed., Reviewed by Gerard Sl a e aa aan E 
“Linear Systems Analysis,” by Paul E. Pfeiffer, Reviewed by R. P. 


“Principles of Semiconductor Device Operation,” by A. K. Jonscher, 
Reviewed by Howard E. ТоюпрЁїп5........................... 
Scanning tbe TRANSACTIONS. ss 
Abstracts of IRE TRANSACTIONS. q . i ee 
Abstracts and Reference. eee 


1960 IRE TRANSACTIONS Indedgd. Follows page 
Volume 49, Number 5, Part I, May, 1961 

Poles АОИ ОО es CENSO ⁰oð Ce area S nee 

E. Finley Carter, Director, 1961—-1963......................... 


Scanning the Taste 88 
Low-Noise Amplifiers for Centimeter and Shorter Wavelengtlis, 
alle,, 8 


PROCEEDINGS INDEX—4 


807 
808 
809 


810 
810 


811 


General Relativity for the Experimentalist, Robert L. Forward.... 892 
A Matched Amplifier Using Two Cascaded Esaki Diodes, Donald 

! os S ОМА ЗК ООО КИЕ ОКЫ КО 904 
Network Synthesis with Negative Resistors, H. J. Carlin and D. C. 

(lll... 8 907 
Fluctuation Noise in Semiconductor Space-Charge Regions, L. J. 

ʒ... l. Жыл УИ 921 
Electrodeless Measurement of Semiconductor Resistivity at Micro- 

wave Frequencies, H. Jacobs, F. A. Brand, J. D. Meindl, N 

Benannt, апа binn 8 928 
Accuracy and Limitations of the Resistor Network Used for Solving 

Laplace's and Poisson's Equations, J. R. Hechiel and J. A. Seeger 933 
Optimum Capacitor Charging Efficiency for Space System, P. M. 

Mostov, J. L. Neuringer, and D. S. Rigneã xy 941 
A Gas-Discharge Microwave Power Coupler, Robert W. Olthuis... 949 
Correspondence: 

Proposal for a Pulsed Ferromagnetic Microwave Generator, M. W. 

Müller ee Ursa arate Re RON ee ee en ee Se TU Td dE 957 
RF-Induced Negative Resistance in Junction Diodes, James C. 

McDadem ce мк d АИ 957 
Note on Coherence vs Narrowbandedness in Regenerative Oscil- 

lators, Magers, Lasers, etc., M. J. E. Со!ау................... 958 
Note on the Probable Character of Intelligent Radio Signals from 

Other Planetary Systems, M. J. E. Gola j . łQ 959 
VHF Satellite Signals Received at Extra Optical Distances, Lloyd 

JO ANd CN SOM m e a EGO SUE e NIME 959 
УУУ and МУУН Standard Frequency and Time Transmissions, 

National Bureausof Standards... кууу eee era 960 
A Ruby Laser with an Elliptic Configuration, M. Ciftan, C. F. Luck, 

CAG Shafer and Ибаш ę/ ß 960 
C-Band Nondegenerate Parametric Amplifier with 500-Mc Band- 

Wann; t incedo Aine E ЫК RS 961 
Backward-Wave Radiation from Periodic Structures and Applica- 

tion to the Design of Frequency-!ndependent Antennas, P. . 

Mayes, С. A. Deschamps, and W. T. Райоп.................. 962 
Ka-Band Ferrite Amplifier, Roy W. Roberg. 963 
Equivalent Circuits for a Thermoclectric Converter, ££. Г. R. Webb. 963 
A Method for Generating Signals of Arbitrary Yet Frequency- 

Independent Phase Differences, О. К. Мйззеп................ 964 
The Operation of Radio Altimeters Over Snow-Covered Ground or 

E/ ( EOS ae Y REOR 965 
lligh-Efficiency Variable-Reactance Frequency Muttiplier, T. Utsu- 

nomiya and Ў Унан ou eh nae nae eerie RA Oe SE Ue 965 
Parametric Up-Converter Tunable Over an 18:1 Frequency Band, 

С.Р. Shepherd and D..G: d ]ĩ?? 8 966 
Parametric Amplification by Charge Storage, D. I. Hedderly..... 966 
Approximate Method of Calculating Electromechanical Coupling 

Factor: M Mai,... И ыраиы н VEM ee 967 
A Simple Method of Generating Nanosecond Pulses at .X Band, 

J- K. Pulfer and B: б. “l,. gr att 968 
Whistlers Excited by Sound Waves, K. Rawer and K. Suchy....... 968 
Power Carried by the Cyclotron Waves and the Synchronous Waves 

on a Filamentary Electron Beam, Shigehumi Sailo............ 969 
Parametric Variable-Capacitor Motor, Harry E. Slockman...... 970 
The Doppler Effect and Inertial Systems, Kurt Toman.......... 971 
Envelope Probability as a Function of E/ Vo, Lee E. Davies... ... 971 
8- and 11-Gc Nanosecond Carrier Pulses Produced by Harmonic 

Generation, A. FJ Def.... ERES 972 
A Variable Dual Reactance Traveling-Wave Parametric Amplifier, 

Roberti f yy y AALS Rd OA d 973 
ee Excited Resonator Using Junction Transistor, Vohan sn 

Dm Ue eat C uU M M M ( 
Noise Performance and Stability of a Hybrid-Coupled Tunnel Diode 

Amplifier, Wolfgang M. Feist... ccce 975 
Millimeter-Wave  Field-Displaceimnent- Type Isolators with Short 

Ferrite Strips, K. Ishii, J. B. Y. Tsui, and F. F. Y. Hung 975 
Effect of Filament Magnetic Field on the Electron Beam from a 

Pierce/Gün, AS. (GUMOU Ira a aA y DERI REC 976 
(Contributors аа 977 
Books: 

“Control System Analysis and Synthesis,” by John J. D'Azzo and 

Constantine Н. Houpis, Reviewed by G. A. Biernson............ 980 

“Complex Variables and the Laplace Transform for Engineers,” 
by Wilbur R. LePage, Reviewed by E. Folke Bolinder.......... 980 
“Relativistic Electron Theory,” by M. E. Rose, Reviewed by Frank 

Herman rM TTC 981 
*Electromagnetic Fields and Waves," by Robert V. Langmuir, 

Reviewed by ß ß Rap ay gs A 981 

Analytical Techniques for Non-Linear Control Systems," by John 

C. West, Reviewed by John С. Truxddj—ü—i7I eee 981 
“Automatic Translation,” by D. Yu. Panov, Reviewed by Laurence 

II!!! ß E R A 981 
“Radio Transmitters,” by Laurence F. Gray and Richard Grahain, 

Reviewed by Warren В. e 88 982 
Recent Books. ß ee Ie e en er 982 
Scanning the TRANSACTIONS, s gama a ER eens 983 
Abstracts of IRE TRANSACTIOONW . 984 
Abstracts and References ee teens 991 

Volume 49, Number 6, June, 1961 
Poles in! EEUU ERR ead канынын ene eo 1005 
William G. Shepherd, Director, 1960 -1962.................... 1006 
Scanning the le. 8 1007 
Why in the World in Europe?, Bruce B. Ваккош............... 1008 
Frequency Allocations for Space Communications, Joint Technical 

a eee sena puc ке келу EORR ORNARE o 1009 
A Low-Noise Microwave Quadrupole Amplifier, 4. Ashkin ..... 1016 


Correction to “Digital Simulation in Research on Human Com- 


munication,” Edward E. David, Il᷑·· ee 1020 
Tapered Distributed RC Lines for Phase-Shift Oscillators, W. A. 

КИШ deo Set INSTR IEEE MIA AE 1021 
Suhmillimeter Wave Radiometry, M. W. Long and W. K. 

RRS ARIS RODEO n 8 ЗС 1024 
Results of a Long-Range Clock Synchronization Experiment, F. Н. 

Reder, М. R. Winkler, and C. Bickarl....... eccesso 1028 
High-Frequency Power in Tunnel Diodes, С. Dermit........... 1033 
Design Theory of Optimum Negative-Resistance Amplifiers, E. S. 

Kük f. D. Раней. y ĩð EERE 1043 
A General Steady-State Analysis of Power- Frequency Relations 

in Time-Varying Reactances, K. C. Smiart........... eee 1081 
Error Statistics and Coding for Binary Transmission Over Tele- 

phone Circuits, A. B. Fontaine and R. G, Сайа т............ 1059 
Correction to “European Electronic Data Processing," I. L. 

e 8 1065 
Communications Satellites Using Arrays, R. C. Hanson......... 1066 
Correspondence: 

Nonreciprocal Parametric Amplifier Circuits, L. David Baldwin.. 1075 
A Millimeter-Wave Esaki Diode Amplifier, C. A. Burrus and 

IRS Trambarulo-- eee eU BD 8 1075 
Two-Wire Millimeter-Wave Surface Transmission, K. Ishii, J. B. 

Y. Tsui, and J. D. Horgan. ео Ra ne 1076 


Computer Simulation of a Television Coding Scheme, 5. C. Kitso- 
poulos ан E. R. Krezmer: ое 8 1076 
Secondary Electron Emission and the Satellite Ionization Phe- 


nomenon, D. H. Medied. «oo сшкшу екелш 1077 
Tunable S-Band Traveling-Wave Maser for Telemetry Systems, 

S. Орой, J. С. Smith, and Е. R. Aram. 1078 
Measurements on Resonators Formed from Circular Plane and 

Confocal Paraboloidal Mirrors, Elmer II. Scheibe... 1079 
A Solid-State Analog to a Traveling-Wave Amplifier, George II. 

!!!.... 8 1079 
The Equivalent Noise Current of Esaki Diodes, R. A. Pucel..... 1080 
A Junction-Transistor Frequency Divider, W. D. Ryan and H. D. 

Ei cV Au A ae rV ATE SERIE 1081 
Sideband Correlation of Lunar and Echo Satellite Reflection Sig- 

nals in the 900- Mc Range, Roy E, АпЧекзоп................. 1081 
The Teflon Waveguide Plunger, Akira ОЁауа.................. 1083 
A New Microwave Power Amplifier, P. A. Clavier. 1083 
A Superposition Property of Angle Modulation, J. W. Goodman.. 1084 
Cerenkov Radiation in a Dielectric Tube Waveguide, B. W. Hakki 

and P De Coleman 4: d MEUS e TU A A 1084 
Autocorrelation Pattern Recognition, Richard Y. Rain. 1085 
Closed-Form Solution for the Output of a Finite-Bandwidth Pulse- 

Compression Filter, J, Di Franco eee 1086 
Silicon Epitaxial Microcircuit, W. Glendinning, C. Marlett, J. 

Allegreiti, and D. Shomberl. о... saaa aoia aaie iaraa an 1087 
On the [ntegration and Summation of Trigonometric and Expo- 

nential Functions, Nelson M. Ваасйтап.................... 1088 
The Old and the New, Benjamin F. Miessner.... 000.000.0000 5 5 1089 
Generating a Rotating Polarization, S. R. Penstone and A.W. Adey 1089 


A Comparison Between Theoretical and Experimental Data on 
Phase Velocity of VLF Radio Waves, James R. Wail......... 1089 
Reflection and Transmission of Conductive Films, Afartin V. 


ООРУУ d y M HN ER RIEN E 1090 
A Mechanism for Direct Adjacent Channel Interference, Clyde L. 

J) 86 ))) А EL RATES ME EE ты 1091 
Tunnel-Diode Binary Counter Circuit, Hanoch Ur.. 1092 
New Ways to Trigger Avalanche Pulse Circuits, H. С, Dill... 1093 
Discussion of “Combined AM and PM for a One-Sided Spectrum,” 

R. M. Golden, M. R. Schroeder, and №, B. Chakrabarti......... 1094 
Approximate Solution to Semiconductor Noise as a Queuing 

Problem, has a,. 8 1005 
Taytor-Cauchy Transforms for Analysis of Varying-Parameter 

Systems! Vash sehen nance anne eee LU DE. DUE 1096 
Correction to “Laurent-Cauchy Transforms for Analysis of Linear 

Systems Described by Differential-Difference and Sum Equa- 

tions, Y- H Awand A. AS Wolf. 8 1097 
Correction to “Taylor Cauchy Transforms for Analysis of a Class 

of Nonlinear Systems," Y. Н. Ku, A, A. Wolf, and J. Н. Dietz.. 1098 
Low-Noise Electron Guns and the 6L6 Effect, S. Yadavalli...... 1098 
Digital Radiometer, Sander Weinreb... 00.00.00 0 ee 1099 
Some Recent Papers in Threshold Logic, К. O. Winder.......... 1100 
WW and WWVH Standard Frequency and Time Transmissions, 

National Bureau of Standurdde . 1100 
Gallium Antimonide Esaki Diodes for Iligh-Frequency Applica- 

tions; С.А Rr 88 1101 
C 8 1102 
Report of the Sceretar / 19600 1104 
Books: 
“Frequency-Power Formulas," by Paul Penfield, Jr.. Reviewed by 

Samuel Scely- A E D Nm RUNE LEE 1108 
„Plasma Physics,” by James E. Drummond, Reviewed by John M. 

JJ ĩ ( „ EIL 108 
“High Frequency Applications of Ferrites,” by J. Roberts. Re- 

jj. sakes eo E me ee Koch a 1108 
“Design for a Brain,” 2nd Edit'on, by W. Ross Ashby, Reviewed by 

Fan d, œ —nrnn! 88 1108 
*Fundamentals of Signal Theory, by John L. Stewart, Reviewed 

Dy C. As DOSE Le cocos ибаа ee eR 1109 
“The McGraw-IIill Encyclopedia of Science and Technology,” 

Reviewed by Gustave Shapiro... ).. 1109 
“Bootean Algebra and Its Applications," by J. Eldon Whitesitt, 

Reviewed by Robert Serrell..... ae eee hae Кан аа DHE ЫТ 1110 
*Modern Mathematics for the Engineer,” Second Series, Edwin F. 

Beckenbach, Ed., Reviewed by Bernard Friedland............. 1110 
Scanning the TRANSACTIONS... anuano nanara 1110 


Abstracts of IRE TRANSACTIONWSꝶꝶĩqꝑ. Q n nn 1111 
Abstracts and References n 1118 
Translations of Russian Technical Literaturen. 1132 
Volume 49, Number 7, July, 1961 

Poles and zess 8 1133 
I. C. Van Atta, Director, 1961-19633. 1134 
Scanning the Issue 8 1135 
The Interplay of Electronics and Vacuum Technology, J. M. 

Lafferty and T. A. Vanderslice........ eee esee 1136 
New Concepts in Thermoelectric Device Design, W, H. Clingman. 1155 
IRIE Standards on l'iezoclectric Crystals: Measurements of Piezo- 

electric Ceramics, 196i 0 1161 
The Field-Effect Tetrode, H. A. Stone, Jr. and R. M. Warner, Jr... 1170 
An Experimental Study of Bistatic Scattering from Some Small 

Absorber-Coated, Metal Shapes, К. J. Garbacz and D. I.. Moffatt 1184 
IRE Standards on Video Techniques: Definitions of Terms Relat- 

ing to Television, 1961... мм: soonest ERA E 1193 
The Elimination of Intersymbol Interference by Input Signal 

Shaping, I. Gerst and J. Юїатопа.......................... 1195 
Correspondence: 
Generation of Nanosecond Carrier Pulses at X-Band with Tunnel 

Diodes; О Kibler-. noo 888 1204 
Circuit Control of Tunnel-Diode Negative-Resistance Character- 

istics: W. N. Carr and A. ili... ени 1204 
Sensitivity of the Degenerate Parametric Amplifier, J. T. de Jager 

and B.T Robinson. оду ⁰⁰yt y a E EET 1205 
Stability Criteria for Tunnel Diodes, L. I. Smilen and D. C. Youla. 1206 
On the Possibility of Drift-Tunnel Oscillations in High-Power 

Klystrons, KR. Tem vas... aE A ANU 1207 
Noise іп Beam-Type Parametric Amplifiers, Eugene I. Cordon. 1208 
Pull-In Frequency of the Phase-Controlled Oscillator, A, J. 

Goldstein and Ce p rv. ERE ON ere ns 1200 
Fourier Series Derivation: A Comment, P. A. Clavier. 1209 
Traveling-Wave Maser with Instantaneous Bandwidths in Excess 

of 100 Me, S. ОЁюй and J. С. t 8 1210 
The Propagation of Wide- Band Signals Through the Ionosphere, 

ann,... 86 1211 
козе Measure of Lossy Tunnel-Diode Amplifier Stages, A. van der A 

///!!! 8 1211 

Noise Measure of Distributed Negative-Conductance Amplifiers, 

Av van r dt 1212 
Full Binary Adder With One Tunnel Diode, B. Rabinovici and 

„ ß ЕЛИН А АЕ 1213 
Parametric Amplification with a Low Frequency Pump, С. Frank- 

lin Montgomery sene аа Но 1214 
100-Mc Tunnel-Diode Ring Counter, Fred P. Heimann. 1215 


Concerning the Partition Theory and Associated Transform 
Methods: E. V. Bohm: rc c"-—-—————Á—nem 1215 
A Theoretical Comparison of Average- and Spot-Noise Figure in 


Transistor Amplifiers, J. A, Ekiss and J. W. Halligan........ 1216 

The Calculation of Cutoff Frequencies of Minority-Carrier Trans- 
port Factors in Drift Transistors when the Mobiliities are not 
Constant, T. Sugano and F. Koshiga...... eee eee 1218 

Logarithmic Compression of Binary Numbers, David H. Schaefer. 1219 

Converter Efficiency and Power Output of a Tunnel-Diode Relaxa- 
tion Oscillator, Shyh Wang... аана three 1219 

Vertical Incidence Doppler Ionogram, J. W. Findlay, T. Ogawa, 

S Ando, and A... Yoshida... шшш ыманы ыш шы osha aia ссн 1220 

On Scattering Matrices Normatized to Complex Port Numbers, 

ЭМСЕ Оа MTEC NCR HUET ЕГО 1221 

TM Modes in Parallelogramic Waveguides, R. J. Doviak, D. J. 
Lewis, and P. P. Lombardini -<:i 05 cc rine — 1222 

A Nondirectional Ferrite Rod Antenna Arrangement Suitable for 
AM Radios, О. R. Nilssen Gae cesses ph 2 1222 

*Noisemanship"— The Art of Measuring Noise Figures Nearly 
Independent of Device Performance, J. C. Greene 1223 

A Liquid-Helium-Cooled Coaxial Termination, C. T. Stelzried. . . 1224 

Additional Negative-Resistance Oscillation Modes, W. N. Carr 
айа T- C r y GARE Caos eC 1225 

Tunnel-Diode Down Converters, Don С. Peterson. ........ sss 1225 

Excess Noise in Microwave Mixer Crystals, B. G. Bosch, W. A. 
Gambling, and T. H. Итин... 1226 

WWV and WWVH Standard Frequeney and Time Transinissions, 
National Bureau of Standards... cce 1227 

On the Hues Seen in Fox-Color Images, Н. E. Кайтанп........ 1228 

Relative Error Analysis, John B. Peum on 1229 

Autocorrelation Properties of Convoluted Optimum Finite Code 
Groups, ,,,, 8 1230 

An L-Band Traveling-Wave Parametric Amplifier, S. J. Teten- 
baum, F. A. Olson, and A. SdU¹itAur in. 1230 

rr y 1231 

Books: 

“High-Frequency Magnetic Materials— Their Characteristics and 
Principal Applications," by W. J. Polydoroff, Reriewed by 
777. E ЕУ ĩ A O 1233 

“Linear Circuits, Part 1: Time-Domain Analysis; Part 2: Frequency- 
Domain Analysis," by К. E. Scott, Reviewed by T. И. Culpepper 1233 

“Principles of Feedback Control," by C. Н. Wilts, Reviewed by 
Richard ВИНЕ rm 1233 

“Electronic Equipment Reliability,” by G. W. A. Dummer and N. 
Griffin, Reviewed by M. Raphelsoan . 1234 

„Mathematical Handbook for Scientists and Engineers. by 
Granino A. Korn and Theresa M. Korn, Reviewed by Anthony B. 
Gi с рж ена л К cee rao Mee PRATRRUR E S RAE 1234 

“1959 Digest of Literature on Dielectrics,” by Louis |. Frisco aud 
Thomas D. Callinan, Eds., Reviewed by P. У. Wolfe....... 1234 


“The International Dictionary of Physics and Electronics, Second 


PROCEEDINGS INDEX 5 


Edition," Walter C. Michels, Editor-in-Chief, Reviewed by 
*Design Fundamentals of Analog Computer Components," by 
R. M. Howe, Reviewed by J. E. 5йектап.................... 
“Solid State Physics in Electronics and Telecommunications, Vol. 
2. Semiconductors, Part H,” M. Désirant and J. L. Michiels, 
Eds., Reviewed by Arthur P. Stern. 
“Semiconductor Abstracts, Vol. VI—1958 issue” J. J. Bulloff 
and C. S. Peet, Eds., Reviewed by J- A: SUSS ЈК ses v ses 
“Field Theory for Engincers,” by Parry Moon and Domina Eberle 
Spencer, Reviewed by James R. \/ай........................ 
“Terrain Scattering 0 for Sensor 1 Design а 
Handbook II),“ L. Cosgriff, W. Peake, and R. 

Taylor, Reviewed 5 о e T A E TE 
“Linear Graphs and Electrical Networks,” by Sundaram Seshu 
and Myril B. Reed, Reviewed by Philip F. Ordung............ 
“Physics of Semiconductors,” by A. Е. Ioffe, Reviewed by Lloyd T. 
, d A E aT OAE 
Recent Boka F E a aa 
Scanning the IRS SSS sss тух оя RE 
Abstracts of IRE TRANSACTIONS............. А 
Abstracts and References. 


Volume 49, Number 8, August, 1961 


Poles amd ere aE EE K 
Anthony B. Giordano, Director, 1961 19002. 
Scanning the Issue ñ˙ 
Antiferroelectric Ceramics with Field- Enforced Transitions: A 
New Nonlinear Circuit Element, Bernard Juſfle. 
Large-Signal Circuit Theory for Negative-Resistance Diodes. in 
Particular Tunnel Diodes, M. Schuller and W. W. Gärtner... 
IRE Standards on Solid-State Devices: Definitions of Terins for 
Nonlinear Capacitors, 19111. 8 
Self-Oscillation in a Transmission Line with a Tunnel Diode J. 
nr T ,, оу occ coe ees ава ышы OES 
IRE Standards on Solid-State Devices: Measurement of Minority- 
Carrier Lifetime in Germanium and Silicon by the Method of 
Photoconductive dee ĩĩèĩ?7i⁊ñ 8 
Detection Range Predictions for Pulse Doppler Radar, S. 4. 
Meltzer and S. / УА лк ы ты 
Low-Level Garnet Limiters, F. R. Arams, M. Grace, and S. Орой 
Correspondence: 
The Silicon Cryosar, H. Izumi........ 
Noise Figure and Stability of Negative C onduetance Amplifiers 
Alan C. Mee“... 8 
Tunnel-Diode One-Shot and Triggered Oscillator, T. IV. Flower- 
day and D. D. McKibbin. 
A Tunnel-Diode Slot Transmission Amplifier, Melvin E. Pedinoff 
Neural Analogs, L. D. Harmon and A. E. Brain. 
On Self-Organizing Systems, P. D. Со[етап................... 
Stable Low-Noise Tunnel-Diode Frequency Converter, F. Sterser 
an e Re RU EIUS 
Thin-Film Cryotrons, V. L. Newhouse and II. Н. Edwards 
Are Electronics Engineers Educated? R. W. Johnson........... 
A Note on Sugai's Class of Solutions to Riccati's Equation, David 
/ boe УНЕ 
A New RMS Describing Function for Single-Valued Nonlineari- 
ties, J. E. Gibson and К. S. Ргазаппа-Китат............... 
A Proposed Test of the Constancy of the Velocity of Light, Pascal 
70 MU M ree S РЕ 
Notes on the Structure of Logic Nets, Robert M. Stewart. 
Suppression of Emission from Portions of Barium- Act ivated 
Tungsten Dispenser Cathodes and Adjoining Electrodes, R. 
Devi апа Ее RU OF ыы cate NSE S CIE: 


Antenna Siting Tests at 3480 and 9640 Mc on a 173-Mile Tropo- 
spheric Scatter Path, V. D. La Frenais and W. J. Lucas 
On the Linear Circuit Aspects of Cryotrons, P. M. Chirlian and 
/ . A E E 
A Method for Determining the Base Voltage and Contact Resist- 
ance of a Conductivity-Modulated Diode, J. M. Swartz and 
TI CS GOP ON i y y 
Receivers with Zero Intermediate Frequency, M. D. Rubin..... 
A Magnetic Shield for Beam Frequency Standards, F. S. Barnes 
A Monopulse Instrumentation System, Frederic P. Storke, Jr. 
A Traveling-Wave Maser Using Chromium-Doped Rutile, E. S. 
Sahiskycand Il: Je Gerrilsens ose ига закка A CS USE 
Shaping of Distributed RC Networks, B. L. H. Wilson and R. B. 
С ĩ 
Proposed oru un for Modulation of Coherent Light, А. K. 
Kamal and 5. D. Sims о ая 
A Generalization of * "Mutual Information, V. M. Blachman.... 
A Broad-Band Termination for IF Coaxial Lines, A. Susini and 
F. A. Ferger.. 
Tracking and Display of Earth Satellites, A. Van Gelder, Jr.. 
High-Level Microwave Detector Using Avalance Injection, II. M. 
Day qud A C Mac 8 
Coherent Generation of Microwave Power by Annihilation Radia- 
tion of a Prebunched Beam, В. W. Hakki and Н. J. Krumme.. 
WWV and WWVH Standard Frequency and Time Transmissions, 
National Bureau of Standards... Lecce ecce es 
Self-Educating Machines for Recognition and Classification of 
Patterns, Саше So eo 8 
On Parametric Amplification in Transistors, J. Lindmayer, C. 
Wrigley, V. W. Vodicka, and R. Zuleeg ex 
Multiple Burst Detection, Francis Co frr7 . 
An Analytical Expression for Describing the Write Process in 
Magnetic Kecording, T; C: t 8 


PROCEEDINGS [NDEX—6 


1235 
1235 


1235 
1236 
1236 


1236 
1237 
1237 
1237 
1238 


1239 
1246 


1261 
1262 
1263 
1261 
1268 
1279 


1281 


1292 


1299 
1308 


1313 
1314 
1315 
1315 
1316 
1317 
1318 
1318 
1319 
1320 
1321 
1322 
1322 
1323 
1324 
1325 
1326 
1326 
1327 
1328 
1328 
1329 
1330 


1331 
1331 


1332 
1332 


1333 
1334 
1335 
1335 


1335 
1337 


1337 


A Potential Microwave Computer Element, R. W. Couch, A. F. 
Rashid; and t y к Sor 
A Solution to the Shannon Switching Game, A. Lehman........ 
The Wide Tuning Range of Backward Traveling-Wave Parametric 
Amplifiers, Н. Hsu and S. МИ апива......................... 
Correction to “Negative Resistance in Transistors Based on Tran- 
sit-Time and Avalanche Effects, R. A. Pucel and Н. Stat. 
Correction to “Communications Satellites Using Arrays," R. C. 
Fansens Ur 8 


Books: 
“Transistor Circuit Analysis," by M. V. Joyce and K. K. Clarke, 
Reviewed by J. T. Lynch and J. J. Rare 
“IRE Dictionary of Electronic Terms and Symbols (Compiled 
from IRE Standards), Reviewed by R. Е. Siceu 
“Printed Circuits—Their Design and Application,” by J. M. C. 
Dnkes, Reviewed by Thomas TA OPM BW s eu ohn ence 
“Line Waves and Antennas,” by R. G. Brown, R. A. Sharpe, and 
W. L. Hughes, Reviewed by Carl E. Smith V 
“Time-Harmonic Electromagnetic Fields, by Roger F. Harring- 
ton, Reviewed by Charles II. Daphne en 
“Theory of Microwave Valves," by S. D. Gvozdover, Reviewed by 
ü d ENT CORSA 
“Lectures on Communication System Theory," Elie J. Baghdady, 
Edy Renewed by M. RN. Aaron: ⁵⅛ ᷣ vy mr окай ERR 
“Electronic Drafting Handbook,” 
Reviewed by NR ö 8 
e by P. M. Chirlian and A. II. Zemanian, Reviewed by 
)( UE E C E UE E NET 
“Progress in Semiconductors, Vol. 5," A. F. Gibson, F. A. Króger, 
and R. F. Burgess, Eds., ee by W. M. Bullis НИЯ 
“Essentials of Dielectromagnetic Engineering,” by H. M. Schlicke, 
Reviewed by Charles F Рибата 8 
“Radio Waves in the Ionosphere,” by K. G. Budden. Reviwed by 
e ⁰ 
Scientific Russian," by James W. Perry, Reviewed by S. D. Browne 


“Electrical Noise " by W. R. Bennett, Reviewed by П. A. Пан. 
jj есуше e ыал E Eat e P OR 
Scanning the ТЕАМ8АСТОМ8...........................--.. 


Abstracts of IRE TRANSAC TIN 
Abstracts and References. „ао eese sous ehh Rn snow 


Volume 49, Number 9, September, 1961 


Poles:and Zeros a aore oea e ASTU EN 
А. B. Bereskin, Director, 1961—1962................ 
Scanning tiu Pastis anc ⁰⁰ е eed ees 
The IRE International Activities Committee, R. L. McFarlan. 
Reflections of a Communication Engineer, Marcel J. E. Golay. 
An Analysis of the Modes of Operation of a Simple Transistor 
ein. cae eas oe es oe ees ee eae he eed 
Actual Noise Measure of Linear Amplifiers, A. Kurokawa....... 
IRE Standards on Radio Interference: Methods of Measurement 
of Conducted Interference Output to the Power Line from FM 
and Television Broadcast Receivers in the Range of 300 kc to 
| ML MM yy E ee ae 
The Delay-Lock Discriminator—An Optimum Tracking Device, 
c and DC T. Мав sie aa 
A Sequential Detection System for the Processing of Radar Re- 


türns; Maron , Ct.. 88 
Correspondence: 
Minimum Time for Turn-Off in Four-Layer Diodes, M. A. 
J). E RR 8 
Microwave Amplification in Electrostatic Ring Structures, J. C. 
ris o PME M E ИЕ LE M cd 
Diode Reverse Characteristics at Low Temperatures, Alvin S. 
(lolfeine: A e ie 


Maser Action in Ruby by Off-Resonance Pumping, F. Arams and 
M- iu o pM d x a A a 
Reverse Charactierstics of Low-Lifetimc Germanium Diodes. 
A. Blicher and 1. H. Жапый. y 
The Negative Resistances in Junction Diodes, brahim Hefni.... 
Pattern Recognition by Moment Invariants, Ming-Kuei Hu.... 
Temperature Dependence of the Peak Current of Germanium 
Tunnel Diodes, A. Blicher, R. M. Minton, and R. Glicksman. 
On the Possibility of Rejecting Certain Modes in VLF Propaga- 
!. 8 
A Neuristor Prototype, A. J. Cote, fl 
A Two-Step Algorism for the Reduction of Signal Flow Graphs, 
//! Лл p p p A 


f d deed лы: 
An Interpretation of “Paired Echo Theory" for Time-Domain 
Distortion in Pulsed Systems and an Extension to the Radar 
“Uncertainty Function,” J. V. DiFranco and W. L. Rubin. 
Radar Scattering Cross Section—Applied to Moon Return, Н. $. 
JJ л р кк ы Асы ОРИ 
Gain Saturation in а Traveling-Wave Parainetric Amplifier, А. 
Jurkus / y d ees Кулус ERS 
WW'V and WWVH Standard Frequency and Time Transmissions, 
National Bureau of Standards. 
Correction to “Measurements on Resonators Formed from Circu- 
lar Plane and Confocal Paraboloidal Mirrors,” Elmer II. Scheibe 
On the Cascaded Tunnel-Diode Amplifier, P. M. Chirlian....... 
The Determination of the Image Response in a Superheterodyne 
with Regard to Noise-Factor Measurement, M. Piallelli...... 
The Effect of Nonsymmetrical Doping on Tunnel Diodes, F. D. 
Shepherd and ACL. VON ⁰y / REOR Ee RR аа 


Reconstruction Error and Delay for Amplitude-Sainpled White 
Noise, D. S. Ruchkin...... TEES 
Relativity and the Clock Paradox, A. ROW ee es 
Electron Radiation Damage in Unipolar Transistor Devices, B. A. 
Kulp, J. P. Jones and A. F. Velten. 
Negentropy Revisited, P. A. Clavierttl. 
Optical Eraeure of EL-PC and Neon-PC Storage Elements, J. А. 
O'Connell and B. Narken.... eese eee ttu 
A Magnetically Tunable Microwave-Frequency Meter, George H. 
Fi ое 
A Bistable Flip-Flop Circuit Using Tunnel Diode, V. Caι⁰̃,e 
Microwave Determination of Semiconductor-Carrier Lifetimes, 
H. A. Atwater and Н. Jacobs Ea hes ; а 
Antigravity, Robert L, Forward... e „ 4 
On the Nomenclature of TEO Modes in a Cylindrical Waveguide, 


struments, P. F. Howden. ... 
Gyromagnetic Resonance of Ferrites and Garnets at ОНЕ, J. 
Deutsch and Н. С. Maier... 


Ra 88 Aus 
Notes on “Fourier Series Derivation,” Jenö Takács......... , 
Theoretical Techniques for Handling Partially Polarized Radio 

Waves with Special Reference to Antennas, II. C. KO seis 
Laurent-Cauchy Transforms, Johann Ischauner. "M 
Pickard's Regenerative Detector, Ralph W. Burſians . 
Temperature Effects on GaAs Switching Transistors, Ё. D. 

Haidemenakis, J. A. Mydosh, V. Almeleh, R. Bharat, and EL 


Magnetometers, N, V. Frederic... .. 4 . f 
Frequency Modulation of a Reflex Klystron with Minimum Inci- 
dental Amplitude Modulation, Walter R. Day, Ir. 


Infante....... Т РЕ 
Antenna- Beam Configurations in Scatter Communications, Alan 


Order Temperature Coefficients of 
R. Bechmann. „%%% ᷑ ОООО 8 
Restrictions in Synthesis of a Network with Majority Elements, 


VVV ? 
Contributors........- 
Books: У 
“Sequential Decoding,” by J. M. Wozencraft апа B. Reiffen, 

Reviewed by Robert A. Short... c csset 
*Eundamentals of Modern Physics,” by Robert Martin Eisberg. 

Reviewed by С. W. Carughlaaee n 
“Mechanical Waveguides,” by Martin R. Redwood, Reviewed by 

John B. ...... ne Ed EIU ыла бе к 
*Error Correcting Codes," by W. W. Peterson, Reviewed by Nor- 

man A bram Soon «66 
“Magnetic Tape Instrumentation," by Gomer L. Davies, Reviewed 

LACHEN enn 88 
e Analysis, by Elias M. Sabbach, Reviewed by fan 0. 

Ell 8 
* Advances in Electron Tube Techniques," David Slater, Ed., Re- 

viewed by George A. Esper sen. teet 
“Information Retrieval and Machine Translation,” Part II, Allen 

Kent, Ed.; ^Advances in Documentation and Library Science 

Series," Vol. 3, Jesse H. Shera, General Editor, Reviewed by 

Gerard f eR ER RERO OA Vee AIR Viso 
“Management Control Systems," D. С. Malcolm and А. J. 

Rowe, Eds.; L. F. McConnell, General Editor, Reviewed by 

7 ie о wa 
Scanning the TRANSACTIONS. ... 
Abstracts of IRE TRANSACTIONS 
Abstracts and References 


Volume 49, Number 10, October, 1961 


Poles and Zeroes............-- 
Daniel E. Noble, Director, 1961. 
Scanning the Issuu P 
Time-Varying Networks, I. L. A. Zadeh. .......... 5 
Compatible Single Sideband, Leonard R. Raliun e 
Magnetic Circuits Employing Ceramic Magnets, J. C. Helmer... 
Electron Trigonometry—a New Tool for Electron-Optical De- 
sign, Kurt Schlesinger tst 
New FM-AM Method of Compression, Expansion, and Multipli- 
cation, W. R. Aiken and C. Susskindũdei . 
IRE Recommended Practices on Audio and Electroacoustics: 
Loudspeaker Measurements, 196lIů. .. 
Coincidence Techniques for Radar Receivers Employing a Double- 
Threshold Method of Detection, К. Endresen and К. Hedemark 
Correspondence: 
Antenna and Receiving-System Noise- Temperature Calculation, 
P V B. IE МКК For dee agen ro i oup DER eu Ss 
Nonsymmetrical Properties of Nonlinear Elements in Low- and 
High-Impedance Circuits, А. I. Helgesson...... CN AN UE ES 


Improved Tungsten Evaporation Filanient tor Gold-Silver Alloy, 
Frank C Panya. lesser re eoe 8 
Some Operating Characteristics of. Flash-Pumped Ruby Lasers, 
/ ⁰mt 8 
Repetitive Hair-Trigger Mode of Optical Maser Operation, M. L. 
Stitch, E. J. Woodbury, and J. Н. Morse. 
WWV and WWVH Standard Frequency and Time Transmis- 
sions, National Bureau of Stun dards. 
Correction to "Stable Low-Noise Tunnel-Diode Frequency Con- 
verter," F. Sterser and A. Pressen 
Lossy Coupling in Parametric Amplifier, Krzysztof Grabowski..... 
Discussion of Calculation of False Alarm Rate, W. M. Rogers, Jr., 
S. Thaler and S. Mllerk menn 
Microwave Radiation Hazards, Thomas C. Сизїйн............. 
Power Limiting in the 4-kMc to 7-kMc Frequency Range Using 
Lithium Ferrite, F. C. RoSSG,l ꝶ ni.. nen 
Phase Inverters Utilizing Controlled Superconductors, P. M. 
Chirlian and V. A. Marsotti scc 0000 уки ины ee 
A Ferrimagnetic Limiter-Isolator, J, Brown and С. К. Harrison. . 
On the Impedance of Long Wire Suspended Over the Ground, 


Masers, Lasers, and the Ether Drift?, C. iV. Carnahan.. ...... 
Matrix Analysis of Networks Having Infinite-Gain Operational 


/r UTE 
A Simple Passive-Element Electrical Analog to a Gyro, Robert W. 


Einen eee eis 3 DS 
Experiments with Nonreciprocal Parametric Devices, A. Korpel 
and P. Desmares.... 0.020 heh tette : 
New Form of Plasma Dispersion Formula Usable for Analog Com- 
puting, H. Porsche and К. Rawer, f „ „ too 
The Expanded Reactance Series Resonator—^ERSER," E. О. 


Willoughby. ру гу уол 8 
Representation of Propagation Parameters for the Plasma in a 
Magnetic Field, R. E. Haskell and E. II. IIolt. 


Study of Electromagnetic Wave Polarization in Magneto-Plasinas 
by a Matrix Method of Crystal Optics, R. E. Haskell and F.. Н. 


Stockman...... . 
An Adaptive Communications Filter, C. S. ET 
Соога суху уз кк пе арлык 8 
Books: 

“Wave Propagation in a Turbulent Medium,” by V. I. Tatarski, 

Reviewed by Ralph Bolgiano, Ir... „„ 
“Semiconductor Devices and Applications,” by R. A. Greiner, 

Reviewed by Nick Holonyak, III... «„ 
*Philosophical Impact of Contemporary Physics,” by Milié Čapek, 

Reviewed by Frank Пегттап.......... %% „ 
“Microwave Ferrites,” by P. J. B. Clarricoats, Reviewed by E. H. 

E.. 88 
“Foundation for Electric Network Theory," by Myril B. Reed, 

Reviewed by Bede Liu 


Conrad Н. Hoeppner....... obras eh ee О ОООО en pu Шу: 
“Transmission of Information. 

Georges A. Deschamps... eg % f 
“Digital Applications of Magnetic Devices, " Albert J. Meyerhoff, 

Ed., Reviewed by A. Н. Bobeck........ 5600000 e nn 
Scanning the TRANSACTIONS......... 
Abstracts of IRE TRANSACTIONS. 
Abstracts and References... tnt nt 


Volume 49, Number 11, November, 1961 


Poles and Zero... 8 
M. W, Bullock, Director, 1961-1962... 5s 
Scanning the Issue. 
The Cryosistor—4A  Field-Effect Controlled Impact lonization 

Switch, 7. Melngalis and A. С. Milnes ... „ НОТЕ 
A New Semiconductor Tetrode— The Surface Potential Controlled 


Algorithms, C. V. Freimann 3 „ 2 „ „ 
The Pulsed Ruby Maser as a Light Amplifier, P. P. Kisliuk and 
W.S: Boyle ¹ NMH n 8 
Correction to “The Elimination of Intersymbol Interference by 
Input Signal Shaping," /. Gerst 
Inductance in Thin-Film Superconducting Structures, Norman H. 
I ies eus E tue de eiue оя 
Reduction of the Frequency-Temperatures Shift of Piezoelectric 
Resonators by Mechanical Stress, E. A. Gerber and M. II. Miles 
Fundamental Limitations to Optical Doppler Measurements for 
Space Navigation, R. II. Norton and К. L. ier 
Timing Potentials of Loran-C, R. H. Doherty, C. Hefley, and R. F. 
Ene eee ers SPI Eat A LIE ee 
A Provisional Ground Conductivity Map for Canada, G. Clement 
Ireland. ООО ООУ ОО О 8 
Correspondence: 
Tunnel-Diode Series Resistance, E. L. Bonin and J. К. Biard... 


1570 
1570 
1571 
1572 


1572 
1573 


1573 
1574 


1574 


1574 
1575 


1576 
1570 


1577 
1578 
1579 
1580 
1580 
1581 
1582 
1582 
1583 
1584 


1584 


13585 
1585 


1586 
1587 
1588 
1590 
1590 
1591 
1591 
1591 


1591 
1592 
1592 
1593 


1594 
1598 


1613 
1614 
1615 
1616 
1623 
1634 
1635 
1639 
1640 
1650 
1655 
1659 
1674 
1679 


PROCEEDINGS INDEX—7 


Some Measurements on an Iris Beam Waveguide, J. R. Christian 
and С. Goubau 


c! A A 
A C-Band Parametric Amplifier with Large Bandwidth, B. T. 
Vincent, Jr 


Additional Information on “An Interaction Circuit for Traveling- 
Wave Tubes," R. M. White, C. K. Birdsall, D. E. Chaffee, P. J. 


On Backward-Wave Oscillator Stabilization, R. B. Clark and 
W. D. Comstock Ее mus 


Abstracts of IRE TRANSACTIONS... 
Abstracts and References 


Volume 49, Number 12, December, 1961 


Poles and Zeros 


PROCEEDINGS [NDEN—8 


1679 
1680 
1681 
1681 
1682 
1683 
1684 
1684 
1685 
1086 
1087 
1688 
1689 
1089 
1690 
1690 
1691 


1091 
1692 


1692 
1693 
1693 
1694 
1095 
1695 
1696 
1696 


1697 
1697 


1698 
1699 


1699 
1700 


1701 
1702 
1703 
1704 
1704 
1706 
1707 
1707 
1708 
1708 
1709 
1710 
1712 
1712 
1713 


1713 
1713 


1714 


1714 
1715 
1715 
1716 
1726 


B. R. Tupper, Director, 1961-1962........................... 
Open Letter from the President, Lloyd B. ВегЁпек............. 
Introduction to The Plasma Issue, D. С. Dow and E. W. Herold. . 
Plasma Physies—An Elementary Review, M. P. Bachynski. .... 
Oscillations and Noise in Low-Pressure DC Discharges. F. W. 
Crawford and G. S. Kino 
Ionic and Plasma Propulsion for Space Vehicles, 
M. R. Currie, and К.С: , cene e 
Transmission of Electromagnetic Waves Through an lonized 
Layer in the Presence of a Strong Magnetic Field, T. P. Harley 
e d TEE 
The Use of Magnetic Fields in the Elimination of the Re-Entry 
Radio Blackout, H. Пойага.... cos aioe ũ ete 
RF Reflectance of Plasma Sheaths, Leonard S. Taylor.......... 
Correction to ^A Small-RF-Signal Theory for an Electrostati- 
cally Focussed Traveling-Wave Tube,” W. W. Sickanowics... 
Mutual Coupling of Two Thin Infinitely-Long Slots Located on a 
Perfectly Conducting Plane in the Presence of a Uniform 
Plasma Layer e РЕ Mane ae 
Antenna Noise Temperature in Plasma Environment, 
Bachynski, І. P. French, and С. С. Cloittier. 
Generalized. Appleton-lHartree Equation for Any Degree of 
lonization and Application to the Ionosphere, 7. Р. Shkarofsky 
The Electrical Conductivity of a Partially Ionized Gas, Dipak Г. 
SOM RU DI Bie voce m ⁰ aa E aa a 
Interaction of Microwaves in Gaseous Plasmas Immersed in 
Magnetic Fields, A. V. Narasinga Rao, J. T. Verdeyen, and L. 
Cold SIU се о 
Frequency Conversion in a Microwave Discharge, J. R. Baird 
aids. D Coleman e m S NETTES 
A Plasma Microwave Energy Detector, R. L. Taylor and S. B. 
Herskovitz 


А Method of Measurement of Flame Attenuation at 200 Mc, 
Albert W. Biggs 


Correspondence: 
Stability Criteria for a Tunnel-Diode Amplifier, H. Boyet, D. Fleri, 
und C. A. Renlon 
Discussion of a Deflection S 
Tube, H. Gruenberg and Е. G. Ramber̃ g. 
A Resonant Slot Parametric Amplifier, J. W. Amoss and G. P. 
e RE t Cen SUNSET OA CP E 
Low-Frequency Noise in Backward Diodes, W. C. Follmer...... 
An Extremely Wideband Tunable S-Band Parametric Amplifier, 
Cr!!! E tee Ne ne ЕЕ 
A Tunnel-Diode Frequency Multiplier with Gain, F. S, Barnes 
andobsMorris Е EIE RON CORAN 
Generation of Microwave Harmonics in an Electrodeless Dis- 
charge at Low Pressure, C. B. Sui 
A Ruby Laser Exhibiting Periodie Relaxation Oscillations, R. KE. 
Johnson, W. П. McMahan, F. J. Oharek, and A. P. Sheppard.. 
Broad-Band S-Band Parametric Amplifier, Kenneth M. Johnson.. 
Magnetoresistive Effect as a Possible Memory Device, C. Pettus 
7 ПИО IR 
A Generalized Hildebrand' 
Lines, Iwao Sugai......... А 
The Radar Cross Section оѓ the Moon, T. B. A. Senior and К. M. 
Siegel 


On the Hues Seen in Fox-Color Images, C. Burckhardt and M. J.O. 
OUI E M EL ERA E NI SR 
A Stability Test for Linear Discrete Systems in Table Form, E. J. 
TTC ОООО 
A Stability Test for Linear Discrete Systems Using a Simple Di- 
% RI as oo a ane 8 КО 
Duality of Planar Networks, J. R. James. 
Schwarz's Lemma and Linear Passive Systems, F. Кеза..... 
Discussion of “Forward Scattering by Coated Objects [Illuminated 
by Short Wavelength Radar," J. Fisch, К. M. Siegel, and К. Г. 
V 
Inductive Probability as a Criterion for Pattern Recognition, 
Bernard // yd S 
Law for Noise Loading of Multivoice-Channel FD Systems, C. A. 
ОРУ d pe E UM AERE M MM arin сы ee 
Reliability Factors in Thermoelectric Generator Design, | 
i!!!! P NE 
A Proposed Test of the Constancy of the Velocity of Light, C. K. 
(тоон TEI A M LE ß OUR A RAE 
Narrow- Band and Wide-Band Noise Figures, Paul J. Вёнёсан... 
Design of a Helium-Neon Gaseous Optical Maser, C. F. Luck, 
R. А, Paananen, and TI. Sal cow bo 
A Critical Note on “Steady-State Analysis of Circuits Containing 
a Periodically Operated Switch," J, M. Гаумїоп.............. 
Cyclic Codes and Transition Coding, Francis Corr. 
A Transistor Equivalent Circuit, Vasi! Usunoglu.. oo... 0000... 
A DC Pumped Amplifier with a Two-Dimensional Field Structure, 
C. Bass. oa 


1877 
1890 
1901 
1906 
1917 
1920 
1926 


1932 


1937 
1938 


1939 
1939 


1940 
1940 
1941 


1942 
1943 


1943 
1944 
1944 


1945 
1945 


1946 
1946 
1947 
1948 
1949 
1950 
1951 
1951 
1952 
1952 


1953 
1954 


1954 
1955 
1956 
1957 


1957 


Miniaturized S-Band Isolator. D. Bruce Swartz. ........ esee 1958 
Pole-Zero Sensitivity Relationships, W. E. Newell............ 1959 
A Waveguide In-Line Ferrite Rotary Joint, II. Saltzman and A, 

Ko mt are caedesv ens Me aT 1959 
Signal-to-Noise Ratios in Photoelectric Mixing, B. M. Oliver.... 1960 
Efficiency of Frequency Multipliers Using Charge-Storage Effect, 

D. J, Roulston mor DT NIME o 1961 
Transistor Storage Time in Circuits with Speed-Up Capacitors, 

R. P. Nanavali und R. J. Wilfinger... 000000 nen 1962 
Improvement in the Performance of an Automatic Noise Figure 

Meter with a Liquid-Nitrogen-Cooled Termination, C. T. 

SIeloaritib. ovi ec rues Л О 8 1963 
A Tunnel-Diode Wide-Band Frequency Doubling Circuit, Frank 

(s mr HTC m V 1963 
A Note on Antenna Breakdown. HE. I. Такса. a .... 1964 
Günter 8 1965 
Books: 


“Satellite Environment Handbook,” Francis S. Johnson, Ed., 


Reviewed by M. С. Morgumũmmnmnnn v 
“tlandbook of Thermophysical Properties of Solid Materials, Vol. 
IV,” A. Goldsmith, T. E. Waterman, and П. J. Hirschhorn, 


1970 


Eds., Reviewed by James С. Harper 6 1970 
“Static Relays for Electronic Circuits,” Richard F. Blake, Ed., 

Reviewed by R. P. Burr. 4 1971 
“Thermoelectricity: Science and Engineering,” by R. R. Heikes 

and R. W. Ure, Reviewed by W. Н. Clingqm an 1971 
“Transistors and Active Circuits,” by J. С. Linvill and j. F. 

Gibbons, Reviewed by Viclor H. Grinich. V 1971 
Recent Books. .............. 1971 
Scanning the TRANSACTIONS... n.. 1972 
Abstracts of IRE TRANSACTIO ces 1973 
Abstracts and References )( ККУ ОО КЕ 1979 
1961 PROCEEDINGS OF THE IRE INDEX......... ..Follows page 1994 
1961 IRE INTERNATIONAL CONVENTION RECORD INDE.... 

n M oe Ти .Follows page IRE INDEX 24 


INDEX TO AUTHORS 


Listings are by month and page, and include authors of papers, a uthors of correspondence items (C), and reviewers of books (B). 


A 


Aaron, M. R. (B) Aug 1345 

Abeyta, I. Jan 128 

Abramson, N. (B) Apr 853, (B) 
Sep 1459 

Adey, A. W. (C) Jun 1089 

Adler, В. (C) Apr 802, (C) Apr 804 

Adler, R. B. Apr 725 

Aein, J. (C) Jan 366 

Aiken, W. R. Oct 1550 

Aitchison, R. E. (C) Nov 1707 

Albrecht, H. J. (C) Jan 356 

Allegretti, J. (C) Jun 1087 

Almeleh, N. (C) Sep 1448 

Amoss, J. W. (C) Dec 1939 

Anderson, А. II. Jan 155 

Anderson, D. R. (C) Jan 357 

Anderson, L. I. (C) Mar 645 

Anderson, L. J. (C) May 959 

Anderson, R. E. (C) Jun 1081 

Ando, S. (C) Mar 643, (C) Jul 1220 

Angelakos, D. J. (B) May 981 

Angell, J. B. Apr 725 

Arams, F. R. (C) Jun 1078, Aug 
1308, (C) Sep 1426 

Arditi, M. (B) Apr 852 

Arendt, P. В. (C) Nov 1698 

Aron, R. (C) Jan 355 

Ashkin, A. Jun 1016 

Atwater, H. A. (C) Sep 1440 

Auerbach, I. L. Jan 330, Jun 1065 


B 


Bachynski, M. P. (C) Jan 354; 
Dec 1751, 1846 

Bacon, G. C. Jan 258 

Bahret, W. F. (C) Nov 1692 

Bair, M. E. Apr 768 

Baird, J. R. Dec 1890 

Baldwin, L. D. (C) Jun 1075 

Baldwin, M. W., Jr. (B) Mar 692 

Banerji, R. B. (C) Oct 1585 

Barnes, C. W. (B) Aug 1344 

Barnes, F. S. (C) Aug 1328, (C) 
Dec 1940 

Barrow, B. B. (C) Jan 367, Jun 


1008 
1. C. (C) Sep 1424, (C) Dec 


Bass, 
195 

Batcher, R. R. (B) Feb 533, (C) 
Mar 640 

Bates, II. F. (C) Jan 369 

Bauer, L. Н, (C) Mar 634 

Bauer, W. F. Jan 296 

Bechmann, R. (C) Feb 523, (C) 
Sep 1454 

Beck, E. R., Jr. Jan 136 

Beckman, F. S. i 

Beeson, R. H. (C) Apr 825 

Begun, S. J. Feb 498, (B) Sep 1459 

Bell, R. L. (C) Jan 378 

Benanti, M. May 928 

Bénéteau, P. J. (C) Nov 1699, (C) 
Dec 1954 

Benjamin, R. May 928, (C) Nov 
1683 

Bennett, W. R. (B) Mar 692 

Berkner, L. V. (C) Feb 526, Dec 
1743 

Bernstein, W. Dec 1932 

Beve, V. (C) Apr 815 

Bevensee, R. M. (C) Mar 630 


Bhaduri, R. (C) Jan 370 
Bharat, R. (C) Sep 1448 
Biard, J. R. (C) Nov 1679 
Bibl, K. (C) Jau 369 
Bickart, C. Jun 1028 
Biernson, G. A. (B) May 980 
Biggs, A. W. Dec 1917 
Bird, L. E. (C) Mar 631 
Birdsall, C. K. (C) Apr 819, (C) 
Nov 1686 
Birnbaum, G. (C) Mar 625 
Birnbaum, M. (C) Sep 1426 
Blachman, N. M. (€) Jun 1088, 
(C) Aug 1331 
Blake, L. V. (C) Oct 1568 
Blanchard, J. (C) Dec 1947 
Blicher, A. (C) Sep 1427, (C) Sep 
1428 
Bloch, A. (C) Feb 524 
Bloembergen, N. (B) Jan 389 
Blötekjaer, К. (C) Feb 516 
Bobeck, A. H. (B) Oct 1592 
Bogle, G. S. Mar 573 
Bohn, E. V. (C) Jan 358, (C) Ju! 
215 
Bolgiano, L. P., Jr. (C) Apr 813 
Bolgiano, R., Jr. (B) Oct 1590 
Bolinder, E. F. (C) Feb 514, (C) 
Mar 635, (B) May 980 
Bonin, E. L. (C) Nov 1679 
Bonn, T. H. (B) Jan 392 
Borgini, F. Jan 128 
Bosch, B. G. (C) Jui 1226 
Boyd, G. D. Dec 1906 
Boyet, J. (C) Dec 1937 
Boyle, W. S. Nov 1635 
Brain, A. E. Jan 49, (C) Aug 1316 
Brand, F. A. (C) Feb 509, May 
928, (C) Nov 1683 
Breitzer, D. I. Feb 498 
Brett, Н. (C) Feb 509 
Brewer, G. R. Dec 1789 
Bridges, J. E. Feb 469 
Brito-Infante, J. M. (C) Sep 1451 
Brooks, F. P., Jr. Jan 53 
Broussaud, G. (C) Feb 515 
Brown, D. T. Jau 228 
Brown, F. M. (C) Nov 1696 
Brown, F. W. (C) Feb 520 
Brown, J. (C) Jan 362, (C) Apr 
825, (C) Oct 1575 
Browne, S. D. (B) Aug 1347 
Bruene, W. B. 8 May 982 
Buehler, С. V. (C) Feb 518 
Bullis, W. M. (B) Aug 1346 
Burkchardt, С. (C) Dec 1946 
Burford, T. M. (B) Mar 690 
Burhans, R. W. (C) Sep 1447 
Burns, L. L. (B) Feb 533 
Burt, R. P. (B) Apr 854, (B) Dec 
1 


Burrus, C. A. (C) Jun 1075, 1101 
Burson, F. L. (C) Apr 836 
Buscher, R. G. (B) Jul 1233 
Bussgang, J. J. Jan 329 

Byrne, C. J. (C) Jut 1209 


C 


Capon, J. (C) Nov 1707 
Сайа, II. J. May 907, (C) Nov 
1687 


Carnahan, C. W. (B) Sep 1458, 
(C) Oct 1576 

Carr, W. N. (C) Jul 1204, 1225 

Chaffee, D. E. (C) Nov 1686 

Chakrabarti, N. B. (C) Jun 1094 

Chang, N. C. (C) Mar 637 

Cheng, T. H. (C) Apr 827 

Cherry, E. M. (C) Apr 830 

Chin, T. N. (C) Apr 832 

Chirlian, P. M. (C) Jan 373, (C) 
Aug 1326, (C) Sep 1434, (C) 
Oct 1574 

Cho, Y. (C) Mar 636, May 974 

Choksy, N. H. (B) Apr 853 

Chow, C. K. (C) Jan 370 

Christensen, B. (C) Oct 1581 

Christian, J. R. (C) Nov 1679 

Ciftan, M. (C) May 960 

Clark, M. A. (B) Nov 1712 

Clark, R. B. (C) Nov 1697 

Clavier, P. A. (C) Jun 1083, (C) 
jul 1209, (C) Aug 1335, (C) Sep 
1438, (C) Oct 1580 

Clingman, W. II. Jul 1155, (B) 
Dec 1971 

Clorfeine, А. S. (C) Sep 1425 

Cloutier, G. G. Dec 1846 

Cohen, M. L. (C) Jan 371 

conn, S. B. (B) Mar 690, (B) Nov 
1713 

Coleman, P. D. (C) Jun 1084, (C) 
1317, Dec 1890 

Coll, D. C. (C) Ju! 1230 

Collier, R. J. (C) Jan 372, (C) Mar 
646 

Comstock, W. D. (C) Nov 1697 

Cook, C. E. (C) Apr 831 


Cook, J. S. Apr 739 

Cooke, II. F. (C) Mar 648 

Corr, F. (C) Aug 1337, (C) Dec 
1956 


Cote, A. J., Jr. (C) Sep 1430 
Couch, R. W. (C) Aug 1338 
Crawford, F. W. Dec 1767 
Crepeau, P. J. (C) Feb 525. (C) 
Nov 1686 
Crosby, D. R. Jan 128, 146 
Cross, L. G. Apr 768 
Crowther, T. S. Jan 155 
Culpepper, T. W. (B) Jul 1233 
Currie, M. К. Dec 1789 
Custin, U, G. (C) Oct 1574 
D 
David, E. E., Jr. Jan 319, Jun 1020 
Davidsohn, U. S. (C) Jan 372 
Davies, L. E. (C) May 971 
Day, H. M. (C) Aug 1333 
Day, J. W. B. (C) Mar 631 
Day, W. R., Jr. (C) Sep 1449 
de Jager, J. T. (C) Jul 1205 
Dermit, G. (C) Feb 519, Jun 1033 
Derr, V. E. (C) Jan 377 
Deschamps, G. A. (C) May 962, 
(B) Oct 1592 
Desmares, P. (C) Oct 1582 
Desoer, C. A. (B) Jun 1109 
Deutsch, J. (C) Sep 1443 
DeVore, L. T. (B) Jul 1237 
Diamond, J. Jul 1195 


Dickson, W. L. (C) Nov 1696 

Dietrich, A. F. (C) May 972 

Dietz, J. II. (C) Jun 1098 

DeFranco, J. V. (C) Jun 1086, (C) 
Sep 1432 

Dill, H. G. (C) Juu 1093 

Dimond, R. H. Mar 621 

Djurié, J. (C) Nov 1689, 1690 

Doba, S., Jr. (C) Mar 631 

Doherty, R. H. Nov 1659 


* Dorato, P. (C) Mar 631 


Doviak, К. J. (C) Jul 1222 

Dow, D. G. (C) Apr 837. Dec 1747 
Dyke, E. (C) Apr 814 

Dyson, J. D. (C) Apr 824 


E 


Eaglesfield, C. C. (C) Apr 810 

Early, J. M. Apr 725 

Ebert, 1. O. (B) Mar 691, (B) Sep 
1459 

Edmondson, D. E. Feb 453 

Edson, W. A. Jun 1021 

Edwards, II. H. (C) Aug 1318 

Eikenberg, À. F. (C) Feb 518 

Ekiss, J. A. (C) Jul 1216 

Elco, R. A. (C) Mar 624 

Endresen, K. Oct 1561 

Espersen, G. A. (B) Sep 1460 


F 


Faran, J. J., Jr. (C) Арг 834 

Feist, W. M. (C) May 975 

Ferger, F. A. (C) Aug 1332 

Ferris, C. D. (C) Apr 827 

Field, L. M. Dec 1906 

Findlay, J. W. (C) Ju! 1220 

Fiuzi, L. A. Apr 779 

Fisch, J. (C) Dec 1951 

Fleming, P. L. (C) Nov 1690 

Fleri, D. (C) Dec 1937 

Flowerday, T. W. (C) Aug 1315 

Follmer, W. C. (C) Dec 1939 

Fontaine, A. B. Jun 1059 

Forward, R. L. May 892, (C) Sep 
1442 

Franks, R. E. (C) Jan 378 

Frederick, N. V. (C) Sep 1449 

Freiman, C. V. Jan 91, Nov 1634 

French, I. P. Dec 1846 

Fresh, D. L. (B) Jul 1233 

Freundlich, M. M. Feb 498 

Friedland, B. (B) Jun 1110 

Frost, E. (C) Nov 1684 

Fuller, G. (C) Nov 1689 


G 


Gadsden, C. P. (C) Apr 827, 833 
Gallager, R. G. Jun 1059 
Gallagher, J. J. (C) Jan 377 
Galvin, A. A. Sep 1417 

Gamba, A. (C) Jan 349 
Gambling, W. A. (C) Jul 1226 
Garbacz, R. J. Jul 1184 

Gärtner, W. W. Apr 754, Aug 1268 
Gehman, J. B. Feb 498 

Geller, S. B. (C) Apr 803 
Gerber, E. A. Nov 1650 
Gerlough, D. L. Jan 296 
Gerritsen, II. J. (C) Aug 1329 
Gerst, I. Jul 1195, Nov 1639 


PROCEEDINGS INDEX—-9 


Giacoletto, L. J. (C) Feb 510, May 
921 

Gibbons, J. F. Sep 1383 

Gibson, J. E. (C) Aug 1321 

Gilden, M. (C) Apr 833 

Gilmour, А. S., Jr. (C) May 976 

Giordano, А. B. (B) Jul 1234 

Glendinning, W. (C) Jun 1087 

Glicksman, R. (C) Sep 1428 

Golay, M. J. E. (C) May 958, 
959; Sep 1378 

Golden, R. M. (C) Jun 1094 

Goldstein, A. J. (C) Jul 1209 

Goldstein, L. Dec 1877 

Goodman, J. W. (C) Jun 1084 

Gordon, C. K., Jr. (C) Dec 1953 

Gordon, E. 1. (С) Jul 1208 

Gorton, II. C. (C) Aug 1326 

Gottschalk, W. M. (C) Apr 813 

Gouban, С. (C) Nov 1679 

Gould, R. W. Dec 1906 

Grabowski, K. (C) Oct 1573 

Grace, M. Aug 1308, (C) Dec 1940 

Granholin, * W. Jan 296 

Greene, J. C (С) Jan 380, (С) 
Mar 626, (С) Apr 804, (C) Jul 
1223 

Griffith, P. G. (C) Apr 816 

Grow, R. W. (C) Nov 1696 

Gruenberg, II. (C) Dec 1938 

Guckel, H. (C) Nov 1685 

Guier, W. H. (C) Nov 1680 

Gummel, II. K. (C) Apr 834 


H 


Haidemenakis, E. D. (C) Sep 1448 

Паккі, B. W. (C) Mar 626, (С) 
Jun 1084, (C) Aug 1334 

Halligan, J. W. (C) Jul 1216 

Hamann, D. R May 904 

Hammond, J. L., Jr. (C) Jan 375. 
(C) Nov 1701 

Hansen, R. C. Jun 1066, (C) Aug 
1340 

Hansuc e R. D. (C) Jan 369 

Harbourt, C. O. (C) Jan 373 

Папеу, T. b. Dec 1822 

Harmon, L. D. (C) Aug 1316 

Harper, J. G. (B) Dec 1970 

Harris, B. (C) Dec 1951 

IIarrison, С. R. (C) Oct 1575 

Ilartman, W. J. (C) Mar 637 

Haskell, R. E. (C) Oct 1584 

Hauer, W. (C) Feb 519 

laus, II. A. (B) Aug 1348 

Haviland, R. P. (C) Nov 1694 

Ilaviland, R. T. (B) Aug 1345 

Hawkins, J. K. Jan 31 

Haynes, M. K. Jan 245 

Hayre, II. S. (C) Sep 1433 

Hazony, D. (C) Sep 1431 

IIechtel, J. К. May 933 

Hedderly, D. L. (C) May 966 

Hedemark, R. Oct 1561 

Ileffner, Н. (B) Feb 535 

Пейеу, G. Nov 1659 

Hefni, I. (C) Sep 1427 

Heilmeier, G. H. (C) Jun 1079 

Heilprin, L. B. (B) May 981 

Heiman, F. P. (C) Jut 1215 

Heizman, C. L. (C) Apr 829 

Helgesson, A. L. (C) Oct 1569 

Helmer, J. C. Oct 1528, Dec 1920 

Herman, F. (B) May 981, (B) Oct 
1591 

Herndon, T. O. Jan 155 

Ilerold, E. W. Dec 1747 

Herskovitz, S. B. Dec 1901 

Hiat R. E. (C) Mar 646, (C) Dec 
951 

Hill, W. R. (B) Aug 1346 

Hiller, G. (C) Apr 807 

Hoaglund, A. S. Jan 258 

Hock, D. C. (C) Jan 381 

Hodara, H. Dec i825 

Hoeppner, C. H. (B) Oct 1591 

Hollis, R. (C) Oct 1579 

Poloniak: N., Jr. (B) Oct 1590 

Holt, H. (С) Oct 1584 

Nan R. U. F. Apr 788 

Horgan, J. D. (C) Jun 1076 

Horowitz, P. Jan 185 

Horwitz, L. Р, Jan 175 

Howden, P. F. (C) Sep 1443 

Hsu, П. (C) Aug 1339 

Hu, M.-K. (C) Sep 1428 

Huang, J. S. T. (C) Mar 638 

Huggins, W. H. (B) Nov 1714 


PROCEEDINGS INDEX—-10 


I 
Ingalls, R. P. (C) Mar 631 
uuo G. C. Nov 1674 
Irland, A. Jan 236 
Ishii, z KO May 975, (C) Jun 
1076 


ТРЕ . (C) Feb 525, (С) Nov 
1686 
Izumi, I. (C) Aug 1313 


J 
Jacobs, 11. May 928, (C) Sep 1440, 
(C) Nov 1683 
Jaffe, B. Aug 1264 
James, J. R. (C) Dec 1949 
Jasinski, W. (C) Apr 807 
Jaumot, F. E., Jr. (B) Jan 390 
Jepsen, R. L. Dec 1920 
Johansen, D. E. (C) Feb 513 
Johnson, C. C. (C) Nov 1696 
Johnson, K. M. (C) Dec 1943 
Johnson, L. F. (C) Nov 1704 
Johnson, R. E. (C) Jan 377, (C) 
Dec 1942 
Johnson, R. S. (C) Jan 375 
Johnson, R. W. (C) Ang 1319 
Johnston, T. W. (C) Jan 354 
Jones, J. P. (C) Sep 1437 
Jordan, E. C. (B) Feb 534, (B) 
Nov 1713 
Jurenko, J. X., Jr. (C) Apr 836 
Jurkus, A. (C) Sep 1433 
Jury, E. I. (C) Dec 1947, 1948 


K 


Kaenel, К, А. (C) Mar 622, (C) 
Sep 1445 
Kahn, L. R. Oct 1503 
Kahn, W. К. (C) Nov 1699 
Kain, R. Y. (C) Jun 1085 
Kalish, I. H. (C) Sep 1427 
Kallmann, П. E. (C) Jut 1228 
Kamal, A. K. (C) Aug 1331 
Kamm, V. ri Jan 136 
Karew, Сй (B) Aug 1343 
Karni, S. (C) Apr 808 
Karplus, W. J. Jan 268 
Katzman, M. (C) Nov 1684 
Kaupp, Н. В. Jan 146 
Kelly, P. M. (B) Feb 533 
Kennanugli, E. M. (C) Jan 380 
Kibler, L. U. (C) Jul 1204 
Kiely, D. G. (C) May 966 
Kim, W. H. (B) Jan 389 
Kinnen, E. (C) Mar 641 
Kino, G. S. Dec 1767 
Kisliuk, P. P. Nov 1635 
Kitsopoulos, S. C. (C) Jun 1076 
Klein, M. (C) Nov 1708 
Kline, M. (B) Jan 390 
Kliphuis, J. (C) May 961 
Knapp, C. H. (C) Jan 380 
Knechtli, R. C. Dec 1789, 
1932 
Ko, Н. C. (C) Sep 1446 
Koike, Y. (C) Feb 525 
Korpel, A. (C) Oct 1582 
Koshiga, F. (C) Jul 1218 
Kounosu, S. (C) Sep 1445 
Kraus, J. D. (C) Jan 363 
Kretzmer, E. R. (C) Jun 1076 
кшш II. J. (C) Aug 1334 
Ku, T a) Aug 1337 
K . (C) Jun 1096, 1097, 


1926, 


Kuh, E. S. Jun 1043, (C) Nov 
8 


1687 
Kulp, B. A. (C) Sep 1437 
Kumagai, Y. (C) Feb 525 
Kurokawa, K. Sep 1391 
Kyhl, R. L. (C) Feb 519, (C) Nov 
1699 


L 


Lafferty, J. M. Jul 1136 

La Frenais, N. D. (C) Aug 1325 
Laikin M. (C) Mar 646 

Lally, P. M. (C) Feb 514 
Lamb, J. J. (B) Sep 1461 
Larson, H. T. Jan 4 

Lavi, A. Apr 779 

Lawhorn, R. (C) Nov 1704 
Lawless, W. J., Jr. Jan 53 
Layton, J. M. (C) Dec 1955 
Leadabrand, R. L. (C) Mar 639 
Lee, C. А. (C) Nov 1695 
Leeson, D. B. (C) Jan 351 
Lehrer, N. H. Mar 567 
Lehman, А. (C) Aug 1339 


Lendaris, G. G. (C) Nov 1709 
Leondes, C. T. (B) Mar 690 
Levi, R. (C) Aug 1323 

Lewis, D. J. (C) Jul 1222 
Lewis, J. K. Feb 498 

Lewis, T. B. Jan 313 
Lindmayer, J. (C) Aug 1335 
Linfield, R. F. Nov 1659 
Lippel, B. (B) Jan 391 

Little, A. G. (C) Apr 821 

Liu, B. (B) Oct 1591 

Lo, S.-F. (C) Nov 1688 
Lockwood, H. (C) Feb 519 
Loewe, R. T. Jan 185 

Logan, J. S. (C) Apr 832 
Lombardini, P. P. (C) Jul 1222 
l.ong, M. us oe 1024 
Looney, C, Jr. Feb 448 
Lorens, C. 8. (€ ) Nov 1708 
Low, P. R. Jan 221 

Lucas, M. S. P. (C) Nov 1681 
Lucas, W. J. (C) Aug 1325 


Luck, C. F. (C) May 960, (C) Dec 
1954 
Lynch, J. T. (B) Aug 1343 


M 


Macdonald, J. R. Feb 453 

MacCarthy, Н. М. (C) Mar 640 

Macpherson, A. C. (C) Aug 1314, 
1333 

MacSorley, O. L. Jan 67 

Magill, D. T. Sep 1403 

Maier, II. G, (C) Sep 1443 

Makris, J. (C) Mar 632 

Maley, С. A. Jan 221 

Malik, S. (C) Jan 370 

Mallory, W. R. (C) Nov 1692 

Manamon, L. II. (C) Nov 1698 

Mantek, P. A. (C) Apr 803 

Marcuse, D. (C) Nov 1706 

Marsocci, V. X. (C) Aug 1326, (C) 


Oct 1574 

Martlett, C. (C) Tun 1087 

Marutake, M. (C) May 967 

Matthaei, G. L. (C) Apr 833, (C) 
Nov 1703 

Matthei, W. G. (C) Feb 509 

Matty, T. C. (C) Jul 1225 

May, J. E., Jr. (B) Sep 1458 

Mayes, P. Е. (С) Мау 962 

Mayo, В. В. (C) Apr 817 

McDade, J. C. (C) May 957 

McFarlan, R. L. Sep 1376 

McKibbin, D. D. (C) Aug 1315 

McMahan, W. II. (C) Dec 1942 

MeMillan, F. N. (C) Jan 381 

MeMurtrey, A. W. (C) Nov 1702 

Medved, D. B. (C) Jun 1077 

Mehl, W. (B) Jan 389 

Meindl, J. D. (C) Apr 816, May 
928, (C) Nov 1683 

Melehy, M. A. (C) Sep 1424 

Melngailis, I. (C) Jan 352, Nov 
1616 

Meltzer, S 
Oct 1573 

Meyers, N. H. Nov 1640 

Miessner, B. F. (C) Jun 1089, (C) 
Nov 1697 

Mikulski, J. J. (C) Jan 361 

Miles, M. H. Nov 1650 

Milnes, A. G. (C) Jul 1204, Nov 
1616 

Minsky, M. Jan 8 

Minton, R. M. (C) Sep 1428 

Moffatt, D. L. Jul 1184 

Montgomery, G. F. (C) Jul 1214 

Montgomery, M. D. (C) Apr 826 

Moody, N. F. (C) Apr 835 

Moore, J. W. (C) Oct 1578 

Morgan, M. G. (B) Aug 1347, (B) 
Dec 1970 

Morgan, M. L. Jan 276 

Morris, L. (C) Dec 1940 

Morse, J. H. (C) Oct 1571 

Mostov, P. M. May 941 

Mueller, G. E. (B) Mar 691 

Mueller, W. M. (C) Mar 642 

Muller, M. W. (C) May 957 

Mullin, A. A. (C) Feb 526 

Mumford, W. W. Feb 427 

Murcray, W. B. (C) Apr 811 

Muroga, S. (C) 1455 

Mydosh, J. A. (C) Sep 1448 


N 


Nagumo, J. Aug 1281 
Nain, H. J. (C) Sep 1431 


A. Feb 479, Aug 1299, 


Nanavati, R. P. (C) Jan 349, (C) 
Dec 1962 

Narasinga Rao, K. V. Dec 1877 

Narken, B. (C) Sep 1438 

Nassau, K. (C) Nov 1704 

Nathan, A. (C) Sep 1431, (C) Oct 
1577 

Nee, J. (C) Mar 624 

Nelson, D. E. Apr 744, (C) Nov 
1689 

Nergaard, L. S. (C) Jan 350, (C) 
Mar 622 

Nesbeda, P. Jan 329 

Neu, F. D. (C) 1963 

Neuringer, T. L. May 941 

Newcomb, R. W. (C) Oct 1585 

Newell, W. E. (C) Dec 1959 

Newhouse, V. L. (C) Aug 1318 

Nilssen, O. K. (C) May 964, (C) 
Jul 1222 

Norton, R. Н. 

Nussbaum, E. 


Nov 1655 
Jan 236 


о 


O'Connel, J. А. (C) Sep 1438 
Ogawa, T. (C) Mar 643, (C) Jul 
1220 


Oharek, F. J. (C) Dec 1942 

Okaya, A. (C) Jun 1083 

Okwit, S. (C) Jun 1078, (С) Jul 
1210, Aug 1308 

Oliver, B. M. (C) Dec 1960 

Olson, F. А. (C) Mar 629, (C) Jul 
1230 

Olthuis, R. W. May 949 

O'Neill, G. D. (C) Nov 1695 

Orchard-Hays, W. Jan 283 

Ordung, P. F. (B) Jul 1237 

Ortwein, N. R. Apr 788 

Owen, II, A. (C) Nov 1681 

Owren, L. (C) Jan 369 


P 


Paananen, R. А. (C) Dec 1954 

Padgitt, II. R. (C) Apr 836 

Pany, F. G. (C) Oct 1570 

Papas, C. H. (B) Aug 1344 

Parry, C. A. (C) Dec 1952 

Patterson, J, D. Jun 1043, (C) Nov 
1687 

Patton, W. T. (C) May 962 

Pearson, К. T. Jan 164 

Pease, M. С. Jan 488 

Peatman, J. B. (C) Jul 1229 

Pedinoff, M. E. (C) Aug 1315 

Pelchat, M. G. (C) Apr 822 

Penstone, S. R. (C) Jun 1089 

Peterson, ^. P. G. (B) Jan 390 

Peterson, D. G. (C) Ju! 1225 

Peterson, W. W. Jan 228 

Pettus, C. (C) Dec 1943 

Piattelli, M. (C) Sep 1435 

Pierce, J. N. (C) Jan 363 

Piggott, W. R. (C) May 965 

Pohl, J. E. Apr 788 

Polk, C. (C) Apr 817 

Pope, J. II. (C) Apr 811 

Porsche, HI. (C) Oct 1582 

Prasanna-Kumar, K. S. (C) Aug 
1321 

Presser, A. (C) Aug 1318, (C) Oct 
1572 


Pritchard, R. L. Apr 725 


Prugh, R. A. (B) Aug 1343 
Pucel, R. A. (C) Jun 1080, (C) 
Aug 1340 


Pulfer, J. K. 
May 968 
Pulvari, C. F. (B) Aug 1347 

Pungs, I.. (C) Jan 378 


R 


Rabinovici, B. (C) Jul 1213 

Raffel, J. 1. Jan 155 

Raichman J: E Jan 104 

Ramberg, E. G. (C) Dec 1938 

Ramp, H. O. (C) Nov 1693 

Raphelson, M. (B) Jul 1234 

Rapier, P. M. (C) Aug 1322, (C) 
Nov 1691 

Rashid, A. F. (C) Aug 1338 

Rawer, K. (C) May 968, (C) Oct 
1582 

Rayfield, G. W. (C) Apr 819 

Reber, G. (C) Feb 529 

Rebsch, D. L. (C) Mar 644 

Reder, F. H. Jun 1028 

Redlich, R. W. (C) Oct 1580 

Reed, ]. (C) Feb 519 

Reiling, G. H. (B) Feb 536 


(C) Mar 644, (C) 


Renton, C. A. (C) Jul 1213, (C) 
Dec 1937 
Rey, T. J. Mar 590 
Reza, F. M. (C) Nov 1693, (C) 
Dec 1950 
Rhoades, W. T. (C) Nov 1691 
Rhodes, D. R. (C) Jan 376 
Ribbens, W. B. (C) Nov 1700 
Richardson, J. M. (B) Jun 1108 
Rigney, D. S. May 941 
Rihaczek, A. W. (C) Apr 822 
Rittner, E. S. (C) Aug 1323 
Rivers, W. K., Jr. Jun 1024 
Roberts, R. W. (C) May 963 
Robinson, B. J. (C) Jul 1205 
Robson, P. N. (C) Mar 645, (C) 
Sep 1433 
Rodrigue, G. P. (C) Dec 1939 
Rogers, W. M., Jr. (C) Oct 1573 
Rosenblatt, F. (B) Jun 1108 
Rossero, A. (C) Dec 1959 
Rossol, F. C. (C) Oct 1574 
Roth, A. (C) Sep 1437 
Rothschild, D. R. (C) Mar 649 
Roulston, D. J. (C) Dec 1961 
Rowen, J. H. (B) Jun 1108 
Rowley, J. J. (C) Jan 364 
Rubin, M. D. (C) Aug 1327 
Rubin, W. L. (C) Sep 1432 
Ruchkin, D. S. (C) Sep 1436 
Ruderfer, M. (C) Mar 630 
Russell, F. A. (B) Jan 392 
Ruthroft, C. L. (C) Jun 1091 
Ryan, W. D. (C) Jun 1081 


S 


Saari, V. R. (B) Apr 832 

Saaty, T. L. (C) Jun 1095 
Sabisky, E. S. (C) Aug 1329 
Safran, H. Jan 329 

Sah, C. T. Mar 603, Nov 1623 
эшо; S. (C) Mar 623, (C) May 


969 
Saito, Y. (C) Feb 528 
Saton G. (B) Apr 853, (B) Sep 
6 


Saltzman, H. (C) Dec 1959 
Salz, J. (C) Jan 366 
Sann, K. H. (C) Feb 527 
Sard, E. W. (C) Jan 350, 355 
Savarin, A. (C) Jul 1230 
Scarbrough, A. D. (B) Feb 535 
Schaefer, D. H. (C) Jul 1219 
Schaffner, G. (C) Apr 824 
Schatz, E. R. (C) Apr 816 
Scheibe, E. H. (C) Jun 1079, (C) 
Sep 1434 
Schelkunoff, S. A. (B) Feb 534 
Schlesinger, K. Oct 1538 
Schneider, M. V. (C) Jun 1090 
Schork, E. L. (C) Sep 1448 
Schroeder, M. R. (C) Jun 1094 
Schuller, M. Apr 754, Aug 1268 
Schwartz, D. B. (C) Jan 366 
Schwartz, L. S. (C) Feb 513 
Searing, R. M. (C) Mar 640 
Seeger, J. A. May 933 
110 S. (B) Mar 690, (B) Jun 


1108 
Seiler, M. R. (C) Dec 1952 


Selinger, V. H. (C) Jan 356 

Sengupta, D. L. Dec 1872 

Senior, T. B. A. (C) Dec 1945 

Sensiper, S. (C) Apr 810 

Serrell, R. (B) Jun 1110 

Shafer, C. G. (C) May 960 

Shapiro, G. (B) Jun 1109 

She, C.-Y. (C) Sep 1450 

Shea, R. F. (B) Jan 392, (B) Jul 
1235, (B) Aug 1343 

Shelton, G. L., Jr. Jan 175 

Shepherd, F. D. (C) Sep 1435 

Shepherd, G. P. (C) May 966 

Sheppard, A. P. (C) Jan 377, (C) 
Dec 1942 

Sherman, J. E. (B) Jul 1235 

Shilliday, T. S. (C) Dec 1952 

Shimada, K. (C) Mar 632 

Shimura, M. Aug 1281 

Shkaroisky: 1. P. (C) Jan 354, Dec 


Shombert, D. (C) Jun 1087 

Short, R. A. (B) Sep 1458 

Siegel, K. M. (C) Mar 646, (C) 
Apr 809, (B) Jul 1236, (C) Dec 
1945, 1951 

Siegman, A. E. (C) Mar 633 

Siekanowicz, W. W. Dec 1836 

Silver, S. (B) Feb 535 

Sims, R. C. Jan 136 

Sims, S. D. (C) Aug 1331 

Sinclair, G. (B) Nov 1714 

Sisson, R. L. Jan 185 

Sluss, J. A., Jr. (B) Jul 1236 

Smart, R. G. Jun 1051 

Smilen, L. I. (C) Jul 1206, (C) 
Nov 1687 

Smith, C. E. (B) Jan 391, (B) 
Aug 1344 

Smith, J. G. (C) Jun 1078, (C) 

Jul 1210 

Soifer, R. (C) Sep 1455 

Soohoo, R. F. (B) Apr 852 

Spence, R. (C) Aug 1338 

Spilker, J. J., Jr. Sep 1403 

Spitz, E. (C) Feb 515 

Staras, H. (C) Jul 1211 

Statz, H. (C) May 960, (C) Aug 
1340, (C) Dec 1954 

Stelzried, C. T. (C) Apr 812, (C) 
Jul 1224, (C) Dec 1963 

Stern, A. P. (B) Feb 534, (B) Jul 
1235 

Sterzer, D. (C) Nov 1689 

Sterzer, F. Apr 744, (C) Aug 1318, 
(C) Oct 1572 

Stewart, H. A. (C) Nov 1681 

Stewart, J. L. (C) Feb 521 

Stewart, R. M. (C) Aug 1322 

Stickler, D. C. (C) Aug 1320 

Stitch, M. L. (C) Oct 1571 

Stockman, H. E. (C) Jan 379, (C) 
May 970, (C) Oct 1586 

Stone, H. A., Jr. Jul 1170 

Storke, F. P., Jr. (C) Aug 1328 

Straiton, A. W. Jan 220, (C) Mar 
649 

Stram, O. B. Jan 210 

Strutt, M. J. O. (C) Dec 1946 

Stull, K. S., Jr. (C) Jan 365 


INDEX TO SUBJECTS 


Suchy, K. (C) May 968 

Sugai, I. (C) Mar 627, 628, (C) 
Apr 823; (C) Dec 1944, 1946 

Sugano, T. (C) Jul 1218 

Sugata, E. (C) Apr 819 

Suran, J. J. Feb 420 

Susini, A. (C) Aug 1332 

Süsskind, C. Oct 1550 

Sussman, A. (C) Feb 517 

Sutherland, C. W. (C) Feb 519 

Swan, C. B. (C) Dec 1941 

Swartz, D. B. (C) Dec 1958 

Swartz, J. M. (C) Aug 1326 

Swenson, G. W., Jr. (B) Jan 391 

T. 

Tai, C. T. (C) Sep 1442 

Takács, J. (C) Sep 1446 

Talpey, T. E. (C) Jan 376 

Tanguay, A. R. (C) Jan 381 

Tarca, E. L. (C) 1964 

Taylor, L. S. Dec 1831 

Taylor, R. L. Dec 1901 

Terada, M. (C) Apr 819 

Terhune, К. W. Apr 768 

Tetenbaum, S. J. (C) Jui 1230 

Thaler, S. Feb 479, Aug 1299, (C) 
Oct 1573 

Thiess, G. H. (C) Sep 1439 

Thompson, G. B. H. (C) Nov 1684 

Tiemann, J. J. (C) Mar 622 

Tolbert, C. W. Jan 220, (C) Mar 


649 
Toman, K. (C) May 971 
Tomiyasu, K. (C) Jul 1207 
Tompkins, H. E. (B) Apr 854 
Tou, J. T. (C) Mar 646 
Trambarulo, R. (C) Jun 1075 
Truxal, J. G. Jan 305, (B) May 981 
Tschauner, J. (C) Sep 1447 
Tsu, T. C. (C) Jan 381 
Tsui, J. B. Y. (C) May 975, (С) 
Jun 1076 
Turner, E. H. (B) Oct 1591 
Tyras, G. Dec 1822 


U 


Unz, H. (C) Feb 530 
Ur, H. (C) Jun 1092 
Ura, K. (C) Apr 819 
Utsunomiya, T. (C) May 965 
Uzunoglu, V. (C) Sep 1440, (C) 
Dec 1957 
V 


Vail, C. R. (C) Nov 1681 

Vanderslice, T. A. Jul 1136 

van der Ziel, A. (C) Jul 1211, 1212 

Van Gelder, A., Jr. (C) Aug 1332 

Verdeyen, J. T. Dec 1877 

Vetter, A. F. (C) Sep 1437 

Vincent, B. T., Jr. (C) Feb 511, 
(C) Nov 1682 

Vodicka, V. W. (C) Aug 1335 

Von Gutfield, R. (C) Feb 522 

Voorhaar, F. (C) Apr 824 


w 


Wacker, A. G. (C) Apr 835 
Wada, J. Y. Dec 1926 
Wade, G. (C) Apr 802, May 880 


Wagner, W. G. (C) Mar 625 
Wait, J. R. (C) Jun 1089, (B) Jul 
1236, (C) Sep 1429, (C) Oct 
1576 
Waite, A. H., Jr. (C) Sep 1449 
Wallace, J. D. (C) Aug 1324 
Wang. C. C. (С) rud 522 
Wang, F. F. Y. (C) May 975 
Wang, S. (C) Jul 1219 
Wanselow, R. D. (C) May 973 
Wanuga, S. (C) Aug 1339 
Warner, R. M., Jr. Jul 1170 
Waterman, A. T., Jr. (C) Sep 1452 
Weaver, C. S. (C) Oct 1587, (C) 
Nov 1704 
Webb, E. L. R. (C) May 963 
Webster, W. M. Apr 725 
Weglein, R. D. (C) Apr 810 
Weinreb, S. (C) Jun 1099 
Weiss, M. R. (C) Nov 1707 
Wessel-Berg, T. (C) Feb 516 
Wheeler, G. J. (C) Feb 519 
Whetstone, A. L. (C) Sep 1445 
Whinnery, J. R. (B) Mar 691 
White, R. M. (C) Nov 1686 
White, W. D. (C) Apr 804, (B) 
Nov 1713 
Whitford, B. G. (C) May 968 
Wickersham, A. F., Jr. (C) Jan 378 
Wiel, H. (C) Mar 646 
Wier, J. M. Jan 196 
Wildey, R. L. Nov 1655 
Wilfinger, R. J. (C) Dec 1962 
Williams, H. B. (C) Jun 1081 
Willoughby, E. O. (C) Oct 1583 
Wilmshurst, T. H. (C) Jul 1226 
Wilson, B. L. H. (C) Aug 1330 
Wilson, R. B. (C) Aug 1330 
Winder, R. O. (C) Jun 1100 
Wingrove, E. R., Jr. (C) Nov 1693 
Winkler, M. R. Jun 1028 
Wolf, A. A. (C) Jan 358, (C) Mar 
637, (C) Jun 1097, 1098 
Wolfe, P. N. (B) Jul 1234 
Woodbury, E. J. (C) Oct 1571 
Wooding, G. W. H. (C) Nov 1689 
Wrigley, C. (C) Aug 1335 


Y 


Yadavalli, S. (C) Jun 1098 

Yamamoto, Y. (C) Feb 522 

Yang, A. C. (C) Sep 1435 

Yariv, A. Apr 739, (C) Nov 1695 

Yee, J. S. Dec 1837 

Yoshida, A. (C) Mar 643, (C) Jul 
122 

Youla, D. C. May 907; (C) Jul 
1206, 1221; (C) Nov 1687 

Young, C. E. Jan 236 

Young, T. (C) Dec 1943 

Yuan, S. (C) May 965 


Z 


Zadeh, L. A. (C) Sep 1452, Oct 
1488, (B) Nov 1712 

Zopf, С. W., Jr. (C) Feb 526 

Zucker, H. Mar 591 

Zuleeg, R. (C) Aug 1335 

Zweig, F. (B) Feb 534 


Listings are by month and page. Authors and paper titles may be determined from the tables of contents in the front part of this index. 


A 


Absorption, Atmospheric, of 
Waves: Mar 649 

Absorption of Waves by Atmospheric Gases, 
Anomalies in, Correction: Jan 220 

Adaptive Communications Filter: Oct_1587 

Adaptive System, Model Parameter Controls 
for: Mar 641 

Adder, Full Binary, with One Tunnel Diode: 
Jul 1213 

Adler Tubes, Beam Interception and Limiting 
Gain in: Feb 516 

Algebraic Function Catculations Using Poten- 
tial Analog Pairs: Jan 276 

Allocations, Frequency, for Space Communica- 
tions: Jun 1009 

Altimeters, Operation Over Snow-Covered 
Ground or Ice: May 965, Sep 1449 


Millimetric 


Amplification: 
Microwave, in Electrostatic Ring Struc- 
tures: Sep 1424 
Parametric, by Charge Storage: May 966 
Parametric, in Transistors: Aug 1335 
Parametric, with a Low-Frequency Pump: 
Jul 1214 
Amplifiers: 
Backward Traveling-Wave Parametric, Wide 
Tuning Range of: Aug 1339 
Beam-Type Parametric, Noise in: Jul 1208 
Broad-Band S-Band Parametric: Dec 1943 
Cascaded Tunnel-Diode: Sep 1434 
C-Band Nondegenerate Parametric, 
500-Mc Bandwidth: May 961 
C-Band Parametric, with Large Bandwidth: 
Nov 1682 


with 


Circuite, Nonreciprocal Parametric: Jun 

1075 

Class-B Transistor, Elimination of Crossover 
Distortion in: Apr 834 

Cyclotron Wave, with Magnetic Pumping: 
Mar 645 

DC Pumped, with a Two-Dimensional Field 
Structure: Dec 1957 

Beas Parametric, Sensitivity of: Jul 

05 

Distributed Negative-Conductance, Noise 
Measure of: Jul 1212 

Electron Beam Parametric, Kompíner Dip 
Couplers for: Mar 637 

Extremely Wideband Tunable Parametric: 
Dec 1940 

Forward Wave  Crossed-Fleld, 
Amplification by: Mar 646 


BI-Signal 


PROCEEDINGS INDEX—11 


Forward Wave Crossed-Field, Gain Meas- 
urements on: Jan 372 

Front End, Degenerate Parametric, Radar 
Sensitivity with: Apr 804 

High-Performance X-Band Parametric: Feb 


511 

Hybrid Coupled Negative-Resistance, Noise 
Considerations for: Mar 626 

Hybrid-Coupled Tunnet Diode, Noise Per- 
formance and Stability of: May 975 

Infinite-Gain Operational, Matrix Analysis 
of Networks Having: Oct 1577 

Ka-Band Ferrite: May 963 

L Pand Traveling-Wave Parametric: Jul 
1 

Light, Pulsed Ruby Maser as: Nov 1635 

Linear. Actual Noise Measure of: Sep 1391 

Low-Noise, for Centimeter and Shorter 
Wavelengths: May 880 

Low-Noise Microwave Quadrupole: Jul 1016 

Matched, Using Two Cascaded Tunnel Di- 
odes: May 904 

Millimeter-Wave Tunnel Diode: Jun 1075 

Moving in Space, Stability Criterion for: 
Jan 379 

Nearly Optimum Wide-Band 
Parametric: Apr 833 

Negative Conductance, Noise Figure and 
Stability of: Aug 1314 

Negative-Conductance, 
Feb 520 

Negative-Conductance, 
Parameters: Apr 812 

Negative Resistance, Gain Bandwidth Rela- 
tions in: Jan 355 

New Microwave Power: Jun 1083 

Noise, Zero-Point Energy as the Source of: 
Mar 633 

Nondegenerated S-Band Parametric, with 
Wide Bandwidth: Apr 824 

Optimum Negative-Resistance: Jun 1043, 
Nov 1687 

Parametric, Lossy Coupling in: Oct 1573 

Parametric, Reactance Tube as: Mar 624 

Quadrupole, Thermal and Beam Noise in: 
Apr 802 

Resonant Slot Parametric: Dec 1939 

Stable Parametric: Mar 629 

Stages, Lossy Tunnel-Diode Noise Measure 
of: Jul 1211 

Transistor, Average and Spot Noise Figure 
in: Jul 1215, Nov 1699 

Transistor Feedback, Mismatched 
connection of: Apr 830 

Traveling-Wave Parametric, Analysis: Mar 
591 

Traveling-Wave Parametric, Gain Satura- 
tion in: Sep 1433 

х Solid-State Analog to: Jun 
1079 


Degenerate 


Noise Figure of: 


Transmission Line 


Inter- 


Tunnel Diode: 
Broad-Band: Apr 835 
Cascading: Jan 373 
Gain vs Bandwidth Limits for: Apr 832 
Microwave, Noise Investigation of: Apr 
Shot Noise in: Jan 350, Mar 622 
Slot Transmission: Aug 1315 
Stability Criteria for: Dec 1937 
Unidirectional Lower Sideband Parametric: 
Nov 1684 
Varactor Diode Parametric Standing-Wave: 
Feb 509 
Variable Dual Reactance Traveling-Wave 
Parametric: May 973 
Wide-Band Single-Diode Parametric, Using 
Filter Techniques: Apr 821 
Amplitude and Phase Modulation, Combined, 
for a One-Sided Spectrum, Discussion: Jun 
1094 
Amplitude Modulating a Van Atta Radar Re- 
flector: Mar 634, Nov 1692 
Angle Modulation, Superposition Property of: 
jun 1084 
Antennas: 
and Receiving-System  Noise- Temperature 
Calculation: Oct 1568 
Aperture, Transient Behavior: Apr 817 
Beam Configurations in Scatter Communi- 
cations: Sep 1452 
Breakdown: Dec 1964 
Broad-Band, Dispersive Properties of: Mar 


644 
Broad-Band Spherical Satellite: Apr 824 
Cross, History: Feb 529 
Endfire: Feb 515 
Frequency-Independent, Backward-Wave 
Radiation and the Design of: May 962 
Noise Temperature in Plasma Environment: 


PROCEEDINGS INDEX—12 


| Dec 1846 
Nondirectional Ferrite Rod, for AM Radios: 
jul 1222 
Siting Tests on a Tropospheric Scatter Path: 
Aug 1325 
Size for a Space Vehicle: Nov 1708 
| Tapered Ladder: Jan 377 
Techniques for Handling Partially Polarized 
Waves with Reference to: Sep 1446 
| Thin Linear, Radiation Resistance of: Jan 
|Antiferroelectric Ceramics with Field-Enforced 
Transistions: Aug 1264 
Antigravity: Sep 1442 
Appleton-Hartree Equation for Any Degree of 
Tonization: Dec 1857 
Arrays, Communications Satellites Using: Jun 
| 1066, Aug 1340 
Atmospheric Absorption of Millimetric Waves: 
Mar 649 
Atmospheric Gases, Anomalies in the Absorp- 
tion of Waves by, Correction: Jan 220 
е X-Band Electronically-Variable: 
Nov 1690 
Autocorrelation Pattern Recognition: Jun 1085 
Avalanche Effects, Negative Resistance in 
Transistors Based on Transit-Time and, 
Correction: Aug 1340 
Avalanche Injection, High-Level Microwave 
Detector Using: Aug 1333 
|Avalanche Pulse Circuits, New Ways to Trig- 
ger: Jun 1093 


B 


Backscatter Records, Proof of Focusing at the 
Skip Distance by: Jan 369 

Backward Traveling-Wave Parametric Ampli- 
fiers, Wide Tuning Range of: Aug 1339 

накыш улус Oscillator Stabilization: Nov 
169 

Backward-Wave Radiation and the Design of 
Frequency-Independent Antennas: May 962 

[Balun Solution by a Tapered Potential: Apr 
81 


Beams: 
Frequency Standards, Magnetic Shield for: 
Aug 1328 
Immersed in an Axial Magnetic Field, Small- 
Signal Space-Charge Density in: Apr 815 
Interception and Limiting Gain in Adler 
Tubes: Feb 516 
Noisiness, Reduction by a Potential Mini- 
mum Away from Cathode: Mar 642 
Prebunched, Coherent Generation of Micro- 
wave Power by Annihilation Radiation: 
Aug 1334 
Binary Division Algorithms, Certain, Statisti- 
cal Analysis: Jan 91, Nov 1634 
Binary Error Rates in Fast Fading FDM-FM: 
| Feb 513 
Binary Numbers, Logarithmic Compression of: 
Jul 1219 
Binary One-Tunnel-Diode: Sep 1445 
Binary Transmission Over Telephone Circuits, 
Error Statistics and Coding for: Jun 1059 
Blackout, Re-Entry Radio, Magnetic Fields in 
Elimination of: Dec 1825 
Bombing, Navigation and Missile Guidance 
Subsystem, Digital Computer Equipment 
for: Jan 313 
Boolean Functions Realizable 
|. Threshold Devices: Jan 210 
Aer Functions Realizable 


in Terms of 
with Single 
Threshold Devices: Jan 370 


C 


Camera Systems, Measurement of Resolution, 
IRE Standards: Mar 599 

Canada, Ground Conductivity Map for: Nov 

| 1674 

|Capacitance: 

| Coefticients for Varactor Diodes: Арг 810 

| Diodes, Variable, Used as Phase-Shift De- 
vices: Mar 640 

Problem, Time-Varying, 
Feb 453 

Semiconductor Device, Three- Terminal Var- 
iable: Feb 510 

Tunnei Diode Junction, Measurement: Jan 
372 


Exact Solution: 


Capacitors: 
Charging Efficiency, Optimum, for Space 
Svstem: May 941 
Helix-Type Variable: Feb 522 
Motor, Parametric Variable: May 970 
Nonlinear, Definitions of Terms, IRE Stand- 
ards: Aug 1279 
Capacity of Continuous Information Channel 
Corrected for Time or Phase Jitter: Feb 513 
Cathodes, Barium-Activated Tungsten Dis- 


| penser, Suppression of Emission from: Aug 
132 

Cathode Diodes, MgO Cold, Rise-Time Meas- 
urements: Feb 517 

Cavity Modes in an Optical Maser: Mar 625 

Ceramic Magnets, Magnetic Circuits Employ- 
ing: Oct 1528 


Ceramics, Antiferroelectric, with Field-En- 
forced Transitions: Aug 1264 
Ceramics, Piezoelectric, on Measurements, 


IRE Standards: Jul 1161 

Cerenkov Radiation in a Dielectric Tube 
Waveguide: Jun 1084 

Cesium Frequency Stabilizer, Simplifier: Jan 


Cesium Plasma, lonized, Generation and Ap- 
plication: Dec 1926 

Channel, Continuous Information, Capacity 
Corrected for Time Phase or Jitter: Feb 513 

Charge Storage, Parametric Amplification by: 
May 966 

Circuit, Complete Transistor Equivalent: Apr 
8 


Circuit Considerations Relating to Місго- 
electronics: Feb 420 

Circuit, Tunnel-Diode Wide-Band Frequency 
Doubling: Dec 1963 

Circuits, Microwave Bistable, Using Varactor 
Diodes: Apr 829 

Circulators, Stripline Y, for 100 to 400 Mc: 
Feb 518 

Clock Paradox, Relativity and: Sep 1437 


Clock Synchronization Experiment, Long- 
Range: Jun 1028 
[Coaxial Lines, Ferrite Loaded, Differential 


Phase Shifts in: Jan 364 
Coaxial Lines, IF, Broad-Band Termination 
for: Jan 365, Aug 1332 
[Coaxial Termination, Liquid-llelium-Cooled: 
Jul 1224 
Codes: 
Cyclic, and Transition Coding: Dec 1956 
Cyclic, for Error Detection: Jan 228 
Double-Error Correcting Bose-Ray-Chau- 
dhuri, Decoding Procedure for: Oct 1585 
Groups, Convoluted Optimum Finite, Auto- 
correlation Properties: Jul 1230 
Coding, Error Statistics and, for Binary Trans- 
mission Over Telephone Circuits: Jun 1059 
Coding Scheme, Television, Computer Simu- 
lat ion: Jun 1076 
[Coherence vs Narrowbandedness in Regenera- 
tive Oscillators, Masers, Lasers: May 958 
Coincidence Techniques for Radar Receivers 
Employing a Double-Threshold Detection: 
Oct 1561 
Collector Design, Depressed, 
Potentials in: Feb 522 
[Color Images, Fox, Hues Seen in: Jul 1228, 
Dec 1946 
Combined Amplitude and Phase Modulation 
for a One-Sided Spectrum, Discussion: Jun 
1094 
Communications: 
Engineer, Reflections of a: Sep 1378 
Human, Digital Simulation in Research on: 
Jan 319, Jun 1020 
Satellite Supported, at 21 Megacycles: Sep 
1455 
Single-Sideband: Mar 632 
Space, Frequency Allocations for: Jun 1009 
Systems, Subsurface: Mar 645 
Techniques, Digital Data: Jan 196 
Compatible Single Sideband: Oct 1503 
Compression, Expansion, and Multiplication, 
FM-AM Method: Oct 1550 
Compression, Logarithmic, of Binary Num- 
| bers: Jul 1219 
Computers: 
Applications, Advanced: Jan 296 
Arithmetic and Control Units, Logical Or- 
ganization of: Jan 53 
Binary, High-Speed Arithmetic in: Jan 67 
Klement, Potential Microwave: Aug 1338 
Equipment, Digital, for Bombing, Naviga- 
tion and Missile Guidance Subsystem: Jan 
313 
Generated Displays: Jan 185 
in Automatic Control Systems: Jan 305 
Issue, Introduction: Jan 4 
Memories: Jan 104 
Simulation of a Television Coding Scheme: 
Jun 1076 
Simulation, Transient Analysis of Cryotron 
Netowrks by: Jan 245 
Subsystem Using Kilomegacycle Subhar- 
monic Oscillators: Jan 128 
Conductance Parameters, 
! Measurement: Oct 1581 


Space-Charge 


Tunnel-Diode 


Conductivity of Partially Ionized Gas: Dec 
1872 
Control, Automatic Phase, Theory and Design, 
Correction: Mar 590 
Control, Posicast, Analog Study: Sep 1450 
Control Systems, Automatic, Computers in: 
Jan 305 
Converters: 
Efficiency and Power Output of a Tunnel- 
Diode Relaxation Oscillator: Jul 1219 
Thermoelectric, Equivalent Circuits for: 
May 963 
Tunnel-Diode Down: Jul 1225 
Tunnel Diode Frequency: Aug 1318, Oct 
1572 
Cosmology and Information Theory: Sep 1378 
Counter Circuit, Tunnel-Diode Binary: Jun 


1092 

Counter, 100-Mc Tunnel-Diode Ring: Jul 1215 

Coupler, Gas-Discharge Microwave Power: 
May 949 

Couplers, Kompfner Dip, for Electron Beam 
Parametric Amplifiers: Mar 637 

Coupling Factor, Calculating Electromechan- 
ical: May 967 

Creativity, Education and: Nov 1697 

Cross Antenna, History: Feb 529 

Cross-Correlator, Self-Setting: Apr 836 

Cryosar, Silicon: Aug 1313 

Cryosistor Field-Effect Controlled 
lonization Switch: Nov 1616 

Cryosistor Three- Terminal Switch: Jan 352 

Cryotrons: 
Linear Circuit Aspects: Aug 1326 
Networks, Transient Analysis by Computer 

Simulation: Jan 245 

Ring Oscillator. 6-Megacycle: Jan 371 
Ring Oscillators, Conunenta: Apr 827 
Thin-Film: Aug 1318 

Crystals, Microwave Mixer, Excess Noise in: 
Jul 1226 

Crystal Optics, Polarization in 
Plasmas by: Oct 1584 

Crystals, Quartz AT-Type Filter. for 0.7 to 
60 Mc: Feb 523 

Current-Measuring Instruments, Simple. Mini- 
mum Reading Times for: Sep 1443 

Current Meter, Self- Balancing, and Recorder: 
Oct 1578 

Cyclotron and Synchronous Waves on a Fila- 
mentary Electron Beam, Power Carried by: 
May 969 

Cyclotron Radiation Model of VLF Emission, 
Energy Fluxes from: Apr 811 

Ceylotron Wave Amplifier 
Pumping: Mar 645 


Impact 


Magneto- 


with Magnetic 


D 


Data Processing, European: Jan 330, Jun 1065 
Data Systems, Multiloop, Multisampler, Vari- 
able-Rate Discrete, Output Transforms of: 
Mar 646 
Deflection System for a Flat Television Picture 
Tube: Dec 1938 
Delay-Lock Discriminator: Sep 1403 
Delta Function and Fourier Integral: Nov 1702 
Describing Function, New RMS, for Single- 
Valued Nonlinearities: Aug 1321 
Detection: 
Multiple Burst: Aug 1337 
Pseudo-Rectification and, by Bilateral Non- 
Гпеаг Resistors: Feb 469 
Range Predictions for Pulse Doppler Radar: 
Aug 1299 
System, Sequential, for Processing Radar 
Returns: Sep 1417 
Detectors: 
High-Level Microwave, 
Injection: Aug 1333 
Highly Sensitive Microwave, Tunnel Diode 
as: Apr 826 
Pickard’s Regenerative: Sep 1447 
Plasma Microwave Energy: Dec 1901 
Diclectric, N-Slab, Reciprocal Relations in: 
Oct 1579 
Digital Computer Equipment for Bombing, 
Navigation and Missile Guidance Subsys- 
tem: Jan 313 
B Data Communication Techniques: Jan 
9 
Digital Magnetic Recording Techniques, High- 
Density: Jan 258 
Digital Radiometer: Jun 1099 
Digital Simulation in Research on Human 
Communication: Jan 319, Jun 1020 
Digital Techniques, Tunnel-Diode: Jan 136 
Diodes: 
Available Varactor, Comparative Figures of 
Merit foi: Apr 809 


Using Avalanche 


Backward, Low-Frequency Noise in: Dec 

| 1939 

| Conductivity-Modulated, Base Voltage and 

| Contact Resistance of: Aug 1326 

Four-Layer, Minimum Time for Turn-Off in: 
Sep 1424 

High-Speed Silicon 
Switches: Nov 1707 

Inductive Semiconductor, Three-Layer Neg- 
ative Resistance and: Apr 754 

Junction, Negative Resistances in: Sep 1427 

Junction, RF-Induced Negative Resistance 
in: May 957 

Low-Lifetime Germanium, Reverse Charac- 
teristics: Sep 1427 

МЕО Cold Cathode, Rise-Time Measure- 
ments: Feb 517 

Reverse Characteristics at Low Tempera- 
tures: Sep 1425 

hcc Capacitance Coefficients for: Apr 
810 


Computer, as RF 


Varactor, Microwave Bistable Circuits 
Using: Apr 829 
| Varactor Parametric Standing-Wave Ampli- 
fier: Feb 509 
|Directional Coupler Core of an Arbitrary, 
Lossless, Reciprocal 4-Port: Nov 1699 
Discharges: 
Auxiliary, Thermionic Energy Conversion 
by Space Charge Neutralization: Dec 1932 
Electrodeless, Generation of Microwave Har- 
monics in: Dec 1942 
Microwave, Frequency Conversion in: Dec 
1890 
Penning, Electrical Characteristics of: Dec 
920 
Low-Pressure DC, Oscillations and Noise in: 
Dec 1767 
Discriminator, Delay-Lock: Sep 1403 
Display, Tracking and, of Satellites: Aug 1332 
Displaying Ultra-Fast Limit Cycles or Three- 
Parameter Trajectories: Nov 1691 
Displays, Computer Generated: Jan 185 
Distortion, Crossover, Elimination in Class-B 
Transistor Amplifiers: Apr 834 
Distortion, Time-Domain, in Pulsed Systems, 
Interpretation of Paired Echo Theory for: 
Sep 1432 
Distributed Negative-Conductance Amplifiers, 
Noise Measure of: Jul 1212 
Distributed RC Networks, Shaping of: Aug 
1330 
Diversity, Multiple, 
Fading: Jan 363 
Diversity Reception, Translation of a Historic 
Paper on: Jan 367 
Division Algorithms, Binary, Statistical Anal- 
ysis, Correction: Nov 1634 
Doppler Effect and Inertial Systems: May 971 
Doppler Effect, Performance Degradation of 
ирон Systems Due to: Nov 
693 
Doppler lonogram, 
1220, Mar 643 
Doppler Measurements, Optical, for Space 
Navigation, Limitations: Nov 1655 
Doppler Radar, Pulse, Detection Range Pre- 
diction for: Aug 1299 
Doppler-Shift Effects in Space Propagation: 
Nov 1694 
Doppler Shift from Satellites, Ionospherie Con- 
tributions: Nov 1680 


with Nonindependent 


Vertical Incidence: Jul 


E 


Echo-Signal Delay, Applying Chordal-Hop 
Theory of Ionospheric Lond-Range Propa- 
gation to: Jan 356 

Е Are Electronics Engineers?: Aug 

319 

Education and Creativity: Nov 1697 

Electromagnetic Fields, External, of Shielded 
Transmission Lines: Apr 816 

Electromagnetic Parameters, Representation 
in Presence of DC Magnetic Fields: Jan 354 

\Electromagnetic Phenomena, Extension of 
Newtonian Relativity to Include: Nov 1691 

|Electromagnetic Waves, Transmission Through 

| an lonized Layer in the Presence of Mag- 
netic Field: Dec 1822 

Electromechanical Coupling Factor, Calculat- 
ing: May 967 

Electron Beams: 

Filamentary, Power Carried by Cyclotron 
and Synchronous Waves on: May 969 
from a Pierce Gun, Effect of Filament Mag- 

netic Field: May 976 
Ion Relaxation Oscillation in: Feb 525 
Magnetic Tape Readout with: Feb 498 


Modulated, Interaction with a Plasma: Dec 
1906 

Parametric Aniplifiers, Kompfner Dip Cou- 

| plers for: Mar 637 
Spiraling, Large Signal Interaction with Rec- 

tangular Waveguide Mode: Nov 1696 

Electron Emission, Secondary, and Satellite 
Ionization Phenomenon: Jun 1077 

Electron Guns, Low-Noise, and the 6L6 Effect: 
Jun 1098 

Electron-Optical Design, Electron Trigonom- 
etry for: Oct 1538 

|Electron Radiation Damage in Unipolar Tran- 
sistor Devices: Sep 1437 

Electron Stream, RF Focusing of: Apr 819 

Electron Trajectories in a Nonuniform Mag- 
netic Field: Apr 832 

Electron Trigonometry, Electrical-Optical De- 

| sign: Oct 1538 

Electrons and Holes, Effects on the Transition 
Layer Characteristics of Linearly Graded 
P-N Junctions: Mar 603 

\Electrostatographic Devices, IRE Standards: 
Mar 619 

Energy Conversion, Thermionic, by Space 
Charge Neutralization by an Auxilary Dis- 
charge: Dec 1932 

Engineers, Electronics, Are they Educated?: 


| Aug 1319 

Envelope Probability as а Function of E/N,: 
May 971 

Epitaxial Microcircuit, Silicon: Jun 1087 

Erasure, Optical, of EL-PC and Neon-PC 
Storage Elements: Sep 1438 

Error: 


Analysis. Relative: Jul 1229 
Detection, Cyclie Codes for: Jan 228 
Rates, Binary, in Fast Fading FDM-FM: 
Feb 513 
Statistics and Coding for Binary Transmis- 
sion Over Telephone Circuits: Jun 1059 
Esaki Effect, Effect of Fluctuations in Density 
on the: Apr 837 
Ether Drift, Masers and Lasers: Oct 1576 
Europe, IRE Activities in: Jun 1008 
European Data Processing: Jan 330, Jun 1065 
Expansion, Compression, and Multiplication, 
New FM-AM Method: Oct 1550 
Exponential Functions, Trigonometric and, 
Integration and Summation: Jun 1088 


F 


False Alarm Rate Calculation: Oct 1573 
False Alarm Rate of Noise after Post-Detection 
Filtering: Feb 479 
Failure Character of Receiving Tubes Due to 
Deterioration: Feb 528 
Ferrimagnetic Limiter-Isolator: Oct 1575 
Ferrimagnetic Limiter, Phase Distortion in: 
Jan 362 
Ferrites: 
Amplifier, Ka-Band: May 963 
and Garnets at UHF, Gyromagnetic Reso- 
nance of: Sep 1443 
Lithium, Power Limiting Using: Oct 1574 
Loaded Coaxial Lines, Differential Phase 
Shifts in: Jan 364 
Rod Antenna, Nondirectional, for AM Radios: 
Jul 1222 
Rotary Joint, Waveguide In-Line: Dec 1959 
Ferromagnetic Microwave Generator, Pulsed: 
May 957 
Field-Effect Controlled Impact 
Switch, Crosistor: Nov 1616 
Field-Effect Tetrode: Jul 1170 
Field, gh, Theory: Nov 1690 
Fields, Gravitational: Nov 1689 
Filament, Tungsten Evaporated, 
| Silver Alloy: Oct 1570 
Film Croytrons, Thin: Aug 1318 
Film Memory, Magnetic, Design: Jan 155 
Films, Conductive, Reflection and Transmis- 
sion Jun 1090 
Filters: 
Adaptive Communications: Oct 1587 
Crystals, Quartz АТ-Туре, for 0.7 to 60 Mc: 
Feb 523 
Pulse-Compression, Closed-Form Solution 
for Output of: Jun 1086 
Rihaczek’s Constant Phase Nonlinear, Dy- 
namic Response: Apr 822 
Filtering, Post-Detection, Noise After: Feb 479 
Flame Attentuation at 200 Mc, Measurement : 
Dec 1917 
|Flat Television Picture Tube, Deflection Sys- 
tem for: Dec 1938 
Flip-Flop Circuit, Bistable, Using Tunnel Di- 
ode: Sep 1440 


Ionization 


for Gold- 
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Flip-Flop HF Behavior, One-Tunnel-Diode: 
Nov 1685 

Flip-Flop, One-Tunnel-Diode: Mar 622 

Flow Graphs and Tapered Transmission Lines: 
Nov 1696 

Flow Graphs, Signal, Algorism for Reduction 
of: Sep 1431 

Flow Table Logic: Jan 221 

Fluorescence, Inírared, and Stimulated Emis- 
sion of Nd*3 in CaO: Nov 1704 

Focusing, RF, of an Electron Stream: Apr 819 

Focusing System, Hollow-Beam: Feb 514 


Коше Integral, Delta Function and: Nov 

1702 

Fourier Series Derivation: Apr 827, Jul 1209, 
Sep 1446 


Fourier Transform Constants: Apr 833 
Fourier Transform Pair, Choice of Constants 
in: Jan 375 
Frequency: 
Allocations for Space Communications: Jun 
1009 


and time Transmissions, WWV and WWVH 

Standard: Jan 379, Feb 512, Mar 629, Apr 

813, May 960, Jun 1100, Jul 1227, Aug 

1335, Sep 1434, Oct 1572, Nov 1681, Dec 
45 


194: 

Conversion in a Microwave Discharge: Dec 
1890 

Converter, Tunnel-Diode: Aug 1318, Oct 


1572 
Divider, Junction-Transistor: Jun 1081 


Divider, Parametric, Reactance Tube as: 
Mar 624 
Division Systems, Multivoice-Channel, 


Noise Loading of: Dec 1952 

Doubling Circuit, Tunnel-Diode Wide-Band: 
Dec 1963 

Meter, Magnetically Tunable Microwave: 
Sep 1439 

Modulation of a Reflex Klystron with Mini- 
mum Amplitude Modulation: Sep 1449 

Multiplexing, Minimization of Maximum 
Amplitude in: Jan 357 

Multiplier, Tunnel-Diode, with Gain: Dec 

0 


Multiplier, Variable-Reactance: May 965 

Multipliers Using Charge-Storage Effect, 
Efficiency of: Dec 1961 

Stabilizer, Simplified Cesium: Jan 377 

Standards, Beam, Magnetic Shield for: Aug 
1328 

Temperature Shift of Piezoelectric Reso- 
nators, Reduction: Nov 1650 


G 


Gallium Animonide Tunnel Diodes for High- 
Frequency Applications: Jun 1101 

Garnet Limiters, Low-Level: Aug 1308 

Garnets, Ferrites and, at UHF, Gyromagnetic 
Resonance of: Sep 1443 

Gas-Discharge Microwave Power 
May 949 

Gas-Discharge Noise Source for Four-Milli- 
meter Waves, Noise Temperature of: Apr 807 

баз partially Ionized, Conductivity of: Dec 
18 


Coupler: 


Gaseous Plasmas Immersed in Magnetic 
Fields, Interaction of Microwaves in: Dec 
1877 


Generating Signals of Arbitrary Yet Fre- 
quency-Independent Phase Differences: May 
964 

Generation, Coherent, of Microwave Power by 
Annihilation Radiation ofa Prebunched 
Beam: Aug 1334 

Generation of Microwave Harmonics in an 
Electrodeless Discharge: Dec 1941 

Generator, Pulsed Gerromagnetic Microwave: 
May 957 

Geomagnetic and the Geographic Axes, Rela- 
tionship Between: Feb 530 

Gold-Silver Alloy, Tungsten Evaporation Fila- 
ment for: Oct 1570 

Graphical Solution for the Flux Distribution in 
a Magnetic Parallel Circuit: Apr 808 

Graphical Symbols for Electrical Diagrams, 
IRE Standards, Supplement: Feb 467 

Graphs, Signal Flow, Alorism for Reduction of: 
Sep 1431 

Gravitational Fields: Nov 1689 

Groun Conductivity Map for Canada: Nov 

4 

Guidance, Missile, Digital Computer Equip- 

.' ment for: Jan 313 

Gyro, Passive-Element Electrical Analog to: 
Oct 1580 

Gyromagnetic Resonance of Ferrites and Gar- 
nets at UHF: Sep 1443 
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H 


|Halftone Storage Tubes, Direct-View, Selec- 
tive Erasure and Nonstorage Writing in: 
Mar 567 

Пагтопіс Generation, 8- and 11-Gc Nanosec- 
ond Carrier Pulses Produced by: May 972 

Harmonic Generators, Waveguide: Apr 825 

Harmonics, Microwave, Generation in an Elec- 
trodeless Discharge: Dec 1941 

elise Neon Gaseous Optical Maser: Dec 
1954 

Hildebrand's Method for Nonuniform Trans- 
mission Lines: Dec 1944 

Holes, Effects of Electrons and, on the Transi- 
tion Layer Characteristics of  Linearly 
Graded P-N Junctions: Mar 603 

П џез Seen in Fox-Color Images: Jul 1228, Dec 
1946 

Human Communication, Digital Simulation in 
Research on: Jan 319, Jun 1020 


I 


Image Response in a Superheterdyne Receiver: 
Sep 1435 

Images, Fox-Color. Hues Seen in: Jul 1228, 
Dec 1946 

Images, Permanent Visual, on Magnetic Tape: 
Apr 836 

Impact lonization Switch, Cryosistor Field- 
Effect Controlled: Nov 1616 

Impedance oí Long Wire Suspended Over the 
Ground: Oct 1576 

Impedance Transformations, Visualization by 
Plastic Sphere Models: Feb 514 

Inductance in Thin-Film Superconducting 
Structures: Nov 1640 

Inductive Semiconductor Diodes, Three-Layer 
Negative-Resistance and: Apr 754 

Inertial Systems, Doppler Effect and: May 971 

Information Channel, Continuous, Capacity 
Corrected for Time or Phase Jitter: Feb 513 

Information, Mutual, Generalization: Aug 


Information Theory, Cosmology and: Sep 1378 
Infrared. Fluorescence and Stimulated Emis- 
sion of Ма? in CaWO;: Nov 1704 
Instrumentation System, | Monopulse: 
1328 

Instruments, Simple Current-Measuring, Min- 
imum Reading Times for: Sep 1443 

Integration and Summation of Trigonometric 
and Exponential Functions: Jun 1088 

Intelligence, Artificial, Steps Toward: Jan 8 

Intelligent Signals from Other Planetary Sys- 

| tems, Probable Character: May 959 

Interference, Intersymbol, Elimination by In- 
put Signal Shaping: Jul 1195, Nov 1639 

Interference, Direct Adjacent Channel, Mech- 

| anism for: Jun 1091 

[Interference Output from FM and Television 
Receivers, Measurement, IRE Standards: 
Sep 1398 

Intermediate Frequency, Zero, Receivers with: 
Aug 1327 

International Activities Committee, IRE: Sep 
1376 

e Telemetering, Correct ion: Mar 
621 


Aug 


Intersymhol Interference by Input Signal 
Shaping, Elimination: Jul 1195, Nov 1639 
Ion Relaxation Oscillation in Electron Beams: 
Feb 525 

lon Sheath of a Probe, Noise Generated in: 
Mar 632 

Tonic and Plasma Propulsion for Space Ve- 
hicles: Dec 1789 

lonizat ion: 

Appleton-ITartree Equation for Any Degree 
of: Dec 1857 

Effects, Satellite-Induced, Between Hemi- 
spheres, Correction: Jan 363 

Irregularities, Magnetic Field Aligned: Mar 
39 


Phenomenon, Satellite, Secondary Electron 
Emission and: Jun 1077 
Switch, Cryosistor Field-Effect Controlled 
Impact: Nov 1616 
|Ionized Cesium Plasma, Generation and Appli- 
| cation of: Dec 1926 
[usd Gas, Partially, Conductivity of: Dec 
1872 
lonized Layer, Transmission of Electromag- 
netic Waves in the Presence of Magnetic 
Field: Dec 1822 
llonogram, Vertical Incidence Doppler: Mar 
643, Jul 1220 
|Ionosphere, Propagation of Wide- Band Signals 
| Through: Jui 1211 


jlonospheric Contributions to Doppler Shift 
from Satellites: Nov 1680 

"Ionospheric Long-Range Propagation, Apply- 
ing Chordal-Hop Theory to Echo-Signal 
Delay: Jan 356 

Ionospheric Refraction Effects, Elimination: 
Sep 1451 


| Activities in Europe: Jun 1008 
Convention: Mar 565 
intemational Activities Committee: Sep 
1376 
President, Open Letter from: Dec 1743 
Isolators: 
Compact ОНЕ: Jan 366 
Ferrimagnet ic Limiter: Oct 1575 
Millimeter-Wave Field-Displacement-Type: 
| Мау 975 
| Miniaturized S-Band: Dec 1958 


| 


| 


|Junctions, Linearly Graded P-N, Effects of 
Electrons and Holes on Transition Layer: 
Mar 603 


K 


IKlystron, Reflex, Frequency Modulation, with 
Minimum Amplitude Modulation: Sep 1449 
|Klystrons, Drift-Tunnel Oscillations in: Jul 


| Kompfner Dip Couplers for Electron Beam 
Parametric Amplifiers: Mar 637 


L 


Laplace and Poisson Equations, Resistor Net- 
work for Solving: May 933 
Laplace Transformation, Probability Density 
Functions for Sums of Variables by: Jan 356 
Lasers: 
Flash- Pumped Ruby, Operating Character- 
istics: Oct 1570 
Masers, and the Ether Drift: Oct 1576 
Oscillators, Masers, Regenerative, Coher- 
ence vs Narrowbandedness in: May 958 
Ruby, Exhibiting Periodic Relaxation Oscil- 
lations: Dec 1942 
Ruby, with an Elliptic Configuration: May 
| 960 
Laurent-Cauchy Transform Analysis: Jan 358 
Laurent-Cauchy Transforms: Sep 1447 
|Laurent-Cauchy Transforms for Analysis of 
Linear Systems, Correction: Jun 1097 
‘Learning Machines, Optimum Performance: 
| Jan 349 
Light Amplifier, Pulsed Ruby Maser as: Nov 
1635 
|Light, Coherent, Proposed Technique for Mod- 
| ulation of: Aug 1331 
iLight, Velocity of, Proposed Test of Con- 
stancy: Aug 1322, Dec 1953 
|Limiter, Ferrimagnetic, Phase Distortion in: 
| Jan 362 
Limiter-losolator, Ferrimagnetic: Oct 1575 
Limiters. Low-Level Garnet: Aug 1308 
Linear Discrete Systems, Stability Test for: 
Dec 1947, 1948 
[Lincar Systems, Laurent-Cauchy Transforms 
for Analysis of, Correction: Jun 1097 
Linearity, Extended Definition: Sep 1452 
|Lithium Ferrite, Power Limiting Using: Oct 
1574 
|Logarithmic Compression of Binary Numbers: 
Jul 1219 
Logic Circuit Performance, Statistical Anal- 
ysis: Jan 236 
[Logic Conversion, AND-OR 
| Limitations: Feb 519 
I. ogic, Flow Table: Jan 221 
[Logic Nets, Structure: Aug 1322 
iLogic, Threshold, Recent Papers: Jun 1100 
Logical Organization of Computer Arithmetic 
and Control Units: Jan 53 
Loop Systems, Multisampled, 
Relationships: Nov 1709 
Loran-C, Timing Potentials of: Nov 1659 
Lorentz Space, Minkowski Representation, 
Mechanical Model: Mar 635 
{Loudspeaker Measurements, IRE 
| mended Practices on: Oct 1553 
Lunar and Echo Satellite Reflection Signals, 
Sideband Correlation: Jun 1081 
Lunar Reflection Circuit, Band-Pass Measure- 
| ments: Mar 631 


| M 

(Machines, Self-Educating, for Recognition and 

| Classification of Patterns: Aug 1335 

Magnetic Circuits Employing Ceramic Mag- 
nets: Oct 1528 


to Majority, 


Input-Output 


Кесот- 


Magnetic Fields 

Aligned Ionization Irregularities: Mar 639 

DC, Representation of Electromagnetic Pa- 
rameters in Presence of: Jan 354 

in the Elimination of the Re-Entry Radio 
Blackout: Dec 1825 

Interaction of Microwaves in Gaseous Plas- 
mas Immersed in: Dec 1877 

Nonuniform, Electron Trajectoriesin: Apr 832 

Propagation Parameters for Plasma in: Oct 


Transmission of Electromagnetic Waves 
Through an Ionized Layer in the Presence 
of: Dec 1822 
Magnetic Film Memory Design: Jan 155 
Magnetic Parallel Circuit, Graphical Solution 
for the Flux Distribution in: Apr 808 
Magnetic Pumping, Cyclotron Wave Amplifier 
with: Mar 645 
Magnetic Recorder, Flexible-Disk: Jan 164 
Magnetic Recording, Expression for Describ- 
ing the Write Process in: Aug 1337 
Magnetic Recording Techniques, High-Density 
Digital: Jan 258 
Magnetic Second-Subharmonic Oscillator: Apr 
719 


Magnetic Shield for Beam Frequency Stand- 
ards: Aug 1328 
Magnetic Tape, Permanent Visual Images on: 
Apr 836 
Magnetic Tape Readout with an Electron 
Beam: Feb 498 
Magnetometers, Sample and Coil, Calibration 
Technique for Vibrating: Sep 1449 
Magneto-Plasmas, Polarization by Crystal Op- 
tics: Oct 1584 
Magnetoresistive Effect as a Memory Device: 
Dec 1943 
Majority Elements, Restrictions in Synthesis 
of a Network with: Sep 1455 
Masers: 
Action in Ruby by Off-Resonance Pumping: 
Sep 1426 
Cross-Relaxation: Mar 573 
Helium-Neon Gaseous Optical: Dec 1954 
Hybrids, Tunable: Feb 519 
Lasers, and the Ether Drift: Oct 1576 
Lasers, Oscillators, Regenerative, Coherence 
vs Narrowbandedness in: May 958 
Low Noise X-Band Radiometer Using: Apr 
6R 
Operation, Optical, Repetitive Hair-Trigger 
Mode: Oct 1571 
Optical, Cavity Modes in: Mar 625 
Oscillation Observed from HCN Maser at 
88.6 kMe: Nov 1706 
Pulsed Ruby, as Light Amplifier: Nov 1635 
Solid State, Negative L and C in, Correc- 
tion: Feb 519 
Terminology: Nov 1692 
Traveling-Wave, Using Chromium-Doped 
Rutile: Aug 1329 
Traveling-Wave, with Instantaneous Band- 
widths in Excess of 100 Mc: Jul 1210 
Tunable S-Band Traveling-Wave, for Te- 
lemetry: Jun 1078 
Matrix Analysis of Networks Having Infinite 
Gain Operational Amplifiers: Oct 1577 
Memories: 
Circuit, Persistent-Current: Nov 1681 
Computer: Jan 104 
Device, Magnetoresistive Effect as: Dec 1943 
Filter, Coherent, Use in Measurements of 
Whistlers: Nov 1707 
Magnetic Film, Design: Jan 155 
вов: Lengths, Exponential, Spectrum: Jan 
Meter, Magnetically 
Frequcney: Sep 1439 
Meter, Self-Balancing Current, and Recorder: 
Oct 1578 
Microcircuit, Silicon Epitaxial: Jun 1087 
Microelectronics, Circuit Considerations Re- 
lating to: Feb 420 
Microwave Radiation Hazards: Oct 1574 
Microwave Radiation Hazards, Technical As- 
pects: Feb 427 
Microwaves Propagating Through a Semicon- 
ductor Medium, Multiple Reflections of: 
Nov 1683 
Millimetric Waves, Atmospheric Absorption: 
Mar 649 
Minkowski Representation of Lorentz Space, 
Mechanical Model: Mar 635 
Minority-Carrier Lifetime, Measurement by 
Photoconductive Decay, IRE Standards: 
Aug 1292 
Missile Guidance, Bombing and Navigation 
Subsystem, Digital Computer Equipment 


Tunable Microwave- 


for: Jan 313 

Mixer Crystals, Microwave, Excess Noise in: 
Jul 1226 

Mixer, Experimental Tunnel-Diode: Jan 350 

Mixers, Tunnel-Diode, Noise in: Nov 1688 

Mixing, Photoelectric, Signal-to-Noise Ratios 
in: Dec 1960 

Modulating, Ainplitude, Van Atta Radar Re- 
flector: Mar 634 

Modulation, Angle, Superposition Property of: 
Jun 1084 

Modulation, Combined Amplitude and Phase, 
for a One-Sided Spectrum, Discussion: Jun 
1094 

Modulation of Coherent Light, Proposed Tech- 
nique: Aug 1331 

Monopulse Instrumentation System: Aug 1328 

Moon, Radar Cross Section of: Dec 1944 

Motor, Parametric Variable-Capacitor: May970 

Motor, Tunnel-Diode Super- Regenerative Par- 
ametric: Oct 1586 

Multiplexing, Frequency, Minimization of 
Maximum Amplitude in: Jan 357 

Multiplication, Compression, and Expansion, 
New FM-AM Method: Oct 1550 

Multiplier, Frequency, Variable-Reactance: 
May 965 


N 


Navigation, Bombing and Missile Guidance 
Subsystem, Digital Computer Equipment 
for: Jan 313 

Navigation, Space, Limitations to Optical 
Doppler Measurements for: Nov 1655 

Negative-Conductance Amplifiers: 
Distributed, Noise Measure: Jul 1212 
Noise Figure: Feb 520 
Noise Figure and Stability: Aug 1314 
Transmission Line Parameters: Apr 812 

Negative L and C in Solid State Masers, Cor- 
rection: Feb 519 

Negative Resistance: 

Amplifiers, Gain Bandwidth Relations in: 
Jan 355 

Amplifiers, Hybrid Coupled, Noise Consid- 
erations: Mar 626 

Amplifiers, Optimum: Jun 1043, Nov 1687 

and Inductive Semiconductor Diodes, Threc- 
Layer: Apr 754 

Characteristics, Tunnel-Diode, Circuit Con- 
trol: Jul 1204 

Diodes, Large-Signal Circuit Theory: Aug 


in Junction Diodes: Sep 1427 
Oscillation Modes, Additional: Jul 1225 
RF-Induced, in Junction Diodes: May 957 
Negative Resistors, Network Synthesis with: 
May 907 
Negentropy Revisited: Sep 1438 
Networks: 
Distributed RC, Shaping of: Aug 1330 
Generalized, Quadratic Invariances of: Feb 
488 
Having Infinite-Gain Operational 
fiers, Matrix Analysis: Oct 1577 
Ladder, Representing Transcendental Num- 
bers: Nov 1693 
n-Port, Synthesis Procedure: Sep 1431 
Planar, Duality of: Dec 1949 
Resistor, for Solving Laplace and Poisson 
Equations: May 933 
Synthesis with Negative Resistors: May 907 
Time-Varying, I: Oct 1488 
Neural Analogs: Aug 1316 
Neural Elements, Simulation by Networks 
Based on Magnetic Cores: Jan 49 
Neuristor Prototype: Sep 1430 
Newtonian Relativity, Extension to Include 
Electromagnetic Phenomena: Nov 1691 
Noise: 
After Post-Detection Filtering: Feb 479 
Amplifier, Zero-Point Energy as the Source 
of: Mar 633 
Amplitude-Sampled White, Reconstruction 
Error and Delay for: Sep 1436 
Considerations for Hybrid Coupled Nega- 
tive- Resistance Amplifiers: Mar 626 
Excess, in Microwave Mixer Crystals: Jul 1226 
Figure: 


Ainpli- 


and Stability of Negative Conductance 


Amplifiers: Aug 1314 

Average and Spot, in Transistor Ampli- 
fiers, Comment: Nov 1699 

Meter, Automatic, with a Liquid-Nitrogen- 
Cooled Termination, Performance: Dec 
1963 

Narrow-Band and Wide-Band: Dec 1954 
of Negative-Conductance Amplifiers: 
Feb 520 


Transistor Amplifiers, Comparison of 
Average and Spot: Jul 1215 

Fluctuation, in Semiconductor Space-Charge 
Regions: May 921 

Generated in the [on Sheath of a Probe: Mar 
632 

in pones Parametric Amplifiers: Jul 
1208 


in Tunnel-Diode Mixers: Nov 1688 
Investigation of Tunnel-Diode Microwave 
Amplifiers: Apr 739 
Low Frequency in Backward Diodes: Dec 
39 


Mese Actual, of Linear Amplifiers: Sen 
1391 
Measure of Distributed Negative-Conduct- 
ance Amplifiers: Jul 1212 
Measure of Lossy Tunnel-Diode Amplifier 
Stages: Jul 1211 
Oscillations and, in Low-Pressure DC Dis- 
charges: Dec 1767 
Performance and Stability of a Hybrid- 
Coupled Tunnel Diode Amplifier: May 975 
Performance, Definition: Jan 376 
Semiconductor, as a Queuing Problem, Ap- 
proximate Solution: Jun 1095 
Temperature, Antenna, in Plasma Environ- 
ment: Dec 1846 
Temperature Calculation, Antenna and Re- 
ceiving System: Oct 1568 
Temperature, Corrections and Coordination 
of Some Papers on: Apr 814 
Temperature of a Cas-Discharge Noise 
Source for Four-Millimeter Waves: Apr 
807 
Thermal and Beam, in a Quadrupole Ampli- 
fier: Apr 802 
Noisemanship: Jul 1223 
Noisy Measurement System Performance, 
Mathematical Description: Nov 1701 
Nomenclature of TEq: Modes in a Cylindrical 
Waveguide: Sep 1442 
Nonlinear Capacitors, Definitions of Terms, 
IRE Standards: Aug 1279 
Nonlinear Device, Spectral Response: Nov 
1700 
Nonlinear Elements, Nonsymmetrical Proper- 
ties: Oct 1569 
Nonlinear Filter, Rihaczek's Constant Phase, 
Dynamic Response: Apr 822 
Nonlinear Reactance, Subharmonic Genera- 
tion with: Jan 351 
Nonlinear Resistors, Bilateral, Pseudo-Recti- 
fication and Detection by: Feb 469 
Nonlinear Systems, Taylor-Cauchy Trans- 
forms for Analysis of. Correction: Jun 1098 
Nonlinear Systems, Transients and Steady- 
State Behavior: Jan 380; Mar 631, 637 
Nonlinearities, Single-Valued, A New RMS 
Describing Function for: Aug 1321 


о 


Old and the New: Jun 1089 
Optical Design, Electron, Electron Trigonom- 
etry for: Oct 1538 
Optical Doppler Measurements tor Space Navi- 
gation, Limitations: Nov 1655 
Optical Erasure of El-PC and Neon-PC Stor- 
age Elements: Sep 1438 
Optical Maser, Cavity Modes: Mar 625 
Optical Maser, Helium-Neon Gaseous: Dec 
1954 
Optical Maser Operation, 
Trigger Mode: Oct 1571 
Optical Radar, Correlation: Nov 1684 
Optics, Crystal, Polarization in Magneto-Plas- 
mas by: Oct 1584 
Oscillations: 
and Noise in Low-Pressure DC Discharges: 
Dec 1767 
Drift-Tunnel, in Klystrons: Jul 1207 
Ion Relaxation, in Electron Beams: Feb 525 
Maser, Observed from HCN Maser at 88.6 
kMc: Nov 1706 
Modes, Additional Negative Resistance: jul 
1225 
Self, in a Transmission Line with a Tunnel 
Diode: Aug 1281 
Oscillators: 
Cryotron Ring, Comments: Apr 827 
Doppler-Helitron: Mar 626 
Kilomegacycle Subharmonic, Computer Sub- 
system Using: Jan 128 
Magnetic Second-Subharmonic: Apr 779 
Masers, Lascrs, Regenerative, Coherence vs 
Narrowbandedness in: May 958 
Phase-Controlled, Pull-In Frequency of: 
Jul 1209 


Repetitive Hair- 
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Phase-Shift, Tapered Distributed RC Lines 
for: Jun 1021 

Phase Stability of: Feb 527 

Six-Megacycle Cryotron Ring: Jan 371 

Stabilization, Backward-Wave: Nov 1697 

Transistor, Modes of Operation: Sep 1383 

Triggered, Tunnel-Diode One-Shot and: 
Aug 1315 

Tunnel-Diode Microwave: Apr 744, Nov 
1689 


P 


Paired Echo Theory for Time-Domain Distor- 
11 Pulsed Systems, Interpretation: Sep 
1 
Parametric Amplification by Charge Storage: 
May 966 
PH Amplification in Transistors: Aug 
133 
Parametric Amplification with a Low-Fre- 
quency Pump: Jul 1214 
Parametric Amplifiers: 
Backward Traveling-Wave, 
Range of: Aug 1339 
Beam-Type, Noise in: Jul 1208 
Broad-Band S-Band: Dec 1943 
C-Band Nondegenerate, with 500-Mc Band- 
width: May 961 
C-Band, with Large Bandwidth: Nov 1682 
Circuits, Nonreciprocal: Jun 1075 
Degenerate, Sensitivity: Jul 1205 
Electron Beam, Kompfner Dip Couplers for: 
Mar 637 
Extremely Wideband Tunable: Dec 1940 
Front End, Degenerate, Radar Sensitivity 
with: Apr 804 
High-Performance X-Band: Feb 511 
L-Band Traveling-Wave: Jul 1230 
Lossy Coupling in: Oct 1573 
Nearly Optimum Wide-Band Degenerate: 
Apr 833 
Nondegenerate S- Band, with Wide Band- 
width: Apr 824 
Resonant Slot: Dec 1939 
Stable: Mar 629 
Traveling-Wave, Analysis: Mar 591 
Traveling-Wave, Effect of Higher Harmonic 
Components on: Mar 623 
Traveling-Wave, Gain Saturation in: 
1433 
Unidirectional Lower Sideband: Nov 1684 
Variable Dual Reactance Traveling-Wave: 
May 973 
Wide-Band Single-Diode, Using Filter Tech- 
niques: Apr 82 
Parametric Devices, Nonreciprocal, 
ments with: Oct 1582 
Parametric-Excited Resonator Using Junction 
Transistor: May 974 
Parametric Frequency Divider and Amplifier, 
Reactance Tube as: Mar 624 
Parametric Motor, Tunnel-Diode Super-Re- 
generative: Oct 1586 
Parametric Standing-Wave Amplifier, Varac- 
tor Diode: Feb 509 
Parametric Transducers, 
Feb §24 
Parametric Up-Converter Tunable Over an 
18:1 Frequency Band: May 966 
Parametric Variable-Capacitor Motor: May 
970 


Wide Tuning 


Sep 


Experi- 


History: Jan 378, 


Partition Theory and Associated Transform: 
Jul 1215 

Pattern Recognition: 
Autocorrelation: Jun 1085 
by Moment Invariants: Sep 1428 
Inductive Probability as a Criterion for: 

Dec 1951 

Using Autocorrelation: Jan 175 

Patterns, Self-Educating Machines for Recog- 
nition and Classification of: Aug 1335 

Penning Discharge, Electrical Characteristics: 
Dec 1920 

Phase Control, Automatic: Theory and Design, 
Correction: Mar 590 

Phase-Controlled Oscillator, Pull-In Frequency 
of: Jul 1209 

Phase Differences, Arbitrary Yet Frequency- 
Independent, Generating Signals of: May 
964 

Phase Distortion in a Ferrimagnetic Limiter: 
Jan 362 

Phase Inverters Utilizing Controlled Super- 
conductors: Oct 1574 

Phe okey Loop, Transfer Function: Nov 
1704 

Phase-Shift Oscillators, Tapered Distributed 
RC Lines for: Jun 1021 

Phase Stability of Oscillators: Feb 527 
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Phase Velocity of VLF Waves: Jun 1089 
Photoconductive Decay, Measurement of Mi- 
nority-Carrier Lifetime by, IRE Standards: 
| Aug 1292 
Photoelectric Mixing Signal-to-Noise Ratios 
in: Dec 1960 
Photon Propelled Space Vehicles: Jan 381 
Pickard's Regenerative Detector: Sep 1447 
Picture Tube, Flat Television, Deflection Sys- 
tem for: Dec 1938 
Piezoelectric Ceramics, Measurements, IRE 
Standards: Jul 1161 
[Piezoelectric Resonators, Reduction of Fre- 
|. quency-Temperature Shift of: Nov 1650 
|Planetary Systeins, Other, Probable Character 
|. of Intelligent Signals from: May 959 
| Plasmas: 
Dispersion Formula Usable for Analog Coin- 
puting: Oct 1582 
Environment, Antenna Noise Temperature 
in: Dec 1846 
Gaseous, Immersed in Magnetic Fields, In- 
teraction of Microwaves in: Dec 1877 
in a Magnetic Field, Propagation Parameters 
for: Oct 1584 
Interaction of a Modulated Electron Beam 
with: Dec 1906 
Ionized Cesium, Generation and Applica- 
tion: Dec 1926 
Issue, Introduction: Dec 1747 
Layer, Mutual Coupling of Two Slots in the 
Presence of: Dec 1837 
Magneto, Polarization by Crystal Optics: 
Oct 1584 
Microwave Energy Detector: Dec 1901 
Physics, Elementary Review: Dec 1751 
Propulsion, Ionic and, for Space Vehicles: 
Dec 1789 
Sheaths, RF Reflectance of: Dec 1831 
Poisson Equations, Laplace and, Resistor Net- 
work for Solving: May 933 
Polarization in Magneto-Plasmas by Crystal 
Optics: Oct 1584 
Polarization, Rotating, and Periodic Bodies: 
Jan 361 
Polarization, Rotating, Generating: Jun 1089 
|Polarized Waves, Partially, Techniques for 
Handling, with Reference to Antennas: Sep 
1446 
|Pole-Zero Sensitivity Relationships: Dec 1959 
Posicast Control, Analog Study: Sep 1450 
Potential Analog Pairs, Algebraic Function 
Calculations Using: Jan 276 
Power Coupler, Gas-Discharge Microwave: 
May 949 
|Power Limiting Using Lithium Ferrite: Oct 
1574 
Power, Microwave, Coherent Generation by 
Annihilation Radiation of a Prebunched 
Beam: Aug 1334 
Probability Densities, Construction from Their 
Moments: Oct 1580 
Probability Density Functions for Sums of 
5 by Laplace Transformation: Jan 
56 


Programming Systems, Evolution: Jan 283 
Propagation: 
| of Wide-Band Signals Through the lono- 
sphere: Jul 1211 
Parameters for Plasma in a Magnetic Field: 
Oct 1584 
Space, Doppler-Shift Effects in: Nov 1694 
VLF, Possibility of Rejecting Certain Modes 
in: Sep 1429 
Propulsion, lonic and 
| Vehicles: Dec 1789 
Pulse Circuits, Avalanche, New Ways to Trig- 
ger: Jun 1093 
|Pulse-Compression Filter, Closed-Form Solu- 
tion for the Output of: Jun 1086 
[Pulse Compression, Linear FM, 
Filter Analysis: Apr 831 
Pulse-Compression Systems, Performance Due 
to Doppler Effect: Nov 1693 
Pulse Doppler Radar, Detection Range Predic- 
tions for: Aug 1299 
Pulsed Systems, Interpretation of Paired Echo 
Theory for Time-Domain Distortion in: 
Sep 1432 
|Pulses, 8- and 11-Gc Nanosecond Carrier, Pro- 
duced by Harmonic Generation: May 972 
Pulses, Nanosecond Carrier, Generation at X- 
Band with Tunnel Diodes: Jul 1204 
Pulses, Nanosecond, Generating at X Band: 
May 968 


Plasma, for Space 


Matched- 


Q 
Quadrupole Amplifier, Low-Noise Microwave: 
Jun 1016 


Quadrupole Amplifier, Thermal and Beam 
Noise in: Apr 802 

Quantum Effects, Minimum Power Set by: 

| Apr 813 

Quartz AT-Type Filter Crystals for 0.7 to 60 
Me: Feb 523 

Quartz Thickness-Shear Mode Cut, with Tem- 
perature Coefficients of Frequency: Sep 1454 

Queuing Problem, Semiconductor Noise as a, 

| Approximate Solution: Jun 1095 

Н 


| R 


Radar: 

Correlation Optical: Nov 1084 

Cross Section of the Moon: Dec 1944 

CW, Pulse, and Pulse Doppler, Range Per- 
formance of, Correction: Jan 329 

Forward Scattering by Coated Objects II- 
luminated by: Dec 1951 

Ineffectiveness of Absorbing Coatings: Mar 
646 

Pulse Doppler, Detection Range Predictions 
for: Aug 1299 

Receivers Employing a Double-Threshold 
Detection, Coincidence Techniques: Oct 

| 1561 

Reflector, Van Atta, Amplitude Modulating: 
Mar 634 

Returns, Sequential Detection System for 
Processing: Sep 1417 

Scattering Cross Section, Applied to Moon 
Return: Sep 1433 

Sensitivity with Degenerate Parametric Am- 
plifier Front End: Apr 804 

| Radiation: 

Annihilation, of a Prebunched Beam, Coher- 
ent Generation of Microwave Power by: 
Aug 1334 

Cerenkov, in a Dielectric Tube Waveguide: 
Jun 1084 

Damage, Electron, in Unipolar Transistor 

| Devices: Sep 1437 
wds, Microwave: Oct 1574 
í ds, Microwave, Technical 


Aspects: 


Radiometer, Digital: Jun 1099 
Radiometer, Low-Noise X-Band, Using Maser: 
Apr 768 
Radiometry, Submillimeter Wave: Jun 1024 
| Reactance: 
Series Resonator, Expanded: Oct 1583 
Tube as a Parametric Frequency Divider 
and Amplifier: Mar 624 
Variable, Frequency Multiplier: May 965 
Time-Varying, Power-Frequency Relations 
in: Jun 1051 
Reading Times, Minimum, for Simple Current- 
Measuring Instruments: Sep 1443 
Receiver, Superheterodyne, Image Response: 
| Sep 1435 
Receivers, FM and Television, Measurement of 
Interference of Output, IRE Standards: Sep 
1398 
[Receivers with Zero Intermediate Frequency: 
| Aug 1327 
Recognition and Classification of Patterns, 
Self-Educating Machines for: Aug 1335 
|Recorder, Fexible-Disk Magnetic: Jan 164 
Recorder, Self- Balancing Current Meter and: 
Oct 1578 
Recording, Magnetic, Expression for Describ- 
ing the Write Process in: Aug 1337 
Recording Techniques, High-Density Digital 
Magnetic: Jan 258 
Rectification, Pseudo, and Detection by Bi- 
lateral Nonlinear Resistors: Feb 469 
Re-Entry Radio Blackout, Magnetic Fields in 
Elimination of: Dec 1825 
Reflections, Multiple, of Microwaves Propa- 
gating Through a Semiconductor Medium: 
Nov 1683 
Reflections of a Communication 
Sep 1378 
Reflector, Van Atta Radar, Amplitude Modu- 
| lating a: Mar 634, Nov 1692 
Refraction Effects, lonospheric, Elimination: 
Sep 1451 
Relativity: 
and the Clock Paradox: Sep 1437 
Blessing or Blindfold, Comments: Mar 630 
General, for the Experimentalist: May 982 
Newtonian, Extension to Include Electro- 
magnetic Phenomena: Nov 1691 
Resistance, Negative, Optimum Amplifiers, 
Comments: Nov 1687 
Resistance, Tunnel-Diode Series: 
Resistivity, Semiconductor, 
Measurement: May 921 


Engineer: 


Nov 1679 
ilectrodeless 


Resistor Network fo: Solving Laplace and 
Poisson Equations: May 933 
Resistors, Bilateral Nonlinear, Pseudo-Recti- 
fication and Detection by: Feb 469 
Resistors, Negative, Network Synthesis with: 
May 907 
Kesonance, Gyromagnetic, of Ferrites and 
Garnets at UHF: Sep 1443 
Resonators: 
Expanded Reactance Series: Oct 1583 
Formed from Circular Plane and Confocal 
Paraboloidal Mirrors, Measurements: Jun 
1079, Sep 1434 
Parametric-Excited. Using Junction Transis- 
tor: May 974 
Piezoelectric, Reduction of Frequency- Tem- 
perature Shift of: Nov 1650 
Riccati's Equation, Sugai's Class of Solutions: 
Aug 1320, Dec 1946 
Ring Structures, Electrostatic, Microwave Am- 
plification in: Sep 1424 
Ruby Laser with an Elliptic Configuration: 
May 960 
Ruby, Maser Action by Off-Resonance Pump- 
ing: Sep 1426 


S 


Sampling, Nonuniform, and External Approxi- 
mation: Feb 521 
Satellites: 
Antenna, Broad- Baud Spherical: Apr 824 
Communications, Using Arrays: Jun 1066, 
Aug 1340 
Induced lonization Effects Between Hemi- 
spheres, Correctiou: Jan 363 
Ionization Phenomenon, Secondary Elec- 
tron Emission and: Jun 1077 
lonospheric Contributions to Doppler Shift 
from: Nov 1680 
Reflection Signals, Lunar and Echo, Side- 
band Correlation: Jun 1081 
Signals, VHF, Received at Extra Optical 
Distances: May 959 
Supervision of the Orbital Period of: Nov 
1698 
Supported Communication at 21 Mega- 
cycles: Sep 1455 
Tracking and Display: Aug 1332 
Scatter Path, Tropospheric, Antenna Siting 
Tests on: Aug 1325 
Scatter Communications, Antenna-Beam Con- 
figurations in: Sep 1452 
Scattered Ficlds, Tropospheric: Apr 788 
Scattering: 
Bistatic, | from — Absorber-Coated 
Shapes: Jul 1184 
Cross Section, Radar, Applied to Moon Re- 
turn: Sep 1433 
Forward, by Coated Objects Hluminated by 
Radar, Discussion: Dec 1951 
Matrices Normalized to Complex Port Num- 
bers: Jul 1221 
of Short Electromagnetic Pulses by a Con- 
ducting Sphere: Jan 380 
Schwarz's Lemina and Linear Passive Systems: 
Dec 1950 
Self-Educating Machines for Recognition and 
Classification of Patterns: Aug 1335 
Self-Organizing Systems: Aug 1317 
Self-Organizing Systems—A Review and Com- 
mentary: Jan 31 
Semiconductors: 
Carrier Lifetimes, Microwave Determina- 
tion: Sep 1440 
Device, Threc-Terminal Variable Capaci- 
tance: Feb 510 
Medium, Multiple Reflections of Micro- 
waves Propagating Through: Nov 1683 
Noise as a Queuing Problem, Approximate 
Solution: Jun 1095 
Resistivity, Electrodeless Measurement at 
Microwave Frequencies: May 921 
Space-Charge Regions, Fluctuation Noise in: 
May 921 
Shannon Switching Game, Solution: Aug 1339 
Shield, Magnetic, for Beam Frequency Stand- 
ards: Aug 1328 
Shot Noise in Tunnel-Diode Amplifiers: Jan 
350, Mar 622 
Shot-Noise Smoothing Mechanism, Comment: 
Nov 1695 
Signal Flow Graphs, Algorisin for Reduction: 
Sep 1431 
Signals, Intelligent, trom Other Planetary Sys- 
tems, Probable Character: May 959 
Silicon Cryosar: Aug 1313 
Silicon Epitaxial Microcircuit: Jun 1087 
Simulation: 
Computer, of a Television Coding Scheme: 


Metal 


Jun 1076 
Computer, Transient Analysis of Cryotron 
Networks by: Jan 245 
Digital, in Research on Human Communi- 
cation: Jan 219. Jun 1020 
ot Neural Elements by Networks Based on 
Magnetic Cores: Jan 49 
Study, Tunnel-Diode Large-Signal: Apr 803 
Simulator, Active-Passive Network, for Tran- 
sient Field Problems: Jan 268 
Single-Sideband Communication: Mar 632 
Single Sideband, Compatible: Oct 1503 
Skip Distance, Proof of Focusing by Backscat- 
ter Records: Jan 369 
Slots, Two, Mutual Coupling in the Presence 
of Plasma Layer: Dec 1837 
Social Sciences, Can They Be Made Exact?: 
Feb 526 
Sound Waves, Whistlers Excited by: May 968 
Space-Charge Density, Small-Signal, in Beams 
ишн in ап Axial Magnetic Field: Apr 
8 
Space-Charge Potentials in. Depressed-Collec- 
tor Design: Feb 522 
|Space-Charge Regions, Semiconductor, Fluc- 
tuation Noise in: May 921 
Space Charge Neutralization by an Auxiliary 
Discharge, Thermionic Energy Conversion 
by: Dec 1932 
Space Communications, Frequency Allocations 
for: Jun 1009 
Space Navigation, Limitations to Optical 
Doppler Measurements: Nov 1655 
amac Propagation, Doppler-Shift Effects: Nov 
694 


Space System, Optimum Capacitor Charging 

| Efficiency for: May 941 

Space Vehicle, Antenna Size for: Nov 1708 

Space Vehicles, Photon Propelled: Jan 381 

Spectral Response of a Nonlinear Device: Nov 
1700 

Spectrum, Instantancous: Mar 649 

Spectrum of Exponential Message Lengths: 
Jan 366 

|Spectrum, One-Sided, Combined Amplitude 
and Phase Modulation for, Discussion: Jun 

| 1094 

[Sphere Models, Plastic, Visualization of Im- 
pedance Transformations by: Feb 514 

Stability Test for Linear Discrete Systems: 

|. Dec 1947, 1948 

Standards: 

| Beam Frequency, Magnetic Shield for: Aug 


Definitions of Television Terms, IRE: Jul 
119: 
Definitious of Terms for Nonlinear Capaci- 
tors, IRE: Aug 1279 
Electrostatographic Devices, IRE: Mar 619 
Graphical Symbols of Electrical Diagrams, 
Supplement, IRE: Feb 467 
Measurement of Minority-Carrier Lifetime 
by Photoconductive Decay, IRE: Aug 1292 
Measurement of Output from FM and Tele- 
vision Receivers, IRE: Sep 1398 
Measurement of Resolution of Camera Sys- 
tems, IRE: Mar 599 
Measurements of Piezoelectric Ceramics, 
IRE: Jul 1161 
Transmitter Terms, ERE: Feb 486 
[Steady-State Analysis of Circuits Containing a 
Periodically Operated Switch: Dec 1955 
[Steady-State Behavior, Transient and, Anal- 
ysis: Mar 638 
[Steady-State Behavior, Transients and, in 
Nonlinear Systems: Mar 631 
Storage Elements, EL-PC and Neon-PC, Opti- 
cal Erasure of: Sep 1438 
Storage Tubes, Direct-View Halftone, Selec 
tive Erasure and Nonstorage Writing in: 
|. Mar 567 
Stripline Y-Circulators for 100 to 400 Mc: Feb 
5 


ISubharmonic Generation with Nonlinear Re- 
actance: Jan 35 

Subsurface Communication Systems: Mar 645 

Sugai's Class of Solutions to Riccati's Equa- 
tion: Aug 1320, Dec 1946 

Summation, Integration and, of Trigonometric 
and Exponential Functions: Jun 1088 

Superconducting Structures, Thin-Film, In- 
ductance in: Nov 1640 

|Superconductors, Controlled, Phase Inverters 
Using: Oct 1574 

Superheterodyne Receiver, Image Response: 
Sep 1435 

Suiface-Potential Controlled Transistor: Nov 
1623 

lSurface Transmission, Two-Wire Millimeter 


Wave: Jun 1076 
Switches: 

Alloy Junction Transistor, Rise and Fall 
Times in: Mar 636 

Ciyusistor Field-Effect Controlled Impact 
lonizat ion: Nov 1616 

Cryosistor Three-Terminal: Jan 352 

Low-Loss, Semiconductor Microwave: Mar 


644 
RF, High-Speed Silicon Computer Diodes 
| as: Nov 1707 
Switching Game, Shannon, Solution: Auy 1339 
Switching Transistors, GaAs Temperature Ef- 
fects on: Sep 1448 
Synchronization Experiment, 
Clock: Jun 1028 
Synchronizing System, Very-Low-Frequency: 
Feb 448 
Synthesis of a Network with Majority Ele- 
ments, Restrictions in: Sep 1455 
Synthesis Procedure for ап m-Port Network: 
Sep 1431 


Long-Range 


T 


i\Taylor-Cauchy and Laurent-Cauchy Trans- 
form Analysis, Equivalence with Conven- 
tional Methods: Jan 358 
Taylor-Cauchy Transforms for Analysis of 
Nonlinear Systems, Correction: Jun 1098 
\Taylor-Cauchy Transforms for Analysis of 
Varying-Parameter Systems: Jun 1096 
Tetlan Waveguide Plunger: Jun 1083 
Telemetering, Interplanetary, Correction: Mar 
621 
Telemetry, Tunable S-Band Traveling-Wave 
Maser for: Jun 1078 
Telephane Circuits, Binary Transmission Over, 
Error Statistics and Coding tor: Jun 1059 
Television Cading Scheme, Computer Simu- 
| lation: Jun 1076 
Television Picture Tube, Flat, Deflection Sys- 
teni for: Dec 1938 
Television Terms, Definition, IRE Standards: 
| Jul 1193 
Termination, | Liquid-Nitrogen-Cooled, Per- 
formance of an Automatic Noise Figure 
Meter with: Dec 1963 
ret rode. Field-Effect: Jul 1170 
Thermionic Energy Conversion by Space 
Charge Neutralization by an Auxiliary Dis- 
charge: Dec 1932 
|Thermoclectric Converter, Equivalent Circuits 
for: May 963 
Thermoclectric Device Design, New Concepts: 
Jul 1155 
[Thermoelectric Generator Design, Reliability 
Factors in: Dec 1952 
Thin-Film Cryotrons: Aug 1318 
Thin-Film Superconducting Structures. In- 
ductance in: Nov 1640 
Time-Domain Distortion in Pulsed Systems, 
Interpretation of Paired Echo Theory for: 
Sep 1432 
| Time Transmissions, WWV Standard: Jan 379, 
Feb 512, Mar 629, Apr 813, May 960, Jun 
1100, Jul 1227, Aug 1335, Sep 1434, Oct 
1572, Nov 1681, Dec 1945 
Time-Varying Capacitance Problem, Exact 
Solution: Feb 453 
Time-Varying Networks, I: Oct 1488 
Time-Varying Reactances, Power-Frequency 
Relations in: Jun 1051 
Timing Potentials of Loran-C: Nov 1659 
Tracking and Display of Satellites: Aug 1332 
Transducers, Parametric, History: Jan 378, 
Feb 524 
Transform, Associated, Partition Theory and: 
Jul 1215 1 
Transturmer, Complex, Nonrealizability: Oct 
1585 
Transformers, Duality as Applied to: Apr 816 
Transient and Steady-State Behavior, Anal- 
ysis: Mar 638 
Transient Field Problems, Active-Passive Net- 
work Simulator for: Jan 268 
[Transients and Steady-State Behavior in Non- 
linear Systems: Mar 631, 637 
Transistors: 
Amplifiers, Average- and Spot-Noise Figure 
in: Jul 1215, Nov 1699 
Based on Transit-Time and Avalanche Ef- 
fects, Negative Resistance in, Correction: 
Aug 1340 
Devices, Unipolar, Electron Radiation Dam- 
age: Sep 1437 
Double. Diffused, Injection Efficiency in: 
Nov 1708 
Drift, Cutoff Frequencies of Міпогієу-Саг- 
rier Transport Factors in: Jul 1218 
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Transmitters, 


Equivalent Circuit: Dec 1957 

Equivalent Circuit, Complete: Apr 825 

GaAs Switching, Temperature Effects on: 
Sep 1448 

Internal Parameters for Small-Signal Repre- 
sentation: Apr 725 

Number of Impurities in Base Layer of: Apr 
834 

Oscillator, Modes of Operation: Sep 1383 

Parametric Amplification in: Aug 1335 

Storage Time in Circuits with Speed-Up Ca- 
pacitors: Dec 1962 

Surface-Potential Controlled: Nov 1623 

Switch, Alloy Junction, Rise and Fall Times 
in: Mar 636 

Upper Noise Corner Frequency: Mar 648 

Transition Layer, Effects of Klectrons and 

Holes on: Mar 603 


Transmission Lines: 


Model: Aug 1324 

Nonuniform, D'Alenibert's Method: Apr 824 

Nonuniform, Exact Method: Mar 627 

Nonuniform, llillebrand's Method: Dec 
1944 


ie with a Tunnel Diode: Aug 

1281 

Shielded, External Electromagnetic Fields 
of: Apr 816 

Tapered, Flow-Graphs and: Nov 1696 

Definitions of Terms, 

Standards: Feb 486 


IRE 


Traveling-Wave Amplifier, Solid-State Analog 


to: Jun 1079 
Traveling-Wave Maser, Tunable $-Band, for 
Telemetry: Jun 1078 
Traveling-Wave Maser 
Doped Rutile: Aug 1329 
Traveling-Wave Maser with fnstantaneous 
Bandwidths in Excess of 100 Mc: Jul 1210 
Traveling-Wave Parametric Amplifiers: 
Analysis: Mar 591 
Backward, Wide Tuning Range of: Aug 1339 
Effect of Higher Harmonie Components on: 
Mar 623 
Gain Saturation in: Sep 1433 
L-Band: Jul 1230 
Variable Dual Reactance: May 973 
Traveling-Wave Tube, Electrostatically Fo- 
cussed, Small-RF-Signal Theory for, Cor- 
rection: Dec 1836 
Traveling-Wave Tubes, Interaction Circuit for: 
Feb 525, Nov 1686 
Trigonometric and Exponential Functions, In- 
tegration and Summation: Jun 1088 
Trigonometry, Electron—Electron-Optical De- 
sign: Oct 1538 
Tropospheric Scattered Fields: Apr 788 
Tube Networks, Vacuum: Nov 1695 
Tubes, Adler, Beam Interception and Limit- 
ing Gain in: Feb 516 
Tubes, Receiving, Failure Character Due to 
Deterioration: Feb 528 


Using Chromium 


Tungsten Evaporation Filament for Gold-Sil- 


ver Alloy: Oct 1570 


Tunnel Diodes: 


Amplifiers: 
Broad-Band: Apr 835 
Caseaded: Sep 1434 
Caseading: Jan 373 
Gain vs Bandwidth Limits for: Apr 832 
Hybrid-Coupled, Noise Performance and 
Stability of: May 975 
Millimeter-Wave: Jun 1075 
Shot Noise in: Jan 350, Mar 622 
Stability Criteria for: Dec 1937 
Stages, Lossy, Noise Measure: Jul 1211 
Using Two Cascaded, Matched: May 904 
as Highly Sensitive Microwave Detector: 
Apr 826 
Binary Counter Circuit: Jun 1092 
Binary, One: Sep 1445 
Bistable Flip-Flop Circuit Using: Sep 1440 
Conductance Parameters, Measurement: Oct 
1581 
Digital Techniques: Jan 136 
Down Converters: Jul 1225 
Effect of Nonsyimmetrical Doping: Sep 1435 
Equivalent Noise Current of: Jun 1080 
Flip-Flop: Mar 622 
Flip-Flop HF Behavior: Nov 1685 
Frequency Converter: Aug 1318, Oct 1572 
Frequency Multiplier with Gain: Dec 1940 
Full Binary Adder With One: Jul 1213 
Gallium Antimonide, for High-Frequency 
Applications: Jun 1101 
Generation of Nanosecond Carrier Pulses at 
X-Band with: Jul 1204 
High-Frequency Power in: Jun 1033 
Junction Capacitance, Measurement: Jan 
372 


Large-Signal Circu t Theory for: Aug 1268 

Large-Signal Simulation Study: Apr 803 

Locked Pair, Calculated Waveforms for: Jan 
146 

Microwave Amplifiers, Noise Investigation: 
Apr 739 

Microwave Oscillators: Apr 744, Nov 1689 

Mixer, Experimental: Jan 350 

Mixers, Noise in: Nov 1688 

Negative-Resistance Characteristics, 
cuit Control of: Jul 1204 

One-Shot and Triggered Oscillator: Aug 1315 

Relaxation Oscillator, Converter Efficiency 
and Power Output of: Jul 1219 

Ring Counter, 100-Mc: Jul 1215 

Self-Oscillation in a Transmission Line with: 
Aug 1281 

Series Resistance: Nov 1679 

Shift of Peak Voltage with Temperature in: 
Jan 349 

Slot Transmission Amplifier: Aug 1315 

Stability Criteria for: Jul 1206 

Super-Regenerative Parametric Motor: Oct 
1586 


Cir- 


Temperature Dependence of Peak Current 


of: Sep 1428 

Wide-Band Frequency Doubling Circuit: 
Dec 1963 

10.8 KMC Germanium: Feb 519 


U 


Up-Converter, Electronically Tunable: Nov 
| 1703 
Up-Converter, Parametric, Tunable Over an 


18:1 Frequency Band: May 966 
у 


Vacuum Technology, Electronics and: Jul 1136 

Vacuuin- Tube Networks: Nov 1695 

Value Engineering—1959: Mar 040 

Van Atta Radar Reflector, Amplitude Modu- 
lating: Mar 634, Nov 1692 

Varactor Diodes: 
Available Comparative Figures of Merit for: 

Apr 809 

Capacitance Coefficients for: Apr 810 
Microwave Bistable Circuits Using: Apr 829 
Parametric Standing-Wave Amplifier: Feb 


|Varying-Parameter Systems, Taylor-Cauchy 
Transforms for Analysis of: Jun 1096 

Vectors for Waves and Electrons: Mar 628 

Velocity of Light, Proposed Test of Constancy: 

| Aug 1322, Dec 1953 

|Very-Low-Frequency Synchronizing System: 
Feb 448 

Visual Images, Permanent, on Magnetic Tape: 

Apr 836 


VLF Emission, Energy Fluxes from Cyclotron 


Radiation Model: Apr 811 


VLF Propagation, Possibility of Rejecting Cer- 


tain Modes in: Sep 1429 


VLF Waves, Phase Velocity of: Jun 1089 


W 


Maveguides: 


Cylindrical, Nomenclature of TEO, Modes 
in: Sep 1442 
Dielectric Tube, 

Jun 1084 
Harmonic Generators: Apr 825 
In-Line Ferrite Rotary Joint: Dee 1959 
Iris Beam, Measurements: Nov 1679 
Mode, Rectangular, Large Signal Interaction 
With Spiraling Electron Beam: Nov 1696 
Parallelogramic, TM Modes in: Jul 1222 
Plunger, Teflon: Jun 1083 


Cerenkov Radiation in: 


Whistlers Excited by Sound Waves: May 968 
Whistlers, Use of Coherent Memory Filter in 


Measurements of: Nov 1707 


Wire, Long, Iinpedance of, Suspended Over 


the Ground: Oct 1576 


WWV and WWVH Standard Frequency and 


Time Transmissions: Jan 379, Feb 512, Mar 
629, Apr 813, May 960, Jun 1100, Jul 1227, 
Aug 1335, Sep 1434, Oct 1572, Nov 1681, 
Dec 1945 


NONTECHNICAL INDEX 


Abstracts and References 


January 401-415 
February 545-559 
March 705-719 
April 865-876 

May 991-1004 

June 1118-1131 

July 1246-1260 
August 1358-1372 
September 1470-1484 
October 1598-1612 
November 1726-1740 
December 1979-1994 


Abstracts of TRANSACTIONS 


January 394-400 
February 538-544 
March 694-704 
April 856-864 

May 984-990 

June 1111-1117 

July 1239-1245 
August 1349-1357 
September 1462-1469 
October 1594-1597 
November 1716—1725 
December 1973-1978 
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Awards 


Baker, W. R. G., Prize Award: 
M. Clynes: Jan 20a, Apr 842 


Diamond, Harry, Memorial Award: 


H. L. Brueckmann: Jan 204, Apr 842 


Fellow Awards: 


Adains, P. R.: Apr 843 
Adams, R. J.: Apr 843 
Adorian, P.: Apr 843 
Aigrain, P.: Apr 843 
Attwood, S. S.: Apr 843 
Axelby, G. S.: Apr 843 
Bagno, S.: Apr 843 
Belevitch, V.: Apr 843 
Berger, F. B.: Apr 843 
Blake, G. A.: Apr 844 
Bracewell, R. N.: Apr 844 
Bramhall, F. B.: Apr 844 
Bruene, W. B.: Apr 844 
Christensen, J. W.: Apr 844 
Clark, J. W.: Apr 844 
Darnell, P. S.: Apr 844 
Dike, S. H.: Apr 844 
Dodds, W. J.: Apr 844 
Doelz, M. L.: Apr 845 
Dunlap, W. C., Jr.: Apr 845 
Elliott, R. S.: Apr 845 
Ference, M., Jr.: Apr 845 
Filipowsky, P.: Apr 845 


Fisher, J. F.: Apr 845 
Flowers, H. L.: Apr 845 
Godley, P. F.: Apr 845 
Gordon, W. E.: Apr 845 
Gray, A. R.: Apr 846 
Greibach, E. II.: Apr 846 
Grieg, D. D.: Apr 846 
Harris, C. M.: Apr 846 
Hastings, C. E.: Apr 846 
Hector, L. G.: Apr 846 
Heyd, J. W.: Apr 846 
Hickman, R. W.: Apr 846 
Jeffers, C. L.: Apr 846 
Jensen, A. S.: Apr 847 
Keller, A. C.: Apr 847 
Ku, Y. H.: Apr 847 
LaGrone, A. H.: Apr 847 
Lakatos, E.: Apr 847 
Lee, Y. W.: Apr 847 
Leedy, H. A.: Apr 847 
Lenzer, E.: Apr 847 
Lubkin, S.: Apr 847 
Maxwell, D. E.: Apr 848 
McCann, G. D.: Apr 848 
MeFarlan, R. L.: Apr 848 
Mohr, M. E.: Apr 848 
Nicoll, F. H.: Apr 848 
O'Bryan, II. XI.: Apr 848 
Oliner, A. A.: Apr 848 
O'Neal, R. D.: Apr 848 


Ports, D. C.: Apr 848 

Post, E. A.: Apr 849 

Reed, M. B.: Apr 849 

Richman, D.: Apr 849 

Robertsoll, S. D.: Apr 349 

Romnes, II. I.: Apr 849 

Ronci, V. L. Apr 849 

Rosenberg, P. Apr 849 

Sanders, R. C., Jr.: Арг 849 

Schwartz, L. S.: Apr 849 

Sears, R. W.: Apr 850 

Shapiro, G.: Apr 850 

Smith, T. A.: Apr 850 

Somers, R. M.: Apr 850 

Stodola, E. K.: Apr 850 

Strieby, M. E.: Apr 850 

Tice, T. E.: Apr 850 

Tomota, M.: Apr 850 

van Duuren, H. C, A.: Apr 850 

Wickizer, G. S.: Apr 851 

Wischmeyer, C. R.: Apr 851 

Zarem, A. M.: Apr 851 

Ziegler, II. K.: Apr 851 
Founders Award: 

R. Bown: Jan 204, Apr 841 
Liebmann, Morris N., Memorial Prize: 

L. Esaki: Jan 204, Apr 841 
Medat of Honor: 

E. A. Guillemin: Jan 20a, Apr 841 
Morlock, William J., Professional Group on 

Bio-Medical Electronics Prize Award: 

B. Chance: Jan 224, Apr 842 
Thompson, Browder J., Memorial Award: 

E. Goto: Jan 204, Apr 841 
Zworykiu, V. K., Prize Award: 

P. C. Goldmark: Jan 224, Apr 842 


Calendar of Coming Events 


January 144 
February 144 
March 144 
April 144 
May 144 

June 144 

July 144 
August 144 
September 14А 
October 144 
November 14А 
December 14А 


Committees 


Membership Lists: Jun 30a, Oct 354 
Representatives: 

in Schools: Jun 424, Oct 464 

on Other Bodies: June 444, Oct 50А 


Front Covers 


Antiferroelectric Circuit Element: August 

Compatible Single-Sideband: October 

Frequency Allocations for Space Communica- 
tions: June 

IRE International Activities: September 

IRE International Convention: March 

Machines That Learn: January 

Magnetic Tape Readout with an Electron 
Beam: February 

Plasma: December 

Radiograph of Ion Ршпр Cathode: July 

Subharmonic Oscillator Analysis: April 

Surface-Potential Controlled Transistor: No- 
vember 

Technique for Reducing Noise in Beams: May 


Frontispieces 


Bereskin, A. B.: Sep 1374 
Berkner, L. V.: Jan 2 
Bown, R.: Mar 562 
Bullock, M. W.: Nov 1614 
Byrne, J. F.: Feb 418 
Carter, E. Е.: May 878 
Giordano, A. B.: Aug 1262 
Guillemin, E. А.: Mar 563 
Noble, D. E.: Oct 1486 
Ollendorff, F.: Apr 722 
Shepherd, W. G.: Jun 1006 
Tupper, B. R.: Dec 1742 
Van Atta, L. C.: Jul 1134 


IRE People 


Aaron, B. D.: Feb 344 
Abraham, L. G., Jr.: May 324 
Adams, R.: May 324 


Adams, R. T.: Nov 444 
Adler, R. B.: Mar 644 
Affel, H. A.: Aug 74А 
Aiken, H. H.: Aug 85А 
Alberts. H. C.: Jul 324 
Alexander, D. C.: Nov 444 
Algase, L. I.: Nov 444 
Anderson, T. N.: Jan 70a, Jul 324 
Angello, S. J.: Jul 324 
Askanas, C.: Apr 70А 
Bacon, E. J.: Jan 704 
Bailey, A. D.: Oct 564 
Bailey, S. L.: Mar 644 
Ballard, B. G.: Apr 704 
Basarab, J., Jr.: Jan 704 
Bateman, G. II.: Oct 564 
Beers, V.: Dec 404 
Begovich, N. A.: Jul 324 
Beinhocker, G. D.: Nov 444 
Beizer, H. H.: Feb 344 
Benson, S. E.: Sep 664 
Berkner, L. V.: Feb 344 
Bernstein, J. L.: Sep 66A 
Bernstein, J. M.: Nov 444 
Bertan, II. S.: Feb 38a 
Black, G.: Oct 564 

Black, P. B.: Dec 404 
Blanchard, J. W.: Oct 5604 
Bliss, УУ. R.: Dec 404 
Bloomenthal, S.: Aug 76a 
Biumkin, R.: Mar 644 
Boggs, G. E.: Sep 684 
Bond, H. A.: Jun 584 
Borchardt, R. L.: Dec 424 
Rorgen, H.: May 324 
Bowie, R. M.: Apr 704 
Bowman, D. S.: Apr 78А 
Braverman, R.: Sep 684 
Breitwiesser, C. J.: Sep 684 
Brenner, A.: Feb 364 
Brick, D. B.: Jun 584 
Bridges, W. A.: May 324 
Brinda, J., Jr.: Jan 704 
Brock, E. G.: Sep 704 
Brooks, F. E.: Jul 364 
Brooks, L. P.: Aug 814 
Brown, W. J.: Mar 664 
Buchak, K. R.: Sep 704 
Bulkley, D. D.: Mar 644 
Burnett, B. B.: Aug 78A 
Butterfield, F. E.: Nov 464 
Campbell, D. B.: Apr 724 
Caryotakis, G.: Mar 664 
Castriota, L. J.: Jun 58А 
Chatterton, J. B.: Sep 724 
Chipp, R. D.: Aug 78A 
Christian, H. S.: Oct 564 
Christiansen, D.: Feb 38A 
Ciral, J. L.: Nov 464 
Clarke, G. M.: Jan 724 
Constant, P. C., Jr.: Jan 724 
Cook, L. J.: Jul 384 
Cooper, A. E.: Dec 424 
Cooper, M.: Dec 424 
Cranna, N. G.: Nov 464 
Cranshaw, R. II.: Jul 444 
Crosby, M. G.: Jan 764 
Crumb, S. F.: May 35А 
Currie, M. R.: Apr 724 
Dacey, G. C.: Nov 504 
Daugherty, R. M.: Jan 76a 
Davies, G. L.: Nov 48А 


De Bolt, A. L.: Feb 404 
Dellinger, J. H.: Feb 404 
Deming, R. I.: Nov 504 
Devey, G. B.: Mar 664 
Diamond, J. R.: Oct 58А 
Dickieson, A. C.: Jun 604 
DiJulius, J. R., Jr.: Dec 424 
DiToro, M. J.: Apr 764 
Doersam, C. II.: Jun 644 
Donner, J. B.: Nov 53А 
Drake, W. W., Jr.: May 354 
Driskell, R. O.: Apr 78A 
Dudeney, P. N.: Dec 464 
DuHamel, R.: Jul 424 
Easton, I. G.: Apr 80А 
Edwards, P. G.: Jul 444 
Elias, H. J.: Feb 424 
Elkins, C. E.: Feb 444 
Elkort, D. S.: Feb 444 
Ely, P. C., Jr.: Oct 654 
Enenstein, N. H.: Jun 644 
Esaki, L.: Nov 534 
Ettenberg, M : Oct 584 


Evander, 11. S.: Apr 80a, Jul 544 
Faflick, C. E.: Nov 544 
Fahringer, W. П.: May 364 
Fank, F. B.: Mar 70a 
Fano, R, M.: Jul 504 

Fast, S.: Feb 444 

Field, L. M.: Oct 58a 
Finch, T. R.: May 364 
Findley, L. D.: Jan 764, Mar 724 
Fink, D. G.: Jul 504 

Finke, H. A.: May 404 
Fleming-Williams, B. C.: Jan 914 
Fletcher, J. C.: Sep 74a 
Flowers, 11. L.: Dec 464 
Fowler, C. J.: Jan 1064 
Franco, G. A.: Jun 644 
Freseman, W. I..: Jul 584 
Friedman, L.: Apr 784 
Fromm, W. E.: Jun 694 
Fubini, E. G.: Jul 564 
Fulenwider, J. E.: Nov 504 
Gale, M.: Feb 464 
Gamara, N. J.: Apr 804 
Gardenhour, A. J.: ^ug 814 
Garner, D. L.: Oct 624 
Garr, D. E.: Feb 464 
Gentry, K. M.: Apr 83a 
Germain, J.: Dee 50a 
Giacoletto, I.. J.: Mar 724 
Gilden, M.: Jul 1204 
Gilson, R. J.: Aug 834 
Ginsberg, 1.: Aug 83А 
Ginsburg, C. P.: Jan 804 
Goldsborough, R. R., Jr.: Jun 744 
Gonzalez-Correa, E.: Jan 864 
Gottfried, P.* Nov 604 
Grad, P. P.: May 434 
Graham, R. R.: Apr 84А 
Green, E. I.: Jan 794 
Green, R. S.: Dec 504 
Greenhalgh, K. D.: Dec 524 
Grimes, D. M.: Apr 86A 
Gross, T. A. O.: Dec 524 
Guilleinin, E. A.: Feb 484 
Gunther, F. A.: Mar 804 
IIamaan, O. F.: Apr 88A 
Hammond, C. R.: Jan 85a 
Hance, П. V.: Mar 844 
Handelsman, M.: May 38А 
Hannan, P. W.: Jul 1204 
Harley, J. XI.: Dec 544 
Hart, G. W.: Oct 624 
Hartley, J. T.: Jun 744 
Haughawout, J. II.: Mar 864 
Hauser, H. II.: Jun 774 
Hauser, J. R.: May 404 
Hechtel, J. R.: Jun 774 
Heins, J. I..: Feb 484 
Heller, D. M.: Oct 624 
Hellmann, R. K.: May 464 
Hennies, S. R.: Dec 544 
Henning, R. E.: Oct 654 
Herre, J. L.: Jan 864 
Hessinger, P. S.: Dec 56A 
Higgins, W. T.: Nov 604 
Hilgedick, W. C.: Dec 56А 
Hirsch, R. В.: Sep 844 
Hoffman, C. H.: May 434 
Hogan, W. D.: Oct 664 
Holce, T. J.: Oct 814 
Holmlund, B. A.: Feb 48А 
Holonyak, N., Jr.: Feb 52a 
Homan, R. E.: Jul 1204 
Hopfer, S.: Jun 794 

Horak, R. J.: Nov 604 
Houlroyd, С. F.: Jun 138A 
Houseworth, G. H.: Dec 564 
Howell, R. L.: Aug 854 
Hughes, G. E.: Aug 864 
Hull, D. R.: Oct 654 
IIunter, С. T.: Aug 864 
Hutter, R. G. E.: Apr 864 
Isbister, E. I.: Apr 83A 
Jackson, P. W.: Jan 88А 
Jacobs, C. E., Jr.: Mar 884 
Jacobsen, T. L.: Apr 904 
Jacobus, H. R.: Mar 884 
Jatras, S. J.: Jun 1384 
Jervis, E. W., Jr.: Jul 1234 
Jesty, L. C.: Jan 91А 

Jiles, C. W.: May 46a 
Johnson, J. H.: Jun 1384 
Johnson, L. P.: Oct 664 
Johnson, R. M.: Jan 914 
Joyce, W. F.: Oct 684 
Kahn, L.: Oct 68a 

Kalmus, П. P.: Маг 904 
Kaltman, A. H.: Jun 1384 
Kamen, I.: Sep 764 
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Kandoian, A. G.: Feb 48A 
Karlsruher, G. W.: Nov 624 
Karns, K. B.: Sep 444 
Kaye, H. W.: Nov 624 
Kellogg, L. H.: Jan 914 
Kelly, L. J.: Sep 764 
Kendall, R.: May 46a, Sep 444 
Kent, R. L.: Oct 694 
Keyes, J. C.: Oct 70А 
Kimball, J. L.: Dec 56a 
Kimmel, R. O.: Mar 924 
Kinsman, К. G.: Oct 70А 
Kirsch, W. A.: Oct 70a 
Knoob, G. B.: jul 1244 
Koch, D. G.: Dec 564 
Koch, J. A.: Apr 904 
Koontz, К. Н.: Sep 444 
Kosowsky, D. 1.: Sep 904 
Kovach, L. D.: Oct 724 
Krassner, G. N.: Jan 924 
Krim, N. B.: Dec 594 
Kropp, C. W.: Apr 904 
Kulka, E. R.: Aug 544 
Lack, Е. R.: Jun 1404 
Гані, W. J.: Sep 784 
LaMontagne, R. S.: Jun 1404 
Lapin, S. P.: Feb 504 
Larson, D. E.: Apr 90А 
Laurent, G. J.: Jan 1044 
LaVier, E. C.: Aug 86a 
Law, II. B.: Mar 924 
Lawton, B. E.: Apr 944 
Lazier, W. A.: Feb 524 
Lee, D. N.;: Jun 1424 
Lehan, F. W.; Sep 78a 
Lehr, P. N.: Jan 1024 
Lehr, S.: Feb 524 

Leiter, M.: Jun 1424 

Lesk, I. A.: Feb 544 
Levine, S. W.: Sep 80А 
Lillibridge, E. II.: Nov 684 
Lind, Е. R.: Dec 594 
Lindstrom, R. G.: May 48a 
Lintner, P. D.: Oct 81А 
Lippitt, K. II.: Oct 724 


Llewellyn, F. B.: Oct 724, Nov 624 


Lockwood, R. C.: Oct 724 
Loughlin, R. G.: Feb 564 
Lovenstein, A. J.: Aug 54a 
Low, W. C.: Mar 974 

Lowy, M. A.: Jun 1424 
Lundberg, W. R.: Nov 684 
Lurie, W. B.: Jun 1484 
Lynch, W. A.: Oct 73a 

Lynn, L. H.: Dec 594 

Lyons, H.: Mar 994 

Madeson, A. H.: Feb 544 
Magid, M.: Feb 544 
Mainberger, M'. A.: Nov 684 
Mannel, W. M.: Mar 95a 
Marcuvitz, N.: May 48a, Sep 80А 
Margolin, A. R.: Nov 70a 
Markowitz, R. S.: Jan 1064 
Martin, L.: May 504, Oct 734 
Martinson, F. L.: Oct 744 


Miller, K. XI.: Aug 564 
Minichiello, R.: Jan 128A 
Mischler, E.: Nov 744 
Moore, E. F.: Nov 704 
Moore, K. A.: Jan 1304 
Morin, L. A.: Oct 81А 
Mortenson, K. E.: Apr 944 
Mueller, W. M.: Jan 1344 
Munushian, J.: Dec 604 
Myers, W. D.: Feb 564 
Newell, D. E.: Nov 644 
Nichols, A. D.: Apr 96A 
Nishball, J. L.: Oct 744 
Norton, J. M.: Feb 364 
Novikoff, E. B.: Oct 744 
Noyes, A., ]r.: Apr 964 
Nussbaum, M.: Jan 1064 
O'Brien, T. H.: Oct 744 
Ogletree, W. A.: Dec 60A 
Okada, S.: Dec 60А 
O'Maley, J. B.: Feb 564 
Orth, R. T.: Jun 1504 
Osborne, Н. S.: Mar 1014 
Othmer, R. E.: Feb 564 
Packard, A. C.: Sep 86A 
Packard, R. II.: Jan 1344 
Peck, D. B.: Feb 56a 
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Peirce, J. R.: Sep 444 
Pepper, J. R.: Jun 1424 
Peter, R. W.: Mar 1044 
Peterson, E. F.: Aug 864 
Peterson, R. M.: Apr 964 
Peterson, R. W.: Dec 604 
Peth, R.: Dec 604 

Pike, N.: Oct 764 

Plouffe, R. L.: Sep 464 
Pollack, H. W.: Oct 764 
Porter, C. R.: Nov 724 
Portmann. P. A.: Mar 1064 
Ports, D.: Nov 724 

Poss, E.: Jan 1344 
Postman, M. II.: May 544 
Pote, A. J.: Nov 744 

Price, V. G.: Mar 1064, Aug 54А 
Pritchard, B. D.: Sep 46a 
Pritchett, W. S.: Sep 46a 
Raber, S.: Mar 1104 
Raemer, H. R.: Aug 564 
Rajchman, J. A.: Nov 744 
Redlien, Н. W., Jr.: Aug 604 
Reed, J.: Sep 464 

Reese, J. R.: Oct 76А 
Reuman, W. H.: Nov 76a 
Rexroat, L. D.: Nov 784 
Rizzi, P. A.: Aug 604 
Robbins, A.: Oct 764 
Robinson, J. A.: Feb 584 
Rogell, P. S.: Sep 464 
Romig, II. G.: Oct 774 
Rosen, B.: Oct 784 

Rosen, Н.: Мау 524 
Rosen, Н. II.: Jan 1384 
Ross, F. L.: Oct 784, Nov 784 
Ross, P. C.: Aug 624 
Rothstein, J.: Dec 624 
Rous, W. II.: Mar 110A 
Rubin, M.: Feb 58А 
Rudnick, S. L.: Feb 584 
Rugge, R. A.: Feb 614 
Rydz, J. S.: Мау 52a 
Sabel, A. R.: May 544 
Saline, L. E.: Nov 78a 
Schaefer, H. W.: Mar 110A 
Schooley, A. H.: Sep 864 
Schulz, E. H.: Dec 624 
Schutz, С. C.: Sep 88А 
Schwartz, W. L.: Jul 60a 
Shamos, M. II.: Oct 78A 
Shapiro, L. D.: May 524 
Sheingold, L. S.: Jun 1464 
Shepherd, XI., Jr.: Oct 80a 
Sherr, S. I.: Nov 87A 
Shuttleworth, E., 111: Apr 964 
Sichak, W.: Oct 78a 
Siegel, K. M.: Mar 1144 
Sink, R. L.: Sep 48a 
Sirrine, R. C.: Feb 644, Sep 484 
Sisson, R. L.: Sep 524 
Skifter, H. R.: Feb 614 
Slawson, W. J.: Mar 1244 
Smith, D. M.: Oct 80a 
Smith, R. T.: Jul 604, Oct 80А 
Smith, W. W.: Oct 81A 
Smock, W. W.: Nov 824 
Sommer, A. H.: Mar 924 
Soufal, F. II.: Sep 56a 
Spencer, G. W.: Sep 564 
Sprague, R. C.: Apr 1004 
Stack, B. R.: Jun 1504 
Staras, H.: Aug 644 

Steier, H. P.: Sep 584 
Steigman, P.: Oct 81А 
Stein, P.: Sep 884 

Stein, S.: Jan 1404 

Stelzer, 1.: Jan 1424 
Stevens, F. R.: Dec 524 
Stopek, S.: Nov 824 
Storer, J. E.: Jan 1404, Aug 644 
Strain, D. C.: Oct 814 
Strauss, R.: Feb 644 
Stromsted, E. A.: Sep 88A 
Stryker, E, M.: Sep 58А 
Sturgeon, W. S.: Nov 87A 
Sugarman, R. II.: Jul 1184 
Suits, G.: Dec 644 
Sullivan, A. II., Jr.: Sep 884 
Sutliff, C. N.: Aug 664 
Swain, R. G.: Jan 1444 
Swinyard, W. O.: May 58a 
Tackett, W. F.: Nov 874 
Tanguay, A. R.: Sep 584 
Taylor, R. B.: Sep 624 
Terhune, H. R.: Mar 1124 
Thomas, E.: Oct 824 
Tidball, R. M.: Sep 904 
Tomash, E.: Apr 964 


Torn, L. J.: May 564 

Tuttle, B. R.: Nov 884 
Twersky, V.: Apr 1004 
Tyler, E. M.: Nov 88A 
Utlaut, W. F.: Jun 1464 

Van Allen, J. A.: Oct 824 
Van Atta, L. C.: Oct 844 
van Duuren, Н. С, А.: May 56a 
Vang, J. P.: Jan 1444, Nov 88A 
Van Rennes, A. B.: Aug 66a 
Venaglia, E. J.: Sep 90a 
Walker, R. M.: Apr 100A 
Walling, G. P.: Sep 644 
Walzer, F.: Nov 88A 
Wambsganss, B.: Nov 90A 
Warner, M'. V.: Jan 1404 
Warren, L. II.: Dec 644 
Weglein, R. D.: Dec 664 
Weiner, J. R.: Jan 1484 
Weinhouse, N.: Oct 82a 
Weir, W. R.: Aug 68A 
Weisz, W. J.: Nov 90a 
Welkowitz, W.: Aug 68A 
Wheeler, F. K. B.: Feb 564 
Wheeler, II. A.: Mar 1164 
Wheeler, T. L.: Aug 704 
White, D. R. J.: May 58А 
White, J. R.: Dee 66a 
Whybark, D. L.: Jul 1204 
Wiesner, J. B.: Feb 644, Mar 121A 
Willenbrock, F. K.: Sep 904 
Willey, F. G.: Jan 148A 
Williams, A. B.: Nov 924 
Wilson, W. II.: Oct 864 
Wissemaun, II. J.: Oct 864 
Witting, E. G.: Oct 844 
Wolff, J. R.: Sep 644 
Woodcock, E. L.: Feb 66a 
Worch, A. B.: Feb 664 
Wren, A. W.., Jr.: Apr 100A 
Wright, W. V.: Feb 68A 
Wunderlich, N. E.: Apr 100A 
Yoder, J. R.: Aug 70А 
Young, F. C.: Sep 924 
Young, К. W.: Aug 744 
Zacharias, J. R.: Feb 644, Apr 1004 
Zopf, D. O.: Mar 1184 
Zuleeg, R.: Feb 684 


News and Notices 


Adaptive Control Systems Symposium Held on 
I. I.: Feb 18А 

Aerospace Symposium Announces Session 
Topics: Jul 15a 

AIEE Announces 1962 Winter Mecting: May 
144 

AIEE Receives NSF Grant for Russian Jour- 
nals: Sep 184 

Air Force MARS Eastern” Technical Net 
Broadcast Schedules: Jan 15a, Feb 18a, Mar 
18a, Apr 184, Мау 18a, Jun 144. Sep 164, 
Nov 15a, Dec 224 

Analog Computation, International Confer- 
ence on, to be Пеја in Belgrade: Mar 184 

Auerbach Receives Philadelphia Section Award : 
Apr 204 

Automation, Congress on, to Meet in Turin: 
Aug 18А 

Biophysical Society Plans February Meeting: 
Feb 144 

Biophysical Society to Meet in Washington, 
D.C.: Dec 154 

British IRE Convention on Radio and Space: 
Jul 18А 

Canadian Conference, Call for Papers Issued 
By: May 15А 

Canadian Conference, IRE, Announces New 
Meeting Dates: Apr 14А 

Canadian Conference, IRE, to Meet in Octo- 
ber: Jul 164 

Chicago Spring Conference Announces June 
Meeting: May 15А 

CISPR Conference in Philadelphia: Sep 15А 

Communications Conference to Meet in Phil- 
adelphia: Jun 164 

Components Conference to Meet in May: Apr 
20a 

Copenhagen Symposium on Electromagnetic 
Theory, Registration for: Dec 224 

Delco Announces New Silicon Digital Models: 
Sep 144 

Denver Research Institute Announces Sym- 
posium: Apr 164 

ECCANE Announces Schedule of Sessions: 
Oct 15А 

EJCC 1961 Issues Call for Papers: Jun 204 

Electrically Exploded Wires Topic of Fall Con- 
ference: Jun 164 


Electron Devices Meeting, Papers Solicited 
for: Jun 18А 

Electronic Coinponents, Conference on, Call for 
Papers Issued: Aug 16А 

Electronic Reliability, Second New York Con- 
ference: Sep 164 

Engineering Writing and Speech National 
Symposium to be in Michigan: Sep 18А 

Engineering Writing and Speech Symposium 
Issues Call for Papers: May 18A 

Eta Kappa Nu Honors Young Engineers: Jan 


бА 

French Radio and Television Exhibition: Sep 
16A 

German Electrotechnicians to Hold Conven- 
tion: Jan 15А 

Gifford, R. P., Appointed Member of JTAC: 
Jun 184 

GLOBECOM V Meets in Chicago: May 18A 

Goldsmith Honored by SMPTE: Dec 144 

Gordon Research Conferences to Include July 
Session on Semiconductors: May 14А 

Guy, R. F., Receives NAB Award: Jun 15A 

“HERO? Congress to be Held in May: Apr 15A 

IEE 1962 International TV Conference: Sep 
154 

IFAC, Second Congress Call for Papers: Nov 
15А 

IFIPS Announces 1962 Congress: Jun 18A 

Index to IRE INTERNATIONAL CONVENTION 
RECORD, 1961: Dec 1 

Index to IRE PROCEEDINGS, 1961: Dec 1 

Index to IRE TRANSACTIONS, 1960: Apr fol- 
lows 876 

Industrial Electronics Symposium Wilt Em- 
phasize Supplier-User Cooperation: Jun 144 

Information and Decision Processes, Third 
Symposium on, Purdue Will Sponsor: Mar 
144 

Information Theory Symposium to be Held in 
Brussels: Dec 1 

Interference Redüetian and Electronic Com- 
patibility Conference in Chicago: Sep 144 

Ionization of the Air, International Conference 
n: Jun 204 

IRE Announces 1961 Awards: Jan 204 

IRE Banquet, Make Reservations Now: Dec 
14А 

IRE Begins Work in Nuclear Instrumentation: 
Apr 184 

IRE Dictionary Now Available: Jul 16a 

IRE Elects Officers for 1961: Jan 144 

IRE International Convention, 1962, Call for 
Papers: Jul 164, Aug 144, Sep 144, Oct 15A 

IRE INTERNATIONAL CONVENTION RECORD 
and Order Form: Apr 244 

IRE International Convention Set for March: 
Jan 144 

IRE Miscellaneous 
May 16a, Oct 18А 

IRE Nominations for 1962 Officers and Direc- 
tors: Jul 144 

IRE PROCEEDINGS, Special Issue on Plasinas, 
Call for Papers: Mar 16A 

IRE Standards, Current: Dec 16A 

IRE Student Affairs Secretary Appointed: Dec 
164 

JACC Announces Additions to Program: Jun 
164 

JACC 1962 Deadlines Announced: Oct 18A 

Joint Computer Conference, Call for Papers: 

164 

JTAC Forms Committee on Space Communi- 
cations: Feb 14a 

JTAC Pays Tribute to Dr. Hogan: May 18А 

Kansas City Section Schedules Fall Sympo- 
sium: Jun 164 

Las Vegas Symposium, Call for Papers for: 
May 16A 

MAECON Symposium Program Announced: 
Oct 164 

Magnetism and Magnetic Materials, Confer- 
ence on, Will Meet in Phoenix: Jun 154 

Magnetism Conference Plans Near Comple- 
tion: Jul 15A 

Magnctohydrodynamics, Symposium on, Call 
for Papers: Dec 20А 

Mathematics Research 
Symposium: Feb 18A 

Medical Electronics, International Conference 
on, Issues Call for Papers: Feb 15A 

Medical Electronics Conference, Program Ses- 
sions Announced tor: Jul 144 

Medicine and Biology, Joint Executive Com- 
mittee on, Seek Conference Location: Oct 
20А 

Microelectronics and Systems Call for Papers: 
Jan 184 

Microwave Tube Congress, 


Publications Available: 


Center Plans April 


Call for Papers: 


Dec 

MIL-E ION Advisors, Admiral Burke Heads: 
Feb 144 

MIL-E-CON Call for Papers: Jan 18А 

MIL-E-CON 1961, Program Highlights of, 
Announced: Apr 15А 

MIL-E-CON 1962, Call for Papers: Dec 164 

Military Electronics, Winter Convention to be 
Held in Los Angeles: Jan 204 

MIT Announces Special Summer 
Jun 154 

MIT Announces Summer Session on Radio 
Astronomy: Mar 164 

NAECON Call for Papers Issued by Annual: 
Jan 184 

NAECON 1962, Call for Papers: Dec 154 

NAECON Plans Spring Meeting: Feb 164 

NAECON Publications Now Available: Aug 
144 

NBS Radio Propagation Journal, 
Scope for: Oct 144 

NEC Announces Conference Dates: Mar 14А 

NEC Announces 1961 Executive Officers: Feb 
16a 

NEC Issues Call for Papers: May 15А 

NEREM 1961 Issues Call for Papers: Apr 18A 

NEREM 1961 Program Expanded: Nov 144 

Nonlinear Magnetics, Conference on, Call for 
Papers: Jul 15А 

Nonlinear Magnetics, Conference on, Sched- 
uled for November: May 18A 

North Carolina Section Symposium Program 
Announced: Oct 16А 

NTC, 1961, 
May 164 

Operations Research and Management Sci- 
encee Groups to Meet: Oct 184 

Optimum and Adaptive Control System The- 
ory, Graduate Institute on: Dec 224 

PGEWS Announces September Conference: 
Aug 18a 

PGHEE Plans Spring Meeting: Mar 154 

PGMTT Digests Available in Limited Quan- 
tity: Aug 15a 

PGMTT National Symposium Issues Call for 
Papers: Aug 14А 

PGMIL 1962 Winter Convention Announce- 
ment and Call for Papers: Oct 164 

PGPEP Announces June Conference: Apr 164 

PGRF]I To Hold June Conference: May 18A 

PGVC Announces Awards Presented at An- 
nual Conference: Feb 164 

PGVC Announces 12th Annual Conference: 
Jul 164, Aug 15a 

PGVC Conference Call for Papers: Sep 18А 

P. I. B. Symposium Announced: Dec 18А 

Plasma Sheath Symposium to Meet in April: 
Oct 144 

Quantum Electronics, Conference on, to be 
Held in California: Mar 15a 

Radar Symposium, Seventh Annual, Scheduled 
for Spring: Mar 164 

Radio Propagation Course 
NBS: Apr 204 

Reliability and Quality Control Symposium 
Issues Call for Papers: Mar 18A 

Reliability, Conference on, New York Chapter 
to Hold: Aug 164 

Reliability Course, Canadian, Sponsored by 
PGRQC and ASQC: Oct 14А 

Reliability Problems, NYU Hosts Conference 
on: Mar 164 

Reliability Training Course to be Held in Syra- 
cuse: Apr 14A 

Seventh Region to Hold Annual Conference: 
Mar 15a 

Solid-State Circuits, 1962 Conference on, 
Issues Call for Papers: Aug 15A 

Soviet Physics-Doklady to Appear Monthly: 
May 18A 

SSB Dinner, Tenth Annual: Mar 16А 

SWIRECO Announces Program Moderators: 
Apr 14A 

SWIRECO 1962, Call for Papers: Aug 16A 

SWIRECO Plans Nearing Completion: Feb 
164 

Telecommunications Exhibit to be Held in 
Lisbon: Jan 15А 

TIMS to Meet in Brussels: Apr 164 

Transactions Binders Now Available: May 
15А 

URSI Symposium on Electromagnetic Theory: 
Aug 16A 

URSI-IRE Fall Meeting and Geotnagnetic 
Conference Announces for October: Sep 18A 

WESCON Adopts System to Ease Distribu- 
tion of Exhibitor Literature: Jun 18A 

WESCON Call for Papers: Jan 204, Feb 154, 
Mar 144, Apr 154 


Session: 


Broadened 


Announces Program Sessions: 


Announced by 


WESCON 1961, Changes Indicated for Pro- 


gram: Apr 16A 

Wiesner, J. B. Awarded EIA Medal of Honor: 
Jun 164 

Zitelli Wins Seventh Region Achievement 


Award: Sep 164 


Obituaries 


Baker, W. R. G.: Jan 1 
Carter, Philip S.: Jul 18A 
Clothier, C. M.: Feb 18A 

de Forest, Lee: Oct 224 
Ferguson, S. A.: Apr 224 
Gamzon, R. R.: Dec 244 
Goode, Harry H.: Jan 164 
Hanson, O. B.: Nov 154 
Hogan, J. V. L.: Feb 18а, Apr 721 
Hollmann, H. E.: Apr 204 
Howe, С. W. O.: Feb 204 
Kranz, If. E.: Nov 154 
MacDonald, W. A.: Oct 204 
Mcllwain, K.: Jun 204 
Potter, E. Vernon: Jan 164 


Tallman, O. G.: Jun 204 
Werner, К. V.: Apr 22А 
Photographs 


ANE Annual Luncheon (left to right), Doding- 
ton, S, Hallaby, N. (principal speaker), 
and Berkner, L. V.: Jul 154 

Auerbach, I. L., receives plaque at Fellows’ 
Night banquet from W. T. Sumerlin: Apr 
204 

Australian Institution of Radio Engineers, 
convention organized by: Jun 18A 

Bailey, G. W., receiving citation: Jan 144 

Berkner, L. V., addresses members of New 
York Section: Mar 15a 

Byrne, J. F., and Rubel, J. H., at meeting of 
Los Angeles Section of the IRE: Mar 18A 

Chicago Spring Conference on Broadcasting 
and Television Receivers, Meeting of Joint 
Briefing Session: May 144 

Communications Symposium, Seventh Na- 
tional, meeting of the Executive Committee: 
Jun 15A 

Crone, W. R., Student Affairs Secretary: Dec 
164 

Curtiss, A. N., Chairman, 1961 Winter Con- 
vention on Military Electronics: Jan 204 

Easton, R. L., and Votaw, M. T., receive 1960 
]RE Professional Group on Reliability and 
Quality Control Award from P. K. McElroy: 
Apr 164 

Electrical Techniques in Medicine and Biology, 
13th Annual Conference, Exhibits: Jan 204 

Goldsmith, A. N., receives honorary SMPTE 
membership: Dec 14 

Greenwood, J. II., 1 8 955 Scott Helt Award of 
PGB from R. Guy: Dec 244 

Haggerty, P. E., IRE President-Elect, and 
Chase, W. H., AIEE President, at AIEE 
Fall Meeting: Dec 144 

Hornbeck, J. A., Welch, Н. W., Jr., and Wing, 
А.К. jr. at 'PGED Meeting: Jan 15a 

IRE International Convention: 

Annual IRE Banquet, a view of: May 13a 

Banquet, principal speakers at: May 13А 

Berkner, L. V., presents IRE Medal of Honor 
to E. A. Guillemin: May 13a 

Berkner, L. V., presents Professional Group 
on Bio-Medical Electronics Prize Award to 
B. Chance: May 124 

Bown, R., is presented with the 1961 IRE 


Founders Award by L. V. Berkner: May 
124 
Byine, J. F., Berkner, L. V., Bailey, G. W., 


and Olendorff, F., at opening press Confer: 
ence: May 124 
Coliseum, view of exhibits: May 12А 
Noble, D. E., toastmaster; Haggerty, P. E., 
principal speaker; and Wischmeyer, C. R., 
spokesman for the newly-elected Fellows, 
at the Annual Banquet: May 13A 
Israel National Convention of Electronic En- 
gineers, Fourth, Forum of the, and Annual 
Meeting of the IRE Israel Section: Jun 144 
Kimball, C. N., receiving the Kansas City Sec- 
tion Award: Jan 20А 
MIL-E-CON Planning Committee: Jan 18A 
Military Electronics 1962 Winter Convention 
Steering Committee: Oct 16A 
MIL-E-CON Awards Luncheon; Witting, 
E. G., presents W. B. Glendinning with the 
M. Barry Carlton Award: Sep 15А 
MIL-E-CON Panel Discussion (left to right), 
Ankenbrandt, F. L., Wakelin, J. H., Rubel, 
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J. II., McMillan, B., and Witting, E. G.: Sep 
16А 

МТТ Annual Banquet (left to right), Ports, D., 
Conroy, P. R., Shapiro, G., and Sand, T.: 
Aug 15a 

NEREM 1961 Proclamation Issued by Gov- 
ernor Volpe of Massachusetts: Nov 144 

Pasadena Subsection, April meeting of: Ju! 
16A 

PGPEP Sth Annual Conference, High School 
Students Award Exhibits: Sep 184 

Washington Section Annual! Banquet, dis- 
tinguished guests at: Apr 18A 

Zitelli, L. T., receives Seventh Region Award: 
Sep 164 


Poles and Zeros 


Anniversary Issue: Nov 1613 
Awards: Mar 561 

Career Brochure: Aug 1261 
Collaboration Clarification: Mar 561 
Dreams May Come True: Dec 1741 
E&A-ECPD: Oct 1485 

ECPD and IRE: Jul 1133 
Editorial Faux Pas: Nov 1613 
Ex-Editor Month: Nov 1613 
Information Retrieval: Aug 1261 
International Scene: Jun 1005 
International Standardization: Jul 1133 
IRE Dictionary: Jan 3 

Iteration: Feb 417 

Membership: Jan 3, Jun 1005 
Miscellany: Jan 3 

Musical Chairs: Sep 1373 

New Faces of 1961: Mar 561 
“New Idea": Mar 561 

The Old and the New: Feb 417 
Plasma: Dec 1741 

Professiona! Groups: May 877 
Radio: Sep 1373 

Reminder: Jan 3 

Satellite Communications: Apr 723 
Second Round: Jan 3 

Section News: Dec 1741 

Student Affairs: Dec 1741 
Switzerland and Chile: Mar 561 
Travel Still Broadens: Nov 1613 
Tutorial: Dec 1741 

WESCON 1961: Aug 1261 

WWV and WWVII: Apr 723 


Professional Groups 


Chairmen and Editors: 

January 284 

March 244 

May 244 

July 18a 

September 30А 

November 224 

December 154 

News: 

Antennas and Propagation: Feb 154, Dec 15A 

Antennas and Propagation and Microwave 
Theory and Techniques: Apr 144, Dec 15A 

Automatic Control: Apr 144 

Bio-Medical Electronics: Jan 224, Jun 16a, 
Jul 164 

Circuit Theory and Information Theory: 
Sep 15А 

Communications Systems: Aug 18A, Dec 154 

Component Parts: Jul 164 

Component Parts and Electron Devices: Aug 
18А 

Electronic Computers: Jan 22А, Jun 164 

Engineering Management: Feb 15a, Jun 16a 

Engineering Writing and Speech: Apr 14a 

Human Factors in Electronics: Feb 15А 

Information Theory: Jun 164, Dec 15a 

Microwave Theory and Techniques: Feb 
15a, Dec 15А 
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Military Electronics: Apr 144 

Nuclear Science: Aug 18A 

Radio Frequency Interference: Jan 224, Apr 
144, Jul 16a, Dec 154 

Space Electronics and Telemetry: Sep 154 

Vehicular Communications: Sep 15А 


Programs 


Bio-Medical Research, Symposium on Facili- 
tics for, PGBME-AIEE-ISA-University of 
Nebraska, Oct 26-27, 1961, Omaha, Neb.: 
Oct 244 z 

Broadcast and Television Receivers, Chicago 
Spring Conference on, PGBTR —Chicago 
Section, Jun 19-20, 1961, Des Plaines, III.: 
Jun 224 

Circuit Theory, Fifth Midwest Symposium on, 
PGCT, Мау 6, 8-9, 1961, Urbana, III.: Apr 
28A 

Electromagnetics and Fluid Dynamics of Gas- 
eous Plasma, Symposium on, Dept. of Aero- 
space Engrg.— Microwave Res. [nst.— 
PGED—PGMTT—PGNS—Inst. of Aero- 
space Sciences—Polytech. Inst. Brooklyn, 
Apr 4-6, 1961, New York, N. V.: Mar 204 

Electron Devices Meeting, 1961, PGED, Oct 
26-28, 1961, Washington, D.C.: Oct 264 

Engineering Management, Ninth Annual Con- 
ference, PGEM—AIEE—et al., Sep 14-15, 
1961, New York, N. V.: Aug 30a 

Engineering Writing and Speech, National 
Symposium on, PGEWS, Oct 16-17, 1961, 
East Lansing, Mich.: Oct 22a 

Global Communications, Fifth National Syin- 
posium on (GLOBECOM V) PGCS— 
АТЕЕ, May 22-24, 1961, Chicago, III.: Apr 
304 

Industrial Electronics Symposium, PGIE— 
AIEE—ISA, Sep 20-21, 1961, Boston, Mass: 
Aug 324 

IRE Canadian Electronics Conference, Region 
8, Oct 2-4, 1961, Toronto, Canada: Sep 
204 

IRE International Convention, Mar 20-23, 
1961, New York, N.Y.: Mar 652 

Joint Automatic Control Conference, AIChE— 
AIEE—ASME-—IRE—ISA, June 28-30, 
1961, Boulder, Colo: May 224 

Joint Nuclear Instrumentation Symposium, 
PGNS—PGI—AIEE—ISA—e? al., Sep 6-8, 
1961, Raleigh, N. C.: Aug 28a 

Magnetism and Magnetic Materials, Seventh 
Conference on, IRE—AIEE-—AIP—ONR— 
AIME, Nov 13-16, 1961, Phoenix, Ariz.: 
Nov 16a 

Magnetohydrodynamics, Second Symposium 
on Engineering Aspects of, AIEE- AIR 
IRE—University of Pennsylvania, Mar 
9-10, 1961, Philadelphia, Pa.: Feb 204 

Military Electronics, Fifth National Conven- 
tion on (MIL-E-CON 1961), PGMIL, Jun 
26-28, 1961, Washington, D.C.: Jun 224 

PGMTT, 1961, National Symposium, PGMTT, 
May 15-17, 1961, Washington, D. С.: Apr 
28А 


National Communications, Seventh Sympos- 
ium, PGCS—Rome-Utica Section, Oct 2-4, 
1961, Utica, N. Y.: Sep 244 

National Electronics Conference, IRE—AIEE 
Dei al., Oct 9-11, 1961, Chicago, III.: Sep 
26a 

Northeast Electronics Research and Engineer- 
ing Meeting, IRE Region 1, Nov 14-16, 
1961, Boston, Mass, : Oct 304 

PGPEP Conference, Fifth Annual, PGPEP, 
Jun 14-15, 1961, Philadelphia, Pa.: May 204 

Radio Fall Meeting, 1961, PGED—BTR— 
RQC—EIA, Oct 30-Nov 1, 1961, Syracuse, 
N. Y.: Oct 28a 

Radio Frequency Interference, Third National 
Symposium on, PGRFI, Jun 12-13, 1961, 


Washington. D. C.: Jun 284 

Reliability and Quality Control, Eighth Na- 
tional Symposium on, PGRQC—AIEE 
ASQC—EIA, Jan 9-11, 1962, Washington, 
D. C.: Dec 244 

Seventh Region IRE Technical Conference and 
Electronic Exhibits, Region 7, Apr 26-28, 
1961, Phoenix, Ariz.; Apr 264 

Solid State Circuits Conference, International, 
PGCT—AIEE— University of Pennsylvania, 
Feb 15-17, 1961, Philadelphia, Pa.: Jan 224 

Space Electronics and Telemetry, National 
Symposium on, PGSET, Sep 6-8, 1961, 
Albuquerque, М. Mex.: Aug 28А 

SWIRECO, Thirteenth Annual, Region 6, 
Dallas Memorial Auditorium, Apr 19-21, 
1961, Dallas, Tex.: Mar 204 

Western Electric Show and Convention 
(WESCON 1961), Los Angeles and San 
Francisco Sections WEMA, Aug 22-25, 
1961, San Francisco, Calif.: Aug 20a 

Western Joint Computer Conference, PGEC— 
AIEE—ACM, May 9-11, 1961, Los Angeles, 
Calif.: Apr 35a 


Report of the Secretary 
Letter to the Board of Directors, 1960: Jun 
1104 


Scanning the Issue 


February 419 
March 564 
April 724 

May 879 

June 1007 

July 1135 
August 1263 
September 1375 
October 1487 
November 1615 


Scanning the Transactions 


January 393 
February 537 
March 693 
April 855 

May 983 

June 1110 

July 1238 
August 1348 
September 1461 
October 1593 
November 1715 
December 1972 


Sections and Subsections 


Chairmen and Secretaries: 
January 28А 
March 244 
May 244 
July 20a 
September 324 
November 224 
News: 
Crescent Bay Subsection Established: Aug 
18a 


France Section Established: Dec 184 
Geneva Section Established: Feb 144 
Victoria Subsection Established: Jun 164 


Translations of Russian Technical 


Literature 


January 416 
February 560 
March 720 
June 1132 


INDEX TO BOOK REVIEWS 


Adaptive Control Processes: A Guided Tour, 
by R. Bellman (Reviewed by L. A. Zadeh): 
Nov 1712 

Advances in Electron Tube Techniques, D. 
Slater, Ed. (Reviewed by G. A. Esperson): 
Sep 1460 

Alternating-Current Circuits, 4th éd., by R. M. 
Kerchner and G. F. Corcoran (Reviewed by 
W. H. Kim): Jan 389 

Analog and Digital Computer Technology, by 
N. R. Scott (Reviewed by A. D. Scarbrough): 
Feb 535 

Analogue and Digital Computers, A. C. D. 
Haley and W. E. Scott, Advisory Eds. (Re- 
viewed by T. H. Bonn): Jan 392 

Analysis and Design of Feedback Control Sys- 
tems, 2nd ed., by G. J. Thaler and R. G, 
Brown (Reviewed by F. Zweig): Feb 534 

Analytical Techniques for Non-Linear Control 
Systems, by J. C. West (Reviewed by J. G. 
Truxal): May 981 

Antenna Engineering Handbook, H. Jasik, Ed. 
(Reviewed by G. Sinclair): Nov 1714 

Antenna, The; by H. Thourel (Reviewed by S. B. 
Cohn): Nov 1713 

Arc Discharge, The, by H, de B. Knight 
(Reviewed by G. H. Reiling): Feb 536 

А. R. R. L. Antenna Book, The, by the Head- 
quarters Staff of the American Radio Relay 
League, Inc. (Reviewed by C. E. Smith): Jan 
391 

Automatic Translation, by D. Yu. Panov 
(Reviewed by L. B. Heilprin): May 981 

Basic Electrical Measurements, 2nd ed., by 
M. B. Stout (Title only): July 1237 

Basic Physics of the Solar System, by V. M. 
Blanco and S. W. McCluskey (Title only): 
Nov 1715 

Basics of Analog Computers, by T. D. Truitt 
and A. E. Rogers (Title only): May 982 

Boolean Algebra and Its Applications, by J. E. 
Whitesitt (Reviewed by R. Serrell): Jun 1110 

British Miniature Electronic Components and 
Assemblies Data Annual 1961-62, G. W. A. 
Dummer and J. M. Robertson, Eds. (Title 
only): Aug 1348 

Circuit Analysis, by E. M. Sabbach (Reviewed 
by 1. O. Ebert): Sep 1459 

Classical Mechanics, 2nd ed., by H. C. Corben 
and P. Stehle (Title only) : Feb 536 

Complex Variables and the Laplace Transforni 
for Enyinecrs, by W. R. LePage (Reviewed 
by Е. Е. Bolinder): May 980 

Computer Logic, by I. Flores (Reviewed by 
C. T. Leondes): Mar 690 

Control of Multivariable Systems, The, by 
M. D. Mesarovié (Reviewed by V. Н. 
Choksy): Apr 853 

Control System Analysis and Synthesis, by 
J. J. D'Azzo and C. Н. Houpis (Reviewed by 
G. A. Biernson): May 980 

Coupled Mode and Parametric Electronics, by 
W. II. Louisell (Reviewed by П. Hefner): 
Feb 535 

Design for a Brain, 2nd ed., by W. R. Ashby 
(Reviewed by Е. Rosenblait): Jun 1108 

Design Fundamentals of Analog Computer 
Components, by R. M. Howe (Reviewed by 
J. E. Sherman): Jul 1235 

Dictionary of Automatic Control, by К. J. 
Bibbero (Title only): Feb 536 

Dictionary of Electronics, by II. Carter (Re- 
viewed by M. IV. Baldwin, Jr.): Mar 692 

Dielectrics, 1959 Digest of Literature on, L. J. 
Frisco and T. D. Callinan, Eds. (Reviewed by 
P. N. Wolfe): Jul 1234 

Digital Applications of Magnetic Devices, 
A. J. Meyerho", Ed. (Reviewed by A. II. 
Bobeck): Oct 1952 

Digital Computer and Control Eng neering, by 
R S. Ledley (Reviewed by B. Lippel): Jan 
391 

Digital Computer Fundamentals, by T. C. 
Bartee (Title only): Feb 530 

Electrical Engineering Problems, by E. M. 
Williams and F. J. Young (Reviewed by 
S. Seely): May 690 

Electrical Noise, by W. R. Bennett (Reviewed 
by H. A. Haus): Aug 1348 

Electromagnetic Energy Transm'ssion and 
Radiation, by R. D. Adler, Lan Jen Chu, and 
R. Fano (Reviewed by Е. C. Jordan): Feb 


34 : 
Electromagnetic Fields and Waves, by R. V. 


Langmuir (Reviewed by D. J. Angelakos): 
May 981 

Electromechanical Components for Servo- 
mechanisms, by S. A. Davis and B. K. Led- 
gerwood (Title only): Dec 1971 

Electronic Circuit Analysis, Vol. 1, Passive 
Networks, by P. Culter (Reviewed by Г. О. 
Ebert): Mar 691 

Electronic Circuits, Signals, and Systems, by 
S. J. Mason and H. J. Zimmerman (Reviewed 
by W. H. Huggins): Nov 1714 

Electronic Draíting Handbook, 
Raskhodoff (Reriewed by R. T. 
Aug 1345 

Electronic Equipment Reliability, by G. W. A. 
Dummer and riffin (Reviewed by 
M. Raphelson): Jul 1234 

Electronic Maintainability, Vol. 3, F. L. An- 
kenbrandt, Ed. (Reviewed by R. К. Baicher): 
Feb 533 

Electronics, by P. M. Chirlian and A. H. 
[етап (Reviewed Ьу IV. К. Hill): Aug 
1346 

Electronics and Nucleonics Dictionary, by 
N. M. Cooke and J. Markus (Reviewed by 
R. F. Shea): Jan 392 

Electrostatic Propulsion, Vol. 5 in Progress in 
Astronautics and Rocketry, D. B. Langmuir, 
Е. Stuhlinger, and J. M. Sellen, Jr., Eds. 
(Title only): Dec 1971 

Elementary Differential Equations, by W. T. 
Martin and E. Reissner (Title only): Dec 
1971 

Elements of Nuclear Engineering, by G. Mur- 
phy (Title only): Jul 1237 

Elsevier's Dictionary of Automation, Com- 
puters, Control, and Measuring, W. E. Cla- 
son, Ed. (Title only): Jul 1237 

Engineering Approach to Gyroscopic Instru- 
ments, An, by E. J. Siff and C. L. Emmerich 
(Title only): May 982 

Error Correcting Codes, by W. W. Peterson 
(Reviewed by N. Abramson): Sep 1459 

Essentials of Dielectromagnetic Engineering, 
Н. M. Schlicke (Reviewed by C. F. Pulvari): 
Aug 1347 

Field Theory for Engineers, by P. Moon and 
D., E. Spencer (Reviewed by J. К. Wait): Jul 
1236 

Ficld Theory of Guided Waves, by R. E. Collin 
(Reviewed by S. B. Cohn): Mar 690 

Finite-Difference Methods for Partial Equa- 
tions, by С. E. Forsythe and W. К. Wasow 
(Title only): Feb 536 

Foundation for Electric Network Theory, by 
M. B. Reed (Reviewed by B. Liu): Oct 1591 

Foundations of Electrodynamics, by P. Moon 
aud D. E. Spencer (Reviewed by J. R. Whin- 
nery): Mar 691 

Frequency-Power Formulas, by P. Penfield, Jr. 
(Reviewed by S. Seely): Jun 1108 

Fundamentals of Modern Physics, by K. M. 
Eisberg (Reviewed by C. W. Carnahan): Sep 
1458 

Fundamentals of Signal Theory, by J. I. 
Stewart (Reviewed by C. A, Desoer): Jun 1109 

Handbook of Thermophysical Properties. of 
Solid Materials, Vol. IV. A. Goldsmith, 
T. E. Waterman, and II. J. Hirschhorn, 
Eds (Reviewed by J. G. Harper): Dec 1970 

High Frequency Applications of Ferrites, by 
J. Roberts (Reviewed by J. Н. Bowen): Jun 
1108 

High-Frequency Magnetic Materials— Their 
Characteristics and Principal Applications, 
by W. J. Polydoroff (Reviewed by D. L. 
Fresh): Jul 1233 

Inertial Guidance, by C. S. Draper, W. Wrigley 
and J. Hovorka (Title only): Feb 536 

Information Retrieval and Machine Transla- 
tion, Part 1, A. Kent, Ed.; Advances in 
Documentation and Library Science Series, 
Vol. 3, J. II. Shera, General Ed. (Reviewed by 
С. Salton): Apr 853 

Information Retrieval and Machine Transla- 
tion, Pt. II. D. Slater, Ed.; Advances in Docu- 
mentation and Library Science Series, Vol. 3, 
. H. Shera, General Ed. (Reviewed by 
G. Salton): Sep 1460 

International Dictionary of Applied Mathe- 
maties, The (Title only): Feb 536 

International Dictionary of Phvsics and Elec- 
tronics, The, 2nd ed., W. C. Michels, Ed. 
(Reviewed by R. F. Shea): Jul 1235 


by N. M. 
Haviland): 
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Time-Varying Networks, Analysis: pt4 268 

Time-Varying Systems, Linear, Short Time 

| Stability in: pt4 83 

Tone Signaling Increases Radio 
Efficiency: pt8 202 

Tracking, Star, and Scanning Systems: pt5 3 

Tracking Station, Globetrotter Kir-Trans- 
portable Mobile: pt5 231 

Traffic, Mixed Type, Queuing Problem: pt8 50 

Transducer, Ferrite Piezomagnetic Stress: pt9 
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Predetection Recording: 


Designing 


Mobile 


Transducer, Ultrasonic, Depletion Layer lligh 
Frequency: pt6 304 
Transformer, Ceramic Band Pass: pt6 189 
Transistors: 
Block-Diagram Representation: pt3 10 
Gallium Arsenide, Recent Advances: pt3 26 
Reliability Estimated with the Poisson Dis- 
tribution: pt6 119 
with Circuits Extending the Frequency 
Range into the Microwave Region, Gain 
and Power Concept: pt4 191 
Transoceanic Cables, Frequency 
Multiplexing on: pt8 119 
Traveling-Wave Resonator, Transient Analy- 
sis: pt3 155 
Traveling-Wave Tube, Measuring Phase and 
Gain Variations of: pt3 151 
Treble Equalizer, Adjustable: pt2 14 
Tropspheric Communications Systems, Micro- 
wave and, in South America: pt8 196 
Tubes, Subminiature, for VITF-UHF: pt? 55 
Tunnel Diodes: 
Amplifier, Tunable L-Band: pt3 64 
Amplifiers, Reflection- Type: pt3 128 
Function Generator: pt2 164 
Thresold Logic: pt2 271 


Division 


U 


Ultrasonic Attenuation in Fused Silica: pt6 296 
Ultrasonic Delay Lines, Bandwidth, Insertion 
Loss, and Reflection Coefficient of: pt6 285 
Ultrasonic Dispersive Delay Lines, Theory of 

| Elastic Waves in Design: pth 327 
Uitrasonic Examination of Large Rotor Forg- 
| ings: pt6 316 


INTERNATIONAL CONVENTION RECORD [NDFX—9 


Ultrasonic Instrumentation for Research on 
Bats: pt6 310 

Ultrasonic Techniques, Picture-Tube Im- 
provement Through: pt6 47 

Ultrasonic Transducer, Depletion Layer High 
Frequency: pt6 304 

Ultrasonically Coupled Oscillator: pt6 280 

Ultrasonics, Review of Russian Papers in: pt6 

Ultraviolet Detector Tube, High Gain: pt3 35 


у 


Van Allen Belt Radiation, Effects on Materials: 
pt5 129 


Velocity Sensing for Soft Lunar Landing by 
Correlation Between Spaced Receivers: pts 

Video Delay Line, Long, Minimizing Effects of 
Vidicon Lag with: pt7 8 

Video Recording System, Improved: pt7 11 

Vidicon Lag, Minimizing Effects with a Long 
Video Delay Line: pt7 8 

Vidicons, Recent Advances: pt7 12 

Voice Communication System Evaluation, 
Judgmental Method for: pt5 303 

Voice Modulated SSB and DSB Peak to Aver- 
age Envelope Power Ratios: pt8 85 


INTERNATIONAL CONVENTION RECORD INDEX—10 


Voice of America, International Broadcasting 
System of: pt7 25 


W 


Weather Bureau Objectives and Needs in 
Meteorological Electronics: pts 127 

Weather Data System, 433L: pt5 103 

Wiener Theory, Extension to Multivariable 
Controls: pt4 56 

Wiring Boards, Molded, Application to Low 
Quantity Production: pt5 291 . 

Writer Relationship  Engineer-Engineering: 
pt 10 9 

Writing, Engineering, Creative Aspects of: 
рї10 3 


Hundreds of Polarad Calibrated Field Intensity Receiv- 
ers are in use today throughout the world. Why? 


... because the FIM series, in production since 1956, of- 
fers +1db accuracy because of its self-contained signal 
generator. 


... because the Model FIM-2 is the only single unit micro- 
wave system capable of measuring rf interference and 
susceptibility. It has been designed for measurements in 
accordance with all military RFI specifications. 


MAIL 
THIS 
COUPON 


MODEL FIM-2 FEATURES 


FREQUENCY RANGE: 1 gc to 10 gc in 4 tuning units; 2 more tuning 


units under development will extend frequency to 20 gc. 
FREQUENCY DIAL ACCURACY: +1% 
SENSITIVITY: 20 microvolts 
MAXIMUM RF INPUT: 8 volts 
IMPULSE BANDWIDTH: 5 mc 
IMAGE AND SPURIOUS RESPONSE REJECTION: 60 db 
OUTPUTS: Video, audio, recorder 


SIGNAL GENERATOR OUTPUT POWER: 0.223 volts to 5 microvolts 


(for susceptibility measurements) 
SIGNAL ATTENUATION: 0 to 80 dbin 1 db steps 


SERVICE ELECTRONICS CORPORATION 
43-20 34th Street. Long Island City 1, N. Y. 
Representatives in Principal Cities (See your yellow pages) 
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1" WIDE 
" STANDARD 


POLARAD 
? FIELD 
INTENSITY 
RECEIVERS 


MODEL FIM-2 
1,000 to 10,000 mo. 


...because the FIM-2 is an integration of two instru- 
ments in one, it is always available in your laboratory as 
either a sensitive microwave receiver or an accurate sig- 
nal generator. 


... because UNIDIAL? tunes both the receiver and signal 
generator simultaneously; and, the front-panel meter 
indicates average, peak, slide-back peak or quasi-peak 
value of rf signals, the Polarad of FIM-2 is the most 
convenient instrument in use today. 


p*9"9999099999999999599000000000000009000000000900000000909 
* 

POLARAD ELECTRONICS CORPORATION: 

43-20 34th St., Long Island City 1, N. Y. 

Please send me information and specifications on: 


[1 Model FIM-2 Calibrated Microwave 
POLARAD 


Field Intensity Receiver 
[j Notes on Microwave Measurements 


My application is 


€9*999*9999909999999999999^9979099999999*" 


Name 

Title Mail Station Dept. 
Company é— — ů ä— 
ae .. IUE 
City — Zone — State 
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Used Test Cells 
Brand New Cells 


42 W. South Street 


/ 


*— From the 
largest facilities 
in the field 


ELECTROPLATED WIRES 


Production equipment, designed and built in our own plant, assures precise, con- 
tin vous plating of wire. . . . Our electroplates are consistently uniform and well bonded 


to the base wire. . . . Several metals may be plated one over the other, or two metals 
may be deposited simultaneously as an alloy. . . . A desirable application is the Gold 
plating of Copper wire. This combines the conductivity of Copper with the solder- 
ability and corrosion-resistance of Gold. Many other combinations are possible. 


SIGMUND COHN 


Manufacturing Co., Inc. 


Send us details of your 
specific requirements 


SINCE 1901 


121 South Columbus Ave. 
Mount Vernon, New York 


THE BATTERY THAT’S USED IN GUIDED MISSILES NOW 


RELEASED AS GOVERNMENT SURPLUS 


S" > For Photography, Aircraft, Models, 


$195. 


Postpaid 
Sintered-plate Nickel-Cadmium alkaline storage batteries designed for Nike“ Missile 
and now surplus due to design change. A lifetime battery with no known limit of serv- 
ice (aver 5000 recharges on test without loss of capacity), Other features: Virtually 
indestructible, compact & lightweight, withstands heavy shock and vibration. Flat 
voltage curve during discharge, retains charge vear or more, high discharge rate up 
to 50 amps. for this cell, no corrosive fumes to harm clothing or equipment, spill-proof 
construction, discharge in any position, indefinite storage without deterioration, oper- 
ates in temperatures —60° Е to 4-200" Г. Each cell is approx. 4 amperc hour capacity, 
nominal voltage per cell is 1.2 volts. (A 6 V. battery requites 5 cells.) Cell size 6” И. 
X 2" W. X 14" T. Wt. 6 oz. ea. Uses Potassium-lHydroxide (30%) electroiyte. Negligible 
loss during lifetime service. Add only distilled water once a year. A fraction of Gov- 
ernment cost. 


222 pff ß ĩðͤ EAN A E, $1.95 ea. Postpaid 
2.95 ea. Postpaid 


Baie aie Midi sed ] e ae mE TI НА $3.95 ea. 


ESSE RADIO COMPANY, Dept. IRE 


Indianapolis 25, Indiana 


at 


| EA Searchlights, Radios, etc. 


STANDARD WORKS of REFERENCE from PERGAMON 
PLASMA PHYSICS and the PROBLEMS of CONTROLLED THERMONUCLEAR RESEARCH 


Editor: Academician M. A. Leontovich; Translation Editor: Prof. J. Turkevich, Princeton 

The first English translation of a large and authoritative selection of articles by leading Sovict 
scientists, these four volumes of recently declassified material reveal the research carried out 
between 1951 and 1958 at the USSR Institute of Atomic Energy. 4 vol. set, $80.00 


PLASMA PHYSICS and THERMONUCLEAR RESEARCH 


Editors: C. Longmire, James L. Tuck, W. B. Thompson 


This volume contains the edited Proceedings of the 2nd International Conference on the Peace- 
ful Uses of Atomic Energy, Geneva, 1958. Part I offers a general survey of progress made; 
Part 2 is devoted to particular devices, such as the Stellarator, the Magnetic Mirror, the Plane 
Shock and the Pinched Discharge. 625 pp., illustrated $15.00 


Vol. 1, Series ХІ, Progress in 


Nuclear Energy 


р N 
EA PERGAMON PRESS, INC. Dept. ind 122 F. SSth St, New York 22, N. Y. 


i 
y ATTY Publishers of ENCYCLOPAEDIC DICTIONARY OF PHYSICS 


All books available for 14 days’ free examination. 
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(Continued from page 644) 


ceived the honorary degree of Doctor of 
Science from Union College in 1944, from 
Hamilton College in 1946, from Drexel 
Institute in 1955, and from Marquette 
University in 1949. In 1950 he received 
the honorary degree of Doctor of Engi- 
neering from Rensselaer Polytechnic Insti- 
tute. 

He is a member of the National Acad- 
emy of Sciences and American Philo- 
sophical Society, and a fellow of the Amer- 
ican Institute of Electrical Engineers and 
the American Association for the Advance- 
ment of Science. 

In 1950, Dr. Suits was named as a vice 
president of the American Management 
Association and served as chairman of the 
Association's new Research and Develop- 
ment Division from 1956 to 1958. The 
1962 Industrial Research Enstitute Medal 
will be presented to Dr. Suits next spring 
at the annual meeting of the Institute. 


ө, 
DO 


Rolf D. Weglein (5'52-A'55-5M'58) 
has been appointed head of product devel- 
opment for Hughes Aircraft. Company's 
microwave tube di- 
vision. He will di- 
rect the develop- 
ment of new prod- 
ucts in the manu- 
facturing area and 
will be responsible 
for the contin- 
ual improvement of 
tubes currently in 
production. He has 
had ten years’ ex- 
perience in research 
and development of 
microwave tubes and components. Before 
joining the microwave tube division, he 
directed exploratory work in solid state low 
noise parametric amplifiers for the Hughes 
Research Laboratories in Malibu, Calif. 
He holds a master's degree in electrical en- 
gineering from the California Institute of 
Technology and is a member of Tau Beta 
Pi, Sigma Ni, ARS and the American 
Physical Society. 


М. D. WEGLEIN 


0 
oe 


James R. White (5'50-.\'52-M'56- 
5SM'58) was recently named to manage the 
Satellite Integration Facility recently es- 
tablished by Elec- 
tro- Mechanical Re- 
search, Inc., in Col- 
lege Park, Md., it 
was announced re- 


cently. He will 
direct satellite inte- 
gration programs 


which EMR has es- 
tablished to pro- 
vide — engineering, 
checkout and pre- 
launch satellite sys- 
tem integration for 
the National Aeronautics and Space Ad- 


J. R. WHrrE 


(Continued on page 084) 
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All 


LAMBDA 


Power Supplies 
guaranteed 


for d Hi 
years 


Every Lambda power supply carries a written guarantee that 
it will perform to specifications for five full years. You can 
install power supplies now with complete assurance that they 
will still perform to design standards in 1966. Lambda's 
guarantee, which covers workmanship and materials (except 
for tubes and fuses), has been in 
effect on all power supplies sold since 
1953. It is your strongest assurance 
of power supply performance in 
installations where dependability is 
an absolute necessity for round-the- 
clock, heavy-duty service. 


SEND FOR NEW LAMBDA CATALOG 61 


LAMBDA ELECTRONICS CORP, 


515 BROAD HOLLOW ROAD * HUNTINGTON. L.I. NEW YORK . 516 MYRTLE 4.4200 


ALL-TRANSISTORIZED 
LA SERIES 


| Nine Models Available 
Voltages up to 330 VDC-Currents up to 20 Amp 
Convection Cooled—Short Circuit Proof 


Western Regional Office: 230 North Lake Avenue, Pasadena, California . Phone: Code 213, MUrray 1-2544 
New England Regional Office: 275 Boston Post Road, Marlboro, Massachusetts • Phone: Code 617, HUntley 5-7122 
Middle Atlantic District Office: 51S Broad Hollow Road, Huntington, L. I., New York Phone: Code 516, MYrtle 4-4200 


АЗЕ! 


WESGO -Qua//ty leader 
in vacuum tube ceramics 
and brazing alloys! 


High alumina ceramics for vacuum tube envelopes, inter- 
nal spacers, rf windows, heat sinks, high-voltage insulators 
. . your specific electronic application. 


Ultra pure low vapor pressure brazing alloys— a complete 
range of melting points and wetting characteristics for any 
vacuum requirement; wire, ribbon, sheet, powder, preforms... 


AND THE NEW WESGO FLEXIBRAZE 


...8 money-saving new form for brazing alloys. Obviates the 
waste in stamping, gives you totally new versatility, bends 
to the form you need. Valuable for R&D work, introduces 
new production-line economies. 


“VX" Super Refractory, Wesgo ceramics with uniquely high 
resistance to thermal shock. Ideally suited for use in furnace 
brazing, available in boats, slabs, special brazing fixtures. 


devoted to the manufacture of products of unparalleled 
quality... to meet the exacting requirements of the vac- 
uum tube industry! Dept. Р-12 


WESTERN GOLD & PLATINUM COMPANY 


525 Harbor Boulevard + Belmont, California + LYtell 3-3121 


175 шо M. As аи ч ee D. уе Pasadena, Calif. 
RUE Grabowski, S. J., Fayetteville, N. Y. Maloney, E. S.. Arlington, Va. 
ERE IRE People g Gulihur, D. L., Jackson, Miss. Meinke, H. H.. Gauting, Bayern, Germany 
Haynes, M. K., Chappaqua, N. Y. Miller, C, E., Cambridge. Ohio 
Р Meydt, Н. L., Ithaca, N. Y. Milsum, 1. H., Montreal, P.O., Canada 
(Сое fron ро ава Kleppinger, К. E., Raritan, N. J. Morgan, W. А., Baytown, Tex. 
Koeller, L. K., Los Alto, Calif. Riggs. J. R., New York, N. Y. 
ministration. The present contract which Kosso, E. V., Reno, Nev. Steffens, C., Menlo Park. Calif. 
the facility is handling is the NASA S-3 Ksienski, A. A., Los Angeles, Calif. Taylor, D. E., Westport. Conn. 
satellite integration. Lingelbach, D. D., Stillwater, Okla. Towle, Н. C., Huntington, I. I., X. Y. 
Mr. White: isa graduate of Virginia Mahmoud, М. A., Kuwait, Arabia Trolander. H. W., Yellow Springs, Ohio 
Polytechnic Institute with a B.S. degree May, H, A. Baltimore. ма. Turner, R. P., Ithaca. N. x 
1 Electrical Engineering e has aoka Nachman, M. W., Levittown, Pa. Viles, F. M., Framingham Center, Mass. 
pc » 8 2 Oettinger, A. G., Cambridge, Mass. Watt. I.. A. K., Seattle. Wash. 
ſor Avco- Radiation Laboratories as Sec- Pulliam, P. E., Chula Vista, Calif. 
tion Chief of Advanced Communications. Rezek, R. M., Centerport, Le I., X. Y. Transfer to Member 
Beſore joining EMR, he was employed at Sachs, B. K., Huntington, L. L, N. Y. Ausec; R. C. Orlando, Fla; 
NACA, Langley Field, Va., as a Senior Tallmadge, G. E., Palo Alto, Calif. Boyko, L. L., Oneida, N. Y. 
Aeronautical Scientist. Thibodeau, D. L., Pointe Claire, Que. Canada Brown, P. L., Dallas, Tex. 
He is a member of the Tau Beta Pi, Tudor, J. R., Columbia, Mo. Hale, С. K., HI, Winston-Salem, N. C. 
Eta Kappa Nu, and the Phi Kappa Phi Webb. M. L., Northfield, Vt. Hawley, M. M., St. Louis, Mo. 
e 1 » Welsted, 1. G., Mount Holly, N. J. Ho, Y-C, Cambridge, Mass. 
honor societies. He is a Registered Pro- уустар C. C. Ke melen Md eum 1 nu 8 
i Tnoineer ; State ES 8 . Fach, R. E., Spartanburg, 5. C. 
eee in the State of Mas \у соф, C J., Scottsdale, Ariz: Mie Ae ee d 
25 ^ Mann, C. W., Carlisle, Pa. 
d Admission to Senior Member McConnell, V. I., Severna Park. Md. 


Barker, J. L., East Norwalk, Conn. Rajagopal, E. S., Oxford, England 


у n S., Limass Cyprus 
Bigelow, J. E., Hales Corners, Wis. DE e CN ap e 
Ex Clingman, W. H., Jr., Dallas, Tex. ОК T THREE m с 
Piet b hi Clurman, S. P., Trenton, №. J. Vogt m R d Park 8 1 Ан: 
- Mem 8 W., Rapid City, S. D. „A. R., III. 
= Ж! е ers Ip Coe DN NU Cimon dr Weissman, D., New London, Conn. 


Culver, H. E., Arlington, Va. 
Duinker, S., Eindhoven, Netherlands 


The following transfers and admissions peeling. W. E., Wellesley Hills. Mass. Admission to Member 
have been approved and are now ef- Gatti. E. C., Milano, Italy Anderson, і. V., Downers Grove, III. 
fective: Gureckis, P. V., Washington, D. C. Andrews, J. C., Winchester, Tenn, 


Arienzo, M. C., New York, N, Y. 
Baganoff, F., St. Ann. Mo. 
Baltou, R. G., York, Pa. 


Haimson, ]., Palo Alto, Calif. 


Transfer to Senior Member Hooten, B. P., Towson, Md. 


Barclay, C., Boulder, Colo. Jenkins. I. B., Jr., Louisville, Ky. $ 

Cooper, J. F.. Hawthorne. Calif. Johnson, T. H., Boston, Mass. Balser, D. J., Melbourne. Fla. 
Dertinger, E. F., Acton, Mass. Kramar, E., Stuttgart, Wurttemberg, Germany Bauman, Н. J., Hackensack, N. J 
Farris, H. W., Ann Arbor, Mich. Levine, P., Philadelphia, Pa. Continued он page 704) 
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A Technical | 
Inventory of the үне 
Professional E e 
Groups 2 ыле os on AUDIO 


On June 2, 1948, one of the most 
startling developments in engineer- 
ing society history came to fruition: 
the formation of the first Profes- | 
sional Group of the IRE. Just how 
important this development was, and 
is, can be convincingly demonstrated 
by a brief inventory of the Profes- 
sional Group activities. 

As of September 30, 93,016 IRE 
members had joined 28 Professional 
Groups. They joined because these 
Groups were able to provide them 
with specialized technical services | 
and information they could not afford 
to miss. | 

One of the services they could not 


IRE RY 


Transactions 


мз 
8 в. ветно 
ом Meme 


afford to miss was the Professional 2 
` LI . | * 
Group Transactions. In 1960 alone, At least one of your interests 
Group members were flooded with 99 7 E 
Hie oe | 1 Н "V one o 18 
issues of Transactions totaling 8616 Show serv ed by ous. 
pages of valuable technical material. 23 Professional Grou ps 
This was 375 times as many editortal | a indes T EE 
ч i | " talize apers in its ransactions, 
pages as were published in the Pro- | sone ташу and come bi-monthly, The larger groups have argan- 
ceedings. And this wealth of tech- | ized local Сарке, and they also sponsor technical sessions at 3 
nical information could be had by | Aerospace ai Navigational Electronics (G 11) Fee $3 
paying only the small assessment fees 0 5 and Propagation (G 3) te 2 
"m T NET u Audio (G 1) ‘ее 
levied by the various Groups. | Antomatic Control (23) Fee $3 
Another service which 93.000 Bio-Medical Electronies (G 18) Fee $3 
110 > > „im- Broadcast & Television Receivers (С 8) Fee $4 
Group members found extremely im Brondeasting (G 2) Г Fee $2 
` $ с 
portant was the many meetings, ses- Circuit Theory (С 4) Fee $4 
sions, and symposia held all over the Communication Systems (G 19) ree 6 
country by the Groups. In fact dur- Component Pane (E ^1 Fee $3 
ing 1961 the Groups participated in Electron Devices (G 15). re 15 
"e TOS EE e: Electronic Computers (G 16) Fee 
over 40 major conferences and con- | Env Manson (G 14) Fee $3 
n. thus making available to Engineering Writing and Speech (G 26) Fee $3 
their members, in still!: " z eoscience Electronics (G 29) 
agen „ still mother ау: Human Factors in Electronics (С 28) Fee $2 
the latest information on important Industrial Electronics (G 13) Fee $3 
new developments in their field. Information Theory (G 12) Кес " 
The extensive national activities | mn Пы an Techniques (G 17) Fec n 
of the Groups were greatly supple- | Military EE (G 24) d: | 
nte WAT AS ма Nuclear Science (С 5) ее $: 
mented by the actis ities of local Product Engineering and Production (G 22) Fee $2 
Group Chapters in all parts of the | Radio Frequency Interference 5 27) Fee $2 
country. A total of 287 Chapters have Reliability and Quality Control (G 7) re 
5 С К BE 7 105 Space Electronics and Telemetry (С 10) Fee $3 
been organized in 57 local IRE Sec- | ее Engineering (С 20). t Fee $2 
tions and have been holding meet- Vehicular Communications (G 6) Fee $3 
ings regularly IRE Professional Groups are only open to those who are 
TÉ n | EN E . already members of the IRE. Copies of Professional Group 
1€ members of each Group have Transactions are available to non-members at twice the cost- 
been introduced to one other im- ® price to IRE memhers, 
oortant commodity—each other. Н ` H 
! ? iN The Institute of Radio Engineers 


Through local and national meetings / | 
and committees, thousands of engi- /вФЕ\ | East 79th Street. New York 21. N.Y. 

neers have had an invaluable oppor- cecus de M E EE 
tunity to meet and exchange ideas 2nd 

with other engineers who are inter- ОЗЕ THIS COUPON 


h : і ily Sirjane PG-12-61 
Steel actly ЕЯ a Miss Emily 
е нае з ТЕЕ—1 East 79th St. New York 21, N.Y. 
The inventory shows that if you Please enroll me for these IRE Professional Groups 

have not yet joined a Professional | | II... „6 99 ĩ ( A 
Group, you are not getting the most | |. mme „' 
out of your IRE membership. Name jj 8 

| Address sspe узок уз eee 8 


Earnst Weber Place ee КОО A ООО ОООО MAT Wess 


Please enclose remittance with this order 
Chairman, Professional Groups Committee 


___...————————_——-——-——— 
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Academic Press 


7| B) NEW YORK and LONDON 


The Plasma Dispersion Function 
The Hilbert Transform of the Gaussian 


By Burton D. FnuiED, Ramo-Wooldridge, 
Canoga Pak, California, and 
SAMUEL D. CONTE, Space Technology 
Laboratories, Inc., Los Angeles 

November 1961, 419 pp., $12.00 

These tables (pp. 17-419), will be use- 

ful in the analysis of a large class of plasma 
physics problems involving linearized wave 
motions, oscillations, and instabilities in a 
very hot plasma. Explicit formulae for all 
components of the "dielectric constant" or 
"conductivity" tensors of a uniform plasma 


in a constant magnetic field are given in terms 
of Z and Z'. 


Physics of the 
Aurora and Airglow 


By JosEpH W. CHAMBERLAIN, Yerkes 

Observatory, University of Chicago 

July 1961, 704 pp., $16.50 

The author has included previously un- 
published research on the theory of hydrogen 
emission in aurora, resonance scattering by 
atmospheric sodium, and excitation of the ox- 
ygen red lines in the airglow. In addition, he 
presents an extensive altas of the auroral 
spectrum. The summary of radio studies of 
the aurora is written from the point of view 
of physical processes. Auroral theory is 
treated with an emphasis on developments 
since the discovery of the Van Allen radia- 
tion belts during the IGY. 


Physics of the Upper 
Atmosphere 


Edited by J. A. RATCLIFFE, Cavendish 
Laboratory, Cambridge 

1960 (Second printing, 1961), 
586 pp., $14.50 
. . the book constitutes a most use- 
ful and up-to-date compendium on upper 
atmosphere physics. It is a must for the 
specialist, but is written so that the non- 
specialist or student can inform himself 
authoritatively of the state of this important 
subject." —Science 


Review; 


m 


Wave Propagation and 
Group Velocity 
By LEON BrILLOUIN, Member of the 
National Academy of Sciences 
with a contribution by A. SOMMERFELD 
1960 (Second printing, 1961), 154 pp., $6.00 
Review: 

“The author is to be congratulated for 
bringing forth in book form these interest- 
ing and important contributions on wave 
propagation in dispersive media.” 

Physics Today 


Rarefied Gas Dynamics 
Edited by L. TALBOT 
November 1961, 748 pp., $19.00 


November advertisement gave incor- 
rect price 


Detailed literature available upon request 


111 Fifth Avenue, New York 3, New York 


17 Old Queen Street, London, $. W. 1 
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Membership 
14 
(Continued from page 684) 


Beach, К, M.. Jr.. Palo Alto, Calif. 
Beatty, 1. F., Westwood. Mass. 

Beery, W. M., Boulder, Colo. 

Belcourt, F. J., White Bear Lake, Minn. 
Bitsko, L. P., Offutt AFB, Neb. 

Black, T. А., Austin, Tex. 

Bowne, G, D., Marblehead, Mass. 
Broadway, W. S., Melbourne, Fla. 
Broll, O. J., Lynn, Mass. 

Brown, D. А., Pittsburgh, Ра, 

Brown, E. S., New Hartford, N. Y. 
Brown, Н. J., Washington, D. C. 
Brown, T. B., Elmhurst, III. 

Bruce. J. D., Lawrence, Kan. 

Bruins, R. W., Schiedam, Netherlands 
Cagnon, R. R., Canoga Park, Calif. 
Calhoun, F. L., Los Angeles Calif. 
Campbell, W. E., Fort Huachuca, Ariz. 
Cappa, M. B., Sepulveda. Calif. 
Carpenter, М. E., San Diego, Calif. 
Cater, I. D. R., Montreal, Que., Canada 
Chambers, D. S., Riverton, N. J. 
Chang, T. II., Philadelphia, Pa. 
Charbel, M. S., Bogota, I). E. 2, Colombia 
Charko, J. P., Ottawa. Ont., Canada 
Chen, C-F., Memphis, Tenn, 

Chin, L. A., Vancouver, В. C., Canada 
Chwedchuk, L., Ottawa, Ont., Canada 
Clark. L. F., Thousand Oaks, Calif. 
Clodfelter, J. P., Baltimore, Md. 
Collin, A. R. G., Brussel, Belgium 
Conklin, II., Moses Lake, Wash. 
Coogan, F. C., Mystic, Conn. 
Coulbourn, C. B., Jr., Redondo Beach, Calif. 
Cramer, M. L., Anaheim. Calif. 

Curcie, S. C.. San Francisco, Calif. 

Dal Santo. W. R., Titusville, Fla. 
Dando, K. R., Hagerstown, Md. 

Daniel. J. T., Honston, Tex. 

Dascher. A. J., Albuquerque, N. M. 
Davo. R. R., Succasunna, N. J. 

Desch, R. F.. Boulder. Colo. 

Duncan, J. J.. Marietta, Ga. 

Eaker, N., Richardson, Tex. 

Echikawa, K., Kitakawachi, Osaka, Japan 
Eden, H. D., Ventura, Calif. 

Edgar, W. J., Ithaca, N. Y. 

Ellis, R. A.. Aberdeen Proving Ground, Md. 
Essex. J. W., Waterloo. Ont.. Canada 
Evelsizer, С, E., IIillsboro. Ore. 
Feeney, L. W., West Palm Beach. Fla. 
Ferguson, G. D.. Jr., Clearwater, Fla. 
Flack, Е. S., Washington. D. C. 
Ganzel, J. R., Elmwood Park, III. 
Gardner, R. B., Dayton, Ohio 

Garey. J. R.. Lansdowne, Pa. 

Gentry, С. T., Dover. N. J. 

Gibb, D. W., New York, N. Y. 
Gironda. А. J.. Sr. Norton AFB, Calif. 
Glenn. M. S., Richardson, Tex. 
Goldway, M.. Ramatgan, [srael 
Gorman, S. J., Arlington, Va. 

Grover, C. S., Bedford, Mass. 

Gulatsi, R. L., Devon, Pa. 

Gullette, P, L., Riverton, N. J. 

lladley, Н. N., Needham Weights, Mass. 
Нап, J. H., North Chicago, III. 
Hampton, G. H., Sr., Baltimore, Md. 
Hansen, XI., Glenside, Pa. 

Harris, F. S., Jr.. Salt Lake City, Utah 
Harty, J. F., West Orange, X. J. 
Haskins. E. R., Lockport, III. 

Heierle, J. J., Bern, Switzerland 
Heller, J., Bayside. 1.. I., X. Y. 
Hellman, H., Little Falls, X. J. 
llemmer, N. II., Jr., Rockville, Md. 
Hess, R. J., San Pedro, Calif. 

Mibbits, F. G., San Diego, Calif. 

Hill, J. W., Lynchburg, Tenn. 

Hinkle, W. P., Thomasville, N. C. 
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Holzapfel, E. C., Flushing, L. I., X. Y. 
Hull, D, E., Eau Gallie, Fla. 

Isaman, F. E., Northridge, Calif. 
Jain, X. C., Poona 5, India 
Janardhanam, G.. Bangalore-1, South India 
Jenssen, II. F., Carle Place, L. I., N. Y. 
Johnson, J. F., Jr., Dayton, Ohio 
Joseph, R. D., Costa Mesa, Calif. 
Kain, L. A., North Weymouth, Mass. 
Kaufman, R. A., Silver Spring, Md. 
Kearney, T. J., Endicott, N. V. 

Keene, F. R., Laureldale. Pa. 

Kelly, M, DL. Ithaca: XN, Y. 
Kirkpatrick, F. J., Austin, Tex. 
Kirstukas, E. M., Baltimore, Md. 
Klein, R. J., Chicago, Ill. 

Kleker, f. H., Jr., Wheaton, III. 
Knapp, C. F., Burbank, Calif. 

Komatz, R. P., Panama City, Fla. 
Korman, H. P., Chicago, III. 
Kronenbitter, R. E., Willow Grove, Pa. 
Kuehl, J. W.. Florissant. Mo. 
Kushida, A. II., I. os Angeles, Calif, 
La Ford, C. D., Washington, D. C. 
Lamb. R. C., Boulder. Colo. 

Lambert, T., Saxonville, Mass. 
Lathey, C. E., Bethesda, Md. 
Learoyd, J. A., Los Angeles, Calif. 
Leccese, F. M., Ithaca, N. Y. 
Ledbetter, Н. D., Washington, D. C. 
Leong, II., Franklin Park. X. J. 
Lineback, C. D., Mansfield, Ohio 
Lippman, G., New Vork, X. Y. 

Lohr, B. F., Bethesda, Md. 

Luhan, F. C., New Vork, N. Y. 
Lupish, W., Ringoes, X. J. 

Mahler, II. W., Danbury, Conn. 
Maisner, L., San Pedro, Calif. 
Mann, Н. Е., San Antonio, Tex. 
Martin, J. W., Overland Park, Kan. 
Mason, G. F., Jr., Fort Worth, Tex. 
Mayr, II., Milano, Italy 

McCallum, F. A., Mobile, Ala. 
McCarthy, T. F., Southboro, Mass. 
McMahan, W. H., Orlando, Fla. 
Mellinger, F. J., Glendora, Calif. 
Mendelson, II., Forest Hills, L. I., X. Y. 
Meyer, k. K., Indianapolis, Ind. 
Michelson, С. P., Santa Barbara, Calif. 
Middleton, W., New York, N. Y. 
Miller, К. J., Ithaca. N, Y. 

Millett, К, E., Smithtown, N. Y. 
Moore, W. H., Farmington, Mich. 
Morgan, R. L., Raytown, Mo. 

Morin, II. J., Framingham, Mass. 
Morris, W. A., Plymouth, Devon. England 
Munson, G. M., Scottsdale, Ariz. 
Murray. J. P., Rome, N. Y. 

Nagle, R. E., Glendora, N. J. 

Netzel, L. J., Canoga Park, Calif. 
Nezgoda. E. L., Hawthorne, Calif. 
Ng, W. K., Los Angeles, Calif. 
Norris, C. S., Ithaca. X. Y. 

Nose, K., Lihue, Kauai, Hawaii 
November, С. S., Marblehead. Mass. 
O'Hara, W. P., Medford, Mass. 
Opgaard, I., Stamford, Conn. 

Palmer, G. L., Dallas, Tex. 

Pearce, R. B., Jr., Fullerton, Calif. 
Peterson, R., Fairfax, Va. 

Pethe, V. A., Trombay, Bombay, India 
Puris, O., Chicago. III. 
Ramachandran. V., Bangalore, India 
Ramsdale, C. F., Topeka AFS, Kan. 
Rayfield, G. A., Tullahoma, Tenn. 
Redding, R. R., Houston, Tex. 
Robertson, К. E., Anaheim, Calif. 
Rodgers, J. A., Vienna, Va. 

Sabin, W. E., Lynchburg, Va. 

Sgro, T. R., Brooklyn, X. Y. 

Shaw, R. H., Ivyland, Pa. 

Shiffer, C., Towson, Md. 

Shum, E, K-s., Washington, D. C. 
Sloop, R. B., Ithaca, X. Y. 

Slusarek, Z. M., Philadelphia, Pa. 
Smart, R. G., New South Wales, Australia 
Smith, E. J., Schenectady, N. Y. 
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SENSITIVE RESEARCH 


FLUXMETERS 


Portable, .5% accurate DC flux- 
meters provide a simplified 
method for the rapid measure- 
ment of magnetic flux density 
| and magnetic field strength 


The fluxmeter is a zero torque 
movement with indications 
based on flux linkage changes 
in an external search coil. De- 
flection is proportional to total 
quantity of charge moved 
through coil and the instrument 
may therefore be applied as an 
integrator. Basic sensitivity is 
10,000 maxwells per division 
for a 1 turn search coil. Sensi- 
tivity is proportional to number 
of turns on the search coil. 
Model FM (Ranges: x1/x3/x10/ 
x30/x100) Price $310.00 
Model FS (Single range) 
Price $215.00 


TEST SETS 


Model MAT does magnetic test- 
ing in conformance with meth- 
ods prescribed by the ASTM. 
Specifically designed for 1) the 
determination of magnetization 
curves and hysteresis loops; 2) 
measurement of core loss using 
Epstein specimens, ring cores 
or E and | cores; 3) measure- 
ment of DC flux density or mag- 
netic field strength; 4) measure- 
ment of AC permeability. 
Price $2,775.00 


Model COL provides the user 
with a high accuracy method of 
measuring АС core loss and ex- 
citing current. Price $1,675.00 


SENSITIVE 
RESEARCH 
INSTRUMENT CORPORATION 


NEW ROCHELLE, N.Y. 


MA 
1 
А, 
8 
| 
R 
E 
M 
E 
N 
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| Sim, S. M., 


Membership 


det — 
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Smith, II. W.. 
Smith, J. P., Blue Bell, Pa 
Smith, J. I., Jr., Richardson, Tex. 
Sproch, X., E. Palo Alto, Calif. 
Stanfield, W. V., Philadelphia, Pa. 
Stetson, R. B., Milford. N. II. 
Stewart, G. H., Jr.. Haddonfield, N. J. 
Stiegler. К. W., Ir., Dallas, Tex. 
Stowell, P. X., Paoli, Pa. 
Sudbury, X. D. Nr. Marlborough. 
England 
Salas C., J. F., Caracas, Venezuela, S. A. 
Sinha, O. P., Ranchi (Bihar), India 
Szkutnicki, Z. R., London, S. W. 12. 
Thompson. E. L., Chicago, III. 
Thomson, R. B., Columbus, Ind. 
Unger, R. H., Ames, lowa 
Vicari, A. O., Plainfield, N. J. 
Vollmer, R. L., Rockville, Md. 
Wallace, C. W., Watertown, Mass. 
Wallen, J., Jr., Falls Church, Va. 
Wallingford, E. E., Kingston, Ont.. 
Walston, D. II., Indianapolis, Ind. 
Weaver, W. T., Dallas, Tex. 
Weighart, F. G., Brookfield, Conn. 
Wettstein, E. C., Wakefield, Mass. 
Wheeler, R. R., Palo Alto, Calif. 
Williams, J. I., Annandale, Va, 
Wilson, D. L., Bellflower, Calif. 
Wise, J. D., Dickinson, Tex. 
Young, C. O., Anchorage, Alaska 


Pomona, Calif. 


Wiltshire, 


England 


Canala 


Admission to Associate 


Alexander, A., New York, N 

Bangham, H. C., Annapolis, Md. 
Barron, R. C., Mountain View, Calif. 
Brown, К, С., Santa Clara, Calif. 
Carroll, J. M., Larson AFB, Washington 
Cavella, J. J., Philadelphia, Pa. 
Colbert, M. R., Jersey City, N. Je 
Conca, R. E., Los Angeles. Calif. 
Cote, M., Drummondville, b. Q., 
Cox, W. R., Utica, N. Y. 
English, J. W., Victoria, B. C., Canada 
Ewen, J. J., Nashwauk. Minn. 

Gest, B., Philadelphia, Ра, 

Giacobbe, J. R. East Natick, Mass. 
Glassie, D. C., Jr., Washington, D. C. 
Godfrey, E. II., Alexandria, Va. 

Goffin, P. V., Buenos Aires, Argentina 
Gorner, C., St. Johns, Nfld., Canada 
Grabowsky, W. P., Jenkintown, Pa. 
Haight, A. К., New York, N. Y. 
Jaenisch, J. E., San Gabriel, Calif. 
Jeffrey, С, F., Maracaibo, Venezuela 
Johnson, C. K., Kensington, Md. 

Kahn, M. IL, East Meadow, L. I., N. Y. 
Kirschner, A. J., Floral Park, I., I., N. v. 
Lang, P. ү San Jose, Calif. 

Lashock, J. J., Kennewick, Wash. 

Lathrop, I. L., Chicago, III. 

Lodge, G. A.. New York, N. Y. 

Ludlow, D. L., Milpitas, Calif. 

McTigue, R. T., River Forest, III. 
Meginniss, S. XI., JI, Baltimore, Md. 
Mintz, S., Winnipeg, Man., Canada 
Moody, M. E., Arlington, Va. 

Pfeiffer, C. D., Buffalo, N. Y. 

Polin, J., Elkins Park, Pa. 

Potter, H. S., Norristown, Pa. 

Pusateri, T. L., Pittsburgh, Pa. 

Samuel, C. H., Portland, Ore. 

Singapore 9 

Taylor, G. S., Mountain View, Calif. 
Thornton, J. P., Victoria, B. C., Canada 
Timmer, H. G., Big Rapids, Mich. 
Vega-Velasco, R. E., Bogota, Colombia, S. А. 
Watson, W. D., Beverly Hills, Calif. 
Werner, P-A., Stockholm K, Sweden 


Canada 
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Wilks, R. C., Silver Spring. Md. 
Winter, L. F., Poughkeepsie, X. V. 
Young, К. E., Jr., Falls Church, Va. 
Zudell, J., Lorain. Ohio 


*ilorizon Sensors for Vertical Stabilization of 
Satellites & Space Velucles.” XI. H. Arck, Barnes 
Engineering Со, 6/20,61. 


Section 
Meetings 


AKRON 


ALAMOGORDO- | O1LOMAN 
“неп & Low Resolution Shaft Position En 
coding Techniques," D. Griffin & N. Bartle, United 
Aircraft. 9/19 ‘61, 


BALTIMORE 
“Stereo FM -How it Works," R. M, Linz 
General Elec, Co. 10/9/61. 
BrEAUMONT-P'T. ARTHUR 
"How Complex Is a Jupiter IR BM2,7 B. Cun- 


ningham, 9/12/01, 


Стърадк RArips 


Annual Picnic. 6/21/01. 


CENTRAL FLORIDA 


“Transit Satellite Navigational System,” 
D. W. Rabenhorst, Johns Hopkins University. 
9/12/61. 


CHICAGO 
“Power Transmission by Microwave Beam,” 
W. C. Brown, Raytheon Co. 10/13/61. 
DALLAS 
“Solid-State Electronics for the 60's,” R. L. 
Petritz, Texas Instruments. 9/26,61. 
EGvrr 


Developments in Video Tape Re- 
Hamalainen, R. C. A. Geneva. 8,0% 1. 


“Recent 
corders," V. 


ELMIRA-CORNING 


“Recent Advances in [igh Power Microwave 
Switching,” G. I. Klein, Westinghouse Electric 
Corp. 9/25/61. 

EL Paso 

Tour of Radio Station XELO, 8/31,'61. 

"Automatic Dispatching Systems for Power 
Plants," R. D. Wood, General Electric Co.; Joint 
meeting with AIER EI Paso Section, 10/5/61. 


EMPORIUM 


“Scientific Kids to Crime Detection,” A. J. 
Baker, F. B. I. 10/17/61. 


EvANSVILLE-OWENSBORO 
“fon Pumping and Its Place in the Field of 
High Vacuum,” К. А. Gray, Ultek Corp. 10/11, 65, 
FLORIDA Wes) Coasr 


“Electronic Applications in Vehicle Design and 
Operation," J. B. Bidwell, General Motors Research 
Labs. 9/20/61, 

Fort HUACHUCA 

“Automation in Hotels,” E. Lewis, Fair, Isaac 
& Co, 9/25/61. 

Fort WAYNE 

“Noise Figure and Noise Figure Measure- 
ments," f. L. Minck, Hewlett-Packard Co.; “The 


Formation of Ferromagnetic Domains," Film 
Strip. 9/21/61. 
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GAINESVILLE 


“Natural and Artificial Lightning Atmospher- 
ics," M. M. Newman, Lightning & Transients Re- 
search Institute. 10/11/61. 


GENEVA 
“The Diminishing High Frequency Radio Spec 
trum and ite Effects upon Future Telecommunica- 


tion Planning," б. Jacobs, Frequency Div., U. S. I. S. 
(VOA). 9/29/61. 


HUNTSVILLE 


*Microwave Tubes,” A. B. Sutherland, Sperry 
Rand Corp. 9/28/61, 


INDIANAPOLIS 


Films—*Missiles and Radar Systems." Е. Н. 
Sauerteig, Htdlanapolis Power & Light Со, 9/28/61. 

“What Is NEC?2,^ J. J. Gershon, National 
Elec. Conference. 10/10 61, 


Tinaca 


Election of Officers. 5/18/01. 

"Recent Eliysies Develupments and Their Po 
tentialities to Electronice,” А. G. Tweet, Genera! 
Electric Co, 10/12/61. 


Kansas CITY 


“Communications Equipment Manufacture 
at the Western Flectric Compony's New Lee's 
Summit Works,” E. D. Lander, Western Flectric 
Со. 012/61. 


KITCHENER-WATERLOO 


Tour of CHCI T.V. Studio. 9/18/61. 


LirrtLE Rock 


*Strategic ^ir Command World-Wide Com- 
munications,” C. Hinkle, Jr., Little Rock Air Base. 
9/18/61. 


LoNDON 


Tour of Northern Electric Co.—London Works. 
9/20 61. 

*Telemetry Systems for Small Satellites," 
R. W. Rochelle, Goddard Space Flight Center. 
10/16/61. 


LONG ISLAND 


"Microwave Radiometry in Space,” II. I. 
Ewen. Ewen Knight Corp. 10/10/61. 


Los ANGELES 


“Where in the World Is WESCON Going?,” 
B. S. Angwin, General Electric Со.; ^WESCON 
Viewed Inside Out.“ W. E. Peterson, Automation 
Develop. Corp. 9/22/61. 


New YORK 
Panel Discussion —“ Communications Satel- 
lites," J. R. Pierce, Bell Telephone I. abs., R. R. 


Abrams, IT&T, W. E. 
ment Labs. 10/4/61. 


Fromm, Airborne Instru 


NORTHERN NEW JERSEY 


*Early Plans for the Exploration of the Moon 
and Near Planets,” A. уай, NASA, 9/13/61. 


OKLAHOMA CITY 


“Active Communication Satellites," J. Jen- 
nines, Southwestern Bell, 9/11/61. 


OMAHA-LINCOLN 


“The Nebraska Research Institute and the 
Electronics Industry In Neb.,” J. T. Vosoba, Ne- 
braska Legislature; “A Wide Range Temperature 
Controller for Industry ”—demonstration, |. Ma- 
tejka, Omtronics Mig., Inc.; joint with AIEE Neb. 
Section Comm. & Elect. Tech. Gps. 10/6/61. 


Orrawa 


“A New Theory of the Aurorae and Related 
Phenomena,” C. О. llines, Dept. of National De- 


fense; International Aspects of IRE," J. Т. 
Henderson, Natl. Research Council of Canada. 
10/12/61. 
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Solve Breadboard Needs Now 


@ Wright 400 Cycle Motors, Motor Tachs, Inertia Damped Motors 
@ Advanced Designs, Including Very High Acceleration 
@ Full Production Quality Meeting All MIL Specs 

| @ All Have Pinion Shafts .437 Long 

| This NEW service on quantities up to 10 pieces per item. Shipments 


made 24 hours after receipt of order - no spec. modifications. 
| Normal fast delivery on larger quantities. 


ACCEL 
RAD /SEC 


SERVO 
| MOTORS 
20D633-2C 
200633-4С 
20D632-4C 
20D627-2C 
20D603-2C 
20D603-4C 
20D590-2A 
20D612-2C 


STALL 
TORQUE 


.60 OZ. IN. 6200 
.60 OZ. IN. 6200 


[1з oz ww. | se | 


SPEED |У /1000 | TOTAL| ACCEL. 
NULL | RAD /SEC? 


STALL 
TORQUE 


FRAME VOLTS | VOLTS 


SIZE 61 


INERTIA 
DAMPED 
20D618-2B 


200605-2D| u — | 


20D613-2C 


£2 
a [s [aym]-»orw | ss | ew | 
[ns 5/8 | 5 0z IM. | 


[ зәм [| 6200 | 
[sw T e | 


100 DYNE CM 
750 DYNE CM 


DIVISION OF SPERRY RAND 
Durham, North Carolina 
Tel. 682-8161 


WRIGHT, 


t Servos For New Horizons” 
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IN PARIS 


PORTE DE VERSAILLES 
FROM 16t" TO 20% 
FEBRUARY 1962 


INTERNATIONA 
EXHIBITION 
OF 
ELECTRONIC 
COMPONENTS 


The greatest world meeting 
in the field of electronics 


FEDERATION NATIONALE 
DES INDUSTRIES 
ELECTRONIQUES 


23 rue de Lubeck, Paris 16e 
phone: PASsy 01.16 


— rn ES 


а= › 

| A Section 

[4 Meetings 
(Continued from paye 734) 


PHILADELPHIA 


“Keeping an Eye on the Weather,” G. Cor: 
rington, КСА. 10/4/61. 


PITTSBURGH 


“Cryogenics Applied to Super Conducting 
Electromagnets,” ]. K. Hulm, Westinghouse Elec- 
tric Corp. 10 9,61. 


PRINCE10N 


“Principles of Ground Effect Machines, and 
Their Future,” T. E, Sweeney, Princeton. Univer 
sity. 10/10/61. 


Rio DE JANEIRO 


“Electric Computing Machines - Their Appli- 
cations," C. A. G, Cordovil, IBM do Brazil. 
7/A2 1. 

"Electronic. Computing Machines Part 11,7 
C. А, С. Cordovil, ІВМ do Brazil, 8 9 61, 


ROCHESTER 


“Patent Law for the Engineers," T. | 
Styner. General Dynamics Elect.; Election of Offi 
cers. 5/18/61. 

© КомЕ- СА 


“Problems In System Engineering," R. Chipp. 
Rodd Chipp Assoc.: Joint with PGEM. 9/12 61. 
7th National Communications Symposium, 
10/2-3-4 ‘ol, 
SAN Dikco 


“Limitations to Radio Communications їп 
Noise,” J. C. Wehster, Navy Electronics Labs. 
9/6/61, 

Demonstration of Navy ASW Operations, 
W. G. Reifenrath, narrator. 10/4 61, 


SCHENECTADY 


“Digital Applications of Thermoplastic Re- 
cording,” R, С, Reeves, Gen. Elect, Co. 10/10 61. 


TOLEDO 


Du Pont color-sound movie; Installation oi 
Officers. 9/18/61. 


TORONTO 


“State of Art of Solid State Microwave Trans 
mitters," W. Maciag. Sylvania Electronice Sys 
tems, 9/25/61. 

Canadian Electronics Conference. 10 2 3 
4/61. 

Tvrsa 


“The Ampex Video Tape Recorder,” J. Bus! 
nell, KVOO TV; Tour of Facilities, 9 21 01. 


Twin CITIES 


“Missiles and Their Development," M. | 
Griffith, U, S. Air Force: Joint with American 
Rocket Society. 9/15/61. 

Tour of IBM Plant. 10 3,61 


VIRGINIA 


“Estimation of the Physical Constants of the 
Moon Surface," K. M. Siegel, University of Michi- 
gan, 10/6/61. 


WASHINGTON 


Panel discussion Space Communications,“ 
Panel members — J. Pierce, Bell Tel. Labs., E. La- 
Porte, Radio Corp. of America; II. Trotter, Gen. 
Tel, & Elect. Labs., Inc.: R. P. Gifford, G. E. Co, 
9/11/61, 

“Electronics & Investments,” T. W. Folger, 
Kidder, & Co. 10 16.61 
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WESTERN. MICHIGAN 
Field Trip-- Keller Tool Co. Plant. 6/14/61, 


“Theory of Beam Antennas,” C. Schecter. 
Electhonig Dist. 9/13, 61. 


WINNIPEG 
Tour of Minto Аппошіез. 10/6/61. 
“What's New in Tubes, Semiconductors, Com- 
ponents & Educational! Aids?," D. S. Simkins, 
Philips Electronica Industries Ltd, 10/16/61. 


SU BSECTIONS 
BUENAVENTURA 


Tour of Pacific Missile Range, “PMR instru- 
mentation Ships,” LCDR Janiec & L. Rose. 
9/13/61. 


CAISKILL 


“Some Recent Developments in Lasers,” J. W. 
Crowe, IBM Сир. 9/27/61, 


Crescenr Bay 
“Systems Engineering in an Engineering Edu- 
cation Program," L. M. К. Boelter, UCLA. 
6/22/61. 
“Reorganization ^! Alr Force Ballistic Sy stems 
Division and Space Systems Division.” P. S. 
Walker, USAF. 9/18/61. 


FAIRFIELD COUNTY 


“Engincering Consideration in Design of Busi- 
ness Machines,” J. Conklin, Pitney- Bowes. 6/22/61. 


LEHIGH VALLEY 


“Theory and Application of Speech, Production 
& Coding,” E. E. David, Bell Telephone Labs. 
5/24/61. 
MEMITIS 


Demonstration on the IBM Computers: 705. 
1401, C. Bovaird, IBM Corp. 9/29/61. 


MERRIMACK VALLEY 
“Electromechanical Teaching Machines,” G. J. 
Rath, Raytheon Co, 9/25/61, 


“Millimicrosecond Photographic and Electro- 
Optical Techniques," J. A Hull, AVCO, 10/16/61. 


Мохмости 


“Survey of Microwave Parametric Amplifiers,” 
С, Wade, Raytheon Co. 9/20/61. 


NORTHERN VERMONT 


Tour of G.E. Plant, narrator—Mr. Wolfe, 
G. E. Co. 9/18/61. 

“Progress in Space Technology during Past 
Three Years," J. Bohuslaw, С.Е, Co.; Film on 
Astronomy. 10/16/61. 


PASADENA 
*Cominunications- Challenge of Today,” 
C. D. Barcus, Pacific Telephone. 9/20/61. 
READING 


*The Use and Service Techniques of Commer 
cial Computers,” А. Peters & W. Acker, IBM. 
10/4/61. 


SANIA ANA 


“Don't Write Off the Electronics Industry,” 
R. T. Silberman, Elect. Capital Corp. 9/12/61, 


WESICHESTER 


Panel discussion - Ways to Security and 
Status for the Engineer,” Louis Yagoda, moderator; 
Panel inembers—J. T. Dollard, N.Y. State Society 
of Professional Engineers, C. М Hull, Sperry Gyro 
scope Co. 9/27/61. 


WESIERN NORIH CAROLINA 


Special Customer Service On 


MicroMatch 


DIRECTIONAL COUPLERS 
DC and RF OUTPUT 


Unusual manufacturing flexibility combined with thirteen 
years of experience as specialists in the field of RF Power 
Measuring Equipment have enabled us to provide industry 
and the government agencies with over 4000 different models 
of MicroMatch directional couplers. 


A typical example of special customer service is an RF output 
coupler with provisions for extracting or injecting up to 1000 
watts of RF power. Couplers of this type are produced for use 
with both air and solid dielectric transmission lines. 


To learn how readily and inexpensively your most exacting 
requirements can be satisfied, please write outlining your 
specifications in terms of frequency range, power level and 
type of connectors. 


For more information on RF Loads, Directional Couplers, Tuners, and RF Wattmeters, 
write vs at 185 N. Main Street, Bristol, Conn. 


SUBSIDIARY 


M. C. Jones Electronics Co., Inc. 


RPORATION 


Tour of FAA Radar Facilities, W. B. Daniel. 
U.S. Gov. 9/29/61. 
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MINIATURE INDUCTANCES 
FOR PRINTED WIRING 


а transistor. Leads spaced 0.2 inch. 


N 


4 Professional 2 
Group Meetings =з 


ANTENNAS AND PROPAGATION 


Mbuquerque-Ios Mamos 
spy 


June 20 
recision  Reflectometer Measure- 
ments.“ W. Little, Sandia Corp. 

Boston September 27 

"Multiplate Antennas,” . C. Schell, 
Air Force Cambridge Res. Labs., Bedford, 
Mass, 

“Extremely Low Frequency Terrestrial 
Noise as a Propagation Research Tool,“ 
II. R. Reamer, Sylvania Electronics Sys- 
tems; Waltham, Mass 


AUDIO 

Chicago— September 20 
"lechniques for High-Speed Testing of 
Audio Amplifiers in Production,” Е. E. 

Bockenfeld, Hammoud Organ Co. 


AUTOMATIC CONTROL 


Chicago—September 26 
“Terman and Automatic Control” — x 
Panel Discussion, R. W. Bull, Coleman 
Instruments; X. X. Gerlach, Cook Tech 
nological Center: R. B. Liepold, Auto- 


matic Electric Co.; Prof. G. J. Murphy, 
Northwestern. University. 
76A WHEN WRITING 


22 to 10,000 microhenries = 5%. Maximum d.c. 
€urrent rating 1210 to 60 milliamperes. Low d.c. 
resistance. Wound with high temperature wire 
and encapsulated in epoxy for — 55°С to +125°C 
ambient temperature. Approximately the size of 


MILLEN 


` ч 


ENCAPSULATED INDUCTANCES 


FOR PRINTED WIRING APPLICATIONS. 


Los Angeles September 12 


"Unified. Analysis of Linear Feedback 
Systems," D. MeRuer, Systems Tech- 
nology, Ine.. Inglewood, Calif, 


Bio- Mpiean ELECTRONICS 


North Carolin September 15 


"Electronics in Obsterrical Research, 
Dr. F. C. Greiss, Bowman Gray School of 
Medicine; Winston-Salem, N. C. 

"Basis of Phono Cardiographic Inter- 
pretation.” r. XI. P. Spencer, Bowman 
Gray School of. Medicine. 

“The Electronic Monitoring in Виса 
sive Care of Patients,” Dr. J. II. Mere 
dith, Bowman Gray School of Medicine 


BROADCASTING 


Omaha-Lincoln -September 7-8 


“Solid State Short Course for Radio- 
TV Engineers II,“ XN. M. Bashara, K. G. 
Combs, C. M. Hyde, J. Kohl, E. X. Pearl- 
stein, W. C. Robison, University of Ne- 
braska 

San Francisco—August 22 

“ЕМ Broadcasting Allocations, Stereo- 
phonic FM ‘Transmission, New Proposed 
VM Rules," II. L. Kassens, FCC; J. Barr 
ЕСС; D. von Recklinghausen, II. II. Scott 
Inc., Maynard, Mass. 
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JAMES MILLEN MFG. CO,, INC. 


MALDEN 
MASSACHUSETTS 


Cirevir THEORY 


Chicago” September 12 

“Application of Topology 10 Electric 
Networks,” (Panel Discussion? Dr. S. I 
Hakimi, Dr. .. . Weinzweig. Northwest 
ern University. 


September 19 


“Venus Radar Esperimc its.” KR. Gold 
stein, Jet Propulsion Lab.. Pasadena 


Los \ngeles 


COMMUNICATIONS SYSTEMS 
Oklahoma City September 25 

“Video Recording and Transmission 
Equipment,” C. Deal Oklahoma Сиу 
Board of Education. 

Coffee and Tour of the Broadcast 
Centers ТА РЕМ Studios and Transmitter 
Facilities KOKH TV. 

San Francisco September 20 

“Fhe Videograph Process A New 
\pproach 1o High Speed Printout and Dis- 
play.” MV. B. Evans, . X. B. Dick Res. and 
Dev. Lab., Palo Alto. 

Plant tour and demonstration of elc 
tronie printout from a monoscope tube 


COMPONENT PARTS 


Chicago September 12 
“Stacked Wafer Module Design Con 
Baner, Paktron Div. of 
Hlinois Tool Works, AMlexandria, Va. 
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Engineering hints from Carborundum 
llow to Join KOVAR? Alloy to Other Metals 


KOVAR, the original iron-nickel-cobalt alloy, has a thermal 

expansion curve which matches almost perfectly that of sev- 

eral hard glasses. It is a widely accepted answer to the problem 
of producing vacuum and pressure tight glass-to-metal seals. 

Most applications involve joining Kovar Alloy by either 
welding, brazing or soldering to other metals. Ordinary join- 
ing methods require variations and refinements to meet spe- 
cial characteristics or conditions — with such considerations 
as these: 

1. KOVAR ALLOY has a considerably lower expansivity than 
most other metals. 

2. WELDED AND BRAZED JOINTS WITH KOVAR ALLOY are 
frequently made in close proximity to a glass seal. 

3, FOR HIGH VACUUM APPLICATIONS it is essential that no 
brazing alloy is used which contains a high vapor pressure 
constituent, such as cadmium, zinc or lead. 

For example, to avoid stress corrosion on silver brazed Kovar 

joints we advise the following precautions: 

1. BRAZING SURFACE to be free of longitudinal scratches. 

2. ANNEAL KOVAR PARTS before brazing. 

3. PLATE THE BRAZING SURFACE with copper or nickel. 

4. DESIGN THE JOINT to avoid tensional stressing of the 
Kovar Alloy during the brazing operation. If the higher 
expansion member is on the inside, allow sufficient de 
ance berween the parts. 


5. USE A EUTECTIC BRAZING ALLOY, such as 72% silver, 
2896 copper. 

6. THE BRAZING TEMPERATURE should be applied uniformly, 
such as in an atmosphere controlled furnace or high fre- 
quency induction heating. 


New Technical Bulletin 100EB2A, available on request, 
gives additional information on welding, brazing, and solder- 
ing of Kovar Alloy to other metals. Individual engineering 
reports are also furnished on specific customer problems on 
Kovar Alloy joints. 

Kovar Alloy, either oxide bonded to hard glass, or brazed 
to metallized ceramic insulators, makes a rugged permanent 
seal ... even under the most severe conditions of temperature, 
vibration and handling. Technical service is available to help 
you solve processing and application problems. Contact the 
Carborundum Company, Refractories Division, Depr. P-121, 
Latrobe Plant, Latrobe, Pa. 


THERE IS NO TRUE SUBSTITUTE FOR KOVAR® ALLOY 
. supplied only by CARBORUNDUM 


KOVAR's superiority in making all types of glass-to-metal and ceramic. 
to-metal seals — and its ability to be easily formed, welded, soldered 
and brazed — is the result of a stringently controlled manufacturing 
process based on over 25 years continuous production experience. 
Kovar is an alloy of unique and rigidly maintained characteristics. 
Stock and custom forms, together with complete technological advi- 
sory service, are available only through Carborundum. 


CARBORUNDUM’ 
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measures 
.002 microvolts! 


—- 


KEITHLEY 
MILLI-MICROVOLTMETER 


The Keithley Model 149 is the most 
sensitive electronic voltmeter available 
today, having a signal-to-noise ratio 
that approaches the theoretical limit. 
Recommended for use with thermo- 
couples or thermopiles, the Model 
149 is also ideal in cryogenics 
investigations and Hall Effect studies. 

Zero suppression up to 100 times 
full scale adds versatility for the user. 
Line-operated, the Model 149 can ac- 
commodate cither a floating or ground- 
referenced input. Output is 5 v or 5 ma 
on all ranges. Brief specifications: 


* range: 0.1 microvolt to 100 millivolts 
in 13 overlapping 1x and 3x steps. 


noise: less than 6 x 10-' v rms with 
shorted input. 


© input impedance: 10K ohms on 0.1 uv 
range rising to 10 megohms on 100 
ну Scale. 

* stability: within 0.01 uv per hour. 


speed of response: to 90% fs in .5 
seconds on most ranges. 


accuracy: 2% fs on all ranges. 
price: $895.00 


Other MICROVOLTMETERS: 


Model 150A 1 ру sensitivity $750.00 
Model 151 100 uv sensitivity $420.00 


full details in latest catalog... 


TCC 
INSTRUMENTS 


12415 EUCLID AVENUE 
CLEVELAND 6, OHIO 
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COMPONENT PARTS 
ELECTRON DEVICES 


Omaha-Lincoln—October 6 


“Manufacture of Temperature Соп 
trollers, and Precision Resistors,” J. 
Matejka, Omtronics Mfg., Inc., Omaha. 

Components Distribution Aids, such 
as IRE PROCEEDINGS and Convention 
Shows," R. II. Engstrom, Omtronies. 


ELECTRON DEVICES 
Microwave THEORY AND 
TECHNIQUES 

San Fraucisco—September 20 


"Microwave Research in Europe.” 
Prof. II. Heffner, Stanford University, 
Stanford, Calif. 


ELECTRONIC COMPUTERS 
March 22 


“Some New Concepts in Information 
Retrieval,” |. E. Belzer, Western Reserve 
University, Cleveland. 


Akron 


ENGINEERING MANAGEMENT 


Los Angeles September 26 
“Engineering Education—What to do 
about it,” Dr. A. Rosenstein, University 
of California, Los Angeles. 
Seattle—July 21 
"The How and Why of Space Explora- 
tion, Dr. Von Braun, George C. Marshall 
Space Center, Huntsville, Ala, 
Seattle—April 27 


“PERT,” R. D. Archibald, Hughes 
Aircraft, Culver City, Calif. 


ENGINEERING WRITING AND 
SPEECH 
Northern New Jersey—-September 21 


“Documentation, Storage and Re- 
trieval of Information," C. L. Engleman, 
C-E-1-R, Ine., Arlington, Va. 


INDUSTRIAL ELECTRONICS 
Chicago—September 12 


“A Novel Electropneumatic Tempera- 
ture Controller," IL. К. Axelrod, Power 
Regulator Co., Skokie, III. 


INFORMATION THEORY 


San Francisco—September 12 
"A Practical Look at luformation 
Theory,” W. W. Peterson, University of 
Florida, Gainesville Fla. 


INSTRUMENTATION 
Chicago—September 20 
“Techniques for High Speed Testing of 
Audio Amplifiers in Production,” E. B. 
Bockenfeld, Hamnioud Organ Co. 
Washington, D. C.—October 2 


"FM and PM Interference. Cancella- 
tion Techniques,“ D. R. Ludwig, General 
Electronic Labs, Silver Spring, Md. 


Microwave THEORY AND 
"TECHNIQUES 


Albuquerque-Los Ala mos -H une 20 


“Precision Reflectometer Measure- 
ments,” W. E. Little, Sandia Corp., 
Albuquerque. 


PRODUCT ENGINEERING AND 
PRODUCTION 


Boston—September 19 


“High Density Electronics Intercon- 
nections"—a Panel Discussion, J. Staller, 
Sylvania; S. Francis, Francis Associates 
and Sippican Corp.; E. J. Duggan, MIT 
Inst. Lab.; R. Swigget, Photo Circuits 
Corp.; R. A. Curran, Dielox Div. of 
Electralab. 


RELIABILITY AND QUALITY 
CONTROL 


Los Angeles—September 18 


"Element Redundancy,” C. A. Wiley, 
Hughes Aircraft Co. 

“Trade-off Studies Involving Switch 
Reliability and Redundancy,” II. Me- 
Cormick, Hughes Aircraft Со, 


Washington, D. C.— September 14 


“Probabilistic Models for Reliability 
Analysis of Space Programs,” Dr. W. W. 
Wolman, NASA, Washington, D. C. 


SPACE ELECTRONICS AND 
‘TELEMETRY 
Mbuquerque—June 13 
“Bioeleetronics апа Medicine,” Dr. 
A. II. Selhwichtenburg, Lovelace Clinic. 
San Franciseo—September 19 


“Multiple Frequency Antenna System 
for Satellite Tracking and Communica- 
tion,” L. G. Ettling, Phileo Corp., Palo 
Alto. 


VEICULAR COMMUNICATIONS 
Chicago—Septeniber 20 


“Extender Operation—Built-In Ig- 
nition Noise Suppression for FM Radio 
Receivers," J. Germain, Motorola, Inc., 
Chicago. 


Use Your IRE Directory— 
It's valuable 


М оч ч = = ы ча ча ча ча ча ча ча ча 99 ча 9 nunun u 
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VIRONMENTALI 


INTERFERENCE 


CILLOSCOPE 


HAT'S BUILT TO TAKE IT 


DC-TO-24 MC WITH DUAL-TRACE UNIT 


DC-TO-30 MC WITH FAST-RISE UNIT 


ELECTRICAL CHARACTERISTICS SIMILAR TO THE TEKTRONIX TYPE 545 OSCILLOSCOPE 


* DEPENDABLE OPERATION 

WHILE SUBJECT TO THESE ENVIRONMENTS: 
TEMPERATURE from —40°C to +55°C/71°C • VIBRATION to 
5 G's, 55 cps, 0.03” peak-to-peak • SHOCK of 400-pound hammer 
drop • ALTITUDE to 20,000 feet • RADIO INTERFERENCE from 
15 ke to 400 mc. 


* RELIABLE PERFORMANCE 
AFTER STORAGE IN THESE ENVIRONMENTS: 


TEMPERATURE from —65°C to +85°C • ALTITUDE to 50,000 
feet • FUNGUS for 28 days HUMIDITY for 10 days at 95% 
relative humidity from +18°C to +65°C • RAIN CONDITIONS of 
5 minutes steady dripping. 


Tektron i X, ING. ро. вох 500 - BEAVERTON, OREGON 


TEKTRONIX FIELD OFFICES: ^ 


i] 


ENGINEERING REPRESENTATIVES 


For those applications not demanding such environmental 
capabilities, the Type 945 will perform with even qreater 
reliability and flexibility. 


The Type 945 will accept any of 17 Tektronix letter-series plug-ins for 
use in commercial applications. 


Type 945 Oscilloscope (without plug-in). $2850 
Type MC Dual- Trace Plug-In Unit... 8 475 
Type ML Fast-Rise Plug-In Unit . * $ 425 


U.S. Sale rices, f. o. b. Beaverton, Oregon 
For complete specifications of the new environmentalized oscillo- 
scope—or a demonstration in your own environment —please call 


your Tektronix Field Engineer. 


/ Mitchell 4-0161 - TWX~BEAV 311 - Cable: TEKTRONIX 


E . ` ite 


European and African countries, the countries of Lebanon and Turkey, please contact TEKTRONIX INTERNATIONAL A. G., Terrassenweg tA, Zug, Switzerland, for the name of your local engineering representative, 
Other Overseas areas, please write or cable directly to Tektronix, Inc., International Marketing Department, P. О. Box 500, Beaverton, Oregon, U.S.A, Cable: TEKTRONIX, 
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Plasma Spray Coater 


Several improvements in plasma spray 
voating notably in the control and flow of 
plasma powders, permit exact duplication 
of coatings, according to Engineering 
Div., Metco, Inc., 1101 Prospect Ave., 
Westbury, L. I., J. Y. The system has 
three components: console, with automatic 
controls, including fail-safe devices; powder 
feeder that permits exact duplication of 
coatings; simplified spray gun with one- 
piece nozzle and all-purpose electrode, both 
in fixed positions that eliminate need for 
adjustment, The system permits flame 
spray speeds with most materials of 5 to 15 
Ibs. per hour with deposit efficiency of 65% 
10 80%. Tungsten carbide, has a deposit of 
250. 


The gun consists of six basic inter- 
changeable, parts and handle. It is light 
enough (3} Ibs.) to be operated by hand, 
sturdy enough to be machine mounted, 
small enough for spraying internal bores 
down to 5"ID. Nitrogen, argon or helium 
can be used as the plasma gas. The gun has 
ho moving parts, requires no adjustments. 
There are no soldered joints exposed to 
heat. Nozzle and electrode positions are 
fixed and foolproof. Tap water, at ordinary 
pressure, is used as a coolant and no heat 
exchanger is required. 

А new unit has been designed to feed 
powder to the gun at a constant rate with 
extreme accuracy, by means of a positive 
mechanical metering device. A gas stream 
carries powder to the gun without flutter 
irrespective of the amount of powder in the 
hopper or the wear on components of the 


80A WHEN WRITING TO ADVERTISERS PLEASE MENTION—PROCEEDINGS OF THE IRE 


NEWS 


ШД 


These manufacturers have invited PROCEEDINGS 
readers to write for literature and further technical 
information. Please mention your IRE affiliation. 


hopper. "hus any given coating can be pre- 
cisely duplicated. Volume is controlled by 
a simple knob, with a wide range of set- 
tings. 

The powder is fed from а hopper which 
holds approximately 1 hour of spray time. 
It is open to the atmosphere and therefore 
refillable while the gun is in use. It con- 
tains a non-spill valve assembly which pre- 
vents powder from spilling when the hop- 
per is removed from the feeder. The valve 
operates automatically when the hopper is 
removed. The feeder mechanism is cleaned 
by running without the hopper in position. 


The non-spill feature is very helpful for 
laboratory use where tests are being run, 
and also in production, as a quick weighing 
of the powder in the cannister, before and 
after use, shows how much has been used. 
"Those who change powders frequently can 
attach the non-spill powder valve assembly 
to the standard container in which the 
powder is shipped and stored. 

The following materials and mixtures 
thereof have been sprayed with the stand- 
ard apparatus on various shaped objects 
and mandrels and are now available. 


Melting 

Materials Point F? 
Aluminum Oxide 3700 
Calcium Zirconate 1250 
Chromium 3435 
Chromium Carbide 3434 


Cobalt-Chromium 2715-3434 


Carbide (blend) 


Cobalt 2715 
Cobalt-Zirconia (blend) 2715-4700 
Magnesium Zirconate 3830 
Molybdenum 4760 
Nickel 2650 


A 


ce 


ИЛҮҮ 


2650-3700 
3490-3700 


Nickel-Aluniina (blend) 
Titania-Alumina (blend) 


Titanium Oxide 3490 

‘Tungsten 6170 

Tungsten Carbides 5200 

Zirconium Oxide (approx.) 4700 
(stabilized) 


Zirconium Silicate (approx.) 4390 
Rare Earth Oxides (above) 4000 


Jerrold Sweep Signal 
Generator 


The price of the Jerrold Model 
900-B Sweep Signal Generator should 
be $1980 instead of $1880 as shown in 
the 1962 IRE DIRECTORY advertise- 
ment. Readers should correct their 
copies accordingly. 


Fixed Resistor Data Sheet 


Data Sheet 185, just released by CTS 
Corp., Elkhart, Ind., illustrates, describes 
and tabulates extensive tests of a new 
0.050" diameter X0.030” thick solid cermet 
high temperature, high stability fixed re- 
sistor, using MIL-R-10509D, Character- 
istic B(R N60) as a guide to evaluation. 


Power Supplies 


New 24-volt and 50-volt power equip- 
ment, featuring non-aging silicon. power 
rectifiers that help reduce cabinet size by 
as much as 50 percent, has been announced 
by Raytheon Co., Industrial Operations, 
Richards Avenue, South. Norwalk, Conn. 


Single-Phase Battery Charger 


All Raytheon S-Series power supplies 
provide stable and filtered dc, regulated 
to within +1 percent of the rated value 
with loads from zero to 100 percent and 
ac line variations from 95 to 130 volts. 
Complete overload and short circuit pro- 
tection is built into the design. 

Full particulars оп Raytheon's new 
S-Series power equipment may be obtained 
from Roger Curtis at the firm, 


(Continued оп page 824) 
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Ө sruz operative: 


T] GROWN-JUNCTION TRANSISTORS in satellite sur- 
vive torture treatment: The satellite fell from atop a missile 
carrier and bounced across a launching pad into а LOX- and 
kerosene-lilled ditch. The fuel in the ditch ignited and the satellite 
burned for several hours. Result — T] transistors are still operative... 
dramatic proof of the high reliability of TI units under extreme conditions. 


2 m" 
Р Tow cms 


4 


Here's Long - term Proof 
of TI Crown- Junction Transistor Reliability 


@ Only Texas Instruments offers life-test data 
from lots that have been continuously on operating 
life test for over five years — showing an extremely 
low average failure rate of less than 5 x 10-6. More 
than six-million life-test hours give you the industry's 
greatest source of reliability data for predicting TI 
transistor performance. 


Q Successful applications in thousands of circuits 
over the years testify to the consistent reliability 
of these TI units. 


@ Independent Quality and Reliability Assurance 
department augments TI’s own production and testing 
know-how... independently measuring device reliability 
at every manufacturing stage. Approximately one-million 
life-test hours monthly offer continuous verification of TI 
grown-junction reliability. 


TRANSISTOR 
PRODUCTS 7 


DIVISION 


Ф Low cost of TI grown: junction transistors is made 
possible through industry's wide acceptance and usage 
of these units in many applications, enabling TI to 
provide fast, cost-saving production in large quantities. 
Added savings in time and money too, through one- 
source purchasing from TI's complete line of military 
and industrial grown-junction types. 


Take advantage of the predictable reliability of 
these devices in your low frequency and switching de- 
signs. Call your local TI sales office or TI distributor now 
for immediate delivery in sample or production quantities. 


transistor 
Write on your company letter- кашу 
head for ТІ grown-junction 
reliability data, application 
notes, data sheets or engineer- 
ing assistance. 
En “зш ды 


TEXAS INSTRUMENTS 


INCORPORATED 


13500 N. 


CENTRAL EXPRESSWAY 


P. O. BOX 5012 * DALLAS 22, TEXAS 


18594 


the sign of excellence 
in scientific and 
engineering books 


TRANSISTOR 
CIRCUIT ANALYSIS 


By Maurice V. Joyce and 
Kenneth K. Clarke 
Polytechnic Institute of Brooklyn 


"This book is definitely recommended 
for the transistor circuit engineer to 
serve him as an excellent circuit ref- 
erence guide.. . . it is refreshing to 
review a book that is so well pre- 
pared and presented . . ." 
(Proceedings of the IRE) 


This book presents the basic methods 
of analysis involved in the under- 
standing and design of junction tran- 
sistor circuitry. It limits transistor 
inodels to a small number that are 
easily interrelated. Previously unpub- 
lished material on emitter-follower 
transient responses, video and dis- 
tributor amplifiers is included, 


461 pp., 362 illus., 1961—$10.75 


LINEAR CIRCUITS 


By Ronald E. Scott 
Northeastern. University 


"The purpose of this book is to pro- 
vide depth in network theory in the 
beginning course with a minimal al- 
lotment of time. To this end, the 
author had directed himself with 
noteworthy perception, clarity and 
enthusiasm . . . merits careful ex- 
amination by all teachers of network 
theory." (Proceedings of the IRE) 


A valuable reference work because 
of its depth and scope, this book is 
available in a complete one-volume 
edition, or in two separate parts 
which cover, respectively, “Time Do- 
main Analysis” and “Frequency Do- 
main Analysis,” 

Parts 1 and 2, $6.75 each: 
Complete, 928 pp., 1088 illus, $11.75 


* Order from your bookstore or from the 
address below. 


.. New from 
Addison-Wesley! 
Examination copies 
gladly provided. 
Write to 523 South 
St., Reading, Mass. 


AE feel eek 
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Miniature TWT 


A miniature traveling wave tube that 
will provide a new high in power and 
broadened bandwidth for space communi- 
cation systems is now in pilot production 
at the Sperry Electronic Tube Div., Sperry 
Rand Corp., Gainesville, Fla., it was an- 
nounced here today. 

The amplifier—called the STX-186— 
cau produce more than ten watts over fre- 
quency ranges from 5000 to 11,000 mega- 
Cycles to hike the power of a great num- 
ber of signals between a satellite and earth 
or between satellites tens of thousands of 
miles apart. 

Details of the new tube were revealed 
by Dr. Warren Meuke, engineering section 
head at Sperry's Great Neck, N. V., plant, 
in a paper delivered at the aunual IRE 
Electron Devices Conference in Washing- 
ton on October 28. 

To generate the high output power, 
engineers perfected an electron beam- 
focusing structure to assure the exact aim- 
ing of highly concentrated electrical energy 
down the length of the tube, Tiny perma- 
nent magnets made of a specia alloy are 
slipped like a row of precisely spaced 


UNCHALLENGED 
LEADERSHIP 


in the application of 
Semiconductor Devices 
for 


REGULATED 
POWER SUPPLIES 


MILITARY © INDUSTRIAL 9 LABORATORY 
GROUND © AIRBORNE © SPACE 


Write For Catalog 


ER 
1700 SHAMES ORIVE 
WESTBURY, (. 1., N, v. 
EDgewood 3-6200 Area Code 516 


finger rings over the tube to form the 
focusing structure. 

The new traveling wave tube weighs a 
pound and is nine inches long. This mini- 
aturization was achieved, Dr. Menke 
stated, while realizing a 40-db gain within 
the diminutive tube. Current units are 
priced at approximately $3500. 

To ensure maximum efficiency between 
ten and 20 watts of power, engineers held 
the tube’s beam voltage to 2200 volts. 
This was an important consideration in the 
reduction of the size, weight and complex- 
ity of the associated power supplies. Dr. 
Menke explained. 

The STX-186 is а second-generation 
extension of an earlier and lower power .Y- 
band traveling-wave tube designed for 
electronic radar jamming systems. It is the 
first available version of the S'TX-182 ex- 
perimental tube announced by Sperry last 
spring. 


Silicon Controlled Rectifier 


A new all-diffused, low-current Silicon 
Controlled Rectifier has been aunounced 
by the General Electric Co., Rectifier Com- 
ponents Dept., West Genesce St., Auburn, 
INS NS 


Known as the C5, the device is avail- 
able immediately from stock in eight types 
in the standard ЈЕРЕС ТО-5 housing. 

The CS is the most completely specified 
SCR of its type in the industry. The 
specification sheet provides 11 separate 
curves, 

GE application engineers say the new 
device will be used as both a sensitive sig- 
nal amplifier and power switching element 
in the low power switching control circuits. 
The C5 may also be operated as a high 
voltage PNP transistor. 

The eight models differ by forward 
breakover voltages which range from 25 
volts for the CSU to 400 volts for the C5D. 
The devices in the C5 series will accom- 
modate transient peak reverse voltages up 
to 500 volts. The average forward current 
rating of the new device is 1 ampere dc at 
82°C case temperature. The maximum 
gate current to fire is 200 microamperes at 
25°С. The peak one cycle, non-recurrent 
surge current is 18 amperes. The new 
SCR's are now available to original equip- 
ment manufacturers in medium quantities 
in the 25 volt model, for example, at $5.50. 
The 300 volt model is available in large 
quantities at $22.50, 

Additional electrical апа mechanical 
characteristics of the C5 series are con- 
tained in brochure 150.10. Copies of the 
brochure together with more information 
on these devices may be obtained by writ- 
ing to the firm, 
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MONEL Alloy 404...a new nonmagnetic alloy that 
can be multiple brazed in wet hydrogen 


During multiple brazing operations, fur- 
nace atmospheres must contain enough 
water vapor to prevent the brazing alloy 
from wetting the fixtures. Yet the parts 
to be brazed must remain wettable to 
insure free flow, even after two or three 
trips through the furnace. 


MONEL* Alloy 404 is a nickel-copper 
composition in which residual elements 
are held to low levels, to provide a 
clean, wettable surface to the brazing 
alloy even after continued exposure to 
wet hydrogen. And it retains the basic 
properties of MONEL Alloy 400...1ow 
vapor pressure, strength, ductility, cor- 
rosion resistance. 


Brazed three times in wet hydrogen 
— The test assembly above illustrates 


M O N E К. Nickel-Copper Alloy 
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the excellent brazing properties of 
MONEL Alloy 404. It was built up in 
three slow passes through the furnace 
using hydrogen with a dew point of 
+70°F. On the third pass, the brazing 
alloy still flowed the full length of the 
joint. 


The low magnetic permeability of 
MONEL Alloy 404 is not significantly 
affected by processing and fabrication, 
making it particularly suited for elec- 
tronic parts. In any commercial form, 
size, or temper the permeability will 
not exceed a value of 1.1 at 27°F when 
measured using a field strength of 0.5 
oersted. A nominal or typical value is 
about 1.01 at 27°F. (1.004 at room 
temperature using a field strength of 
200 oersteds). 


World Radio Histo: 


The thermal expansion of MONEL 
Alloy 404 is about the same as that of 
MONEL Alloy 400, and is sufficiently 
close to that of many other alloys fre- 
quently used in the construction of 
radio tubes to permit the firing of com- 
posite metal structures with a neg- 
ligible amount of distortion. MONEL 
Alloy 404 also retains much of its 
strength at “out-gassing” temperatures. 


For more information about this new 
alloy—write for our bulletin—Basic Data 
— MONEL Alloy 404. 


*Registered trademark 


HUNTINGTON ALLOY PRODUCTS OIVISION 


The International Nickel Company, Inc. 
Huntington 17 (у West Virginia 
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K RELIABILITY 
E DELIVERED 


SUBMINIATURE 
COAXIAL 
R F CONNECTORS 


SMALLEST, LIGHTEST, MATCHED 
IMPEDANCE SUBMINIATURE 
CONNECTOR AVAILABLE 


NOW ... from MICON .. . 50 ohm 
connectors available in screw on 
-..Snap on... апа crimp on types. 
Only MICON offers the most exten- 
sive line of matched impedance 
bulkhead, chassis, line and printed 
wiring board connectors. 


| 
ju 

MICON Evaluation 
| Kit Available 

On Request 


E 


MICON ELECTRONICS, 
ROOSEVELT FIELD. 
GARDEN CITY. L. I.. NEW YORK 
a wholly owned subsidiory of Metolcroft, Inc 


MILITARY 
TERMINAL BOARDS 


These manufacturers have invited PROCEEDINGS 
readers to write for literature and further technical 
information. Please mention your IRE affiliation. 
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Custom Cabinets of 
Standard Design 
Dahlstrom Manufacturing Corp., 
Jamestown, N. Y., has announced the 


introduction of the Unicabinet, a custom 
built cabinet of standard design. 


Kulka Military Termina! Boards were designed by 


the Bureau of Ships according to MIL-T-16784B. n 
They are made to BUSHIPS 9000-S6505-73214 drawings, 


with latest revisions, and BUORD S64101. 


Kulka Military Boards are available as single row, double row, 
or through connected type units, and are molded of 
Type MAI-60 glass-filled alkyd resin according to the 


latest revision of M-14 specifications. 


Kulka offers the complete line of these Military Boards, 
along with a wide selection of hardware accessories... 
The complete catalog on ` 


Military Terminal Boards. 
Write for your FREE copy...  ," Д = 


KULKA ELECTRIC CORP. 


FULTON AVENUE, 


633-643 SO. 
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MOUNT VERNON, N. Y. 


The Unicabinet is an electronic rack 
cabinet of unusually rugged construction, 
designed to meet the widest possible va- 
riety of electronic housing requirements. 
Because the cabinet is custom built, the 
electronic engineer can specify depth, 
width, finish, trim, door location, panel 
location, drilling, fan mounting, ventila- 
tion ducting, and many other criteria with- 
out significant expense, and ordinarily 
without tool charge. 

lt is anticipated that the Unicabinet 
will be used in place of many custom design 
cabinets, making it unnecessary to design 
a cabinet for the exact application in- 
volved. Also, the item will be used in 
place of many standard rack cabinets in 
places where it has formerly been necessary 
to modify these cabinets considerably be- 
fore they can be used. 

The design includes heavy 11 gauge 
vertical posts in “arrowhead” configuration 
integrally welded both to its one-piece top 
and its one-piece base. Panels and doors 
are available in both flush mounted and 
surface mounted stylings. Side panels are 
normally fastened in place by removable 
screw fastenings, but can be continuously 
welded if required. The cabinet will meet 
most military specifications, and provi- 
sions have been made for RF shielding and 
metalizing as may be necessary. 

The cabinet is styled with modern, 
clean, straight lines and is available in any 
color, texture, or trim desired enabling the 
purchaser to develop an individualized 
styling that will clearly identify his prod- 
uct line or in-plant equipment. 

À new six-page four-color brochure de- 
scribing the cabinet in full details is now 
available by writing Dahlstrom Manu- 
facturing Corp., Jamestown, N. Y. 
Attention: Mr. R. Q. Quintus Anderson, 
Vice President in Charge of Sales. 


Magnetostrictive Delay Line 


The 6053 has been designed by 
Ferranti Electric, Inc., Electronics Div., 
Industrial Park No. 1, Plainview, Long 
Island, N. Y., to provide a package to ac- 
commodate the frequent requirements for 
magnetostriction delay lines with large 
numbers of pre-set taps. 

A common application is in correlators 
of various types. Ferranti has had exten- 
sive experience with multi tapped lines 
over a period of about four years and the 
6053 incorporates many features which 
have been developed during that period. 
The construction permits easy and precise 
adjustment of the tap positions and this 
can be very important when as many as 
100 settings have to be made on each line. 

It is a very compact package when 
compared to the elaborate package re- 
quired to do the same job in the system 
using an assemblage of lumped constant 
lines and amplifiers. Compared to that 
method, the 6053 also offers very sub- 
stantial cost savings. The advantages de- 
rive from the inherently broad band char- 
acteristics of magnetostriction delay lines 
and their large delay/bandwidth product. 

The 6053 is available to order with 90 
day delivery period. Prices vary appreci- 
ably according to the number of taps re- 
quired. 


(Continued оп раде 804) 


December, 1961 


^ ^ F 

„ күт, 

SS hy " 
" 


à. C. AMPERES 


‚ AN 
IMPORTANT 
COMPONENT 
IN EVERY 
HONEYWELL 
METER 


If hard work and technical skill were the only requirements, almost anyone could build superior meters. But in 
many meter applications, success depends on the disciplined imagination of gifted designers and engineers. This 
is where Honeywell is outstanding. We can design and assemble panel instruments to solve any specific problems 
you may have. In fact, there's an excellent chance that we've already done so. E To find out more about quality 
instruments from Honeywell, get in touch with our representative in your area. He's listed in the classified 
pages of your telephone directory. Or contact us directly: 


Precision Meter Division, Minneapolis- Honeywell Regulator Company, Honeywell 


Manchester, New Hampshire, U.S.A. In Canada, Honeywell Controls 
Limited, Toronto 17, Ontario. HONEYWELL INTERNATIONAL H es Mating 
Sales and service offices in all principal cities of the world. Р eM 
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accuracies to ome 
part in 10 billion 


new... solid state 


SRA SERVO 
PHASE SHIFTER 


When the new Model SRA is com- 
bined with its companion unit, the 
Model VLA Receiver Phase Com- 
parator, it becomes possible to auto- 
matically measure and standardize 
frequencies to an accuracy of one 
part in ten billion. Measurements 
may be permanently displayed on 
a strip-chart recorder. 


Even inexpensive local oscillators 
will give extreme accuracy as the 
Model SRA adds phase correction to 
the oscillator output to phase lock 
the signal with a multiple of the re- 
ceived standard frequency. 


Only 316” high, the Model SRA is 
completely modular in construction. 
Meets environmental requirements 
of MIL-E-400B. 


SPECIFICATIONS 


INPUTS (1) Phase detector voltage 
from Model VLA 

(2) 2 x RF signal voltage 
from Modei VLA 

(3) 2 x RF synthesized volt. 
age from Model VLA 

0.5 milliampere to + 0.5 

milliampere output into 

1000 ohms corresponding to 

100 microsecond phase shift. 


Calibrated in microseconds 
Output of 3 v max. into 1000 
ohms provided for recorder 
19 v d-c from VLA 

Зу” H x 19" М x 1712" D 
Weight 29 Ibs. 


PHASE OUTPUT 
FOR RECORDER 


DIGITAL REAODUT 
SIGNAL LEVEL 


POWER 
SIZE 


SRA PRICE $1485.00 


For complete technical information, 
write: 


SPECIFIC 
PRODUCTS. 


21051 Costanso Street 


or 
P.0. Box 425 
Woodland Hills, California 
Phone: Diamond 0-3131 
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Amplifiers can be supplied to drive the 
line, to amplify (and sum, if required) the 
outputs or to inter-connect a series of cas- 
caded line. 


Pallet and Shroud Packaging 


Zero Manufacturing Co., 1121 Chest- 
nut St., Burbank, Calif., announces de- 
velopment of a new system for pallet and 
shroud packaging heavy, fragile compo- 
nents such as rocket engines, klystron 
tubes, missiles and other equipment, The 
new system mates a lightweight aluminum 
modular container providing maximum 
environmental protection to various MIL 
Specifications—to a steel or aluminum 
pallet that is easy to handle, has necessary 
shock mounting and permits complete 
access to the component. 


The bottomless modular container has 
a male closure, while mounted on the pallet 
isa gasketed environmental female closure; 
the shroud simply fits to the pallet by this 
method and is securely latched. In the ap- 
plication shown, the pallet has rugged 
cantilever supports and reinforced flanged 
cradles equipped with 8 shear mounts for 
mounting and shock protecting about a 5- 
ton component. 

The system is re-usable many times. 
The pallet can also be converted for use as 
an in-plant dolly. Component accessories 
can also be attached while it is still 
mounted on the cradle. The system can be 
adapted to practically any component size 
or weight. Using modular containers for 
shrouds is a cost saving factor since any 
size container can be built from modules 
and other standard parts requiring по 
special tooling or fabricating set-ups. 

Vor further information, write to Joe E. 
Daniels, at the firm. 


An Introduction To 
Delay Lines 


Computer Devices Corp., 6 W. 18 St., 
Huntington Station, N. Y., has published 
a four-page dissertation entitled “An In- 
troduction to Delay Lines." This paper 
provides a simple, non-technical presenta- 
tion. Delay lines of all currently popular 
types are described, siniplified theories of 
operation are shown, applications are dis. 
cussed and attainable characteristics are 
related to size and prices. 1t should be of 
interest to technical as well as non-techni- 
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cal personnel who deal in these versatile 
components. 

Also available is a new catalog sheet 
which describes a complete series of stand- 
ard magnetostrictive delay lines covering 
the range from 2 to 5000 usec. 

Two types of packaging are described— 
the ML type which are long, thin con- 
figurations having delays up to 100 usec 
and operating in the longitudinal mode, 
and the MT type which consist of slab 
configurations operating in the torsional 
mode, with delays from 20 to 5000 usec. 


Tuneable RF Probe 


Ап КЕ probe, featuring smooth and pre- 
cise tuning adjustment, has been an- 
nounced by Narda Microwave Corp., 
Plainview, L. L, N. Y. 

Designated Model 229B, the probe is 
designed for use with all waveguide and 
coaxial slotted lines that have the standard 
1" diameter mounting hole. 


The new instrument features a fine 
wire probe, adjustable in depth over a wide 
range by a fine-pitch threaded knob. The 
fine wire probe is actually an extension of 
the center conductor of a coaxial line which 
is provided with both shunt and series 
tuning elements for tuning over the range 
of 900 to 18,000 Mc. Either standard micro- 
wave crystals or Narda N-601B Bolom- 
eters may be used aud an КЕ output is 
also available to enable the unit to be used 
with microwave receivers or other external 
detectors. 

The probe is priced at $145; the RF 
Output (Model 229-427) is priced at $25. 
Both are available from stock. 

Note: This firm moved its entire plant 
from Mineola, X. Y. to Plainview, L. I., 
N. Y., on October 21, 1961. The new tele- 
phone number is: Area Code 516, GE 
3-9000. TWX: HKVL 5444. Western 
Union: FAX, Hicksville, N. Y. 


L-Band Circulator Switches 


Hyletronics Corp., Burlington, Mass., 
announces new L-band ferrite circulator 
switches. Used as non-reciprocal SPDT 
switches, they have applications in re- 
ceiver protection, antenna switching, and 
radiometry. Designed to operate below 
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Sanborn9 FIFO — fully transistorized, shown 
actual size 


SPECIFICATIONS: MODEL 860-4000 FIFO AMPLIFIER 


Isolated, floating, guarded input — 100 meg. 
impedance min. at DC 
Isolated, floating output — impedance less 


than 35 ohms 

Bandwidth DC to 3 db down at 10 KC 

Max. Gain of 1000 —10 mv in gives +10 volts 
out across 1000 ohms (floating). Optional 
Model 860-4000P with power output isolated 
from input can deliver +5 volts at +100 ma 
at ground potential 

Linearity +0.1% of 10-volt floating output 
at DC 

High Common Mode Rejection — 160 db at DC, 
120 db at 60 eps, 100 db at 400 eps, with 1000 
ohms unbalance at source 

Drift 2 uv, Noise 7 uv RMS 


Specifications subject to change without notice. 


1 MILLISECOND RECOVERY TIME offer a 14-volt overload. 


Time base, 1,2 ms div; amplitude, 2% of full seule. 


Pam 


A small AC signal was mixed with the overload to 
increase visibility of recovery trace. 


NEW 0-10 KC 


Floating Input-Floating Output 


DC AMPLIFIER 


The new FIFO (floating input — floating output) 
isa fully transistorized amplifier designed especial- 
ly for obtaining data from wide bandwidth trans- 
ducers. A single FIFO used with an input scanner 
can amplify data from many transducers, or the 
outputs of any number of FIFO amplifiers may 
be sampled. 


Model 860-1000, with gain of 1000, is particularly 
useful for extracting low level signals from a high 
noise level. Model 860-4000P (with grounded out- 
put isolated from input) can deliver +5 volts at 
+100 ma and is suitable for driving high frequency 
galvanometers. Both FIFO models have a high 
common mode rejection ratio and, as illustrated 
by the 'scope photo, exceptional overload recovery 
capability. 


The FIFO amplifier is available in a portable case 
with individual power supply. Two channels with 
individual power supplies are available on a 314" x 
19" panel for rack mounting, or you can mount 
eight amplifiers in 7” x 19” with a Sanborn Model 
868-500F 8-channel power supply. 

Contact the Sanborn Industrial Sales- Engineering representative 


Nearest you or write the main oyice in Waltham Jor complete 
information and engineering assistance, 


INDUSTRIAL «Set» DIVISION 


SANBORN COMPANY 


17S Wyman Street, Waltham S4, Massachusetts 
A SUBSICIARY OF HEWLETT-PACKARD COMPANY 


For 

m 
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bandwidth 


DATA PREAMPLIFIER 860-1500S 


Has floating, guarded 
input and floating out- 
put; delivers +5 volts 
across 2000 ohms; lin- 
earity 40.05% of full 
scale (5 volts); band- 
width DC tos db down at 
100 cps; rejection ratio 
106:1 with 5000-ohm 
source unbalance at 60 
cycles. Either fixed 
gain between 10 and 
2000, or with attenua- 
tor to provide any se- 
lected gain within this 
range. Amplifier has 
less than 2 uv drift and 
less than 3 пу peak-to- 
peak noise. 


€ DCto 100 cps 


SECON PRECISION 
POTENTIOMETER 


D * 
xR 


from 37 to over 
600 ohms per cmf 


Secon can provide the exact precious 
metal potentiometer winding alloy for 
your requirements ... 


m Low temperature coefficient 
of resistance. 
m High tensile strength. 
a Low noise. 
m Supplied bare or enameled, 
a Long life. 
For more information please write today 
to Secon Metals Corporation, 7 Intervale 


Street, White Plains, N. Y. (WHite Plains 
9-4757). 


SECON 


METALS 


RELIABLE WIRE FOR 
THE HEART OF YOUR COMPONENT 
a EE 


MEGACYCLES 
5th 


These manufacturers have invited PROCEEDINGS 
readers to write for literature and further technical 
information. Please mention your IRE affiliation. 
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ferromagnetic resonance to reduce drive 
requirements, they can be switched n 
times down to 30 usec. High speed switch- 
ing is accomplished through the use of 
thin-walled ground planes in the strip- 
transmission line to eliminate the shorted 
turn effect and eddy current losses. Model 
SL1 exhibits over 20 db of isolation and 
less than 0.5 db insertion loss over the 
band 1250-1350 Mc. 

Model SL2 is also available at 1420 Mc 
and provides greater than 30 db of isola- 
tion and less than 0.2 db insertion loss. 

Delivery is from four to six weeks. 


Transistor Test 


The Dynatran Electronics Corp., 178 
Herricks Road, Mineola, N. Y., announces 
its new line of unit instruments that pro- 
vide direct meter readings of the various 
RF parameters of mesa, drift and surface 
barrier transistors. The instruments can 
provide measurements of the 20 megacycle 
current gain, the collector capacitance and 
the extrinsic base resistance-collector ca- 
pacitance product. These unit instruments 
are available as either individual rack 
mounted units or as plug-in units that 
mount in a bias supply cabinet. 


Static, Self-Contained 
Battery Charger 


A completely static, self-contained 
battery charger for electric utility, railway 
communication and signalling, and indus- 
trial applications, has been announced by 
the Rectifier-Capacitor Div., Fansteel 
Metallurgical Corp., North Chicago, III. 


Primarily for Frequency 
Standard Use Under 
Rigorous Environmental 
Conditions. 


Aging: 1x 10-*/day. Frequency Change: Less than 1 x 10-® under vibra- 
tion of 10 to 200 cps at 10 G, and under 100 G shock when tested per 
MIL-STD 202A Method 202A. Frequency Range: From 4.966 mc to 6.133 
mc. Write for literature to James Knights Company, Sandwich, Illinois. 
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It employs a transistor, magnetic ani- 
plifier circuit and silicon rectifiers, The unit 
maintains its output voltage from no load 
to full load within +1 per cent of the ad- 
justed nominal voltage with +10 per cent 
changes in line voltage. 

The charger is suitable for lead-acid 
and nickcl-cadmium batteries. It is avail- 
able in standard models with charging 
rates up to 100 amperes. Special units are 
available on request. Input is 115/230 
volta ac. Efſicieuey ranges from 75 to 80 
per cent. 

A current-limiting circuit eliminates 
the possibility of damaging the charger or 
battery when it is connected to a com- 
pletely discharged battery. Equalizing 
charge required to balance the plates of 
lead-acid batteries can be applied through 
a manual control. 

In normal operation, with the battery 
floated across the output, the charger 
delivers regulated dc power to relays, pilot 
lights, tripping or closing coils, or carrier 
equipment. 'The charger also maintains the 
battery at full charge for emergency use. 
During overload or high demand, the bat- 
tery supplements the charger while the 
current limiting circuit protects the 
charger. 

Optional equipment includes an ac 
failure relay, equalizer timor, meters, and 
ground detector indicators, Prices for 
complete units start at $200.00. 
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SOUTH PLAINFIELD, М. J., Dec.1 —— ASARCO 
CENTRAL RESEARCH LABORATORIES, USING SPECIAL 


REFINING AND ANALYTICAL TECHNIQUES, HAVE 
SUCCEEDED IN PURIFYING SELENIUM SO THAT NO 
NICKEL OR IRON CAN BE DETECTED AT 5 PARTS IN 
100,000,000. LEVELS OF OTHER IMPURITIES IN 
ASARCO HIGH PURITY ELEMENTS CAN AT TIMES 

BE MORE SPECIFICALLY LIMITED TO MEET 
CUSTOMERS' SPECIAL REQUIREMENTS. 


ASARCO HICH PURITY ELEMENTS ANALYSES asor DEC. J. 1967 


Impurities sometimes found at maximum levels in parts per million 
(< denotes less than ppm indicated) 


Element and Grade Bi Cu Fe As Pb Ag Tl Sn Te Au Na CI Cd 


ANTIMONY — A-60 D = 
V ARSENIC A.-60 IL fein | ШЕШ ИЕШЕ ШЕ Li n 
BISMUTH A-58 Та 
CADMIUM A-60 feik fry 1 |] | L1 Е ВЕ 
COPPER A-58 No Impurities Detectable by Spectrographic Analysis 
GOLD A-59 fetal jap: [| 1 1 Гг] 
INDIUM A-58 IL Te] ТЕТЕ blo L | 
шар — — faif<ifail | [| [| [ | | | J 
SELENIUM — A-58 I Te] ja] | i ] Ab bL De] | 
SILVER A-59 [ Tee Tl D oq d € ШШ Lb 
SULFUR A.-58 [I | LL T.I ШЕ ИЙ ТИШ ЕШ ЕЕ КӨ | 
TELLURIUM A-58 [ Tabs ШЕ ЖЕ ШИШИ ИШ ШИ ТИШ ШЕ ШЕ ШЕ ШИ 
V THALLIUM — A-60 FL fata) [е] d dl zb. | 
ZINC x | [<1[<:[ Jal [ [| [ | i [< 


S1N3N1313 ALIYAd H9IH 


у Denotes element improved since last published analyses. 


The analyses above are among pertinent data compiled by Asarco's 
Central Research Laboratories in an up-to-date catalogue now available 


F 
AS ARCO to users of high purity elements. For a copy, write on your 
mcd E company letterhead to American Smelting and Refining Company, 


120 Broadway, New York 5, N. Y. 


IS YOUR COMPANY ON 
THE OFFENSE FOR DEFENSE? 


SIGNAL is your 


introduction to the men who control 


government's growing $6.5 billion radio-electronics spending 


Never before have our armed forces so badly needed the thinking and 
products of the electronics industry. Advertising in SIGNAL, the official 
journal of the Armed Forces Communications and Electronics Association, 
puts you in touch with almost 11,000 of the most successful men in the 
field——every one a prospect for your defense products! 


FFC ccc / dd ee ee 


Share in the defense and the profits! 
Company membership in the AFCEA, 
with SIGNAL as vour spokesman, puts 
vou in touch with government decision- 
makers! 


SIGNAL serves liaison duty between the 
armed forces and industrv. It informs 
manufacturers about the latest govern- 
ment projects and military needs, while 
it lets armed forces buyers know what 
you have to offer to contribute to our 
armed might. SIGNAL coordinates needs 
with available produets and makes de- 
velopments possible. 


But SIGNAL is more than just a maga- 
zine. It's part of an over-all plan! 


A concerted offensive to let the govern- 
ment, which has great faith in industry 
and the private individual producer, 
know exactly what's available to launch 
its far-sighted plans. Part of this offen- 
sive is the giant AFCEA National Con- 
vention and Exhibit (to be held next vear 
in Washington, D.C., June 12-14). Here, 
vou ean show what vou have to contribute 
directly to the important buyers. Your 
sales team meets fellow manufacturers 
and military purchasers and keeps “on 
top” of current government needs and 
market news. 


Besides advertising in SIGNAL which 
affords year-round exposure by focusing 
vour firm and products directly on the 
proper market . . . besides participation 
in the huge AFCEA National Conven- 
tion and Exhibit ..the over-all plan of 
company membership in the AFCEA 
gives your firm a highly influential organ- 
ization's experience and prestige to draw 
upon. 


As a member, you join some 175 group 
members who feel the chances of win- 
ning million dollar contracts are worth 


monthly chapter meetings and dinners, 
meet defense buyers, procurement agents 
and sub-contractors. Like the other 59 
local chapters of the AFCEA, your team 
gets to know the "right" people. 


In effect, company membership in the 
AFCEA is a "three-barrelled" offensive 
aimed at putting vour company in the 
"elite" group of government contractors 
—the group that, for example in 1957, for 
less than 88.000 (for the full AFCEA 
plan) made an amazing total of 4 
lion dollars! 


552 mil- 


This "three-barrelled" offensive consists 
of 


(1) Concentrated advertising coverage in 
SIGNAL, the official publication of 
the AFCEA; 


(2) Group membership in the AFCEA, 
a Select organization specializing in 
all aspects of production and sales in 
our growing communications and 
electronics industry; and 


(3 


— 


Attending AFCEA chapter meetings, 
dinners and a big annual exposition 
for publicizing your firm and display- 
ing your products. 


If you’re in the field of communications 
and electronics . . . and want prestige, con- 
tacts and exposure . . let SIGNAL put 


your company on the offense for defense! 
Call or write for more details—now! 


Wm. C. Copp & Associates 
72 West 46th Street, 
New York 36, New York 
MUrray Hill 2-6606 


А NEWS 
New Products TON 


T—— enne м 


Тһеѕе manufacturers have invited PROCEEDINGS 
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Magnesium Oxide Crystals 


Relatively large, high purity, single 
crystals of Magnorite fused magnesia are 
now being produced by Norton Co., Re- 
search and Development Dept., Worces- 
ter 6, Mass. Developmental quantities 
of these crystals, with dimensions up to 
1", are now available. 


The electronic properties of large single 
crystals of magnesia have been recognized 
for some time. They have, however, been 
difficult to make in a consistent size and 
quality range. Techniques developed by 
john Scott of the Chippawa, Ontario, sec- 
tion of Norton's Research & Development 
Dept. have made it possible to produce 
crystals of predetermined quality. The 
process also permits making crystals with 
definite percentages of known impurities. 
The "doped" crystals exhibit different 
electronic. characteristics when the im- 
purities consist of certain metallic transi- 
tion elements. 

At the present time, the major fields of 
application of these crystals seem to be in 
the field of electronics where laser and 
maser studies are being conducted. The 
Electron Spin Resonance is being studied 
as a function of the impurity concentration 
level of various metallic elements. Mag- 
nesia's refractoriness permits development 
for high temperature applications. [ts 
ability to transmit infra red radiation at 
elevated temperatures is unsurpassed. 

Crystals larger than 2" have been pro- 
duced and may be available for experimen- 
tal work. Norton has generated optically 
clear lenses of 3" diameter from multi- 
crystal pieces of magnesia. 

The techniques developed in the 
laboratory can be expanded into com- 
mercial production should the demand 
develop. 

*Doped" magnesia crystals containing 
the major impurity at the approximate 
level indicated are experimentally available 
as follows: Fe305—0.0595; Co40,—90.10; 
NiO—0.03; Cr20;—0.05; Мо:Оз —0.08; 
AhO,—0.50;  TiO—0.02;  ZrO:—0.03; 
000.03; V-0;—0.09. 

The infra red transmission characteris- 
tics appear to be unaffected by the pres- 
ence of these doping agents at the level 
indicated. 


the relatively low investment of time and Boston Chicago d further information write to the 
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x. E A оса 
vour team (9 of your top men with you Angeles San Francisco = 
as manager and team captain), attend [BRAI Use Your IRE Directory 
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The Highest Sensitivity 


and the lowest noise.... 


e 
£22 fno 1 Gain chardeter at 
Advanced electronic research by Hitachi technicians n 
has now resulted in the development of a superb h 
frame grid type twin triode (6R-HH8) with excellent | WW 
high gain and low noise characteristics. As a 
component of the tuner, the 6R-HH8 ensures an : К 


excellen! picture with a remprkable degree of 
definition. = Tf | 
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| E 
Hitachi also produces other receiving tubes and components for television which, when 


used together with the new 6R-HH8, cannot fail to earn any maker a market reputation 
even better than he currently enjoys. T 


Automatic tube testing equipment с $ 
@ kooky Ltd. 


Tokyo Japan 
Cable Address: "HITACHY" TOKYO 
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| SPRAGUE 
PIEZO- 
ELECTRIC 
CERAMIC 
ELEMENTS 


Ф) 
ELEMENTS 
FOR ALL 

APPLICATIONS 

^j AS WELL AS 

COMPLETE 

TRANSDUCER ASSEMBLIES 

FOR MOST APPLICATIONS, 
SUCH AS UNDERWATER 

SOUND AND 

VARIOUS ORDNANCE AND 

_ MISSILE DEVICES. } 


PK 


Sprague-developed mass production 
and quality-control techniques assure 
lowest possible cost consistent with 
utmost quality and reliability, Here 
too, complete fabrication facilities 
permit prompt production in a full, 
wide range of sizes and shapes. 
look to Sprague for today's most 
advanced ceramic elements — where 
continuing intensive research prom- 
ises new material with many proper- 
ties extended beyond present limits. 


* 
cx 


— 


YOUR INQUIRIES 


ER ARE INVITED 


ga WRITE FOR 
= LITERATURE 
SPRAGUE ELECTRIC COMPANY 


235 Marshall Street North Adams, Mass. 


SPRAGUE 


THE MARK OF RELIABILITY 
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These manufacturers have invited PROCEEDINGS 
readers to write for literature and further technical 
information, Please mention your IRE affiliation. 
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Band-Pass Filter 


А new band-pass filter to provide pure 
sinusoidal reproduction of the fundamental 
input has been announced by Circuit Dyne 
Corp., а subsidiary of Telonic Industries, 
Inc., 480 Mermaid St., Laguna Beach, 
Calif. 


test all your 
with 
instruments 


Write for information about indus- 
try’s most complete line of stand- 
ard and custom designed instru- 
ments for semiconductor testing. 


DYNATRAN 


178 HERRICKS ROAD 
MINEOLA, NEW YORK 


Pioneer 1 4141 


Available in versions covering all RDB 
telemetering channels from 400 cps to 
70,000 cps in standard bandwidths of 
+7.5% and +15%, the retriever provides 
50-db minimum attenuation at and above 
the second harmonic of the input's lower 
band-edge, and the same attenuation at 
and below one-half the upper band-edge. 
Band-edge response is held to within 2 db 
of center frequency response and the out- 
put will contain less than 1% harmonic 
distortion with second harmonics of up to 
three times the fundamental amplitude. 
Therefore, an arbitrary wave-chain fed 
into the filter with its fundamental fre- 
quency within the pass band will produce 
a pure fundamental frequency. sine-wave 
output. 

Insertion loss of the filter at center fre- 
quency is less than 3 db for all chaunels 
above No. 7, less than 6 db for channels 
4, 5, 6, and 7, and less than 9 db for chan- 
nels 1, 2, aud 3. Standard impedances are 
either 1000 or 10,000 ohms and input 
voltage is 20 v rms, 100 v peak-to-peak 
maximum. 

Parallel connection of several different 
channels to thé sanie source or load may be 
made with degrading the filter's electrical 
characteristics. 

The unit, model FB-1, is housed in a 
hermetically sealed can equipped with a 
standard 7-pin miniature tube socket. 
Standard versions are priced at $20 to $60 
depending on characteristics and quautity; 
delivery in 5 weeks, Special models with 
various frequencies, bandwidths, and im- 
pedances are available. For complete data, 
contact the Marketing Department. 


Instrument Pen Uses 
Ink Cartridges 


А new universal marking system 
using a smooth-writing pen, replaceable 
cartridge ink supply and sealed capillary 
system given a clean, legible record with- 
out blotting, smearing, running or drip- 
ping. 


Manufactured by the Technical Prod- 
ucts and Instruments Div., The Ester- 
brook Pen Co., 200 Cooper St., Camden, 
N. J., the new pen is installed in place of 
present marking devices in less than 10 
minutes. It provides uninterrupted writing 
up to months at a time, operation under 
environmental extremes, and substantial 
savings in maintenance time. 

Known as the Mark-Trol universal 
conversion kit, it is said to replace over 90 
per cent of the present marking systems 
now in use and is especially adapted to in- 
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dustrial circular chart recorders and 
meters. 

Au easily replaced plastic cartridge ink 
supply reduces servicing problems of man- 
nally filled. systems, and eliminates. the 
possibility of breakage present in bag and 
glass ink supply devices. The sealed 
capillary system eliminates the problems 
of dust, dirt, moisture, and mold which 
clog open bucket or trough systems, Car- 
tridge contains a large supply of ink, ex- 
tending change cycle from days to months. 

The conversion kit consists of one 
stylus (4 sizes available), capillary tubing, 
universal adapter, cartridge holder, mount- 
ing bracket, pressure sensitive tape, and 4 
plastic ink cartridges in a choice of 5 high- 
visibility ink colors, For details contact the 
firm, 


Gregg Named by 
Gorham Electronics 


Robert 5. Gregg has been named 
Foundry Superintendent of Gorham Elec- 
tronics Div., Gorham Corp., 333 Adelaide 
Ave, Providence, 
K. I., in an an- 
noumcement by 
George S. Blome, 
Division General 
Manager. 

Gregg was most 
recently associated 
with the .Muminum 
Co. of America as 


Works Superin- 
tendent of Alcoa's 
Bridgeport Con- 


necticut Foundry. 

Previously, he held the position of Staff 
Metallurgist, Senior Metallurgical Engi- 
neer, and Assistant Works Superintendent 
for the same company. 

А graduate of Renssalaer Polytechnic 
Institute, where he received the degree of 
Bachelor of Metallurgical luginerriug, 
Gregg has also served as Instructor of 
Metallurgy at the University of Bridge- 
port. Gorham Electronics is engaged in 
the field of microwave components and 
antenna subsystems, 


Rowe Joins 
Tenney Aero-Space 


Irwin Rowe has joined the Aero-Space 
Div. of Tenney Engineering., Inc., Union, 
N. J., as а project engineer, Frank H. 
Gardner, Manager 
of the division, an- 
nounced, Tenney is 
a major manufac- 
turer of orbital and 
environmental sim- 
ulation test equip- 
ment. Rowe, a 1954 
graduate of the 
City College of New 
York, holds pro- 
fessional engineer- 
ing licenses in New 
York and New 
Jersey. He is a member of the New York 
State Society of Professional Engineers and 
membership chairman of the Mid-Jersey 
Seetion of the American Society of Me- 
chanical Engineers. 
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Rowe came to Tenney from Vr Reduc- 
lion Co., Inc. Before that he was with 
Western Electric Co. and with New York 
City in engineering capacities. 


Zuck New VP 
for General Atronics 


Genera! Atronics Corp., One Bala .\ve., 
Bala-Cynwyd, Pa., as part of its current 
expansion and diversification program, has 
named a new di- 
visiunal vice-presi— 
dent. He is Кау А. 
Zuck, who will head 
the instrument di- 
vision of Atronics? 
new Electronic 
Tube and Instru- 
ment Div. at Wynd- 
moor, Pa. The tube 
aud Instrument Di- 
vision was acquired 
by Atronics last 
month through 
merger of Electronic Tube Corporation 
into the Bala-Cynwyd, Pennsylvania, 
electronics firm, specialists in systems and 
produet engineering for goverument, in- 
dustry, and education, 

Zuek, who previously directed product 
engineering for the Atronic Products 
Division at West Conshohocken, Pennsyl- 
vania, will be responsible for engineering, 
production and sales in his new post at the 
instrument division, which designs and 
produces oscilloscopes and oscilloscope re- 
cording cameras. 


(Continued on page ЯЛ 


Send for your FREE 


1962 


HEATHKIT 
CATALOG 


The world's biggest kit catalog 
Чалы... 
* NEW KITS 
* NEW STYLING 
* NEW GUARANTEE 
* NEW NO MONEY 
DOWN TERMS 


Save up to 50% on Stereo Hi-Fi, Test Instru- 
ments, Amateur Radio, Marine, Educational 
and General Interest items that we guarantee 
you can build. Over 250 different kits illus- 
trated with specifications, schematics and 
full descriptions in this new 100 page catalog. 
Send for your free copy today! Send your 
friends' names too. 


HEATHEIT’ 
by Гарал — 
— 


World's Largest Manufacturer of Electronic Kits 


HEATH COMPANY 
Benton Harbor 4, Michlgan 


Piease send FREE 1962 Heathkit Catalog 
NAME 
ADDRESS — 


CITY ZONE STATE __ 


PRECISE, 
RELIABLE 
POWER 
SUPPLIES 
IN A WIDE 
CHOICE OF 
OUTPUT 
RANGES 


SM GROUP 
Optional 0.1% or 0.01% regulation: 


Three rack sizes; 834" H, 514" H, and 
3%” H. Impervious to operational 
damage: circuit protection is an in- 
herent function of input transformer 
and regulator characteristics. 


3V2" PANEL HEIGHT 


0.196 DC OUTPUT 0.0196 
REGULATION RANGE REGULATION 
MODELS VOLTS AMPS MODELS 
SM 14-7M 0-4 0-7 SM 14-7MX 
SM 36-5M 0-36 0-5  SM36-15MX 
SM 75-2M 0-75 0-2 5М 75-2МХ 
SM 160-1M 0-160 0-1 SM 160-1MX 


SM 325-0.5M 0-325 0-05 SM 325-0.5MX 


SV PANEL HEIGHT 


SM14-15M 0-14 0-15 SM 14-1 
SM 36-10M 0-36 0-10 SM 36-10MX 
SM 75-5M 0-75 0-5  SM75-5MX 

SM 160-2М№ 0-160 0-2 SM 160-2МХ 
SM 325-1M 0-325 0-1  SM325-1MX 


834” PANEL HEIGHT 


SM 14-30M 0-14 0-30 SM 14-30MX 
SM 36-15M 0-36 0-15 SM36-5MX 
SM 75-8M 0-75 0-8 5М 75-8МХ 
SM 160-4M 0-160 0-4 SM 160-4MX 
SM 325-2M 0-325 0-2 SM 325-2MX 


FOR COMPLETE SPECIFICATIONS 
ON MORE THAN 175 STANDARD 
MODEL POWER SUPPLIES, SEND 
FOR KEPCO CATALOG B-611. 


131-42 SANFORD AVENUE 


FLUSHING 52, N. Y. 
IN 1-7000 * TWX #NY4-5196 
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Engineers who know 
—SPECIFY 


SUPERFINE 


LOW-LOSS RF LACQUER 


* Q-max, an extremely low loss dielectric 
impregnating and coating composition, is 
formulated specifically for application to VHF 
and UHF components. It penetrates deeply, 
seals out moisture, provides a surface finish, 
imparts rigidity and promotes stability of the 
electrical constants of high frequency circuits 
Its effect upon the "Q" of RF windings is 
practically negligible 

* Очпах applies easily by dipping or brush 
ing, dries quickly, adheres well; meets most 
temperature requirements. Q-max is indus 
try's standard RF lacquer. Engineers who 
know specify Q-max! Write for new catalog 


“Registered Trademark 


Q-max Corporation 
MARLBORO + NEW JERSEY 
Telephone; HOpkins 2-3636 


CPO- 


CONTROLLED 
PRECISION 
OSCILLATOR 


AN/URA-31 


TMC Model CPO.1 (AN/URA-31] is а 
precision signal generator tunable from 
1.75 to 33.75 megacycles in 100 cycle 
steps with an overall stability and accuracy 
of 1 part in 108 per day. 

The CPO-1 is used in laboratories and 
production facilities to provide precise RF 
frequencies. It is also used operationally as 
the control oscillator in a transmitter or 
receiver to create a highly stable trans- 
mission system. 

For additional information about the 
CPO-1 and other test equipment, please 
contact 


The Test Equipment Division ОЈ 


zi ә NEWS 
N New Products (i, \ 


These manufacturers have invited PROCEEDINGS 
readers to write for literature and further technical 
information. Please mention your IRE affiliation. 
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Interstage Delay Module 


Navigation Computer Corp., Valley 
Forge Industrial Park, Norristown, Pa. has 
developed the Model M11 Interstage 
Delay Module. Navcor manufacturers a 
complete line of digital logic modules and 
digital systems. 


THE TECHNICAL MATERIEL CORPORATION 


World Wide Suppliers of Electronic Communications Equipment 


and Subsidiaries 


MAMARONECK, NEW YORK 


OTTAWA, CANADA «ALEXANDRIA, VIRGINIAeGARLAND, TEXAS®LA MESA, CALIFORNIA POMPANO BEACH, FLORIDA 
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The Interstage Delay Module is used 
with the Model M10 One-Megacycle Flip- 
Flop Module. It has five inductive delay 
circuits which provide a fixed delay of 0.75 
microsecond for each interstage carry 
pulse from the Model M10. It also has 
OR gates and AND gates for reading in- 
formation into the flip-flops in parallel. 

The M Series Megacycle Modules are 
completely compatible with Navcor 300 
Series Modules. You can build entire high- 
speed systems with M Series Modules, or 
you can combine them with 300 Series 
Modules to build systems which use high- 
speed circuitry only where necessary. 


Transistor Heat Dissipator 


A transistor heat dissipator for printed 
circuit board applications has been an- 
nounced by the Thermalloy Co., of 2130 
Irving Blvd., Dallas, Texas. Known as the 
#2210, this is designed to fit all transistors 
in the TO-5, 9 case styles. A design feature 
permits use of the #2210 with case sizes 
made by all manufacturers and eliminates 
the need to match the dissipator to the 
individual diameter of the transistor case. 


The “Positive Contact” feature pro- 
vides the optimum heat path between the 
transistor and dissipator. Tightening the 
gland nut firmly clamps both sides of the 
transistor weld flange, the point of maxi- 
mum heat. Heat is then conducted to the 
fin area where it is removed by either 
natural conduction or forced air cooling. 
Low in price, the 02210 sells for 22¢ each 
in production quantities. These new dis- 
sipators are available now from stock. 

Thermolloy Company was organized 
in 1958 and produces a complete line of 
finned and stud mounted heat sinks and 
dissipators for transistors. 


General Purpose Integrator 


Texas Research and Electronic Corp., 
Meadows Building, Dallas, Texas, intro- 
duced a General Purpose Integrator, desig- 
nated the GP1-100. This instrument uti- 
lizes a solion tetrode as the integrating ele- 
ment. It is battery-powered and portable, 
weighing 54 pounds and measuring 61^ 
8"X8". Accurate to 1%, the СРІ-100 has 
an input impedance of 10 К, a frequency 
response from dc to ke, and accepts inputs 
to 1 volt. The integral is read out on a 1% 
meter with both a 100 volt-second and 
1000 volt-second range. Optional features 
include an input amplifier, time averaging 
and digital readout. Price 8475. Avail- 
ability 30 days. 
98A) 
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If protective devices fail to protect, costly burnouts 
may result. Or, if they open needlessly, equipment 
is put out-of-service. In either case, users may blame 
the trouble on the equipment and not on the faulty 
protective device. 


To guard against this happening to your equip- 
ment, specify BUSS and FUSETRON fuses. Each 
and every fuse is tested in a sensitive electronic de- 
vice that automatically rejects any fuse not correctly 
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calibrated, properly constructed and right in all phys- 
ical dimensions. 

Should you have a special problem in electrical 
protection, where you might be in doubt as to the 
proper fuse to use, BUSS places at your service the 
facilities of the world's largest fuse research labora- 
tory and its staff of engineers. 

To get full data for your files, write for the BUSS 
bulletin on small dimension fuses and fuseholders. 


Form SFB. 


r 


ү. 
|| Р 
We y T ) 
„ ENERGY CONVERSION 
controlled by leadership 


This is a portrait of experienced hands. Thirty years study in the art of 
controlling electron behavior in electron devices under all conditions 
gives RCA outstanding experience. In the new areas of 


energy conversion —Thermoelectrics, Solar Cells, and Thermionics 
—it is natural to consult this reigning leadership. On the 


one hand, it can implement your own research and development. 
On the other, it can advance the state of the art. 


'The Most Trusted Name in Electronics 


Write: RCA Electron Tube Division, | ; 
— ® 
December, 


Space Components, Lancaster, Pa. 
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WHAT'S 


HAPPENING 
IN LO N D 0 N ? Follow progress across the Atlantic through WIRELESS 


WORLD — Britain's leading magazine for electronics, radio 
and television, with by far the largest readership among 
British scientists and technologists. Regular contents include 
authoritative articles on theory and practice, circuit and 
equipment design, scientific and manufacturing applica- 
tions; reviews of new products; reports of conferences and 
exhibitions ; industrial and professional news. 


Wireless World 


ELECTRONICS - RADIO TELEVISION 


ELECTRONIC TECHNOLOGY is Britain's foremost authority 
on advanced developments in radio, radar, television and all 
forms of telecommunications. Original papers, both theo- 
retical and practical, are contributed by leading scientists 
and technologists. For all who must have the latest infor- 
mation on British and European research, ELECTRONIC 
TECHNOLOGY is an indispensable medium. 


Electronic 
technology 


{TROND orn Seems 


Model of the 500-foot television 
und radia-telephony tower now 
rising over Central London 
for the General Post Office. 


MAIL THIS COUPON TODAY TO: BRITISH PUBLICATIONS INC., 30 EAST 60TH STREET, NEW YORK 22, N.Y. 


Please enter my our subscription to WIRELESS WORLD/ELECTRONIC TECHNOLOGY for: CCC sm 
C] WIRELESS WORLD | | WIRELESS WORLD ADDRESSUME en Bees аа ; 
12 MONTHS (12 ISSUES) .. $5.50 36 MONTHS (36 ISSUES)... $11.00 (A SAVING OF $5.50) 


— ELECTRONIC TECHNOLOGY | | ELECTRONIC TECHNOLOGY 
12 MONTHS (12 ISSUES) ... $9.50 36 MONTHS (36 ISSUES)...$19.00 (A SAVING OF $9.50) 


С] BILL МЕ LATER [EE CHECK/M.O. FOR S. . ENCLOSED ZONE... ilis be STATE .. AOT BROT ORE ы 
PRO.IRE 
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CRITICAL MOMENTS! 
LONG before the 


SCRAMBLE 


a successful mission 
begins on the ground 


Critical moments pass during the pre-flight check 
of the all-weather F-1050 Thunderchief, and its 
equipment. Of vital importance are the "eyes" of 
the F-105D ... Nasarr (North American Search and 
Range Radar). The ground support equipment which 
checks out the receivers in Nassarr includes 
STODDART COAXIAL TURRET ATTENUATORS. 


Stoddart wide-range attenuators have been selected 
for their efficiency and dependability in this and 
other applications which require: 


© Ruggedness 

* Close tolerances 

* Low VSWR 

© Light weight 

e Small size 

* Rapid changing of db values 

e Easy “Pull-Turn-Push” operation 
e Guaranteed reliability 


Stoddart attenuators are precision made — com- 
petitively priced. 


AIRCRAFT RADIO CO., INC. 


A^ AN № 
а Monica Blvd., Hollywood 38, Calif.; HOllywood 4-9292 NN Be. »' 
serving 33 countries in Radio Interference control M 


A NEWS / 
New Products AN 
— I 


~ " . - 


These manufacturers have invited PROCEEDINGS 
readers to write for literature and further technical 
information. Please mention your IRE affiliation. 
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Chopper Input Transformer 


А new line of high impedance chopper 
input transformers with balanced windings 
and magnetic and electrostatic shielding is 
now available from James Electronics, 
Inc., 4050 No. Rockwell St., Chicago 18, 
Ш. Specially designed leads simplify plug- 
ging or soldering into p.c. boards. Trans- 
formers are available in step-up and step- 
down configurations for use in transistor, 
Nuvistor and tube circuitry. Can be used 
with solid state, mechanical and photo- 
sensitive choppers. Available in miniature 
(11° seated height) and microminiature 
(2” seated height) sizes. Transformers will 
meet industrial and military (MIL-T-27A) 
specifications. 

Prices range from $8.75 to $18.00 each 
with delivery from stock for sample quanti- 
ties. 


Solar Cells 


Thumbnail-sized solar cells—frequenutly 
used in space vehicles to transform light 
into electrical energy—are being used to 
generate impulses in a new commercial 
electrouic computer system developed 
by Equipinent & Systeins Div., Burroughs 
Corp., Detroit 32, Mich. 

The cells were adapted to supply power 
for reading punched cards in the Burroughs 
B200 computer series introduced last 
month. 


While solar cells in space vehicles use 
the sun as their light source, their counter- 
parts in computers perform the energy con- 
version function in response to artificial 
light. 

In the computer's card reading unit, a 
row of lamps are positioned opposite a 
series of solar cells. When a card passes be- 
tween the lamps and the cells, light passes 
to the solar cells through the punched out 


(Continued on page 1004) 
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FOR DIRECTING, CONTROLLING, 
AND MEASURING RF ENERGY... — 


DIELECTRIC’S PRODUCTS SATISFY 
EVERY PERFORMANCE NEED 


FILTERS, DIPLEXERS & DUPLEXERS DIRECTIONAL COUPLERS 


. . . for all applications, wave- 
guide or coaxial. In addition to 
its standard line of single- and 
double-tuned coaxial resonators 
which may be combined in many 
ways, Dielectric designs special 
networks for any power level, 
low to very high. 


Illustrated is a network to isolate 


20 kw commands to and 0.002 . . . provide for coupling external measuring 
microvolt signals from a space and monitoring equipment to coaxial and wave- 
vehicle, simultaneously. Built for guide r-f transmission systems. The range of 
Space Technology Laboratories, coupling ratio is roughly 30 to 80 db, depend- 
Inc., one of these giants is in- ing on model and frequencies. Directivity of 
stalled in the giant Jodrell Bank standard models is > 30 db, but > 40 db can 
radio telescope. Also shown is a be supplied. Output source impedance is 50 
miniaturized balanced duplexer ohms. Maximum power output is 4 watts for 
handling 10 kw average and 3%” and larger coaxial models, 1 watt for 
weighing only five pounds. smaller lines; 2 watts for 1%” x 3" and larger 
For further information, specify waveguide, 1 watt for smaller guides. 
proposed applications. Request Bulletin No 61-5 


PHASE SHIFTERS 


. . . for any line size and impedance, and any degree of 
sophistication. Of particular interest is Dielectric's line of 
common-case, coaxial-line phase shifters which eliminate 
sliding joints in the outer conductor. Power handling 
capacity and life are both enhanced. 

Phase shifters are available in manual and remote-control 
models, with or without provision for remote position indi- 
cating devices. All are characterized by low VSWR and 
yoy high power capability, and variable, linear phase 
shift. 


Request Bulletin No. 61-7 


RIGID TRANSMISSION LINE 


... in lengths up to 30 feet, copper or aluminum outer conductors. 
Standard sizes are %, 1%, 316, 618, 9346 inches in all standard imped- 
ances from 25 to 200 ohms. Special sizes are available such as 9, 10, 
12, 16 inches. Two basic styles: Quick-Clamp Type 40 featuring flange 
connections that swivel to any rotational angle, quick positive assembly 
by tightening only two bolts, and piloted flanges eliminating centering 
rings; or when specifications stipulate, the EIA (RETMA) Type 70 
bolted-flange lines offering the same electrical characteristics. 


Request Catalog No. 61-4 


SLOTTED LINES & DIFFERENTIAL PROBES 


. . for measuring VSWR to 1.002 accuracy, the 
first and only major breakthrough in slotted-line 
measurement techniques. Improves resolution up to 
ten times that ohtained with E-field probes, Avail- 


able in 336", 6%", and 99a" 50-ohm line sizes, other Tm 
sizes and impedance on special order. Adapters and 
reducers to other line sizos can be supplied. 

Request Bulletin No. 61-8 
For applications in the publie entertainment field, DIELECTRIC products Areas of DIELECTRIC capability in coaxial, 
are available from the Radio Corporation of America. For all other appli- waveguide and open wire techniques .. . 
cations, contact DIELECTRIC directly. TRANSMISSION LINE & COMPONENTS * NETWORKS 


SWITCHES * TEST EQUIPMENT * R&D ENGINEERING 


dial DIELECTRIC PRODUCTS ENGINEERING CO., INC. 
DIELECTRIC — 

For solutions to 

communications RAYMOND, MAINE Tel. No. OL 5-4555 


problems 
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now. "mu find, ЕЗ 
identify, analyze ^ 
noise . interference 


1kc—25mc 


These manufacturers have invited PROCEEDINGS 
readers to write for literature and further technical 
information. Please mention your IRE affiliation. 
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areas in the card, causing electrons within 
the cell to jump across an intracellular 
junction. 

This electron activity generates energy 
in the form of electrical voltage and cur- 
rent. Solar cells, because they are com- 
pletely self-sufficient power sources, elimi- 
nate the need fer companion devices to 
generate electrical energy. 

This results in more compact design 
than is possible with conventional meth- 
ods, in which photodiodes are used in tan- 
dem with additional components. 


... Just one of the many ways to use 


Low Pressure Gage 


The Model 8007, a small, rugged, sen- 
sitive low pressure gage, was developed by 
Aero Mechanism, Inc., 7750 Burnet Ave., 
Van Nuys, Calif., for wide application in 
ground support and flight equipment and 
many critical commercial installations. 


PANORAMIC’s 
economical 


SPA-3/25 


SPECTRUM 
ANALYZER 


Widely used for high-speed location, identi- 
fication and analysis of random and discrete 
signals, the SPA-3/25 automatically separates 
and measure the frequency and amplitude of 
signals in spectrum segments up to 3mc wide, 
selectable anywhere between | kc and 25mc 
(usable down to 200 cps). Direct readouts of 
frequency distributions and amplitudes of sig- 
nals are provided respectively on calibrated X 
end Y axes of a 5" long-persistence CRT. The 
SPA-3/25 samples the spectrum at a 1-50 cps 
rate. 


=й 


Exceptional sensitivity normally found 
in larger units is achieved through their 
specially designed and built noncorrosive 
sensing diaphragm. All seals are metallic. 
Range О to 40“ of water; accuracy and re- 
peatability 41“ of water; operating tem- 
perature —65 to 185°F; hysteresis 0.5" 
water; shock and vibration resistance per 
MIL-E-5272C; diameter 2"; length 3.9"; 
weight 12 oz. Contact the firm directly for 
details. 


PANORAMIC presentation of the 
Model SPA-3/25 


. permits quick location of signals, minimiz.s 
Chances of missing weak signals or holes in the 
spectrum 

2. speeds up measurements by eliminating 
tedious point-by-point plots 

3. enables fast, reliable detection of compara- 
tively low level discrete signals present in 
tandom spectra through use of adjustable nar- 
том IF bandwidths and correlation techniques 


4. allows identification and subsequci.t analysis 


Noise spectrum analysis using internal video 
smoothing filter presents noise envelope aver- 
ege versus frequency in readily appreciated 
form. Internal marker pips are 500kc apart. 


SPECIFICATIONS: 


Frequency Range: | kc—25mc in 2 bands 
Sweepwidth: Variable, calibrated from 0 to 3mc 
Center Frequency: Variable, calibrated from 0 


Thin-Walled Coil Bobbin 


of dynamic characteristics of modulated signals to 23.5mc 'l'he photograph shows a one-piece 
^ Markeri Crystal e laminated glass cloth coil bobbin, the same 
we LEN Resolution: Variable, 200 cps to 30 kc bobbin after winding and sealing, and the 


FINNA 
/ J ia the юзе», 
/ 


Рапогатіс 


electronics inc. 


Formerly Panoramic Radio Products, Inc 


522 So. Fulton Avenue, Mount Vernon, N.Y. 
Phone: OWens 9-4600. TWX: MT-V-NY-5229 


Cables: Panoramic, Mount Vernon, N.Y. State 
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Sweep Rate: Variable, | cps to 60 cps 

Amplitude Scales: 20 db linear, 40 db log, 10 
db square law (power) 

High Sensitivity: 20 uv full scale deflection 

Attenuator: 100 db calibrated 

Response Flatness: + 10% or + | db 

Input Impedance: 72 ohms. High impedance 
probe-PRB-|—Optional 

The SPA-3/25's great flexibility makes it a val- 

uable tool in а wide range of applications. 

Write, wire or phone NOW for detailed speci- 

fications and NEW CATALOG DIGEST. 


Put your name on our mailing list for "THE 
PANORAMIC ANALYZER," featuring applica- 
tion data. 
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vertical gyro of which the wound unit is a 
part. 


Y 


b 


This bobbin has an overall length of 
only 0.698", and L.D. of 0.218" and a wall 
thickness of 0.020". To one end of the bob- 
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STANDARD 


33 KILOGAUSS 
IN A 12" MAGNET 


Fields up to 33 kilogauss, (0.7 inch gap, 1" diameter) 
are attainable in the standard Model L-128 Electro- 
magnet. This performance is achieved at only 5 KW 
of power by the use of special alloy pole caps. 
Even higher field strengths are possible in smaller 
working gaps. Send for complete details. 


— 


д” 


= 
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Harvey-Wells Corporation, specialists in the field 
of high precision electromagnets, is rapidly expand- 
ing its engineering and field service staffs in order 
to better serve our many customers. 


Examples of recent custom magnets designed and 
fabricated by Harvey-Wells Corporation include: 
a magneto-hydro-dynamic, (MHD) magnet weighing 
58,000 lbs; an iron-clad high field solenoid generat- 
ing in excess of 50,000 gauss over a 2 inch diameter 
with approximately 200 Kilowatts of power; a 90°, 
25 inch radius, magnetic spectrometer magnet of 
high precision; a 7 INCH GAP WIDTH, 20 KG 
magnet with an 8 inchdiameter; A large precision 
electromagnet optimumly coned down to a 15 inch 
diameter to generate in excess of 30 kilogauss across 
а 1 inch gap. 


CUSTOM 


To meet the power requirements of these special 
magnets, a 20 kilowatt power supply with a stability 
rating of 1 part in 105 will soon be added to our 
standard product line. Custom engineered power 
supplies as high as 250 KW, with slightly reduced 
stabilities are also presently being designed. 


Harvey-Wells Corporation is actively expanding their 
group of specialists in magnet optics and invites 
inquiries on beam handling systems as well as other 
custom magnets or magnet system requirements, 


Please use the coupon below for further information. 


HARVEY-WELLS CORPORATION 
Magnetics Division, 43 Kendall St., Framingham, Mass. 


1 am interested in 


NAME 
POSITION 
COMPANY 
ADDRESS 
CITY 


HARVEY-WELLS CORPORATION P.O. BOX 189 H j FRAMINGHAM, MASSACHUSETTS TR 2-4365 
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VERY NARROW TO VERY WIDE 


"асу: 
mmm 


.. ALL IN ONE INSTRUMENT 


NEW | 


SWEEP SIGNAL GENERATOR 


900B 


Here's the last word in versa- 
tility and precision, the ultimate 
instrument for all your IF- 
VHF-UHF requirements. The 
new Jerrold 900B offers unusual 
stability in sweep widths as 
narrow as 10 kc and as wide as 
400 mc. Frequency range 500 
kc to 1200 mc. 

5198000 , Philadelphias 


Illustration of scope at left shows 
typical communications receiver re- 
sponse 4 kc bandwidth at 7 mc. Illustra- 
tion at right shows typical distributed 
amplifier response 2-220 mc. 


* prices and specifications subject to 
change without notice. 


JERROLD 


* Built-in crystal-controlled har- 
monic markers at 1, 10, and 
100mc intervals. 


* Each marker output individu- 
ally controls from front panel. 


e Built-in variable-gain dc-cou- 
pled scope preamplifier with 
200X gain. 


* Built-in precision attenuator 
from zero to 50db in 10db steps. 


* Accurately calibrated frequency 
dial. 


ө High-level metered output. 
Write for complete technical data, 


ELECTRONICS CORPORATION 
Industrial Products Division, Dept. ITE. 123. 
The Jerrold Building, Philadelphia 32, Pa. 


Jerrold Electronics (Canada) Ltd., Toronto * 
Export Representative: Rocke International, New York 16, N.Y. 
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* COMPLETELY TRANSISTORIZED 
*ECONOMICAL «COMPACT 

eNO MAINTENANCE 

«NO ADJUSTMENTS 

«NO CALIBRATION 


2 SEMI- ^. 
: CONDUCTOR : 
„ RELAY 


The SCR 601 Кешу is a high-speed, 
solid-state switching mechanism de- 
signed for signalling applications. 
PROVIDES complete input, output 
and ground circuit isolation. Control 
circuit is a floating 2-terminal trans- 
former winding. Output contacts are 
floating SEMI-CONDUCTOR CIR- 
CUITS that are magnetically switch- 
ed by current flow in the input 
winding. Power for positive control 
of the switching circuits is provided 
by an integral de-to-de converter 
whose AC circuits are opened and 
closed by input-coil current. Re- 
quired power is equal to bias power 
employed in mechanical signalling 
relays. 

The model illustrated is a direct 
replacement for the WE-255 A. Other 
models available for replacing 
AE202, 3, 4A Series, Sigma 72 or 
similar signalling relays. 

A variety of mechanical configu- 
rations and sizes is available in 
polarized and non-polarized relays. 
Less than $100.00 in small quanti- 
ties. Large quantities at greater 
discounts. 


For complete information write 
Rixon for Engineering Bulletin No. 
77 and Product Bulletin SCR601. 


— 


ELECTRONICS, INC. 


2121 Industrial Parkway 
E Montgomery Industrial Park 
Silver Spring, Md. MAyfair 2-2121 
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Please clip coupon below and use right now. 


WHO MAKES POWER TA 
TRANSISTORS LIKE NH 
DELCO RADIO 


MAKES POWER TRANSISTORS ? 


at 


nobody 


endless applications. With high reliability. E Sometime—perhaps today—you may be looking for 
a transistor that's not in our catalog . . . or any catalog. You may need samples or production 
quantities. Chances are we already have it, and at a price you'll like. I Clip the coupon, fill in the 
information and mail to our nearest office, listed below. Your inquiry will be processed immediately. 


GENTLEMEN: | need a power transistor that will meet these specifications. 
Collector diode voltage. = 

Emitter diode voltage. 
Emitter current (continuous) С—С 
Base voltage. 


Saturation voltage. LLL —————————————— 


Thermal resistance (junction to case). —————————— — 
Thermal capacity for pulses in the 1 to 10 millisecond range. 
Collector to emitter voltage Ta 
Estimated quantity геаиігеа - 

My name —————— 
Company СС TM 
Street address — = = en 


——ũ—ñ—ẽä V wee eee мш шш ew M —À —— т сш —— —— — че "шош 4 


Union, New Jersey Santa Monica, California Chicago, Illinois 
324 Chestnut Street 726 Santa Monica Blvd. 5750 West 51st Street D E LCO 


You see, Delco has made more power transistors than anybody else around. We've made them 
in all sizes. Diamond and round base. Industrial and military. In a wide variety of parameters. For 


MUrdock 7-3770 UPton 0-8807 POrtsmouth 7-3500 : 
Detroit, Michigan Syracuse, New York Division of General Motors i ФА D I O 
57 Harper Avenue 1054 James Street Kokomo, Indiana 

Ё TRinity 3-6560 GRanite 2-2668 
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Give your products 
MORE RELIABILITY and 
BETTER PERFORMANCE with 


IN STOCK FOR IMMEDIATE DELIVERY 


CONSTANT VOLTAGE 
TRANSFORMERS. 


Meets Military Accurate Regulations 
Specifications Fast Response 


No Tubes Fully Automatic 
No Moving Parts 


MIL Type Commercial Type 
Here at last is a hermetically sealed magnetic 
voltage regulator that will provide constant 
output voltage regardless of line and/or load 
changes. 

SUPPLIED EITHER MIL. OR COMMERCIAL 
INPUT LINE |OUTPUTIOUTPUT. 
CAT. # VOLT. FREQ. | VOLT. | VA. 


MCV- 6201| 95-130 20 
MCV- 6701| 95-130 70 
МСУ -61301]| 95-130 130 
МСУ. 670F| 95-130 70 
MCV-6130F| 95-130 130 
МСУ. 420F| 95.130 20 


MAGNETIC AMPLIFIERS 


Hermetically Sealed To MIL 
Specifications 

No Tubes 

Direct Operation from Line Voltage 
Fast Response 


P NEWS 
New Products 


(Continued from page 1004) 


bin is laminated а metal washer. .\n exten- 
sion of the fiberglass bobbin's core wall 
0.010" thick protrudes through the washer 
and insulates its I. D. To improve adhesion, 
the washer has tiny countersunk holes 
through which the resin flows and sets up 
in the shape of tiny rivets. 

The bobbin is wound with 6,500 turns 
of #42 wire and is encapsulated with a 
modified epoxy resin, The coil is used in the 
solenoid for erecting the gyro which is part 
of the PB 20 autopilot: system manufac- 
tured by Eclipse-Pioneer Division of The 
Bendix Corp. The washer is the point of 
contact for the coil spring which pushes the 
plunger back into position. 

ЛИ wound bobbins are tested for 
100,000 cycles during a ten-hour period 
prior to assembly in the solenoid. lu the 
laboratory, life tests of 16,000,000 cycles 
have been made at the rate of 1,000 cycles 
per minute. 

in use, the gyro is covered by war- 
ranty for. 1,000 hours of operation, or ap- 
proximately 1,000,000 cycles. 

The bobbin is manufactured by a tech- 
nique developed by Silicone Insulation, 
Inc., Bronx 61, N. Y. The process involves 
the making of a preform under controlled 
heat and pressure in a matched metal 
mold. After curing in the mold and being 
removed, the bobbin is ground to size. 


This type of coil bobbin is used be- 
cause of its mechanical strength, the thin 
wall required and its electrical properties. 
It is full Class “H” insulation. One-piece 
glass-cloth bobbins are being made in 
round and rectangular shapes and range 
upward in size from tiny, close-tolerance 
parts like the one illustrated. The bobbins 
may have any number of flanges, with or 
without holes, slots, affixed terminals or 
other devices. 


New Alumina Ceramics Firm 


Alberox Corp., Industrial Park, New 
Bedford, Mass., formed earlier this year, 
will manufacture and sell high purity alu- 
mina ceramic shapes and ceramic-to-metal 
seals, serving the electrical, electronics, 
chemical and allied industries. The broad 
product line will include such items as high 
voltage terminal bushings, vacuum tube 
cavities and output windows, power cable 
end seals and other precision ceramic prod- 
ucts where high strength, good shock 
resistance, and high dimensional, electrical 
and chemical stability are required. 

The Board of Directors is comprised of 
Herman Н. Frahme; William E. Coyken- 
dall, Jr., Vice President; Robert А. Barker 
of William А. M. Burden & Co.; Bache 
McE. Renshaw of Joseph Walker & Sons; 
and Richard E. Hart of Clark Dodge & Co. 

(Continued on page 130A) 


Use Your IRE Directory— 
Its valuable! 


Get the Mark Approach to 
MICROWAVE 4 


ON 6 TO 8 kmc. 


If you're "going microwave, write for Bulletin 620 on significant new developments from ) 


Mark Products . . . for example: 


PARABOLIC ANTENNAS with exclusive ISOPOLARIZED FEED* . . . offering important 44 
electrical features along with exceptional mechanical stability and lightweight construc- | 
tion, provided by heliarc welded back frame and feed supports. 3 


NEW! SIMPLE POLARIZATION ADJUSTMENT . . . ISOPOLARIZED FEED allows for 360 
degrees of continuous polarization adjustment without rotating dish or feed horn! 


NEW! DUAL PDLARIZED ADAPTER... adapts the standard MARK Parabolas to dual | 
polarization at any time in the field. 


EASE OF INSTALLATION . . . flexible mounting with horizontal roof mounts and vertical 
pipe mounts. 


| 
RELIABLE ELECTRICAL CHARACTERISTICS . . . assured by holding tight precision parts у (| 


Long Life Trouble Free Operation 
Phase Reversible Output 


1 Power Gain 2 х 108 5 


tolerances and thorough quality control at every step of the production process. \ 
4 
Transistor DE-ICING . . . by MARK'S Heated Radomes . . . or use MARK'S unheated гайотеѕ. . . 
installation stays clean either way. 4 
Preamp. *Patent Number 2,996,714 | 
MATEI MARK also manufactures antennas for 2 Way Communications in the VHF and UHF bands | 
Wt, 10 о: .. point to point Grid Parabolas for 450 to 2200 mcs . . rail and mobile units. | 
FIG. 2 i 
" Mark Products 4 
A KEARFOTT R112 ' 
makes the \ 
tT i. most rugged | 
20 ° | 
. parabolic 
1.500 OHMS.) 
antenna structure! = 


MARK offers complete engineering and antenna research service 


MARK PRODUCTS СО СА 


Dept. IE-12 © 5439 W. Fargo Ave. ©  ORchard 5-1500 © Skokie, Ili. 


PARTIAL LISTING ONLY 
WRITE FOR FURTHER INFORMATION ON THESE 
UNITS OR SPECIAL DESIGNS. 
Send for NEW 48 page transformer catalog. Also ask for 
complete laboratory test instrument catalog. 


FREED TRANSFORMER C0., INC. 


1720 Weirfield St., Brooklyn (Ridgewood) 27, N. Y. 


А 


i Positions ; 
Aa 


Open РАХ 
ШИ ТШШШ ШШШ ИДИ ШИШИШИ 


The following positions of interest to 
IRE members have been reported as 
open. Apply in writing, addressing reply 
to company mentioned or to Box No. . .. 


The institute reserves the right to refuse any 
announcement without giving a reason for 
the refusal, 


Proceedings of the IRE 
1 East 79th St., New York 21, М.У. 


PROFESSORS 


The Air Force Institute of Technology, Wright 
Patterson Air Force Base, Ohio, has a vacancy 
in the Department of Mathematics. Most of the 
work is at advanced undergraduate and graduate 
level. One quarter out of four free of teaching 
duties for research or other academic pursuits, 
plus vacation. Working conditions comparable to 
those in leading universities. Employment will 
be effected in accordance with Civil Service regu- 
lations, Rank and salary will denend upon quali- 
fications of applicant and may be anywhere be- 
tween assistant professor, GS-11, $7,560.00 and 
full professor, GS-14, $12,210.00. Applications 
should be made on Standard Form 57, available 
at any Post Office or by letter to Head of the 
Department of Mathematics, Institute of Tech- 
nology, Wright Patterson AF Base, Ohio. 


GRADUATE ASSISTANTSHIPS 


Research and Graduate Assistantships in In- 
strumental Sciences leading to a M.S. degree 
in Instrumental Sciences. Engineering and Phys- 
ics majors with strong background in instru- 
mentation. Course work in fundamental princi- 
ples and theory of basic instrumentation and 
process control. Research work in many felds 
such as high vacuum, electron and ion genera- 
tion, mass spectrometry and gas chromatography, 
and process instrumentation. Stipend $2100 to 
$2400 for twelve months, Send transcript and 
vitae to: Head, Electronics and Instrumentation, 
University of Arkansas, Graduate Institute of 
Technology, P.O. Box 3017, Little Rock, Arkan- 
sas. 


SOLID STATE RESEARCH 


Opening for Ph.D. in physical chemistry, 
physics or metallurgy. We are producers of high- 
est quality silicon and one of our chief research 
interests in this field is vapor-deposited single- 
crystal layers. We are interested in having as 
accurate and comprehensive information as pos- 
sible on such structures and on their possible 
application to devices. We are already engaged in 
electrical and optical studies and are most de- 
sirous of deepening and broadening these studies. 
A sufficiently qualified applicant would have 
ample opportunity for choosing and exploiting 
directions as well as specific problems of interest. 
Other fields of research in semiconductors are 
gallium arsenide, germanium and thermoelectric 
materials. Reply in confidence to Box 2060. 


SENIOR MATHEMATICIAN—STATISTICIAN 


Supervisory position for a Senior Mathema- 
tician experienced in the use of Gaussian, Ex- 
ponential, Gamma and Weibull Distributions for 
reliability predictions on electronic circuitry, Ap- 
ply to Melpar, Inc., 3013 Arlington Blvd., Falls 
Church, Va. 


MEDICAL ELECTRONICS 


A rapidly expanding medical school requires 
an engineer to head an electronics development 
service. A graduate degree with an interest in 


(Continued on page 1064) 
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expansion at VITRO creates 
new career positions ín 


ADVANCED 
DEVELOPMENT 


SYSTEMS 
DESIGN 


...and an unusual opportunity for pleasant 


and rewarding living 


If you are a talented engineer or physicist, it will pay 
you to check one of the new and permanent career 
positions at Vitro Electronics. 


The assignments are exciting and include state-of-the-art 
level work. You have to be creative, capable of 
developing original concepts, and you should have 
experience in one of the following areas: design of 
receivers, transmitters and associated equipment in the 
RF and microwave fields, particularly 30 - 3000 m.c. 
regions; solid state circuitry and printed circuit 
applications; parametric and other low noise 
preamplifiers; spectrum display equipment, signal 
generators, microwave components, wide band IF and 
Video amplifiers and TV circuitry, and phase 

measuring equipment. 


Our facilities are located in Silver Spring, Maryland, a 
residential suburb of Washington, D. C., affording you 

a choice of country, suburban or city living. Public schools 
are excellent and five nearby universities offer graduate 
courses. The cultural pleasures of the Nation's Capital 
are just minutes away, and the countryside provides 
every opportunity for sports, from mountain climbing to 
boating and fishing on the Chesapeake Bay. 


All qualified applicants will receive consideration for 
employment without regard to race, creed, color or 
national origin. 


Address your inquiry to: 
Mr. D. R. Statter, Director of Industrial Relations 


trop ELECTRONICS 


A Division of the Vitro Corporation of America 


eRopucens of TNI ICOM S-CLAR EE equipment 


919 JESUP-BLAIR DRIVE, SILVER SPRING, MD. 
(Suburb of Washington, D.C.) 
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INSTRUMENTATION 
LABORATORY of 


with a staff of over 1000 under 
the direction of Dr. C. Stark 
Draper, is engaged in the con- 
ception and perfection of fully 
automatic flight and guidance 
control systems for missiles 
and space vehicles. 


The Laboratories achievements 
are numerous. They include the 


POLARIS inertial guid- 


ance system for the Navy; 


SINS, The Ship Inertial 


Navigation System and basic 
theory, components and sys- 
tems for the Air Force’s 


TITAN and the earlier 
THOR missile. at the 


present time, studies for 


NASA are being carried 


out, including the development 
of the guidance and navigation 
system for the Moon Space 


PROJECT 
APOLLO. 


The increased responsibilities of the 
Laboratory have created several re- 
warding assignments for work in 
research and development. 


Graduate courses may be taken for 
credit while earning full pay. 


Areas of current interest include: 


€ ANALYSIS OF SYSTEMS 
AND COMPONENTS 


€ HIGH PERFORMANCE 
SERVOMECHANISMS 


€ POWER SUPPLIES AND 
MAGNETIC AMPLIFIERS 


@ DIGITAL AND ANALOG 
COMPUTERS 


@ ELECTRO-MECHANICAL 
COMPONENTS 


@ TRANSISTOR CIRCUITRY 
AND PULSE CIRCUITRY 


@ RESEARCH, DESIGN AND 
EVALUATION OF 
GYROSCOPE INSTRUMENTS 


@ COMPUTER PROGRAMMING 
AND SIMULATOR STUDIES 


@ OPTICS, ASTRONAUTICS AND 
MANY OTHER AREAS 


CALL OR WRITE HOWARD A. MILLER, PERSONNEL OFFICER 


INSTRUMENTATION LABORATORY 
MASSACHUSETTS. INSTITUTE OF TECHNOLOGY 


68 ALBANY STREET BLD. 12A 
CAMBRIDGE 39, MASS. 
UNiversity 4-6900, EXT. 3544 


An equal opportunity employer. 
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the bio-medical field or a B.S. degree with con 
slderable applicable experience is required. Con- 
tact Dr. John Schnder, University of Missouri. 
Medical Center, Columbia, Missouri. 


COGNITIVE SYSTEMS SCIENTIST 


A staff opening exists in the Computer Re- 
search Department of the Cornell Aeronautical 
Laboratory which will permit a resourceful, 
imaginative scientist to participate in research 
programs on cognitive, self-organizing and adap- 
tive systems. 

The several active and expanding programs 
uow underway were developed from—but are not 
limited in scope by—-the earlier conception and 
development of perceptrons at this not-for-profit 
research organization. Current analytical and 
experimental work includes pattern recognition 
problems such as those encountered in photo 
interpretation, target classification, and speech 
recognition. 

In the past we have found that electrical en- 
gineers, mathematicians, and psychologists with 
training and/or experience in such areas as in- 
formation theory, statistics, adaptive control sys- 
tems, advanced programming, automata theory. 
brain models and learning mechanisms—fre- 
quently possess suitable capabilities and inter- 
ests. We invite your application, Salaries are 
competitive with offerings of private industry, 
working conditions are excellent, and outstanding 
talent is appropriately rewarded, Contact А. Р. 
Rentsehler, Cornell Aeronautical Laboratory. 
Ine, 4455 Genesee Street, Buffalo 21, N. u. 


CREATIVE ENGINEER 


Nation's. leading manufacturer of high speed 
solid state counting, timing and frequency meas- 
uring instrumentation seeks imaginative young 
engineer to design and develop digital and pulse 
instruments and systems. Outstanding opportu- 
nity for technical growth and advancement. 

One to two years’ experience in transistor ap- 
plication of digital and pulse techniques plus 
BSEE or equivalent are required, Send resume 
to: Personnel Manager, Computer Measurements 
Company, 12970 Bradley Avenue, San Fernando, 
California. 


PRODUCTION MANAGER—ELECTRONIC 
EQUIPMENT 


Require a man with at least 10 years experi- 
ence in direct management of male and female 
assemblers, wiremen and testers, working on 
hoth military and commercial electronic equip- 
ment. 

Must be familiar with military specifications 
for workmanship and know cost cutting tech- 
niques, Should be experienced in estimating labor 
hours aud maintaining budgeted hours via strict 
production control, 

This man will run the entire wiring and 
assembly operation (up to 100 people) and will 
be a part of the top management team. Salary 
open. Contact George W. Fellendorf, President. 
Planetronics, Inc., Easton, Pennsylvania. 


TECHNICAL WRITER 


Technical Writer to work with scientific, en- 
gineering and public relations personnel. BS in 
engineering or pbysics. Nuclear experience de- 
sirable. Send resume to Mgr. of Employment, 
General Atomic Div., General Dynamics Corp., 
P.O. Box 608, San Diego 12, Calif. 
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ENGINEERS & SCIENTISTS: 


One way to measure the challenge of à long-term 
Examine the program's mission. 


assignment: 


a$ 


THAN 

27 MILLION 

CUBIC 

MILES 

OF 

AIRSPACE 
MANAGEMENT!“ 


If you have been seeking professional challenge of 
this magnitude, and your experience is in any of the areas 
listed, we urge you to get In touch with us. 


COMMUNICATION SYSTEMS PROGRAMMING ANALYSIS 


OPERATIONS ANALYSIS ENGINEERING WRITING 
SYSTEM EQUIPMENT 
ANALYSIS ANTENNA & MICROWAVE 


WEAPONS INTEGRATION 

APPLIED MATHEMATICS 

TELECOMMUNICATIONS 
SYSTEMS DESIGN 


EQUIPMENT EVALUATION 


INFORMATION PROCESSING 
& OISPLAY SYSTEMS Р 


СОМРОМЕНТЅ | 


sk Using the hypothetical example of a 412-L system 

covering Australia alone, a rough approximation of 
the airspace to be managed may be arrived at by multiplying 
the continent’s area (roughly, 2.97 million miles) by the 9.4 
miles of altitude within easy reach of today’s aircraft. 


nn) 


Я CEHJ DEFENSE SYSTEMS DEPARTMENT 


222 


In concept, 412-L is an electronic air weapons control 
system providing universal air space management 
outside the continental United States. 


It will consist of a closely coordinated network of data 
acquisition stations, data processing and display centers 
and weapon bases. It provides the tools for effective 

and flexible airspace management - continent-wide ог in 
single-point defense. Vital detection and tracking 
information is supplied automatically to human decision- 
makers within seconds. Effective direction of both 
manned and unmanned weapons, including return of 
manned aircraft to base, is a system function. 


Managing the over-all 412-L program is the task of 
General Electric's weapon system management team, 
under the direction of the U.S. Air Force's Electronic 
Supporting System Project Office. The Air Force and 
G.E. direct the 412-L program from system concept and 
development, through the buying, producing, installation 
and checkout of complete operating equipments. 


Write in strict confidence to Mr. P. W. Christos, 
Div. 53-ML, DEFENSE SYSTEMS DEPARTMENT, 
General Electric Company, Northern Lights 
Office Building — Syracuse, New York 


An Equal Opportunity Employer 
A Department of the Defense Electronics Division 9 Бр ty ру 


GENERAL @Э) ELECTRIC 
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Now's the time to get the bugs out 


Once a spacecraft has been launched to the Moon or 
planets, there's no turning back. No time for a change 
in plans. 

That's why reliability men are so essential at Cal 
Tech's Jet Propulsion Laboratory. They look for failure 
right up to the countdown—on the drawing boards, on the 
prototypes, on the spacecraft itself. They find the bugs 
and get rid of them. 

JPL scientists and engineers like to have reliability 
men around. Not because their job is made easier (mostly, 
it’s the other way around), but because they can't settle 


for anything less than success. 

They care. They care about what's out there in space. 
What the Moon is made of. If there's life on other planets. 
They care, too, about America’s role as leader in space. 

Do you care? Would you care to know how your 
special talent might be used in JPL's world of other world 
exploration? Write us about yourself. We'd care to know. 


JET PROPULSION LABORATORY 
4804 OAK GROVE DRIVE, PASADENA, CALIFORNIA 
Operated byCalifornia Institute ofTechnologyforthe National Aeronautics & Space Administration 


All qualified applicants will receive consideration for employment without regard to race, creed or national origin / U. S. citizenship or current security clearance required. 
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Lenkurt Electric's engineers create unique telecommunications systems for industrial, 


telephone, and defense requirements. Working in an independent and creative 


ой” 


E. E. SUPERVISOR 


TV or CRT DISPLAY 
to $18,000 


Major electronics firm located in 
the Northeast has opening for an 
engineer with 10 years TV cam- 
era or CRT display design and 
development experience. Duties 
include supervision of a group 
of design engineers plus produc- 
tion engineering responsibility, 
project cost control, proposal 
writing and other related activi- 
ties. Our staff is aware of this 


opening. 


Write Box 2063, Institute of 
Radio Engineers, 1 East 79th 
St., New York 21, N.Y. 


An equal opportunity employer. 


zi 
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atmosphere, they have every opportunity to further their formal 


vt education, live in the West's outstanding climate, 


to the staff in the specialized fields of: 


solid state circuitry ° 


sales * mobile radio * 


Carlos, California. LY 1-8461. Ext 281 


Subsidiary of 


GENERAL TELEPHONE & ELECTRONICS 


Keco Everdt Dtm le, 


A number of select positions are now available on the Research Staff for 
Senior Physicists (theoretical and/or experimental). 


Magnetohydrodynamics, high temperature gas dynamics, re-entry physics, 
space technology, satellite recovery technology and electric propulsion for 
space flights are presently part of the stimulating research carried out at the 
Laboratory. 


Openings exist for: 
Plasma Physicists to perform research in Magnetohydrodynamies and its 
application to space vehicle propulsion. 
Physicists to perform research in areas of radiation phenomena in shock 
heated gases. 


If you have a graduate degree and interested in working in a technically 
stimulating environment with excellent facilities and experimental support 


write or send brief resume to: 
R. E. McDonald. Personnel Manager 


Aveo 


EVERETT 


A DIVISION OF AVCO CORPORATION 
2385 Revere Beach Parkway 
Everett 49, Massachusetts 


RESEARCH 
LABORATORY 


As always all qualified applicants will receive consideration for employment without 
regard to race, creed, color, or national origin. 


and enjoy unlimited cultural pursuits. Qualified 


communications engineers are now being added 


data transmission 


data transmission 


Qualified specialists in these fields should 
send a resume or call collect to: E. Jack 
Shannahan, Employment Manager + Lenkurt 
Electric Co., Inc. 1105 County Road * San 
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YOU can Contribute Now 
to Many Advanced Projects 


in SSB Communications 


Over the past several years, most of the military HF, 
SSB development contracts have gone to General 
Dynamics/Electronics. This response to the Company's 
broad technical competence has resulted in steady, solid 
growth, creating important positions for talented 
engineers in advanced design, development and produc- 
tion of mobile communications equipment. The current 
press of recently accelerated military procurements has 
further increased staff requirements in the following areas. 


SYNTHESIZERS 


Working knowledge of SSB techniques is preferred, but FM and 
AM experience with sufficient background in synthesizer-oscil- 
lators will be considered. Must be capable of leading work in 
advanced development and sophisticated frequency standard 
designs and able to conceive and develop novel and unconven - 
tional ideas. 


1 RECEIVERS . 


Requires strong background in transistor circuit design and in 
arrangement of circuits into complete communications sys- 
tems. Will be responsible for the design of advanced SSB 
receivers. 


POWER AMPLIFIERS | 


6 to 10 years electronics experience required with emphasis on 
high power vacuum tube amplifier design. Experience in SSB 
linear amplifier techniques is desirable. 


' RELIABILITY 


To make reliability analyses of circuits and components for 
military electronic equipment. Requires BSEE with 4 years 
experience in engineering design plus 4 years in reliability. 


в If you would like to know how contributions to 
General Dynamics/Electronics’ unique capabilities can 
advance your future, submit a detailed resume to 

Mr. M. J. Downey. 


e 


GENERAL DYNAMICS 


1476 N. Goodman St., Rochester 3, New York 


An Equal Opportunity Employer 
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ELECTRONICS 


Westinghouse 


announces 
immediate openings for 


TUBE 
ENGINEERS 


The expansion of our Electronic 
Tube Division to meet the grow- 
ing demands of the commercial, 
industrial and military markets 
has created several outstanding 
opportunities for experienced 
ENGINEERS. Salaries are open, 
depending on experience and 
qualifications. The plant is lo- 
cated in Elmira, N. . . a de- 
lightful community for work and 
recreation in. the. Finger Lakes 
region of upstate New York. 


Experience in any of 
the following areas 
is desirable: 


e MICROWAVE TUBES 
& DEVICES 


Senior Engineers with experi- 
ence in design or manufacture 
of MAGNETRONS, KLYS- 
TRONS, TRAVELING WAVE 
TUBES and other microwave 
tubes and devices. 


IMAGE TUBES 


Design or manufacture of 
STORAGE TUBES, CAMERA 
TUBES and other imaging de- 
vices. 


CATHODE RAY TUBES 


Design or manufacture of 
blaek and white PICTURE 
TUBES, and INDUSTRIAL 
and MILITARY TUBES. 


Write or send resume to: 


William Kaeala, 

Teehnieal Recruiting, 

P.O. Box 284, Elmira, N.Y. 
or phone collect 

Elmira, REgent 9-3611 


4n Equal Opportunity Employer 


Westinghouse 


ELECTRONIC TUBE DIVISION tmina NEW YOEX 
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Philco WDL has immediate 
and challenging engineering 
positions open in Discoverer, 
Midas and Advent programs 
in these categories: 


Data systems engineering 


Technical Staff — communica- 
tions and data systems 


Systems test planning 
Systems reliability analysis 


Design Engineering — surface 
and vehicle electronics 


Human factors and operations 
analysis 


Field tracking station activation 


Tracking and control systems 
design 


Logistics and station support 


And others 


U. S. citizenship or current transferable 
Department of Defense clearance re- 
quired. 


| 
fi 
! 


i 


LOTTA 


* 

d кол D 
* ALL QUALIFIED * 
C DNE. 
Iri 


Зет 


if your future is for growing... 


People at Philco's Western Development Laboratories are proud 
of their achievements, secure in the steady growth of their 
company, enthusiastic about their future. 


In just four years, Philco WDL has expanded from a staff of 

18 to more than 2,000. At the end of this year WDL will open a 
new 250,000-square-foot facility which will accommodate 

a continually expanding complement of engineers, scientists 
and supporting staff members. 


Philco WDL, the space organization which designed and built 
the Courier satellite, conducts an ever-growing development 
program in tracking, satellite instrumentation, communications, 
data processing and command — moving hand in hand with the 
federal government in space exploration and space age defense. 


Your growth with a growing company, ideal living on the Northern 
California Peninsula, professional and monetary advancement 
commensurate with your own ability—these are some of 

the advantages and satisfactions of working at Philco Western 
Development Laboratories. 


If yours is one of the fields listed at the left, write today to 
Mr. W. E. Daly, in confidence, of course, Department R-12. 


This new 250,000-square-foot addition to Philco Western Development 
Labs is further indicative of your future there. 


E 
— 
= 


DH | і СО WESTERN DEVELOPMENT LABORATORIES 


EEJ Fires for Quality the le os. 3875 Fabian Way. Palo Alto, California 
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ENGINEERS 
PHYSICISTS 
MATHEMATICIANS 


YSTEMS 
EVALUATION 
POLARIS SYSTEM 


RESEARCH ENGINEERS AND PHYSICISTS 


UNUSUAL OPPORTUNITIES FOR PROFESSIONAL CAREERS. 
CHALLENGING THEORETICAL PROBLEMS IN: 


* Theory of Communications • Nuclear Weapons Effects The Applied Physics Laboratory of The 


c 2 Johns Hopkins University has responsi- 
° Self-Adaptive Systems т Space Physics bilities in the evaluation of the Polaris 
* Satellite Systems Studies б Operations Research Missile System. We invite you to consider 


the following career appointments: 


Senior Mathematicians 


Duties will involve statistical analysis of 
complex test data for performance, reli- 
ability and operation evaluations. A back- 
ground in physics or electrical engineering 
is desirable. 


* Owned and Managed by Employee-Scientists 

* Southwest Climate * Low Population Density 

* Wide Range of Benefits Including Profit Sharing 
* Emphasis Placed on Theoretical Concepts 


* No Hardware Development * Advanced Degree Desirable Project Engineers 


For field test operations involving a team 
effort of Contractor, Navy and APL Per- 
sonnel. Work will include launch and 
flight data acquisition analysis and moni- 
toring of shipboard activities related to 
the Polaris Missile System. Prefer engi- 
neers with considerable background of 
project level responsibilities. 


ADDRESS INQUIRIES TO: 
THE 


Dikewood 


R PO R A 10 N 
1805 Menaul Blvd. Х.Е. Albuquerque, М.М. 


Systems Engineers 


APL has several positions available on 
the associate and senior levels for men 
with experience in electrical engineering, 
physics, mechanical engineering, dynam- 
ics, or computer engineering. Will per- 
form systems work related to fire control, 
navigation, missiles, and submarine con- 
trols. Assignment involves field work and 
contact with the Navy and Contractor 
Personnel. 


ELECTRONICS DIVISION 


of Space Technology Laboratories, Inc. 
Offers Immediate Assignments 
in Southern California 


Systems Analysts 


Respondents must have heavy theoretical 
background and ability to read and un- 
derstand telemetry records, Will perform 
basic analysis of systems related to fire 
control, navigation, missiles, and subma- 
rine controls. May also be required to 
simulate and solve uL and 1 
MTS А ^ Е T equations. Associate and senior level a, 
The continuing growth and diversification of Space Technology Laboratories, Inc. pointments. n 
creates immediate career openings in the Communication, Electromechanical, Guid- 
ance, and Space Physics Laboratories of STL's Electronics Division. 

In supporting STL's expanding contributions to the Advent, OGO, Atlas, Titan, 
and Minuteman programs, this division's responsibilities include analysis, design, and 
development of advanced guidance, control, and communications systems—at every 
phase from applied research through electronic product and ground support equip- 


ment design. 


Data Requirements, Instrument Engineers 


Positions require a physicist or electrical 
engineer with experience in evaluation, 
data acquisition and testing of instrumen- 
tation installations, Will analyze sub-sys- 
tems such as guidance, propulsion, 
controls, boosters, and inertial systems in- 
dividually and as integral parts of over-all 
systems to derive data requirements and 
instrumentation. Duties involve some field 
work. 


immediate career opportunities exist here for outstanding engineers and scientists 
in the fields of: 


Digital computers Control systems analysis 
Logical design Electromechanical design 
Communication systems analysis Space communications systems 
Parts application Telemetry systems design 
Electronic packaging Antenna systems 
Electromechanical R-F transistor equipment design 
systems development Transistor circuit design 
Ground support circuit design Guidance systems analysis 
Systems design and integration Materials and processes 
Equipment systems— Reliability 
checkout and evaluation Aerospace ground 
Support equipment systems design equipment design 


APL will provide you with a professional 
HU ad conducive to creative effort 
as well as the tools and technical support 
required to tackle these and related prob- 
lems. Our facilities are located in Silver 
Spring, a residential suburb of Washing- 
ton, D. C., offering уои a choice of coun- 
try, suburban or city living. 


For additional details, 


direct your inquiry to: 
Professional Staff Appointments 


The Applied Physics Laboratory 
The Johns Hopkins University 


8603 Georgia Avenue, Silver Spring, Md. 


All qualified applicants, regardless of race, creed, color or national origin, are invited 
to communicate with Dr. R, C. Potter, Manager of Professional Placement and 
Development. 


SPACE TECHNOLOGY LABORATORIES, INC. 


a subsidiary of Thompson Ramo Wooldridge inc. 


Р. О. Box 95005-1, Los Angeles 45, California 


Ай qualified applicants will receive consideration for employ- 
ment without regard to race, creed, color or national origin 
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КА Open AÑ 3 


(Continued fram page HAM) 


ASSISTANT PROFESSOR 


Ph.D.s required with intererts in circuits, 
electromagnetic theory or controls, in expanding 
Graduate and Undergraduate Selvol, Applica- 
Huns fivin abroad invited, Apply te Chairman. 
Department of Electrical Engineering, Villanova 
Universitiy, Villanova, Ра. 


ASSISTANT or ASSOCIATE PROFESSOR 


Assistant or Associate Professor with Ph.D. 
in Electrica! Engineering or Physics. Interest in 
Electronics, Microwaves, Solld бише, Circult 
Theory, or Computers. Active research and grad- 
uate program with opportunities for outside con- 
sulting. May start February 1 or September 1, 
1962. Send resume to W. P. Smith, Chairman 
Electrical Engineering Department, University of 
Kansas, Lawrence, Kansas. 


CRITICAL VACANCIES AT GRIFFISS AIR 
FORCE BASE, ROME, N. Y. 


Electronic Engineer GS-7 $6345 pa. 
Industrial Engineer GS-9 $6135 pa. 
Electrical Eugincer GS-9 $6435 pa. 
Librarian GS-9 $6135 pa. 
Supply Comm. Met. Officer 68-11 $7560 pa. 
Supply Requirements Officer (18-11 $7500 pa. 
Supply Distr. Officer GS-11 $7560 pa. 
Supv, Electrical Eng. GS-11 $7560 pa. 
Industrial Engineer GS-11 $7560 pa, 


Supv. Tech. Manuals Writer GS-12 $8955 pa. 
(Electronics) 
Critical vacancy in the position of Electronics 


{Continued on page 116.4) 


ENGINEERS 
MATHEMATICIANS 
PHYSICISTS 


Engineering-Physics Co. has re- 
cently embarked upon new fields 
of research and development. 
Singular opportunities exist for 
engineers and scientists who have 
the resourcefulness, imagination 
and technical background to 
assume а responsible role. All 
qualified applicants will be con- 
sidered for employment regard- 
less of race, creed, color or 
national origin. 


Projects include studies and 
developmental work on: 


INSTRUMENTATION 
MAGNETOHYDRODYNAMICS 


ELECTROMECHANICAL 
DEVICES 


SYSTEMS CONCEPT & 
DEVELOPMENT 


Address inquiries to Dr. Vincent. Cushing 


ENGINEERING- 
PHYSICS 
COMPANY 


5515 Randolph Road 
Rockville, Maryland 


BREAKTHROUGH 


...in aerospace communications 


THE FIRST SUCCESSFUL MICROWAVE SOLID-STATE TRANSMITTER 
WITH POWER CAPABILITY ADEQUATE FOR SATELLITE APPLICATION 
A DEVELOPMENT BY THE SCIENTISTS AT AMHERST LABORATORIES 


The objective assigned to the Amherst Laboratories’ scientists was this: 
Advance the state-of-the-art of microwave space vehicle transmitters by increasing 
performance, reducing size, reducing weight and increasing reliability. 
The time was June 1960. One year later, these objectives had been reached 
and exceeded by a wide margin. 
The result: a solid-state transmitter applicable for satellite use, 


operating within the S-band, about half the size of a carton of cigarettes, 
and with a life expectancy of two years. 


This significant achievement is representative of many challenges currently 
being met by the scientists at Amherst Laboratories. 


PAPER ON REQUEST: The paper which explains the new techniques employed in 
development of the new microwave Solid-State Transmitter authored by W. J. Maciag 
is available to engineers and scientists on request. Write for the paper entitled 
"Solid State, S-band Single Side Band Suppressed Carrier Transmitter" 


AMHERST LABORATORIES • 1181 WEHRIE DRIVE e WILLIAMSVILLE, NEW YORK 
AN EQUAL OPPORTUNITY EMPLOYER 


SYLVANIA etecrronic systems 


Government Systems Management 


for GENERAL TELEPHONE & ELECTRONICS 


"Shrinking the Universe... through Communications" 


Here are exceptional opportunities in: 


SURFACE BASED ELECTRONICS 


The Columbus Division of North American Aviation 
is developing a major product line in Surface Based 
Electronic Systems. This work encompasses Commu- 
nications and Radar Systems, Data Processing Sys- 
tems, and Command and Control Systems. Here is 
an opportunity to join an established company with 
complete weapon system facilities. Excellent growth 
potential exists in the following fields: 


Radar & Communications Systems 


Minimum desirable background includes B.S. in E.E. 
with 5 years or more of experience in design analysis 
of advanced communications systems, high powered 
transmitters, antennas, R.F. transmission lines and 
propagation. 


Project Engineers For R & D 


To act as project leaders in research activity for the 
development of phased array antenna systems and for 
advanced design of radar and communications sys- 
tems. Minimum desirable background M.S. in E.E. 
with 8 years or more of direct experience. 


Systems Analysis 


Senior engineers to perform advanced systems analy- 
sis and operations analysis on surface based electronic 
Systems, aircraft drones, missiles and electronic coun- 
termeasures. Minimum desirable background B.S. in 
Engineering or Math plus 5 years or more of related 
experience. 

Please send resume to: North American Aviation, 
The Professional & Technical Employment Office, 


Box IR-420, 4300 East Fifth Avenue, Columbus 16, 
Ohio, Attn: H. Keever, Manager 


All qualified applicants will receive consid- 
eration for employment without regard to 
race, creed, color, or national origin. 


AN 
COLUMBUS DIVISION ANA 
NORTH AMERICAN AVIATION 
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Maximum Responsibility 


FOR 


CREATIVE 


ENGINEERS 


WITH 


FOLLOW-THROUGH 
CAPABILITIES 


By maintaining a reputation for 
technical engineering excellence 
and a position of leadership in re- 
search and development, Electro- 
Mechanical Research, Inc. (e-m-r) 
has become the largest of all 
companies specializing in telem- 
etry systems. Today, with the 
space age bringing new and vital 
significance to the field of 
electronics, e-m-r affords mature 
engineers an environment for 
maximum responsibility and per- 
sonal growth. 


SYSTEMS ENGINEERS — 
DIGITAL (Telemetry) 


The full weight of the e-m-r engi- 
neering approach is brought to 
bear on these demanding posi- 
tions. A high level of engineering 
creativity and skill is required. 
Most important, there must be a 
real desire to participate in the 
entire digital systems effort, in- 
cluding synthesis, development 
and construction of "custom sys- 
tems". Compensation proportion- 
ate to “follow-through” ability. 


Minimum of 3 years experience 
in detailed design in such areas 
as digital circuits — using semi- 
conductors and magnetic ele- 
ments — transistor implemented 
low level amplifiers, ferrite core 
memories, logic design of digital 
computer, analog to digital con- 
verters, feed-back amplifiers, 
servomechanisms, and RF trans- 
mitters and receivers — 100 to 
1000 megacycle range. 


Direct confidential inquiries to 
ROLAND E. HOOD, JR. 
Personne! Manager, Systems Division 

electro- 
Mechanical 
research, inc. 


P. O. Вох 304 J. T 
Sarasota, Florida 


An equol opportunity employer 


December, 1961 


To us, pioneering means something important: cop- 
ing with unknowns; showing the way for others to 
follow. A pioneer is the last one you'd ever expect to 
find on Cloud Nine. He's a practical, no-nonsense fel- 
low who knows better than anybody else that a clever 
new device is no good unless it's useful--and it works. 
So it is with respect for a great tradition that we say 
RW is a pioneer in the field of information process- 
ing and retrieval. 


Today, Closed Loop control is a growing trend in the 
process industries. RW developed and installed the 
world's first Closed Loop system three years ago, and has 
led the field ever since. 


A few years from now, it will be commonplace to have 
“polymorphic” systems linking multi-computer com- 
plexes all over the world. RW was the first to build a 
“polymorphic” computer system; the one developed for 
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Wesel t а 


NE: 


the Air Force has been in operation at Canoga Park for 
many months. 


Before long, "stored logic" computers may be GI equip- 
ment for all the services. Today, RW engineers and pro- 
grammers are creating and discovering new applications 
for AN/UYK-1’s, the only militarized "stored logic" com- 
puters ever built. 


Some day, consoles permitting people to communicate 
directly with computers will be a familiar sight in military 
command control centers and corporation headquarters. 
Today, RW's man-machine communication consoles are 
the only functioning hardware of their kind in existence. 


]f you are a computer development engineer, a program- 
mer, or a systems analyst of the practical pioneer type, 
you are invited to inquire about immediate openings in 
these and other advanced projects at RW, an equal oppor- 
tunity employer. Contact Mr. R. J. Kremple at 


А Thompson Ramo Wooldridge Inc. IRW Division 
8433 Fallbrook Ave., Canoga Park, Calif., Dla mond 6-6000 


115A 


Digital Project Engineers 


EPSCO is seeking engineers to assume major responsibilities in 
the fields of Computer Control, PCM Telemetry, Automatic 
Checkout and Monitoring, Analog to Digital Conversion equip- 


ment and systeins. 


From systems conception, to logical design to circuit configura- 
tion . . . tomorrow’s hardware is our concern today. There's some- 
thing to be said about being at the right place, at the right time. 
We sincerely believe that for the engineer with experience 
and interest in the digital field, Epsco's advanced programs offer 


responsibility for honest engineering design achievement. 


Our unique salary and benefit program includes stock options for 


singular achievement and senior responsibilities. 


For further information on the above positions please write: 


Mr. Јонх Essertan 


275 Massachusetts Avenue, Cambridge, Massachusetts 
“An equal opportunity employer" 


PHYSICS 
AND 
CHEMISTRY 
OF 
SOLIDS 


Box 400 


116A WHEN WRITING TO ADVERTISERS PLEASE MENTION—PROCEEDINGS OF THE IRE 


The new Sperry Rand Research 
Center in Sudbury, Massachu- 
setts, is seeking scientists at the 
Ph.D. level with an interest in 
doing publishable basic work in 
the fields of: 


CRYSTAL GROWTH 
OPTICAL STUDIES 
MAGNETIC RESONANCE 
DEFECT STUDIES 
ENERGY CONVERSION 


ELECTRICAL. TRANSPORT 
STUDIES 


Our new laboratory located 25 miles 
west of Boston offers a basic re- 
search environment with maximum 
freedom to pursue fundamental 
ideas. 


For further information write: 
Frederick M. Swope, Jr. 


SPERRY RAND 


RESEARCH CENTER 


Sudbury, Massachusetts 


An equal opportunity employer’ 


Positi 
AN tions wy, 


Open JN 
|] ШИШ ШИШЕ ТИ ШИЯ 


(Continued from page 1134) 


Engineer, GS-11, $7560 per annum. Contact In- 
dustrial Relations Department, U. S. Naval Air 
Station, Quonset Point, R. I. 


SENIOR ELECTRONICS ENGINEER 


Excellent opportunity exists for professional 
advancement with small research organization, 
Seeking В.5.Е.Е. or M. S. E. E. with 4 to 10 
years experience including design work in R. F. 
and microwave fields in the 30 to 3000 MC re- 
sions. Interest in Project. Management respon- 
sibilities desired. Contact Richard A. Johnson. 
Vice President, Systems Research Laboratories, 
Inc., 500 Woods Drive, Dayton 32, Ohio. Phone 
244-4051. 


MAGNETIC CORED COMPONENTS 


Electrica! Engineer with design experience in. 
volving components for pulse circuitry with em- 
phasis on filters, R. F. coils and pulse trans- 
formers. A background involving the uses of fer- 
rite and powdered iron cores is higlily desirable. 
Send complete resume and salary requirements 
with first letter to Paul E. Dicker, Chief Engi 
neer, Aladdin Electronics, Nashville 10, Tennes- 
see. 


ELECTRONIC MUSICAL INSTRUMENT 
ENGINEER 


Graduate Electrical Engineer to join research 
group on electronic musical instruments. One to 
three years electronic experience required, with 
some musical background desirable, Write Albert 
Meyer, Engineering & Research Dept, The 
Baldwin Piano Co. 1801 Gilbert Ave., Cincinnati 
2, Ohio. 


EDUCATION AND RESEARCH IN 
BIO-MEDICAL ENGINEERING 


An educational program designed to prepare 
life and physical scientists, doctors of medicine, 
and engineers for research in life systems 
through. the current period of transition of bio- 
logical sciences from the natural history stage of 
inquiry by inductive empiricism to that of in- 
quiry by deductively formulated theory. An in- 
tensive four-term (12-month) preparation in 
methods of logical thought, mathematics, physics, 
and electrical theory for doctors of medicine and 
biologists, and one-term (3-month) preparation in 
life sciences for engineers, makes possible joint 
course work in the final three terms (nine 
months), Thesis research on biological systems is 
conducted at the Presbyterian Hospital by teams 
drawn from both disciplines. The program leads 
to a graduate degree at Drexel. Limited stipend 
and scholarship funds are available. Assistance 
with fellowship application to National Insti- 
tutes of Health is offered. For information. 
James W. Dow, M. D., Dept. of Bio-medical 
Engineering, Drexel Institute of Technology, 15 
North 32 St., Philadelphia 4, Pa. 


ANTENNA ENGINEERS 


Experienced Antenna Engineers, Physicists, 
B.S., M.S., Ph.D. Citizens of U.S.A. Very 
challenging theoretical, applied research and en- 
gineering problems on ground, missile, satellite 
and deep space probe antenna systems. Write II. 
W. Haas, Physical Science Laboratory, New 
Mexico State University, University Park, New 
Mexico. 


OVERSEAS 


Robert College, in Istanbul, Turkey, presents 
a challenge in education where East meets West. 
An opportunity to contribute significantly to the 


(Continued on page 1184) 
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Scientists and engineers 
in research 


CAREER OPPORTUNITIES IN A 
NEW FIELD 


SEMICONDUCTOR | 
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CIRCUITS 


IBM Thomas J. Watson 
Research Center 


The new IBM Thomas J. Watson Re- 
search Center in Yorktown, N.Y., is 
undertaking important new long 
range projects requiring scientists and 
engineers with experience in, or re- 
lating 10, semiconductor circuitry. Re- 
search projects under way are di- 
rected toward purely scientific goals 
as well as toward developing tech- 
nology for engineering advanced 
information handling systems. 


The position involves the proposing, 
experimental exploration, and evalu- 
ation of circuits which have a high 
degree of probability of lending 
themselves to fabrication into inte- 
grated circuitry by means of ad- 
vanced semiconductor technologies 
including expitaxial crystal growth 
from the vapor phase. The work will 
be done in close cooperation with 
device fabrication scientists and the 
ultimate aims include consideration 
of integrated of preconnected com- 
puter circuits wherein transmission 
lines are treated as integral parts. 


An advanced degree or equivalent in 
E.E. or Physics is desirable. We prefer 
experience in circuits using semicon- 
ductor devices as applied to large 
high-speed computers. 


The Thomas J. Watson Research Cen- 
ter at Yorktown, N.Y., is located in 
pleasant, rural Westchester County 
countryside, just 35 miles from New 
York City. The Research Center was 
designed to provide the best pos- 
sible working environment for scien- 
tists and engineers engaged in ad- 
vanced research studies. The location 
provides excellent schools and hous- 
ing. IBM offers a fully paid benefits 
program that is setting the pace for 
industry today. All qualified appli- 


NEW 
OPPORTUNITIES Ё 
and warm winter 


SUNSHINE = 


zan be yours at MOTOROLA in PHOENIX 


Motorola’s widely-diversified activities in advanced military elec- 
tronics assure engineers and scientists the fullest measure of 
growth potential —in the immediate future and in the years ahead. 
As a member of a project team, you participate in challenging 
state-of-the-art assignments spanning a broad field of engineering 
concepts. Your career will prosper at Motorola in Phoenix, where 
initiative and creativity earn recognition and rewards. 

Your family will prosper, too, in a dry, sunny climate that's 
world-famous. You can play golf, swim, enjoy patio barbecues 
every month of the year. There are many near-by lakes for boat- 
ing, water-skiing and fishing. Skin diving and deep-sea fishing are 
sports you can enjoy any weekend in the warm waters of Old 
Mexico. 


Investigate the new career opportunities at Motorola in Phoenix. 
e Systems Test Equipment Design 


e Communications and Navigation 
POSITIONS * Systems Analysis and Preliminary Design 


cents will receive considerahon for IMMEDIATELY e Missile and Space Guidance and Control 
employment without regard !o race, e Digital Circuitry Design 

creed, color, or national origin. AVAILABLE o Microwave and Radar 

The standard information relative to e Reliability and Components 

location, benefits, etc., should be in- e Solid State 


cluded as well. Please write, outlining 
your education and experience, to: 


Mr. J. B. Farrington, Dept. 645M 
Thomas J. Watson Research Center 
P.O. Box 218 

Yorktown Heights, New York 


IBM 


INTERNATIONAL BUSINESS 
MACHINES CORPORATION 


December, 1961 


Write Phil Nienstedt (Dept. 1201) 


MOTOROLA 


P.O. Box 1417, Scottsdale, Arizona 


Motorola also offers opportunities at 
Chicago, Illinois, and at Culver City and Riverside, California 


An Equal Opportunity Employer 


MILITARY ELECTRONICS DIVISION, WESTERN CENTER 
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THE 
“© 


DUNG 
[АНТ 


OF THE ELECTRONICS INDUSTRY 


SANDERS ASSOCIATES, Inc. OFFERS 
YOU THESE CAREER ADVANTAGES 


Creation of new engineering positions with good growth potential is 
as much a part of Sanders Associates as the development of new 
engineering techniques — upon which the Company was founded just 
10 years ago. 


Fresh, non-conventional approaches toward solution of both old and 
new problems have enabled Sanders to grow from 11 founding engineers 
to over 2400 employees...to open 3 new facilities within the last year 
...and to acquire a contract backlog in excess of $100 million, largely 
for production of Sanders-developed systems. 


Still further pioneering and expansion are planned in advanced areas 
of phased array radar, pulse doppler radar systems, space radar and 
communications systems, creating positions for Engineers interested 
in and qualified for working at the threshold of the state of the art. 


NEW FACILITIES 
Plainview, L. I., New York 
Burlington, Mass. 
Washington, D. C. 


SANDERS' ACHIEVEMENTS 


FLEXPRINT® flexible printed 
circuits, for which Sanders holds 
the basic patent; TRI-PLATE® 
microwave products; PANAR® radar 


Positions Are Open for the Following: 
SENIOR SYSTEMS ENGINEERS 


With 5 or more years experience in communications, reconnaissance or satel- 
lite systems and equipments, specifically in transistor circuit design, analysis 
or development of digital equipments, man-machine contro! systems, receivers 
(HF through UHF), data storage and display devices or mathematical analy- 
ses related to such equipment. BS or MS in EE or Physics. 


RECEIVER DESIGN ENGINEERS 

For design and development of receivers for military applications. Experience 
should include design of low noise front ends, IF strips, AGC circuitry and 
application of image rejection techniques — all transistorized. BS in EE or 
Physics with 3 to 8 years experience. 

CIRCUIT DESIGN ENGINEERS 

To translate conventional wire circuits into flexible and/or rigid printed cir- 
cuitry and to design circuitry layout and approaches for printed circuits. EE, 
ME or ChE with printed circuit background. 

TRANSMITTER DESIGN ENGINEERS 

For design and development of transmitters (VHF, UHF and microwave), 


tubes, pulse modulators, power in excess of 1 kilowatt — for military and air- 
borne applications. 


Resumes should be addressed to R. W. McCarthy. 


SANDERS ASSOCIATES, INC. 
NASHUA, NEW HAMPSHIRE 


An Equal Opportunity Employer 


(About an hour from downtown Boston) 


© REGISTERED U. S. TRADEMARK 
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development of a young republic is available to 
specialists in engineering. business administra 
tion and ecouomics, the sciences, and the hu 
manities. Graduate degrees required. Address in- 
quiries to Dr. Howard P. Hall, Vice President, 
Robert College. Bebek Post Вох 8. Istanbul. 
Turkey; with copy to the Near East College As 
sociation, 548 Fifth Avenue, New York 36, N. V. 


ENGINEER 


$115 week approx. College grad. with a ma 
jor in either electrical or mechanical engineer- 
ing. Work involves investigating major appli. 
ances and building products in laboratory of na 
tional magazine. Prefer some experience but will 
consider recent college graduate. Veteran or 
Draft Deferred. Send typed resume to Hearst 
Magazines, Personnel Office, 309 west 56 
Street, New York 19, N. Y. 


TELEVISION BROADCAST TECHNICIAN 


Opportunities for video technician with group 
television stations. Write G. €. Jacobs. Corin 
thian Broadcasting Corp., 302 South Frankfort 
Tulsa, Okla. 


BIO-MEDICAL RESEARCH 


The Department of Physiology and Pharma 


cology seeks а young man interested in bio 
medical research. Prefer a recent graduate with 
extensive background in circuit theory to assist 
in developing instrumentation for hio-medical ге 


(Continued on page 122.1) 


"TM A 
Bread and Rutter 
ENGINEER” 


“Sure | want a challenging job . . . but 
| also want commensurate compensation. 
My last job was big on challenge—short 
on income. Abbott's showed me where 1 
could find both. They introduced me to 
some of the more progressive engineering 
outfits, and Abbott's reputation helped me 
to land a stimulating bread and butter 
job." 


For over 37 years, the nation's major 
corporations have relied on Abbott's for 
key engineering, scientific and administra- 
tive personnel. Abbott's receives first call 
when significant career opportunities oc- 
cur. Why not make Abbott's your personal 
representative? 


Positions available with salary ranges from 
$10,000 to $30,000. All service charges paid 
by our client organizations. All negotio- 
tions conducted in strict confidence. 


MR. LOUIS A. KAY 


€ A һһотге 


EMPLOYMENT SPECIALISTS 


150 Tremont Street. Boston М, Massachusetts 
HAncock 6-8400 


December, 1961 


TROPOSPHERIC SCATTER 
DESIGN ENGINEERS 


Collins Radio Company, pioneer in 
the development of tropospheric scat- 
ter communications and a leading 
supplier of scatter equipment and sys- 
lems, has several attractive openings 
for engineers experienced in commu- 
nication equipment design. 


These positions are in the design of 
tropospheric scatter equipment. para- 
metric amplifiers and FM detection 
devices. Those selected will work in 
Collins new research and develop- 
ment facility, located near Dallas. 


Minimum requirements include a de- 
gree in electrical engineering and at 
least two years’ design experience in 
scatter. microwave or ОНЕ equip- 
ment. These are minimum require 
ments; more responsible positions are 
available for those qualified. 


Send resume, in confidence, 
to Ben Jeffries, 

Collins Radio Company, 
Dallas, Texas 


М2 


( 


An equal opportunity employer 


The fire within that made you 
become an engineer—has it be- 
come quenched, or does your 
work add new fuel every day? 
One of our employer clients has 
a challenge that can set your 
creative fire burning. 


Typical Opportunities 


GENERAL MGR. . $25,000 
CHIEF ENGR. . . $22,000 
SALES MG.. . 820,000 
HUMAN FACTORS MGR. $16,000 


Send your resume today. 


Personnel Service 
Scientific Personnel Specialists 
please note new address 


Equitable Building 
Baltimore 2, Maryland 
MUlberry 5-4340 
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and HF — 
COMMUNICATIONS 


If vou have the background, the imagination and the desire 
to contribute to important progranis in these fields, you are 
invited to join a carefully selected team of outstanding 
scientists and engineers now contributing significantly to 
current knowledge through advanced research. 


These programs are being conducted at our ELECTRO- 
PHYSICS LABORATORIES in the SUBURBAN WASH- 
INGTON, D. C. area, ideally located from the viewpoint 
of advanced study which may be conducted at one of several 
nearby universities; for readily available housing in pleasant 
residential neighborhoods; and for the general amenities of 
living offered by this important Metropolitan center. 


All qualified applicants will receive consideration for employ- 
ment without regard to race, creed, color or national origin. 


OUR PRESENT NEEDS ARE FOR: 


SENIOR IONOSPHERIC PHYSICISTS Ph.D. preferred, with several years’ experi- 
ence in the study of Ionospheric phenomena. should be familiar with present knowl- 
edge of upper atmosphere physics and possess an understanding of current programs 
using 8 and satellites for studies in F-region and beyond. Qualified individuals 
with supervisory abilities will have an exceptional opportunity to assume project 
leadership duties on HF projects already under way involving F-layer propagation 
studies backed by a substantia] experimenta] program. 


SENIOR DEVELOPMENT PHYSICISTS Advanced degree in Physics ог E. E. preferred. 
Must be familiar with latest techniques in the design of advanced HF receivers and 
transmitters and possess working knowledge of modern HF networks employing ferrites 
and metallic tape cores. Strong theoretical background in modern linear circuit 
theory desired. Will carry out laboratory development and implementation of new 
HF communications systems. 


SENIOR ELECTRONIC ENGINEERS Advanced degree in E.E. preferred. Must be 

familiar with conventional pulse circuit designs and applications. Technical back- 

ground should include substantial experience in data process and data recovery 

systems using both analog and digital techniques. Knowledge of principles and 

npplication of modern information theory including correlation techniques helpful. 
ill be responsible for the design of sub-systems. 


JUNIOR ELECTRONIC ENGINEERS To assist Senior Engineers and Scientists in the 
development of HF communications and data process equipment. Should have 
formal electronics schooling and 2 years’ experience in circuit design checkout or 
analysis of HF communications, Radar Pulse, Analog/Digital or Data Recovery 
equipment. Construction of prototypes of new and interesting equipment and design 
of individual components of communications and data processing systems will 
comprise the major efforts of selected applicants. 

FIELO STATION ENGINEERS B.S.E.E. or equivalent, consisting of combined civilian 
or military technical school, with work experience. Presently employed as a field 
engineer or project engineer with a valid Ist or 2nd Class FCC license and а good 
command of some of the following: Radar, preferably high power; HF long-distance 
communications systems; Tropospherie or Ionospherie scatter systems. Must, be 
willing to accept assignments in areas where dependents are not permitted for periods 
of up to one year. Differential paid for overseas assignments. 


For a prompt reply to your inquiry, please forward resume in confidence to; 
W. T. WHELAN, Director of Research & Development 


ACF ELECTRONICS 


DIVISION 


ACF INDUSTRIES 


DEPT. A-2, HYATTSVILLE, MARYLAND 


when the position you wish to fill is 


vital to your organization ... 


when the man you seek requires all the 


attributes of leadership . . . plus the 


ability to make significant technical 


THE 


EXCEP- 
TIONAL 


MAN 


contributions to the work for 


which he will be responsible 


when you need a man who can command 


the respect of his associates and 


subordinates because of his intimate 


knowledge of and first-hand experience 
in their fields... 


when you need a man who is well 


educated and trained in the specialized 


fields of knowledge you require. 


you need The Exceptional Man. 


Let us locate him for you. 


Char les A. Binswanger ASSOCIATES 


INCORPORATE! 


EXECUTIVE SEARCH SPECIALISTS 
44 FRANKLIN BUILDING . BALTIMORE 2, MD. e PLAZA 2-5013 


к PHYSIGStS 


PLASMA PHYSICS 
NUCLEAR PHYSICS 
ASTROPHYSICS 
MAGNETOHYDRODYNAMICS 


Theoretical 
Studies in 


The Physics Section of Republic’s Missile Systems Division is 
broadening its program of research in the above areas. The 
larger part of these studies are sponsored by Government 
agencies; a considerable portion are company financed. All are 


broadly related to problems of defense or space exploration. 


Holders of advanced degrees, preferably PhD, are invited to 
inquire about senior staff appointments now available. All 
work is of a theoretical nature, and publication of results in 
appropriate scientific journals is encouraged. 


Address inquiries, treated in strictest confidence, of course, to 
Mr. Paul Hartman 
Technical Employment Supervisor 


MISSILE SYSTEMS DIVISION 


e REPUBLIC 


AVIATION CORPORATION 
223 Jericho Turnpike, Mineola, Long Island, N. Y. 


An Equal 
Opportunity 
Employer 
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Increased technical те- 
sponsibilities in the field 
of range measurements 
have required the crea- 
tion of new positions at 
the Lincoln Laboratory. 
We invite inquiries from 
senior members of the 
scientific community in- 
terested in participating 
with us in solving prob- 
lems of the greatest ur- 
gency in the defense of 
the nation. 


RADIO PHYSICS 
and ASTRONOMY 


RE-ENTRY PHYSICS 


PENETRATION AIDS 
DEVELOPMENT 


TARGET 
IDENTIFICATION 
RESEARCH 


SYSTEMS: 
Space Surveillance 
Strategic Communications 
integrated Data Networks 
NEW RADAR 
TECHNIQUES 


SYSTEM ANALYSIS 
COMMUNICATIONS: 


Techniques 

Psychology 

Theory 
INFORMATION 
PROCESSING 


SOLID STATE 
Physics, Chemistry, 
and Metallurgy 


*A more complete descrip- 
tion of the Laboratory’s 
work will be sent to you 
upon request. 

All qualified applicants will receive con - 


sideration for E Ey nt without regard 
to race, creed, color or national origin. 


Research and Development 
LINCOLN LABORATORY 
Massachusetts Institute of Technology 

BOX 16 
LEXINGTON 73. MASSACHUSETTS 


December, 1961 


Communications, Sensing Systems 
and Cybernetics in a unique role at 


оер CORPORATION 


Aerospace Corporation is chartered exclusively to serve the United States Government in applying 
the full resources of modern science and technology to advanced space and ballistic missile systems. 


As the civilian link uniting the Air Force-scientific-industrial team organized for this mission Aero- 
space Corporation provides : advanced systems analysis and planning; theoretical and experimental 
research ; initial systems engineering, initial technical direction and general technical supervision. 


COMMUNICATIONS 
Scientists and engineers working in this area are concerned with: the analysis of digital, analog and 
voice communication techniques; statistical studies of communications systems; information theory; 
tracking and telemetry links; antenna design; orbit determination ; command and control systems ; 
and secure communications and anti-jam techniques. 


SENSING SYSTEMS 


Visual-Optical Sensors Work in this area concerns advanced cameras, lenses, exposure timing 
devices, film and emulsions, photo analyses and copy devices, and image transducers. Scientists and 
engineers here are concerned with: scoring and miss-distance indication, information theory analysis 
of photo-visual problems; photographic tracking; spectrophotometry; densitometry and sensi- 
tometry ; and optical reproduction systems analysis. 


Infrared and Ultraviolet Sensors Assignments in this area include investigations of position sensing, 
guidance, and other systems. This work provides requirements for advanced component and technique 
considerations including optical design, detector devices, and like areas of interest. 


High Frequency, Laser & Optical Radar Activities here concern advanced components and tech- 
niques related to: tracking and aiming; ECM and CCM techniques, frequency agility systems ; noise 
correlation systems; propagation and attenuation factors; target reflectivity and scattering; and 
beam power density effects. 

AUXILIARY POWER SYSTEMS 
Utilizing chemical and nuclear sources, fuel cells, solar cells, and solar thermal engines, these Aerospace 
Corporation scientists and engineers are concerned with: weight and efficiency as related to missile 
power systems for instrumentation and control; and with orbital or space vehicle systems for com- 
munication, instrumentation, and control. 

CYBERNETICS 

In this area scientists and engineers are concerned with: powered flight, free flight and re-entry 
attitude controls; energy management systems; vehicle launch and general control systems; inertial 
platforms ; accuracy analysis; guidance equations for rocket vehicles ; homing and radio guidance: 
stellar or radio-aided inertial guidance; and the geodetic and geophysical aspects of inertial guidance. 
Today more men with advanced degrees are needed to meet growing responsibilities. Immediate 
assignments exist for highly skilled scientists and engineers knowledgeable in interdisciplinary 
problem solving. 
All qualified applicants will receive consideration for employment without regard to race, creed, 
color or national origin and are urged to contact: Mr. George Herndon (OSborne 9-4661, Extension 
1171), Aerospace Corporation, Room 109, P.O. Box 95081, Los Angeles 45, California. 


AEROSPACE CORPORATION 


Organized in the public interest and dedicated to providing objective leadership 
in the advancement and application of space science and technology 
for the United States Government. 
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LIMITED WARFARE 


A CONTINUING SEARCH FOR 
NEW KNOWLEDGE AT 
CORNELL AERONAUTICAL 
LABORATORY 


Within recent months an ever increasing group of authoritative voices 
has been heard in a plea for enhanced ability to stamp out limited wars 
rapidly. Now recognized as that aspect of our preparedness in most 
critical need of technological advancement, the demand is being felt for 
new concepts in the areas of quick destruction, wide dispersal of small 
forces, highly creative use of camouflage, great mobility of troops and 
weapons, and the ability to capitalize on the cover afforded by night and 
bad weather. Today, as for some 15 years past, an important segment of 
CAL 's technical effort is devoted to such tasks. 

Current studies include tactical weapon systems, combat information 
and control systems, reconnaissance and surveillance, combat force 
mobility, CBR warfare, countermeasures, penetration aids, and new 
munitions concepts. CALs searching look into the battlegrounds of the 
future includes more than a dozen research and development projects 
aimed at solving problems of limited warfare. They are problems that 
offer attractive opportunities for engineers and scientists. If you are 
interested in becoming a member of one of our small, closely knit research 
teams working on far-reaching scientific and technological programs, 
write today for a free copy of our factual, illustrated employment 
prospectus entitled “A Community of Science.” 


& CORNELL AERONAUTICAL LABORATORY, INC. 
of Cornell University 
Buffalo 21, N.Y. 


J. P. Rentschler L. W. 
CORNELL AERONAUTICAL LABORATORY, INC. 
Buffalo 21, New York 


Please send me a copy of A Community of Science." 


Name 
FREE Street -— 
REPORT City |. Zone _ State 


Please include employment information. 


| 
| 
1 


All qualified applicants will receive consideration for employment 
without regard to race, creed, color or national origin. 
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(Continued trom page 118.47 


search. [nterested persons should communicate 
with; Albert F. Kelso, Ph.D., Dept. of Physiol- 
ogy and Pharmacology, c/o Chicago College of 
Osteopathy, 1122 East 53 Street, Chicago 15. 
III. 


BROADCAST ENGINEERS 


The United States Information Agency seeks 
Electronics Engineers with Communications or 
Broadcasting Systems experience for its Voice of 
America, The positions are located in Washing- 
ton, D. C, and abroad. Domestic assignments are 
mainly concerned with the design and planning 
of broadcasting systems and transmitting plants 
up to 1000 kilowatts, 

Foreign positions are of a construction man- 
agement type. 

Broadcasting and Communications Systems 
cover frequency rauges in the medium and high 
frequency bands. 
| Foreign Service appointments will be made at 

the entrance level of $10,785 per annum and 
range to $12,025 plus overseas allowances. Ap- 
pointment levels for domestic service: $8955, 
$10,635, $12,210, $13,730 and range to $15,030 
per annum commensurate with background and 
experience. 

Relocation expenses paid in accordance with 

| government regulations. 

Applicants must be American citizens, 

Please send background resume or application 
for Federal Employment (SF.57) to: Employ- 
ment Branch, U.S. Information Agency, Wash- 
ington 25, D. C. 


(Continued on page 1244) 


ELECTRONICS 


ENGINEERS 
WITH 


RADAR 


EXPERIENCE 
Silver Springs, Maryland 


Annour Research Foundation, a lead- 
ing independent research organization, 
offers exceptional long term opportun- 
ities for experienced electronics engineers 
who wish to work in Silver Springs, 
Maryland (convenient to both Washing- 
ton and Baltimore areas). The Founda- 
tion is now forming a highly competent 
technical group to aid in the development 
of an advanced radar-missile system. 
Present assignments involve primarily 
circuit design and experimental system 
work. Applicants must have at least a 
B.S. degree in Electrical Engineering 
with an above average academic record 
and several years of radar experience. 


Work on this program offers excep- 
tional opportunities for professional and 
personal growth. Staff members receive 
attractive salaries, up to four weeks 
vacation, generous insurance and retire- 
ment benefits, and tuition paid graduate 
study. All qualified applicants will re- 
ceive consideration for employment with- 
out regard to race, creed, color, or 
national origin. Please reply in confi- 
dence to Mr. S. M. Ream. 


ARMOUR 
RESEARCH 
FOUNDATION 


ELECTROMAGNETIC COMPATIBILITY 
ANALYSIS CENTER 
N. E. E. S. ANNAPOLIS, MARYLAND 


December, 196 


Ph.D's, MS's, BSEE's 


Exceptional 
opportunities 
with 


SYLVANIA 


near 


SAN FRANCISCO 


Sylvania Mountain View, 40 minutes south of San Francisco, 
offers you challenging scientific work on defense systems, 
plus ideal living conditions. 


The work involves systems studies, design and development 
in frequency ranges from DC to daylight; it offers growth 
into scientific or management positions of responsibility. 


immediate openings exist in the following fields: 


Reliability Analysis 
Operations Research 
Systems Analysis, Design 


Design and Development of: 
Antennas, Receivers, Transmitters, 
Transceivers, Servos 


Analog Computers 
Mechanical Design 
Field Engineering 


Sophisticated San Francisco's theatres, restaurants and major 
league sports are minutes away. The Pacific Ocean is near; 
hunting, fishing and skiing 3 hours' drive. 


Furthering your education? Sylvania encourages, sponsors 
graduate study at Stanford and other nearby institutions. 


Send resumé to Wayne Pearson, Sylvania, Box 188, Mountain View, California 


SYLVANIA ELECTRONIC SYSTEMS 


Government Systems Management 


for GENERAL TELEPHONE & ELECTRONICS 


U.S. citizenship required. 
An equal opportunity employer. 


PROCEEDINGS OF THE IRE December, 1961 123A 


COMPUTERS AND 
CONTROL SYSTEMS 


W OPTICAL SPECIALISTS 

B LOGIC DESIGNERS 

ш PROJECT ENGINEERS 

Ш ADVANCED ELECTRONICS 


Scientists and engineers needed with experience in all phases 
of digital computer and control system design. 


Systems organization, logic design, magnetic core and drum 
memories, dynamic analysis, and electro-optical correlation 
devices. Also advanced areas such as high-speed tunnel-diode 
techniques, thin films, and hybrid analog-digital techniques. 


Applications include airborne digital equipment, numerical 
machine control, photogrammetric equipment, and special- 
purpose control computers. Both commercial and military 
programs, emphasizing advanced development and research. 
We think you will find this work unusually stimulating and 
satisfying. Comfortable and pleasant surroundings in suburban 
Detroit. 


If interested, please write or wire A. Capsalis, 
Research Laboratories Division, The Bendix Corporation, 
Southfield, Michigan. 


Research Laboratories Division rn i” 


coeroeation 


An equal opportunity employer 


Kollsman 


Continued 
Expansion 


in AEROSPACE SYSTEMS 


Creates New Opportunities in 
Research, Development and Engineering 


STAFF ENGINEERS 


For creative staff engineering in air data systems, pressure sensors and 
transducers, optical electronic systems, digital computers and sensors, 
solid state physics, logical design, systems analysis and synthesis, 
infrared and visual scanning techniques, information theory, systems 
development for navigation and guidance of aircraft, missiles and 
space vehicles, and heat transfer analyses. 


DEVELOPMENT ENGINEERS 


For project engineering assignments on automatic navigation, air data 
and flight control systems and devices. Also assignments in 

ground support equipment in the above areas, as well as in our 

new ordnance equipment group. Experience in 
electromechanical/optical systems desirable. 


An Equal Opportunity Employer 


Please forward resume, in confidence, to Mr. Donald Svenson. 


Kollsman Instrument Corporation 
A Subsidiary of Standard Kolisman Industries Inc. 80-08 45th AVE., ELMHURST 73, QUEENS, NEW YORK 


Positions 
d) a TN 
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CRITICAL VACANCIES AT GRIFFISS AIR 
FORCE BASE, ROME, N. Y. 


Management Analyst GS-7 $5355 ya. 
Contract Assistant GS-7 $5355 pa. 
Electronic Engineer GS-7 $6345 ра. 
Research Psychologist GS-7 $5355 pa. 

(Physiological, Experimental & Engineering) 
Librarian GS-9 $6435 pa. 


(Physical, Sciences & Engineering) 
Technical Manuals Writer (18-9 $6435 pa. 


General Supply Officer 68-9 $6435 pa. 
Industrial. Engineer GS-9 $6435 pa. 
Research Psychologist GS-9 $6435 pa. 
(Physiological, Experimental & Engineering) 
Management Analyst GS-11 $7560 pa. 
Traffic Mgt. Specialist GS-11 $7560 pa. 
Industrial Engineer GS-11 $7560 pa. 
Supv. Tech. Manuals Writer GS-12 $8955 pa. 
(Electronics) 
Electronic Engineer (2) GS-12 $8955 pa. 
Electrical Engineer GS-11 $7560 pa. 
Mechanical Engineer GS-12 $8955 pa. 
General Engineer GS-12 $8955 pa. 


AUDIO ENGINEER 


BSEE or BS Physies. 3 to 5 years experience 
in the design and development of moving coil 
microphones and/or miniature dynamic speakers. 
Manufacturing experience desirable, Progressive 
company manufacturing electroacoustic transdu- 
cers in the Metropolitan area, Salary competi 
tive, Send complete resume to Box 2062, 


o 2 70 
Positions { 
Gop Wanted PN 


By Armed Forces Veterans 


In order to give a reasonably equal op- 
portunity to all applicants and to avoid 
overcrowding of the corresponding col- 
umn, the following rules have been 
adopted: 

The IRE publishes free of charge 
notices of positions wanted by IRE mem- 
bers who are now in the Service or have 
received an honorable discharge. Such 
notices should not have more than five 
lines. They may be inserted only after a 
lapse of one month or more following a 
previous insertion and the maximum num- 
ber of insertions is three per year. The 
IRE necessarily reserves the right to 
decline any announcement without assign- 
ment of reason. 

Address replies to box number indi- 
cated, c/o IRE, 1 East 79th St, New 
York 21, N.Y. 


ELECTRICAL ENGINEER 


Electrical Engineer desires challenging position 
in R&D work requiring professional competence. 
Experience in wire communications, data process- 
ing and transmission, programming, microwave 
systems, teaching, technical writing and super. 
vision. Prefer area where graduate study is avail- 
able. Will forward detailed resume on request. 
Box 3959 W. 


SALES ENGINEER 


Desires position as sales engineer in south- 
eastern U. S. Over 10 years in radio and elec- 


(Continued on page 1264) 
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it’s already 


TOMORRO 
at Westinghouse! 


Step into the future at Westing- 
house-Baltimore . . . an engineers’ 
company. Live and work with to- 
morrow’s tools to open whole new 
fields of technology. Work with 
the nation’s top engineers 
and scientific minds on challenging 
projects that span the electronic 
spectrum... molecular electronics, 
Pulse Doppler radar, 3-D radar, 
underwater sound, advanced wea- 
pons systems such as Typhon, and 
others. Your professional growth 
is encouraged at Westinghouse, 
where you have the opportunity to 
pursue advanced degrees at Johns 
Hopkins University and the Uni- 
versity of Maryland under our 
Advanced Education Program. 


Why don’t you talk with Westing- 
house about outstanding oppor- 
tunities in these fields: 

Weanons Systems Analysis 
Microwave Techniques 

Solid State Devices 

Applied Physics 

Computer Research 


Send resume to: Mr. J. F. Caldwell, Dept. 449 


Westinghouse 


BALTIMORE 


Р.О. Box 746, Baltimore 3, Md. 
AIR ARM ELECTRONICS » ORDNANCE 
An Equal Opportunity Employer 
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DECISION AND 
THE RANDOM CHANNEL 


For some time now a firm mathematical discipline, Statistical 
Decision Theory, has been applied to optimize signal reception 
in many important communication situations. Its most con- 
spicuous success has been in the restricted probiem of the 
reception of a (not too large) number of exactly known signals 
corrupted by additive independent gaussian noise with a known 
covariance function. Optimum reception in this case may be 
obtained through use of a correlation (or matched filter) receiver 
which uses replicas of the known signals stored either as wave- 
forms or as the impulse responses of linear, time-invariant filters. 


When faced with the lack of specific knowledge of channel 
parameters, decision theory is less authoritative in specifying 
the form of the receiver. In this more difficult case, it is some- 
times plausible to use an adaptive approach and estimate the 
possible waveforms which could exist at the receiver before 
noise is added, and to crosscorrelate the noisy received wave- 
forms against these estimates. In fact, the application of deci- 
sion theory to a channel which can be described by a multi- 
dimensional gaussian process with a zero mean and known 
covariance function, leads specifically to an adaptive receiver 
which generates reference waveforms from such estimates. 
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Generalized model of а communication channel. 


At the Philco Research Center, scientists are continuing to 
study adaptive techniques. Typica! programs include 1.) the 
problems of communicating over channels whose statistics may 
be both poorly known and changing; and 2.) investigation of 
non-parametric methods of statistical inference which are not 
greatly sensitive to unknown parameters. 
The Research Division offers attractive staff positions to scien- 
tists in a number of areas in addition to communication theory. 
Electrodynamics, plasma physics, ultramicrowaves, optical com- 
munications, and the physics of materials are among the areas 
of current interest. Letters of application or inquiry may be 
addressed to: 
Mr. W. P. Diefenbach 
Personnel Director 
Philco Research Center 
Blue Bell, Penna. 


RESEARCH CENTER 


PH ILCO 
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ELECTRICAL 
ENGINEERS 


for advanced studies of high-perform- 
ance electrical propulsion systems... 


Great interest has been aroused by our unusual oscillating-electron ion 
engine which produces a high-velocity, electrically-neutral plasma beam. 
Since this electrically-neutra! stream eliminates the space-charge effect, 
there is no theoretical limit to the thrust capability of the device. Qo Past 
successes and current progress with this device, (and in other areas of 
plasma research) now require a material expansion in this entire effort. As 
a result, a number of very attractive Senior Positions are being created for 
electrical propulsion specialists — particularly physicists with advanced 
degrees and experience. Q These positions should have particular appeat 
to those interested in studies of high-energy plasma sources, diagnostic 
techniques and other basic investigations that will lead to practical space 
propulsion devices. Included are both theoretical and experimental investi- 
gations of factors that determine plasma potentials, ionization and power 
efficiencies. [ This program is of the long-range sustained type with both 
corporate and government sponsorship. Superior facilities and assistance 
are available for numerical computation and experimental work. Publi- 
cation of papers is encouraged as is close contact with related university 
research. © Salary levels, benefits and the semi-academic approach will 
appeal to experienced men with demonstrated abilities. 


You are invited to contact Mr. W. B. Walsh, Personnel Department 


RESEARCH LABORATORIES 
UNITED AIRCRAFT CORPORATION 


400 Main Street, East Hartford 8, Conn. 
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tronics including radio and TV broadcasting, 
missile instrumentation and most recently, elec- 
tro-mechanical instrumentation sales engineering, 
Box 3960 W. 


ENGINEER—M ANAGER 


Age 37, P.E., 11 yrs. Electro-Mechl. Mfg. as 
Chief Engineer, Manager of Eng., General Man- 
ager, Vice-President, including Overseas Assign- 
ments, Air Force Vet. Location open including 
Overseas. Box 3962 W. 


SALES REPRESENTATIVE 


Physicist and Engineer with twelve years ex- 
perience, four in sales, is desirous of forming 
sales representative organization selling instru- 
ments and components in the Metropolitan New 
York area. Age 36, married. Would be willing to 
consider participation by manufacturers who pre. 
fer ta make an investment, Box 3963 W, 


DESIGN ENGINEER—MANAGER 


B. S. E. E. in 1941, also graduate work in вре. 
cialty. 15 years experience in design and man- 
agement of antennas, microwave asseinblies, and 
military electronics systems, including ECM, air- 
craft C & N, and radar. Eight years of large 
corporation management experience, Prefer sub- 
urban area in Mid.Atlantio region. Box 3964 W. 


SALES MANAGER 


B S. E. E., 8 yrs, experience in Electronic 
Component sales ploa twu sears caperience as 


(Continued on page 130A) 


ENGINEERS 
RESEARCH & DEVELOPMENT 


Growing Research and Development Di- 
vision seeks qualified engineers for 
equipment development. Work concerns 
glass container manufacturing process. 
Excellent opportunity to grow with organ- 
ization. Stable career opportunities in 
company fumous for extensive research 
and development operations, New labora- 
tories in attractive Chicago exurban lo- 
cation. 


Electronics-Instrumentation 


M.S. in Electrical Engineering, Flectron- 
ica, or Physics plus minimum 5 years ex- 
perience. Be in charge of new instrumen- 
tution and electronics laboratory and be 
responsible for growth of laboratory in 
terms of personnel and equipment. Fa- 
eility will use and develop instrumenta- 
tion for data gathering, develop auto- 
matic inspection instrumentation and 
systems for process and machine control. 


Please aubmit a complete resume cover- 
ing personal data, education, work his- 
tory, and present salary. All replies will 
be handled in the strictest confidence. 


CONTINENTAL CAN CO., INC, 
Hozel-Atlas Glass Research 
& Development Dept. 
Plainfield, Illinois 
R. P. Eichhorn 


December, 1961 
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ANTENNA & PROPAGATION 
$ ENGINEERS: To carry on theo- 
retieal & experimental studies 
of advanced nature fov all radio 
freaueney bands. ЕЕ. (Ad- 
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TM 


Senior Staff Consultant 


for all System Level Experimentation 
in Electronics for all MSVD programs 


к @ 


ADVANCED MISSILE 


55 


NJ 


СООЛ 


applications. These include in- 
coders, command circuitry, 

transmitters, digital 
electronics, etc. 


original work; also a substantial back- 
ground in systems design. Experience in 
radar & communications helpful. G 


6000000666) 


IMMEDIATE OPENINGS 
AT THE MISSILE & SPACE 
VEHICLE DEPARTMENT 


Design and development of 
ground clectronic systems 
through the RF speetrum for 
application in the support sys- 
tems of re-entry or space 
vehicles. A technical specialist 
position requiring a BSEE, 6 
years experience and а back- 
ground in such fields as com- - 


vanced degree preferred.) Mini- ( ; k SATELLITE ELECTRONICS 22 ' 
mum of 6 years experience. G System дыш шеа stabi- (3 Гем A Significant Opportunity for pA 
YYY YY Y lization and attitude control of an Engineer with a Record of Ar 
2222424 satellites and re-entry vehicles; @ -— Achievement. An advanced degree — 
space/ ground communications ; — S or PhD and a minimum of 10 == 
orbit navigation апі control; — years applicable experience is manda- Zew 
Ground Support mid-course and terminal space- > ‘у for the highly Mies ame and crea- — — e 
Electronic Syst craft navigation and guidance. ‘@ tive man required for this position. He —9 
ystems oo will guide an organization responsible е 
Engineer An advanced degree Is essential for this — for the development of very advanced — 
outstanding opportunity for high level, @ T components for missile & satellite — 
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munications, telemetry or radar. 


Тер a 
Ecc PHILADELPHIA, адрына T ECM SUB- SYSTEMS for 5 

CW WWW V VY Yoür inquiry is Invited re. Bu Advanced Reconnaissance Vehicles gs 
l ——Á— d Contribute substantially to synthesis & & 

garding any „ р id analysis of these systems, utilizing famili- 3 

.: J б — encompassing many | 5 arity with RF interference jammers, scan- id 
Diversified Assignments areas of space science l, ч de one deco modulation techniques, 2 

Ы 5 and engineering — listed on (Е electronic decoys, etc. D „шшш, ote portion: Ж 

for Design Engineers this page. Please use те | f 

INQUIRY CARD provided Lo ete oe tebe 


Logic Circuit Design 


seses ЖЕЗ: ta ae ee 
for your convenience. A 2 = 
prompt answer is guaran- 
teed; your confidence will 
be respected. 


Provide high level technical evaluation 

of digital techniques as applied to auto- 

matic programming systems for check- 

out equipment and airborne instrumen- 

tation, Requires EE with broad digital 

background from systems philosophy to 
a final design. [5] 


TELECOMMUNICATIONS 
CONSULTANT 


TO LEAD STUDIES AND PRELIMINARY DESIGNS 
INVOLVING ALL ELEMENTS OF INTERCONTINEN: 
TAL COMMUNICATIONS SYSTEMS: COMMUNICA- 
TION CENTRAL SWITCHING CENTERS, LOAD 


RADAR SYSTEMS 


Digital Components 
& Circuits 
Design and evaluate A/D and D/A con- 


Re-Entry Guidance & Space Navigation 
Apply radar systems principles to problems ot 
re-entry-guidance and space navigation; define 


ANALYSIS. ETC. QUALIFICATIONS: PHD OR DEEP 
EXPERIENCE IN COMMUNICATIONS SYSTEMS 
SYNTHESIS AND PLANNING. THE CALIBRE MAN 
SOUGHT FOR THIS IMPORTANT POSITION WILL 


$ 5 s parameters*of the technical concept and main- 
lud verters, multiplexers, parity check gene- | tain project control over full engineering effort. HAVE PUBLISHED PAPERS IN RELATED FIELDS 
, rators, digital storage devices, binary Kequires EE, strong background in radar systems 
counters, etc., for both airborne and ^ Д | "009000000000000000000000000000000000000 00000990092 
"1 ground digital equipment. EE with 2-5 
ears experience. 
b Y P [T] 
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| > T а x To "e 
TEMO RW QUE QUEE D сай dieit m. ce us Wi EN ыы e We Tem em wi mE mE ma E СЫ " aO s —— a wee 2 — —w—-— 
PRO FESSIO NAL EX PERI ENCE (Two E pens e e jobs) All qualified appliconts will gontinye lo receive consideration for employment withoul regard to race, creed, «olor, of national origin, 
Company — S mer озо: lam interested in the following position(s) 
Years of experience (from), (to) Salary Assigned Duties 
Navigation & Controll. 
Instrumentation & Communication. . ... C. 
Systems АПД у i. 
— — — — —— = = — Advanced Sys tens 
us Ground & Sp Support 
Company. — A — Position — — = Analog & Digital Nes 
Years of experience (from) (to) Salary. Assigned Duties 
5 = > Simply circle the appropriate let- 
——————— — E - ters of those positions that meet your 
PERSONAL DETAILS Name |. professional interests and qualifica- 
Home Address " | City tions, fill in the questions to the left 
a T —attach a resume if you have one 
State Telephone U.S. Citizen ves V Not) handy — and airmail to: 
Education. undergraduate = Mr. Frank Wendt 
College Degree Year of Graduation Missile & Space Vehicle Department 
Graduate General Electric Company 
College Degree Year of Graduation 3198 Chestnut Strect 


Philadelphia 4, Pennsylvania 


GENERAL GB ELECTRIC 


Position Objective (primary job preference, level of responsibility, salary expectations) 


463-1. 


SCIENTISTS 
ENGINEERS 


CALIFORNIA 


offers you and your family 


* А world center of the electronic industry for CAREER ADVANCE- 
MENT 


* The High Sierra and the Pacific Ocean for RECREATION 

* Some of the nation's finest public schools for your CHILDREN 
World Famous Universities for ADVANCED STUDY 
MAJOR CULTURAL CENTERS 


while living in such places as 
Exciting San Francisco 
Fabulous Southern California 
Cultural Palo Alto 


companies pay interview, relocation and agency expenses 


submit resume in confidence to: 


PROFESSIONAL & TECHNICAL 
RECRUITING ASSOCIATES 


(a division of the 
Permanent Employment Agency) 
825 San Antonio Rd. 

Palo Alto, Calif. 


SYSTEMS . e ELECTRONICS 


АЈ "e — 
Ion 2 кюл OY 
ENGINEERS , МЫЙ ENGINEERS 
FUNDAMENTAL AND APPLIED RESEARCH 
Acoustics Noise Reduction 
Electronics Network Theory 
Information Theory 
* * * 
DESIGN OF ELECTRONIC INSTRUMENTATION 
* * * 


APPLICATION AND DESIGN OF ANALOGUE AND 
DIGITAL COMPUTERS 


* * * 
Opportunities for Graduate Study 


Faculty Appointments for Qualified Applicants 
Excellent Working and Living Conditions 


Send Resume to 


Arnold Addison, Personnel Director 
ORDNANGE RESEARCH LABORATORY 
THE PENNSYLVANIA STATE UNIVERSITY 
Box 30 
University Park, Pennsylvania 


All qualified applicants considered regardless of race, creed, color, or national origin. 
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ELECTRONIC ENGINEERS 
FEDERAL AVIATION AGENCY 
DUTY IN ALASKA 


Career opportunities with the Fed- 
eral Aviation Agency in Alaska. 
Apply the latest knowledge of elec- 
tronics to air traffic control, avion- 
ics, telecommunications, and air navi- 
gation aids in the installation, mod- 
ification and maintenance of elec- 
tronic systems on Federal airways. 


Additional training provided at Gov- 
ernment expense, to keep abreast of 
technical advancements in the Elec- 
tronics Field, through assignment to 
the Federal Aviation Agency train- 
ing center located at Oklahoma City, 
Oklahoma. 


FRINGE BENEFITS ACCRUING TO 
FEDERAL EMPLOYEES: 


ANNUAL LEAVE HEALTH INSURANCE 
SICK LEAVE COMPENSATION FOR 


INJURY ON JOB 
MILITARY LEAVE 
UNEMPLOYMENT 
HOME LEAVE COMPENSATION 


RETIREMENT 25 PER CENT COST. 
OF-LIVING ALLOW. 
LIFE INSURANCE ANCE 


REQUIREMENTS 


Applicants must be United States 
Citizens and possess BSEE degree 
from accredited engineering school 
or demonstrate comparable back- 
ground through Civil Service En- 
gineering examination. In addition 
to minimum experience and training 
requirements, applicant must have 
had professional engineering exper- 
іепсе as indicated below for each 
grade: 


Base Gross Experience 
Grade Salary Salary Required 


GS-5 $5,335.00 $6,668.75 None 
GS-7 6,345.00 7,931.25 1 Year 
GS-9 6,435.00 8,043.75 2 Years 
GS-11 7,560.00 9,450.00 3 Years 


Gross salary includes 25 percent 
Alaskan cost-of-living allowance 
which is non-taxable for Federal 
Income Tax purposes. Engineers in 
travel status away from the An- 
chorage headquarters receive a 
travel allowance. The best qualified 
applicant will be selected regardless 
of race, color, creed or national ori- 
gin. 


Appliconts who meet the above re- 
quirements should write to: 


FEDERAL AVIATION AGENCY, 
P.O. BOX 440 
ANCHORAGE, ALASKA 


December, 1961 


Long experience and proven capability give Lockheed a great 
advantage: perspective on space. This results in programs 
that cover the broad spectrum of aerospace dynamics; that 
present the most far-reaching technological problems; that 
offer endless creative challenge to Scientists and Engineers; 
that give them new concepts to explore—new goals to reach. 
This far-ahead program in the concepts and vehicles of 
space creates a climate most favorable to advancement in the 
state of the art as well as in professional status. 
Scientists and Engineers with an eye to a secure and 
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A panoramic 
concept 

on space... 
you find it 
at Lockheed 


rewarding future will find these openings at Lockheed worthy 
of serious consideration: Aerodynamics; thermodynamics; 
dynamics; electronic research; servosystems; electronic sys- 
tems; physics (theoretical, infrared, plasma, high energy, solid 
state, optics); electrical and electronic design; structural 
design (wing, empennage, fuselage); human engineering; 
reliability; wind tunnel design. Write today to Mr. E. W. Des 
Lauriers, Manager Professional Placement Staff, Dept. 1812, 
2402 N. Hollywood Way, Burbank, California. An equal oppor: 
tunity employer. 


L O C K H E E D CALIFORNIA COMPANY 


A DIVISION OF LOCKHEED CORPORATION 
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Emerging now from three years' 
intensive effort at International 
Electric is a computer-based 
communication system that 
equals the state-of-the-art. This 
system was made possible by 
our systems management capa- 
bility, which includes the design, 
development, production moni- 
toring and installation of ad- 
vanced electronie systems. Our 
continuing progress will be 
determined by our ability to 
advance the state-of-the-art in 
our design and development of 
future systems. 


This requires the application of 
creativity and technical experi- 
ence by engineers, mathemati- 
cians and physicists. To our 
recently organized Development 
Division we seek to add Develop- 
ment Specialists with at least 
six years' association with large 
projects. They will evolve re- 
quirements for systems users, 
working in such areas as air 
traffic control, ASW, satellite 
control and command and con- 
trol systems, and in such proj- 
ects as information retrieval, 
man/machine communications 
and advanced computer utiliza- 
tion. 


Digital Equipment Engineers 
are needed to translate systems 
requirements into system hard- 
ware. We seek E.E.’s with at 
least five years' experience to 
work in such areas as logical 
design; core, drum and tape 
memories; peripheral equipment ; 
and large-scale switching center 
techniques. 


If you have the experience and 
interest in either of these pro- 
grams, and wish to associate 
yourself with the professional 
challenges offered by them, 


please send resume to Manager 
of Technical Staffing, Dept. PO. 


CORPORATION - 


ал диен OC infsivitipial 
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By Armed Forces Veterans 
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Project Engineer for Component Manufacturer. 
Successful record in increasing sales. Tripled 
sales in present territory in three years. Box 
3965 W. 


PRODUCTION MANAGER 


Mgt. Executive, 39, M. I. E., B. M. E., 15 years 
varied experience. El/Mech Industries. seehing 
plant production Manager level opportunity with/ 
without investment. Tau Beta Pi; Pi Tau Sigma. 
Box 3972 W. 


PATENT ATTORNEY 


Electronics and mechanical arts, 4 years cor- 
porate and ] year law firm experience, writing 
and proseculing applications, interferences, in- 
fringement studies and licensing. 6 years engi- 
neering experience including transistor circuitry 
and aircraft instruments. Interested іп position 
in New York City area. Box 3973 W. 


ELECTRONICS TECHNICIAN 


Graduate RCA Institute V7 course, Age 24, 
Single. Willing to relocate in United States or 
abroad, Member IRE. Resume upon request. 
Box 3974 W. 


FREE LANCE TECHNICAL WRITER 
Experience and degrees in electronic engineer- 
ing and physics. Associate in St. Paul and Mil- 
waukee. Box 3975 W. 


FREE LANCE TECHNICAL WRITER 


Experience and degrees in electronic engineer- 
ing and physics. Associate in St. Paul and Mil. 
waukee. Box 3976 W. 


ENGINEER/PILOT 


BSEE '60. Age 29. Former USAF pilot, pres- 
ently ANG pilot, hold commercial license (multi- 
engine). 16 months field engineering experience 
with computer type checkout equipment for mis- 
sile systems. Speak, write and read Spanish flu- 
ently. Seeks challenging position in Spanish 
speaking country or Europe. Box 3977 W. 


E New Products bA 


These manufacturers have invited PROCEEDINGS 
readers to write for literature and further technical 
information. Please mention your IRE affiliation. 


(Continued from page 1044) 


Tantalum and Mylar 
Capacitors 


Gulton Industries, Inc., 212 Durham 
Ave., Metuchen, N. J., will begin market- 
ing Faradyne solid tantalum and tubular 
mylar type capacitors. 

The arrangement between Gulton and 
Faradyne Electronics Corp., Belleville, 
N. J., will complement Gulton's present 
line of ceramic types. 

These solid tantalum capacitors fea- 
ture high reliability in low voltage transis- 
torized circuits in a range from 1.0 uf to 
$7.0 uf at voltage ratings up to 35 volts 

(Continued on риде 132A) 


CIRCUIT 
DESIGN 


If this is your career in- 
terest, we have projects 
involving digital com- 
puters of extremely small 
size. Let us tell you more 
about this — confiden- 
tially. Write to Mr. Harry 
Laur — Research and 
Engineering Staff. 


Qualified applicants will be congidered 
regardless of race, creed, color or 
national origin. 


LITTON SYSTEMS, INC, Data Systems Division 
Canoga Park, California 
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VITAL: command and control systems which collect, transmit, process 


and display information to military commanders responsible for 


compressed-time decisions. 


THE 


MITRE 


CORPORATION 


is now engaged in designing and developing 
computer-based command and control systems 
which collect, sort, transmit, and display infor- 
mation vital to those who make command de- 
cisions. SAC’s Command and Control System, 
SAGE, BMEWS, NORAD, MIDAS and other 
urgent military programs are all within the scope 
of MITRE'S system integration work. 

Formed in 1958, MITRE is an independent 
nonprofit corporation with a growing technical 


e Operations Research 

e Communications Techniques 

e Human Factors e System Analysis 
e System Cost Analysis 

e Econometrics 


e Radar Systems and 


e Advanced System Design 
e Computer Technology 


staff engaged in systems planning, engineering 
and management for the Air Force Electronic 
Systems Division. 

You are invited to join this scientific com- 
munity and participate in important work which 
is performed in an atmosphere of objectivity 
and free inquiry. 

Engineers and scientists interested in the 
vital field of command and control technology 
may inquire about openings in: 

e Mathematics 


e Air Traffic Control 
System Development 


e Antenna Design 
Microwave Components 


Write in confidence to: VICE PRESIDENT — TECHNICAL OPERATIONS, THE MITRE CORPORATION, 
Post Office Box 208, Dept. MZA. Bedford, Massachusetts 


An equal opportunity employer 


December, 1961 
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Boeing openings 


for 
SYSTEMS 
TEST 
ENGINEERS 


The steady expansion of missile 
and space projects at Boeing, in- 
cluding the Dyna-Soar manned 


space glider and the Minuteman 
solid-fuel ICBM, offers outstand- 
ing career openings for Systems 
Test Engineers. Positions are 


available now in the Aero-Space 


Division for engineers meeting 


these minimum requirements: a 


B.S. degree in Electrical Engineer- 
ing, Mathematics or Physics, plus 
at least three years of applicable 
experience. 


Assignments offering exceptional 
opportunities for advancement 


are available in the area of data 
systems development, design and 
application in the field of airborne 
ground telemetry or transducer 
equipment, or in the field of test 
data processing as related to pulse 
circuitry. There are assignments 
also in the application of digital 
techniques to the processing of 
test data. 


Salaries are competitively com- 
mensurate with education and ex- 
perience. These positions are in 
Seattle, in the uncongested Pacific 
Northwest, famous for mild year- 
round climate, unexcelled recrea- 
tional facilities, housing and 
schools. 


Send your resume today to Mr. 
William B. Evans, The Boeing 
Company, P.O. Box 3707.PRN, 
Seattle 24, Washington. The Boeing 
Company is an equal opportunity 


employer. 
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DCW. In addition to standard types meet- 
ing or exceeding MIL-C-26655A and 
MIL-C-26055/2, known as “Faratans,” 
other types are available. Each type of 
solid tantahim capacitor has been designed 
for low leakage current, a low dissipation 
factor and low noise level. 

Tubular mylar capacitors in the line 
are olfered particularly for applications 
requiring high reliability, small size and 
light weight. In small compact cases, these 
capacitors have a capacitance range of 


from 0.001 pf to 2.0 uf and are available at 


DESIGNED to 
FIND the creative 
ENGINEER on 


SCIENTIST 
IN THE $18-$35,000 RANGE 


PRINCIPAL SCIENTISTS 


€ Physical Electronics, gas plasma, MHD 
or microwave tube to develop R & D 
group. 


Thermionics and related problems as 
applied to plasma physics. 


@ Plasma, nuclear and astrophysics, Work 
in а purely theoretical group and act 
as Corporate Consultant to other divi- 
sions. 


Telemetry GSE Program Mgr. Medium 
sized Co. with rapid growth. Excellent 
Opportunity. 


All Expenses Paid by 
Employer Clients 


CROSS COUNTRY 
CONSULTANTS 
Personnel Search Specialists 


225 E. Redwood St., Baltimore 2, Md. 
LExington 9-6604 


sured. 
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Engineering Section Head 
For Solid State Power Supplies 


Here is an ideal opening for an experienced Engineer seeking a true growth 
position, The competent individual selected to fill this important opening 
will be responsible for technical direction of engineering staff engaged in design 
& development of solid state power supplies. He should possess superior tech- 
nical capability plus ambition and proven administrative skills. Starting salary 
is most generous, benefits are liberal and advancement opportunities are as- 


Direet your inquiries in fullest confidence to: 
Direetor of Employee Relations 
THE DAVEN 
A Subsidiary of General Mills 
530 West Mt. Pleasant Ave., Livingston, New Jersey 
An Equal Opportunity Employer 


voltages up to 600 volts DCW. ‘The dis- 
sipation factor at 25°C and 1000 cps does 
not exceed 1 per cent, and operation in 
temperatures up to 125°C is possible, de- 
pending on voltage rating. These capaci- 
tors are designed to meet or exceed military 
requirements. After moisture tests in ac- 
cordance with MIL-STD 202A (methods 
102 and 106) Faradyne mylar capacitors 
will withstand 250 per cent rated voltage 
for one second and have an insulation re- 
sistance greater than 10,000 megohms at 
25°C, 

In addition to standard types, solid 
tantalum and tubular mylar capacitors are 
available in special configurations and ca- 
pacitance values upon request. Further in- 
formation may be obtained by writing to 


the firm. 
(Continued on page 1364) 


ARIZONA 
Phoenix 


"Opportunity & Ideal Living" 


GOODYEAR 
AIRCRAFT 
CORPORATION 
Arizona Division 


ELECTRONIC CIRCUITRY 


Radar Circuitry, Data Processing, Analog 
Computer Circuitry, Control Systems. 


THEORETICAL PHYSICIST 


Background in Electromagnetic Theory and 
Plasma Physics, Ph.D. Preferred, 


EXPERIMENTAL PHYSICIST 


Background in Physical Optics, Classical 
Mechanics, Microwaves, and Information 
Theory or Quantum Mechanics and Statisti- 
cal Mechanics, Ph.D. Preferred. 


ELECTRONIC PACKAGING 


All qualified applicants will receive соп- 
sideration for employment without regard 
to race, creed, color, or national origin." 


Request Application or Send Resume to: 


B. A. Watts, Engineering Personnel 
Goodyear Aircraft Corp. 
Litchfield Park, Arizona 


Similar Positions at Goodyear Aircraft 
Corporation, Akron, Ohio 


COMPANY 


December, 1961 
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career 
opportunities 


ACF 


ELECTRONICS 


a company on the move! 
ACF Electronics is expand- 
ing dynamically. We invite 
qualified Electronic Engi- 
neers to check a career ap- 
pointment in the following 
areas: 


— 


ADVANCED 
DIGITAL 
SYSTEMS 


Advanced development of 
digital computer techniques 
and solid state devices on 
navigational, tactical and 
training projects for aircraft, 
missile and aerospace simu- 
lator systems. 


WORLDWIDE 
FIELD 
OPERATIONS 


Installation, maintenance, 
operation and instruction on 
company and competitor 
electronic equipments, in- 
cluding communications, 
computers, radar and simu- 
lator systems. Assignments 
in this country and abroad. 


Our modern facilities are 
located in residential sub- 
urbs of Washington, D. C. 
and New York City, afford- 
ing you a choice of city, 
suburban or country living. 
Advanced study under tui- 
tion refund may be con- 
ducted at several nearby 
universities. 


For details, contact: Mr. A. 
C. Sugalski, Manager, Pro- 
fessionalStaffing, Dept. A-16 
at our Riverdale facility. 


ACF ELECTRONICS 


DIVISION 


ACF INDUSTRIES 
Riverdale, Md. « Paramus, N.J. 


an equal opportunity employer 


December, 1961 


Career Opportunities in 


SEMICONDUCTOR TECHNOLOGIES 


IBM THOMAS J. WATSON RESEARCH CENTER 


The new IBM Thomas J. Watson Research Center in Yorktown, N.Y., is undertaking 
important new long-range projects requiring scientists and engineers with experience 
in, or relating to, various aspects of semiconductor research. Research projects under 
way are directed toward purely scientific goals . . . as well as toward developing 


technology for advanced information handling systems. 


SEMICONDUCTOR COMPOUND CHEMISTRY 


Several openings exist for Physical and Inorganic Chemists to conduct research on 
the preparation and purification of materials, and to study their physical properties. 


Experience is highly desirable, but not necessary. 


SEMICONDUCTOR VAPOR GROWTH 


Applicants should be familiar with studies of vapor growth reactions in general as 
well as vapor growth junction technologies. An advanced degree in Physical Chem- 
istry, Metallurgy or Physics is desirable, but a B.S. with a strong background in 


related technology will be considered. 


SEMICONDUCTOR CIRCUITS 


The position involves the proposing, experimental exploration, and evaluation of 
circuits which have a high degree of probability of lending themselves to fabrication 
into integrated circuitry by means of advanced semiconductor technologies including 
epitaxial crystal growth from the vapor phase. This work will be done in close co- 
operation with device fabrication scientists. The ultimate aims of this activity include 
consideration of integrated or preconnected computer circuits wherein transmission 
lines are treated as integral parts. An advanced degree or equivalent in Electrical 
Engineering or Physics is desirable. We prefer experience in circuits using semi- 


conductor devices as applied to large high-speed computers. 


SEMICONDUCTOR CRYSTAL GROWTH 


This is an outstanding opportunity for a person with an advanced degree or equivalent 
experience in Physical Metallurgy or Chemistry. The person who can fill this position 
must be able to take charge of a semiconductor crystal growing activity and carry 
out a program of research on related problems. Experience should include the prepa- 


ration of solid state materials and a background in semiconductor physics. 


The Thomas J. Watson Research Center at Yorktown, N.Y., is located in pleasant, 
rural Westchester County countryside, just 35 miles from New York City. The Re 
search Center was designed to provide the best possible working environment for 
scientists and engineers engaged in advanced research studies. The location provides 
excellent schools and housing. IBM offers a fully paid benefits program. All qualified 
applicants will receive consideration for employment without regard to race, creed, 


color, or national origin. 
Please write, outlining your education and experience to: 


Mr. J. B. Farrington, Dept. 645M 
Thomas J. Watson Research Center 
P.O. Box 218 

Yorktown Heights, New York 


IBM 
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New long term diversi- 

fied development and 

design contracts create 

unusually attractive op- 

portunities at the Link 

Division of General Pre- 

cision, Inc. Qualified men, 

proficient in broad sys- 

tems and equipments 

engineering, will be interested in these commercial and military projects. 

Both aircraft and space vehicle systems are involved. Excellent salaries 

and ideal living in the Binghamton, New York area will attract the quali- 

fied professional man or manager seeking advancement opportunity and 
challenging work. 


— laboratory precision measurement, visual 
displays and special projects including G. S. E., simulators and checkout 
equipment. — electro-optical precision measure- 
ment systems. : — 12-15 years 
mechanical design, electronic packaging, model shop construction, and 
department supervision in military programs. Direct product design 
department, model shop, product programs and advanced development. 


— visual systems projects. 
— optical, electro- 
optical measuring, inspection and scan- 
ning systems. —periscopic, 
Projection and relaying lens, analysis of 
optical problems, lab- 
oratory proposals. 
—transistor 
circuits, switching cir- 
cuits, computer logic, 
“NOR" logic, direct-coupled transistor logic, proposals. 
—electronic systems project responsibility. Supervise design, 
test and verification of prototype model and preparation of engineering 


data. — analog computing devices, audio systems, tran- 
sistorized amplifiers, radio aids, radio navigation, aircraft communica- 
tions. — program digital computers, digital Systems 
design. — define problems, program and solve equations 


of flight simulation, specify components, initiate requirements for design 
and configuration of electronic and electro-mechanical systems. 
— systems design of servos, hydraulics, missiles, life 
support systems. — systems design of mechanisms, 
structures, hydraulics, electro-mechanical packaging, materials, plastics. 
— simulation, project responsibility for computation 
of equations, defining motion and engine performance of aircraft, speci- 
fication interpretation, concept determination, data search and liaison, 
data analysis and processing, test guide inception and computation. 
— process raw aerodynamic coefficient data and 
engine data into equation form for electronic simulation, engine per- 
formance calculations, test guide to check simulator. 

— airframe and spacecraft performance, stability and con- 

trol, engine performance, analog simulation and digital computations. 


Ali positions require an appropriate degree — advanced degree is highly 
desirable for managerial and senior positions, Minimum experience 
required is 4 years—an additional 4 years experience is required for 
managerial and senior positions. 


Qualified men are invited to phone collect (RAymond 3-9311) or write 
Mr. James T. Gibbons. An equal opportunity employer. 


LINK DIVISION 
GENERAL PRECISION. INC. 


Binghamton. New York 
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ELECTRONIC 
ENGINEERS 


Research and 
Development 


Armour Research Foundation, one of 
the largest independent research or- 
ganizations, offers exceptional oppor- 
tunities in Chicago for qualified Elec- 
tronies research engineers to work on 
а variety of industrial and military 
research. projects in the fields of 


RADAR 


ANTENNAS 


CIRCUIT DEVELOPMENT 


MICROWAVES 


GUIDANCE & CONTROL 
PROPAGATION 


COMMUNICATION 


SIGNAL PROCESSING 
SEMICONDUCTOR DEVICES 
MEASUREMENT TECHNIQUES 


Minimum requirements include а 
B.S. degree in Electrical Engineering 
with above average academic grades, 
Research experience in one of the 
above fields is highly desirable, 
though not absolutely necessary. 


Our environment combines the better 
features of academic and industrial 
research and offers you the oppor- 
tunity to work on advanced research 
programs. 


Staff members receive attractive sal- 
aries, up to 4 weeks vacation, gener- 
ous insurance and retirement benefits. 
and tuition paid graduate study. Our 
Chicago location offers excellent eul- 
tural and recreational advantages. 
All qualified applicants will receive 
consideration for employment with- 
out regard to гасе, creed. color. or 
national origin. Please reply in con- 
fidence to Mr. S. M. Ream. 


ARMOUR 
RESEARCH 
FOUNDATION 


OF ILLINOIS INSTITUTE OF TECHNOLOGY 
TECHNOLOGY CENTER, CHICAGO 16, ILL. 
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* 
2 


Sometime ' 


in 1963 j 


Surveyor 
will land on 
the moon 


Work on Project Surveyor, one of the 
most important in our nation's space 
program, is now underway at Hughes. 
It is an urgent, demanding project. The 
engineer or scientist who qualifies for a 
position on Project Surveyor will have 
opportunities for technical accomplish- 
ment and personal growth which are 
seldom offered. 


At the same time, he will gain unique 
background which can insure his future 
in the expanding space fields. 

Project Surveyor is just one of Hughes' 
efforts in space work. It involves the 
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design and development of a space- 
craft which will “soft” land on the moon 
and gather, analyze and transmit back 
to earth information about the moon's 
surface, subsurface and atmosphere. 
Other Hughes space work includes: 
ARPAT (terminal anti-ballistic missile 
defense), BAMBI (anti-ballistic missile 
defense feasibility study), COLIDAR 
and SYNCOM (space communications 
systems), Space Propulsion Systems 
and Space Power Systems. 


Hundreds of openings exist for imagi- 
native junior and senior engineers and 
physicists. Experience is preferred, but 
not required. Representative openings 
include: 


CONTROLS ENGINEERS Concerns 
hydraulics, airborne computers, and other 
controls related areas for: missiles and 
space vehicles, satellites, radar tracking, 
control circuitry, controls systems, control 
techniques, transistorized equalization net- 
works and control servomechanisms. 


CIRCUIT DESIGNERS Involvesanalysis 
and synthesis of systems for: telemetering 
and command circuits for space vehicles, 
high efficiency power supplies for airborne 
and space electronic systems, space com- 
mand, space television, guidánce and con- 
trol systems, and many others. 


SYSTEMS ANALYSTS o consider such 
basic problems as: the requirements of 
manned space flight; automatic target rec- 
ognition requirements for unmanned satel- 
lites or high speed strike reconnaissance 
systems; IR systems requirements for 
ballistic missile defense. 


immediate openings also exist for 
Power and Propulsion Engineers, Analytical 
and Design Engineers, Structures Engi- 
neers, Heat Transfer Engineers, Equipment 
installation Engineers, Electromagnetic 
Theory Specialists and AntennaSpecialists. 


Inquire today. Your reply will betreated with 
strict confidence. Please airmail your 
resume to Robert A. Martin, Supervisor of 
Scientific Employment, Hughes Aircraft 
Company, 11940 West Jefferson Bivd., 
Culver City 58, California. 


Creating a new world with ELECTRONICS 
[i-o hmm а SS = 


| HUGHES | 


HUGHES AIRCRAFT COMPANY 
AEROSPACE DIVISIONS 
An equal opportunity employer. 
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INFORMATION 
PROCESSING 
RESEARCH 


Pictured above is the Applied Research Labo- 
ratory's new building which was recently occu- 
pied. The Laboratory is the central research 
facility for Sylvania Electronic Systems. 


The Applied Research Laboratory is located 
in Waltham, Massachusetts, a suburb of 
Boston, convenient to Harvard, M. I. T., Boston 
University, Brandeis, Northeastern, and several 
other colleges and universities offering out- 
standing programs for advanced study and 
professional growth. 


We should like to add to our staff qualified 
personnel with advanced training and creative 
experience in the Information Processing 
Research area. In particular, experience in ad- 
vanced computer and data processing technol- 
ogy, applied mathematics and mathematical 
physics, statistics, statistical decision theory, 
speech or pattern recognition, perception and 
learning theory, applied linguistics and infor- 
mation theory is desirable. Three areas are 
presently of utmost importance. 


(1) CHARACTER RECOGNITION - instrumentation of 
page and form readers, design of recognition logics for 
Statistically distorted printing. 


(2) SPEECH RECOGNITION — computer simulation and 
intelligibility testing of analyses of speech via expan- 
sions of series of orthonormal functions for machine 
recognition and bandwidth compression. 


(3) PERCEPTION AND LEARNING THEORY — analysis 
of models of automata and human perception in learn- 
ing, their experimental evaluation and ultimate instru- 
mentation (bionics) and their applications. 


Efforts are equally divided between instrumen- 
tation, experiment, and theoretical analyses. 


Additional information may be obtained 
by writing Dr. Donald B. Brick 
Applied Research Laboratory 


SYLVANIA tiecrnouic systems 


Government Systems Management 


for GENERAL TELEPHONE & ELECTRONICS. 


40 Sylvan Road—Room H-12—Waltham 54. Mass. 


An Equal Opportunity Employer 
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„іе NEWS / 
i New Products N 


These manufacturers have invited PROCEEDINGS 
readers to write for literature and further technical 
information. Please mention your IRE affiliation. 


(Continued from page 1324) 


Computer Simulator Tests 
Memory Systems 


Rese Engineering, Inc., “A” and Courtland Streets, Phila- 
delphia 20, Pa., announces Model 2032 Memory System Exerciser, 
an automatic, high speed digital computer simulator that tests 
and evaluates, for a wide range of operat- 
ing parameters, complete memory sys- 
tems, in laboratory analysis and рго- 
duction. testing. Of modular construction 
and with unusually versatile logic organi- 
zation, the 2032 simulates exact computer 
environment for testing, during the de- 
velopment, prototype and production 
stages of coincident-current and word 
organized core,  twistor, rod, multi- 
apertured and thin film memories. 

Operating with address to address cycle 
times continuously variable from 100 to 3 
microseconds, Model 2032 accommodates 
random access memories or serial buffers 
with address capacities to 16,384 words 
and word lengths to 48 bits. Binary or 
Binary coded Decimal address capability 
of the 2032 permits rapid changeover from 
one type of address logic to the other. 
Memories with separate X“ and “Y” 
address inputs are accommodated by a 
split address counter. 

Model 2032 Memory System Exerciser incorporates four major 
functional sections: ‘Timing Generation, Word Generation, 
Address Generation, and Word Register and Error Detection, 

Timing Generation controls the 2032 as well as the memory 
under test. In addition to the Exerciser's internal pulses, there are 
six general purpose pulses for use in the memory under test. They 
may be used as the Read Pulse, Write Pulse, Sense Amplifier 
Strobes, etc. The location and width of these pulses are variable 
and easilv controlled. 

Word Generation controls the word length and the data con- 
tained in each word. This section generates a variety of patterns 
as well as one “ones,” all “zeros,” and the standard checkerboard 
patterns. The Generator will supply other selected patterns such 
as 2, 4, 8, 16 or 32-bit repetitive pattern based on the address 
counter. The pattern can contain any number of “ones” or "zeros? 
provided there is only one transition from logical “zero” to logical 
“one,” and only one transition from logical “one” to logical “zero.” 
Patterns can be complemented four times in any pass through 
the memory at any four addresses that can be selected by any four 
bits of the address counter. The combination of arbitrary “опе” 
and “zero” selection, 2, 4, 8, 16, or 32-bit repetitive patterns, and 
the complementing feature combine to effect exceptionally versa- 
tile programming capability, Word pulse output position and 
width is controlled by one of the six timing pulses in the Timing 
Generation portion of the Exerciser. 

The address Generator is designed for widest possible appli- 
cation and consists of a 14-bit binary counter which is organized 
to be used in any of three modes selected by one three-position 
switch: as a binary coded decimal counter: as two seven-bit count- 
ers, in memories with two modes of address; or as a straight binary 
counter. The address counter can be set to count between any two 
addresses selected by two sets of switches. One set selects the 
initial address and the other set selects the maximum address. 
This feature permits closer examination of any portion of the 
memory under test. À level output and a pulse output are avail- 
able from the address counter. The position and width of the pulse 
output is controlled by one of the six general purpose timing 
pulses. 


(Continued on page 1384) 
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У NOW-—CHOOSE YOUR ASSIGNMENT 
AND LOCATION THROUGH OUR 
PHYSICAL RESEARCH NATION-WIDE PLACEMENT SERVICE 
AND ENGINEERING SALARIES $9,000 to $20,000 
Continued growth and last- казы Sin cd о indien nad eee n 
ing stability underline the ganizations WITH NO COST TO YOU. 


excellent professional oppor- SOME POSITIONS FOR RESIDENT NON-CITIZENS AND CANADIANS 
tunities at NCR's Engineer- 
ing and Research Center in 
Dayton, Ohio. Projects in WHAT WE DO FOR YOU-— 


Take all the work from you—no need for you to write to 
five or six companies, fill out applications for each one. 


кенин ини ыы ии ии ии иин иие mmis 


progress require personnel 


for the following positions: only to find there is no job that interests you. We do all 
that for you, find the job that you want—in the location 
SEMI-CONDUCTOR PHYSICIST you want—we work with over 250 companies—all over 


А à the country. 
Ph.D. with 2-4 years of experience 


in semi-conductor development and ALL WE ASK YOU TO DO— 


inple tesserae Send us 3 complete resumes, telling us your present and 
desired salary; the kind of work yon want and where you 
A would like to live. That is all vou have to do! 


Ph.D. with 2-4 years of research and 

development experience in field of THEN YOU— 

magneties. Wait to hear from us or our clients. There is no need to 
write directly to any companies. as we do all that for you 

SOLID STATE ELECTRONICS and at absolutely NO COST TO YOU! 


Ph.D. or MS. in Physies with 2-4 

years experience. in Solid. State zu Я Е ^ 

Phesice and есес Engineering managers, systems, projects, and design and development 
ae li is engineers: 


LOW TEMPERATURE ELECTRONICS INDICATE YOUR AREAS OF INTEREST 


Ph.D. or MES. in Physics with ex- O Transmitters Antennas Reliability 
yerience in low temperature field to А 
| à Г] Servos Receivers Microwave 
work in ervotron research program. m". 

Analog and Digital 


O Displays Devices Engineering 


R t 
PHYSICAL CHEMIST eports 


3 O Satellite Tracking Radar Techniques 
Ph.D. with background and experi- Logic Design 


enee in materials preparation, in [] Weapon Systems . Precision 

: А + А Analysis IF Devices Mechanisms 
partieular—magnetle materials, thin 
fihus, morganies, or. semi-conduc- 
lors 


Structures 


A National Electronic Placement Service Established in 1937. You 
. are assured of prompt and completely confidential service by for- 
Лу considered or оле ai Шс à warding three resumes to HARRY L. BRISK (Member IRE) 
above openings or others that may 
match vour particular professional 
training, write now (o: Mr. Thomas 
Wade. Technical Placement, The 
National Cash. Register Company, 
Mam and K Streeis, Dayton 9, 


Ohio. 


ervice 


eis it = ИА d n 
Employment Counselors Since 1937 
Department A 


12 South 12th St., Philadelphia 7, Penna. 


AN EQUAL OPPORTUNITY EMPLOYER 
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These manufacturers have invited PROCEEDINGS 
readers to write for literature and further technical 
information. Please mention your IRE affiliation. 


(Continued from page 136A) 


The memory Word Register isa flip-flop register used to stati- 
cize the memory output. For checking, this register is compared 
with the Word Generation portion of the Exercise. Depending on 
the mode of operation, when an error occurs, the Exerciser will 
stop or count the error and continue. If it stops in the Error Stop 
mode, the indicator lights on the front panel show which address 
is in error and which bit of the word is in error, If the Exerciser 
is iu the Error Count mode, memory errors are recorded on au 
error counter located on the front panel. 


MEMORY 
OUTPUT 


HIGH VOLTAGE 
ENGINEERING CORPORATION 


The dynamic leader in the research, development, and manufacture 
of Particle Accelerators now Serving the academic, medical, and 
industrial needs throughout the world ... cordially invites you to dis- 
cuss career opportunities presently available in our Applied Physics, 
and Engineering Divisions from the senior to junior levels. 


APPLIED PHYSICS 


EXPERIMENTAL PHYSICISTS . . . Career opportunities immediately exist 
for physicists whose experience and interest relate to ion and electron 
optics, high vacuum systems and techniques, and beam handling. An ap- 
preciation for applications, engineering, and production would be desired. 


APPLIED PHYSICISTS . .. To apply basic analytical knowledge to calcula- 
tions regarding magnetic systems in conjunction with research and de- 
velopment of particle accelerators, BS or MS degree in Math, Engineering 
or Physics and demonstrated ability to do analytical work in an applied 
capacity required. 


ENGINEERING 


ELECTRICAL ENGINEERS . . . To design and develop basic electronic 
amplifiers and stabilization systems, magnetic field measuring devices, and 
control systems. Good basic knowledge of electronic circuit theory re- 
quired. 


ELECTRONIC DESIGN ENGINEERS . . . To design amplifiers, power 
supplies, etc., working with project concerned with the design and de- 
velopment of tandemaccelerators. 


Employment will be at the modern, fully equipped research facilities 
of High Voltage Engineering Corporation where our outstanding tech- 
nical staff has produced the world’s most advanced line of particle 
accelerators and associated devices. 


Please direct resume 


in confidence to Mr. Louis J. Ennis, 
Assistant Personnel Manager, 
P,O. Box 98 


HIGH VOLTAGE 
ENGINEERING CORP. 


BURLINGTON, 
MASSACHUSETTS 
(12 Miles North of Boston) 


АП qualified applicants will receive consideration for employment 
without regard to race, creed, color or national origin. 
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TIMING 
GENERATION 


DETECTION 


| 


WHEN WRITING TO ADVERTISERS PLEASE MENTION—PROCEEDINGS OF THE IRE 


ADDRESS 
INPUT 


Delay Line Network 


A new multi-tap high accuracy delay 
line with excellent high frequency response 
is announced by Columbia Technical Corp., 
Woodside 77, N. Y. The unit, Type CTC- 
1068 “Q-Line,” has an 8 Mc bandwidth for 
an overall delay of 6.3 microseconds, at an 
impedance level of 200 ohms. The resulting 
rise time is 0.08 microsecond, thus yielding 
a delay-to-rise time ratio of about 80:1. 


The new Q-Line has 63 taps spaced at 
0.1 microsecond intervals. Overall delay as 
well as tap delay accuracy are +1%. The 
temperature coefficient of delay is 30 
PPM/°C. Housed in a 5"X5"XA4" steel 
case, the unit is hermetically sealed and 
designed to withstand saltspray, humidity, 
shock and vibration requirements per 
MIL-STD-202B. 

The combination of wide bandwidth, 
electric accuracy with high stability and 
ruggedness of construction make Type 
CTC-1068 “Q-Line” ideally suited for 
critical applications, such as airborne com- 
puter installations, Full information may 
be obtained by writing the manufacturer. 


AFC Systems 


| Orion Electronic Corp., 108 Columbus 


Ave., Tuckahoe, N. Y., announces the de- 
velopment of its AFC units for frequency 
control applications. Designated as Series 
C units, a typical transistorized AFC unit 
for missile application is shown in the ac- 
companying illustration. Only high tem- 
perature components are employed, such 
as silicon transistors, tantalytic capacitors, 
and so forth to insure high temperature 
operation of 125°C, This particular AFC 
unit is designed to keep the difference sig- 
nal between the two oscillators within a 
prescribed error for wide variations in 
their characteristics. 


(Continued on page 140A) 
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Abstracts on lour Loborotory investigotions: 


OPTICAL bre Jacobs, an Electronics 

aboratory communications en- 
COMMUNI- gineer, recently reported that a 
CATIONS ruby laser burst system using 

350 watts of primary power can 
provide a range of 10,000 nautical miles at 400 
bits per second. In an experimental system 
development at the Laboratory a KDP crystal 
was used to modulate the light source fre- 
quencies up to 200 mc. The optical receiver 
utilized a multiplier phototube. Mr. Jacobs 
stated that future improvements in light 
sources offer an enormous potential for opti- 
cal communications. A considerable technical 
effort is required in many areas: e.g. atmos- 
pheric propagation, wide-band modulation 
and wide-band detection. 


ADAPTIVE Thomas Bray, of ue Electronics 
Devices & Networks group, pre- 
NEURON sented a paper a short time ago 
COMPONENT describing "An Electro-Optical 
Shift Register” which employs 
an adaptive neuron component. This artificial 
neuron utilizes optoelectronic elements as 
analog multipliers. (Extremely low volume is 
an advantage of this Shift Register: a 20-input 
component consisting of more than 40 analog 
multipliers and 20 analog memory elements 
occupies about 2.5 cubic inches.) This work 
of Mr. Bray's is part of the Laboratory's en- 
deavor in the field of new logic and memory 
techniques development. 


9$609600200000900090000909009090990900000909090900099099990900000000005250909009909009090000090909090090902200999090990000000900000900292009 


A SCHEME ...has been proposed by Dr. Frank THE Electronics Laboratory engineers, 
Dickey, radar consultant with headed by Jerome J. Suran, 
ТО CREATE A the Laboratory. He suggested CARDIAC Manager of the Electronic 


“RADIOWAVE a powerful earth-based trans- 
mitter be employed to beam 
ATMOSPHERE” microwave energy at the 
NEAR THE MOON moon. The interaction of 
incident and reflected en- 
ergy near the lunar surface would create a 
stationary radiowave pattern...which would 
be sensed by an incoming spacecraft. This 
new technique can provide a simple, light- 
weight device capable of performing all sen- 
sory functions needed to achieve soft lunar 
landings.” (First reported at IRE Convention 
in March 1961, theoretical work is continuing 
on this concept.) 


PACEMAKER Applications Laboratory, devel- 

oped this device to control the 
beat of the human heart. It is the first surgically 
implantable unit whose rate can be adjusted 
by the patient to accommodate strenuous 
activities, such as stair-climbing. Its success- 
ful use was described in the May '61 issue of 
LIFE MAGAZINE. A continuing program of 
cooperation with medical researchers is now 
part of the Laboratory effort. It includes work 
on mechanisms that will stimulate other mus- 
cles which have suffered deterioration (from 
paralytic disease or injury) and the develop- 
ment of new diagnostic techniques. 
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RESEARCH ENGINEERS AND SCIENTISTS... 


CanYou Define Boundaries For Electronics? 


Investigators at General Electric's Electronics Laboratory believe that no technology is so "remote" that it may not one 
day contribute to advances in one of the many diverse areas conveniently labeled “electronics” today. The “oneness” of 
all science is a matter of conviction at the Laboratory, to both Staff Members and Management, The result is an enriching 
collaboration among individuals trained in many fields, from biochemistry to microwaves, from molecular physics to 
metallurgy, from geophysics to thermionics Ж Indicative of the breadth of the Laboratory’s interests and accom- 
plishments are the above abstracts on recent investigations by members of the staff. Some of this work is now being 
carried into advance development stages Ш Scientists and engineers (with PhD or MS) attracted by an opportunity to 
pursue investigations in a stimulating intellectual climate with colleagues from many fields are invited to inquire about 
opportunities to explore e NEW SOLID STATE DEVICES; APPLICATIONS TO COMPUTER TECIINOLOGY; ADVANCED 
MICROELECTRONIC CIRCUITRY; MAGNETIC THIN FILMS; SUPERCONDUCTIVE FILMS e NEW APPROACHES TO ELEC. 
TRONIC SIGNAL PROCESSING e NEW DATA PROCESSING TECHNIQUES, USING THEORIES OF AUTOMATA, ADAPTIVE 
SYSTEMS AND OTHERS e PHYSICAL PHENOMENA WITH POTENTIAL FOR MICROWAVE AND COHERENT OPTICAL DE. 
VICES e NEW APPROACHES TO CONTROL SYSTEMS USING NON.LINEAR, ADAPTIVE AND OTHER TECHNIQUES e 
ORGANIC AND INORGANIC CHEMISTRY: NEW MATERIALS AND PROCESSES (BS degree acceptable) e ADVANCED DEVEL. 
OPMENT IN HIGH POWER AND DIGITAL SOLID STATE CIRCUITRY e ADVANCED DEVELOPMENT IN MEASUREMENT 
INSTRUMENTATION 8S Write in confidence to: Mr. Richard J. Sullivan, Dept. 53-L, General Electric's Electronics 
Laboratory, Electronics Park, Syracuse, New York. * 4n Equal Opportunity Employer." 


GENERAL QD) ELECTRIC 
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PROFESSIONAL CONSULTING 


Engineering * Consulting € Proposal Assistance 


S. HIMMELSTEIN 


Advertising rates 
and staff 


Professional Consulting Service Cards. 


1 insertion $ 30.00 
12 insertions $240.00 
50% discount to IRE members on 3 or more 
consecutive insertions. 


in IRE DIRECTORY $30.00 flat rate 


New rate effective January 1962 
| insertion $35.00 
12 insertions $300.00 
50% discount to IRE members on 
3 or more consecutive insertions. 
In IRE DIRECTORY $35.00 flat rate 
| inch only, no cuts or disptay type. 


Advertising restricted to professional engineer. 
ing and consulting services by individuals only. 
No product may be offered for sale, and firm 
names may not be mentioned in cards. 


Prof. D. S. BUGNOLO, Sc.D. 
Consultant 
Satellite & Space Communication 
Propagation, Antennas, Information Theory 


61 Lillian Place Red Bank, М.Ј. 
SHadyside 7-1549 


SIDNEY FRANKEL, Ph.D. 


& associates 


Engineering Research @ Technical Consultation 
Feasibility Studies 


Communication and Control Systems 
Radio and Radar Techniques 
{165 Saxon Way Menlo Park, Calif. 
DAvenport 6-9166 


Proposals Research Development 


Reports Prototype Units 
DR. A. W. FRIEND, P. E. 
CONSULTING ENGINEER 

AND PHYSICIST 


5903 City Avenue TEnnyson 9-3098 
Philadelphia 31, Ра, MOhawk 4-0275 


Consultation e Development ө Product Planning 


STEVEN GALAGAN 


Consulting Engineer 
Antennas—Microwave Components & Devices— 
Interference Control & Reduction—Propagation 
Studies—Microwave Relay—Feasibility Studies 


30 Whittier Road . . . Wellesley Hills ВІ, Mass. 
CEdar 5-6530 


EARL GREENBERG & associates 


TRANSISTOR CIRCUITS and CONTROLS 
Digital and Analog Devices 
Design - Development - Prototype Construction 


11-16 154th Street Whitestone, New York 
Hickory 5-2459 


LEON HILLMAN 
Engineering Staff and Laboratory 


ө Instrumentation € Control Systems 
@ Electronic Research and Development 


255 County Rd.. Tenafly М.Ј LOwell 7.3232 


140A 


Magnetic Recording Systems 
Computer Peripheral Equipments 
Transports, Drums, Discs, Photoreaders, Circuitry 


3300 West Peterson, Chicago 45 € IRving 8-9850 


LEONARD R. KAHN 


Consultant in Communications and Electronics 
Single-Sideband and Frequency-Shift Systems 


Diversity Reception - Stereophonic Systems 
Television Systems 


8l South Bergen Place, Freeport, L. I., N.Y. 
FReeport 9-8800 


THIN FILM and other MICROCIRCUITS 
designed & developed 
Distributed Parameter Networks; 

Dep sition Tech. 


2414 Reedie Drive, Silver Spring, Md. 
M. A. KARP 


staff and associates 
Phone: 565-2896, Silver Spring, Md. 
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These manufacturers have invited PROCEEDINGS 
readers to write for literature and further technical 
information, Please mention your IRE affiliation. 


(Continued from page 138A) 


Because of special considerations of 
every system, each Orion Series C unit 
must be engineered to the specific system. 
In the typical missile application it was 
necessary to amplify just the pulse differ- 
ence frequency by the use of an IF ampli- 
fier to drive a discriminator, The output 
of the discriminator is a video signal 
which is amplified polarity clamped, peak 
detected, and fed through an emitter fol- 
lower to the control of a small power 
supply. A separate sweep generator is em- 
ployed to generate a sawtooth wave for 
lock-on when the proper difference signal 
is not received. 

Orion Series C units are being made 
available in three distinct types: miniature 
tubes, subminiature tubes or transistors. 

Since each unit must be designed for a 
specific application, the manufacturer sug- 
gests that system details be furnished for 
an engineering analysis to determine re- 
quirements for the AFC units. Typical 
electrical data are presently available and 
may be secured by writing the manu- 
facturer. 


SERVICES 
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LEONARD J. LYONS 
Consulting Mechanical Engineer 
COOLING—HEATING—FLUID FLOW 
Analysis and Testing. 

Heat Transfer & Thermodynamic Problems 
3710 Crestway Dr. AXminster 1-5446 
Los Angeles 43, California 


LEN MAYBERRY 


ELECTRONICS CONSULTING ENGINEER 
Laboratories and Staff 


Transistorized Modular Equipment 
Product Design € Test Equipment Design 


111 South Oak Street Ode gon 8-4847 
Inglewood, California 


Telecommunications Consulting Engineers 
“Worldwide Experience’ 
V. J. Nexon and staff 
WIRE, CARRIER, RADIO. MICROWAVE, 
TROPO SCATTER 
Feasibility Studies, Terrain Surveys, System De- 
sign, Job Supervision, Government Proposals, 


Market Research, Product Planning. 
U.S. 46 & Cisco, Denville, N.J. OAkwood 7-7400 


E. M. OSTLUND & associates 
Electronic Engineers 


Radio—Microwave—Carrier— 
Communication—Control— 
Systems and Equipment 
Consulting—Research—Development 


ANDOVER, NEW JERSEY 
Tet: PArkway 9-6635 P.E.N.J. 


NATHAN GRIER PARKE 
and staff 


Consulting Applied Mathematicians 
Research 9 Analysis € Computation 


Bedford Road ө Carlisle, Massachusetts 
Area Code 617 ө EMerson 9-3818 


PAUL ROSENBERG 


& associates 
Established 1945 


Consultation, Research & Development 
in Applied Physics 


100 Stevens Ave., Mt. Vernon, New York 
MOunt Vernon 7-8040 Cable: PHYSICIST 


MYRON M. ROSENTHAL 
& staff 


Microwave & Electronic Systems 


19 Brookline Dr., North Massapequa, N.Y. 
PErshing 5-250 


Analysis—Research—Design 
Electronics and Automation 


GARDNER H. SLOAN 
R & D Consultant 
Electrical Engineer, Physicist 


One Story Street 
Cambridge 38, Mass. 


Harvard Square 
Eliot 4-0766 


HAROLD A. WHEELER 


Laboratories and Engineering Staff 
Consultation—Research—Development 


Radar and Communication Antennas 
Microwave Assemblies and Components 


Main office: Great Neck, N Y. HUnter 2-7876 
Antenna Laboratory: Smithtown, N. Y. 
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Interstate Electronics is delivering 
the most reliable ENERGY STORAGE 


ELECTROLYTIC CAPACITORS 
in the industry ФЙ) 


TYPE DCM ELECTROLYTIC CAPACITORS 


are especially designed for use as 
energy storage components in DC 
circuitry where peak power require- 
ments exceed the maximum output of 
the associated power supply. They 
operate under high temperature con- 
ditions, minimize ripple voltage and 
add stability and long life to low volt- 
age power supplies. 


SANGAMO 
$00,000 MFO 
15 voc 

хш (ео 


Thats why many computer manu- 
facturers use the SANGAMO DCM. 
That's why you gain by turning to 
SANGAMO for your capacitor needs. 


Complete data on Type DCM Capacitors is 
detailed in SANGAMO'S Engineering 


“Definitely Dependable,” Catalog 2231. Write us for your copy 
INTERSTATE ELECTRONICS, inc. 


227 Fulton Street, New York 7, N.Y. * BEekman 3-8780...TWX, N.Y.1,4478 
Specialists in Military & Industrial Electronic Components 


(йин... 


IN EVERY RESPECT 


ne Mebun 450 un 


Specially designed for high 
vacuum applications in research, 
production and testing. 


Kingpin of the Vactronic 450 Line, the 
HVE-450, the most compact evaporator now 
available... providing elean, convenient and 
effective control of varied high vacuum 
operations 


Also available from Vactronic.., the HVS- 
450 precision-buiit, high efficiency Vacuum 
Station and the dependable HVBS-450 Basic 
Vacuum System, furnishing Manual or Pneu- 
matic control... a complete complement of 
the following high vacuum componenis 
separately available- 
HVP-450 Oil Vapor Diffusion Pump, CBF-450 
Baffle, CVP-450 Cold Trap, CVS-450 апа AVS- 
450 High Vacuum Valves, and RGH-45U-NP 
Roughing Manifold. 


Experienced Engineering 
HVE-450 


VACUUM 
EVAPORATOR 


Send jor special brochure desc ribing the 450 Line 


4 Vactronic 


LAB. EQUIPMENT, INC. 
East Northport, Long Island, New York 
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Advanced Design. . . Critical Construction 


SCR 584 RADARS 
AUTOMATIC TRACKING 
RADAR 


Our 584s in like new condition, ready 
to go, and in stock for immediate 
delivery. Ideal for resecrch and develop- 
ment, airway control, GCA, missile track- 
ing, balloon tracking, weather forecost- 
ing, antiaircraft defense tactical oir 
support, Write us. Fully Desc, MIT Rad. 
Lab. Series, Vol. 1, pps. 207-210, 228, 
284-286. 


Fuli azimuth and elevation sweeps 360 degrees 
in azimuth. 210 degrees in elevation. Accurate 
to 1 mil. or better over system. Complete for 
full tracking response. Angle acceleration rate: 
AZ, 9 degrees per second squared EL, 4 degrees 
per second squared. Angle slewing rate: AZ 
20 degrees per sec. EL. 10 degrees per sec. 
Can mount up to a 20 ft. dish, Angle tracking 
rate: 10 degrees per sec. Includes pedestal 
drives, selsyns, potentiometers, drive motors, 
control ampildynes. Excellent condition, Quan- 
tity in stock for immediate shipment. Ideal for 
missile & satellite tracking, antenna pattern 
ranges, radar system, rodio astronomy, any 
project requiring accurate response in elevation 
and azimuth. 

Complete description in McGraw-Hill Radiation 
Laboratory Series, Volume 1, page 284 and 
page 209, and Volume 26, page 233. 


TOPWALL HYBRID JUNCTION, 5500- 
9600 nic 1x.5 wg size. Broad banded 
better than 16%. Aluminum casting. 
$15.00 new Crossover output. 1x.5 wg 


size. $5.00 new. 
BROAD BAND BAL MIXER 
short slot-hybrid. Pound type broad band 


using 


dual balanced erystal holder 
size. $25, New, 


1x5 wg 


WESTERN ELECTRIC 
TD-2 MICROWAVE LINK 


4 KMC CRYSTAL OSC. 
Basic crystal oscillator multiplying thru 
2C37 cavities and 4163 cavities with crystal 
stability output 3700-4200 MCS. New. 


2C40 LIGHTHOUSE CAVITY 
AN/APW-]1A transmitter cavity for 2040. 
Complete S band coverage at max. power, 
Temperature compensated, New $77.50 ea. 


AN/AAS-6 
Infrared Detectlon System, complete. New 


85500. 

VD-2 PPI REPEATER 
Floor standing console with rotating yoke 
PPI. 7HITCRT. 4, 20, 80, 200 mile ranges. 
Will display or repeat any PPI info locally 
or remote. New & Complete. With inst. 
book $375 ca. 
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MIT MODEL 9 PULSER 
1 MEGAWATT-HARD TUBE 


Output pulse power 25 KV at 40 amp. Max. 
duty ratio: 002. Uses 6C21 pulse tube. 
Pulse duration .25 to 2 mlerosec. Input 115 
volts 60 cycle AC. Includes power supply 
in separate cabinet and driver. Fully 
guaranteed as new condition. Full Desc. 
MIT. Had, Lab. Serles ''Pulse Genera 
tors. 


500 KW PULSER 


5C22 Hydrogen Thyratron Modulator, 22 
KV at 28 amps. W/HV & Fil supplies. 
3 pulse length rep rates: 2.25 usec 300 
ppe. 1.75 usee 550 pps, .4 usec 2500 pps. 
115V 60 cy AC input. 


MIT MODEL 3 PULSER 


Output: 144 kw (12 kv at 12 amp.) Duty 
ratio: 001 max. Pulse duration: .5 1 and 
2 micro sec, Input: 115 v 400 to 9000 cps 
and 24 vdc, $325 ea. Full dese. Vol, 5 
MIT Had. Lab. series pg. 140. 


2 MEGAWATT PULSER 


Inchides Rectifier xfmr 5800/7000 Nx ЖГ 
2.55-KY; Resonant charging choke 150 
cy. 30 И 12 Amp. Ins. 17 KV; Capacitor 
network — 17E2-2-300-25P'2T; Capacitor, 
904Mfd. ITKVDC; Transformer 4400 V to 
22,000 V; Fil. Xfnir. & Filter choke 5.1 V 
18 Amp. 6 Н .21 Amp, DC; 4035 pulser, 
SB24W (6 each), WLIB4I gap tube. Price 
new type MD-53/APS20C $1125 00. 


AN/TPS-ID RADAR 


500 kw 1220-1359 mes, 160 nautical mile 
search range Р.Р]. and A Scopes. MTI. 
thyratron mod, 5326 magnetron. Like new. 
Complete system incl. spare parts and gas 
xenerator fleld supply, 


AN/TPS-10D HEIGHT FINDER 


250 KW X-Band 60 & 120 mile ranges to 
60,000 feet. Complete. 


10 CM. WEATHER 
RADAR SYSTEM 


US Navy Raytheon, 275 KW peak output 
S band. Rotating yoke Plan position Indi- 
cator. Magnetron supplied for any 8 band 
frequency specified, incl. Weather Band. 
20 and $0 mile range, 360 degree 
azimuth scan, Sensitive revr using 2K28/ 
TATE und INZI, Supplied brand now 
complete with instruction books and in- 
stallation drawings. Can ће supplied to 
onerate from 32VDC or 115 volts. Price 
$975. Ideal for weather work. Has picked 
up clouds at 50 miles. Weight 488 Ibs, 


AN/APS-15B 3 CM RADAR 


Airborne radar. 40 kw outpnt using 725A 
magnetron, Model 3 pulser, 30 in. parabola 
stabilized antenna. PPI scope. Complete 
system. $1200 each, New. 


10KW 3 CM. X BAND RADAR 


Complete RF head including transniltter, 
receiver, modulator. Uses 2332 magnetron. 
Fully described in MIT Rad. Lab. Series 
Vol. I, pps. 616-625 and Vol. II, pps. 171- 
185 $375. Complete X Band Radar System 
also avail. inclu. 360-deg. antenna, PPI. 
syn pwr supply. Similar to $17,000 weather 
radar now іп use by airlines, $750 com 
plete. 


225 KW X-BAND RF 


4150 Magnetron RF Generator with 
dummy load & Dir, Cpir. Variable rep 
rates. Varieble power output 115 V 60 
cycle AC input, New, $2400 complete. 


L BAND RF PKG. 


20 KW peak 990 to 1040 MC. Pulse width 
7 to 1.2 micro sec. Rep rate 1x0 to 420 
pps, Input 115 vac. Incl. Receiver $1200, 


WESTINGHOUSE 3CM RADAR 


Complete X band system oper, from 115 v 
60 cy ac with 40 kw power output 2755 
magnetron. Hanges 0-1.5, 4, 16, 40 miles, 
Includes installation waveguide. An ideal 
system for ]ab school, demonstration or 
shipboard, $1800. New with spares. 


60 МС Т.Е. STRIP 


—95 DBM sensitivity. 130 DB gain. 1 MC 
& 5 MC band widths, Mfg. Texas Instru- 
ments. $125 each w/tubes. 


RADIO RESEARCH 
INSTRUMENT CO. 


550 FIFTH AVE., 
NEW YORK 
JUDSON 6-4691 
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d» MODEL 91- CA ry 
О Boonton ELECTRONICS Cory 


MDAA Pama ч 


Expedite your 


PLASMA STUDIES 


and get more comprehensive THE LEADER 

results by using GASL computer 

programs such as these: 

0 ubsonic ow heids ou un . 

scenes" n RE Voltage Measurements 


è Supersonic flow fields about 


blunt nosed two and three di- 7 l el 
mensional bodies for real gas in a OW ем 


thermal equilibrium or with 


frozen atom chemistry. 
* Temperature. frozen speed of fror 10 KC to 600 MC 


sound. entropy. partition func- 


tions, equilibrium constants, MODEL 91-CA MODEL 91-C 


mass fractions for equilibrium f = 
air. 300 microvolts to 3 volts 1000 microvolts to 3 volts 
* Non equilibrium ionized wakes Price: $495 Price: $395 


e Two-dimensional or axisymme- 


tric inviscid flow past a body or 2 ALSO MANUFACTURERS OF THE FOLLOWING INSTRUMENTS: 
through a nozzle for non-equili- ©з 

brium mixtures of O.. N., NO. 
O, N. 

Tf your problem is in: Steady and 
Non-Steady Aerodynamics, Propulsion 
Acoustics, Structural Dynamics... we 
can probably help you. 


DC Millivoltmeter Inductance Bridge Capacitance Bridge UHF Grid Dip Meter 


Merrick and Stewart Aves Boonton ELECTRONICS Corp. 


General Applied Science Laboratories, Inc. 


Morris Plains, N. J. e JEfferson 9-4210 


Westbury, L. I., N. Y. * EDgewood 3-6960 
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STANDARD SIGNAL GENERATOR | 


Individually Calibrated Scale 


OUTPUT: Continuously variable, .1 microvolt to 2.2 volts, 
OUTPUT IMPEDANCE: 5 ohms to .2 volt, rising to 15 ohms at 


MANUFACTURERS OF j 
Standard Signal Generators 


2.2 volts. Pulse Generators 
MODULATION: From zero to 100%. 400 cycles, 1000 cycles FM Signal Generators 
and provision for external modulation. Built-in, low dis- Square Wave Generators 
tortion modulating amplifier. Vacuum Tube Voltmeters 
POWER SUPPLY: 117 volts, 50-60 cycles, AC. UHF Radio Noise & Field 
DIMENSIONS: 11” high, 20” long, 104" deep, overall. Strength Meters 
WEIGHT: Approximately 50 Ibs. Capacity Bridges 
Megohm Meters 


PRICE OF THE MODEL 65B IS $875.00. PRICES Phase Sequence Indicators — 
F.O.B. BOONTON, NEW JERSEY. eager emi e 


EXTENDED FpEQUENCY RANGE 


with these STANDARD SIGNAL GENERATORS MODEL 80 


2 Mc to 400 Mc 
$590.00 


MODEL 80-R 


5 Mc to 475 Mc 
$625.00 


SPECIFICATIONS | 


FREQUENCY RANGE: (Model 80) 2 to 400 Mc in 6 bands. 
(Model 80-R) 5 to 475 Mc in 6 bands. 
FREQUENCY ACCURACY: + 0.5% 
FREQUENCY DRIFT: Less than .1% after warm-up. 
OUTPUT VOLTAGE: Continuously variable from 0.1 to 100,000 
microvolts (77 to - 127 DBM). 
OUTPUT ACCURACY: £10% at 0.1 volt from 5 to 200 Mc. 
£15% ot 0.1 volt from 200 to 475 Mc. 
MODULATION: AM is continuously variable from 0 to 30%. 
Internal modulation, 400 and 1000 cycles. 
External modulation, 50 to 10,000 cycles. 
RESIDUAL FM; Less than 500 cps at 450 Мс for Model 80-R, 
and correspondingly lower for both models at lower 
frequencies. 


POWER SUPPLY: 117v, 50-60 cycles, 70 watts. | 


FEATURES 


* Direct-Reading scales 
and dials; individually 
calibrated. 

* Convenient microvolt 
and DBM output scales, 

* Accurate Indication of 
output voltages ot all 
levels. 

* Low residual FM due to 
hum ond noise. 

* Provision for external 

pulse modulation. 


MEASUREMENTS 


A McGraw-Edison Division 
BOONTON, NEW JERSEY | | 
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New 
we. PHILOO matched 


Philco type 
2N2185 SPAT 


ew | Silicon Choppers 


HELP A MISSILER 


Phileo SPAT* choppers, industry's most reliable telemetry 
multiplex switches, assure highest fidelity in multiplexing data 
from a missiles many sensors such as strain gauges and 
thermocouples— data that is the only legacy of a multi-million 
dollar missile flight. For this data is used in post-flight simu- 
lations which, in effect, make the missile "fly" twice. 

Philco's missile-proved SPAT choppers are produced on in- 
dustry's only fully-automatic chopper transistor production 
line—to assure the uniformity so important to matched pairs. 


1. Low Offset Current —1 nanoampere maximum; 


2. Low Offset Voliage—50 volts maximum (for the matched 
pair); 


3. Guaranteed Match over a temperature range—25° to 85° C; 


4. Guaranteed maximum offset voltage for a wide range of base 
current values; 


5. High gain-bandwidth product; 
6. Meet all requirements of MIL-S-19500B. 


TYPICAL CHOPPER CIRCUIT 2N2185 CHARACTERISTICS 
Emitter Voltage, BYeco —30 volts 
Collector Cutoff Current 
1ово (Vcg — 10V) 001 из max. 
Emitter Cutoff Current 
iK к Іво (Vg — 10%) 1001 ша mm. 
Offset Voltage Vec 
(ip —200 из, lp 0) 15 my max. 
DRIVF SIGNAL Offset Voltage Vee 


(292187 Matched pair, 18==—1 ma at 
all temperatures from 25°C to 85°C.) 50 иу max. 


To assure maximum reliability in systems for telemetry, multi- 
channel communications, analog computers, and other low 
level data handling applications, be sure to specify Philco 
SPAT choppers. There's a Phileo SPAT chopper for every 
application. You can choose from seven types (2N2181 
through 2N2187). 


*Philco 

SPAT Choppers 

are immediately 
available from 

your Philco Industrial 


Semiconductor Distributor. | | = 2 for Quality the World Over е2 
n DIVISION « LANSDALE, PENNSYLVANIA i 


*Phileo Corporation Trademark for Silicon Precision Alloy Transistor & | 1 A 


with a Memory 


The Counter 


Measurement Ranges: 
Frequency: dc to 10 Mc 
Period: 10usec to 107 sec 
Time Interval: lusec to 107 sec 
Also measures 10 periods, fre- 
quency ratios, phase shifts, 
pulse characteristics, and 
counts random events. 


Display: 
8 digits intermittent; 4 digits 
continuous readout (previous 
count displayed continuously 
during counting Interval; 


High Accuracy — 

Linearity: + 0.05% of full scale 

Stability: +0.02% for +15% 
line voltage variations; 
* 0.030% for ambient tem- 
perature changes over the 
range from 0 to 50 C. 


All Electronic — No mechani- 
cal data printer required to con- 
vert counter output to steady 
analog signal. Operates di- 
rectly from the G-R Counter's 


Type 1521-A Graphic-Level Recorder 


1132-A DATA PRINTER, $1450, for unattended measurements 


Provides permanent printed records on is adjustable from one print every 
adding machine tape. The printer has a twenty seconds to three prints per 
12-column register capacity, eight of second. A keyboard and print-command 
which are used to print counter output. bar allow numbers to be typed manually 
The remaining four columns can be between automatic prints. An output for 
used to display additional data such as driving an ІВМ summary punch is 
time from a digital clock. Printing rate available as a special option. 


The G-R Counter's unique storage circuits vastly 
simplify graphic. analog recording. To decode the 
Counter's output to a d-c analog voltage you simply 
add G-R's all electronic Digital-to-Analog Converter. 

For those desiring tabulated digital data, a Data 
Printer is available which connects directly to the 
Counter (no modifications or adaptor kits required). 


1130-A Digital Time and Frequency Meter 


Changes to new value when 
count is completed). 

Sensitivity: 0,25v rms 

Accuracy: +1 count + time. base 
Stability. A variety of plug-in 
time-base generators are 
available with short-term sta- 
bilities ranging from 1 part in 
108/min to 1 part in 109% min. 

Price: From $2,585 to $2,950 de- 
pending on time-base gen- 
erator desired. 


1134-A Digital-to-Analog Converter * 


Will drive any standard 1 ma (or 100 mv) recorder 


internal storage system. 


Either 1 ma or 100 mv output. 
Connects readily to most d-c 
strip-chart recorders. 


Records first 3, last 3, or last 
2 digits of the G-R Counter's 
4-digit continuous display 
which may be set to read any 
four consecutive digits of 
count over the range from 
dc to 10 Mc. 


GENERAL RADIO COMPANY 
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